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Preface 



This manual describes the various units of the IBM Personal 
Computer XT Model 286 and how they interact. It also has 
information about the basic input/output system (BIOS) and 
about programming support. 

The information in this publication is for reference, and is 
intended for hardware and program designers, programmers, 
engineers, and anyone else who needs to understand the design 
and operation of the IBM Personal Computer XT Model 286. 

This manual consists of eight sections: 

The first three sections describe the IBM Personal Computer 

XT Model 286 including hardware, charts, and register 

information 

Section 4 describes keyboard operation, the commands to and 

from the system, and the various keyboard layouts. 

Section 5 contains information about the usage of BIOS and a 

system BIOS listing. 

Section 6 contains instruction sets for the 80286 

microprocessor and the 80287 math coprocessor. 

Section 7 provides information about characters, keystrokes, 

and colors. 

Section 8 contains information about the compatibility of the 

IBM Personal Computer XT Model 286 and the rest of the 

IBM Personal Computer family. 

A glossary, bibliography, and index are included. 



Prerequisite Publications 

Guide to Operations for the IBM Personal Computer XT Model 
286 



Suggested Reading 

• BASIC for the IBM Personal Computer 

• Disk Operating System (DOS) 

• Macro Assembler for the IBM Personal Computer 

Additional Information 

The Technical Directory lists all the service and technical 
information that is available for the IBM Personal Computer 
family of products. To receive a free copy of the Technical 
Directory, call toll free 1-800-IBM-PCTB, Monday through 
Friday, 8 :00 a.m. to 8 :00 p.m. Eastern Time. 
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The system board is approximately 22 by 33.8 centimeters (8.5 
by 13.2 inches). It uses very large scale integration (VLSI) 
technology and has the following components: 

• Intel 80286 Microprocessor 

• System support function: 

— Seven-Channel Direct Memory Access (DMA) 

— Sixteen-level interrupt 

— Three programmable timers 

— System clock 

• 64K read-only memory (ROM) subsystem, expandable to 
128K. 

• A 640K (may be set to 512K) random-access memory 
(RAM) subsystem 

• Eight input/output (I/O) slots: 

— Five with a 98-pin card-edge socket 

— Three with a 62-pin card-edge socket 

Speaker attachment 

Keyboard attachment 

Complementary metal oxide semiconductor (CMOS) memory 
RAM to maintain system configuration 

Real-Time Clock 

Battery backup for CMOS configuration table and Real-Time 
Clock 
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Memory 



The system board consists of two 256K-by-9 random access 
memory module packages, plus two banks of 64K-by-4 random 
access memory (RAM) modules. Total memory size is 640K, 
with parity checking. 



Microprocessor 



The Intel 80286 microprocessor has a 24-bit address, 16-bit 
memory interface 1 , an extensive instruction set, DMA and 
interrupt support capabilities, a hardware fixed-point multiply and 
divide, integrated memory management, four-level memory 
protection, 1G (1,073,741,824 bytes) of virtual address space for 
each task, and two operating modes: the 8086-compatible real 
address mode and the protected virtual address mode. More 
detailed descriptions of the microprocessor may be found in the 
publications listed in the Bibliography of this manual. 



Real Address Mode 

In the real address mode, the microprocessor's physical memory is 
a contiguous array of up to one megabyte. The microprocessor 
addresses memory by generating 20-bit physical addresses. 

The selector portion of the pointer is interpreted as the upper 16 
bits of a 20-bit segment address. The lower 4 bits of the 20-bit 
segment address are always zero. Therefore, segment addresses 
begin on multiples of 16 bytes. 

All segments in the real address mode are 64K in size and may be 
read, written, or executed. An exception or interrupt can occur if 
data operands or instructions attempt to wrap around the end of a 
segment. An example of this is a word with its low-order byte at 
offset FFFF and its high-order byte at 0000. If, in the real 



1 In this manual, the term interface refers to a device that carries signals 
between functional units. 
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address mode, the information contained in the segment does not 
use the full 64K, the unused end of the segment may be overlayed 
by another segment to reduce physical memory requirements. 



Protected (Virtual Address) Mode 

The protected mode offers extended physical and virtual memory 
address space, memory protection mechanisms, and new 
operations to support operating systems and virtual memory. 

Note: See "BIOS Programming Hints" in Section 5 for 
special cautions while operating in the protected mode. 

The protected mode provides a 1G virtual address space for each 
task mapped into a 16M physical address space. The virtual 
address space may be larger than the physical address space, 
because any use of an address that does not map to a physical 
memory location will cause a restartable exception. 

As in the real address mode, the protected mode uses 32-bit 
pointers, consisting of 16-bit selector and offset components. 
The selector, however, specifies an index into a memory resident 
table rather than the upper 16 bits of a real memory address. The 
24-bit base address of the desired segment is obtained from the 
tables in memory. The 16-bit offset is added to the segment base 
address to form the physical address. The microprocessor 
automatically refers to the tables whenever a segment register is 
loaded with a selector. All instructions that load a segment 
register will refer to the memory-based tables without additional 
program support. The memory-based tables contain 8-byte 
values called descriptors. 
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The following is a block diagram of the system board. 




1-6 System Board 



System Performance 



The 80286 microprocessor operates at 6 MHz, resulting in a clock 
cycle time of 167 nanoseconds. 

A bus cycle requires two clock cycles, making a 334-nanosecond 
16-bit, microprocessor cycle time. Eight-bit bus operations to 
8-bit devices take six clock cycles (which include four wait 
states), resulting in a 1 -microsecond microprocessor cycle. 
Sixteen-bit bus operations to 8 -bit devices take 12 clock cycles 
(which include 10 wait states) resulting in a 2-microsecond 
microprocessor cycle. 

The refresh controller steps one refresh address every 15 
microseconds. Each refresh cycle requires eight clock cycles to 
refresh all of the system's dynamic memory; 256 refresh cycles 
are required every 4 milliseconds, but the system hardware 
refreshes every 3.84ms. The following formula determines the 
percentage of bandwidth used for refresh for the 6 MHz clock. 

% Bandwidth used 8 cycles X 256 2048 

for Refresh = = = 9% 

3.84ms/167ns 22994 

The DMA controller operates at 3 MHz, which results in a clock 
cycle time of 334 nanoseconds. All DMA data-transfer bus 
cycles are five clock cycles or 1.66 microseconds. Cycles spent in 
the transfer of bus control are not included. 
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System Memory Mapping 



The following shows the mapping of the system memory. 



Address 


Name 


Function 


000000 to 
07FFFF 

080000 to 
09FFFF 

OAOOOO to 
OBFFFF 

OCOOOO to 
ODFFFF 

OEOOOO to 
OEFFFF 

OFOOOO to 
OFFFFF 

100000 to 
FDFFFF 

FEOOOO to 
FEFFFF 

FFOOOO to 
FFFFFF 


512K system 
board memory 

128K system 
board memory 

128K video 
RAM 

128K 1/0 
expansion ROM 

64K reserved 
on system board 

64K ROM on the 
system board 

Max i mum 
memory 15M 

64K reserved 
on system board 

64K ROM on the 
system board 


First 512K of system board memory 

System board memory (512K to 640K) 
May be disabled with jumper J10. 

Reserved for graphics display buffer 

Reserved for ROM on 1/0 adapters 

Duplicated code assignment at 
address FEOOOO 

Duplicated code assignment at 
address FFOOOO 

1/0 channel memory - 640K to 15M 
installed on memory expansion options 

Duplicated code assignment at 
address OEOOOO 

Duplicated code assignment at 
address OFOOOO 



System Memory 
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Direct Memory Access 



The system supports seven direct memory access (DMA) 
channels. Two Intel 8237A-5 DMA Controller chips are used, 
with four channels for each chip. The DMA channels are 
assigned as follows: 



Controller 1 


Control ler 2 


Ch - Reserved 
Ch 1 - SDLC 
Ch 2 - Diskette 
Ch 3 - LAN 


Ch k - Cascade for Ctlr 1 
Ch 5 " Reserved 
Ch 6 - Reserved 
Ch 7 - Reserved 



DMA Channels 

DMA controller 1 contains channels through 3. These channels 
support 8-bit data transfers between 8-bit I/O adapters and 8- or 
16-bit system memory. Each channel can transfer data 
throughout the 16M system-address space in 64K blocks. 

The following figures show address generation for the DMA 
channels. 



Source 


DMA Page Registers 


Control ler 


Address 


ATV_ _______sAlt 


A1 C^ sAH 


MZ;^ > f\ i 


A I 3< >f\\) 



Address Generation for DMA Channels through 3 

Note: The addressing signal, f byte high enable 1 (BHE), 
is generated by inverting address line AO. 
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DMA controller 1 command code addresses follow. 



Hex 
Address 



000 
001 
002 
003 
004 
005 
006 
007 

008 
009 
00A 
00B 
00C 
00D 
00E 
OOF 



Register Function 



CH0 ba 
CHO ba 
CH1 ba 
CH1 
CH2 ba 
CH2 ba 
CH3 ba 
CH3 ba 



se and 
se and 
se and 
se and 
se and 
se and 
se and 
se and 



current 
current 
current 
current 
current 
current 
current 
current 



address 
word count 
address 
word count 
address 
word count 
address 
word count 



Read Status Register/Write Command Register 

Write Request Register 

Write Single Mask Register Bit 

Write Mode Register 

Clear Byte Pointer Flip-Flop 

Read Temporary Register/Write Master Clear 

Clear Mask Register 

Write All Mask Register Bits 



DMA Controller 1 (Channels 0-3) 

DMA controller 2 contains channels 4 through 7. Channel 4 is 
used to cascade channels through 3 to the microprocessor. 
Channels 5, 6, and 7 support 16-bit data transfers between 16-bit 
I/O adapters and 16-bit system memory. These DMA channels 
can transfer data throughout the 16M system-address space in 
128K blocks. Channels 5, 6, and 7 cannot transfer data on 
odd-byte boundaries. 



Source 


DMA Page Registers 


Control ler 


Address 


aoo^-- — «>An 




MZ^ < > AI/ 


Alo< >A1 



Address Generation for DMA Channels 5 through 7 

Note: The addressing signals, BHE and A0, are forced to 
a logical 0. 
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The following figure shows the addresses for the page register. 



Page Register 


I/O Hex Address 


DMA Channel 


0087 


DMA Channel 1 


0083 


DMA Channel 2 


0081 


DMA Channel 3 


0082 


DMA Channel 5 


008B 


DMA Channel 6 


0089 


DMA Channel 7 


008A 


Refresh 


008F 



Page Register Addresses 

Addresses for all DMA channels do not increase or decrease 
through page boundaries (64K for channels through 3, and 
128K for channels 5 through 7). 

DMA channels 5 through 7 perform 16-bit data transfers. Access 
can be gained only to 16-bit devices (I/O or memory) during the 
DMA cycles of channels 5 through 7. Access to the DMA 
controller, which controls these channels, is through I/O 
addresses hex 0C0 through 0DF. 

DMA controller 2 command code addresses follow. 



Hex 
Address 



0C0 
0C2 
0C4 
0C6 
0C8 
OCA 
0CC 
0CE 

0D0 
0D2 
0D4 
0D6 
0D8 
0DA 
0DC 
ODE 



Register Function 



CH4 base 
CH4 base 
CH5 base 
CH5 base 
CH6 base 
CH6 base 
CH7 base 
CH7 base 



and 
and 
and 
and 
and 
and 
and 
and 



current 
current 
current 
current 
current 
current 
current 
current 



address 
word count 
address 
word count 
address 
word count 
address 
word count 



Read Status Register/Write Command Register 

Write Request Register 

Write Single Mask Register Bit 

Write Mode Register 

Clear Byte Pointer Flip-Flop 

Read Temporary Register/Write Master Clear 

Clear Mask Register 

Write All Mask Register Bits 



DMA Controller 2 (DMA Channels 4-7) 

All DMA memory transfers made with channels 5 through 7 must 
occur on even-byte boundaries. When the base address for these 
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channels is programmed, the real address divided by 2 is the data 
written to the base address register. Also, when the base word 
count for channels 5 through 7 is programmed, the count is the 
number of 16-bit words to be transferred. Therefore, DMA 
channels 5 through 7 can transfer 65,536 words, or 128Kb 
maximum, for any selected page of memory. These DMA 
channels divide the 16M memory space into 128K pages. When 
the DMA page registers for channels 5 through 7 are 
programmed, data bits D7 through Dl contain the high-order 
seven address bits (A23 through A 17) of the desired memory 
space. Data bit DO of the page registers for channels 5 through 7 
is not used in the generation of the DMA memory address. 

At power-on time, all internal locations, especially the mode 
registers, should be loaded with some valid value. This is done 
even if some channels are unused. 



System Interrupts 



The 80286 microprocessor's non maskable interrupt (NMI) and 
two 825 9 A controller chips provide 16 levels of system interrupts. 

Note: Any or all interrupts may be masked (including the 
microprocessor's NMI). 
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Hardware Interrupt Listing 

The following shows the interrupt-level assignments in decreasing 
priority. 



Level 


Function 


Microprocessor NMI 


Parity or I/O Channel Check 


Interrupt Controllers 


CTRL 1 CTRL 2 


Timer Output 


IRQ 


IRQ 1 


Keyboard (Output Buffer Full) 


IRQ 2 <*-. 






Interrupt from CTRL 2 
Realtime Clock Interrupt 




IRQ 8 






IRQ 9 


Software Redirected to INT OAH 

PC Network * 

PC Network(Alt.) * 






IRQ 10 


Reserved 






IRQ 11 


Reserved 




IRQ 12 


Reserved 




IRQ 13 


Coprocessor 




IRQ 14 


Fixed Disk Controller 




IRQ 15 


Reserved 
Serial Port 2 


IRQ 3 






BSC 




BSC (Alt.) 




PC Network * 




PC Network (Alt.) * 




SDLC 


IRQ k 


Serial Port 1 




BSC 




BSC (Alt.) 




SDLC 


IRQ 5 


Parallel Port 2 


IRQ 6 


Diskette Control ler 




Fixed Disk and Diskette Drive 


IRQ 7 


Parallel Port 1 




Data Acquisition and Control ** 




GPIB *** 




Voice Communications Adapter **** 


* The PC Network is 


lumper selectable. 


** The Data Acquisitii 


?n Adapter can be set to interrupts 


3 through 7. The 


default interrupt is 7. 


*** The GPIB Adapter c< 


an be set to interrupts 2 through 7. 


**** The Voice Communis 


ations Adapter can be set to 


interrupts 2, 3 9 ^ 


4, or 7 (Interrupt level 7 is 


recommended) . 





Hardware Interrupt Listing 
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Interrupt Sharing 

A definition for standardized hardware design has been 
established that enables multiple adapters to share an interrupt 
level. This section describes this design and discusses the 
programming support required. 

Note: Since interrupt routines do not exist in ROM for 
protected mode operations, this design is intended to run 
only in the microprocessor's real address mode. 



Design Overview 

Most interrupt-supporting adapters hold the 'interrupt request 1 
line (IRQ) at a low level and then drive the line high to cause an 
interrupt. In contrast, the shared-interrupt hardware design 
allows IRQ to float high through pull-up resistors on each 
adapter. Each adapter on the line may cause an interrupt by 
momentarily pulsing the line to a low level. The high-to-low 
transition arms the 8259A Interrupt Controller; the low-to-high 
transition generates the interrupt. The duration of this pulse must 
be between 125 and 1,000 nanoseconds. 

The adapters must have an 'interrupt 1 status bit (INT) and a 
'interrupt enable' bit (EN A) that can be controlled and 
monitored by its software. 

Each adapter sharing an interrupt level must monitor the IRQ 
line. When any adapter drives the line low, all other adapters on 
that line must be prevented from issuing an interrupt request until 
they are rearmed. 

If an adapter's INT status bit is at a high level when the interrupt 
sharing logic is rearmed, the adapter must reissue the interrupt. 
This prevents lost interrupts if two adapters issue an interrupt at 
the same time and an interrupt handler issues a Global Rearm 
after servicing one of the adapters. 
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The following diagram is an example of the shared interrupt logic. 



A 

INHN 
ENA-D 



System 
Clock- 



r- >CLK -Q 
-CLR 



>CLK -Q 
-CLR 



>CLK -Q 
-CLR 



-Global 
Rearm- 



AND 




2.2K Ohms 



IRQ 



Shared Interrupt Logic Diagram 

Program Support 

During multitasking, tasks are constantly being activated and 
deactivated in no particular order. The interrupt-sharing program 
support described in this section provides for an orderly means to: 

• Link a task's interrupt handler to a chain of interrupt handlers 

• Share the interrupt level while the task is active 

• Unlink the interrupt handler from the chain when the task is 
deactivated. 



Linking to a Chain 

Each newly activated task replaces the interrupt vector in low 
memory with a pointer to its own interrupt handler. The old 
interrupt vector is used as a forward pointer (FPTR) and is stored 
at a fixed offset from the new task's interrupt handler. 
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Sharing the Interrupt Level 

When the new task's handler gains control as a result of an 
interrupt, the handler reads the contents of the adapter's interrupt 
status register to determine if its adapter caused the interrupt. If 
it did, the handler services the interrupt, disables the interrupts 
(CLI), issues a non-specific End of Interrupt (EOI), and then, to 
rearm the interrupt hardware, writes to address 02FX, where X 
corresponds to interrupt levels 3 through 7, and 9 (IRQ9 is 
02F2). A write to address 06FX, where X may be 2 through 7, is 
required for interrupt levels 10 through 15, respectively. Each 
adapter in the chain decodes the address which results in a Global 
Rearm. An adapter is required to decode the least significant 1 1 
bits for this Global Rearm command. The handler then issues a 
Return From Interrupt (IRET). 

If its adapter did not cause the interrupt, the handler passes 
control to the next interrupt handler in the chain. 



Unlinking from the Chain 

To unlink from the chain, a task must first locate its handler's 
position within the chain. By starting at the interrupt vector in 
low memory, and using the offset of each handler's FPTR to find 
the entry point of each handler, the chain can be methodically 
searched until the task finds its own handler. The FPTR of the 
previous handler in the chain is replaced by the task's FPTR, thus 
removing the handler from the chain. 



Error Recovery 

Should the unlinking routine discover that the interrupt chain has 
been corrupted (an interrupt handler is linked but does not have a 
valid SIGNATURE), an unlinking error-recovery procedure must 
be in place. Each application can incorporate its own unlinking 
error procedure into the unlinking routine. One application may 
choose to display an error message requiring the operator to 
either correct the situation or power down the system. Another (| 
application may choose an error recovery procedure that restores 
the original interrupt vector in low memory, and bypasses the 
corrupt portion of the interrupt chain. This error recovery 
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procedure may not be suitable when adapters that are being 
serviced by the corrupt handler are actively generating interrupts, 
since unserviced interrupts lock up that interrupt level. 



ROS Considerations 

Adapters with their handlers residing in ROS may choose to 
implement chaining by storing the 4 byte FPTR (plus the FIRST 
flag if it is sharing interrupt 7 or 15) in on-adapter latches or 
ports. Adapter ROS without this feature must first test to see 
that it is the first in the chain. If it is the first in the chain, the 
adapter can complete the link; if not, the adapter must exit its 
routine without linking. 



Precautions 

The following precautions must be taken when designing 
hardware or programs using shared interrupts: 

• Hardware designers should ensure the adapters: 

- Do not power up with the ENA line active or an interrupt 
pending. 

- Do not generate interrupts that are not serviced by a 
handler. Generating interrupts when a handler is not 
active to service the adapter causes the interrupt level to 
lock up. The design relies on the handler to clear its 
adapter's interrupt and issue the Global Rearm. 

- Can be disabled so that they do not remain active after 
their application has terminated. 

• Programmers should: 

- Ensure that their programs have a short routine that can 
be executed with the AUTOEXEC.BAT to disable their 
adapter's interrupts. This precaution ensures that the 
adapters are deactivated if the user reboots the system. 

- Treat words as words, not bytes. Remember that data is 
stored in memory using the Intel format (word 424B is 
stored as 4B42). 
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Interrupt Chaining Structure 

ENTRY 



JMP 


SHORT 


PAST 




Jump around structure 


FPTR 


DD 







Forward Pointer 


SIGNATURE 


DW 


424BH 




Used when unlinking to identify 
compatible interrupt handlers 


FLAGS 


DB 






Flags 


FIRST 


EQU 


80H 




Flag for being first in chain 


JMP 


SHORT 


RESET 






RES_JYTES 


DB 


DUP 7 


(0) 


; Future expansion 










Actual start of code 



PAST: 

The interrupt chaining structure is a 16-byte format containing 
FPTR, SIGNATURE, and RES_BYTES. It begins at the third 
byte from the interrupt handler's entry point. The first 
instruction of every handler is a short jump around the structure 
to the start of the routine. Since the position of each interrupt 
handler's chaining structure is known (except for the handlers on 
adapter ROS), the FPTRs can be updated when unlinking. 

The FIRST flag is used to determine the handler's position in the 
chain when unlinking when sharing interrupts 7 and 15. The 
RESET routine, an entry point for the operating system, must 
disable the adapter's interrupt and RETURN FAR to the 
operating system. 

Note: All handlers designed for interrupt sharing must 
use 424B as the signature to avoid corrupting the chain. 



Examples 

In the following examples, notice that interrupts are disabled 
before control is passed to the next handler on the chain. The 
next handler receives control as if a hardware interrupt had 
caused it to receive control. Also, notice that the interrupts are 
disabled before the non-specific EOI is issued, and not reenabled 
in the interrupt handler. This ensures that the IRET is executed 
(at which point the flags are restored and the interrupts 
reenabled) before another interrupt is serviced, protecting the 
stack from excessive build up. 
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Example of an Interrupt Handler 



Y0UR__CARD EQU 


xxxx ; 


ISB 


EQU 


xx ; 


REARM 


EQU 


2F7H ; 


SPC_E0I 


EQU 


67H ; 


EOI 


EQU 


20H ; 


OCR 


EQU 


20H ; 


IMR 


EQU 


21H ; 


MYCSEG 


SEGMENT 


PARA 




ASSUME 


CS:MYCSEG,DS:DSEG 


ENTRY 


PROC 


FAR 




JMP 


SHORT PAST ; 


FPTR 


DD 





S 1 GNATURE 


DW 


424BH ; 


FLAGS 


DB 


; 


FIRST 


EQU 


80H 


JMP 


SHORT 


RESET 


RES BYTES DB 


DUP 7 (0) ; 


PAST: 


STI 
PUSH 


! 




MOV 


DX,YOUR CARD ; 




IN 


AL.DX "~ ; 




TEST 


ALJSB ; 




JNZ 


SERVICE ; 




TEST 


CS: FLAGS, FIRST 




JNZ 


EXIT ; 




POP 






CLI 






JMP 


DWORD PTR CS:FPTR ; 


SERVICE: 






EXIT: 


CLI 






MOV 


AL.EOI 




OUT 


OCR.AL ; 




MOV 


DX, REARM ; 




OUT 


DX.AL 




POP 






IRET 




RESET: 


RET 




ENTRY 


ENDP 






MYCSEG 


ENDS 




END 


ENTRY 



Location of your card's interrupt 

control/status register 
Interrupt bit in your card's interrupt 

control status register 
Global Rearm location for interrupt 

level 7 

Specific EOI for 8259's interrupt 

level 7 
Non-specific EOI 
Location of 8259 operational control 

register 
Location of 8259 interrupt mask 

register 



Entry point of handler 
Forward Pointer 

Used when unlinking to identify 
compatible interrupt handlers 
Flags 



Future expansion 
Actual start of handler code 
Save needed registers 

Select your status register 
Read the status register 
Your card caused the interrupt? 
Yes, branch to service logic 
Are we the first ones in? 
If yes, branch for EOI and Rearm 
Restore registers 
Disable interrupts 
Pass control to next guy on chain 

Service the interrupt 

Disable the interrupts 

Issue non-specific EOI to 8259 
Rearm the cards 

Restore registers 

Disable your card 

Return FAR to operating system 
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Linking Code Example 



PUSH 
CLI 
; Set forward po 
ASSUME 
PUSH 
MOV 
INT 
MOV 

MOV 
MOV 
CMP 
JNZ 
MOV 

SETVECTR: POP 
PUSH 

; Make interrupt 
MOV 
MOV 
MOV 
MOV 
INT 
POP 

; Unmask (enable 
IN 
JMP 
AND 
OUT 

MOV 

JMP 

OCR.AL 

ST I 

POP 



ES 

; Disable interrupts 
inter to value of interrupt vector in low memory 
CS:CODESEG,DS:CODESEG 
ES 

; DOS get interrupt vector 



AX.350FH 

21H 

SI, OFFSET CS.-FPTR 



CS:[SI],BX 
CS:[SI+2],ES 
ES:BYTE PTR[BX],CFH 
SETVECTR 
CS: FLAGS, FIRST 
ES 
DS 
vector in low 
DX, OFFSET ENTRY 
AX.SEG ENTRY 
DS.AX 
AX.250FH 
21H 
DS 
) interrupts for your level 



Get offset of your forward pointer 

in an indexable register 
Store the old interrupt vector 

in your forward pointer for chaining 
Test for I RET 



Set up first in chain flag 



y point to your handler 

Make interrupt vector point to your handler 
If DS not » CS, get it 
and put it in DS 
DOS set interrupt vector 



OUT 



ALJMR 
$+2 
AL.07FH 
IMR.AL 

AL,SPC EOI 

$+2 ~ 



ES 



Read interrupt mask register 
10 delay 

Unmask interrupt level 7 
Write new interrupt mask 

Issue specific EOI for level 7 
: to allow pending level 7 interrupts 
(if any) to be serviced 

; Enable interrupts 
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Unlinking Code Example 



PUSH 


DS 


PUSH 


ES 


CLI 




MOV 


AX,350FH ; 


INT 


21H ; 


MOV 


CX.ES ; 


e first 


handler in the chain? 


MOV 


AX,CS ; 


CMP 


BX, OFFSET ENTRY ; 


JNE 


UNCHAIN A ; 


CMP 


AX.CX ~ ; 



JNE 



UNCHAIN_A 
Set interrupt vector in low memory to point to the handler 
pointed to by your pointer 



Disable interrupts 

DOS get interrupt vector 

ES:BX points to first of chain 

Pickup segment part of interrupt vector 

Get code seg into comparable register 
Interrupt vector In low memory 
pointing to your handler's offset? 

No, branch 

Vector pointing to your 
handler's segment? 

No, branch 



PUSH DS 

MOV DX.WORD PTR CS:FPTR 

MOV DS.WORD PTR CS FPTR[2] 

MOV AX.250FH 

INT 21H 

POP DS 

JMP UNCHAIN X 



DOS set interrupt vector 



UNCHAIN A: 



CMP 



JNE 
LDS 
CMP 

JNE 
MOV 
CMP 



BX 



■ FPTR offset, ES 
ES:[BX+6],4B42H 



exception 
SI,ES:[BX+2] 
SI, OFFSET ENTRY 

UNCHAIN B 
CX.DS "~ 
AX.CX 



JNE UNCHAIN _ 
Located your handler in tHe chain 



FPTR segment, CX - CS 

; Is handler using the appropriate 

; conventions (is SIGNATURE present in 

; the interrupt chaining structure)? 

; No, invoke error exception handler 
; Get FPTR's segment and offset 

; Is this forward pointer pointing to 

; your handler's offset? 

; No, branch 
; Move to compare 

; Is this forward pointer pointing to 
; your handler's segment? 

; No, branch 



UNCHAIN B: 



UNCHAIN X: 



MOV 
MOV 

MOV 
MOV 

MOV 
AND 
OR 

JMP 

MOV 
PUSH 
PUSH 

JMP 

ST I 
POP 
POP 



AX, WORD PTR CS:FPTR 
ES:[BX+2],AX 



Get your FPTR's offset 
Replace offset of FPTR of handler 
that points to you 
AX, WORD PTR CS:FPTR[2] ; Get your FPTR's segment 
ES:[BX+4],AX ; Replace segment of FPTR of handler 

; that points to you 
AL,CS: FLAGS ; Get your flags 
AL, FIRST ; Isolate FIRST flag 

ES:[BX + 6],AL ; Set your first flag Into prior routine 



UNCHAIN_X 

BX.SI 
DS 
ES 

UNCHAIN_A 

ES 
DS 



; Move new offset to BX 

; Examine next handler in chain 
; Enable interrupts 
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System Timers 



The system has three programmable timer/counters, Channels 
through 2. They are controlled by an Intel 8254-2 
Timer/Counter chip, and are defined as follows: 

Channel System Timer 

GATE Tied on 

CLK IN 1.193182 MHz OSC 

CLK OUT 8259A IRQ 

Channel 1 Refresh Request Generator 

GATE 1 Tied on 

CLK INI 1.193182 MHz OSC 

CLK OUT 1 Request refresh cycle 

Note: Channel 1 is programmed as a rate generator to 
produce a 15-microsecond period signal. 

Channel 2 Tone Generation for Speaker 

GATE 2 Controlled by bit of port hex 6 1 , PPI bit 

CLK IN 2 1.193182 MHz OSC 

CLK OUT 2 Used to drive the speaker 

The 8254-2 Timer/Counter is a programmable interval 
timer/counter that system programs treat as an arrangement of 
four external I/O ports. Three ports are treated as counters; the 
fourth is a control register for mode programming. The following 
is a system-timer block diagram. 
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+5 Vdc 



-Refresh 



System Bus 



+5 Vdc- 



1/0 Address 
Hex 0061 — 
Port Bit 



I/O Address 
Hex 0061 - 
Port Bit 1 



Gate 

Clock In 

Gate 1 

Clock In 1 

Gate 2 

Clock In 2 
Clock Out 
Clock Out 1 
Clock Out 2 



[r 



D Q 
Clock 
Clear 



Refresh Request 



IRQ 



Driver 



AND 



PCLK 

(2. 38MHz ) 



Divide 
by 2 



Low 

Pass 

Filter 



To Speaker 



System-Timer Block Diagram 

System Clock 



The 82284 System Clock Generator is driven by a 12-MHz 
crystal. Its output 'clock 1 signal (CLK) is the input to the system 
microprocessor and the I/O channel. 



ROM Subsystem 



The system board's ROM subsystem consists of two 32K by 8-bit 
ROM/EPROM modules in a 32K-by- 16-bit arrangement. The 
code for odd and even addresses resides in separate modules. 
ROM is assigned at the top of the first and last 1M address space 
(OFOOOOandFFOOOO). ROM is not parity-checked. Its 
maximum access time is 170 nanoseconds and its maximum cycle 
time is 333 nanoseconds. 
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RAM Subsystem 



The system board's RAM subsystem starts at address 000000 of 
the 16M address space and consists of 640K of read/ write 
(R/W) memory. The 640K memory is composed of two 
256K-by-9 random access memory module packages (512K), plus 
two banks of 64K-by-4 RAM modules (128K). The 64K-by-4 
RAM modules may be disabled at jumper J 10, located on the 
system board. Memory access time is 150 nanoseconds and the 
cycle time is 275 nanoseconds. 

Memory refresh requests one memory cycle every 15 
microseconds through the timer/counter (channel 1). The RAM 
initialization program performs the following functions: 

• Initializes channel 1 of the timer/ counter to the rate 
generation mode, with a period of 15 microseconds 

• Performs a memory write operation to any memory location. 

Note: The memory must be accessed or refreshed eight 
times before it can be used. 

I/O Channel 

The I/O channel supports: 

I/O address space hex 100 to hex 3FF 

24-bit memory addresses (16M) 

Selection of data accesses (either 8- or 16-bit) 

Interrupts 

DMA channels 

I/O wait-state generation 

Open-bus structure (allowing multiple microprocessors to 
share the system's resources, including memory) 

Refresh of system memory from channel microprocessors. 
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Connectors 

The following figure shows the location and the numbering of the 
I/O channel connectors. These connectors consist of five 98-pin 
and three 62-pin edge connector sockets. 

Note: The three 62-pin positions can support only 62-pin 
I/O bus adapters. 



I/O Channel 
Connectors 



Rear Panel 



o n a a 



CM 



CO 



10 



(0 



CO 
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The following figure shows the pin numbering for the 62-pin I/O 
channel connectors Jl, J7 and J8. 



Rear Panel 



B1 



B10 



B20 



B31 



A1 



A10 



A20 



A31 



Component Side 

I/O Channel Pin Numbering (J1, J7 and J8) 
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The following figure shows the pin numbering for the 98-pin I/O 
channel connectors J2 through J6. 







Rear Pane 


















B1 






























g ] Q „ 


















B20 — 










B31 — 
















D1 — 
































D10 — 
D18 — 

























A1 



A10 



A20 



A31 



C1 



C10 



C18 



Component Side 

I/O Channel Pin Numbering (J2-J6) 
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The following figures summarize pin assignments for the I/O 
channel connectors. 



I/O Pin 


Signal Name 


I/O 


A1 


-I/O CH CK 


1 


A2 


SD7 


I/O 


A3 


SD6 


I/O 


A4 


SD5 


I/O 


A5 


SDk 


I/O 


A6 


SD3 


I/O 


A7 


SD2 


I/O 


A8 


SD1 


I/O 


A9 


SDO 


I/O 


A10 


+1/0 CH RDY 


1 


A11 


AEN 





A12 


SA19 


I/O 


A13 


SA18 


I/O 


A14 


SA17 


I/O 


A15 


SA16 


I/O 


A16 


SA15 


I/O 


A17 


SA14 


I/O 


A18 


SA13 


I/O 


A19 


SA12 


I/O 


A20 


SA11 


I/O 


A21 


SA10 


I/O 


A22 


SA9 


I/O 


A23 


SA8 


I/O 


A24 


SA7 


I/O 


A25 


SA6 


I/O 


A26 


SA5 


I/O 


A27 


SA4 


I/O 


A28 


SA3 


I/O 


A29 


SA2 


I/O 


A30 


SA1 


I/O 


A31 


SAO 


I/O 



I/O Channel (A-Side) 
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I/O Pin 


Signal Name 


I/O 


B1 


GND 


Ground 


B2 


RESET DRV 





B3 


+5 Vdc 


Power 


B4 


IRQ 9 


I 


B5 


-5 Vdc 


Power 


B6 


DRQ2 


I 


B7 


-12 Vdc 


Power 


B8 


OWS 


I 


B9 


+12 Vdc 


Power 


B10 


GND 


Ground 


B11 


-SMEMW 





B12 


-SMEMR 





B13 


-IOW 


I/O 


B14 


-I OR 


I/O 


B15 


-DACK3 





B 16 


DRQ3 


I 


B17 


-DACK1 





B 18 


DRQ1 


I 


B19 


-REFRESH 


I/O 


B20 


CLK 





B21 


IRQ7 


I 


B22 


IRQ.6 


I 


B23 


IRQ5 


I 


B24 


IRQ4 


I 


B25 


IRQ3 


I 


B26 


-DACK2 





B27 


T/C 





B28 


BALE 





B29 


+5Vdc 


Power 


B30 


14.318MHz OSC 





B31 


GND 


Ground 



I/O Channel (B-Side) 
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I/O Pin 


Signal Name 


I/O 


CI 


-SBHE 


I/O 


C2 


LA23 


I/O 


C3 


LA22 


I/O 


C4 


LA21 


I/O 


C5 


LA20 


I/O 


C6 


LA19 


I/O 


C7 


LA18 


I/O 


C8 


LA17 


I/O 


C9 


-MEMR 


I/O 


CIO 


-MEMW 


I/O 


C11 


SD08 


I/O 


C12 


SD09 


I/O 


C 13 

Ok 


SD10 


I/O 


SD11 


I/O 


C15 


SD12 


I/O 


C 16 


SD13 


I/O 


C17 


SD14 


I/O 


C 18 


SD15 


I/O 



I/O Channel (C-Side, J2 through J6 only) 



I/O Pin 


Signal Name 


I/O 


D1 


-MEM CS16 


1 


D2 


-I/O CS16 


1 


D3 


IRQIO 


1 


D4 


IRQ11 


1 


D5 


IRQ12 


1 


D6 


IRQ15 


1 


D7 


IRQ14 


1 


D8 


-DACKO 





D9 


DRQO 


1 


D10 


-DACK5 





D11 


DRQ5 


1 


D12 


-DACK6 





D13 
D14 


DRQ6 


1 


-DACK7 





D15 


DRQ7 


1 


D16 


+5 Vdc 


POWER 


D17 


-MASTER 


1 


D18 


GND 


GROUND 



I/O Channel (D-Side, J2 through J6 only) 
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I/O Channel Signal Description 

The following is a description of the system board's I/O channel 
signals. All signal lines are TTL compatible. I/O adapters should 
be designed with a maximum of two low-power Shottky (LS) 
loads per line and be capable of driving the data and address lines 
similar to a 74LS245 driver. 



SAO through SA19 (I/O) 

Address signals through 19 are used to address memory and 
I/O devices within the system. These 20 address lines, in 
addition to LA 17 through LA23, allow access of up to 16M of 
memory. SAO through SA19 are gated on the system bus when 
•buffered address latch enable 1 signal (BALE) is high and are 
latched on the f ailing edge of BALE. These signals are generated 
by the microprocessor or DMA Controller. They also may be 
driven by other microprocessors or DMA controllers that reside 
on the I/O channel. 



LA17 through LA23 (I/O) 

These signals (unlatched) are used to address memory and I/O 
devices within the system. They give the system up to 16M of 
addressability. These signals are valid from the leading edge of 
BALE to the trailing edge of the f -I/0 Read 1 (-IOR) or '-I/O 
Write 1 (-IOW) command cycle. These decodes should be latched 
by I/O adapters on the falling edge of the 'buffered address latch 
enable 1 signal (BALE). 

These signals also may be driven by other microprocessors or 
DMA controllers that reside on the I/O channel. 



CLK (O) 

This is the system 'clock 1 signal. It is a synchronous 
microprocessor cycle clock with a cycle time of 167 nanoseconds. 
The clock has a 50% duty cycle. This signal should be used only 
for synchronization. It is not intended for uses requiring a fixed 
frequency. 
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RESET DRV (O) 

The 'reset drive' signal is used to reset or initialize system logic at 
power-up time or during a low voltage condition. This signal is 
active high. 



SDO through SD15 (I/O) 

These signals provide data bits through 15 for the 
microprocessor, memory, and I/O devices. DO is the 
least-significant bit and D15 is the most-significant bit. All 8 -bit 
devices on the I/O channel should use DO through D7 for 
communications to the microprocessor. The 16-bit devices will 
use DO through D15. To support 8-bit devices, the data on D8 
through D15 will be gated to DO through D7 during 8-bit 
transfers to these devices; 16-bit microprocessor transfers to 8 -bit 
devices will be converted to two 8-bit transfers. 



BALE (O) (buffered) 

The 'buffered address latch enable 1 signal is available to the I/O 
channel as an indicator of a valid microprocessor or DMA address 
(when used with 'address enable' signal, AEN). Microprocessor 
addresses SAO through SA19 are latched with the falling edge of 
BALE. BALE is forced high (active) during DMA cycles. From 
the trailing edge of a command cycle (for example, the trailing 
edge of -IOR or -IOW) to the leading edge of BALE, the address 
lines are in transition and are not stable. 



-I/O CH CK (I) 

The '-I/O channel check' signal provides the system board with 
parity (error) information about memory or devices on the I/O 
channel. When this signal is active (low), it indicates a 
non-correctable system error. 
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I/O CH RDY (I) 

The ! I/0 channel ready 1 signal is pulled low (not ready) by a 
memory or I/O device to lengthen I/O or memory cycles. Any 
slow device using this line should drive it low immediately upon 
detecting its valid address and a Read or Write command. 
Machine cycles are extended by an integral number of clock 
cycles (167 nanoseconds). This signal should be held low for no 
more than 2.5 microseconds. 



IRQ3-IRQ7, IRQ9-IRQ12, IRQ14, and IRQ15 (I) 

Interrupt requests 3 through 7, 9 through 12, 14, and 15 are used 
to signal the microprocessor that an I/O device needs attention. 
The interrupt requests are prioritized, with IRQ9 through IRQ 12, 
IRQ 14, and IRQ 15 having the highest priority (IRQ9 is the 
highest), and IRQ3 through IRQ7 having the lowest priority 
(IRQ7 is the lowest). An interrupt request is generated when an 
IRQ line is raised from low to high. The line is high until the 
microprocessor acknowledges the interrupt request (Interrupt 
Service routine). See the figure on page 1-13 for additional 
information. 

Note: Interrupt requests IRQ0-IRQ2, IRQ8, IRQ13 are 
used on the system board and are not available on the I/O 
channel. 



-IOR (I/O) 

The f -I/0 read 1 signal instructs an I/O device to drive its data 
onto the data bus. This signal may be driven by the system 
microprocessor or DMA controller, or by a microprocessor or 
DMA controller resident on the I/O channel. This signal is active 
low. 



-IOW (I/O) 

The '-I/O write 1 signal instructs an I/O device to read the data 
off the data bus. It may be driven by any microprocessor or 
DMA controller in the system. This signal is active low. 
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-SMEMR (O) -MEMR (I/O) 

These signals instruct the memory devices to drive data onto the 
data bus. -SMEMR is active only when the memory decode is 
within the low 1M of memory space. -MEMR is active on all 
memory read cycles. -MEMR may be driven by any 
microprocessor or DMA controller in the system. -SMEMR is 
derived from -MEMR and the decode of the low 1M of memory. 
When a microprocessor on the I/O channel wishes to drive 
-MEMR, it must have the address lines valid on the bus for one 
clock cycle before driving -MEMR active. Both signals are active 
low. 



-SMEMW (O) -MEMW (I/O) 

These signals instruct the memory devices to store the data 
present on the data bus. -SMEMW is active only when the 
memory decode is within the low 1M of the memory space. 
-MEMW is active on all memory write cycles. -MEMW may be 
driven by any microprocessor or DMA controller in the system. 
-SMEMW is derived from -MEMW and the decode of the low 
1M of memory. When a microprocessor on the I/O channel 
wishes to drive -MEMW, it must have the address lines valid on 
the bus for one clock cycle before driving -MEMW active. Both 
signals are active low. 



DRQ0-DRQ3 and DRQ5-DRQ7 (I) 

The f DMA request 1 signals through 3 and 5 through 7 are 
asynchronous channel requests used by peripheral devices and a 
microprocessor to gain DMA service (or control of the system). 
They are prioritized, with DRQO having the highest priority and 
DRQ7 the lowest. A request is generated by bringing a DRQ line 
to an active (high) level. A DRQ line is held high until the 
corresponding f DMA acknowledge 1 (DACK) line goes active. 
DRQO through DRQ3 perform 8-bit DMA transfers; DRQ5 
through DRQ7 perform 16-bit transfers. DRQ4 is used on the 
system board and is not available on the I/O channel. 
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-DACKO to -DACK3 and -DACK5 to -DACK7 (O) 

-DMA acknowledge through 3 and 5 through 7 are used to 
acknowledge DMA requests. These signals are active low. 



AEN(O) 

The 'address enable 1 signal is used to degate the microprocessor 
and other devices from the I/O channel to allow DMA transfers 
to take place. When this line is active, the DMA controller has 
control of the address bus, the data bus, Read command lines 
(memory and I/O), and the Write command lines (memory and 
I/O). This signal is active high. 



-REFRESH (I/O) 

This signal is used to indicate a refresh cycle and can be driven by 
a microprocessor on the I/O channel. This signal is active low. 



T/C (O) 

The 'terminal count' signal provides a high pulse when the 
terminal count for any DMA channel is reached. 



-SBHE (I/O) 

The 'system bus high enable' signal indicates a transfer of data 
on the upper byte of the data bus, SD8 through SD15. 
Sixteen-bit devices use -SBHE to condition data bus buffers tied 
to SD8 through SD15. This signal is active low. 
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-MASTER (I) 

This signal is used with a DRQ line to gain control of the system. 
A processor or DMA controller on the I/O channel may issue a 
DRQ to a DMA channel in cascade mode and receive a -DACK. 
Upon receiving the -DACK, a microprocessor may pull 
-MASTER active (low), which will allow it to control the system 
address, data, and control lines (a condition known as tri-state). 
After -MASTER is low, the microprocessor must wait one clock 
cycle before driving the address and data lines, and two clock 
cycles before issuing a Read or Write command. If this signal is 
held low for more than 15 microseconds, the system memory may 
be lost because of a lack of refresh. 



-MEMCS16(I) 

The '-memory 16-bit chip select 1 signal indicates to the system 
that the present data transfer is a 1 wait-state, 16-bit, memory 
cycle. It must be derived from the decode of LA 17 through 
LA23. -MEM CS16 is active low and should be driven with an 
open collector or tri-state driver capable of sinking 20 mA. 



-I/O CS16 (I) 

The '-I/O 16-bit chip select 1 signal indicates to the system that 
the present data transfer is a 16-bit, 1 wait-state, I/O cycle. It is 
derived from an address decode. -I/O CS16 is active low and 
should be driven with an open collector or tri-state driver capable 
of sinking 20 mA. 



14.318MHz OSC(0) 

The f 14.318MHz oscillator 1 signal is a high-speed clock with a 
70-nanosecond period (14.31818 MHz). This signal is not 
synchronous with the system clock. It has a 50% duty cycle. 
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OWS (I) 

The 'zero wait state 1 signal tells the microprocessor that it can 
complete the present bus cycle without inserting any additional 
wait cycles. In order to run a memory cycle to a 16-bit device 
without wait cycles, OWS is derived from an address decode gated 
with a Read or Write command. OWS is active low and should be 
driven with an open collector or tri-state driver capable of sinking 
20 mA. 
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I/O Addresses 

The following describes the system board's I/O addresses. 



Hex Range 


Device 


000-0 IF 


DMA Controller 1, 8237A-5 


020-03F 


Interrupt Controller 1, 8259A, Master 
Timer, 8254-2 
8042 (Keyboard) 


040-05F 


060 


061 


System Board 1/0 port 


064 


8042 (Keyboard) 


070-07F 


Real-Time Clock, NMI (Non-maskable Interrupt) Mask 


080-09F 


DMA Page Register , 74LS612 


0A0-0BF 


Interrupt Controller 2, 8259A 


0C0-0DF 


DMA Controller 2, 8237A-5 


0F0 


Clear Math Coprocessor Busy 


0F1 


Reset Math Coprocessor 


0F8-0FF 


Math Coprocessor 


1F0-1F8 


Fixed Disk 


20C-20D 


Reserved 


21F 


Voice Communications Adapter 


278-27F 


Parallel Printer Port 2 


2B0-2DF 


Alternate Enhanced Graphics Adapter 


2E1 


GPIB (Adapter 0) 


2E2 & 2E3 


Data Acquisition (Adapter 0) 


2F8-2FF 


Serial Port 2 


300-31F 


Prototype Adapter 


360-363 


PC Network (low address) 


364-367 


Reserved 


368-36B 


PC Network (high address) 


36C-36F 


Reserved 


378-37F 


Parallel Printer Port 1 


380-38F 


SDLC, Bisynchronous 2 


3AO-3AF 


Bisynchronous 1 


3BO-3BF 


Monochrome Display and Printer Adapter 


3CO-3CF 


Enhanced Graphics Adapter 


3DO-3DF 


Color/Graphics Monitor Adapter 


3FO-3F7 


Diskette Control ler 


3F8-3FF 


Serial Port 1 


6E2 & 6E3 


Data Acquisition (Adapter 1) 


AE2 6 AE3 


Data Acquisition (Adapter 2) 


EE2 & EE3 


Data Acquisition (Adapter 3) 


22E1 


GPIB (Adapter 1) 


42E1 


GPIB (Adapter 2) 


62E1 


GPIB (Adapter 3) 


82E1 


GPIB (Adapter 4) 


A2E1 


GPIB (Adapter 5) 


C2E1 


GPIB (Adapter 6) 


E2E1 


GPIB (Adapter 7) 


Note: 1/0 


Addresses, hex 000 to OFF, are reserved for the 


system boar 


-d 1/0. Hex 100 to 3FF are available on the I/O 


channel. 


'he system board decodes up to 10 bits of I/O 


address in 


: ormation. 1/0 addresses above 3FF must not 


conf 1 Let w 


th the system board 1/0 addresses. 



I/O Address Map 
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NMI Controls 

During POST, the non-maskable interrupt (NMI) into the 80286 
is masked off. The mask bit can be set and reset with system 
programs as follows: 

Mask On (Disable NMI) Write to I/O address hex 070, with 

data bit 7 equal to a logical 1. 

Mask Off (Enable NMI) Write to I/O address hex 070, with 

data bit 7 equal to a logical 0. 

Note: At the end of POST, the system enables NMI. 

The f -I/0 channel check 1 signal (-I/O CH CK) is used to report 
noncorrectable errors on RAM adapters on the I/O channel. 
This check creates an NMI if the NMI is enabled. During POST, 
the NMI is masked off and -I/O CH CK is disabled. Follow 
these steps when enabling -I/O CH CK and the NMI. 

1. Write data in all I/O RAM-adapter memory locations; this 
establishes good parity at all locations. 

2. Enable -I/O CH CK. 

3. Enable the NMI. 

Note: All three of these functions are performed by 
POST. 

When a check occurs, an interrupt (NMI) results. Read the status 
bits to determine the source of the NMI (see the figure, "I/O 
Address Map" on page 1-38). To determine the location of the 
failing adapter, write to any memory location within a given 
adapter. If the parity check was from that adapter, -I/O CH CK 
is reset to inactive. 
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I/O Part (Read/Write) 

Address hex 061 is a read/ write port on the system board. 

Input (Read) 

The following are the input (read) bit descriptions for this I/O 
port. 

Bit 7 +RAM Parity Check — System board memory parity 

check. 

No memory parity check error has occurred. 

1 A memory parity check error has occurred. 

A non-maskable interrupt (NMI) will occur if 
NMI is enabled. The error bit can be reset by 
toggling output port hex 061, bit 2, to a 1 and then 
back to a 0. 

Bit 6 +1/0 Channel Check— Error on an I/O channel 

adapter (memory parity error or adapter errors). 

No I/O channel error has occurred. 

1 Ah I/O channel error has occurred. 

A non-maskable interrupt (NMI) will occur if 
NMI is enabled. The error bit can be reset by 
toggling output port hex 061, bit 3, to a 1 and then 
back to a 0. 

Bit 5 Timer 2 Channel Out— Reflects the level of the Timer 

2 output. 

Bit 4 Refresh Detect — Toggles every 15 microseconds, 

indicating normal Refresh activity 

Bits 3 to Read the status of bits 3, 2, 1, and 0, respectively, 
written to output port hex 06 1 . 
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Output (Write) 

The following are the output (write) bit descriptions for the 
system board I/O port. 

Bits 7 to 4 Not used 

Bit 3 -Enable I/O Channel Check 

Enables I/O Channel Check errors. 

1 Disables I/O Channel Check errors. 

During power-up this bit is toggled to a 1, then 
back to a 0, to clear the I/O channel check 
flip-flop of previous errors. 

Bit 2 -Enable System Board RAM Parity Check 

Enables system board RAM parity check. 

1 Disables system board RAM parity check. 

During power-up this bit is toggled to a 1, then 
back to a 0, to clear the RAM parity check 
flip-flop before BIOS checks the system memory 
for parity errors. 

Bit 1 + Speaker Data — Controls the speaker output (along 

with Timer 2 Clock output). 

Bit +Timer 2 Gate Speaker 

Disables 8254 Timer 2 clock input (1.19 MHz). 

1 Enables 8254 Timer 2 clock input (1.19 MHz) . 
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Diagnostic-Checkpoint Port 

I/O address hex 080 is used as a diagnostic-checkpoint port or 
register. This port corresponds to a read/ write register in the 
DMA page register (74LS612). This port is used by POST during 
power up. 



Coprocessor Controls 

The following is a description of the Math Coprocessor controls. 

0F0 An 8-bit Out command to port F0 will clear the latched 
Math Coprocessor '-busy 1 signal. The f -busy f signal will 
be latched if the coprocessor asserts its '-error 1 signal while 
it is busy. The data output should be zero. 

0F1 An 8-bit Out command to port Fl will reset the Math 
Coprocessor. The data output should be zero. 
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Other Circuits 



Speaker 

The system unit has a 2-1/4 inch permanent-magnet speaker, 
which can be driven from: 

• The I/O-port output bit 

• The timer/counter's CLK OUT 2 

• Both of the above 



128K RAM Jumper (J10) 

The system board has a three-pin, Berg-strip connector (J10). 
From the rear of the system to the front, the pins are numbered 1 
through 3. Jumper placement across these pins determines 
whether the last 128K RAM (512KB to 640KB) of system board 
memory is enabled or disabled. 



Pin 


Assignments 


1 
2 
3 


No Connection 

Ground 

RAM Select 



RAM Jumper Connector (J10) 

With the jumper on pins 1 and 2, the 128K RAM is enabled. 
When the jumper is on pins 2 and 3, the 128K RAM is disabled. 

Note: The normal mode is the enabled mode. 
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Display Switch 

Set the slide switch on the system board to select the primary 
display adapter. Its positions are assigned as follows: 

On (toward the front of the system unit): The primary display 
is attached to the Color/ Graphics Monitor Adapter. 

Off (toward the rear of the system unit): The primary display 
is attached to the Monochrome Display and Printer Adapter. 

The switch may be set to either position if the primary display is 
attached to an Enhanced Graphics Adapter. 

Note: The primary display is activated when the system 
is powered on. 



Keyboard Controller 

The keyboard controller is a single-chip microcomputer (Intel 
8042, or EPROM version 8742) that is programmed to support 
the keyboard serial interface. The keyboard controller receives 
serial data from the keyboard, checks the parity of the data, 
translates scan codes, and presents the data to the system as a 
byte of data in its output buffer. The controller can interrupt the 
system when data is placed in its output buffer, or wait for the 
system to poll its status register to determine when data is 
available. 

Data is sent to the keyboard by first polling the controller's status 
register to determine when the input buffer is ready to accept data 
and then writing to the input buffer. Each byte of data is sent to 
the keyboard serially with an odd parity bit automatically 
inserted. Since the keyboard is required to acknowledge all data 
transmissions, another byte of data should not be sent to the 
keyboard until acknowledgement is received for the previous byte 
sent. The output-buffer-full interrupt may be used for both send 
and receive routines. 
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Keyboard Controller Initialization 

At power-on, the keyboard controller sets the system flag bit to 0. 
After a power-on reset or the execution of the Self Test 
command, the keyboard controller disables the keyboard interface 
by forcing the f keyboard clock 1 line low. The keyboard interface 
parameters are specified at this time by writing to locations within 
the 8042 RAM. The keyboard-inhibit function is then disabled 
by setting the inhibit-override bit in the command byte. A hex 55 
is then placed in the output buffer if no errors are detected during 
the self test. Any value other than hex 55 indicates that the 8042 
is defective. The keyboard interface is now enabled by lifting the 
'keyboard data' and 'keyboard clock' signal lines, and the system 
flag is set to 1. The keyboard controller is then ready to accept 
commands from the system unit microprocessor or receive 
keyboard data. 

The initialization sequence causes the keyboard to establish Mode 
2 protocol (see "Data Stream" on page 4-27). 



Receiving Data from the Keyboard 

The keyboard sends data in a serial format using an 1 1-bit frame. 
The first bit is a start bit, and is followed by eight data bits, an 
odd parity bit, and a stop bit. Data sent is synchronized by a 
clock supplied by the keyboard. At the end of a transmission, the 
keyboard controller disables the interface until the system accepts 
the byte. If the byte of data is received with a parity error, a 
Resend command is automatically sent to the keyboard. If the 
keyboard controller is unable to receive the data correctly after a 
set number of retries, a hex FF is placed in its output buffer, and 
the parity bit in the status register is set to 1, indicating a receive 
parity error. The keyboard controller will also time a byte of data 
from the keyboard. If a keyboard transmission does not end 
within 2 milliseconds, a hex FF is placed in the keyboard 
controller's output buffer, and the receive time-out bit in the 
status register is set. No retries will be attempted on a receive 
time-out error. 

Note: When a receive error occurs in the default mode 
(bits 5, 6, and 7 of the command byte set to 0), hex 00 is 
placed in the output buffer instead of hex FF. See 
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"Commands (I/O Address Hex 64)" on page 1-56 for a 
detailed description of the command byte. 



Scan Code Translation 

Scan codes received from the keyboard are converted by the 
keyboard controller before being placed into the controller's 
output buffer. The following figures show the keyboard layouts. 
Each key position is numbered for reference. 
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102-Key Keyboard 
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The following figure is the scan-code translation table. 



System 


Keyboard 


Key 


Scan Code 


Scan Code 


(101/102-key) 


01 


76 


110 


02 


16 


2 


03 


1E 


3 


04 


26 


4 


05 


25 


5 


06 


2E 


6 


07 


36 


7 


08 


3D 


8 


09 


3E 


9 


0A 


46 


10 


0B 


45 


11 


OC 


4E 


12 


0D 


55 


13 


0E 


66 


15 


OF 


0D 


16 


10 


15 


17 


11 


ID 


18 


12 


24 


19 


13 


2D 


20 


14 


2C 


21 


15 


35 


22 


16 


3C 


23 


17 


43 


24 


18 


44 


25 


19 


4D 


26 


1A 


54 


27 


1B 


5B 


28 


1C 


5A 


43 


1D 


14 


58 


1E 


1C 


31 


1F 


IB 


32 


20 


23 


33 


21 


2B 


34 


22 


34 


35 


23 


33 


36 


24 


3B 


37 


25 


42 


38 


26 


4B 


39 


27 


4C 


40 


28 


52 


41 


29 


OE 


1 


2A 


12 


44 


2B 


5D 


29 (U.S. only) 
42 (except U.S.) 


2C 


1A 


46 


2D 


22 


47 


2E 


21 


48 


2F 


2A 


49 



Scan-Code Translation Table (Part 1 of 3) 
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System 


Keyboard 


Key 




Scan Code 


Scan Code 


(101/102-key) 




30 


32 


50 




31 


31 


51 




32 


3A 


52 




33 


41 


53 




34 


49 


54 




35 


4A 


55 




36 


59 


57 




38 


11 


60 




39 


29 


61 




3A 


58 


30 




3B 


05 


112 




3C 


06 


113 




3D 


04 


114 




3E 


OC 


115 




3F 


03 


116 




40 


OB 


117 




41 


83 


118 




42 


OA 


119 




43 


01 


120 




44 


09 


121 




45 


77 


90 




46 


7E 


125 




47 


6C 


91 




48 


75 


96 




49 


7D 


101 




4A 


7B 


105 




4B 


6B 


92 




4C 


73 


97 




4D 


74 


102 




4E 


79 


106 




4F 


69 


93 




50 


72 


98 




51 


7A 


103 




52 


70 


99 




53 


71 


104 




54 


7F or 84 


- 




56 


61 


45 (except U.S. 


) 


57 


78 


122 




58 


07 


123 




FF 


00 


- 




E0 2A EO 37 


EO 12 EO 7C 


124 




EO 1C 


EO 5A 


108 




EO ID 


EO 14 


64 




EO 35 


EO 4A 


95 




EO 37 


7C 


100 




EO 38 


EO 11 


62 




EO 47 


EO 6C 


80 





Scan-Code Translation Table (Part 2 of 3) 
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System 


Keyboard 


Key 


Scan Code 


Scan Code 


(101/102-key) 


EO 48 


FO 47 75 


83 


EO 49 


FO 47 7D 


85 


EO 4B 


FO 47 6B 


79 


EO 4D 


FO 47 74 


89 


EO 4F 


FO 47 69 


81 


EO 50 


FO 47 72 


84 


EO 51 


FO 47 7A 


86 


EO 52 


FO 47 70 


75 


EO 53 


FO 47 71 


76 


E1 ID 45 El 9D C5 


El 14 77 El 
FO 14 FO 77 


126 



Scan-Code Translation Table (Part 3 of 3) 
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The following scan codes are reserved. 





Keyboard 


System 


Key 


Scan Code 


Scan Code 


Reserved 


60 


55 


Reserved 


61 


56 


Reserved 


78 


57 


Reserved 


07 


58 


Reserved 


OF 


59 


Reserved 


17 


5A 


Reserved 


1F 


5B 


Reserved 


27 


5C 


Reserved 


2F 


5D 


Reserved 


37 


5E 


Reserved 


3F 


5F 


Reserved 


47 


60 


Reserved 


4F 


61 


Reserved 


56 


62 


Reserved 


5E 


63 


Reserved 


08 


64 


Reserved 


10 


65 


Reserved 


18 


66 


Reserved 


20 


67 


Reserved 


28 


68 


Reserved 


30 


69 


Reserved 


38 


6A 


Reserved 


40 


6B 


Reserved 


48 


6C 


Reserved 


50 


6D 


Reserved 


57 


6E 


Reserved 


6F 


6F 


Reserved 


13 


70 


Reserved 


19 


71 


Reserved 


39 


72 


Reserved 


51 


73 


Reserved 


53 


74 


Reserved 


5C 


75 


Reserved 


5F 


76 


Reserved 


62 


77 


Reserved 


63 


78 


Reserved 


64 


79 


Reserved 


65 


7A 


Reserved 


67 


7B 


Reserved 


68 


7C 


Reserved 


6A 


7D 


Reserved 


6D 


7E 


Reserved 


6E 


7F 



Reserved Scan-Code Translation Table 
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Sending Data to the Keyboard 

The keyboard sends data in the same serial format used to receive 
data from the keyboard. A parity bit is automatically inserted by 
the keyboard controller. If the keyboard does not start clocking 
the data from the keyboard controller within 15 milliseconds, or 
complete that clocking within 2 milliseconds, a hex FE is placed 
in the keyboard controller's output buffer, and the transmit 
time-out error bit is set in the status register. 

The keyboard is required to respond to all transmissions. The 
keyboard responds to any valid command and parameter, other 
than Echo and Resend, with an Acknowledge (ACK) response, 
hex FA. If the response contains a parity error, the keyboard 
controller places a hex FE in its output buffer, and the transmit 
time-out and parity error bits are set in the status register. The 
keyboard controller is programmed to set a 25 -millisecond time 
limit for the keyboard to respond. If this time limit is exceeded, 
the keyboard controller places a hex FE in its output buffer and 
sets the transmit time-out and receive time-out error bits in the 
status register. No retries are attempted by the keyboard 
controller for any transmission error. 



Keyboard Controller System Interface 

The keyboard controller communicates with the system through a 
status register, an output buffer, and an input buffer. The 
following figure is a block diagram of the keyboard interface. 
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Processor 
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ROM 



■ Manufacturing mode 
• Display type 



System Reset 
Gate A20 
IRQ 1 



Keyboard Clock- 
Keyboard Data - 



Keyboard Controller Interface Block Diagram 



Status Register 

The status register is an 8 -bit read-only register at I/O address 
hex 64. It has information about the state of the keyboard 
controller (8042) and interface. It may be read at any time. 



Status-Register Bit Definition 

Bit 7 Parity Error — A indicates the last byte of data received 
from the keyboard had odd parity. A 1 indicates the last 
byte had even parity. The keyboard should send data with 
odd parity. 

Bit 6 Receive Time-Out — A 1 indicates that a transmission was 
started by the keyboard but did not finish within the 
programmed receive time-out delay. 

Bit 5 Transmit Time-Out — A 1 indicates that a transmission 
started by the keyboard controller was not properly 
completed. If the transmit byte was not clocked out within 
the specified time limit, this will be the only error bit on. 
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If the transmit byte was clocked out but a response was 
not received within the programmed time limit, the 
transmit time-out and receive time-out error bits are set to 
1. If the transmit byte was clocked out but the response 
was received with a parity error, the transmit time-out and 
parity error bits are set to 1. 

Bit 4 Always set to 1. 

Bit 3 Command/Data — The keyboard controller's input buffer 
may be addressed as either I/O address hex 60 or 64. 
Address hex 60 is defined as the data port, and address hex 
64 is defined as the command port. Writing to address hex 
64 sets this bit to 1 ; writing to address hex 60 sets this bit 
to 0. The controller uses this bit to determine if the byte in 
its input buffer should be interpreted as a command byte 
or a data byte. 

Bit 2 System Flag — This bit is monitored by the system during 
the reset routine. If it is a 0, the reset was caused by a 
power on. The controller sets this bit to at power on and 
it is set to 1 after a successful self test. This bit can be 
changed by writing to the system flag bit in the command 
byte (hex 64). 

Bit 1 Input Buffer Full — A indicates that the keyboard 

controller's input buffer (I/O address hex 60 or 64) is 
empty. A 1 indicates that data has been written into the 
buffer but the controller has not read the data. When the 
controller reads the input buffer, this bit will return to 0. 

Bit Output Buffer Full — A indicates that the keyboard 

controller's output buffer has no data. A 1 indicates that 
the controller has placed data into its output buffer but the 
system has not yet read the data. When the system reads 
the output buffer (I/O address hex 60), this bit will return 
toaO. 
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Output Buffer 

The output buffer is an 8-bit read-only register at I/O address 
hex 60. The keyboard controller uses the output buffer to send 
scan codes received from the keyboard, and data bytes requested 
by command, to the system. The output buffer should be read 
only when the output-buffer-full bit in the status register is 1. 



Input Buffer 

The input buffer is an 8-bit write-only register at I/O address hex 
60 or 64. Writing to address hex 60 sets a flag, which indicates a 
data write; writing to address hex 64 sets a flag, indicating a 
command write. Data written to I/O address hex 60 is sent to the 
keyboard, unless the keyboard controller is expecting a data byte 
following a controller command. Data should be written to the 
controller's input buffer only if the input buffer's full bit in the 
status register is 0. The following are valid keyboard controller 
commands. 



Commands (I/O Address Hex 64) 

20 Read Keyboard Controller's Command Byte — The 

controller sends its current command byte to its output 
buffer. 

60 Write Keyboard Controller's Command Byte — The next 
byte of data written to I/O address hex 60 is placed in the 
controller's command byte. Bit definitions of the 
command byte are as follows: 

Bit 7 Reserved— Should be written as a 0. 

Bit 6 IBM Personal Computer Compatibility 

Mode — Writing a 1 to this bit causes the controller 
to convert the scan codes received from the 
keyboard to those used by the IBM Personal 
Computer. This includes converting a 2-byte break 
sequence to the 1-byte IBM Personal Computer 
format. 
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Bit 5 IBM Personal Computer Mode — Writing a 1 to this 
bit programs the keyboard to support the IBM 
Personal Computer keyboard interface. In this 
mode the controller does not check parity or 
convert scan codes. 

Bit 4 Disable Keyboard — Writing a 1 to this bit disables 
the keyboard interface by driving the 'clock 1 line 
low. Data is not sent or received. 

Bit 3 Not used. 

Bit 2 System Flag — The value written to this bit is placed 
in the system flag bit of the controller's status 
register. 

Bit 1 Reserved — Should be written as a 0. 

Bit Enable Output-Buffer-Full Interrupt — Writing a 1 
to this bit causes the controller to generate an 
interrupt when it places data into its output buffer. 

AA Self-Test — This commands the controller to perform 

internal diagnostic tests. A hex 55 is placed in the output 
buffer if no errors are detected. 

AB Interface Test — This commands the controller to test the 
'keyboard clock 1 and 'keyboard data 1 lines. The test 
result is placed in the output buffer as follows: 

00 No error detected. 

01 The 'keyboard clock' line is stuck low. 

02 The 'keyboard clock' line is stuck high. 

03 The 'keyboard data' line is stuck low. 

04 The 'keyboard data' line is stuck high. 

AD Disable Keyboard Feature — This command sets bit 4 of 

the controller's command byte. This disables the keyboard 
interface by driving the clock line low. Data will not be 
sent or received. 

AE Enable Keyboard Interface — This command clears bit 4 of 
the command byte, which releases the keyboard interface. 
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CO Read Input Port — This commands the controller to read its 
input port and place the data in its output buffer. This 
command should be used only if the output buffer is 
empty. 

DO Read Output Port — This command causes the controller to 
read its output port and place the data in its output buffer. 
This command should be issued only if the output buffer is 
empty. 

Dl Write Output Port— The next byte of data written to I/O 
address hex 60 is placed in the controller's output port. 

Note: Bit of the controller's output port is 
connected to System Reset. This bit should not be 
written low as it will reset the microprocessor. 

E0 Read Test Inputs — This command causes the controller to 
read its TO and Tl inputs. This data is placed in the output 
buffer. Data bit represents TO, and data bit 1 represents 
Tl. 

FO-FF Pulse Output Port — Bits through 3 of the controller's 
output port may be pulsed low for approximately 6 
microseconds. Bits through 3 of this command indicate 
which bits are to be pulsed. A indicates that the bit 
should be pulsed, and a 1 indicates the bit should not be 
modified. 

Note: Bit of the controller's output port is 
connected to System Reset. Pulsing this bit resets 
the microprocessor. 



I/O Ports 

The keyboard controller has two I/O ports, one assigned for 
input and the other for output. Two test inputs are used by the 
controller to read the state of the keyboard's f clock 1 (TO) and 
f data f (Tl) lines. 

The following figures show bit definitions for the input and output 
ports, and the test-inputs. 
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Bit 7 


Always set to 1 




Bit 6 


Display switch - Primary display attached 

= Color/Graphics adapter 

1 = Monochrome adapter 


to: 


Bit 5 


Manufacturing Jumper 

= Manufacturing jumper installed 

1 = Jumper not installed 




Bit 4 


Always set to 1 




Bit 3 


Reserved 




Bit 2 


Reserved 




Bit 1 


Reserved 




Bit 


Reserved 





Input-Port Bit Definitions 



Bit 7 


Keyboard data (output) 


Bit 6 


Keyboard clock (output) 


Bit 5 


Input buffer empty 


Bit k 


Output buffer ful 1 


Bit 3 


Reserved 


Bit 2 


Reserved 


Bit 1 


Gate A20 


Bit 


System reset 



Output-Port Bit Definitions 

Note: In the real address mode Gate A20 prevents 
address line A20 from being set, maintaining compatibility 
with the 8088 microprocessor. When in the protected 
(virtual address) mode, Gate A20 allows addressing above 
the 1M range. 



Tl 
TO 



Keyboard data (input) 
Keyboard clock (input) 



Test-Input Bit Definitions 

Real-Time Clock CMOS RAM Information 

The RTC (Real-time Clock) CMOS RAM chip (Motorola 
MCI 468 18 A) contains the real-time clock and 64 bytes of 
CMOS RAM. The internal clock circuitry uses 14 bytes of this 
RAM, and the rest is allocated to configuration information. The 
following figure shows the CMOS RAM addresses. 
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Addresses 


Description 


00 - 


OD 


* Real-time clock information 




0E 




* Diagnostic status byte 




OF 




* Shutdown status byte 




10 




Diskette drive type byte - drives A and 


B 


11 




Reserved 




12 




Fixed disk types byte - drives C and D 




13 




Reserved 




)k 




Equipment byte 




15 




Low base memory byte 




16 




High base memory byte 




17 




Low expansion memory byte 




18 




High expansion memory byte 




19 




Disk C extended byte 




1A 




Disk D extended byte 




IB - 


2D 


Reserved 




2E - 


2F 


2-byte CMOS checksum 




30 




* Low expansion memory byte 




31 




* High expansion memory byte 




32 




* Date century byte 




8- 




* Information flags (set during power on) 


3F 


Reserved 





CMOS RAM Internal Address Map 

* These bytes are not included in the checksum calculation and 
are not part of the configuration record. 



Real-Time Clock Information 

The following figure describes real-time clock bytes and specifies 
their addresses. 



Byte 


Function 


Address 





Seconds 


00 


1 


Second Alarm 


01 


2 


Minutes 


02 


3 


Minute Alarm 


03 


k 


Hours 


Ok 


5 


Hour Alarm 


05 


6 


Day of Week 


06 


7 


Date of Month 


07 


8 


Month 


08 


9 


Year 


09 


10 


Status Register A 


0A 


11 


Status Register B 


0B 


12 


Status Register C 


OC 


13 


Status Register D 


0D 



Real-Time Clock Internal Addresses 00 - OD 
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Note: The setup program initializes registers A, B, C, 
and D when the time and date are set. Also Interrupt 1 A 
is the BIOS interface to read/set the time and date. It 
initializes the status bytes the same as the Setup program. 



Status Register A 

Bit 7 Update in Progress (UIP) — A 1 indicates the time 

update cycle is in progress. A Q indicates the 
current date and time are available to read. 

Bit 6-Bit 4 22-Stage Divider (DV2 through DVO)— These 
three divider-selection bits identify which 
time-base frequency is being used. The system 
initializes the stage divider to 010, which selects a 
32.768-kHz time base. 

Bit 3-Bit Rate Selection Bits (RS3 through RSO) — These 
bits allow the selection of a divider output 
frequency. The system initializes the rate selection 
bits to 0110, which selects a 1.024-kHz square 
wave output frequency and a 
976.562-microsecond periodic interrupt rate. 



Status Register B 

Bit 7 Set — A updates the cycle normally by advancing 

the counts at one-per-second. A 1 aborts any 
update cycle in progress and the program can 
initialize the 14 time-bytes without any further 
updates occurring until a is written to this bit. 

Bit 6 Periodic Interrupt Enable (PIE)— This bit is a 

read/ write bit that allows an interrupt to occur at 
a rate specified by the rate and divider bits in 
register A. A 1 enables an interrupt, and a 
disables it. The system initializes this bit to 0. 

Bit 5 Alarm Interrupt Enable (AIE) — A 1 enables the 

alarm interrupt, and a disables it. The system 
initializes this bit to 0. 
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Bit 4 Update-Ended Interrupt Enabled (UIE)— A 1 

enables the update-ended interrupt, and a 
disables it. The system initializes this bit to 0. 

Bit 3 Square Wave Enabled (SQWE)— A 1 enables the 

the square-wave frequency as set by the rate 
selection bits in register A, and a disables the 
square wave. The system initializes this bit to 0. 

Bit 2 Date Mode (DM) — This bit indicates whether the 

time and date calendar updates are to use binary or 
binary coded decimal (BCD) formats. A 1 
indicates binary, and a indicates BCD. The 
system initializes this bit to 0. 

Bit 1 24/12 — This bit indicates whether the hours byte 

is in the 24-hour or 12-hour mode. A 1 indicates 
the 24-hour mode and a indicates the 12-hour 
mode. The system initializes this bit to 1. 

Bit Daylight Savings Enabled (DSE)— A 1 enables 

daylight savings and a disables daylight savings 
(standard time). The system initializes this bit 
to 0. 



Status Register C 

Bit 7-Bit 4 IRQF, PF, AF, UF— These flag bits are read-only 
and are affected when the AIE, PIE, and UIE bits 
in register B are set to 1. 

Bit 3-Bit Reserved — Should be written as a 0. 



Status Register D 

Bit 7 Valid RAM Bit (VRB) — This bit is read-only and 

indicates the status of the power-sense pin 
(battery level). A 1 indicates battery power to the 
real-time clock is good. A indicates the battery 
is dead, so RAM is not valid. 
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Bits 6-Bit Reserved — Should be written as a 0. 



CMOS RAM Configuration Information 

The following lists show bit definitions for the CMOS 
configuration bytes (addresses hex 0E - 3F). 



Diagnostic Status Byte (Hex 0E) 

Bit 7 Power status of the real-time clock chip — A 

indicates that the chip has not lost power (battery 
good), and a 1 indicates that the chip lost power 
(battery bad). 

Bit 6 Configuration Record (Checksum Status 

Indicator) — A indicates that checksum is good, 
and a 1 indicates it is bad. 

Bit 5 Incorrect Configuration Information — This is a 

check, at power-on time, of the equipment byte of 
the configuration record. A indicates that the 
configuration information is valid, and a 1 
indicates it is invalid. Power-on checks require: 

• At least one diskette drive to be installed (bit 
of the equipment byte set to 1). 

• The primary display adapter setting in 
configuration matches the system board's 
display switch setting and the actual display 
adapter hardware in the system. 

Bit 4 Memory Size Comparison — A indicates that the 

power-on check determined the same memory size 
as in the configuration record, and a 1 indicates 
the memory size is different. 

Bit 3 Fixed Disk Adapter/Drive C Initialization 

Status — A indicates that the adapter and drive 
are functioning properly and the system can 
attempt "boot up." A 1 indicates that the adapter 
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and/or drive C failed initialization, which prevents 
the system from attempting to "boot up." 

Bit 2 Time Status Indicator (POST validity check)— A 

indicates that the time is valid, and a 1 indicates 
that it is invalid. 

Bit 1-Bit Reserved 



Shutdown Status Byte (Hex OF) 

The bits in this byte are defined by the power on diagnostics. For 
more information about this byte, refer to "System BIOS". 



Diskette Drive Type Byte (Hex 10) 

Bit 7-Bit 4 Type of first diskette drive installed: 

0000 No drive is present. 

0001 Double Sided Diskette Drive (48 TPI). 

0010 High Capacity Diskette Drive (96 TPI). 

001 1 720KB Diskette Drive (3 .5 inch) . 

Note: 0100 through 1111 are reserved. 
Bit 3-Bit Type of second diskette drive installed: 

0000 No drive is present. 

0001 Double Sided Diskette Drive (48 TPI). 

0010 High Capacity Diskette Drive (96 TPI). 

001 1 720KB Diskette Drive (3.5 inch) . 

Note: 0100 through 1 1 1 1 are reserved. 
Hex address 1 1 contains a reserved byte. 
Fixed Disk Type Byte (Hex 12) 
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Bit 7-Bit 4 Defines the type of fixed disk drive installed (drive 
C): 

0000 No fixed disk drive is present. 

0001 Define type 1 through type 14 as shown 
to in the following table (also see BIOS 

1110 listing at label FD_TBL) 

1111 Type 1 6 through 255 . See "Drive C 
Extended Byte (Hex 19)" on page 1-68. 

Bit 3-Bit Defines the type of second fixed disk drive 
installed (drive D): 

0000 No fixed disk drive is present. 

0001 Define type 1 through type 14 as shown 
to in the following table (also see BIOS 

1110 listing at label FDJTBL) 

1111 Type 16 through 255. See "Drive D 
Extended Byte (Hex 1A)" on page 1-68. 

The following table shows the BIOS fixed disk parameters. 









Write 


Landing 


Type 


Cyl inders 


Heads 


Precomp 


Zone 


1 


306 


4 


128 


305 


2 


615 


4 


300 


615 


3 


615 


6 


300 


615 


4 


940 


8 


512 


940 


5 


940 


6 


512 


940 


6 


615 


4 


None 


615 


7 


462 


8 


256 


511 


8 


733 


5 


None 


733 


9 


900 


15 


None 


901 


10 


820 


3 


None 


820 


11 


855 


5 


None 


855 


12 


855 


7 


None 


855 


13 


306 


8 


128 


319 


14 
15 


733 


7 


None 


733 


Extenc 


Jed Parameters (hex 


19 and 1A) 



BIOS Fixed Disk Parameters 
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Hex address 13 contains a reserved byte. 

Equipment Byte (Hex 14) 

Bit 7-Bit 6 Indicates the number of diskette drives installed: 

00 1 drive 

01 2 drives 

10 Reserved 

11 Reserved 

Bit 5-Bit 4 Primary display 

00 Primary display is attached to an adapter that 
has its own BIOS, such as the Enhanced 
Graphics Adapter 

01 Primary display is in the 40-column mode and 
attached to the Color/ Graphics Monitor 
Adapter. 

10 Primary display is in the 80-column mode and 
attached to the Color/Graphics Monitor 
Adapter. 

1 1 Primary display is attached to the 
Monochrome Display and Printer Adapter. 

Bit 3-Bit 2 Not used. 

Bit 1 Math Coprocessor presence bit: 

Math Coprocessor not installed 

1 Math Coprocessor installed 

Bit Diskette drive presence bit: 

Diskette drive not installed 

1 Diskette drive installed 
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Note: The equipment byte defines basic equipment in the 
system for power-on diagnostics. 



Low and High Base Memory Bytes (Hex 15 and 16) 

Bit 7-Bit Address hex 15 — Low-byte base size 

Bit 7-Bit Address hex 16 — High-byte base size 

Valid Sizes: 

0200H 512K-systemboardRAM 
0280H 640K-system board RAM. 

Low and High Expansion Memory Bytes (Hex 17 and 18) 

Bit 7-Bit Address hex 17 — Low-byte expansion size 

Bit 7-Bit Address hex 18 — High-byte expansion size 

Valid Sizes: 

0200H 5 12K-Expansion Memory 
0400H 1024K-Expansion Memory 
0600H 1536K-Expansion Memory 
through 

3C00H 15360K-Expansion Memory (15M 
maximum). 
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Drive C Extended Byte (Hex 19) 

Bit 7-Bit Defines the type of first fixed disk drive installed 
(drive C): 

00000000 through 0000 1 1 1 1 are reserved. 

00010000 to 11111111 define type 16 through 
255 as shown in the following table (see BIOS 
listing at label FDJTBL). 



Drive D Extended Byte (Hex 1 A) 

Bit 7-Bit Defines the type of second fixed disk drive 
installed (drive D): 

00000000 through 00001 1 1 1 are reserved. 

00010000 to 1 1 1 1 1 1 1 1 define type 16 through 
255 as shown in the following table (see BIOS 
listing at label FDJTBL). 

The following table shows the BIOS fixed disk parameters for 
fixed disk drive types 16 through 24. 

Note: Types 25 through 255 are reserved. 









Write 


Landing 


Type 


Cy 1 inders 


Heads 


Precomp 


Zone 


16 


612 


k 


All Cylinders 


663 


17 


977 


5 


300 


977 


18 


977 


7 


None 


977 


19 


1024 


7 


512 


1023 


20 


733 


5 


300 


732 


21 


733 


7 


300 


732 


22 


733 


5 


300 


733 


23 


306 


h 


None 


336 


Ik 
25 


612 


k 


305 


663 




Reserved 




255 




Reserved 





BIOS Fixed Disk Parameters (Extended) 
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Hex addresses IB through 2D are reserved. 

Checksum (Hex 2E and 2F) 

Bit 7-Bit Address hex 2E — High byte of checksum 
Bit 7-Bit Address hex 2F — Low byte of checksum 
Note: Checksum is calculated on addresses hex 10-2D. 

Low and High Expansion Memory Bytes (Hex 30 and 31) 

Bit 7-Bit Address hex 30 — Low-byte expansion size 

Bit 7-Bit Address hex 3 1 — High-byte expansion size 

Valid Sizes: 

0200H 5 12K-Expansion Memory 
0400H 1024K-Expansion Memory 
0600H 1536K-Expansion Memory 
through 

3C00H 15360K-Expansion Memory (15M 
maximum). 

Note: These bytes reflect the total expansion memory 
above the 1M address space as determined at power-on 
time. This expansion memory size can be determined 
through system interrupt 15 (see the BIOS listing). The 
base memory at power-on time is determined through the 
system memory-size-determine interrupt (hex 12). 

Date Century Byte (Hex 32) 

Bit 7-Bit BCD value for the century (BIOS interface to read 
and set). 
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Information Flag (Hex 33) 

Bit 7 When set, this bit indicates that the top 128K of 

base memory is installed. 

Bit 6 This bit is set to instruct the Setup utility to put 

out a first user message after initial setup. 

Bit 5-Bit Reserved 



Hex addresses 34 through 3F are reserved. 

I/O Operations 

Writing to RTC CMOS RAM involves two steps: 

1. OUT to port hex 70 with the internal CMOS address. Bits 
DO - D5 contain the required address. 

Note: Bits D6 and D7 do not go to RTC CMOS 

RAM. D6 is a "don't care" bit. D7 is the value of the 
NMI mask: writing a 1 to D7 disables NMI; writing a 
to D7 enables NMI. 

2. OUT to port hex 71 with the data to be written. 
Reading CMOS RAM also requires two steps: 

1. OUT to port hex 70 with the internal CMOS address. Bits 
DO - D5 contain the required address. 

Note: Bits D6 and D7 do not go to RTC CMOS 
RAM. D6 is a "don't care" bit. D7 is the value of the 
NMI mask: writing a 1 to D7 disables NMI; writing a 
to D7 enables NMI. 

2. IN from port hex 71, and the data read is returned in the AL 
register. 
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Note: Execute the steps in the order shown to ensure 
acknowledgement of the MC146818A Standby lead during 
system power-downs. 
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Specifications 
System Unit 
Size 

• Length: 500 millimeters (19.6 inches) 

• Depth: 410 millimeters (16.1 inches) 

• Height: 142 millimeters (5.5 inches) 

Weight 

• 12.7 kilograms (28 pounds) 

Power Cables 

• Length: 1.8 meters (6 feet) 

Environment 

• Air Temperature 

- System On: 15.6 to 32.2 degrees C (60 to 90 degrees F) 

- System Off: 10 to 43 degrees C (50 to 1 10 degrees F) 

• Wet Bulb Temperature 

- System On: 22.8 degrees C (73 degrees F) 

- System Off: 26.7 degrees C (80 degrees F) 

• Humidity 

- System On: 8% to 80% 
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- System Off : 20% to 80% 

• Altitude 

- Maximum altitude: 2545.1 meters (8350 feet) 

Heat Output 

• 824 British Thermal Units (BTU) per hour 



Noise Level 

• Operating (without display or printer) - 46 decibels (dba) 
maximum noise level. 



Electrical 

• Range 1 (57-63 Hz) 

- Nominal: 115 Vac 

- Minimum: 90 Vac 

- Maximum: 137 Vac 

• Range 2 (47-53 Hz) 

- Nominal: 230 Vac 

- Minimum: 180 Vac 

- Maximum: 265 Vac 

• Lithium Battery 

- 6.0 Vdc 

- 1 Ampere/Hour Capacity 

- UL Approved. 
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Connectors 

The system board has the following additional connectors: 

• One power supply connector (PI) 

• Battery connector (P2) 

• Speaker connector (P3) 

• Keyboard connector (J9). 

The pin assignments for the system board connector (PI) and the 
power supply connectors P8 and P9, are as follows. Beginning at 
the rear of the system, the pins on the system board connector are 
numbered 1 through 12. Power supply connector P8 attaches to 
system board connector PI, pins 1 through 6. P9 connects to PI, 
pins 7 through 12. 



System Board 


Pin 


Assignments 


Power Supply 


Pin 


Connector 






Connector 






1 


Power Good 




1 




2 


+5 Vdc 




2 




i 


+12 Vdc 


P8 


3 


P1 


-12 Vdc 




k 




5 


Ground 




5 




6 
7 


Ground 
Ground 




6 




1 




8 


Ground 




2 




9 


-5 Vdc 


P9 


3 




10 


+5 Vdc 




k 




11 


+5 Vdc 




5 




12 


+5 Vdc 




6 



System Board Connector (P1) to Power Supply Connectors (P8 
and P9) 
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The battery connector, P2, is a four-pin, keyed, Berg strip. The 
pins are numbered 1 through 4 from the rear of the system. The 
pin assignments are: 



Pin 


Assignments 


1 
2 

i 


+6 Vdc 
Key 

Ground 
Ground 



Battery Connector (P2) 

The speaker connector, P3, is a four-pin, keyed, Berg strip. The 
pins are numbered 1 through 4 from the rear of the system. The 
pin assignments are: 



Pin 


Function 


1 

2 
3 
4 


Data out 
Key 

Ground 
+5 Vdc 



Speaker Connector (P3) 

The keyboard connector, J9, is a five-pin, 90-degree Printed 
Circuit Board (PCB) mounting, DIN connector. For pin 
numbering, see the "Keyboard" Section. The pin assignments 
are: 



Pin 


Assignments 


1 

2 
3 

5 


Keyboard Clock 
Keyboard Data 
Reserved 
Ground 
+5 Vdc 



Keyboard Connector (J9) 
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The following figure shows the layout of the system board. 
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Logic Diagrams 
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SECTION 2. COPROCESSOR 



Description 2-3 

Programming Interface 2-3 

Hardware Interface 2-4 



Coprocessor 2-1 



Notes: 



2-2 Coprocessor 



Description 



The Math Coprocessor (80287) enables the IBM Personal 
Computer XT Model 286 to perform high-speed arithmetic, 
logarithmic functions, and trigonometric operations. 

The coprocessor works in parallel with the microprocessor. The 
parallel operation decreases operating time by allowing the 
coprocessor to do mathematical calculations while the 
microprocessor continues to do other functions. 

The coprocessor works with seven numeric data types, which are 
divided into the following three classes: 

• Binary integers (3 types) 

• Decimal integers (1 type) 

• Real numbers (3 types). 

Programming Interface 

The coprocessor offers extended data types, registers, and 
instructions to the microprocessor. 

The coprocessor has eight 80-bit registers, which provide the 
equivalent capacity of forty 16-bit registers. This register space 
allows constants and temporary results to be held in registers 
during calculations, thus reducing memory access and improving 
speed as well as bus availability. The register space can be used as 
a stack or as a fixed register set. When used as a stack, only the 
top two stack elements are operated on. 
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The following figure shows representations of large and small 
numbers in each data type. 



Data Type 


Bits 


Significant 

Digits 

(Decimal) 


Approximate Range (Decimal) 


Word Integer 


16 


4 


-32,768 < X < +32,767 


Short Integer 


32 


9 


-2x10 9 < X < +2x10 9 


Long Integer 


64 


18 


-9x10 18 < X < +9x10 18 


Packed Decimal 


80 


18 


-9. .99 < X < +9. .99 (18 digits) 


Short Real * 


32 


6-7 


8.43x10" 37 < | X | < 3.37x10 38 


Long Real * 


64 


15-16 


4.19x10- 307 < | X | < 1.67x10 308 


Temporary Real 


80 


19 


3.4x10- 4932 < | X | < 1.2x10 4932 



Data Types 

* The Short Real and Long Real data types correspond to the 
single and double precision data types. 

Hardware Interface 

The coprocessor uses a 4.77 MHz clock (generated by a 14.318 
MHz clock generator divided by three). The coprocessor is wired 
so that it functions as an I/O device through I/O port addresses 
hex 00F8, 00FA, and 00FC. The microprocessor sends OP codes 
and operands through these I/O ports. The microprocessor also 
receives and stores results through the same I/O ports. The 
coprocessor's 'busy' signal informs the microprocessor that it is 
executing; the microprocessor's Wait instruction forces the 
microprocessor to wait until the coprocessor is finished executing. 

The coprocessor detects six different exception conditions that 
can occur during instruction execution. If the appropriate 
exception mask within the coprocessor is not set, the coprocessor 
sets its error signal. This error signal generates a hardware 
interrupt (interrupt 13) and causes the ! busy ! signal to the 
coprocessor to be held in the busy state. The f busy ! signal may 
be cleared by an 8-bit I/O Write command to address hex FO 
with DO through D7 equal to 0. 

The power-on self -test code in the system ROM enables IRQ 13 
and sets up its vector to point to a routine in ROM. The ROM 
routine clears the f busy f signal's latch and then transfers control 
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to the address pointed to by the NMI interrupt vector. This 
allows code written for any IBM Personal Computer to work on 
an IBM Personal Computer XT Model 286. The NMI interrupt 
handler should read the coprocessor's status to determine if the 
NMI was caused by the coprocessor. If the interrupt was not 
generated by the coprocessor, control should be passed to the 
original NMI interrupt handler. 

The coprocessor has two operating modes similar to the two 
modes of the microprocessor. When reset by a power-on reset, 
system reset, or an I/O write operation to port hex 00F1, the 
coprocessor is in the real address mode. This mode is compatible 
with the 8087 Math Coprocessor used in other IBM Personal 
Computers. The coprocessor can be placed in the protected mode 
by executing the SETPM ESC instruction. It can be placed back 
in the real mode by an I/O write operation to port hex 00F1, with 
D7 through DO equal to 0. 

The coprocessor instruction extensions to the microprocessor can 
be found in Section 6 of this manual. 

Detailed information for the internal functions of the Intel 80287 
Coprocessor can be found in books listed in the bibliography. 
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Notes: 



3-2 Power Supply 



The system power supply is located inside the system unit and 
provides power for the system board, the adapters, the diskette 
drives, the fixed disk drive, the keyboard, and the IBM 
Monochrome Display. 



Inputs 



The power supply can operate at 1 10 Vac, 4.6 A or 220/240 
Vac, 2.3 A at frequencies of either 60 ±3 Hz or 50 ±3 Hz. The 
power supply automatically adjusts to input voltages of 110 Vac 
or 220 Vac. The following figure shows the input requirements. 



Range 


Voltage (Vac) 


Current (Amperes) 


115 Vac 


Minimum 90 
Maximum 137 


Maximum 4.6 


230 Vac 


Minimum 180 
Maximum 265 


Maximum 2.3 



Input Requirements 

Outputs 

The power supply provides +5, -5, +12, and -12 Vdc. The 
following figure shows the load current and regulation tolerance 
for these voltages. The power to the IBM Monochrome Display 
display is controlled by the power supply. 

Warning: The voltage provided to the monochrome display from 
the power supply is the same as the input line voltage to the 
power supply. Ensure that the monochrome display is the correct 
model for the input line voltage. 



Nominal 
Output 


Load Current (A) 
Minimum Maximum 


Regulation 
Tolerance 


+5 Vdc 

-5 Vdc 

+12 Vdc 

-12 Vdc 


4.0 
0.0 
1.0 
0.0 


20.0 
0.3 
k.2 
0.25 


+5% to -k% 
+10% to -8% 
+5% to -k% 
+]0% to -3% 



DC Load Requirements 
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DC Output Protection 

An overcurrent condition will not damage the power supply. 

Output Voltage Sequencing 

Under normal conditions, the output voltage levels track within 
50 milliseconds of each other when power is applied to, or 
removed from the power supply, provided at least minimum 
loading is present. 

No-Load Operation 

No damage or hazardous conditions occur when primary power is 
applied with no load on any output level. In such cases, the 
power supply may switch off, and a power-on reset will be 
required. The power supply requires a minimum load for proper 
operation. 

Power-Good Signal 

The power supply provides a f power-good ? signal to indicate 
proper operation of the power supply. 

When the supply is switched off for a minimum of one second and 
then switched on, the f power-good 1 signal is generated, assuming 
there are no problems. This signal is a logical AND of the dc 
output-voltage sense signal and the ac input-voltage sense signal. 
The 'power-good 1 signal is also a TTL-compatible high level for 
normal operation, and a low level for fault conditions. The ac fail 
signal causes 'power-good 1 to go to a low level at least one 
millisecond before any output voltage falls below the regulation 
limits. The operating point used as a reference for measuring the 
one millisecond is normal operation at minimum line voltage and 
maximum load. 

The dc output- voltage sense signal holds the ? power-good 1 signal 
at a low level when power is switched on until all output voltages 
have reached their minimum sense levels. The 'power-good 1 
signal has a turn-on delay of at least 100 milliseconds but not 
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longer than 500 milliseconds and is capable of sourcing 2 
milliamperes and sinking 10 milliamperes. 

The following figure shows the minimum sense levels for the 
output voltages. 



Level (Vdc) 


Minimum (Vdc) 


+5 

-5 

+ 12 

-12 


+4.5 

-4.3 

+ 10.8 

-10.2 



Sense Level 
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Connectors 

The following figure shows the pin assignments for the 
power-supply output connectors. 



Load Point 


Voltage (Vdc) 


P8-1 
P8-2 
P8-3 
P8-4 
P8-5 
P8-6 


Power Good * 

+5 

+ 12 

-12 

Ground 

Ground 


P9-1 
P9-2 
P9-3 
P9-4 
P9-5 
P9-6 


Ground 

Ground 

"5 

+5 

+5 

+5 


P10-1 
P10-2 
P10-3 
P10-4 


+ 12 

Ground 
Ground 
+5 


P11-1 
P1 1-2 
P1 1-3 
P 1 1 -^ 


+ 12 

Ground 
Ground 
+5 


* see "Power-Good Signal" 



Power Supply Output Connectors 
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Description 



The keyboard has 101 keys (102 in countries outside the U. S.). 
At system power-on, the keyboard monitors the signals on the 
'clock 1 and f data 1 lines and establishes its line protocol. A 
bidirectional serial interface in the keyboard converts the 'clock 1 
and 'data 1 signals and sends this information to and from the 
keyboard through the keyboard cable. 



Cabling 

The keyboard cable connects to the system with a five-pin DIN 
connector, and to the keyboard with a six-position SDL 
connector. The following table shows the pin configuration and 
signal assignments. 





DIN Connector 



A B C D E F 
SDL Connector 



DIN Connector 
Pins 


SDL Connector 
Pins 


Signal Name 


Signal Type 


1 
2 

i 

5 
Shield 


D 
B 
F 
C 
E 
A 
Shield 


+KBD CLK 
+KBD DATA 
Reserved 
Ground 
+5.0 Vdc 
Not used 
Frame Ground 


Input/Output 
Input/Output 

Ground 
Power 
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Sequencing Key-Code Scanning 

The keyboard detects all keys pressed, and sends each scan code 
in the correct sequence. When not serviced by the system, the 
keyboard stores the scan codes in its buffer. 



Keyboard Buffer 

A 16-byte first-in-first-out (FIFO) buffer in the keyboard stores 
the scan codes until the system is ready to receive them. 

A buffer-overrun condition occurs when more than 16 bytes are 
placed in the keyboard buffer. An overrun code replaces the 17th 
byte. If more keys are pressed before the system allows keyboard 
output, the additional data is lost. 

When the keyboard is allowed to send data, the bytes in the 
buffer will be sent as in normal operation, and new data entered is 
detected and sent. Response codes do not occupy a buffer 
position. 

If keystrokes generate a multiple-byte sequence, the entire 
sequence must fit into the available buffer space or the keystroke 
is discarded and a buffer-overrun condition occurs. 



Keys 

With the exception of the Pause key, all keys are make /break. 
The make scan code of a key is sent to the keyboard controller 
when the key is pressed. When the key is released, its break scan 
code is sent. 

Additionally, except for the Pause key, all keys are typematic. 
When a key is pressed and held down, the keyboard sends the 
make code for that key, delays 500 milliseconds ±20%, and 
begins sending a make code for that key at a rate of 10.9 
characters per second ±20%. The typematic rate and delay can 
be modified [see "Set Typematic Rate/Delay (Hex F3)" on 
page 4-11]. 

If two or more keys are held down, only the last key pressed 
repeats at the typematic rate. Typematic operation stops when 
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the last key pressed is released, even if other keys are still held 
down. If a key is pressed and held down while keyboard 
transmission is inhibited, only the first make code is stored in the 
buffer. This prevents buffer overflow as a result of typematic 
action. 

Note: Scan code set 3 allows key types to be changed by the 
system. See "Scan Code Tables (Set 3)" on page 4-24 for the 
default settings. Commands to change the default settings are 
listed in "Commands from the System" on page 4-6. 

Power-On Routine 

The following activities take place when power is first applied to 
the keyboard. 



Power-On Reset 

The keyboard logic generates a 'power-on reset 1 signal (POR) 
when power is first applied to the keyboard. POR occurs a 
minimum of 150 milliseconds and a maximum of 2.0 seconds 
from the time power is first applied to the keyboard. 



Basic Assurance Test 

The basic assurance test (BAT) consists of a keyboard processor 
test, a checksum of the read-only memory (ROM), and a 
random-access memory (RAM) test. During the BAT, activity on 
the 'clock 1 and 'data 1 lines is ignored. The LEDs are turned on 
at the beginning and off at the end of the BAT. The BAT takes a 
minimum of 300 milliseconds and a maximum of 500 
milliseconds. This is in addition to the time required by the POR. 

Upon satisfactory completion of the BAT, a completion code (hex 
AA) is sent to the system, and keyboard scanning begins. If a 
BAT failure uccurs, the keyboard sends an error code to the 
system. The keyboard is then disabled pending command input. 
Completion codes are sent between 450 milliseconds and 2.5 
seconds after POR, and between 300 and 500 milliseconds after a 
Reset command is acknowledged. 
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Immediately following POR, the keyboard monitors the signals on 
the keyboard f clock 1 and f data' lines and sets the line protocol. 



Commands from the System 

The following table shows the commands that the system may 
send and their hexadecimal values. 



Command 


Hex Value 


Set/Reset Status Indicators 


ED 


Echo 


EE 


Inval id Command 


EF 


Select Alternate Scan Codes 


FO 


Inval id Command 


Fl 


Read ID 


F2 


Set Typematic Rate/Delay 


F3 


Enable 


F4 


Default Disable 


F5 


Set Default 


F6 


Set All Keys - Typematic 


F7 


- Make/Break 


F8 


- Make 


F9 


- Typemat ic/Make/Break 


FA 


Set Key Type - Typematic 


FB 


- Make/Break 


FC 


- Make 


FD 


Resend 


FE 


Reset 


FF 



The commands may be sent to the keyboard at any time. The 
keyboard will respond within 20 milliseconds, except when 
performing the basic assurance test (BAT), or executing a Reset 
command. 

Note: Mode 1 will accept only the 'reset 1 command. 

The commands are described below, in alphabetic order. They 
have different meanings when issued by the keyboard (see 
"Commands to the System" on page 4-13). 
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Default Disable (Hex F5) 

The Default Disable command resets all conditions to the 
power-on default state. The keyboard responds with ACK, clears 
its output buffer, sets the default key types (scan code set 3 
operation only) and typematic rate/delay, and clears the last 
typematic key. The keyboard stops scanning, and awaits further 
instructions. 



Echo (Hex EE) 

Echo is a diagnostic aid. When the keyboard receives this 
command, it issues a hex EE response and, if the keyboard was 
previously enabled, continues scanning. 



Enable (Hex F4) 

Upon receipt of this command, the keyboard responds with ACK, 
clears its output buffer, clears the last typematic key, and starts 
scanning. 



Invalid Command (Hex EF and Fl) 

Hex EF and hex Fl are invalid commands and are not supported. 
If one of these is sent, the keyboard does not acknowledge the 
command, but returns a Resend command and continues in its 
prior scanning state. No other activities occur. 



Read ID (Hex F2) 

This command requests identification information from the 
keyboard. The keyboard responds with ACK, discontinues 
scanning, and sends the two keyboard ID bytes. The second byte 
must follow completion of the first by no more than 500 
microseconds. After the output of the second ID byte, the 
keyboard resumes scanning. 
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Resend (Hex FE) 

The system sends this command when it detects an error in any 
transmission from the keyboard. It is sent only after a keyboard 
transmission and before the system allows the next keyboard 
output. When a Resend is received, the keyboard sends the 
previous output again (unless the previous output was Resend, in 
which case the keyboard sends the last byte before the Resend 
command). 



Reset (Hex FF) 

The system issues a Reset command to start a program reset and a 
keyboard internal self test. The keyboard acknowledges the 
command with an ACK and ensures the system accepts ACK 
before executing the command. The system signals acceptance of 
ACK by raising the 'clock 1 and f data f lines for a minimum of 
500 microseconds. The keyboard is disabled from the time it 
receives the Reset command until ACK is accepted, or until 
another command is sent that overrides the previous command. 

Following acceptance of ACK, the keyboard is re-initialized and 
performs the BAT. After returning the completion code, the 
keyboard defaults to scan code set 2. 



Select Alternate Scan Codes (Hex F0) 

This command instructs the keyboard to select one of three sets 
of scan codes. The keyboard acknowledges receipt of this 
command with ACK, clears both the output buffer and the 
typematic key (if one is active). The system then sends the 
option byte and the keyboard responds with another ACK. An 
option byte value of hex 01 selects scan code set 1, hex 02 selects 
set 2, and hex 03 selects set 3. 

An option byte value of hex 00 causes the keyboard to 
acknowledge with ACK and send a byte telling the system which 
scan code set is currently in use. 

After establishing the new scan code set, the keyboard returns to 
the scanning state it was in before receiving the Select Alternate 
Scan Codes command. 
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Set All Keys (Hex F7, F8, F9, FA) 

These commands instruct the keyboard to set all keys to the type 
listed below: 



Hex Value 


Command 


F7 
F8 
F9 
FA 


Set All Keys - Typematic 

Set All Keys - Make/Break 

Set All Keys - Make 

Set All Keys - Typemat ic/Make/Break 



The keyboard responds with ACK, clears its output buffer, sets 
all keys to the type indicated by the command, and continues 
scanning (if it was previously enabled). Although these 
commands can be sent using any scan code set, they affect only 
scan code set 3 operation. 



Set Default (Hex F6) 

The Set Default command resets all conditions to the power-on 
default state. The keyboard responds with ACK, clears its output 
buffer, sets the default key types (scan code set 3 operation only) 
and typematic rate/delay, clears the last typematic key, and 
continues scanning. 



Set Key Type (Hex FB, FC, FD) 

These commands instruct the keyboard to set individual keys to 
the type listed below: 



Hex Value 


Command 


FB 
FC 
FD 


Set Key Type - Typematic 
Set Key Type - Make/Break 
Set Key Type - Make 



The keyboard responds with ACK, clears its output buffer, and 
prepares to receive key identification. Key identification is 
accomplished by the system identifying each key by its scan code 
value as defined in scan code set 3. Only scan code set 3 values 
are valid for key identification. The type of each identified key is 
set to the value indicated by the command. 
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These commands can be sent using any scan code set, but affect 
only scan code set 3 operation. 



Set/Reset Status Indicators (Hex ED) 

Three status indicators on the keyboard — Num Lock, Caps 
Lock, and Scroll Lock — are accessible by the system. The 
keyboard activates or deactivates these indicators when it receives 
a valid command-code sequence from the system. The command 
sequence begins with the command byte (hex ED). The keyboard 
responds to the command byte with ACK, discontinues scanning, 
and waits for the option byte from the system. The bit 
assignments for this option byte are as follows: 



Bit 


Indicator 




1 

2 

3-7 


Scroll Lock Indicator 
Num Lock Indicator 
Caps Lock Indicator 
Reserved (must be Os) 



If a bit for an indicator is set to 1, the indicator is turned on. If a 
bit is set to 0, the indicator is turned off. 

The keyboard responds to the option byte with ACK, sets the 
indicators and, if the keyboard was previously enabled, continues 
scanning. The state of the indicators will reflect the bits in the 
option byte and can be activated or deactivated in any 
combination. If another command is received in place of the 
option byte, execution of the Set/Reset Mode Indicators 
command is stopped, with no change to the indicator states, and 
the new command is processed. 

Immediately after power-on, the lights default to the Off state. If 
the Set Default and Default Disable commands are received, the 
lamps remain in the state they were in before the command was 
received. 
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Set Typematic Rate/Delay (Hex F3) 

The system issues the Set Typematic Rate/Delay command to 
change the typematic rate and delay. The keyboard responds to 
the command with ACK, stops scanning, and waits for the system 
to issue the rate/delay value byte. The keyboard responds to the 
rate/delay value byte with another ACK, sets the rate and delay 
to the values indicated, and continues scanning (if it was 
previously enabled). Bits 6 and 5 indicate the delay, and bits 4, 3, 
2, 1, and (the least-significant bit) the rate. Bit 7, the 
most-significant bit, is always 0. The delay is equal to 1 plus the 
binary value of bits 6 and 5, multiplied by 250 milliseconds ± 
20%. 

The period (interval from one typematic output to the next) is 
determined by the following equation: 

Period = (8 + A) X (2**) X 0.00417 seconds, 
where: 

A = binary value of bits 2, 1, and 0. 

B = binary value of bits 4 and 3. 
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The typematic rate (make codes per second) is 1 for each period 
and are listed in the following table. 



Bit 


Typematic 


Bit 


Typematic 




Rate ± 20% 




Rate ± 20% 


00000 


30.0 


10000 


7.5 


00001 


26.7 


10001 


6.7 


00010 


24.0 


10010 


6.0 


00011 


21.8 


10011 


5.5 


00100 


20.0 


10100 


5.0 


00101 


18.5 


10101 


4.6 


00110 


17.1 


10110 


4.3 


00111 


16.0 


10111 


4.0 


01000 


15.0 


11000 


3.7 


01001 


13.3 


11001 


3.3 


01010 


12.0 


11010 


3.0 


01011 


10.9 


11011 


2.7 


01100 


10.0 


11100 


2.5 


01101 


9.2 


11101 


2.3 


01110 


8.0 


11110 


2.1 


01111 


8.0 


11111 


2.0 



The default values for the system keyboard are as follows: 

Typematic rate = 10.9 characters per second ± 20%. 

Delay = 500 milliseconds ±20%. 

The execution of this command stops without change to the 
existing rate if another command is received instead of the 
rate/delay value byte. 
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Commands to the System 

The following table shows the commands that the keyboard may 
send to the system, and their hexadecimal values. 



Command 


Hex Value 


Key Detection Error/Overrun 


00 (Code Sets 2 and 3) 


Keyboard ID 


83AB 




BAT Completion Code 


AA 




BAT Fai lure Code 


FC 




Echo 


EE 




Acknowledge (ACK) 


FA 




Resend 


FE 




Key Detection Error/Overrun 


FF (Code Set 1) 





The commands the keyboard sends to the system are described 
below, in alphabetic order. They have different meanings when 
issued by the system (see "Commands from the System" on 
page 4-6). 



Acknowledge (Hex FA) 

The keyboard issues Acknowledge (ACK) to any valid input 
other than an Echo or Resend command. If the keyboard is 
interrupted while sending ACK, it discards ACK and accepts and 
responds to the new command. 



BAT Completion Code (Hex AA) 

Following satisfactory completion of the BAT, the keyboard 
sends hex AA. Any other code indicates a failure of the 
keyboard. 



BAT Failure Code (Hex FC) 

If a BAT failure occurs, the keyboard sends this code, 
discontinues scanning, and waits for a system response or reset. 



Echo (Hex EE) 

The keyboard sends this code in response to an Echo command. 
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Keyboard ID (Hex 83AB) 

The Keyboard ID consists of 2 bytes, hex 83AB. The keyboard 
responds to the Read ID with ACK, discontinues scanning, and 
sends the 2 ID bytes. The low byte is sent first followed by the 
high byte. Following output of Keyboard ID, the keyboard begins 
scanning. 



Key Detection Error (Hex 00 or FF) 

The keyboard sends a key detection error character if conditions 
in the keyboard make it impossible to identify a switch closure. If 
the keyboard is using scan code set 1, the code is hex FF. For 
sets 2 and 3, the code is hex 00. 



Overrun (Hex 00 or FF) 

An overrun character is placed in the keyboard buffer and 
replaces the last code when the buffer capacity has been 
exceeded. The code is sent to the system when it reaches the top 
of the buffer queue. If the keyboard is using scan code set 1, the 
code is hex FF. For sets 2 and 3, the code is hex 00. 



Resend (Hex FE) 

The keyboard issues a Resend command following receipt of an 
invalid input or any input with incorrect parity. If the system 
sends nothing to the keyboard, no response is required. 
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Keyboard Scan Codes 

The following tables list the key numbers of the three scan code 
sets and their hexadecimal values. The system defaults to scan set 
2, but can be switched to set 1 or set 3 (see "Select Alternate 
Scan Codes (Hex FO)" on page 4-8). 
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Scan Code Set 1 

In scan code set 1, each key is assigned a base scan code and, in 
some cases, extra codes to generate artificial shift states in the 
system. The typematic scan codes are identical to the base scan 
code for each key. 



Scan Code Tables (Set 1) 

The following keys send the codes as shown, regardless of any 
shift states in the keyboard or the system. Refer to "Keyboard 
Layouts" beginning on page 4-40 to determine the character 
associated with each key number. 



Key Number 


Make Code 


Break Code 


1 


29 


A9 


2 


02 


82 


3 


03 


83 


4 


ok 


84 


5 


05 


85 


6 


06 


86 


7 


07 


87 


8 


08 


88 


9 


09 


89 


10 


0A 


8A 


11 


0B 


8B 


12 


OC 


8C 


13 


0D 


8D 


15 


0E 


8E 


16 


OF 


8F 


17 


10 


90 


18 


11 


91 


19 


12 


92 


20 


13 


93 


21 


14 


94 


22 


15 


95 


23 


16 


96 


24 


17 


97 


25 


18 


98 


26 


19 


99 


27 


1A 


9A 


28 


1B 


9B 


29 * 


2B 


AB 


30 


3A 


BA 


31 


IE 


9E 


32 


IF 


9F 


33 


20 


A0 


* 101 -key keyboard only. 
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Key Number 


Make Code 


Break Code 


34 


21 


A1 


35 


22 


A2 


36 


23 


A3 


37 


24 


A4 


38 


25 


A5 


39 


26 


A6 


40 


27 


A7 


41 


28 


A8 


42 ** 


2B 


AB 


43 


1C 


9C 


44 


2A 


AA 


45 ** 


56 


D6 


46 


2C 


AC 


47 


2D 


AD 


48 


2E 


AE 


49 


2F 


AF 


50 


30 


B0 


51 


31 


B1 


52 


32 


B2 


53 


33 


B3 


54 


34 


B4 


55 


35 


B5 


57 


36 


B6 


58 


ID 


9D 


60 


38 


B8 


61 


39 


B9 


62 


E0 38 


E0 B8 


64 


E0 1D 


EO 9D 


90 


45 


C5 


91 


47 


C7 


92 


4B 


CB 


93 


4F 


CF 


96 


48 


C8 


97 


4C 


CC 


98 


50 


DO 


99 


52 


D2 


100 


37 


B7 


101 


49 


C9 


102 


4D 


CD 


103 


51 


D1 


104 


53 


D3 


105 


4A 


CA 


106 


4E 


CE 


108 


E0 1C 


EO 9C 


110 


01 


81 


112 


3B 


BB 


113 


3C 


BC 


114 


3D 


BD 


115 


3E 


BE 


116 


3F 


BF 


117 


40 


CO 


118 


41 


C1 


119 


42 


C2 


** 102-key keyboard on 


iy. 
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Key Number 


Make Code 


Break Code 


120 


43 


C3 


121 


kk 


CA 


122 


57 


07 


123 


58 


D8 


125 


46 


C6 



The remaining keys send a series of codes dependent on the state 
of the various shift keys (Ctrl, Alt, and Shift), and the state of 
Nuni Lock (On or Off). Because the base scan code is identical 
to that of another key, an extra code (hex EO) has been added to 
the base code to make it unique. 



Key 


Base Case, or 


Shift Case 


Num Lock on 


No. 


Shift+Num Lock 
Make/Break 


Make/Break * 


Make/Break 


75 


EO 52 


EO AA EO 52 


EO 2A EO 52 




/EO D2 


/EO D2 EO 2A 


/EO D2 EO AA 


76 


EO 53 


EO AA EO 53 


EO 2A EO 53 




/EO D3 


/EO D3 EO 2A 


/EO D3 EO AA 


79 


EO 4B 


EO AA EO 4B 


EO 2A EO 4B 




/EO CB 


/EO CB EO 2A 


/EO CB EO AA 


8Q 


EO 47 


EO AA EO 47 


EO 2A EO 47 




/EO C7 


/EO C7 EO 2A 


/EO C7 EO AA 


P 1 


EO 4F 


EO AA EO 4F 


EO 2A EO 4F 




/EO CF 


/EO CF EO 2A 


/EO CF EO AA 


w 


EO 48 


EO AA EO 48 


EO 2A EO 48 




/EO C8 


/EO C8 EO 2A 


/EO C8 EO AA 


84 


EO 50 


EO AA EO 50 


EO 2A EO 50 




/EO DO 


/EO DO EO 2A 


/EO DO EO AA 


85 


EO 49 


EO AA EO 49 


EO 2A EO 49 




/E\) C9 


/EO C9 EO 2A 


/EO C9 EO AA 


86 


EO 51 


EO AA EO 51 


EO 2A EO 51 




/EO D1 


/EO D1 EO 2A 


/EO D1 EO AA 


89 


EO 4D 


EO AA EO 4D 


EO 2A EO 4D 




/EO CD 


/EO CD EO 2A 


/EO CD EO AA 


* If the 


i left Shift key i; 


> held down, the / 


\A/2A shift make 


and bi 


•eak is sent with 1 


the other scan coc 


ies. If the right 


Shift 


key is held down, 


B6/36 is sent. 


f both Shift 


keys « 


are down, both set; 


5 of codes are ser 


it with the other 


scan < 


:ode . 
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Key 
No. 


Scan Code Make/Break 


Shift Case Make/Break * 


95 


EO 35/EO B5 


EO AA EO 35/EO B5 EO 2A 


* If the left Shift key is held down, the AA/2A shift make 
and break is sent with the other scan codes. If the right 
Shift key is held down, B6/36 is sent. If both Shift 
keys are down, both sets of codes are sent with the other 
scan code. 



Key 

No. 


Scan Code 
Make/Break 


Ctrl Case, Shift Case 
Make/Break 


Alt Case 
Make/Break 


124 


EO 2A EO 37 
/EO B7 EO AA 


EO 37/EO B7 


5VD4 



Key No. 


Make Code 


Ctrl Key Pressed 


126 * 


El ID 45 E1 9D C5 


EO 46 EO C6 


* This key is not typematic. All 
occur on the make of the key. 


associated scan codes 
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Scan Code Set 2 

In scan code set 2, each key is assigned a unique 8-bit make scan 
code, which is sent when the key is pressed. Each key also sends 
a break code when the key is released. The break code consists of 
2 bytes, the first of which is the break code prefix, hex FO; the 
second byte is the same as the make scan code for that key. The 
typematic scan code for a key is the same as the key's make code. 



Scan Code Tables (Set 2) 

The following keys send the codes shown, regardless of any shift 
states in the keyboard or system. Refer to "Keyboard Layouts" 
beginning on page 4-40 to determine the character associated 
with each key number. 



Key Number 


Make Code 


Break Code 


1 


0E 


FO 0E 


2 


16 


FO 16 


3 


1E 


FO IE 


4 


26 


FO 26 


5 


25 


FO 25 


6 


2E 


FO 2E 


7 


36 


FO 36 


8 


3D 


FO 3D 


9 


3E 


FO 3E 


10 


46 


FO 46 


11 


45 


FO 45 


12 


4E 


FO 4E 


13 


55 


FO 55 


15 


66 


FO 66 


16 


0D 


FO 0D 


17 


15 


FO 15 


18 


1D 


FO 1D 


19 


24 


FO 24 


20 


2D 


FO 2D 


21 


2C 


FO 2C 


22 


35 


FO 35 


23 


3C 


FO 3C 


24 


43 


FO 43 


25 


kk 


FO 44 


26 


4D 


FO 4D 


27 


Sk 


FO 54 


28 


5B 


FO 5B 


29 * 


5D 


FO 5D 


30 


58 


FO 58 


31 


1C 


FO 1C 


* 101-key keyboard on 


iy. 
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Key Number 


Make Code 


Break Code 


32 


1B 


FO 1B 


33 


23 


FO 23 


Ik 


2B 


FO 2B 


35 


34 


FO 34 


36 


33 


FO 33 


37 


3B 


FO 3B 


38 


42 


FO 42 


39 


4B 


FO 4B 


40 


4C 


FO 4C 


k] 


52 


FO 52 


1,2 ** 


5D 


FO 5D 


43 


5A 


FO 5A 


44 


12 


FO 12 


45 ** 


61 


FO 61 


46 


1A 


FO 1A 


47 


22 


FO 22 


48 


21 


FO 21 


49 


2A 


FO 2A 


50 


32 


FO 32 


51 


31 


FO 31 


52 


3A 


FO 3A 


53 


41 


FO 41 


54 


49 


FO 49 


55 


4A 


FO 4A 


57 


59 


FO 59 


58 


14 


FO 14 


60 


11 


FO 11 


61 


29 


FO 29 


62 


E0 11 


EO FO 11 


64 


E0 14 


EO FO 14 


90 


77 


FO 77 


91 


6C 


FO 6C 


92 


6B 


FO 6B 


93 


69 


FO 69 


96 


75 


FO 75 


97 


73 


FO 73 


98 


72 


FO 72 


99 


70 


FO 70 


100 


7C 


FO 7C 


101 


7D 


FO 7D 


102 


74 


FO 74 


103 


7A 


FO 7A 


104 


71 


FO 71 


105 


7B 


FO 7B 


106 


79 


FO 79 


108 


E0 5A 


EO FO 5A 


110 


76 


FO 76 


112 


05 


FO 05 


113 
114 


06 


FO 06 


04 


FO 04 


115 


OC 


FO OC 


116 


03 


FO 03 


117 


OB 


FO OB 


118 


83 


FO 83 


119 


OA 


FO OA 


** 102-key keyboard onl} 


/. 
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Key Number 


Make Code 


Break Code 


120 
121 
122 
123 
125 


01 
09 
78 
07 
7E 


FO 01 
FO 09 
FO 78 
F0 07 
FO 7E 



The remaining keys send a series of codes dependent on the state 
of the various shift keys (Ctrl, Alt, and Shift), and the state of 
Num. Lock (On or Off). Because the base scan code is identical 
to that of another key, an extra code (hex E0) has been added to 
the base code to make it unique. 



Key 


Base Case, or 


Shift Case 


Num Lock on 


No. 


Shift+Num Lock 
Make/Break 


Make/Break * 


Make/Break 


75 


E0 70 


E0 F0 12 E0 70 


EO 12 EO 70 




/E0 F0 70 


/E0 F0 70 E0 12 


/EO FO 70 EO FO 12 


76 


E0 71 


E0 F0 12 E0 71 


EO 12 EO 71 




/E0 F0 71 


/E0 F0 71 E0 12 


/EO FO 71 EO FO 12 


79 


E0 6B 


E0 F0 12 E0 6B 


EO 12 EO 6B 




/E0 F0 6B 


/EO FO 6B EO 12 


/EO FO 6B EO FO 12 


80 


E0 6C 


EO FO 12 EO 6C 


EO 12 EO 6C 




/E0 F0 6C 


/EO FO 6C EO 12 


/EO FO 6C EO FO 12 


81 


E0 69 


EO FO 12 EO 69 


EO 12 EO 69 




/E0 F0 69 


/EO FO 69 EO 12 


/EO FO 69 EO FO 12 


83 


E0 75 


EO FO 12 EO 75 


EO 12 EO 75 




/E0 F0 75 


/EO FO 75 EO 12 


/EO FO 75 EO FO 12 


84 


E0 72 


EO FO 12 EO 72 


EO 12 EO 72 




/E0 F0 72 


/EO FO 72 EO 12 


/EO FO 72 EO FO 12 


85 


E0 7D 


EO FO 12 EO 7D 


EO 12 EO 7D 




/E0 F0 7D 


/EO FO 7D EO 12 


/EO FO 7D EO FO 12 


86 


E0 7A 


EO FO 12 EO 7A 


EO 12 EO 7A 




/E0 F0 7A 


/EO FO 7A EO 12 


/EO FO 7A EO FO 12 


89 


E0 74 


EO FO 12 EO 74 


EO 12 EO 74 




/E0 F0 74 


/EO FO 74 EO 12 


/EO FO 74 EO FO 12 


* 


If the left Shift 


key is held down, tl 


ie FO 12/12 shift 




make and break is 


sent with the other 


scan codes. If the 




right Shift key i< 


s held down, FO 59/5! 


3 is sent. If both 




Shift keys are dov 


>m, both sets of code 


5S are sent with the 




other scan code. 
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Key 

No. 



Scan Code Make/Break 



Shift Case Make/Break * 



95 



EO 4A/E0 FO 4A 



EO FO 12 4A/E0 12 FO 4A 



If the left Shift key is held down, the FO 12/12 shift 
make and break is sent with the other scan codes. If the 
right Shift key is held down, FO 59/59 is sent. If both 
Shift keys are down, both sets of codes are sent with the 
other scan code. 



Key 
No. 


Scan Code 
Make/Break 


Ctrl Case, Shift Case 
Make/Break 


Alt Case 
Make/Break 


124 


EO 12 EO 7C 
/EO FO 7C EO FO 12 


EO 7C/E0 FO 7C 


84/FO 84 



Key No. 


Make Code 


Ctrl Key Pressed 


126 * 


El 14 77 El FO 14 FO 77 


EO 7E EO FO 7E 


* This key is not typematic. All associated scan codes 
occur on the make of the key. 
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Scan Code Set 3 

In scan code set 3, each key is assigned a unique 8 -bit make scan 
code, which is sent when the key is pressed. Each key also sends 
a break code when the key is released. The break code consists of 
2 bytes, the first of which is the break-code prefix, hex FO; the 
second byte is the same as the make scan code for that key. The 
typematic scan code for a key is the same as the key's make code. 
With this scan code set, each key sends only one scan code, and 
no keys are affected by the state of any other keys. 



Scan Code Tables (Set 3) 



The following keys send the codes shown, regardless of any shift 
states in the keyboard or system. Refer to "Keyboard Layouts" 
beginning on page 4-40 to determine the character associated 
with each key number. 



Key Number 


Make Code 


Break Code 


Default Key State 


1 


0E 


FO 0E 


Typematic 


2 


16 


FO 16 


Typemat ic 


3 


1E 


FO IE 


Typematic 


4 


26 


FO 26 


Typematic 


5 


25 


FO 25 


Typematic 


6 


2E 


FO 2E 


Typematic 


7 


36 


FO 36 


Typematic 


8 


3D 


FO 3D 


Typematic 


9 


3E 


FO 3E 


Typematic 


10 


46 


FO 46 


Typematic 


11 


45 


FO 45 


Typemat ic 


12 


4E 


FO 4E 


Typematic 


13 


55 


FO 55 


Typemat ic 


15 


66 


FO 66 


Typematic 


16 


0D 


FO 0D 


Typemat ic 


17 


15 


FO 15 


Typematic 


18 


1D 


FO 1D 


Typemat ic 


19 


24 


FO 24 


Typematic 


20 


2D 


FO 2D 


Typemat ic 


21 


2C 


FO 2C 


Typematic 


22 


35 


FO 35 


Typematic 


23 


3C 


FO 3C 


Typematic 


24 


43 


FO 43 


Typematic 


25 


kk 


FO 44 


Typemat ic 


26 


4D 


FO 4D 


Typemat ic 


27 


5k 


FO 54 


Typematic 


28 


5B 


FO 5B 


Typematic 
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Key Number 


Make Code 


Break Code 


Default Key State 


29 * 


5C 


F0 5C 


Typemat ic 


30 


14 


F0 14 


Make/Break 


31 


1C 


F0 1C 


Typemat ic 


32 


1B 


F0 1B 


Typemat ic 


33 


23 


F0 23 


Typemat ic 


34 


2B 


F0 2B 


Typemat ic 


35 


34 


F0 34 


Typemat ic 


36 


33 


FO 33 


Typemat ic 


37 


3B 


FO 3B 


Typemat ic 


38 


42 


FO 42 


Typemat ic 


39 


4B 


FO 4B 


Typemat ic 


40 


4C 


FO 4C 


Typemat ic 


41 


52 


FO 52 


Typemat ic 


^2 ** 


53 


FO 53 


Typemat ic 


43 


5A 


FO 5A 


Typemat ic 


44 


12 


FO 12 


Make/Break 


45 ** 


13 


FO 13 


Typemat ic 


46 


1A 


FO 1A 


Typemat ic 


47 


22 


FO 22 


Typemat ic 


48 


21 


FO 21 


Typemat ic 


49 


2A 


FO 2A 


Typemat ic 


50 


32 


FO 32 


Typemat ic 


51 


31 


FO 31 


Typemat ic 


52 


3A 


FO 3A 
FO 41 


Typemat ic 


53 


41 


Typemat ic 


54 


49 


FO 49 


Typemat ic 


55 


4A 


FO 4A 


Typemat ic 


57 


59 


FO 59 


Make/Break 


58 


11 


FO 11 


Make/Break 


60 


19 


FO 19 


Make/Break 


61 


29 


FO 29 


Typemat ic 


62 


39 


FO 39 


Make only 


64 


58 


FO 58 


Make only 


75 


67 


FO 67 


Make only 


76 


64 


FO 64 


Typemat ic 


79 


61 


FO 61 


Typemat ic 


80 


6E 


FO 6E 


Make only 


81 


65 


FO 65 


Make only 


83 


63 


FO 63 


Typemat ic 


84 


60 


FO 60 


Typemat ic 


85 


6F 


FO 6F 


Make only 


86 


6D 


FO 6D 


Make only 


89 


6A 


FO 6A 


Typemat ic 


90 


76 


FO 76 


Make only 


91 


6C 


FO 6C 


Make only 


92 


6B 


FO 6B 


Make only 


93 


69 


FO 69 


Make only 


95 


77 


FO 77 


Make only 


96 


75 


FO 75 


Make only 


97 


73 


FO 73 


Make only 


98 


72 


FO 72 


Make only 


* 101-key keyboard only 






** 102-key keyboard only 
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Key Number 


Make Code 


Break Code 


Default Key State 


99 


70 


F0 70 


Make only 


100 


7E 


F0 7E 


Make only 


101 


7D 


F0 7D 


Make only 


102 


74 


FO 74 


Make only 


103 


7A 


FO 7A 


Make only 


104 


71 


FO 71 


Make only 


105 


84 


FO 84 


Make only 


106 


7C 


FO 7C 


Typematic 


108 


79 


FO 79 


Make only 


110 


08 


FO 08 


Make only 


112 


07 


FO 07 


Make only 


113 


OF 


FO OF 


Make only 


114 


17 


FO 17 


Make only 


115 


IF 


FO IF 


Make only 


116 


27 


FO 27 


Make only 


117 


2F 


FO 2F 


Make only 


118 


37 


FO 37 


Make only 


119 


3F 


FO 3F 


Make only 


120 


47 


FO 47 


Make only 


121 


4F 


FO 4F 


Make only 


122 


56 


FO 56 


Make only 


123 


5E 


FO 5E 


Make only 


124 


57 


FO 57 


Make only 


125 


5F 


FO 5F 


Make only 


126 


62 


FO 62 


Make only 
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Clock and Data Signals 



The keyboard and system communicate over the f clock' and 
'data' lines. The source of each of these lines is an 
open-collector device on the keyboard that allows either the 
keyboard or the system to force a line to an inactive (low) level. 
When no communication is occurring, the 'clock 1 line is at an 
active (high) level. The state of the f data ? line is held 
active(high) by the keyboard. 

When the system sends data to the keyboard, it forces the f data' 
line to an inactive level and allows the 'clock 1 line to go to an 
active level. 

An inactive signal will have a value of at least 0, but not greater 
than +0.7 volts. A signal at the inactive level is a logical 0. An 
active signal will have a value of at least +2.4, but not greater 
than +5.5 volts. A signal at the active level is a logical 1. 
Voltages are measured between a signal source and the dc 
network ground. 

The keyboard f clock' line provides the clocking signals used to 
clock serial data to and from the keyboard. If the host system 
forces the 'clock' line to an inactive level, keyboard transmission 
is inhibited. 

When the keyboard sends data to, or receives data from the 
system, it generates the 'clock' signal to time the data. The 
system can prevent the keyboard from sending data by forcing the 
'clock' line to an inactive level; the 'data' line may be active or 
inactive during this time. 

During the BAT, the keyboard allows the 'clock' and 'data' lines 
to go to an active level. 



Data Stream 

Data transmissions to and from the keyboard consist of an 11 -bit 
data stream (Mode 2) sent serially over the 'data' line. A logical 
1 is sent at an active (high) level. The following table shows the 
functions of the bits. 
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Bit 


Function 


1 


Start bit (always 0) 


2 


Data bit (least-significant) 


3 


Data bit 1 


4 


Data bit 2 


5 


Data bit 3 


6 


Data bit k 


7 


Data bit 5 


8 


Data bit 6 


9. 


Data bit 7 (most-significant) 


10 


Parity bit (odd parity) 


11 


Stop bit (always 1) 



The parity bit is either 1 or 0, and the 8 data bits, plus the parity 
bit, always have an odd number of l's. 

Note: Mode 1 is a 9-bit data stream that does not have a 
parity bit or stop bit and the start bit is always 1. 



Keyboard Data Output 

When the keyboard is ready to send data, it first checks for a 
keyboard-inhibit or system request-to-send status on the f clock 1 
and 'data 1 lines. If the 'clock 1 line is inactive (low), data is 
stored in the keyboard buffer. If the 'clock' line is active (high) 
and the 'data' line is inactive (request-to-send), data is stored in 
the keyboard buffer, and the keyboard receives system data. 

If the 'clock' and 'data' lines are both active, the keyboard sends 
the start bit, 8 data bits, the parity bit, and the stop bit. Data 
will be valid before the trailing edge and beyond the leading edge 
of the clock pulse. During transmission, the keyboard checks the 
'clock' line for an active level at least every 60 milliseconds. If 
the system lowers the 'clock' line from an active level after the 
keyboard starts sending data, a condition known as line contention 
occurs, and the keyboard stops sending data. If line contention 
occurs before the leading edge of the 10th clock signal (parity 
bit), the keyboard buffer returns the 'clock' and 'data' lines to 
an active level. If contention does not occur by the 10th clock 
signal, the keyboard completes the transmission. Following line 
contention, the system may or may not request the keyboard to 
resend the data. 
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Following a transmission, the system can inhibit the keyboard 
until the system processes the input, or until it requests that a 
response be sent. 



Keyboard Data Input 

When the system is ready to send data to the keyboard, it first 
checks to see if the keyboard is sending data. If the keyboard is 
sending, but has not reached the 10th 'clock 1 signal, the system 
can override the keyboard output by forcing the keyboard 'clock 1 
line to an inactive (low) level. If the keyboard transmission is 
beyond the 10th 'clock 1 signal, the system must receive the 
transmission. 

If the keyboard is not sending, or if the system elects to override 
the keyboard's output, the system forces the keyboard 'clock' 
line to an inactive level for more than 60 microseconds while 
preparing to send data. When the system is ready to send the start 
bit (the 'data' line will be inactive), it allows the 'clock' line to 
go to an active (high) level. 

The keyboard checks the state of the 'clock' line at intervals of 
no more than 10 milliseconds. If a system request-to-send (RTS) 
is detected, the keyboard counts 11 bits. After the 10th bit, the 
keyboard checks for an active level on the 'data' line, and if the 
line is active, forces it inactive, and counts one more bit. This 
action signals the system that the keyboard has received its data. 
Upon receipt of this signal, the system returns to a ready state, in 
which it can accept keyboard output, or goes to the inhibited state 
until it is ready. 

If the keyboard 'data' line is found at an inactive level following 
the 10th bit, a framing error has occurred, and the keyboard 
continues to count until the 'data' line becomes active. The 
keyboard then makes the 'data' line inactive and sends a Resend. 

Each system command or data transmission to the keyboard 
requires a response from the keyboard before the system can send 
its next output. The keyboard will respond within 20 milliseconds 
unless the system prevents keyboard output. If the keyboard 
response is invalid or has a parity error, the system sends the 
command or data again. However, the two byte commands 
require special handling. If hex F3 (Set Typematic Rate/Delay), 
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hex FO (Select Alternate Scan Codes), or hex ED (Set/Reset 
Mode Indicators) have been sent and acknowledged, and the 
value byte has been sent but the response is invalid or has a parity 
error, the system will resend both the command and the value 
byte. 

Keyboard Encoding and Usage 

The keyboard routine, provided by IBM in the ROM BIOS, is 
responsible for converting the keyboard scan codes into what will 
be termed Extended ASCII. The extended ASCII codes returned 
by the ROM routine are mapped to the U.S. English keyboard 
layout. Some operating systems may make provisions for 
alternate keyboard layouts by providing an interrupt replacer, 
which resides in the read/ write memory. This section discusses 
only the ROM routine. 

Extended ASCII encompasses 1-byte character codes, with 
possible values of to 255, an extended code for certain extended 
keyboard functions, and functions handled within the keyboard 
routine or through interrupts. 



Character Codes 

The character codes described later are passed through the BIOS 
keyboard routine to the system or application program. A"-l" 
means the combination is suppressed in the keyboard routine. 
The codes are returned in the AL register. See "Characters, 
Keystrokes, and Color" later in this manual for the exact codes. 
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The following figure shows the keyboard layout and key 
positions. 



cs 



-an 



cs 







cs 



cs 



cs 



s 



s 



cs 



y 
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CECEE)® 
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EH 
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BE 
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[0] 
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Key 


Base Case 


Uppercase 


Ctrl 


Alt 


1 


i 


/x/ 


-1 


(*) 


2 


1 


1 


-1 


(*) 


3 


2 


8 


Nul(OOO) (*) 


(*) 


4 


3 


# 


-1 


(*) 


5 


4 


$ 


-1 


(*) 


6 


5 


% 


-1 


(*) 


7 


6 


A 


RS(030) 


(*) 


8 


7 


& 


-1 


(*) 


9 


8 


* 


-1 


(*) 


10 


9 


( 


-1 


( A ) 


11 





) 


-1 


(*) 


12 


- 




US (031) 


(*) 


13 


= 


+ 


-1 


(*) 


15 


Backspace 
(008) 


Backspace 
(008) 


Del (127) 


(*) 








16 


— H (009) 


|«- (*) 


(*) 


(*) 


17 


q 


Q 


DCK017) 


(*) 


18 


w 


W 


ETB(023) 


<*> 


19 


e 


E 


ENQ(005) 


(*) 


20 


r 


R 


DC2(018) 


(*) 


21 


t 


T 


DC4(020) 


<v 


22 


y 


Y 


EM(025) 


(*) 


23 


u 


U 


NAK(021) 


(*) 


24 


i 


1 


HT(009) 


( A ) 


25 


o 





SK015) 


(*) 


26 


P 


P 


DLE(016) 


(*) 


27 


[ 


{ 


Esc(027) 


(*) 


28 


] 


} 


GS(029) 


(*) 


29 


\ 




FS(028) 


(*) 


30 Caps 


-1 


-1 


-1 


-1 


Lock 










31 


a 


A 


S0H(00I) 


V 


32 


s 


S 


DC3(019) 


(*, 


33 


d 


D 


E0T(004) 


(*) 


34 


f 


F 


ACK(006) 


(V 


35 


g 


G 


BEL(007) 


(V 


36 


h 


H 


BS(008) 


( A ) 


37 


j 


J 


LF(010) 


IV 


38 


k 


K 


VT(011) 


(*) 


39 


1 


L 


FF(012) 


(*) 


40 


• 




-1 


(*) 


41 


i 


* ii 


-1 


( A ) 


43 


CR(013) 


CR(013) 


LF(010) 


(*) 


44 Shift 


-1 


-1 


-1 


-1 


(Left) 










46 


z 


Z 


SUB(026) 


(*) 


47 


X 


X 


CAN (024) 


(*) 


48 


c 


c 


ETX(003) 


(*) 


Notes: 










(*) Refer 
(**) Refer 


■ to "Extended 


Functions" in 


:his section. 




- to "Special r 


iandl ing" in th 


s section. 





Character Codes (Part 1 of 2) 
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Key 


Base Case 


Uppercase 


Ctrl 


Alt 


49 


V 


V 


SYN(022) 


O 


50 


b 


B 


STX(002) 


( *) 


51 


n 


N 


S0(014) 


W 


52 


m 


M 


CR(013) 


til 


53 


9 


< 


-1 


(J 


54 




> 


-1 


(*) 


55 


/ 


? 


-1 


(*) 


57 Shift 


-1 


-i 


-1 


- 1 


(Right) 










58 Ctrl 


-1 


-i 


-1 


- 1 


(Left) 










60 Alt 


-1 


-1 


-1 


-1 


(Left) 










61 


Space 


Space 


Space 


Space 


62 Alt 


-1 


-1 


-1 


- 1 


(Right) 










64 Ctrl 


-1 


-1 


-1 


- 1 


(Right) 










90 Num 


-1 


-1 


-1 


- 1 


Lock 










95 


/ 


/ 


(*) 


(*) 


100 


* 


* 


(*) 


(*) 


105 


- 


- 


(*) 


(?> 


106 


+ 


+ 


(*) 


IJ 


108 


Enter 


Enter 


LF(010) 


(J 


110 


Esc 


Esc 


Esc 


(*) x 


112 


Null (*) 


Null (*) 


Null (*) 


NulK*) 


113 


Null (*) 


Null (*) 


Null (*) 


NulK*) 


114 


Null (*) 


Null (*) 


Null (*) 


NulK*) 


115 


Null (*) 


Null (*) 


Null (*) 


NulK*) 


116 


Null (*) 


Null (*) 


Null (*) 


NulK*) 


117 


Null (*) 


Null (*) 


Null (*) 


NulK*) 


118 


Null (*) 


Null (*) 


Null (*) 


NulK*) 


119 


Null (*) 


Null (*) 


Null (*) 


NulK*) 


120 


Null (*) 


Null (*) 


Null (*) 


NulK*) 


121 


Null (*) 


Null (*) 


Null (*) 


NulK*) 


122 


Null (*) 


Null (*) 


Null (*) 


NulK*) 


123 


Null (*) 


Null (*) 


Null (*) 


NulK*) 


125 Scroll 


-1 


-1 


-1 


-1 


Lock 










126 


Pause(**) 


Pause(**) 


Break(**) 


Pause(**) 


Notes: 










(*) Refer 
(**) Refer 


• to "Extended 


Functions" in 


this sectior 


i. 


■ to "Special \ 


iandl ing" in tl 


lis section. 





Character Codes (Part 2 of 2) 
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The following table lists keys that have meaning only in Num 
Lock, Shift, or Ctrl states. The Shift key temporarily reverses the 
current Num Lock state. 





Num 








Key 


Lock 


Base Case 


Alt 


Ctrl 


91 


7 


Home (*) 


-1 


Clear Screen 


92 


k 


End ■(*) 


-1 


Reverse Word(*) 


93 


1 


-1 


Erase to E0L(*) 


96 


8 


t (*) 


-1 


(*J 


97 


5 


< V 


-1 


V 


98 


2 


* (*) 


-1 


( 1 } 


99 





Ins 


-1 


(*) 


101 


9 


Page Up (*) 


-1 


Top of Text 
and Home 


102 


6 


-* (*) 


-1 


Advance Word 

(*) 


103 


3 


Page Down 


-1 


Erase to EOS 








(**) 


104 


• 


Delete (*,**) 


(**) 


Note* 












lefer tc 


) "Extended Func 


:tions" 


In this section. 


Refer 1 


:o "Special Han< 


iling" 


n this section. 



Special Character Codes 



Extended Functions 

For certain functions that cannot be represented by a standard 
ASCII code,- an extended code is used. A character code of 000 
(null) is returned in AL. This indicates that the system or 
application program should examine a second code, which will 
indicate the actual function. Usually, but not always, this second 
code is the scan code of the primary key that was pressed. This 
code is returned in AH. 
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The following table is a list of the extended codes and their 
functions. 



Second 






Code 


Function 




1 


Alt Esc 




3 


Nul Character 




14 


Alt Backspace 




15 


|«— (Back-tab) 

Alt Q, W, E, R, T, Y, U, I, 0, P 




16-25 




26-28 


Alt [ ] «-J 




30-38 


Alt A, S, D, F, G, H, J, K, L 




39-41 


Alt ; ' ' 




43 


Alt \ 




44-50 


Alt Z, X, C, V, B, N, M 




51-53 


Alt , . / 




55 


Alt Keypad * 




59-68 


F1 to F 1 Function Keys (Base Case) 




71 


Home 




72 


t (Cursor Up) 




73 


Page Up 




74 


Alt Keypad - 




75 


<4- (Cursor Left) 




76 


Center Cursor 




77 


-*► (Cursor Right) 




78 


Alt Keypad + 




79 


End 




80 


1 (Cursor Down) 




81 


Page Down 




82 


Ins (Insert) 




83 


Del (Delete) 




84-93 


Shift Fl to F10 




94-103 


Ctrl F1 to F10 




104-113 


Alt F1 to F10 




114 


Ctrl PrtSc (Start/Stop Echo to Printer) 
Ctrl <«- (Reverse Word) 




115 




116 


Ctrl -* (Advance Word) 




117 


Ctrl End (Erase to End of Line-EOL) 




118 


Ctrl PgDn (Erase to End of Screen-EOS) 




119 


Ctrl Home (Clear Screen and Home) 




120-131 


Alt 1, 2, 3, 4, 5, 6, 7, 8, 9, 0, -, = keys 


2-13 
Home) 


132 


Ctrl PgUp (Top 25 Lines of Text and Cursor 


133-134 


F11, F12 




135-136 


Shift F11, F12 




137-138 


Ctrl F11, F12 




139-140 


Alt F11. F12 
Ctrl Up/8 




141 




142 


Ctrl Keypad - 




143 


Ctrl Keypad 5 




144 


Ctrl Keypad + 




145 


Ctrl Down/2 




146 


Ctrl lns/0 




147 


Ctrl Del/. 




148 


Ctrl Tab 




149 


Ctrl Keypad / 




150 


Ctrl Keypad * 





Keyboard Extended Functions (Part 1 of 2) 
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Second 




Code 


Function 


151 


Alt Home 


152 


Alt Up 


153 


Alt Page Up 


155 


Alt Left 


157 


Alt Right 


159 


Alt End 


160 


Alt Down 


161 


Alt Page Down 


162 


Alt Insert 


163 


Alt Delete 


164 


Alt Keypad / 


165 


Alt Tab 


166 


Alt Enter 



Keyboard Extended Functions (Part 2 of 2) 



Shift States 

Most shift states are handled within the keyboard routine, and are 
not apparent to the system or application program. In any case, 
the current status of active shift states is available by calling an 
entry point in the BIOS keyboard routine. The following keys 
result in altered shift states: 

Shift: This key temporarily shifts keys 1 through 13,16 through 
29, 31 through 41, and 46 through 55, to uppercase (base case if 
in Caps Lock state). Also, the Shift temporarily reverses the 
Num Lock or non-Num Lock state of keys 91 through 93, 96, 98, 
99, and 101 through 104. 

Ctrl: This key temporarily shifts keys 3, 7, 12, 15 through 29, 31 
through 39, 43, 46 through 52, 75 through 89, 91 through 93, 95 
through 108, 112 through 124 and 126 to the Ctrl state. The Ctrl 
key is also used with the Alt and Del keys to cause the 
system-reset function; with the Scroll Lock key to cause the break 
function; and with the Num Lock key to cause the pause function. 
The system-reset, break, and pause functions are described under 
"Special Handling" later in this section. 
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Alt: This key temporarily shifts keys 1 through 29, 31 through 
43, 46 through 55, 75 through 89, 95, 100, and 105 through 124 
to the Alt state. The Alt key is also used with the Ctrl and Del 
keys to cause a system reset. 

The Alt key also allows the user to enter any character code from 
1 to 255. The user holds down the Alt key and types the decimal 
value of the characters desired on the numeric keypad (keys 91 
through 93, 96 through 99, and 101 through 103). The Alt key is 
then released. If the number is greater than 255, a modulo-256 
value is used. This value is interpreted as a character code and is 
sent through the keyboard routine to the system or application 
program. Alt is handled internal to the keyboard routine. 

Caps Lock: This key shifts keys 17 through 26, 31 through 39, 
and 46 through 52 to uppercase. When Caps Lock is pressed 
again, it reverses the action. Caps Lock is handled internal to the 
keyboard routine. When Caps Lock is pressed, it changes the 
Caps Lock Mode indicator. If the indicator was on, it will go off; 
and if it was off, it will go on. 

Scroll Lock: When interpreted by appropriate application 
programs, this key indicates that the cursor-control keys will 
cause windowing over the text rather than moving the cursor. 
When the Scroll Lock key is pressed again, it reverses the action. 
The keyboard routine simply records the current shift state of the 
Scroll Lock key. It is the responsibility of the application 
program to perform the function. When Scroll Lock is pressed, it 
changes the Scroll Lock Mode indicator. If the indicator was on, 
it will go off; and if it was off, it will go on. 

Num Lock: This key shifts keys 91 through 93, 96 through 99, 
and 101 through 104 to uppercase. When Num Lock is pressed 
again, it reverses the action. Num Lock is handled internal to the 
keyboard routine. When Num Lock is pressed, it changes the 
Num Lock Mode indicator. If the indicator was on, it will go off; 
if it was off, it will go on. 

Shift Key Priorities and Combinations: If combinations of the 
Alt, Ctrl, and Shift keys are pressed and only one is valid, the 
priority is as follows: the Alt key is first, the Ctrl key is second, 
and the Shift key is third. The only valid combination is Alt and 
Ctrl, which is used in the system-reset function. 
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Special Handling 



System Reset 

The combination of any Alt, Ctrl, and Del keys results in the 
keyboard routine that starts a system reset or restart. System 
reset is handled by BIOS. 



Break 

The combination of the Ctrl and Pause/Break keys results in the 
keyboard routine signaling interrupt hex IB. The extended 
characters AL=hex 00, and AH=hex 00 are also returned. 



Pause 

The Pause key causes the keyboard interrupt routine to loop, 
waiting for any character or function key to be pressed. This 
provides a method of temporarily suspending an operation, such 
as listing or printing, and then resuming the operation. The 
method is not apparent to either the system or the application 
program. The key stroke used to resume operation is discarded. 
Pause is handled internal to the keyboard routine. 



Print Screen 

The Print Screen key results in an interrupt invoking the 
print-screen routine. This routine works in the alphameric or 
graphics mode, with unrecognizable characters printing as blanks. 



System Request 

When the System Request (Alt and Print Screen) key is pressed, a 
hex 8500 is placed in AX, and an interrupt hex 15 is executed. 
When the SysRq key is released, a hex 8501 is placed in AX, and 
another interrupt hex 15 is executed. If an application is to use 
System Request, the following rules must be observed: 
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Save the previous address. 

Overlay interrupt vector hex 15. 

Check AH for a value of hex 85: 

If yes, process may begin. 
If no, go to previous address. 

The application program must preserve the value in all registers, 
except AX, upon return. System Request is handled internal to 
the keyboard routine. 



Other Characteristics 

The keyboard routine does its own buffering, and the keyboard 
buffer is large enough to support entries by a fast typist. 
However, if a key is pressed when the buffer is full, the key will 
be ignored and the "alarm" will sound. 

The keyboard routine also suppresses the typematic action of the 
following keys: Ctrl, Shift, Alt, Num Lock, Scroll Lock, Caps 
Lock, and Ins. 

During each interrupt hex 09 from the keyboard, an interrupt hex 
15, function (AH) = hex 4F is generated by the BIOS after the 
scan code is read from the keyboard adapter. The scan code is 
passed in the (AL) register with the carry flag set. This is to 
allow an operating system to intercept each scan code prior to its 
being handled by the interrupt hex 09 routine, and have a chance 
to change or act on the scan code. If the carry flag is changed to 
on return from interrupt hex 15, the scan code will be ignored 
by the interrupt handler. 
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Keyboard Layouts 

The keyboard is available in six layouts: 

French 

German 

Italian 

Spanish 

U.K. English 

U.S. English 

The various layouts are shown in alphabetic order on the 
following pages. Nomenclature is on both the top and front face 
of the keybuttons. The number to the upper right designates the 
keybutton position. 
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French Keyboard 



I 
CE)D 
I D 



n$=i 


rrn- 


Bil 


«i 


QBE 


F =J [To a. 



Effl 



IS 

BB 

IS 






.Ofgij 
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German Keyboard 



Ha 

1*0 



DE 
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Italian Keyboard 



<9E)0 



fffip-nm 


ISQ1 


kl 




m 



ism 



m 



m 



IIP 

mm 



mm 



S3MQ 



Btoa 
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Spanish Keyboard 



no 
rfj 

f J D 



m 



IQ 



loo 4-JMIm 



jiS 



B 
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U.K. English Keyboard 



ii a 

II D 
11 D 






'fn 






m 




n 




n 









de 



.«=nci 



*J T^ll [Tb - 
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U.S. English Keyboard 



m 



E 



ffi 



Ml Q 
11 D 
11 D 




■41* ♦ i*i ) 


go© 82 ©33 
E£3fjj© ~ 



mm 
dEiffl 



HE 



H 



ElD 



a 



B 



m 



w 



m 






mm 



mam 



^J 



00 



a£ 



ml 



B 
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Specifications 

The specifications for the keyboard are as follows. 

Power Requirements 

• +5 Vdc ± 10% 

• Current cannot exceed 275 mA 



Size 

• Length: 492 millimeters (19.4 inches) 

• Depth: 210 millimeters (8.3 inches) 

• Height: 58 millimeters (2.3 inches), legs extended 



Weight 

2.25 kilograms (5.0 pounds) 
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00 



< JM <- 

< J2-3 ^- 

i — < J2 5 <r 



- J ^ L - 



113^ 
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/TN CI /TN C2 (TN C9 sr^ Cl 



l^ U1 



*R4 



J1-D <- 



J1-B<- 



111 ^J 






111 ^> 



Y1 
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- J4-11 
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- J4-14 

- J4 15 
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Notes: 
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System BIOS Usage 



The basic input/output system (BIOS) resides in ROM on the 
system board and provides low level control for the major I/O 
devices in the system and provides system services, such as 
time-of-day and memory size determination. Additional ROM 
modules may be placed on option adapters to provide device-level 
control for that option adapter. BIOS routines enable the 
assembly language programmer to perform block (disk or 
diskette) or character-level I/O operations without concern for 
device address and characteristics. 

During POST, a test is made for valid code starting at address hex 
E0000 and ending at hex EFFFF. 

The goal of the BIOS is to provide an operational interface to the 
system and relieve the programmer of concern about the 
characteristics of hardware devices. The BIOS interface isolates 
the user from the hardware, allowing new devices to be added to 
the system, yet retaining the BIOS level interface to the device. 
In this manner, hardware modifications and enhancements are not 
apparent to user programs. 

The IBM Personal Computer Macro Assembler manual and the 
IBM Personal Computer Disk Operating System (DOS) manual 
provide useful programming information related to this section. 
A complete listing of the BIOS is given later in this section. 

Access to the BIOS is through program interrupts of the 
microprocessor in the real mode. Each BIOS entry point is 
available through its own interrupt. For example, to determine 
the amount of base RAM available in the system with the 
microprocessor in the real mode, INT 12H invokes the BIOS 
routine for determining the memory size and returns the value to 
the caller. 
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Parameter Passing 

All parameters passed to and from the BIOS routines go through 
the 80286 registers. The prolog of each BIOS function indicates 
the registers used on the call and return. For the memory size 
example, no parameters are passed. The memory size, in IK 
increments, is returned in the AX register. 

If a BIOS function has several possible operations, the AH 
register is used at input to indicate the desired operation. For 
example, to set the time of day, the following code is required: 



MOV AH,1 ; function is to set time-of-day 

MOV CX,HIGH_COUNT ; establish the current time 

MOV DX,L0W_C0UNT 

INT 1AH ; set the time 



To read the time of day: 



MOV AH,0 ; function is to read time-of-day 

INT 1AH ; read the timer 



The BIOS routines save all registers except for AX and the flags. 
Other registers are modified on return only if they are returning a 
value to the caller. The exact register usage can be seen in the 
prolog of each BIOS function. 
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The following figure shows the interrupts with their addresses and 
functions. 



Int 


Address 


Name 


BIOS Entry 





0-3 


Divide by Zero 


D11 


1 


h-1 


Single Step 


D11 


2 


8-B 


Non-maskable 


NMI INT 


3 


C-F 


Breakpoint 


D11 


k 


10-13 


Overflow 


D11 


5 


14-17 


Print Screen 


PRINT SCREEN 


6 


18-1B 


Reserved 


D11 " 


7 


1C-1F 


Reserved 


D11 


8 


20-23 


Time of Day 


TIMER INT 


9 


24-27 


Keyboard 


KB INT 


A 


28-2B 


Reserved 


D11 


B 


2C-2F 


Communications 


D11 


C 


30-33 


Communications 


D11 


D 


34-37 


Alternate Printer 


D11 


E 


38-3B 


Diskette 


DISK INT 


F 


3C-3F 


Pr inter 


D11 


10 


40-43 


Video 


VIDEO 10 


11 


44-47 


Equipment Check 


EQUIPMENT 


12 


48-4B 


Memory 


MEMORY SIZE 
DETERMINE 


13 


4C-4F 


Diskette/Disk 


DISKETTE 10 


14 


50-53 


Communications 


RS232 10 


15 


54-57 


Cassette 


CASSETTE 
I0/System 
Extens ions 


16 


58-5B 


Keyboard 


KEYBOARD 10 


17 


5C-5F 


Printer 


PRINTER TO 


18 


60-63 


Resident BASIC 


F600:0000 


19 


64-67 


Bootstrap 


BOOTSTRAP 


1A 


68-6B 


Time of Day 


TIME OF DAY 


16 


6C-6F 


Keyboard Break 


DUMMY RETURN 


1C 


70-73 


Timer Tick 


DUMMY RETURN 


1D 


74-77 


Video Initialization 


VIDEO PARMS 


1E 


78-7B 


Diskette Parameters 


DISK BASE 


IF 


7C-7F 


Video Graphics Chars 






80286-2 Program Interrupt Listing (Real Mode Only) 



Note: 

5-14. 



For BIOS index, see the BIOS Quick Reference on page 
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The following figure shows hardware, BASIC, and DOS reserved 
interrupts. 



Interrupt 


Address 


Function 


20 


80-83 


DOS program terminate 


21 


84-87 


DOS function cal 1 


22 


88-8B 


DOS terminate address 


23 


8C-8F 


DOS Ctrl Break exit address 


24 


90-93 


DOS fatal error vector 


25 


94-97 


DOS absolute disk read 


26 


98-9B 


DOS absolute disk write 


27 


9C-9F 


DOS terminate, fix in storage 


28-3F 


AO-FF 


Reserved for DOS 


40-5F 


100-17F 


Reserved for BIOS 


60-67 


180-19F 


Reserved for user program interrupts 


68-6F 


1A0-1BF 


Not used 


70 


1C0-1C3 


IRQ 8 Realtime clock INT (BIOS entry 
RTC INT) 


71 


1C4-1C7 


IRQ 9 TBI0S entry RE DIRECT) 


72 


1C8-1CB 


IRQ 10 (BIOS entry DTD 


73 


1CC-1CF 


IRQ 11 (BIOS entry D11) 


74 


1D0-1D3 


IRQ 12 (BIOS entry D11) 


75 


1D4-1D7 


IRQ 13 BIOS Redirect to NMI interrupt 
(BIOS entry INT 287) 


76 


1D8-1DB 


IRQ 14 (BIOS entry D11) 


77 


1DC-1DF 


IRQ 15 (BIOS entry D11) 


78-7F 


1E0-1FF 


Not used 


80-85 


200-217 


Reserved for BASIC 


86-F0 


218-3C3 


Used by BASIC interpreter while 
BASIC is running 


F1-FF 


3C4-3FF 


Not used 



Hardware, Basic, and DOS Interrupts 



Vectors with Special Meanings 

Interrupt 15 — Cassette I/O: This vector points to the 
following functions: 



Device open 

Device closed 

Program termination 

Event wait 

Joystick support 

System Request key pressed 
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• Wait 

• Move block 

• Extended memory size determination 

• Processor to protected mode 

Additional information about these functions may be found in the 
BIOS listing. 

Interrupt IB — Keyboard Break Address: This vector points to 
the code that is executed when the Ctrl and Break keys are 
pressed. The vector is invoked while responding to a keyboard 
interrupt, and control should be returned through an IRET 
instruction. The power-on routines initialize this vector to point 
to an IRET instruction so that nothing will occur when the Ctrl 
and Break keys are pressed unless the application program sets a 
different value. 

This routine may retain control with the following considerations: 

• The Break may have occurred during interrupt processing, so 
that one or more End of Interrupt commands must be sent to 
the 8259 controller. 

• All I/O devices should be reset in case an operation was 
underway at the same time. 

Interrupt 1C — Timer Tick: This vector points to the code that 
will be executed at every system-clock tick. This vector is 
invoked while responding to the timer interrupt, and coritrol 
should be returned through an IRET instruction. The pbwer-on 
routines initialize this vector to point to an IRET instruction, so 
that nothing will occur unless the application modifies the i>ointer. 
The application must save and restore all registers that will be 
modified. When control is passed to an application with this 
interrupt, all hardware interrupts from the 8259 interrupt 
controller are disabled. 
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Interrupt ID — Video Parameters: This vector points to a data 
region containing the parameters required for the initialization of 
the 6845 on the video adapter. Notice that there are four 
separate tables, and all four must be reproduced if all modes of 
operation are to be supported. The power-on routines initialize 
this vector to point to the parameters contained in the ROM video 
routines. 

Interrupt IE — Diskette Parameters: This vector points to a 
data region containing the parameters required for the diskette 
drive. The power-on routines initialize this vector to point to the 
parameters contained in the ROM diskette routine. These default 
parameters represent the specified values for any IBM drives 
attached to the system. Changing this parameter block may be 
necessary to reflect the specifications of other drives attached. 

Interrupt IF — Graphics Character Extensions: When 
operating in graphics modes 320 x 200 or 640 x 200, the 
read/ write character interface will form a character from the 
ASCII code point, using a set of dot patterns. ROM contains the 
dot patterns for the first 128 code points. For access to the 
second 128 code points, this vector must be established to point 
at a table of up to IK, where each code point is represented by 8 
bytes of graphic information. At power-on time, this vector is 
initialized to 000:0, and the user must change this vector if the 
additional code points are required. 

Interrupt 40 — Reserved: When a Fixed Disk and Diskette 
Drive Adapter is installed, the BIOS routines use interrupt 40 to 
revector the diskette pointer. 

Interrupt 41 and 46 — Fixed Disk Parameters: These vectors 
point to the parameters for the fixed disk drives, 41 for the first 
drive and 46 for the second. The power-on routines initialize the 
vectors to point to the appropriate parameters in the ROM disk 
routine if CMOS is valid. The drive type codes in CMOS are 
used to select which parameter set each vector is pointed to. 
Changing this parameter hook may be necessary to reflect the 
specifications of other fixed drives attached. 
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Other Read/Write Memory Usage 

The IBM BIOS routines use 256 bytes of memory from absolute 
hex 400 to hex 4FF. Locations hex 400 to 407 contain the base 
addresses of any RS-232C adapters installed in the system. 
Locations hex 408 to 40F contain the base addresses of any 
printer adapters. 

Memory locations hex 300 to hex 3FF are used as a stack area 
during the power-on initialization and bootstrap, when control is 
passed to it from power-on. If the user desires the stack to be in a 
different area, that area must be set by the application. 

The following figure shows the reserved memory locations. 



Address 


Mode 


Function 


400-4A1 


ROM BIOS 


See BIOS 1 i sting 


4A2-4EF 




Reserved 


4F0-4FF 




Reserved as intra-appl icat ion 

communication area for any application 


500-5FF 




Reserved for DOS and BASIC 


500 


DOS 


Print screen status flag store 
0=Print screen not active or successful 

print screen operation 
1=Print screen in progress 
255 = Error encountered during print 

screen operation 


501* 


DOS 


Single drive mode status byte 


510-511 


BASIC 


BASIC's segment address store 


512-515 


BASIC 


Clock interrupt vector segment :off set store 


516-519 


BASIC 


Break key interrupt vector segment :off set 
store 


51A-51D 


BASIC 


Disk error interrupt vector segment :off set 
store 



Reserved Memory Locations 
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The following is the BASIC workspace for DEF SEG (default 
workspace). 



Offset 


Length 




2E 


2 


Line number of current line being executed 


347 


2 


Line number of last error 


3 2 


2 


Offset into segment of start of program text 


358 


2 


Offset into segment of start of variables 
(end of program text 1-1) 


6A 


1 


Keyboard buffer contents 
0-No characters in buffer 
^Characters in buffer 


4E 


1 


Character color in graphics mode* 


*Set tc 


) 1, 2, or 


• 3 to get text in colors 1-3. 


D< 


> not set 


to 0. The default is 3. 



Basic Workspace Variables 

Example 

100 PRINT PEEK (&H2E) + 256 x PEEK (&H2F) 



L 


H 


Hex 64 


Hex 00 



The following is a BIOS memory map. 



Starting Address 




00000 
001E0 
00400 
00500 
EOOOO 
FOOOO 


BIOS interrupt vectors 

Available interrupt vectors 

BIOS data area 

User read/write memory 

Read only memory 

BIOS program area 



BIOS Memory Map 



BIOS Programming Hints 

The BIOS code is invoked through program interrupts. The 
programmer should not "hard code" BIOS addresses into 
applications. The internal workings and absolute addresses within 
BIOS are subject to change without notice. 

If an error is reported by the disk or diskette code, reset the drive 
adapter and retry the operation. A specified number of retries 
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should be required for diskette reads to ensure the problem is not 
due to motor startup. 

When altering I/O-port bit values, the programmer should change 
only those bits necessary to the current task. Upon completion, 
the original environment should be restored. Failure to adhere to 
this practice may cause incompatibility with present and future 
applications. 

Additional information for BIOS programming can be found in 
Section 8 of this manual. 



Move Block BIOS 

The Move Block BIOS was designed to make use of the memory 
above the 1M address boundary while operating with IBM DOS. 
The Block Move is done with the Intel 80286 Microprocessor 
operating in the protected mode. 

Because the interrupts are disabled in the protected mode, Move 
Block BIOS may demonstrate a data overrun or lost interrupt 
situation in certain environments. 

Communication devices, while receiving data, are sensitive to 
these interrupt routines; therefore, the timing of communication 
and the Block Move should be considered. The following table 
shows the interrupt servicing requirements for communication 
devices. 



Baud Rate 


11 Bit (ms) 


9 bit (ms) 


300 
1200 
2400 
4800 
9600 


33.33 
8.33 
4.16 
2.08 
1.04 


30.00 
7.50 
7.50 
1.87 
0.93 


Times are approximate 



Communication Interrupt Intervals 
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The following table shows the time required to complete a Block 
Move. 



Block Size 


Buffer 
Addresses 


Time in ms 


Normal 
512 Byte 


Both even 
Even and odd 
Both odd 


0.98 
1.04 
1.13 


Maximum 
64K 


Both even 
Even and odd 
Both odd 


37.0 
55.0 
72.0 


Time Is approximate 



Move Block BIOS Timing 

Following are some ways to avoid data overrun errors and loss of 
interrupts: 

• Do not use the Block Move while communicating, or 

• Restrict the block size to 5 12 bytes or less while 
communicating, or 

• Use even address buffers for both the source and the 
destination to keep the time for a Block Move to a minimum. 



Adapters with System- Accessible ROM Modules 

The ROM BIOS provides a way to integrate adapters with 
on-board ROM code into the system. During POST, interrupt 
vectors are established for the BIOS calls. After the default 
vectors are in place, a scan for additional ROM modules occurs. 
At this point, a ROM routine on an adapter may gain control and 
establish or intercept interrupt vectors to hook themselves into 
the system. 

The absolute addresses hex C8000 through E0000 are scanned in 
2K blocks in search of a valid adapter ROM. A valid ROM is 
defined as follows: 



ByteO 
Bytel 



Hex 55 
HexAA 
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Byte 2 A length indicator representing the number of 5 12-byte 

blocks in the ROM 
Byte 3 Entry by a CALL FAR 

A checksum is also done to test the integrity of the ROM module. 
Each byte in the defined ROM module is summed modulo hex 
100. This sum must be for the module to be valid. 

When the POST identifies a valid ROM, it does a CALL FAR to 
byte 3 of the ROM, which should be executable code. The 
adapter can now perform its power-on initialization tasks. The 
adapter's ROM should then return control to the BIOS routines 
by executing a RETURN FAR. 
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Quick Reference 

BIOS MAP 5-16 

Testl 5-18 

Data Area Description 5-20 

Common POST and BIOS Equates 5-22 

Test .01 Through Test .16 5-27 

POST and Manufacturing Test Routines 5-48 

Test2 5-49 

Test .17 Through Test .23 5-49 

Test3. POST Exception Interrupt Tests 5-66 

Test4. POST and BIOS Utility Routines 5-72 

CMOS_READ 5-72 

CMOS_WRITE 5-72 

E_MSG P_MSG 5-73 

ERR_BEEP 5-73 

BEEP 5-74 

WAITF 5-74 

CONFIG_BAD 5-74 

PRT_SEG 5-75 

KBD_RESET 5-75 

Dl 1 - Dummy Interrupt Handler 5-78 

Hardware Interrupt 9 Handler (Type 71) 5-78 

Test5. Exception Interrupt Tests 5-79 

SYSINTT1 - Build Protected Mode Descriptors 5-80 

GDT_BLD- Build the GDT for POST 5-80 

SK>T_BLD- Build the IDT for POST 5-81 

Test6 5-84 

STGTST_CNT 5-84 

ROM_ERR 5-86 

XMIT_8042 5-86 

BOOT_STRAP 5-86 

Diskette BIOS 5-88 

Fixed Disk BIOS 5-114 
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Keyboard BIOS 5-126 

Printer BIOS 5-139 

RS232 BIOS 5-141 

Video BIOS 5-144 

BIOS 5-162 

Memory Size Determine 5-162 

Equipment Determine 5-162 

NMI 5-163 

BIOS1 5-164 

Event Wait 5-165 

Joystick Support 5-166 

Wait 5-167 

Block Move 5-168 

Extended Memory Size Determine 5-173 

Processor to Virtual Mode 5-174 

Configuration Parameters 5-174 

BIOS2 5-177 

Time of Day 5-177 

Alarm Interrupt Handler 5-180 

Print Screen 5-181 

Timer 1 Interrupt Handler 5-182 

ORGS - PC Compatibility and Tables 5-183 

POST Error Messages 5-183 
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Address 


Pub I ics by Nam* 


F000IE729 


A1 


FOO0S3DE6 


ACT DISP PAGE 


FOOO16OOO 


BASTC 


FOOOt 1A04 


BEEP 


FOOOt IB2E 


BLINK INT 


F000I203B 


boot Strap i 


F0OOtOCA3 


C2t 


F000t039D 


C8042 


F000t4S03 


CASSETTE 10 1 


F000H94F 


CMOS READ" ~ 


F000H96B 


CMOS~WRITE 


FOOOt IA59 


confTg bad 


F000IE6FS 


CONF TEL 


F000tFA6E 


crt Char gen 


F000IE020 


Dl 


FOOOt IBEO 


01 1 


F000SE030 


D2 


F000tE040 


D2A 


FOOO 11989 


DOS 


F000t2tS9 


DISKETTE 10 1 


F000IEFC7 


DISK BASE ~ 


F000t2C72 


DISK~INT 1 


F000t2E86 


DISK~IO ~ 


F000I2CDD 


DISK~SETUP 


F000I2C89 


DSKETTE SETUP 


F000IFF53 


DUMMY RETURN 


FOOOt 1C2E 


DUMMY~RETURN 1 


FOOOtEOSE 


EIOI ~ 


F000:E077 


E102 


F000tE090 


E103 


F000IE0A9 


E104 


F000tE0C2 


EIOS 


FOOOtEODB 


E106 


F000tE0F4 


El 07 


FOOOtEIOD 


E108 


F000tEI26 


EI09 


F000:E13F 


El 61 


F000tE168 


E162 


F000tEI9l 


E163 


F000tE1B7 


EI64 


FOOOtEIDB 


E20I 


FOOOtEIEE 


E202 


F000tE209 


E203 


FOOOtE224 


E30I 


F000SE239 


E302 


F000IE2C6 


E303 


F000tE2EA 


E304 


F000IE30E 


E40I 


FOOOIE3IE 


ES01 


F000SE32E 


E60I 


F000tE343 


E602 


F000t447S 


EQUIPMENT 1 


FOOOt 19C6 


ERR BEEP ~ 


FOOO t 1991 


E MSG 


F000tE364 


FT780 


F000IE379 


F1781 


FOO0IE38E 


FI782 


F000tE3AC 


F1790 


F000IE3BF 


F179I 


F000tE3D2 


F3A 


F000tE25D 


F3D 


F000IE3DF 


F3D1 


FOOOtE401 


FD TBL 


F000MC76 


FILL 


F000tFF5E 


FLOPPY 


FOO0I48DD 


GATE A20 


F000i33B7 


HD |RT 


F000IFF5A 


hrB 


F000t1C38 


INT 287 


F000tE8E6 


KIO" 


F000tE98A 


K1 1 


FOOOiE9C4 


K12 


F000IE9D0 


K14 


F000tE92C 


K15 


F000I35AE 


KI6 


F000IE87E 


K6 


FOOO t 0008 Abs K6L 


F000tE886 


K7 


F000tE88E 


K8 


FOOOt 1B03 


KBD RESET 


F000I3S4F 


KB TNT 1 


F000:33DA 


KEYBOARD 10 1 


FOOO tOO 10 Abs M4 ~ ~ 


F000IF0E4 


MS 


FOOOtFOEC 


M6 


F000IF0F4 


M7 


F000t446B 


MEMORY SIZE DET 1 


F000tE2C3 


NMI INT 


F000I447F 


NMI~INT 1 


F000I03A9 


0BF~42 ~ 


FOOOtOOOO 


POSTl 


F000I0CA3 


P0ST2 


FOOOt 167F 


P0ST3 


F000S194F 


P0ST4 


F000HC4E 


P0ST5 


FOOOtlECB 


P0ST6 


F000S3AC0 


PRINTER 10 1 


F000:FF54 


PRINT SCREEN 


F000J4B97 


PRINT~SCREEN 1 


FOOOt 1C47 


proc Shutdown 


F000t1A99 


prot prt hex 


F000HA7D 


prt Rex ~ 


FOOOt 1A84 


PRT SEG 


F000SI9B8 


p mSg 


FOOOtFFFO 


P R 


F000I3F3F 


REAB AC CURRENT 


F000I3DCF 


READ~CURSOR 


F000J407F 


READ DOT 


F000I43CS 


READ LPEN 


FOOOt 1C2F 


RE DTRECT 


FOOO: 1 AD 1 


ROR CHECK 


F000HAC5 


ROM-CHECKSUM 


FOOOtlFCB 


ROM'ERR 


F000t3B4F 


RS252 10 1 


F000I4B1B 


RTC IRT ~ 


F000t3EED 


SCROLL DOWN 


F000I3E4F 


SCROLL"UP 



Address 


Pubt lea by Value 


FOOOtOOOO 


POST) 


FOOO1OOO8 Abs K6L 


FOOOtOOlO Abs M4 


FOOOtOOSO 


START 1 


FO00I039D 


C8042 


F000t03A9 


OBF 42 


F000t0CA3 


C21 


F000t0CA3 


P0ST2 


FOOOt 10SF 


SHUT3 


F000t10C3 


SHUT2 


FOOOt 10C6 


SHUT7 


FOOOt 10E7 


SHUT6 


FOOOt 1620 


SHUT4 


FOOOt 167F 


P0ST3 


FOOOt 194F 


CMOS READ 


FOOOt 194F 


P0ST4 


FOOOt 196B 


CMOS WRITE 


FOOOt 1989 


DDS ~ 


FOOOt 1991 


E MSG 


FOOOt 19B8 


P MSG 


FOOOt 19C6 


ERR BEEP 


FOOOt 1A04 


BEEP 


FOOOt 1A4A 


WAITF 


FOOOt 1AS9 


CONFIG BAD 


FOOOt IA6D 


XPC BYTE 


FOOOt 1A7D 


PRT"HEX 


FOOOt 1A84 


PRT SEG 


FOOOt 1A99 


PROT PRT HEX 


FOOOt 1AC5 


ROM CHECKSUM 


FOOOt 1ADI 


ROM CHECK 


FOOOt 1B03 


KBD RESET 


FOOOt 1B2E 


BLINK INT 


FOOOt 1B3C 


SET T5D 


FOOOt 1BE0 


Dl 1 


FOOOt 1C2E 


DUMMY RETURN 1 


FOOOt IC2F 


RE DIRECT 


FOOOt 1C38 


INT 287 


FOOOt 1C47 


PROC" SHUTDOWN 


FOOOt 1C4E 


POSTS 


FOOOt 1D40 


SYSINIT1 


FOOOtlECB 


P0ST6 


FOOOtlECB 


STGTST CNT 


FOOOtlFCB 


ROM ERR 


FOOOt 1FF7 


XMIT 8042 


F000t2038 


BOOT STRAP 1 


F000:2I59 


DISKETTE 10 1 


F000I2B1D 


SEEK ~ ~ 


F000t2C72 


DISK INT 1 


F000I2C89 


DSKETTE SETUP 


F0OOt2CDD 


DISK SETUP 


F000t2E86 


DISK 10 


F000t33B7 


HD INT 


F000I33DA 


KEYBOARD 10 1 


F000I354F 


KB INT 1 


F000J35AE 


K16 


F000t3A2S 


SND DATA 


F000t3AC0 


PRINTER 10 1 


F000t3B4F 


RS232 10 1 


F000t3C64 


VIDEO 10 1 


F000J3C9B 


SET MODE 


F000t3D82 


SET CTYPE 


F000t3DA7 


SET CPOS 


F000t3DCF 


READ CURSOR 


F000t3DE6 


ACT 5 ISP PAGE 


F000t3E08 


SET COLOR" 


F000:3E2E 


VIDEO STATE 


F000t3E4F 


SCROLL UP 


F000I3EED 


SCROLL DOWN 


F000t3F3F 


READ AC CURRENT 


F000t3F9C 


WRITE AC CURRENT 


F000t3FCE 


WRITE C CURRENT 


F000t407F 


READ Sot 


F000t4090 


WRITE DOT 


F000t433E 


WR 1 TE~TTY 


F000I43C5 


READ LPEN 


F000t446B 


MEMORY SIZE DET 1 


F000I4475 


EQUIPMENT 1 


F000t447F 


NMI INT 1 


F000t4503 


CASSETTE 10 1 


F00014799 


SHUT9 


FO0Ot48DD 


GATE A20 


F000t4999 


TIME OF DAY 1 


F000I4B1B 


RTC TNT" 


F000t4B97 


PRINT SCREEN 1 


F000I4C2D 


TIMER INT 1 


F000I4C76 


FILL _ 


F000I6000 


BASIC 


F000tE020 


Dl 


F000tE030 


D2 


F000tE040 


D2A 


F00OtEO5E 


E101 


F000tE077 


E102 


F000tE090 


E103 


F000tE0A9 


El 04 


F000IE0C2 


EIOS 


FOOOtEODB 


E106 


F000IE0F4 


E107 


FOOOtEIOD 


E108 


F000tE126 


E109 


F000tEI3F 


E161 


F000tE168 


E162 


F000IE191 


E163 


F000tE1B7 


E164 


FOOOtEIDB 


E201 


FOOOtEIEE 


E202 


F000tE209 


E203 


F000tE224 


E301 


F000tE239 


E302 


F000tE25D 


F3D 


F000tE2C3 


NMI INT 


F000tE2C6 


E30S 


F000IE2EA 


E304 


F000tE30E 


E401 


F000:E3IE 


E501 


F000IE32E 


E601 


F000tE343 


E602 


F000tE364 


F1780 
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F000I2B1D 
F000lFF62 
FOOOI3E08 
F000I3DA7 
F000I3D82 
F000I3C9B 
F000HB3C 
FOOOl 10C3 
FOOOt 105F 
FOOOt 1620 
FOOOt 10E7 
FOOOl 10C6 
F000J4799 
F000JFF23 
F000J3A25 
FOOOl 0050 
FOOOt 1ECB 
FOOOt 1D40 
FOOOt 4C2D 
F000I4999 
F000tFF66 
F000IFEF3 
FOOOt 3C64 
FOOOIF0A4 
F000I3E2E 
FOOOt 1A4A 
FOOOt 3F9C 
FOOOt 3FCE 
FOOOl 4090 
FOOOt 433E 
FOOOt 1FFT 
FOOOt 1A6D 



SEEK 

SEEKS I 

SET CBLOR 

SET CPOS 

SET~CTYPE 

SET~MODE 

SET TOD 

SHUT2 

SHUT3 

SHUT4 

SHUT6 

SHUT? 

SHUT9 

SLAVE VECTOR TABLE 

SND DXTA 

START I 

STGTST CNT 

SYSINlTl 

TIMER INT I 

TIME OF DA> 1 

TUTOR 

VECTOR TABLE 

VIDEO TO 1 

video_paRms 
video state 

WAITF" 

WRITE AC CURRENT 

write c Current 
wr i te~dSt 

WRITE~TTY 
XMIT 7042 

xpc Byte 



F000IE379 


F»78l 


F000IE38E 


F1782 


F000IE3AC 


FI790 


F000tE3BF 


F179I 


F000IE3D2 


F3A 


FOOOt E3DF 


F3Dt 


F000tE40t 


FD TBL 


F000IE6F5 


CORF TBL 


F0OOIE729 


A1 ~ 


F000IEB7E 


K6 


F000IE886 


K7 


F000IE88E 


K8 


F000tE8E6 


KIO 


F000IE92C 


K15 


F0OOIE98A 


Kt 1 


FOOOt E9C4 


K12 


FOOOIE9D0 


K14 


FOOOt EFC7 


DISK BASE 


F000IF0A4 


VIDEO PARMS 


F0OOtFOE4 


MS 


FOOOtFOEC 


M6 


F000IF0F4 


M7 


F000tFA6E 


CRT CHAR GEN 


F000tFEF3 


VECTOR TA"BLE 


F000IFF23 


slave Vector table 


FOOOt FF53 


DUMMY~RETURN 


F0OOIFF54 


PRINT SCREEN 


F000IFF5A 


HRD " 


F000IFF5E 


FLOPPY 


F000tFF62 


SEEKS 1 


FOOOl FF66 


TUTOR" 


FOOOtFFFO 


P R 



THE BIOS ROUTINES ARE MEANT TO BE ACCESSED THROUGH 
SOFTWARE INTERRUPTS ONLY. ANY ADDRESSES PRESENT IN 
THESE LISTINGS ARE INCLUDED ONLY FOR COMPLETENESS, 
NOT FOR REFERENCE. APPLICATIONS WHICH REFERENCE ANY 
ABSOLUTE ADDRESSES WITHIN THE CODE SEGMENTS OF BIOS 
VIOLATE THE STRUCTURE AND DESIGN OF BIOS. 




MAP 5-17 



POWER ON SELF TEST (POST) 



PAGE 1 18,121 

TITLE TEST1 

.286C 



04/21/86 POWER ON SELF TEST (POST) 



BIOS I/O INTERFACE 



THE BIOS ROUTINES ARE MEANT TO BE ACCESSED THROUGH 
SOFTWARE INTERRUPTS ONLY. ANY ADDRESSES PRESENT IN 
THESE LISTINGS ARE INCLUDED ONLY FOR COMPLETENESS, 
NOT FOR REFERENCE. APPLICATIONS WH I CH REFERENCE ANY 
ABSOLUTE ADDRESSES WITHIN THE CODE SEGMENTS OF BIOS 
VIOLATE THE STRUCTURE AND DESIGN OF BIOS. 



(02 
103 
104 
108 
106 
107 
108 
109 
110 



MODULE REFERENCE 

TEST I. ASM 
DSEG.INC 
POSTEQU.INC - 
SYSDATA.INC - 



POST AND MANUFACTURING TEST ROUTINES 
DATA SEGMENTS LOCATIONS 
COMMON EQUATES FOR POST AND BIOS 
POWER ON SELF TEST EQUATES FOR PROTECTED MODE 
POST TEST. 01 THROUGH TEST. 16 
POST TEST AND INITIALIZATION ROUTINES 

POST TEST. 17 THROUGH TEST. 22 
POST EXCEPTION INTERRUPT TESTS 
POST AND BIOS UTILITY ROUTINES 



DSKETTE.ASM 



PRT.ASM 
RS232.ASM 
VIDE01.ASM 
BIOS. ASM 



■ READ CMOS LOCATION ROUTINE 

- WRITE CMOS LOCATION ROUTINE 

- LOAD (DSi) WITH DATA SEGMENT 

- POST ERROR MESSAGE HANDLER 

- MANUFACTURING ERROR TRAP 

- POST STRING DISPLAY ROUTINE 

- POST ERROR BEEP PROCEDURE 

- SPEAKER BEEP CONTROL ROUTINE 

- FIXED TIME WAIT ROUTINE 

- SET BAD CONFIG IN CMOS DIAG 

- DISPLAY~HEX BYTE AS 00"- FF 

- DISPLAY CHARACTER 
DISPLAY SEGMENT FORMAT ADDRESS 

• POST PROTECTED MODE DISPLAY 

- CHECK ROM MODULES FOR CHECKSUM 

- ROM SCAN AND INITIALIZE 

- POST KEYBOARD RESET ROUTINE 

- MANUFACTURING TOGGLE BIT ROUTINE 

- SET TIMER FROM CMOS RTC 

- DUMMY INTERRUPT HANDLER ->INT ??H i 

- HARDWARE INT 9 REDIRECT (L 2) 

- HARDWARE INT 13 REDIRECT (287) 
J - 80286 RESET ROUTINE 

EXCEPTION INTERRUPT TEST HANDLERS FOR POST TESTS 
SYSINIT1 - BUILD PROTECTED MODE POINTERS 
GDT BLD - BUILD THE GDT FOR POST 
SIDT BLD - BUILD THE IDT FOR POST 

POST TESTS AND SYSTEM BOOT STRAP 

STGTST CNT - SEGMENT STORAGE TEST 

ROM ERR - ROM ERROR DISPLAY ROUTINE 

XMlT 8042 - KEYBOARD DIAGNOSTIC OUTPUT 

BOOTSTRAP - BOOT STRAP LOADER -INT I9H 

DISKETTE BIOS 

DISKETTE 10 1 - INT I3H BIOS ENTRY (40H) -INT 13H 
DISK INT" 1 ~ - HARDWARE INTERRUPT HANDLER -INT OEH 
DSKETTE SETUP - POST SETUP DRIVE TYPES 

FIXED DISK BIOS 

- SETUP DISK VECTORS AND TEST 

- INT 13H BIOS ENTRY -INT I3H 

- HARDWARE INTERRUPT HANDLER -INT 76H 



CMOS READ 
CMOS~WRITE 
DDS 
E MSG 
MFG HALT 
P MS"G 
ERR BEEP 
BEEP 
WAITF 
CONFIG BAD 
XPC BYTE 
PRfHEX 
PRT~SEG 

prot prt hex 
rom Checksum 
rom-check 
kbd'reset 

BLlRK INT 
SET TSD 

du- 
re DIRECT 
I NT 287 
PROC SHUTDOWN 



INT 16H BIOS ENTRY 
HARDWARE INTERRUPT 
KEYBOARD TRANSMISSION 



DISK SETUP 

DISK 10 

HD |RT 
KEYBOARD BIOS 

KEYBOARD 10 

KB INT I" " 

SNB DATA 

PRINTER ADAPTER BIOS -INT 

COMMUNICATIONS BIOS FOR RS232 -INT 14H 

VIDEO BIOS -INT I0H 

BIOS ROUTINES 

MEMORY SIZE DET 1 - REAL MODE SIZE -INT 12H : 

EQUIPMENT 1" -"EQUIPMENT DETERMINATION -INT 11H i 

NMI INT l~ - NMI HANDLER -INT 02H : 

INTERR"UPT"15H BIOS ROUTINES -INT I5H : 



NULL DEVICE OPEN HANDLER 

- NULL DEVICE CLOSE HANDLER 

- NULL PROGRAM TERMINATION 

- RTC EVENT WAIT/TIMEOUT ROUTINE 

- JOYSTICK PORT HANDLER 

- NULL SYSTEM REQUEST KEY 

- RTC TIMED WAIT ROUTINE 

- EXTENDED MEMORY MOVE INTERFACE 

- ADDRESS BIT 20 CONTROL 

- EXTENDED MEMORY SIZE DETERMINE 

- SWITCH PROCESSOR TO VIRTUAL MODE 
NULL DEVICE BUSY HANDLER 

.... - NULL INTERRUPT COMPLETE HANDLER 

BIOS INTERRUPT ROUTINES 

TIME OF DAY 1 - TIME OF DAY ROUTINES -INT 1AH 
RTC TNT" " - IRQ LEVEL 8 ALARM HANDLER -INT 70H 
PRlRT SCREEN 1 - PRINT SCREEN ROUTINE -INT 05H 
TIMER" I NT 1 - TIMER1 INTERRUPT HANDLER ->INT ICH 

COMPATIBILITY MODULE 
POST ERROR MESSAGES 
DISKETTE - DISK - VIDEO DATA TABLES 



DEV OPEN 
DEV-CLOSE 
PROG" TERM 
EVENT WAIT 
JOY STICK 
SYS"REQ 
WAIT 

BLOCKMOVE 
GATE A20 
EXT MEMORY 
SET-VMODE 
DEVICE BUSY 
INT COMPLETE 
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IBM Personsl Computer MACRO Assembler Version 2.00 

TEST) 04/21/86 POWER ON SELF TEST (POST) 

DSEG.INC - DATA SEGMENTS 



SEGMENT AT 



120 0000 77 



129 
130 
131 
132 
133 
134 
135 
136 
137 
138 
139 
140 



148 
146 
147 



0008 


???????? 


0014 
0014 


77777777 


0020 
0020 


???????? 


0040 
0040 


???????? 


004C 
004C 


77777777 


0060 
0060 


???????? 


0074 
0074 


???????? 


0078 
0078 


???????? 


007C 
007C 


???????? 


0100 
0100 


???????? 


0104 
0104 


???????? 


01 18 
01 18 


???????? 


01 CO 
01 CO 


???????? 


01D8 
01D8 


???????? 


0400 
0400 


7777 



•STGJ.OC0 


DB 


7 


•NM1_PTR 


ORG 
DO 


4»002H 
7 


•INT5_PTR 


ORG 
DD 


4»005H 
7 


•INT_PTR 


ORG 
DD 


4»00BH 

7 


•VIDEO_INT 


ORG 
DD 


4*010H 
7 


•ORG_VECTOR 


ORG 
DD 


4*0 13H 

7 


•BAS I C J»TR 


ORG 
DD 


4»018H 
7 


•PARM_PTR 


ORG 
DD 


4*0 1DH 

7 


•DISK_POINTER 


ORG 
DD 


4 # 01EH 

7 


•EXT_PTR 


ORG 
DD 


4*0 1FH 
7 


•DISK_VECTOR 


ORG 
DD 


4»040H 
7 


•HF_TBL_VEC 


ORG 
DD 


4»04IH 
7 


•HF1_JBL_VEC 


ORG 
DD 


4»046H 
7 


•SLAVE_INT_PTR 


ORG 
DD 


4 # 070H 
7 


•HDISK_INT 


ORG 
DD 


4»076H 
7 


•TOS 


ORG 

DW 


0400H 
7 


•MFG_TEST_RTN 


ORG 
LABEL 


0S00H 
FAR 


•BOOTJ.OCN 


ORG 
LABEL 


7C00H 
FAR 


ABSO 


ENDS 





ADDRESS- 0000 t 0000 

START OF INTERRUPT VECTOR TABLE 

NON-MASKABLE INTERRUPT VECTOR 

PRINT SCREEN INTERRUPT VECTOR 

HARDWARE INTERRUPT POINTER (8-F) 

VIDEO I/O INTERRUPT VECTOR 

DISKETTE/ DISK INTERRUPT VECTOR 

POINTER TO CASSETTE BASIC 

POINTER TO VIDEO PARAMETERS 

POINTER TO DISKETTE PARAMETER TABLE 

POINTER TO GRAPHIC CHARACTERS 128-255 

POINTER TO DISKETTE INTERRUPT CODE 

POINTER TO FIRST DISK PARAMETER TABLE 

POINTER TO SECOND DISK PARAMETER TABLE 

POINTER TO SLAVE INTERRUPT HANDLER 

POINTER TO FIXED DISK INTERRUPT CODE 

STACK — USED DURING POST ONLY 

USE WILL OVERLAY INTERRUPTS VECTORS 

LOAD LOCATION FOR MANUFACTURING TESTS 

BOOT STRAP CODE LOAD LOCATION 
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175 






176 






177 






178 






179 






180 


0000 




181 






182 


0000 


???? 


183 


0002 


???? 


184 


0004 


???? 


185 


0006 


???? 


186 


0008 


???? 


187 


000A 


???? 


188 


OOOC 


???? 


189 


OOOE 


???? 


190 


0010 


???? 


191 


00(2 


?? 


192 


0013 


???? 


193 


0015 


?? 


194 


0016 


?? 


195 






196 






197 






198 






199 






200 


0017 


?? 


201 


0018 


?? 


202 


0019 


?? 


203 


00 (A 


???? 


204 


001C 


???? 


205 






206 






207 






208 


00 IE 


10 [ 


209 






210 






21 1 






212 






213 






214 






215 






216 


003E 


?? 


2(7 






218 






219 


003F 


?? 


220 






221 






222 


0040 


?? 


223 


004 1 


?? 


224 






225 


0042 


07 [ 


226 






227 






228 






229 






230 






231 






232 






233 






234 


0049 


?? 


235 


004A 


???? 


236 


004C 


???? 


237 


004E 


???? 


238 


0050 


08 [ 


239 






240 






241 






242 


0060 


???? 


243 


0062 


?? 


244 


0063 


???? 


245 


0065 


?? 


246 


0066 


?? 


247 






248 






249 






250 






25 1 






252 






253 


0067 


???? 


254 


0069 


???? 


255 


006B 


?? 


256 






257 






258 






259 






260 






261 


006C 


???? 


262 


006E 


???? 


263 


0070 


?? 


264 






265 






266 






267 






268 






269 


0071 


?? 


270 


0072 


???? 


271 






272 






273 






274 






275 






276 


0074 


?? 


277 


0075 


?? 


278 


0076 


?? 


279 


0077 


?? 



2.00 
POWER ON SELF TEST (POST) 

DSEG.INC - DATA SEGMENTS 



ROM BIOS DATA AREAS 



SEGMENT AT 40H 



ORS232 BASE 



C OPRINTER_BASE DW 



•EQUIP FLAG 
•MFG T5"T 
OMEM5RY SIZE 
•MFG ERR FLAG 



KEYBOARD DATA AREAS 



C I ■ 

C 

C »KB FLAG 

C OKB FLAG I 

C OALT inpOt 

C ©BUFFER HEAD 

C OBUFFERJTAIL 
C 

C | 

C 

C OKB BUFFER 



t ADDRESSs 0040:0000 

I BASE ADDRESSES OF RS232 ADAPTERS 

| SECOND LOGICAL RS232 ADAPTER 

t RESERVED 

; RESERVED 

I BASE ADDRESSES OF PRINTER ADAPTERS 

; SECOND LOGICAL PRINTER ADAPTER 

I THIRD LOGICAL PRINTER ADAPTER 

I RESERVED 

S INSTALLED HARDWARE FLAGS 

t INITIALIZATION FLAGS 

I BASE MEMORY SIZE IN K BYTES (X 1024) 

I SCRATCHPAD FOR MANUFACTURING 

i ERROR CODES 



I KEYBOARD SHIFT STATE AND STATUS FLAGS 

I SECOND BYTE OF KEYBOARD STATUS 

J STORAGE FOR ALTERNATE KEY PAD ENTRY 

j POINTER TO HEAD OF KEYBOARD BUFFER 

J POINTER TO TAIL OF KEYBOARD BUFFER 



HEAD s TAIL 



INDICATES THAT THE BUFFER IS EMPTY 
(6 DUP(?) i ROOM FOR 15 SCAN CODE ENTRIES 



C J DISKETTE DATA AREAS 

C J - ■ 

c 

C OSEEK STATUS DB ? 

C 

C 

C OMOTOR STATUS DB ? 

C 

C 

C OMOTOR COUNT DB ? 

C ODSKETlE STATUS DB ? 

C 

C ONEC STATUS DB 7 DUP(?) 

C 

C 

C 

C 

c j 

C I VIDEO DISPLAY DATA AREA 



OCRT MODE 

OCRT~COLS 

OCRT~LEN 

OCRT~START 

OCURSOR_POSN 



OCURSOR MODE 
OACTIVE~PAGE 
OADDR 6745 

ocrt mode set 
ocrt~paleTte 

1- 



POST AND BIOS WORK DATA AREA 



OIO ROM INIT 
OIO ROM~SEG 

oinTr fCag 



TIMER DATA AREA 



OTIMER LOW 
OTlMER"HIGH 
OTIMER~OFL 



SYSTEM DATA AREA 



FIXED DISK DATA AREAS 



ODISK STATUS 1 
OHF NDM 
OCONTROL BYTE 
OPORT OFF 



I DRIVE RECALIBRATION STATUS 

} BIT 3-0 = DRIVE 3-0 RECALIBRATION 

I BEFORE NEXT SEEK IF BIT IS = 

I MOTOR STATUS 

J BIT 3-0 = DRIVE 3-0 CURRENTLY RUNNING 

j BIT 7 = CURRENT OPERATION IS A WRITE 

I TIME OUT COUNTER FOR MOTOR (S) TURN OFF 

| RETURN CODE STATUS BYTE 

; CMD BLOCK IN STACK FOR DISK OPERATION 

J STATUS BYTES FROM DISKETTE OPERATION 



; CURRENT DISPLAY MODE (TYPE) 

; NUMBER OF COLUMNS ON SCREEN 

j LENGTH OF REGEN BUFFER IN BYTES 

I STARTING ADDRESS IN REGEN BUFFER 

I CURSOR FOR EACH OF UP TO 8 PAGES 



; CURRENT CURSOR MODE SETTING 

I CURRENT PAGE BEING DISPLAYED 

j BASE ADDRESS FOR ACTIVE DISPLAY CARD 

S CURRENT SETTING OF THE 3X8 REGISTER 

j CURRENT PALETTE SETTING - COLOR CARD 



; STACK SAVE, etc. 

; POINTER TO ROM INITIALIZATION ROUTINE 

; POINTER TO I/O ROM SEGMENT 

I FLAG INDICATING AN INTERRUPT HAPPENED 



! LOW WORD OF TIMER COUNT 
I HIGH WORD OF TIMER COUNT 
i TIMER HAS ROLLED OVER SINCE LAST READ 



; BIT 7= 1 IF BREAK KEY HAS BEEN PRESSED 
; WORDs 1234H IF KEYBOARD RESET UNDERWAY 



j FIXED DISK STATUS 

I COUNT OF FIXED DISK DRIVES 

i HEAD CONTROL BYTE 

I RESERVED (PORT OFFSET) 



5-20 TEST1 



•r MACRO Assembler Version 2.00 
POWER ON SELF TEST (POST) 

DSEG.INC - DATA SEGMENTS 



282 
283 
284 
285 
286 
287 
288 
289 
290 
291 
292 
293 
294 
295 
296 
297 
296 
299 
300 
30 1 
302 
303 
304 
305 
306 
307 
308 
309 
310 
311 
312 
313 
314 
315 
316 
317 
318 
319 
320 
321 
322 
323 
324 
325 
326 
327 
328 
329 
330 
331 
332 
333 
334 
335 
336 
337 
338 
339 
340 
341 
342 
343 
344 
345 
346 
347 
348 
349 
350 
351 
352 
353 
354 
355 
356 
357 
358 
359 
360 
361 
362 
363 
364 
365 
366 
367 
368 
369 
370 
371 
372 



TIME-OUT VARIABLES 



0078 77 

0079 77 
007A 77 
007B 7? 
007C ?? 
007D ?? 
007E ?? 
007F 7? 



0084 ?? 

0085 ???? 
0087 7? 
0068 ?? 
0089 77 
008A 77 



008B 7? 
008C 77 
008D 77 
008E 7? 
008F 7? 

0090 77 

0091 7? 

0092 77 

0093 7? 

0094 77 

0095 77 



0098 777? 
009A 777? 
009C 7777 
009E 7777 
OOAO 77 



00A8 7777???? 



0100 
0100 77 



•PRINT_TIM_OUT DB 



C •RS232_TIM_0UT DB 



ADDITIONAL KEYBOARD DATA AREA 



EGA /PGA DISPLAY WORK AREA 



OROWS 
•POINTS 
• INFO 
•INFO 3 



ADDITIONAL MEDIA DATA 



, 

•LASTRATE 
•HF STATUS 
•HF ERROR 
•HF~INT FLAG 
•HF CNTRL 
•DSR STATE 



C »DSK_TRK 



ADDITIONAL KEYBOARD FLAGS 



REAL TIME CLOCK DATA AREA 



, 

•USER FLAG 
•USER~FLAG SEG 
•RTC_COW 
•RTC HIGH 
•RTC~WAIT_FLAG 

I- 



AREA FOR NETWORK ADAPTER 



EGA /PGA PALETTE POINTER 



C »SAVE PTR 



DATA AREA - PRINT SCREEN 
ORG 1 OOH 



C »STATUS BYTE 

C 

C 

C DATA 

.LIST 



J TIME OUT COUNTERS FOR PRINTER RESPONSE 

t SECOND LOGICAL PRINTER ADAPTER 

1 THIRD LOGICAL PRINTER ADAPTER 

t RESERVED 

; TIME OUT COUNTERS FOR RS232 RESPONSE 

I SECOND LOGICAL RS232 ADAPTER 

I RESERVED 

t RESERVED 



I BUFFER LOCATION WITHIN SEGMENT 40H 
J OFFSET OF KEYBOARD BUFFER START 
J OFFSET OF END OF BUFFER 



I ROWS ON THE ACTIVE SCREEN (LESS 

J BYTES PER CHARACTER 

I MODE OPTIONS 

t FEATURE BIT SWITCHES 

| RESERVED FOR DISPLAY ADAPTERS 

J RESERVED FOR DISPLAY ADAPTERS 



1 LAST DISKETTE DATA RATE SELECTED 

J STATUS REGISTER 

I ERROR REGISTER 

} FIXED DISK INTERRUPT FLAG 

i COMBO FIXED DISK/DISKETTE CARD BIT 0*1 

i DRIVE MEDIA STATE 

t DRIVE 1 MEDIA STATE 

I DRIVE OPERATION START STATE 

J DRIVE 1 OPERATION START STATE 

J DRIVE PRESENT CYLINDER 

I DRIVE 1 PRESENT CYLINDER 



| OFFSET ADDRESS OF USERS WAIT FLAG 

| SEGMENT ADDRESS OF USER WAIT FLAG 

I LOW WORD OF USER WAIT FLAG 

| HIGH WORD OF USER WAIT FLAG 

| WAIT ACTIVE FLAG (OlsBUSY, 80=POSTED) 

; (00-POST ACKNOWLEDGED) 



I RESERVED FOR NETWORK ADAPTERS 



; POINTER TO EGA PARAMETER CONTROL BLOCK 
; RESERVED 



I ADDRESSs 0040(0100 



(REF 0050t0000) 



j END OF BIOS DATA SEGMENT 
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POSTEQU.INC - COMMON EQUATES 



373 




374 




375 




376 




377 




378 




379 


> 00FC 


380 


> 0002 


381 


b 0000 


382 


« F780 


383 


■ F9FD 


384 




38S 




386 


> 0060 


387 


> 0061 


388 


> 00F3 


389 


> OOOC 


390 


> 00C0 


391 


* 0001 


392 


- 0002 


393 


■ 0010 


394 


> 0020 


395 


. 0040 


396 


■ 0080 


397 


■ 0064 


398 


> 0001 


399 


■ 0002 


400 


« 0004 


401 


■ 0008 


402 


> 0010 


403 


> 0020 


404 


> 0040 


405 


> 0080 


406 




407 




408 


■ 0008 


409 


> 0010 


410 


> 0020 


411 


■ 0040 


412 


■ 0080 


413 




414 




415 


> 0060 


416 


> OOAA 


417 


> OOAB 


418 


> 00 AD 


419 


> OOAE 


420 


> OOCO 


421 


b OODD 


422 


b OODF 


423 


a 00E0 


424 


b OOFE 


425 


b 0001 


426 




427 




428 


b OOFF 


429 


b OOFE 


430 


b OOFA 


431 


b 00F4 


432 


b 00F3 


433 


b 00F2 


434 


b OOEE 


435 


b OOEO 


436 




437 




438 


b OOFF 


439 


> OOFE 


440 


b OOFA 


441 


b OOFO 


442 


s OOAA 


443 




444 




445 


b 0045 


446 


« 0046 


447 


s 0038 


448 


b 001D 


449 


b 003A 


450 


b 0053 


451 


b 0052 


452 


b 002A 


453 


b 0036 


454 


b 0054 


455 




456 




457 


b OOAB 


458 


s 0041 


459 


* 0054 


460 


a 0057 


461 


b 0058 


462 


b OOEO 


463 


b OOEI 



EQUATES USED BY POST AND BIOS 



I- 

MODEL BYTE 
SUB MODEL BYTE 
BIO? LEVEC 
RATE~UPPER 
RATE~LOWER 



EQU 
EQU 
EQU 
EQU 
EQU 



OFCH 

002H 

OOOH 

0F780H 

0F9FDH 



I- 



PORT A 
PORT~B 

ram par on 
ram"par"off 
parTty Err 

GATE2 
SPK2 

REFRESH BIT 
0UT2 ~ 
10 CHECK 
PARITY CHECK 
STATUS PORT 
OUT BUF FULL 
INPT BUF FULL 

sys Flag 

CMD~DATA 
KYBC INH 
TRANS TMOUT 
RCV THOUT 

parTty EVEN 



8042 KEYBOARD INTERFACE AND Dl 



EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 



060H 

061H 

111 1001 IB 

00001 100B 

11000000B 

OOOOOOOIB 

0000001 OB 

00010000B 

00100000B 

01000000B 

10000000B 

064H 

OOOOOOOIB 

0000001 OB 

00000 100B 

00001000B 

OOOIOOOOB 

00100000B 

01000000B 

10000000B 



SYSTEM MODEL BYTE 
SYSTEM SUB-MODEL TYPE 
BIOS REVISION LEVEL 
UPPER LIMIT + I3X 
LOWER LIMIT - 20X 

AGNOSTIC CONTROL REGISTERS 

8042 KEYBOARD SCAN CODE /CONTROL PORT 
PORT B READ /WRITE DIAGNOSTIC REGISTER 
AND MASK FOR PARITY CHECKING ENABLE ON 
OR MASK FOR PARITY CHECKING ENABLE OFF 
R/W MEMORY - I/O CHANNEL PARITY ERROR 
TIMER 2 INPUT GATE CLOCK BIT 
SPEAKER OUTPUT DATA ENABLE BIT 
REFRESH TEST BIT 
SPEAKER TIMER OUT2 INPUT BIT 
I/O (MEMORY) CHECK OCCURRED BIT MASK 
MEMORY PARITY CHECK OCCURRED BIT MASK 
8042 STATUS PORT 

b +OUTPUT BUFFER FULL 

1 b + INPUT BUFFER FULL 

2 b -SYSTEM FLAG -POST/ -SELF TEST 

3 b -COMMAND/ +DATA 

4 b ^KEYBOARD INHIBITED 

5 b + TRANSMIT TIMEOUT 

6 b +RECEIVE TIME OUT 

7 b +PARITY IS EVEN 



I- 



' 8042 INPUT PORT BIT DEFINITION SAVED IN •MFG TST 



base mems equ 0000i000b ; base planar r7w memory extension 640 ix 

base mem equ oooioooob ( base planar r/w memory size 256/512 

mfg_q)op equ 00100000b » loop post jumper bit for manufacturing 

dsp jmp equ 01000000b | display type switch jumper bit 

key_bd_inhib equ 10000000b | keyboard inhibit switch bit 

i 8042 commands 

write 8042 loc equ 060h 

self Test " equ oaah 

intr face ck equ oabh 

dis rbd ~ equ oadh 

ena'kbd equ oaeh 

read 8042 input equ ocoh 

disable btt20 equ oddh 

enable bit20 equ odfh 

kybd cck data equ oeoh 

SHUT~CMD"" EQU OFEH 

KYBD_CLK EQU 00 1H 

, KEYBOARD/LED COMMANDS - 

KB RESET EQU OFFH 

KB'RESEND EQU OFEH 

KB'MAKE BREAK EQU OFAH 

KB"ENABCE EQU 0F4H 

KB~TYPA RD EQU 0F3H 

KB"READ"lD EQU 0F2H 

KB"ECHO~ EQU OEEH 

LEO CMD EQU OEDH 



WRITE 8042 COMMAND BYTE 

8042 SELF TEST 

CHECK 8042 INTERFACE COMMAND 

DISABLE KEYBOARD COMMAND 

ENABLE KEYBOARD COMMAND 

READ 8042 INPUT PORT 

DISABLE ADDRESS LINE BIT 20 

ENABLE ADDRESS LINE BIT 20 

GET KEYBOARD CLOCK AND DATA COMMAND 

CAUSE A SHUTDOWN COMMAND 

KEYBOARD CLOCK BIT 



SELF DIAGNOSTIC COMMAND 

RESEND COMMAND 

TYPAMATIC COMMAND 

KEYBOARD ENABLE 

TYPAMATIC RATE /DELAY COMMAND 

READ KEYBOARD ID COMMAND 

ECHO COMMAND 

LED WRITE COMMAND 



KB~RESEf?D 
KB~ACK 
KB~BREAK 
KB~OK 

I 

NUM KEY 
SCR5LL KEY 
ALT KEY 
CTL~KEY 
CAPS KEY 
DEL KEY 
INS~KEY 
LEFT KEY 
RIGHT KEY 
SYS KEY 



ID~2 
ID~2A 
FIT M 
F12~M 
MC Eo 
MC El 



EQU 
EQU 
EQU 
EQU 



OFEH 
OFAH 
OFOH 
OAAH 



OVER RUN SCAN CODE 

RESEND REQUEST 

ACKNOWLEDGE FROM TRANSMISSION 

KEYBOARD BREAK CODE 

RESPONSE FROM SELF DIAGNOSTIC 



KEYBOARD SCAN CODES — 

EQU 69 

EQU 70 

EQU 56 

EQU 29 

EQU 58 

EQU 83 

EQU 82 

EQU 42 

EQU 54 

EQU 64 

ENHANCED KEYBOARD SCAN CODES 

EQU OABH 

EQU 04 1 H 

EQU 054H 

EQU 87 

EQU 88 

EQU 224 

EQU 225 



SCAN CODE FOR 
SCAN CODE FOR 
SCAN CODE FOR 
SCAN CODE FOR 
SCAN CODE FOR 
SCAN CODE FOR 
SCAN CODE FOR 
SCAN CODE FOR 
SCAN CODE FOR 
SCAN CODE FOR 



NUMBER LOCK KEY 
SCROLL LOCK KEY 
ALTERNATE SHIFT KEY 
CONTROL KEY 
SHIFT LOCK KEY 
DELETE KEY 
INSERT KEY 
LEFT SHIFT 
RIGHT SHIFT 
SYSTEM KEY 



1ST ID CHARACTER FOR KBX 
2ND ID CHARACTER FOR KBX 
ALTERNATE 2ND ID CHAR FOR KBX 
F11 KEY MAKE 
F12 KEY MAKE 
GENERAL MARKER CODE 
PAUSE KEY MARKER CODE 
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464 






465 






466 




0001 


467 


■ 


0002 


468 




0004 


469 




0008 


470 


■ 


0010 


471 




0020 


472 




0040 


473 




0080 


474 






47S 






476 




0001 


477 




0002 


478 


a 


0004 


479 




0008 


480 




0010 


481 


a 


0020 


482 




0040 


483 




0080 


484 






485 






486 




0007 


487 






488 






489 






490 






491 




0010 


492 




0020 


493 


a 


0040 


494 




0080 


495 






496 






497 




0001 


498 




0002 


499 




0004 


500 




0008 


SOI 


a 


0008 


502 




0010 


503 




0020 


504 


a 


0040 


505 


a 


0080 



right shift 
left Shift 
ctl Shift 
alt~shift 
scrBll state 
num stxte 
caps" state 
ins_StAte 



FLAG EQUATES WITHIN »KB_FLAG ■ 



EQU 0000000 IB | RIGHT SHIFT KEY DEPRESSEP 

EQU 0000001 OB | LEFT SHIFT KEY DEPRESSED 

EQU 00000 1 00B | CONTROL SHIFT KEY DEPRESSED 

EQU 00001000B | ALTERNATE SHIFT KEY DEPRESSED 

EQU 000I0000B | SCROLL LOCK STATE IS ACTIVE 

EQU 00100000B | NUM LOCK STATE IS ACTIVE 

EQU 01000000B | CAPS LOCK STATE IS ACTIVE 

EQU 10000000B 1 INSERT STATE IS ACTIVE 



l ctl shift 
l~alt~shift 
sys shift 
hold state 
scroll shift 
num shtft 
caps shift 
ins Shift 



FLAG EQUATES WITHIN OKB_FLAG 1 



C J — 

C KBJ-EDS 



KB FA 
KB~FE 
KB"PR LED 
KB~ERR 



I 

LC El 
LC~E0 

r Ctl shift 
r~alt~shift 

GR"APH~ON 
KBX " 
SET NUM LK 
LC A"B 
RD~ID 



EQU 0000000 IB l"LEFT CTL KEY DOWN 

EQU 000000 1 OB | LEFT ALT KEY DOWN 

EQU 00000 100B | SYSTEM KEY DEPRESSED AND HELD 

EQU 00001000B s SUSPEND KEY HAS BEEN TOGGLED 

EQU 00010000B ; SCROLL LOCK KEY IS DEPRESSED 

EQU 00100000B } NUM LOCK KEY IS DEPRESSED 

EQU 0I000000B } CAPS LOCK KEY IS DEPRESSED 

EQU 10000000B ; INSERT KEY IS DEPRESSED 

•KB FLAG 2 

~ J KEYBOARD LED STATE BITS 

I SCROLL LOCK INDICATOR 

i NUM LOCK INDICATOR 

} CAPS LOCK INDICATOR 

| RESERVED (MUST BE ZERO) 

t ACKNOWLEDGMENT RECEIVED 

I RESEND RECEIVED FLAG 

I MODE INDICATOR UPDATE 

I KEYBOARD TRANSMIT ERROR FLAG 

FLAGS EQUATES WITHIN OKB FLAG 3 — 

EQU 0000000 IB ~ | EAST CODE WAS THE Et HIDDEN CODE 

EQU 0000001 OB | LAST CODE WAS THE EO HIDDEN CODE 

EQU 00000 100B | RIGHT CTL KEY DOWN 

EQU 00001000B j RIGHT ALT KEY DOWN 

EQU 00001000B j ALT GRAPHICS KEY DOWN (WT ONLY) 

EQU 000I0000B | ENHANCED KEYBOARD INSTALLED 

EQU 00100000B | FORCE NUM LOCK IF READ ID AND KBX 

EQU 01000000B | LAST CHARACTER WAS FIRST ID CHARACTER 

EQU 10000000B | DOING A READ ID (MUST BE BITO) 



FLAGS EQUATES WITHIN 
EQU 0000011 IB 
00000001B 
0000001 OB 
00000 100B 
00001000B 
00010000B 
00100000B 
01000000B 
10000000B 



EQU 
EQU 
EQU 
EQU 
EQU 
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507 




508 




509 




510 i 


0070 


51 t i 


0071 


512 = 0080 


513 




514 




515 




516 > 


0000 


517 i 


0001 


518 i 


0002 


519 • 


0003 


520 • 


0004 


521 > 


0005 


522 : 


0006 


523 > 


0007 


524 • 


0008 


525 i 


0009 


526 • 


000A 


527 i 


000B 


528 s 


OOOC 


529 > 


000D 


530 • 


00OE 


531 > 


000F 


532 = 


0010 


533 




534 > 


0012 


535 




536 ■ 


0014 


537 ■ 


0015 


538 • 


0016 


539 • 


0017 


540 i 


■ 0018 


541 . 


> 0019 


542 > 


i 001 A 


543 




544 


■ 002E 


545 


> 002F 


546 


t 0030 


547 i 


■ 0031 


548 ■ 


> 0032 


549 


t 0033 


550 




551 




552 




553 


> 0004 


554 


> 0006 


555 


» 0010 


556 


• 0020 


557 


t 0040 


558 


c 0080 


559 




560 




561 


i 0080 


562 




563 




364 




565 




566 


' 0001 


567 


t 0080 


568 


■ 0080 


569 


■ 0010 


570 


■ 0010 


571 


• 0004 


572 


■ 0030 


573 


■ OOOA 


574 


> 0002 


575 


> 000F 


576 


• 0014 


577 


t 0025 


578 




579 




580 


• 0080 


581 


• 0040 


582 


■ 0020 


583 


• 0010 


584 


« OOOC 


565 


i 0009 


586 


t 0008 


587 


■ 0006 


588 


b 0004 


589 


■ 0003 


590 


■ 0002 


591 


■ ooot 


592 




593 




594 


» 0001 


595 


: 0002 


596 




597 




598 


■ 0001 


599 


■ 0002 


600 


<t 0004 


601 


s 0010 


602 


« 0020 


603 


b ooco 


604 


b 0000 


605 


= 0040 


606 


b 0080 


607 


b OOOC 


608 


b OOCO 


609 




610 




611 


■ 0000 


612 


b 0001 


613 


b 0002 


614 


b 0007 



CMOS EQUATES FOR THIS SYSTEM 



CMOS PORT 
CMOS~DATA 
NMI ~ 



EQU 
EQU 
EQU 



070H 
07IH 
10000000B 



cmos seconds 
cmos~sec alarm 
cmos"minDtes 
cmos~min alarm 
cmos-hour's 
cmos~hr alarm 
cmos"~da? week 
cmos-day-month 
cmos"monTh 
cmos"year 
cmos reg a 
cmos"reg"b 
cmos-reg c 
cmos"reg"d 
cmos diag" 
cmos shut down 
cmosIdiskEtte 

I 



CMOS TABLE LOCATION ADDRESS'! 



C CMOS DISK 
t 



CMOS EQUIP 
CMOS"B M S LO 
CMOS-B"M"S HI 
CMOS"E M"S"LO 
CMOS"E"M-S HI 
CMOS dTsR T 
CMOS"DISK"2 
I 

cmos_cksum_hi 
cmos cksum lo 
cmos"u m s~lo 
cmos"u"m s"hi 
cmos"cEnTur"y 
cmos - info 1 28 

t 



EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 



000H 
OOIH 
002H 
003H 
004H 
005H 
006H 
007H 
008H 
009H 
OOAH 
OOBH 
OOCH 
OODH 
OOEH 
OOFH 
01 OH 
01 1H 
012H 
013H 
014H 
015H 
016H 
017H 
018H 
019H 
01 AH 
OIBH 
02EH 
02FH 
030H 
031H 
032H 
033H 
034H 



CMOS CLK FAIL 
HF FA"lL 

w Rem size 

BA*D CSNFIG 
BAD CKSUM 
BAD~BAT 



EQU 
EQU 
EQU 
EQU 
EQU 
EQU 



00000100B 
00001000B 
000I0000B 
00100000B 
01000000B 
I0000000B 



1 Ul 

DUAL 


EQU 


INT FLAG 


EQU 


DSK'CHG 


EQU 


DETERMINED 


EQU 


HOME 


EQU 


SENSE DRV ST 


EQU 


TRK SCAP ~ 


EQU 


QUlET SEEK 


EQU 


MAX DRV 


EQU 


HDI? SETTLE 


EQU 


HD320* SETTLE 


EQU 


MOTOR-WAIT 


EQU 



TIME OUT 

bad Seek 

BAD NEC 
BAD"CRC 
MED"NOT FND 
DMA"BOURDARY 
BAD"DMA 

medta change 
recorb not fnd 
write Protect 
bad abdr_mark 

BAD'CMD 



CMOS INFORMATION FLAGS 
EQU 10000000B 
EQU 01000000B 



0000000IB 

I0000000B 

10000000B 

00010000B 

00010000B 

00000100B 

030H 

OOAH 



080H 
040H 
020H 
01 OH 
OOCH 
009H 
008H 
006H 
004H 
003H 
002H 
001H 



EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 



NOCHdLN 
CHGLN 

I- 

TRK CAPA 

FMT"CAPA 

DRV"DET 

MED DET 

DBL"STEP 

RATE MSK 

RATE"500 

RATE"300 

RATE"250 

STRT MSK 

SEND"MSK 



M3D3U 
M3DIU 
M1DIU 
MED UNK 



I/O ADDRESS OF CMOS ADDRESS PORT 
I/O ADDRESS OF CMOS DATA PORT 
DISABLE NMI INTERRUPTS MASK - 
HIGH BIT OF CMOS LOCATION ADDRESS 

## 



SECONDS 

SECONDS ALARM 

MINUTES 

MINUTES ALARM 

HOURS 

HOURS ALARM 

DAY OF THE WEEK 

DAY OF THE MONTH 

MONTH 

YEAR (TWO DIGITS) 

STATUS REGISTER A 

STATUS REGISTER B 

STATUS REGISTER C 

STATUS REGISTER D 



CMOS DIAGNOSTIC STATUS ERROR 



## NOTE: ALL LOCATIONS 
IN THE CMOS AREA 
ARE IBM USE ONLY 
AND SUBJECT TO 
CHANGE. ONLY THE 
POST * BIOS CODE 
SHOULD DIRECTLY 
ACCESS LOCATIONS 
IN CMOS STORAGE. 

ALARM 

FLAGS 

BATTERY 

POST DIAGNOSTIC STATUS RESULTS BYTE 
SHUTDOWN STATUS COMMAND BYTE 
DISKETTE DRIVE TYPE BYTE ; 

- RESERVED ;C 
FIXED DISK TYPE BYTE jH 

- RESERVED |E 
EQUIPMENT WORD LOW BYTE |C 
BASE MEMORY SIZE - LOW BYTE (XI 024) jK 
BASE MEMORY SIZE - HIGH BYTE jS 
EXPANSION MEMORY SIZE - LOW BYTE ;U 
EXPANSION MEMORY SIZE - HIGH BYTE |M 
FIXED DISK TYPE - DRIVE C EXTENSION JE 
FIXED DISK TYPE - DRIVE D EXTENSION |D 

- 1BH THROUGH 2DH - RESERVED J 
CMOS CHECKSUM - HIGH BYTE |* 
CMOS CHECKSUM - LOW BYTE ;• 
USABLE MEMORY ABOVE 1 MEG - LOW BYTE 
USABLE MEMORY ABOVE 1 MEG - HIGH BYTE 
DATE CENTURY BYTE (BCD) 

128KB INFORMATION STATUS FLAG BYTE 

- 34H THROUGH 3FH - RESERVED 

FLAGS WITHIN CMOS DIAG 

CMOS CLOCK NOT UPDATING OR NOT VALID 
FIXED DISK FAILURE ON INITIALIZATION 
MEMORY SIZE NOT EQUAL TO CONFIGURATION 
MINIMUM CONFIG USED INSTEAD OF CMOS 
CHECKSUM ERROR 
DEAD BATTERY - CMOS LOST POWER 



MASK FOR COMBO /DSP ADAPTER 

INTERRUPT OCCURRENCE FLAG 

DISKETTE CHANGE FLAG MASK BIT 

SET STATE DETERMINED IN STATE BITS 

TRACK MASK 

SENSE DRIVE STATUS COMMAND 

CRASH STOP (48 TPI DRIVES) 

SEEK TO TRACK 10 

MAX NUMBER OF DRIVES 

1 .2 M HEAD SETTLE TIME 

320 K HEAD SETTLE TIME 

2 SECONDS OF COUNTS FOR MOTOR TURN OFF 



ATTACHMENT FAILED TO RESPOND 
SEEK OPERATION FAILED 
DISKETTE CONTROLLER HAS FAILED 
BAD CRC ON DISKETTE READ 
MEDIA TYPE NOT FOUND 
ATTEMPT TO DMA ACROSS 64K BOUNDARY 
DMA OVERRUN ON OPERATION 
MEDIA REMOVED ON DUAL ATTACH CARD 
! REQUESTED SECTOR NOT FOUND 
WRITE ATTEMPTED ON WRITE PROTECT DISK 
ADDRESS MARK NOT FOUND 
BAD COMMAND PASSED TO DISKETTE I/O 



DISK CHANGE LINE EQUATES 
EQU 001H 
EQU 002H 

MEDIA /DRIVE STATE INDICATORS 



EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 



0000000IB 
00000010B 
00000100B 
00010000B 
00I00000B 
1 I000000B 
00000000B 
0I000000B 
10000000B 
00001 100B 
I I000000B 



MEDIA/DRIVE STATE INDICATORS 
EQU 00000000B 
EQU 0000000 IB 
EQU 000000 1 OB 
EQU 0000011 IB 



80 TRACK CAPABILITY 

MULTIPLE FORMAT CAPABILITY (1.2M) 

DRIVE DETERMINED 

MEDIA DETERMINED BIT 

DOUBLE STEP BIT 

MASK FOR CLEARING ALL BUT RATE 

500 KBS DATA RATE 

300 KBS DATA RATE 

250 KBS DATA RATE 

OPERATION START RATE MASK 

MASK FOR SEND RATE BITS 

COMPATIBILITY 

360 MED I A /DRIVE NOT ESTABLISHED 
360 MEDIA, 1 .2DRIVE NOT ESTABLISHED 
1.2 MEDIA/DRIVE NOT ESTABLISHED 
NONE OF THE ABOVE 
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615 






616 






617 




0020 


618 


■ 


0020 


619 




0021 


620 




OOAO 


621 


B 


OOAI 


622 




0070 


623 




0010 


624 






62S 




0008 


626 




0000 


627 


a 


OODO 


628 




OOCO 


629 






630 


z 


0040 


631 






632 






633 




0080 


634 






635 






636 






637 




0001 


638 


s 


0002 


639 




0004 


640 




0008 


641 


a 


0010 


642 




0020 


643 




0040 


644 




0080 


645 






646 






647 




0081 


648 




008F 


649 






650 






651 




OOFO 


652 






653 






654 


s 


0000 


655 




8000 


656 






657 






658 




OOOD 


659 




OOOA 


660 


s 


0008 


661 




0001 


662 




0100 


663 


s 


0101 



EOI 

INTAOO 

INTA01 

INTBOO 

INTB01 

I NT_TYPE 

INT VIDEO 



INTERRUPT 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 

EQU 
EQU 
EQU 
EQU 



EQUATES 
020H 
020H 
02 1 H 
OAOH 
0A1H 
070H 
01 OH 

008H 
OOOH 
ODOH 
OCOH 



I END OF INTERRUPT COMMAND TO 8259 
I 8259 PORT 
J 8259 PORT 
; 2ND 8259 



I DMA STATUS REGISTER PORT ADDRESS 

; DMA CH.O ADDRESS REGISTER PORT ADDRESS 

j 2ND DMA STATUS PORT ADDRESS 

| 2ND DMA CH.O ADDRESS REGISTER ADDRESS 

t 8254 TIMER - BASE ADDRESS 



MEM FAIL 
PRO FAIL 
LMC5 FAIL 
KYCLR FAIL 
KY SY5 FAIL 
KYBD FA"lL 

dsk Fail 

KEY~FAIL 



MANUFACTUR I 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 
EQU 



NG BIT DEFINITION 
00000001B 
0000001 OB 
000001 00B 
00001000B 
000I0000B 
00100000B 
01000000B 
10000000B 



FOR •MFG ERR FLAG+ 1 

I STORAGE TEST FAILED (ERROR 20X) 

I VIRTUAL MODE TEST FAILED (ERROR 104) 

| LOW MEG CHIP SELECT FAILED (ERROR 109) 

; KEYBOARD CLOCK TEST FAILED (ERROR 304) 

I KEYBOARD OR SYSTEM FAILED (ERROR 303) 

I KEYBOARD FAILED (ERROR 301) 

I DISKETTE TEST FAILED (ERROR 601) 

I KEYBOARD LOCKED (ERROR 302) 



I MATH COPROCESSOR CONTROL PORT 



EQU 


00000H 


EQU 


08000H 


EQU 


000DH 


EQU 


000AH 


EQU 


00001000B 


EQU 


00000001B 


EQU 


256 


EQU 


H+1 



I CARRIAGE RETURN CHARACTER 

| LINE FEED CHARACTER 

J VIDEO VERTICAL RETRACE BIT 

I VIDEO HORIZONTAL RETRACE BIT 

I HIGH BYTE FACTOR (X 100H) 

J HIGH AND LOW BYTE FACTOR (X 101H) 
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669 




670 




671 




672 




673 




674 


* 0300 


675 


* 0800 


676 


> 0088 


677 


« 0008 


676 


s 1000 


679 


a 4000 


680 


> FFFF 


681 


» FFFF 


682 


■ 0000 


683 




684 




685 




686 


« D0A0 


687 


> 0400 


688 


> D8A0 


689 


. 0000 


690 


■ 000B 


691 


■ 8000 


692 


> 000B 


693 


« 0000 


694 


> OOOA 


695 


■ 0000 


696 


n 000B 


697 


> 0000 


698 


b 000F 


699 


b 0000 


700 


. oobo 


701 




702 




703 




704 


b 00F3 


705 




706 




707 




708 




709 




710 




711 


b 0093 


712 


s 009B 


713 


b 00E2 


714 


b 0081 


715 


b 0086 


716 


f 0087 


717 




718 


b 0001 


719. 




720 




721 




722 




723 




724 


0000 ???? 


725 


0008 ???? 


726 


0010 ???? 


727 


0018 ???? 


728 


0020 ???? 


729 


0028 ???? 


730 


0030 ???? 


731 


0038 ???? 


732 


0040 ???? 


733 


0048 ???? 


734 


0050 ???? 


735 


0058 ???? 


736 


0060 ???? 


737 


0068 ???? 


738 


0070 ???? 


739 


0078 ???? 


740 


0080 ???? 


741 


0088 


742 




743 




744 




745 




746 


0000 ???? 


747 


0002 ???? 


748 


0004 ?? 


749 


0005 ?? 


750 


0006 ???? 


751 


0008 


752 




753 




754 




755 




756 


0000 ???? 


757 


0002 ???? 


758 


0004 ?? 


759 


0005 ?? 


760 


0006 ???? 


761 


0008 


762 




763 





PAGE 










INCLUDE SYSDATA 


.INC 








j PROTECTED MODE 


EQUATES FOR POST 


TESTS AND BIOS ROUTINES J 


1 

I 


LENGTH 


EQUATES FOR PROTECTED MODE TESTS 


SDA LEN 


EQU 


00300H 




I SYSTEM DATA AREA LENGTH 


SYS" IDT LEN 


EQU 


256*8 




| 256 SYSTEM IDT ENTRIES, 8 BYTES EACH 


GDT~LEN~ 


EQU 


TYPE GDT 


DEF 


J GDT STRUCTURE LENGTH 


DESC* LEN 


EQU 


TYPE DATA" DESC 


; LENGTH OF A DESCRIPTOR 


MCRT"SIZE 


EQU 


4*1024 




; MONOCHROME CRT SIZE 


CCRf*SIZE 


EQU 


16*1024 




I COMPATIBLE COLOR CRT SIZE 


ECCRT SIZE 


EQU 


OFFFFH 




I SIZE OF EACH PORTION OF THE ENHANCED 


MAX SEG LEN 


EQU 


OFFFFH 




| MAXIMUM SEGMENT LENGTH = 64K 


NULL_SE5_LEN 


EQU 


00000H 




J NULL SEGMENT LENGTH = 


, 


LOCATION EQUATES 


FOR PROTECTED MODE TESTS 


SYS IDT LOC 


EQU 


0D0A0H 




I THE SYSTEM IDT IS AT THE BOTTOM 


SDA~LOC~ 


EQU 


00400H 




1 SAME AS REAL 


GDT~LOC 


EQU 


(SYS IDT 


_LOC + 


SYS IDT LEN) 


mcrTo lo 


EQU 


ooooH 




i MONOCHROME CRT ADDRESS 


MCRTO~HI 


EQU 


OBH 




; (0B0000H) 


CCRTO~LO 


EQU 


8000H 




J COMPATIBLE COLOR CRT ADDRESS 


CCRTO~HI 


EQU 


OBH 




; (0B8000H) 


ECCRTO LO LO 


EQU 


OOOOH 






ECCRT»~LO~HI 


EQU 


OAH 




1 (0A0000H) 


ECCRT»"HI~LO 


EQU 


OOOOH 






ECCRTO~HI~HI 


EQU 


OBH 




X (0B0000H) 


CSEGO CO ~ 


EQU 


OOOOH 




t CODE SEGMENT POST/BIOS 


CSEGO HI 


EQU 


OFH 




I (0F0000H) FOR TESTS 


NSEGO"LO 


EQU 


OOOOH 




I ABSO 


NSEGOJHI 

. DEFINIT 


EQU 
IONS FO 


00H 
% ACCESS R 


GHTS B 


YTES 



CPLO DATA ACCESS 


EQU 


1001001 IB 


CPLO CODE" ACCESS 


EQU 


1001 101 IB 


LDT BESC 


EQU 


1 1 10001 OB 


FREE TSS 


EQU 


10000001B 


int Sate 


EQU 


100001 10B 


TRAP GATE 


EQU 


100001 1 IB 



J PRESENT 

S DPL = 3 

I CODE /DATA SEGMENT 

I NOT EXECUTABLE 

J GROW-UP (OFFSET <= LIMIT) 

| WRITABLE 

{ ACCESSED 

t DPL = 

J CPL - NON-CONFORMING 



C VIRTUAL ENABLE 



00000000000000011 



i PROTECTED MODE ENABLE 



THE GLOBAL DESCRIPTOR TABLE DEFINITION FOR POWER ON SELF TESTS 



C GDT_DEF 



?? C 
?? C 
?? C 
?? C 
?? C 
?? C 
?? C 
?? C 
?? C 
?? C 
?? C 
?? C 
?? C 
?? C 
?? C 
?? C 
?? C 



GDT PTR 
SYS" IDT PTR 
RSDA" PTR" 

c bwc"rt ptr 
c~ccrt ptr 
e~ccrt"ptr 
e~ccrt~ptr2 
sys roh cs 
es Temp" 

CS~TEMP 
SS~TEMP 
DS~TEMP 
POf T TR 
POST~TSS PTR 
POST~LDTR" 
POST~LDT PTR 
GDT BEF ~ 



; UNUSED ENTRY 

; THIS ENTRY POINTS TO THIS TABLE 

I POST INTERRUPT DESCRIPTOR TABLE 

8 THE REAL SYSTEM DATA AREA FOR POST 

J COMPATIBLE BW CRT FOR POST 

; COMPATIBLE COLOR CRT FOR POST 

t ENHANCED COLOR GRAPHICS CRT (16 BYTES) 

I CS - POST IDT, ROM RESIDENT 

t DYNAMIC POINTER FOR ES 

8 DYNAMIC POINTER FOR CS 

| DYNAMIC POINTER FOR SS 

| DYNAMIC POINTER FOR DS 

t TR VALUE FOR THIS MACHINE'S TSS 

| LDTR VALUE FOR THIS MACHINE'S LDT 



I- 



SEGMENT DESCRIPTOR TABLE ENTRY STRUCTURE 



STRUC 



data desc 

seg Limit dw 

BASE LOjWORD dw 

BASE~HI BYTE DB 

DATA~ACC RIGHTS DB 

DATA~RESERVED DW 

DATA"DESC ENDS 



J SEGMENT LIMIT (1 - 65535 BYTES) 

I 24 BIT SEGMENT PHYSICAL 

i ADDRESS ( - ( I 6M- 1 ) ) 

J ACCESS RIGHTS BYTE 

I RESERVED - MUST BE 0000 FOR THE 80286 



I- 



GATE DESCRIPTOR TABLE ENTRY STRUCTURE 



STRUC 



GATE DESC 

ENTRY POINT 

CS SECECTOR 

WORD COUNT DB 

GATE"ACC RIGHTS DB 

GATE~RESERVED DW 

GATE~DESC ENDS 

.LIST 



I DESTINATION ROUTINE ENTRY POINT 

t SELECTOR FOR DESTINATION SEGMENT 

| NUMBER OF WORDS TO COPY FROM STACK 

I ACCESS RIGHTS BYTE 

I RESERVED - MUST BE 0000 FOR THE 80286 



5-26 TESTI 



764 
766 
766 
767 
768 
769 
770 
771 
772 
773 
774 
77S 
776 
777 
778 
779 
780 
781 
782 
783 
784 
786 
786 
787 
788 
789 
790 
79) 
792 
793 
794 
795 
796 
797 
798 
799 
800 
80 1 
802 
803 
804 
805 
806 
807 
808 
809 
810 
81 1 
812 
813 
814 
815 
816 
817 
818 
819 
820 
821 
822 
823 
824 
825 
826 
827 
828 
829 
830 
831 
832 
833 
834 
835 
836 
837 
838 
839 
840 
841 
842 
843 



847 
848 
849 
850 
851 
852 
853 
854 
855 
856 
857 
858 
859 
860 
861 
862 
863 
864 
865 
866 
867 
868 
869 
870 
871 
872 
873 
874 
875 
876 
877 



0000 

■ 0000 

0000 37 38 58 37 34 36 
32 43 4F 50 52 2E 
20 49 42 4D 20 43 
4F 52 50 2E 20 31 
39 38 31 2C 31 39 
38 36 20 20 



0022 37 37 38 38 58 58 

37 37 34 34 36 36 

32 33 20 20 43 43 

4F 4F 50 50 52 52 

2E 2E 20 20 49 49 

42 42 40 4D 20 20 

31 31 39 39 38 38 
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CODE SEGMENT 


WORD PUBLIC 


PUBLIC 


C8042 


PUBLIC 


OBF 42 


PUBLIC 


POST) 


PUBL 1 C 


START_1 


EXTRN 


CMOS READ t NEAR 


EXTRN 


CMOS-WRITE « NEAR 


EXTRN 


CONFTG BAD t NEAR 


EXTRN 


Dl IiNEXR 


EXTRN 


DDSiNEAR 


EXTRN 


DUMMY RETURN! NEAR 


EXTRN 


ERR BEEPiNEAR 


EXTRN 


GATE A20tNEAR 


EXTRN 


kbd Reset t near 


EXTRN 


NMI~INTlNEAR 


EXTRN 


P0ST2INEAR 


EXTRN 


PRINT SCREEN I NEAR 


EXTRN 


proc Shutdown i near 


EXTRN 


rom Check i near 


EXTRN 


shuT2inear 


EXTRN 


SHUT3INEAR 


EXTRN 


SHUT4INEAR 


EXTRN 


SHUT61NEAR 


EXTRN 


SHUT 7i NEAR 


EXTRN 


SHUT9«NEAR 


EXTRN 


SLAVE VECTOR TABLE: NEAR 


EXTRN 


STGTST CNTiNEAR 


EXTRN 


SYSINlTl I NEAR 


EXTRN 


VECTOR TABLE « NEAR 


EXTRN 


VIDEO_PARMSlBYTE 


ASSUME 


CSt CODE, DSiNOTHING,ESiN( 


POST) PROC 


NEAR 


BEGIN EQU 


S 



•78X7462COPR. IBM CORP. 1981,1986 



7 8X7462 


C P R . 


1 B M 


19 8 6 


7 8X7463 


C P R . 


1 B M 


19 8 6 


7788XX77446623 


CCOOPPRR . . 


1 IBBMM 


1 1998866 



t COPYRIGHT NOTICE 



I EVEN BOUNDARY 
I EVEN MODULE 
{ODD MODULE 
I COPYRIGHT NOTICE 



004E 20 20 



INITIAL RELIABILITY TESTS — (POSTI) 



TEST. 01 

80286 PROCESSOR TEST (REAL MODE) 

DESCRIPTION 

VERIFY FLAGS, REGISTERS 
AND CONDITIONAL JUMPS. 



ASSUME DSlDATA 



0050 

0050 FA 

0051 B8 D58D 
0054 E6 70 

0056 9E 

0057 73 27 

0059 75 25 
005B 7B 23 
005D 79 21 
005F 9F 

0060 B1 05 
0062 D2 EC 
0064 73 1A 
0066 BO 40 
0068 DO EO 
006A 71 14 
006C 32 E4 
006E 9E 
006F 76 OF 

0071 78 OD 
0073 7A OB 

0075 9F 

0076 D2 EC 
0078 72 06 
007A DO E4 
007C 70 02 
007E 74 03 
0080 

0080 F4 

0081 EB FD 

0083 

0083 B8 I 

0086 8E D8 



0088 E4 64 
008A A8 04 
008C 75 03 
008E E9 0123 R 



CLI 




MOV 


AX.0D500H+CMOS REG D+NMI| 


OUT 


CMOS_PORT,AL "~ J 


SAHF 




JNC 


ERR02 ; 


JNZ 


ERR02 ; 


JNP 


ERR02 I 


JNS 


ERR02 ; 


LAHF 




MOV 


CL.5 i 


SHR 


AH.CL s 


JNC 


ERR02 s 


MOV 


AL.40H t 


SHL 


AL, 1 ; 


JNO 


ERR02 ; 


XOR 


AH, AH ; 


SAHF 




JBE 


ERR02 s 


JS 


ERR02 | 


JP 


ERR02 | 


LAHF 




SHR 


AH.CL ; 


JC 


ERR02 { 


SHL 


AH,1 t 


JO 


ERR02 t 


JZ 


C7A ; 


HLT 




JMP 


ERR02 ; 


MOV 


AX, DATA | 


MOV 


DS.AX | 



DISABLE INTERRUPTS 

FLAG MASK IN (AH) AND NMI MASK IN (AL) 

DISABLE NMI INTERRUPTS, LATCH STANDBY 



FLAGS ON 
NOT SET 
NOT SET 
NOT SET 
NOT SET 



CHECK FOR PROCESSOR SHUTDOWN 

IN AL, STATUS PORT 

TEST AL,SYS_FLAG 

JNZ C7B 

JMP SHUTO 



SET 

GO TO ERROR ROUTINE IF " 

GO TO ERROR ROUTINE IF " 

GO TO ERROR ROUTINE IF " 

GO TO ERROR ROUTINE IF " 

LOAD FLAG IMAGE TO (AH) 

LOAD COUNT REGISTER WITH SHIFT COUNT 

SHIFT "AF" INTO CARRY BIT POSITION 

GO TO ERROR ROUTINE IF "AF" NOT SET 

SET THE "OF" FLAG ON 

SETUP FOR TESTING 

GO TO ERROR ROUTINE IF "OF" NOT SET 

SET (AH) = 

CLEAR "SF", "CF", "ZF", AND "PF" 

GO TO ERROR ROUTINE IF "CF" ON 

GO TO ERROR ROUTINE IF "ZF" ON 

GO TO ERROR ROUTINE IF "SF" ON 

GO TO ERROR ROUTINE IF "PF" ON 

LOAD FLAG IMAGE TO (AH) 

SHIFT "AF" INTO CARRY BIT POSITION 

GO TO ERROR ROUTINE IF ON 

CHECK THAT "OF" IS CLEAR 

GO TO ERROR ROUTINE IF ON 

CONTINUE CONFIDENCE TESTS IF "ZF" SET 



I READ CURRENT KEYBOARD PROCESSOR STATUS 

I CHECK FOR SHUTDOWN IN PROCESS FLAG 

I GO IF YES 

1 ELSE CONTINUE NORMAL POWER ON CODE 



TEST1 5-27 



878 






879 






880 


0091 




881 


0091 


BO 8F 


882 


0093 


E6 70 


883 


0095 


EB 00 


884 


0097 


E4 71 


885 


0099 


3C 09 


886 


009B 


86 C4 


887 


0090 


74 41 


888 






889 






890 






891 


009F 


80 FC OA 


892 


00A2 


74 3C 


893 






894 


00A4 


2A CO 


895 


00A6 


E6 F1 


896 






897 






898 






899 






900 


00A8 


BO 11 


901 


00AA 


E6 20 


902 


OOAC 


EB 00 


903 


OOAE 


BO 08 


904 


OOBO 


E6 21 


905 


00B2 


EB 00 


906 


00B4 


BO 04 


907 


00B6 


E6 21 


908 


00B8 


EB 00 


909 


OOBA 


BO 01 


910 


OOBC 


E6 21 


911 


OOBE 


EB 00 


912 


OOCO 


BO FF 


913 


00C2 


E6 21 


914 






915 






916 






917 


00C4 


BO 11 


918 


00C6 


E6 AO 


919 


00C8 


EB 00 


920 


OOCA 


BO 70 


921 


OOCC 


E6 A1 


922 


OOCE 


BO 02 


923 


OOOO 


EB 00 


924 


00D2 


E6 At 


925 


00D4 


EB 00 


926 


00D6 


BO 01 


927 


00O8 


E6 At 


928 


OODA 


EB 00 


929 


OODC 


BO FF 


930 


OODE 


E6 At 


931 






932 






933 






934 






935 






936 






937 






938 






939 






940 






941 






942 






943 






944 






945 






946 






947 






948 






949 






950 






951 






952 






953 






954 






955 






956 






957 






958 






959 






960 


OOEO 




961 


OOEO 


BO 8F 


962 


00E2 


E6 70 


963 


00E4 


90 


964 


00E5 


2A CO 


965 


00E7 


E6 71 


966 


00E9 


86 EO 


967 


OOEB 


3C OA 


968 


OOED 


77 34 


969 


OOEF 


BE 0103 R 


970 


00F2 


03 FO 


971 


00F4 


03 FO 


972 


00F6 


2Et 8B 1C 


973 






974 






975 






976 


00F9 


B8 R 


977 


OOFC 


8E DO 


978 


OOFE 


BC 0400 R 


979 


0101 


FF E3 


980 






981 


0103 


0123 R 


982 


0105 


0992 R 


983 


0107 


0000 E 


984 


0109 


0000 E 


985 


01 OB 


0000 E 


986 


OIOD 


0119 R 


987 


OIOF 


0000 E 


988 


0111 


0000 E 


989 


0113 


0795 R 


990 


0115 


0000 E 


991 


0117 


01 IF R 
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CHECK FOR SHUTDOWN 09 



AL.CMOS SHUT DOWN+NMI 

CMOS PORT.AL - 

$+2 " 

AL.CMOS DATA 

AL.09H ~ 

AL.AH 

C7C 



CHECK FOR SHUTDOWN OA 



J CMOS ADDRESS FOR SHUTDOWN BYTE 

J I/O DELAY 

; GET REQUEST NUMBER 

} WAS IT SHUTDOWN REQUEST 9? 

I SAVE THE SHUTDOWN REQUEST 

J BYPASS INITIALIZING INTERRUPT CHIPS 



I INSURE MATH PROCESSOR RESET 



RE-INITIALIZE THE 8259 

MOV AL.1IH 

OUT INTAOO.AL 

JMP $+2 

MOV AL.08H 

OUT INTA01.AL 

JMP t+2 

MOV AL.04H 

OUT INTA01.AL 

JMP $+2 

MOV AL.01H 

OUT INTA01.AL 

JMP t+2 

MOV AL.OFFH 

OUT INTA01.AL 

RE-INITIALIZE THE 8259 



MOV 
OUT 
JMP 
MOV 
OUT 
MOV 
JMP 
OUT 



AL,1 IH 

INTBOO.AL 

•+2 

al.int type 
intboiTal 

AL.02H 
$+2 

INTB01 ,AL 

t+2 

AL.01H 

INTB01.AL 

t+2 

AL.OFFH 

INTB01.AL 



INTERRUPT #1 CONTROLLER CHIP : 

I ICW1 - EDGE, MASTER, ICW4 



| WAIT STATE FOR I/O 

i MASK ALL INTERRUPTS OFF 

I (VIDEO ROUTINE ENABLES INTERRUPTS) 

INTERRUPT #2 CONTROLLER CHIP : 

I ICW1 - EDGE, SLAVE ICW4 



I SETUP ICW3 - SLAVE LEVEL 2 



I WAIT STATE FOR I/O 

J MASK ALL INTERRUPTS OFF 



SHUTDOWN - RESTART 

RETURN CONTROL AFTER A SHUTDOWN COMMAND IS ISSUED 
DESCRIPTION 

A TEST IS MADE FOR THE SYSTEM FLAG BEING SET. IF THE SYSTEM FLAG iS 

SET, THE SHUTDOWN BYTE IN CMOS IS USED TO DETERMINE WHERE CONTROL IS 

RETURNED. 

CMOS a SOFT RESET OR UNEXPECTED SHUTDOWN 

CMOS = I SHUT DOWN AFTER MEMORY SIZE 

CMOS = 2 SHUT DOWN AFTER MEMORY TEST 

CMOS = 3 SHUT DOWN WITH MEMORY ERROR 

CMOS r 4 SHUT DOWN WITH BOOT LOADER REQUEST 

CMOS = 5 JMP DWORD REQUEST - (INTERRUPT CHIPS « 287 ARE INITIALIZED) 

CMOS = 6 PROTECTED MODE TEST3 PASSED 

CMOS s 7 PROTECTED MODE TEST3 FAILED 

CMOS = 8 PROTECTED MODE TEST) FAILED 

CMOS = 9 BLOCK MOVE SHUTDOWN REQUEST 

CMOS = A JMP DWORD REQUEST - (W/O INTERRUPT CHIPS INITIALIZED) 

NOTES I RETURNS ARE MADE WITH INTERRUPTS AND NMI DISABLED. 

USER MUST RESTORE SStSP (POST DEFAULT SET = 0000:0400), 
ENABLE NON-MASKABLE INTERRUPTS (NMI) WITH AN OUT TO 
PORT 70H WITH HIGH ORDER BIT OFF, AND THEN ISSUE A 
ST I TO ENABLE INTERRUPTS. FOR SHUTDOWN (5) THE USER 
MUST ALSO RESTORE THE INTERRUPT MASK REGISTERS. 



CHECK FROM WHERE 



MOV 


AL.CMOS SHUT DOWN+NMI 


OUT 


CMOS PORT.AL 


NOP 




SUB 


AL.AL 


OUT 


CMOS DATA.AL 


XCHG 


AH.AL 


CMP 


AL.OAH 


JA 


SHUTO 


MOV 


SI, OFF SET BRANCH 


ADD 


SI, AX 


ADD 


SI, AX 


MOV 


BX,CS:[SI] 


SET 


TEMPORARY STACK FOR POST 


MOV 


AX.ABSO 


MOV 


SS.AX 


MOV 


SP, OFFSET OTOS 


JMP 


BX 


DW 


SHUTO 


DW 


SHUT1 


DW 


SHUT2 


DW 


SHUT3 


DW 


SHUT4 


DW 


SHUT5 


DW 


SHUT6 


DW 


SHUT 7 


DW 


SHUT8 


DW 


SHUT9 


DW 


SHUTA 



; CLEAR CMOS BYTE 



I COMPARE WITH MAXIMUM TABLE ENTRIES 
J SKIP TO POST IF GREATER THAN MAXIMUM 
J POINT TO THE START OF THE BRANCH TABLE 



; SET STACK SEGMENT TO ABSO SEGMENT 



| NORMAL POWER UP /UNEXPECTED SHUTDOWN 

S SHUT DOWN AFTER MEMORY SIZE 

| SHUT DOWN AFTER MEMORY TEST 

; SHUT DOWN WITH MEMORY ERROR 

; SHUT DOWN WITH BOOT LOADER REQUEST 

j JMP DWORD REQUEST WITH INTERRUPT INIT 

I PROTECTED MODE TEST7 PASSED 

j PROTECTED MODE TEST7 FAILED 

J PROTECTED MODE TEST1 FAILED 

; BLOCK MOVE SHUTDOWN REQUEST 

I JMP DWORD REQUEST (W/O INTERRUPT INIT) 



5-28 TEST1 



992 








993 








994 








995 


01 19 






996 


01 19 


E4 


60 


997 


01 IB 


BO 


20 


998 


01 ID 


E6 


20 


999 


01 IF 






tooo 


01 IF 


FF 


2E 0067 R 


1001 








1002 








1003 








1004 








1005 


0123 






1006 


0123 


BO 


01 


1007 


0125 


E6 


80 


1008 








1009 








1010 








101 1 


0127 


B8 


FFFF 


1012 


012A 


F9 




1013 


012B 


73 


21 


1014 


01 2D 






1015 


01 2D 


8E 


DB 


1016 


012F 


8C 


DB 


1017 


0131 


8E 


C3 


1018 


0133 


8C 


Cf 


1019 


0135 


8E 


Dt 


1020 


0137 


8C 


D2 


1021 


0139 


8B 


E2 


1022 


013B 


8B 


EC 


1023 


01 3D 


SB 


F5 


1024 


013F 


BB 


FE 


1025 


0141 


73 


07 


1026 


0143 


33 


C7 


1027 


0145 


75 


07 


1028 


0147 


F8 




1029 


0148 


EB 


E3 


1030 


014A 






1031 


014A 


OB 


C7 


(032 


014C 


74 


01 


1033 


014E 






1034 


014E 


F4 




1035 








1036 








1037 


014F 






1038 


014F 


BO 


8B 


1039 


0151 


E6 


70 


1040 


0153 


90 




1041 


0154 


E4 


71 


1042 


0156 


B8 


8B8B 


1043 


0159 


E6 


70 


1044 


015B 


90 




1045 


015C 


E4 


71 


1046 


015E 


24 


07 


1047 


0160 


86 


C4 


1048 


0162 


E6 


70 


1049 


0164 


86 


C4 


1050 


0166 


E6 


71 


1051 








1052 


0168 


BO 


8C 


1053 


0I6A 


90 




1054 


0I6B 


E6 


70 


1055 


0I6D 


90 




1056 


016E 


E4 


71 


1057 








1058 








1059 


0170 


BO 


00 


1060 


0172 


BA 


03D8 


1061 


0175 


EE 




1062 


0176 


FE 


CO 


1063 


0178 


B2 


B8 


1064 


017A 


EE 




1065 


0I7B 


B2 


BA 


1066 


0I7D 


EC 




1067 


017E 


B2 


DA 


1068 


0180 


EC 




1069 


0181 


BO 


00 


1070 


0183 


B2 


CO 


1071 


0185 


EE 




1072 


0186 


BO 


FC 


1073 


0188 


E6 


61 


1074 








1075 








1076 








1077 








1078 








1079 








1080 








1081 








1082 








1083 








1084 








1085 








1086 


018A 


BO 


02 


1087 


018C 


E6 


80 


1088 








1089 








1090 


018E 


8C 


C8 


1091 


0190 


8E 


DO 


1092 


0192 


8E 


D8 


1093 


0194 


33 


F6 


1094 


0196 


33 


DB 


1095 


0198 


B5 


80 


1096 


019A 






1097 


019A 


AD 




1098 


019B 


02 


DC 


1099 


019D 


02 


D8 


1100 


019F 


E2 


F9 


1 101 


01A1 


73 


02 


1 102 








1 103 


01 A3 


74 


01 


1104 


01A5 






1 105 


01A5 


F4 





CIO_ROM_INIT MUST BE INITIALIZED BY THE USER FOR VECTORED REQUESTS 



AL.PORT A 
AL.EOI ~ 
INTAOO.AL 

DWORD PTR OI0_R0M_INIT 



CHECKPOINT 01 



J FLUSH THE KEYBOARD BUFFER 

I FLUSH LAST TIMER REQUEST IF PENDING 

J - TO ALLOW TIMER INTERRUPTS 

t FAR JUMP TO USER DEFINED LOCATION 
J AFTER SHUTDOWN TO REAL MODE CODE 
; WITH INTERRUPTS AND NMI DISABLED 



MOV 


AL.01H 


OUT 


MFG_PORT,AL 


READ/WRITE/TEST THE 


MOV 


AX.OFFFFH 


STC 




JNC 


ERROI 


MOV 


DS.AX 


MOV 


BX.DS 


MOV 


ES.BX 


MOV 


CX.ES 


MOV 


SS.CX 


MOV 


DX.SS 


MOV 


SP.DX 


MOV 


BP.SP 


MOV 


Sl.BP 


MOV 


Dl.SI 


JNC 


C9 


XOR 


AX.DI 


JNZ 


ERROI 


CLC 




JMP 


C8 


OR 


AX.DI 


JZ 


C10A 



; <><> CHECKPOINT 01 <><> 

TERS WITH ONE'S AND ZERO'S 

1 SETUP ONE'S PATTERN IN (AX) 
; SET CARRY FLAG 
J GO IF NO CARRY 

t WRITE PATTERN TO ALL REGISTERS 



; PATTERN MAKE IT THROUGH ALL REGISTERS 
I NO - GO TO ERROR ROUTINE 
I CLEAR CARRY FLAG 

I TSTIA 

J ZERO PATTERN MAKE IT THROUGH ? 

; YES - GO TO NEXT TEST 



HLT | HALT SYSTEM 

INSURE THAT CMOS CLOCK INTERRUPTS ARE DISABLED 



MOV 


AL, (CMOS REG B+NMI 


OUT 


CMOS_PORT,AL~ 


NOP 




IN 


AL.CMOS DATA 


MOV 


AX, X« (CMOS REG B+N 


OUT 


CMOS_PORT,A"L 


NOP 




IN 


AL.CMOS DATA 


AND 


AL.00000"! 1 IB 


XCHG 


AL.AH 


OUT 


CMOS PORT.AL 


XCHG 


AL.AR 


OUT 


CMOS_DATA,AL 


MOV 


AL.CMOS REG C+NMI 


NOP 


~ 


OUT 


CMOS_PORT,AL 


NOP 




IN 


AL,CMOS_DATA 


RESET 


VIDEO 


MOV 


AL.O 


MOV 


DX.03D8H 


OUT 


DX.AL 


INC 


AL 


MOV 


DL.0B8H 


OUT 


DX.AL 


MOV 


DL.OBAH 


IN 


AL.DX 


MOV 


DL.ODAH 


IN 


AL.DX 


MOV 


AL.O 


MOV 


DL.OCOH 


OUT 


DX.AL 


MOV 


AL., 11111 100B 


OUT 


PORT B.AL 



; ADDRESS CMOS ALARM BYTE WITH NMI=OFF 

: 

; I/O DELAY 

| READ DATA TO OPEN STANDBY LATCH 

J ADDRESS TO BOTH (AH) AND (AL) 

S ADDRESS CMOS ALARM BYTE WITH NMI=OFF 

| I/O DELAY 

j GET THE CURRENT CONTROL REGISTER 

i CLEAR SET.PIE.AIE, AND SQWE BITS 

I SAVE IT 



| CLEAR DATA BYTE TO DISABLE VIDEO 

J GET COLOR MODE CONTROL PORT ADDRESS 

; DISABLE COLOR VIDEO 

i MONOCHROME MODE RESET MASK 

S GET ADDRESS OF MONOCHROME MODE CONTROL 

; DISABLE B/W VIDEO, ENABLE HIGH RES 

I ADDRESS OF MONOCHROME STATUS REGISTER 

; READ STATUS TO DISABLE EGA VIDEO 

; ADDRESS OF COLOR MODE STATUS REGISTER 

} READ STATUS TO DISABLE EGA VIDEO 

J SELECT ATTRIBUTE PALETTE REGISTER 

I WRITE TO ATTRIBUTE ADDRESS REGISTER 

S TO DISABLE EGA VIDEO 

I DISABLE PARITY CHECKERS 



TEST. 02 

ROM CHECKSUM TEST I 

DESCRIPTION 

A CHECKSUM IS DONE FOR THE 32K 
READ ONLY MEMORY MODULES (TWO) 
CONTAINING POST, BASIC AND BIOS. 



CHECKPOINT 02 



MOV 


AL.02H 


OUT 


MFG_PORT,AL 


ASSUME 


SStCODE 


MOV 


AX.CS 


MOV 


SS.AX 


MOV 


DS.AX 


XOR 


SI, SI 


XOR 


BX.BX 


MOV 


CH.080H 


LODSW 




ADD 


BL.AH 


ADD 


BL.AL 


LOOP 


CI 1 


JNC 


CI IE 



; SETUP SS SEGMENT REGISTER 

; SET UP DATA SEGMENT TO POINT TO 
J ROM ADDRESS START 
t CLEAR CHECK REGISTER 
; COUNT FOR 32K WORDS 

J MOVE TWO BYTES INTO AX — SI=SI+2 
i ADD ODD BYTE AT DS:SI+1 TO CHECKSUM 
| ADD EVEN BYTE AT DS:SI TO CHECKSUM 
; LOOP COUNT FOR 65K BYTES (32K WORDS) 
I EXIT IF "LOOP" RESET THE CARRY FLAG 
I (NOTE* MODEL BYTE MUST NOT = ZERO) 
i CONTINUE IF CHECKSUM VALID (ZERO) 

} ELSE HALT IF CHECKSUM PROBLEM 



TEST1 5-29 



IBM P«ra 


ana 


Computer 


TEST1 — 


- 04/21/86 P 


1106 






HOT 






1108 






1109 






1110 






1111 






1 112 






1113 






1 114 






HIS 






1116 1 A6 






1117 1 A6 


BO 


03 


11 18 01A8 


E6 


80 


1119 






1120 OIAA 


B9 


0009 


1121 1 AD 


B4 


01 


1122 01AF 






1123 01AP 


BO 


8F 


1 124 01BI 


E6 


70 


1125 01B3 


8A 


C4 


1126 0IB8 


E6 


71 


1127 0IB7 


BO 


8F 


1128 01B9 


90 




1 1 29 1 BA 


E6 


70 


1130 OIBC 


90 




1131 OIBD 


E4 


71 


1132 01BF 


3A 


C4 


1133 01C1 


78 


6B 


1134 01C3 


DO 


D4 


1 138 01C5 


E2 


E8 


1136 






1137 






1138 






1139 






1 140 






1141 






1142 






1 143 






1 144 






1148 






1 146 01C7 


B8 


R 


1147 OICA 


8E 


D8 


1148 OICC 


BO 


04 


1 1 49 1 CE 


E6 


80 


1180 






1151 






1182 






1 153 01D0 


E6 


06 


1 154 01D2 


E6 


DO 


1155 






1 156 






1157 






1158 0ID4 


8B 


16 0072 R 


1159 01D8 


BO 


54 


1 160 01DA 


E6 


43 


1161 01DC 


EB 


00 


1 1 62 1 DE 


BO 


12 


1 163 01E0 


E6 


41 


1 1 64 1 E2 


B7 


05 


1 165 0IE4 






1166 01E4 


BO 


40 


1167 01E6 


EB 


00 


1168 01E8 


E6 


43 


1 169 01EA 


80 


FB IF 


1 170 01 ED 


74 


OB 


1171 01EF 


E4 


41 


1172 0IF1 


OA 


D8 


1173 01F3 


E2 


EF 


1 174 01FS 


FE 


CF 


1175 01F7 


75 


EB 


1 176 01F9 


F4 




1 177 






1178 






1179 






1180 






1181 






1182 






1 183 







TEST. 03 

VERIFY CMOS SHUTDOWN BYTE 

DESCRIPTION 

ROLLING BIT WRITTEN AND 
VERIFIED AT SHUTDOWN ADDRESS. 



VERIFY AND CLEAR SHUTDOWN FLAG 



MOV 
OUT 
MOV 
OUT 
MOV 
NOP 
OUT 
NOP 
IN 
CMP 
JNZ 
RCL 
LOOP 



AL.03H 
MFG_PORT,AL 



AL.CMOS SHUT DOWN+NMI 

CMOS POffT.AL" 

AL.AR 

CMOS DATA.AL 

AL , CM*OS_SHUT_DOWN+NM I 

CMOS_PORT,AL 

AL.CMOS DATA 
AL.AH ~ 
ERR01 



I OUTPUT ROLLING BIT 



t I/O DELAY 

I MUST BE THE SAME 

I ERROR IF NOT 

t ROLL A BIT THROUGH SHUTDOWN BYTE 

I LOOP TILL DONE 



TEST. 04 

8254 CHECK TIMER 1 
DESCRIPTION 

SET TIMER COUNT TO 

CHECK THAT TIMER 1 ALL BITS ON 



ASSUME 

MOV 

MOV 

MOV 

OUT 



DSsDATA 

AX, DATA 

DS.AX 

AL.04H 

MFG PORT.AL 



DISABLE DMA CONTROLLER 



SET DATA SEGMENT 

<><> CHECKPOINT 04 <><> 



(AL) ALREADY = 04H 
DISABLE DMA CONTROLLER 1 
DISABLE DMA CONTROLLER 2 



VERIFY THAT TIMER 1 FUNCTIONS OK 



MOV 


DX.ORESET F 


MOV 


AL.54H 


OUT 


TIMER+3.AL 


JMP 


t+2 


MOV 


AL.I8 


OUT 


TIMER*! ,AL 


MOV 


BH.05H 


MOV 


AL.40H 


JMP 


t+2 


OUT 


TIMER+3.AL 


CMP 


BL.01FH 


JE 


C13 


IN 


AL, TIMER -H 


OR 


BL.AL 


LOOP 


C12 


DEC 


BH 


JNZ 


C12 


HLT 





loop count 
timer) bits_on 
latch Timer i count 

I/O DELAY 

YES - SEE IF ALL BITS GO ON 
TIMER1 BITS OFF 
READ TIMER 1 COUNT 
ALL BITS ON IN TIMER 
TIMER1_BITS_ON 

TRY AGAIN 

TIMER 1 FAILURE, HALT SYSTEM 

TIMERI BITS OFF 



TEST. 05 

8254 CHECK TIMER 1 ALL BIT OFF 
DESCRIPTION 

SET TIMER COUNT 

CHECK THAT TIMER 1 ALL BITS OFF 



CHECKPOINT 05 



1188 


01FA 


BO 


05 


1 189 


01FC 


E6 


80 


1 190 








1 191 


01FE 


8A 


C3 


1 192 


0200 


2B 


C9 


1193 


0202 


E6 


41 


1194 


0204 


B7 


05 


1 195 


0206 






1196 


0206 


BO 


40 


1 197 


0208 


E6 


43 


1 196 


020A 


EB 


00 


1199 


020C 


EB 


00 


1200 


020E 


E4 


41 


1201 


0210 


22 


D8 


1202 


0212 


74 


07 


1203 


0214 


E2 


FO 


1204 


0216 


FE 


CF 


1205 


0218 


75 


EC 


1206 


021 A 


F4 




1207 








1208 








1209 








1210 








121 1 








1212 








1213 








1214 








1215 








1216 








121 7 








1218 








1219 









MOV 
SUB 
OUT 
MOV 



LOOP 
DEC 
JNZ 
HLT 



AL.05H 
MFG_PORT,AL 



CX.CX 

TIMER+1.AL 

BH.05H 

AL.40H 

TIMER+3.AL 

$+2 

t+2 

AL, TIMER* 1 



CHECKPOINT 



; SET TIMER 



J SET TRY AGAIN COUNT 

I TIMER LOOP 

J LATCH~TIMER 1 COUNT 

I DELAY FOR TIMER 

; ADDED DELAY FOR TIMER 

; READ TIMER 1 COUNT 



I HALT SYSTEM 



TEST. 06 : 

8237 DMA INITIALIZATION : 

CHANNEL REGISTER TEST I 

DESCRIPTION t 
DISABLE THE 8237 DMA CONTROLLER.: 

WRITE /READ THE CURRENT ADDRESS : 

AND WORD COUNT REGISTERS FOR : 

ALL CHANNELS. : 



5-30 TEST1 



1220 








1221 


021B 






1222 


02IB 


B8 


R 


1223 


021E 


8E 


D8 


1224 


0220 


BO 


06 


1225 


0222 


E6 


80 


1226 


0224 


89 


16 0072 R 


1227 


0228 


E6 


OD 


1228 








1229 








1230 








1231 


022A 


BO 


FF 


1232 


022C 


BA 


D8 


1233 


022E 


8A 


F8 


(234 


0230 


B9 


0008 


1235 


0233 


BA 


0000 


1236 


0236 


EE 




1237 


0237 


EB 


00 


1238 


0239 


EE 




1239 


023A 


BO 


01 


1240 


023C 


EB 


00 


1241 


023E 


EC 




1242 


023F 


EB 


00 


1243 


0241 


8A 


EO 


1244 


0243 


EC 




1245 


0244 


3B 


D8 


1246 


0246 


74 


01 


1247 


0248 


F4 




1248 


0249 






1249 


0249 


42 




1250 


024A 


E2 


EA 


1251 


024C 


FE 


CO 


1252 


024E 


74 


DC 


1253 








1254 








1255 








1256 


0250 


80 


FB 55 


1257 


0253 


74 


09 


1258 


0255 


80 


FB AA 


1259 


0258 


74 


08 


1260 


025A 


BO 


55 


1261 


025C 


EB 


CE 


1262 








1263 








1264 








1265 


025E 


BO 


AA 


1266 


0260 


EB 


CA 


1267 








1268 








1269 








1270 








1271 








1272 








1273 








1274 








1275 








1276 








1277 








1278 








1279 








1280 








1281 


0262 


BO 


07 


1282 


0264 


E6 


80 


1283 


0266 


E6 


DA 


1284 








1285 








1286 








1287 


0268 


BO 


FF 


1288 


026A 


8A 


D8 


1289 


026C 


8A 


F8 


1290 


026E 


B9 


0008 


1291 


0271 


BA 


OOCO 


1292 


0274 


EE 




1293 


0275 


EB 


00 


1294 


0277 


EE 




1295 


0278 


BO 


01 


1296 


027A 


EB 


00 


1297 


027C 


EC 




1298 


027D 


EB 


00 


1299 


027F 


8A 


EO 


1300 


0281 


EC 




1301 


0282 


3B 


D8 


1302 


0284 


74 


01 


1303 


0286 


F4 




1304 


0287 






1305 


0287 


83 


C2 02 


1306 


028A 


E2 


E8 


1307 


028C 


FE 


CO 


1308 


028E 


74 


DA 


1309 








1310 








131 1 








1312 


0290 


80 


FB 55 


1313 


0293 


74 


09 


1314 


0295 


80 


FB AA 


1315 


0298 


74 


08 


1316 


029A 


BO 


55 


1317 


029C 


EB 


CC 


1318 








1319 








1320 








1321 


029E 


BO 


AA 


1322 


02A0 


EB 


C8 


1323 








1324 








1325 








1326 


02A2 






1327 


02A2 


8B 


IE 0072 R 


1328 


02A6 


A3 


0010 R 


1329 


02A9 


BO 


12 


1330 


02AB 


E6 


41 


1331 








1332 








1333 









CHECKPOINT 06 



MOV 


AX, DATA 


MOV 


DS.AX 


MOV 


AL.06H 


OUT 


MFG PORT.AL 


MOV 


•RESET FLAG.DX 


OUT 


DMA+ODH.AL 


WRAP 


DMA CHANNEL ADDRESS 


MOV 


AL.OFFH 


MOV 


BL.AL 


MOV 


BH.AL 


MOV 


CX,8 


MOV 


DX.DMA 


OUT 


DX.AL 


JMP 


$+2 


OUT 


DX.AL 


MOV 


AL.OIH 


JMP 


$+2 


IN 


AL.DX 


JMP 


S+2 


MOV 


AH.AL 


IN 


AL.DX 


CMP 


BX.AX 


JE 


CIS 


HLT 




INC 


DX 


LOOP 


C17 


INC 


AL 


JZ 


C16 


WRITE 


DMA WITH 55 PATTERN 


CMP 


BL.055H 


JZ 


C19 


CMP 


BL.OAAH 


JZ 


C20 


MOV 


AL.055H 


JMP 


C16 


WRITE 


DMA WITH AA PATTERN 


MOV 


AL.OAAH 


JMP 


C16 



I SET DATA SEGMENT 



I <><> CHECKPOINT 06 <><> 
| RESTORE SOFT RESET FLAG 
I SEND MASTER CLEAR TO DMA 



SETUP LOOP COUNT 

SETUP I/O PORT ADDRESS OF REGISTER 

WRITE PATTERN TO REGISTER, LSB 

I/O DELAY 

MSB OF 16 BIT REGISTER 

AL TO ANOTHER PATTERN BEFORE READ 

I/O DELAY 

READ 16-BIT DMA CH REG, LSB 2ST DMA 

I/O DELAY 

SAVE LSB OF 16-BIT REGISTER 

READ MSB OF DMA CHANNEL REGISTER 

PATTERN READ AS WRITTEN? 

YES - CHECK NEXT REGISTER 

NO - HALT THE SYSTEM 

NXT DMA CH 

SET~I/0"PORT TO NEXT CHANNEL REGISTER 

WRITE PATTERN TO NEXT REGISTER 

SET PATTERN TO 

YES CONTINUE 



I CHECK IF ' 

1 GO IF YES 

j CHECK IF ' 

t GO IF YES 



55" PATTERN DONE 
AA" PATTERN DONE 



TEST. 07 

8237 DMA 1 INITIALIZATION 
CHANNEL REGISTER TEST 

DESCRIPTION 

DISABLE 8237 DMA CONTROLLER 
WRITE /READ THE CURRENT DMA 1 
ADDRESS AND WORD COUNT 
REGISTERS FOR ALL CHANNELS. 



CHECKPOINT 07 



MOV 


AL.07H 


OUT 


MFG PORT.AL 
DMAT+0DH»2,AL 


OUT 


WRAP 


3MA 1 CHANNEL ADDRES! 


MOV 


AL.OFFH 


MOV 


BL.AL 


MOV 


BH.AL 


MOV 


CX.8 


MOV 


DX.DMA1 


OUT 


DX.AL 


JMP 


$+2 


OUT 


DX.AL 


MOV 


AL.01H 


JMP 


S+2 


IN 


AL.DX 


JMP 


$+2 


MOV 


AH.AL 


IN 


AL.DX 


CMP 


BX.AX 


JE 


C18A 


HLT 




ADD 


DX.2 


LOOP 


C17A 


INC 


AL 


JZ 


C16A 


WRITE 


DMA WITH 55 PATTERN 


CMP 


BL.55H 


JZ 


C20A 


CMP 


BL.OAAH 


JZ 


C21 


MOV 


AL.55H 


JMP 


CI6A 


WRITE 


DMA WITH AA PATTERN 


MOV 


AL.OAAH 


JMP 


C16A 



SETUP LOOP COUNT 

SETUP I/O PORT ADDRESS OF REGISTER 

WRITE PATTERN TO REGISTER, LSB 

I/O DELAY 

MSB OF 16 BIT REGISTER 

AL TO ANOTHER PAT BEFORE RD 

I/O DELAY 

READ 16-BIT DMA CH REG, LSB 2ST DMA 

I/O DELAY 

SAVE LSB OF 16-BIT REGISTER 

READ MSB OF DMA CH REGISTER 

PATTERN READ AS WRITTEN? 

YES - CHECK NEXT REGISTER 

NO - HALT THE SYSTEM 

NXT DMA CH 

SET~l/0~PORT TO NEXT CHANNEL REGISTER 

WRITE PATTERN TO NEXT REGISTER 

SET PATTERN TO 

YES CONTINUE 



| CHECK IF 55 PATTERN DONE 

I GO IF YES 

I CHECK IF AA PATTERN DONE 

; GO IF YES 



INITIALIZE AND START MEMORY REFRESH 



MOV 
MOV 
MOV 
OUT 



BX, ©RESET FLAG 
•EQUIP FLXG.AX 
AL.18 ~ 
TIMER+1.AL 



J GET THE RESET FLAG 

J DO A DUMMY MEMORY WRITE BEFORE REFRESH 

I START REFRESH TIMER 



SET DMA COMMAND 



TEST1 5-31 



Compi 
21/81 



6 POWER ON SELF TEST (POST) 



1334 02AD 2A CO 

1335 02AF E6 08 
1336 

133? 

1338 02BI E6 DO 

1339 

1340 

1341 

1342 02B3 BO 40 

1343 02BS E6 OB 
02B7 BO CO 
02B9 E6 06 
02BB EB 00 
02BD BO 41 
02BF E6 OB 
02CI E6 D6 
02C3 EB 00 
02C5 BO 42 
02C7 E6 OB 
02C9 E6 D6 
02CB EB 00 
02CD BO 43 
02CF E6 OB 
0201 E6 06 



1347 
1348 
1349 
1350 
1351 
1352 
1363 
1354 
1365 
1356 
1357 
1358 
1359 



MODE SET ALL DMA CHANNELS 



MOV 
OUT 
MOV 
OUT 
JMP 
MOV 
OUT 
OUT 
JMP 
MOV 
OUT 
OUT 
JMP 
MOV 
OUT 
OUT 



AL.40H 

DMA+OBH.AL 

AL.OCOH 

DMA18+06H.AL 

$+2 

AL.41H 

DMA+OBH.AL 

DMA18+06H.AL 

•+2 

AL.42H 

DMA+OBH.AL 

DMA18+06H.AL 

1+2 

AL.43H 

DMA+OBH.AL 

DMA18+06H.AL 



02D3 89 IE 0072 R 



RESTORE RESET FLAG 
MOV ©RESET FLAG.BX 



| DACK SENSE LOW.DREQ SENSE HIGH 

; LATE WRITE, FIXED PRIORITY, NORMAL 

; TIMING, CONTROLLER ENABLE, CHO ADDRESS 

I HOLD DISABLE, MEMORY TO MEMORY DISABLE 

J SAME TO SECOND CONTROLLER 



t SET 
| SET 



I SET 

i I/O 

i SET 

| SET 

I I/O 

; SET 



MODE FOR CHANNEL 
CASCADE MODE ON CHANNEL • 



MODE FOR CHANNEL 5 

DELAY 

MODE FOR CHANNEL 2 

MODE FOR CHANNEL 6 

DELAY 

MODE FOR CHANNEL 3 



I SET MODE FOR CHANNEL 7 



1367 








1368 








1369 








1370 








1371 








1372 


02D7 


BO 


08 


1373 


02D9 


E6 


80 


1374 


02DB 


2A 


CO 


1375 


02DD 


BA 


0081 


1376 


02E0 


B9 


OOFF 


1377 


02E3 


EE 




1378 


02E4 


42 




1379 


02E5 


FE 


CO 


1380 


02E7 


81 


FA 008F 


1381 


02EB 


75 


F6 


1382 


02ED 


86 


EO 


1383 


02EF 


FE 


CC 


1384 


02FI 


4A 




1385 


02F2 


2A 


CO 


1386 


02F4 


EC 




1387 


02F5 


3A 


C4 


















1389 


02F9 


FE 


CC 


1390 


02FB 


4A 




1391 


02FC 


81 


FA 0080 


1392 


0300 


75 


FO 


1393 


0302 


FE 


C4 


1394 


0304 


8A 


C4 


1395 


0306 


E2 


OB 


1396 








1397 








1398 








1399 


0308 


BO 


CC 


1400 


030A 


BA 


006F 


1401 


030D 


6A 


EO 


1402 


030F 


EE 




1403 








1404 








1405 








1406 


0310 


2A 


CO 


1407 


0312 


EC 




1408 


0313 


3A 


C4 


1409 


0315 


75 


12 


1410 


0317 


80 


FC CC 


1411 


031 A 


75 


04 


1412 


03IC 


BO 


33 


1413 


03 IE 


EB 


EA 


1414 


0320 






1415 


0320 


80 


FC 00 


1416 


0323 


74 


05 


1417 


0325 


2A 


CO 


(418 


0327 


EB 


El 


1419 








1420 








1421 


0329 






1422 


0329 


F4 




1423 








1424 








1425 








1426 








1427 








1428 








1429 








1430 








1431 








1432 








1433 


032A 






1434 


032A 


BO 


09 


1435 


032C 


E6 


80 


1436 


032E 


2B 


C9 


1437 


0330 






1438 


0330 


E4 


61 


1439 


0332 


AS 


10 


1440 


0334 


El 


FA 


1441 


0336 


E3 


F1 


1442 


0338 






1443 


0338 


E4 


61 


1444 


033A 


A8 


10 


1445 


033C 


EO 


FA 


1446 


033E 


E3 


E9 



TEST. 08 

DMA PAGE REGISTER TEST 
DESCRIPTION 

WRITE /READ ALL PAGE REGISTERS 



CHECKPOINT 08 



MOV 


AL.08H 


OUT 


MFG PORT.AL 


SUB 


AL.lL 


MOV 


DX.DMA PAGE 


MOV 


CX.OFFH 


OUT 


DX.AL 


INC 


DX 


INC 


AL 


CMP 


DX.8FH 


JNZ 


C22A 


XCHG 


AH.AL 


DEC 


AH 


DEC 


DX 


SUB 


AL.AL 


IN 


AL.DX 


CMP 


AL.AH 










DEC 


AH 


DEC 


DX 


CMP 


DX.MFG PORT 


JNZ 


C22B ~ 


INC 


AH 


MOV 


AL.AH 


LOOP 


C22A 


TEST LAST DMA PAGE REG 1 SI 


MOV 


AL.OCCH 


MOV 


DX.LAST DMA PAGE 


MOV 


AH.AL ~ 


OUT 


DX.AL 


VERIFY 


PAGE REGISTER 8F 


SUB 


AL.AL 


IN 


AL.DX 


CMP 


AL.AH 


JNZ 


C26 


CMP 


AH.OCCH 


JNZ 


C25 


MOV 


AL.033H 


JMP 


C22 


CMP 


AH.O 


JZ 


C27 


SUB 


AL.AL 


JMP 


C22 


ERROR 


HALT 


HLT 





j <><> CHECKPOINT 08 <><> 
J DO ALL DATA PATTERNS 

J TEST DMA PAGES 81 THROUGH 8EH 

; SAVE CURRENT DATA PATTERN 

I CHECK LAST WRITTEN 

S 

I CHANGE DATA BEFORE READ 

I DATA^AS^ WRITTEN? ^ 

l CONTINUE TILL PORT 80 
I NEXT PATTERN TO RIPPLE 

(USED FOR ADDRESS LINES DURING REFRESH) 
I WRITE AN CC TO PAGE REGISTERS 



I GO IF ERROR 

I GO IF ERROR 

; SET UP DATA PATTERN OF 33 

; DO DATA 33 

J CHECK DONE 

J GO IF YES 

I SET UP FOR DATA PATTERN 00 

t DO DATA 



I HALT SYSTEM 



TEST. 09 

STORAGE REFRESH TEST 
DESCRIPTION 

VERIFY REFRESH IS OCCURRING 



CHECKPOINT 09 - TEST MEMORY REFRESH 



MOV 
OUT 
SUB 



TEST 

LOOPZ 

JCXZ 



TEST 

LOOPNZ 

JCXZ 



AL.09H 

MFG PORT.AL 

ex, Ex 

AL.PORT B 

AL, REFRESH BIT 

C28 

C26 

AL.PORT B 

AL, REFRESH BIT 

C29 

C26 



CHECKPOINT 09 <><> 



J INSURE REFRESH BIT IS TOGGLING 



I INSURE REFRESH IS ON 

| ERROR HALT IF NO REFRESH BIT 



5-32 TEST1 



IBM Parson* 


Compu 


TESTI — 


- 04/21/86 


1448 






1449 






1450 






1451 






1452 






1453 






1454 






1455 






1456 






1457 






1458 






1459 






1460 






1461 






1462 0340 


BO 


OA 


1463 0342 


E6 


80 


1464 






1465 






1466 






1467 0344 


2B 


C9 


1468 0346 


E4 


64 


1469 0348 


8A 


EO 


1470 034A 


F6 


C4 01 


1471 034D 


74 


02 


1472 034F 


E4 


60 


1473 0351 


F6 


C4 02 


1474 0354 


EO 


FO 


1475 0356 


74 


01 


1476 






1477 0358 


F4 




1478 






1479 






1480 






1481 0359 


BO 


OB 


1482 03SB 


E6 


80 


1483 






1484 035D 


BO 


AA 


1485 035F 


BC 


03F5 R 


1486 0362 


EB 


39 


1487 0364 


A8 


01 


1488 0366 


74 


02 


1489 0368 


E4 


60 


1490 036A 


BC 


03F7 R 


1491 036D 


EB 


3A 


1492 036F 


E4 


60 


1493 0371 


3C 


55 


1494 






1495 0373 


BO 


OC 


1496 0375 


E6 


80 


1497 






1498 0377 


75 


DF 


1499 






1500 






1501 






1502 0379 


BO 


CO 


1503 037B 


BC 


03FB R 


1504 037E 


EB 


ID 


1505 0380 


BC 


03FD R 


1506 0383 


EB 


24 


1507 0385 


E4 


60 


1508 0387 


E6 


82 


1509 






1510 






151 1 






1512 0389 


BO 


60 


1513 038B 


BC 


03F9 R 


1514 038E 


EB 


OD 


1515 0390 


74 


OS 


1516 






1517 0392 


BO 


OD 


1518 0394 


E6 


80 


1519 0396 


F4 




1520 0397 






1521 0397 


BO 


SD 


1522 0399 


E6 


60 


1523 039B 


EB 


ID 


1524 






1525 






1526 






1527 039D 


FA 




1528 039E 


E6 


64 


1529 03A0 


2B 


C9 


1530 03A2 


E4 


64 


1531 03A4 


A8 


02 


1532 03A6 


EO 


FA 


1533 03A8 


C3 




1534 






1535 






1536 






1537 03A9 


2B 


C9 


1538 03AB 


B3 


06 


1539 03AD 


E4 


64 


1540 03AF 


A8 


01 


1541 03B1 


75 


06 


1542 03B3 


E2 


F8 


1543 03B5 


FE 


CB 


1544 03B7 


75 


F4 


1545 03B9 


C3 




1546 






1547 






1548 






1549 






1550 






1 55 1 






1552 






1553 






1554 






1555 






1556 






1557 






1558 






1559 03BA 


BO 


OE 


1560 03BC 


E6 


80 


1561 







TEST. 10 

8042 INTERFACE TEST 

READ CONFIGURATION JUMPERS 

DESCRIPTION 

ISSUE A SELF TEST TO THE 8042. 
INSURE A 55H IS RECEIVED. 
READ MANUFACTURING AND DISPLAY 
JUMPERS AND SAVE IN MFG TEST. 



CHECKPOINT OA 



MOV 


AL.OAH 


OUT 


MFG_PORT,AL 


SOFT RESET (HANDLE ALL PO 


SUB 


CX.CX 


IN 


AL, STATUS PORT 


MOV 


AH,AL 


TEST 


AH, OUT BUF FULL 


JZ 


TST2 ~ 


IN 


AL.PORT A 


TEST 


AH.INPT BUF FULL 


LOOPNZ 


TST1 


JZ 


TST4 


HLT 




ISSUE A 


RESET TO THE 8042 



TST4» 


ISSUE 
MOV 


A RESET TO THE 8042 
AL.OBH 




OUT 


MFG_PORT,AL 




MOV 


AL.SELF TEST 




MOV 


SP, OFFSET C8042A 




JMP 


SHORT C8042 


TST4_Bt 


TEST 


AL.OUT BUF FULL 




JZ 


TST4 A~ 




IN 


AL.P5RT A 


TST4_A J 


MOV 


SP, OFFSET OBF 42 A 




JMP 


SHORT OBF 42 " 


TST4_C 1 


IN 


AL.PORT A 




CMP 


AL.55H 




MOV 


AL.OCH 




OUT 


MFG_PORT,AL 




JNZ 


ERRO 


, 


GET THE SWITCH SETTINGS 




MOV 


AL.READ 8042 INPUT 




MOV 


SP, OFFSET C80"42C 




JMP 


SHORT C8042 


E30B: 


MOV 


SP, OFFSET OBF 42B 




JMP 


SHORT OBF 42 


E30C: 


IN 


AL.PORT A 




OUT 


DMA_PAGE+1 ,al 


» 


WRITE 


BYTE OF 8042 MEMOR 




MOV 


AL, WRITE 8042 LOC 




MOV 


SP, OFFSET C804"2B 




JMP 


SHORT C8042 


TST4_D« 


JZ 


TST4_D 1 




MOV 


AL.ODH 




OUT 


MFG_PORT,AL 




HLT 




TST4_D1 








MOV 


AL.5DH 




OUT 


PORT A,AL 




JMP 


SHORT E30A 


5 


ISSUE 


THE COMMAND TO THE 8 


C8042I 


CLI 






OUT 


STATUS PORT.AL 




SUB 


CX.CX 


C42_1 J 


IN 


AL, STATUS PORT 




TEST 


AL.INPT BDF FULL 




LOOPNZ C42 1 




RET 




1 


WAIT FOR 8042 RESPONSE 


0BF_42 1 


SUB 


CX.CX 




MOV 


BL,6 


C42_2 t 


IN 


AL, STATUS PORT 




TEST 


AL.OUT BUF" FULL 




JNZ 


C42 3 




LOOP 


C42 2 




DEC 


BL ~ 




JNZ 


C42 2 


C42_3t 


RET 





I GO IF NOT 

I FLUSH 

t IS THE OUTPUT BUFFER ALSO FULL? 

t TRY AGAIN 

| CONTINUE IF OK 

j HALT SYSTEM IF BUFFER FULL 



CHECKPOINT OB • 



I IS THE OUTPUT BUFFER FULL? 

I GO IF NOT 

; FLUSH 

; SET RETURN ADDRESS 

j GO WAIT FOR BUFFER 

t GET THE ENDING RESPONSE 



j <><> CHECKPOINT OC • 
I GO IF NOT OK 



I READ INPUT COMMAND 

t SET RETURN ADDRESS 

I ISSUE COMMAND 

I SET RETURN ADDRESS 

t GO WAIT FOR RESPONSE 

J GET THE SWITCH 

j SAVE TEMPORARY 



WRITE BYTE COMMAND 
SET RETURN ADDRESS 
ISSUE THE COMMAND 
CONTINUE IF COMMAND ACCEPTED 



<><> CHECKPOINT OD <><> 



; ENABLE OUTPUT BUFFER FULL INTERRUPT, 
I DISABLE KEYBOARD, SET SYSTEM FLAG, 
I PC 1 COMPATIBILITY, INHIBIT OVERRIDE 



I NO INTERRUPTS ALLOWED 

» SEND COMMAND IN AL REGISTER 

I LOOP COUNT 

j WAIT FOR THE COMMAND ACCEPTED 



I 200MS/PER LOOP • 6 = 

I CHECK FOR RESPONSE 

| GO IF RESPONSE 

; TRY AGAIN 

j DECREMENT LOOP COUNT 

; RETURN TO CALLER 



TEST.1 1 

BASE 64K READ /WRITE MEMORY TEST 

DESCRIPTION 

WRITE /READ /VERIFY DATA PATTERNS 
AA,55,FF,01, AND 00 TO 1 ST 64K 
OF STORAGE. VERIFY STORAGE 
ADDRESSABILITY. 



FILL MEMORY WITH DATA 



• CHECKPOINT OE • 



TESTI 5-33 



1562 03BE 


B8 


R 


1563 03CI 


8E 


D8 


1564 03C3 


8B 


IE 0072 R 


1565 03C7 


FC 




1566 03C8 


B9 


8000 


1567 03CB 


2B 


FF 


1568 03CD 


2B 


F6 


1569 03CF 


2B 


CO 


1570 03DI 


8E 


D8 


1571 03D3 


8E 


CO 


1572 03D5 


81 


FB 1234 


1573 03D9 


75 


03 


1574 03DB 


E9 


0587 R 


1575 






1576 






1577 






1578 03DE 


BO 


OF 


1579 03E0 


E6 


80 


1580 






1581 03E2 


BO 


80 


1582 03E4 


E6 


87 


1583 03E6 


BC 


03F3 R 


1584 03E9 


E9 


0000 E 


1585 03EC 


8B 


D8 


1586 03EE 


75 


OF 


1587 03F0 


E9 


0592 R 


1588 






1589 






1590 






1591 03F3 


03EC R 


1592 03F5 


0364 R 


1593 03F7 


036F R 


1594 03F9 


0390 R 


1595 03FB 


0380 R 


1596 03FD 


0385 R 


1597 






1598 






1599 






1600 






1601 






1602 






1603 






1604 






1605 






1606 






1607 






1608 






1609 03FF 


8A 


C7 


1610 0401 


E6 


81 


1611 0403 


8A 


C3 


1612 0405 


E6 


82 


1613 






1614 






1615 






1616 0407 


B9 


COOO 


1617 040A 


8E 


D9 


16(8 040C 


2B 


DB 


1619 040E 


8B 


07 


1620 0410 


EB 


00 


1621 0412 


3D 


AA55 


1622 0415 


74 


OC 


1623 0417 


81 


Cf 0080 


1624 041B 


81 


F9 C800 


1625 041F 


7C 


E9 


(626 0421 


23 


C9 


1627 0423 


75 


03 


1628 0425 


E9 


0514 R 


1629 






1630 






(631 






1632 






1633 






1634 






1635 






1636 






1637 






1638 






1639 0428 


BA 


03D8 


1640 042B 


2A 


CO 


1641 042D 


EE 




1642 






1643 042E 


BA 


03B8 


1644 0431 


BO 


01 


1645 0433 


EE 




1646 0434 


83 


EA 04 


1647 






1648 ■ 0010 




1649 






1650 0437 


BB 


0030 E 


1651 






1652 043A 


B9 


0010 


1653 






1654 






1655 






1656 043D 


32 


E4 


1657 






1658 






1659 






1660 043F 


8A 


C4 


1661 0441 


EE 




1662 0442 


42 




1663 0443 


FE 


C4 


1664 0445 


2Ei 8A 07 


1665 0448 


EE 




1666 0449 


43 




1667 044A 


4A 




1668 044B 


E2 


F2 


1669 044D 


8A 


E2 


1670 044F 


80 


E4 FO 


1671 0452 


80 


FC DO 


1672 0455 


74 


08 


1673 0457 


BB 


0000 E 


1674 045 A 


BA 


03D4 


1675 045D 


EB 


DB 



MOV 
MOV 
MOV 
CLD 
MOV 
SUB 



MOV 
MOV 
CMP 
JNZ 



AX, DATA 

DS.AX 

BX,ORESET_FLAG 

CX.2000HM 
DI.DI 
SI, SI 
AX, AX 
DS.AX 
ES.AX 
BX.1234H 
E30A 
CLR S"TG 



J GET THE SYSTEM SEGMENT 

| OF DATA 

I SAVE ORESET FLAG IN BX 

S SET DIRECTION FLAG TO INCREMENT 

| SET FOR 32K WORDS 

; FIRST 16K 



GET THE INPUT BUFFER (SWITCH SETTINGS) 



CHECKPOINT OF <><> 



MOV 
OUT 
MOV 



AL, PARITY CHECK 
DMA PAGE+6",AL 

sp, Offset C2 

STGTST CNT 

BX.AX 

C31 

C33 



I SET BASE MEMORY PARITY 
t USE AS TEMPORARY SAVE 
J SET RETURN ADDRESS 



I SAVE FAILING BIT PATTERN 
I STORAGE OK, CONTINUE 
TEMPORARY STACK FOR POST ROUTINES 



C2 



DW 



C8042A 
OBF 42A DW 
C804*2B DW 
C8042C DW 
OBF 42B DW 



C30 

TST4 B 

TST4~C 

TST4"D 

E30B" 

E30C 



BASE 64K STORAGE FAILURE 

DISPLAY THE CHECKPOINT (MFG CHECKPOINT) 

AND XOR EXPECTED WITH READ IN MFG PORT 
DISPLAY CHECKPOINT IN MFG PORT+3 
DISPLAY XOR'D DATA HIGH BYTE MFG_PORT+1 

LOW BYTE IN MFG PORT+2 
A READ/ WRITE SCOPE LOOP OF THE FIRST 
WORD FOR POSSIBLE ADDRESS LINE FAILURES 



MOV 


AL.BH 


OUT 


MFG PORT+1.AL 


MOV 


AL,§L 


OUT 


MFG_PORT+2,AL 


CHECK 


FOR VIDEO ROM 


MOV 


CX.OCOOOH 


MOV 


DS.CX 


SUB 


BX.BX 


MOV 


AX,[BX] 


JMP 


$+2 


CMP 


AX.0AA55H 


JZ 


Z5 


ADD 


CX.080H 


CMP 


CX.0C800H 


JL 


Ml 


AND 


CX.CX 


JNZ 


C32 


JMP 


C3I 



; SAVE HIGH BYTE 
S SAVE LOW BYTE 



I START OF I/O ROM 
j POINT TO SEGMENT 
| GET THE FIRST 2 LOCATIONS 

J BUS SETTLE 

| IS THE VIDEO ROM PRESENT? 

t GO IF YES 

J POINT TO NEXT 2K BLOCK 

J TOP OF VIDEO ROM AREA YET? 

I TRY AGAIN 

t SET NON ZERO FLAG 

t GO IF NOT 

J BYPASS ERROR DISPLAY IF VIDEO ROM 



SET VIDEO MODE TO DISPLAY MEMORY ERROR 

THIS ROUTINE INITIALIZES THE ATTACHMENT TO 
TO DISPLAY FIRST 64K STORAGE ERRORS. 

BOTH COLOR AND MONOCHROME ATTACHMENTS ARE INITIALIZED. 



INITIALIZE COLOR /MONOCHROME 

MOV DX.3D8H 
SUB AL.AL 
OUT DX.AL 



MOV 
MOV 
OUT 



DX.03B8H 

AL.I 

DX.AL 



MOV 


BX, OFFSET VIDEO PARMS 


ASSUME 


DSjCODE 


MOV 


CX.M4 



t CONTROL REGISTER ADDRESS OF B/W CARD 

j MODE SET FOR CARD 

t RESET VIDEO 

< BACK TO BASE REGISTER 



4*3 | POINT TO VIDEO PARAMETERS 
| COUNT OF MONOCHROME VIDEO PARAMETERS 
ITIALIZATION TABLE 

AH IS REGISTER NUMBER DURING LOOP 



BX POINTS TO CORRECT ROW OF INI' 

XOR AH, AH 

LOOP THROUGH TABLE, OUTPUTTING REGISTER ADDRESS, THEN VALUE FROM TABLE 

; GET 6845 REGISTER NUMBER 

I POINT TO DATA PORT 

J NEXT REGISTER VALUE 

I GET TABLE VALUE 

J OUT TO CHIP 

J NEXT IN TABLE 

I BACK TO POINTER REGISTER 

i DO THE WHOLE TABLE 

J CHECK IF COLOR CARD DONE 

I STRIP UNWANTED BITS 

I IS IT THE COLOR CARD? 

j CONTINUE IF COLOR 

; POINT TO VIDEO PARAMETERS 

I COLOR BASE 

; CONTINUE 



MOV 


AL.AH 


OUT 


DX.AL 


INC 


DX 


INC 


AH 


MOV 


AL,CSj[BX] 


OUT 


DX.AL 


INC 


BX 


DEC 


DX 


LOOP 


M10 


MOV 


AH.DL 


AND 


AH.OFOH 


CMP 


AH.ODOH 


JZ 


Z 3 


MOV 


BX, OFFSET VIDEO PARMS 


MOV 


DX.3D4H 


JMP 


Z 2 



5-34 TEST1 



I6T6 




1677 




1678 




1679 04BF 


33 FF 


1680 0461 


B8 B00O 


1681 0464 


8E CO 


1682 




1683 0466 


B9 0800 


1684 0469 


B8 0720 


1688 046C 


F3/ AB 


1686 




1687 046E 


33 FF 


1688 0470 


BB B800 


1689 0473 


8E C3 


1690 0478 


B9 2000 


1691 0478 


F3/ AB 


1692 




1693 




1694 




1698 047A 


BA 03B8 


1696 047D 


BO 29 


1697 047F 


EE 


1698 




1699 




1700 




1701 0480 


42 


1702 0481 


BO 30 


1703 0483 


EE 


1704 




1708 




1706 




1707 0484 


BA 03D8 


1708 0487 


BO 28 


1709 0489 


EE 


1710 




1711 




1712 




1713 048A 


42 


1714 048B 


BO 30 


1715 048D 


EE 


1716 




1717 




1718 




1719 04BE 


BC C8 


1720 0490 


BE DO 


1721 




1722 0492 


BB BOOO 


1723 0495 


BE DB 


1724 




1725 0497 


BO 30 


1726 0499 


B9 0006 


1727 049C 


2B FF 


1728 049E 


88 05 


1729 04A0 


47 


1730 04A1 


47 


1731 04A2 


E2 FA 


1732 




1733 04A4 


80 FF B8 


1734 04A7 


74 OC 


1735 04A9 


2B FF 


1736 




1737 04AB 


B7 BO 


1738 04AD 


8E C3 


1739 04AF 


B7 B8 


1740 04B1 


BE DB 


1741 04B3 


EB E2 


1742 




1743 




1744 




1745 04B5 


BO 20 


1746 04B7 


88 05 


1747 04B9 


26t 88 05 


1748 04BC 


47 


1749 04BD 


47 


1750 04BE 


E4 81 


1751 04C0 


B1 04 


1752 04C2 


D2 E8 


1753 04C4 


BC 057F R 


1754 04C7 


EB IB 


1755 




1756 04C9 


E4 81 


1757 04CB 


24 OF 


1758 04CD 


BC 0581 R 


1759 04D0 


EB 12 


1760 04D2 


E4 82 


1761 04D4 


B1 04 


1762 04D6 


D2 E8 


1763 04D8 


BC 0583 R 


1764 040B 


EB 07 


1765 04DD 


E4 82 


1766 04DF 


24 OF 


1767 04E1 


BC 0585 R 


1768 




1769 




1770 




1771 04E4 


04 90 


1772 04E6 


27 


1773 04E7 


14 40 


1774 04E9 


27 


1775 




1776 04EA 


88 05 


1777 04EC 


26s 88 05 


1778 04EF 


47 


1779 04F0 


47 


1780 04F1 


C3 


1781 




1782 




1783 




1784 04F2 


BO 20 


1785 04F4 


88 05 


1786 04F6 


261 88 05 


1787 04F9 


47 


1788 04FA 


47 


1789 04FB 


BO 32 



FILL REGEN AREA WITH BLANK 



XOR 
MOV 
MOV 

MOV 
MOV 
REP 

XOR 
MOV 
MOV 
MOV 
REP 



DI.DI 

AX.OBOOOH 

ES.AX 



ST05W 

DI.DI 

BX.0B800H 

ES.BX 

CX.BI92 

STOSW 



I NUMBER OF WORDS IN MONOCHROME CARD 
I FILL CHARACTER FOR ALPHA + ATTRIBUTE 
I FILL THE REGEN BUFFER WITH BLANKS 



I FILL WITH BLANKS 
ENABLE VIDEO AND CORRECT PORT SETTING 



MOV 
MOV 
OUT 



DX , 3B8H 

AL.29H 

DX.AL 



SET UP OVERSCAN REGISTER 

INC DX 
MOV AL.30H 
OUT DX , AL 



ENABLE COLOR VIDEO AND CORRECT PORT SETTING 



| SET VIDEO ENABLE PORT 



I SET OVERSCAN PORT TO A DEFAULT 

I VALUE 30H FOR ALL MODES EXCEPT 640X200 

I OUTPUT THE CORRECT VALUE TO 3D9 PORT 



MOV 
MOV 
OUT 



DX , 3D8H 

AL.28H 

DX.AL 



I SET VIDEO ENABLE PORT 



SET UP OVERSCAN REGISTER 

INC DX 
MOV AL.30H 
OUT DX , AL 

DISPLAY FAILING CHECKPOINT AND 



I SET OVERSCAN PORT TO A DEFAULT 

I VALUE 30H FOR ALL MODES EXCEPT 640X200 

I OUTPUT THE CORRECT VALUE TO 3D9 PORT 



MOV 
MOV 
SUB 
MOV 
INC 
INC 
LOOP 

CMP 
JZ 
SUB 

MOV 
MOV 
MOV 
MOV 



BH.0B8H 
Z 1 
DT.DI 

BH.OBOH 
ES.BX 
BH.0B8H 
DS.BX 
Z 



PRINT FAILING BIT PATTERN 



MOV 
MOV 
MOV 
INC 
INC 
IN 
MOV 
SHR 
MOV 



MOV 
SHR 
MOV 
JMP 



AL,« • 

[DIl.AL 

ES«[DI],AL 

DI 

DI 

AL,MFG_PORT+1 

CL,4 

AL.CL 

SP, OFFSET Z1 

SHORT PR 

AL.MFG PORT+I 

AL.OFH* 

SP, OFFSET Z2 

SHORT PR 

AL,MFG_PORT+2 

CL.4 

AL.CL 

SP, OFFSET Z3_0 

SHORT PR 

AL.MFG PORT+2 

AL.OFH - 

SP, OFFSET Z4 



CONVERT AND PRINT 

ADD AL.090H 

DAA 

ADC AL.040H 

DAA 

MOV 
MOV 
INC 
INC 
RET 



[Dll.AL 
ESj[DI J.AL 



DISPLAY 201 ERROR 



MOV 
MOV 
MOV 
INC 
INC 
MOV 



[DIl.AL 
ESj[DI],AL 



J SET STACK SEGMENT TO CODE SEGMENT 

I SET DS TO B/W DISPLAY BUFFER 

I DISPLAY BANK 000000 

J START AT 

t WRITE TO DISPLAY REGEN BUFFER 

1 POINT TO NEXT POSITION 

j CHECK THAT COLOR BUFFER WRITTEN 
I POINT TO START OF BUFFER 

; ES « MONOCHROME 

I SET SEGMENT TO COLOR 

I DS a COLOR 



I DISPLAY A BLANK 

I WRITE TO COLOR BUFFER 

i WRITE TO MONOCHROME REGEN BUFFER 

; POINT TO NEXT POSITION 

I GET THE HIGH BYTE OF FAILING PATTERN 
| SHIFT COUNT 
t NIBBLE SWAP 



ISOLATE TO LOW NIBI 



| GET THE HIGH BYTE OF FAILING PATTERN 
; SHIFT COUNT 
| NIBBLE SWAP 



| CONVERT 00-0F TO ASCII CHARACTER 

J ADD FIRST CONVERSION FACTOR 

J ADJUST FOR NUMERIC AND ALPHA RANGE 

< ADD CONVERSION AND ADJUST LOW NIBBLE 

I ADJUST HIGH NIBBLE TO ASCII RANGE 

I WRITE TO COLOR BUFFER 

S WRITE TO MONOCHROME BUFFER 

} POINT TO NEXT POSITION 



J DISPLAY A BLANK 
J WRITE TO DISPLAY REGEN BUFFER 
I WRITE TO MONOCHROME BUFFER 
I POINT TO NEXT POSITION 



: DISPLAY 201 ERROR 



TEST1 5-35 



1790 


04FD 


88 


05 


1791 


04FF 


261 


t 88 05 


1792 


0502 


47 




1793 


0503 


47 




1794 


0504 


BO 


30 


1795 


0506 


88 


05 


1796 


0508 


261 


I 88 05 


1797 


050B 


47 




1798 


050C 


47 




1799 


050D 


BO 


31 


1800 


050F 


88 


05 


1801 


0511 


261 


t 88 05 


1802 








1803 








1804 








1805 


0514 


BO 


DD 


1806 


0516 


E6 


80 


1807 


0518 


E6 


83 


1808 


051 A 


2B 


C9 


1809 


051C 






1810 








181 1 


051C 


2B 


CO 


1812 


05 IE 


8E 


D8 


1813 


0520 


B8 


AA55 


1814 


0523 


2B 


FF 


1815 


0525 


89 


05 


1816 


0527 


8B 


05 


1817 


0529 


E2 


F1 


1818 


052B 






1819 


052B 


89 


05 


1820 


0S2D 


8B 


05 


1821 


052F 


E2 


FA 


1822 


0531 






1823 


0531 


89 


05 


1824 


0533 


8B 


05 


1825 


0535 


E2 


FA 


1826 


0537 






1827 


0537 


89 


05 


1828 


0539 


8B 


05 


1829 


053B 


E2 


FA 


1830 


053D 






1831 


053D 


89 


05 


1832 


053F 


8B 


05 


1833 


0541 


E2 


FA 


1834 








1835 








1836 








1837 


0543 


E4 


81 


1838 


0545 


E6 


80 


1839 


0547 






1840 


0547 


B8 


AA55 


1841 


054A 


89 


05 


1842 


054C 


8B 


05 


1843 


054E 


E2 


F7 


1844 


0850 






1845 


0550 


89 


05 


1846 


0552 


8B 


05 


1847 


0554 


E2 


FA 


1848 


0556 






1849 


0556 


89 


05 


1850 


0558 


8B 


05 


1851 


055A 


E2 


FA 


1852 








1853 








1854 








1855 


055C 


E4 


82 


1856 


055E 


E6 


80 


1857 


0560 


B8 


AA55 


1858 


0563 


2B 


FF 


1859 


0565 


89 


05 


1860 


0567 


8B 


05 


1861 


0569 


E2 


F8 


1862 


056B 






1863 


056B 


89 


05 


1864 


056D 


8B 


05 


1865 


056F 


E2 


FA 


1866 


0571 






1867 


0571 


89 


05 


1868 


0573 


8B 


05 


1869 


0575 


E2 


FA 


1870 


0577 






1871 


0577 


89 


05 


1872 


0579 


8B 


05 


1873 


057B 


E2 


FA 


1874 


057D 


EB 


95 


1875 








1876 


057F 


04C9 R 


1877 


0581 


04D2 R 


1878 


0583 


04DD R 


1879 


0585 


04F2 R 


1880 








1881 








1882 








1883 








1884 








1885 


0587 






1886 








1887 


0587 


F3/ AB 


1888 


0589 


B8 


R 


1889 


058C 


8E 


D8 


1890 


058E 


89 


IE 0072 R 


1891 








1892 








1893 








1894 


0592 






1895 


0592 


B8 


R 


1896 


0595 


8E 


D8 


1897 


0597 


BC 


0000 


1898 


059A 


8E 


D4 


1899 


059C 


BC 


8000 


1900 








1901 








1902 








1903 


059F 


C6 


06 0084 R 



MOV 
MOV 
INC 
INC 
MOV 
MOV 
MOV 
INC 
INC 
MOV 
MOV 
MOV 



AL.'O' 

[DIl.AL 

ESi[DIJ,AL 



ESi[DI],AL 



; WRITE TO DISPLAY REGEN BUFFER 
; WRITE TO MONOCHROME BUFFER 
I POINT TO NEXT POSITION 



| WRITE TO DISPLAY REGEN BUFFER 
; WRITE TO MONOCHROME BUFFER 
J POINT TO NEXT POSITION 



ROLL ERROR CODE IN MFG_PORT — > FIRST THE CHECKPOINT 



MOV 
OUT 
OUT 
SUB 



SUB 
MOV 
MOV 
SUB 
MOV 
MOV 
LOOP 



AL.ODDH 
MFG PORT.AL 
MFG~PORT+3,AL 

cx.cx 



AX, AX 

DS.AX 

AX.0AA55H 

DI.DI 

[01], AX 

AX,[DI] 



i SETUP SEGMENT 
J WRITE AN AA55 



C31_A 

MOV [DIl.AX 

MOV AX,[DI] 

LOOP C31_B 

MOV [DIl.AX 

MOV AX,[DI] 

LOOP C31 C 



MOV 
MOV 
LOOP 

MOV 
MOV 
LOOP 



[DIl.AX 
AX,[DI] 



[DIl.AX 
AX,[DI] 



ROLL ERROR CODE IN MFG PORT — > NEXT THE HIGH BYTE 



MOV AX.0AA55H 

MOV [DIl.AX 

MOV AX,[DI] 

LOOP C31_G 

MOV [DIl.AX 

MOV AX.[DI] 

LOOP C3i H 



- 


MOV 


[DIl.AX 




MOV 


AX,[DI] 




LOOP 


C31_I 


, 


ROLL 1 


ERROR CODE IN MF( 




IN 


AL.MFG PORT+2 




OUT 


MFG PORT.AL 




MOV 


AX,0*AA55H 


C31_K« 


SUB 


DI.DI 




MOV 


[DIl.AX 




MOV 


AX,[DI] 




LOOP 


C31_K 


C31_L: 








MOV 


[DIl.AX 




MOV 


AX,[DI] 




LOOP 


C31_L 


C31_Mi 








MOV 


[DIl.AX 




MOV 


AX,[DI] 




LOOP 


C31_M 


C31_Nt 








MOV 


[DIl.AX 




MOV 


AX,[DI] 




LOOP 


C31 N 




JMP 


C31~0 


Z1 


DW 


Z1 


Z2"0 


DW 


Z2 


Z3~0 


DW 


Z3 


Z4_0 


DW 


Z4 


1 


CLEAR 


STORAGE ENTRY 


CLR_STGt 





I WRITE AN AA55 

} READ THE FIRST WORD 



THEN THE LOW BYTE 

t LOW BYTE 

t WRITE AN AA55 

I READ THE FIRST WORD 



ASSUME DSsDATA 

REP STOSW 

MOV AX, DATA 

MOV DS.AX 

MOV •RESET_FLAG,BX 

SETUP STACK SEGMENT AND SP 



MOV 
MOV 
MOV 
MOV 
MOV 



AX, DATA 
DS.AX 

SP.POST SS 
SS.SP 
SP.POST SP 



INITIALIZE DISPLAY ROW COUNT 
MOV WOWS, 25-1 



t TEMPORARY STACK 

I TEMPORARY STACK 

; TEMPORARY STACK 

I TEMPORARY STACK 



j RESTORE RESET FLAG 



j SET DATA SEGMENT 

| GET STACK VALUE 

t SET THE STACK UP 

J STACK IS READY TO GO 



t SET ROWS FOR PRINT SCREEN DEFAULT 



5-36 TEST1 



1904 








1905 


05A4 


BO 


It 


1906 


05A6 


E6 


80 


1907 








1908 








1909 








1910 


05A6 


32 


DB 


1911 


05AA 


33 


C9 


1912 








1913 


05AC 






1914 


05AC 


E4 


61 


1916 


05AE 


A8 


10 


1916 


05B0 


El 


FA 


1917 


05B2 






1918 


05B2 


E4 


61 


1919 


05B4 


A8 


10 


1920 


05B6 


EO 


FA 


1921 








1922 


05B8 


FE 


CB 


1923 


05BA 


75 


FO 


1924 








192S 


OSBC 


81 


F9 F780 


1926 


05C0 


73 


07 


1927 


05C2 






1928 


0SC2 


BA 


0101 


1929 


05C5 


E8 


0000 E 


1930 


05C8 


F4 




1931 


0SC9 






1932 


05C9 


81 


F9 F9FD 


1933 


05CD 


77 


F3 


1934 








1935 








1936 








1937 


05CF 


E4 


82 


1938 


0SD1 


24 


FB 


1939 


05D3 


AS 


0012 R 


1940 


05D6 


2A 


CO 


1941 


0508 


E6 


82 


1942 








1943 









1949 
1950 








1951 








1952 








1953 








1954 








1955 


05DA 


OF 


01 EO 


1956 


05DD 


A9 


OOOF 


1957 


05E0 


75 


34 


1958 








1959 








I960 








1961 


08E2 


BO 


12 


1962 


05E4 


E6 


80 


1963 








1964 


05E6 


IE 




1965 


05E7 


07 




1966 


05E8 


BF 


DOAO 


1967 


05EB 


B9 


0003 


1968 


05EE 


B8 


AAAA 


1969 


05F1 


E8 


0619 R 


1970 


05F4 


B8 


5555 


1971 


05F7 


E8 


0619 R 


1972 


05FA 


2B 


CO 


1973 


05FC 


E8 


0619 R 


1974 








1975 








1976 








1977 


05FF 


FD 




1978 


0600 


9C 




1979 


0601 


58 




1980 


0602 


A9 


0200 


1981 


0605 


75 


OF 


1982 


0607 


A9 


0400 


1983 


060A 


74 


OA 


1984 


060C 


FC 




1985 


0600 


9C 




1986 


060E 


58 




1987 


060F 


A9 


0400 


1988 


0612 


75 


02 


1989 








1990 


0614 


EB 


3D 


1991 


0616 






1992 


0616 


F4 




1993 


0617 


EB 


FD 


1994 








1995 








1996 








1997 


0619 


B9 


0003 


1998 


06IC 


F3 


AB 


1999 


061E 


BO 


DOAO 


2000 








2001 


0621 


26 




2002 








2003 


0622 


OF 




2004 


0623 






2005 


0623 


8B 


5E 00 


2006 


0626 






2007 


0623 






2008 


0623 


01 




2009 


0626 






2010 


0626 


BO 


DOAO 


2011 








2012 


0629 


26 




2013 








2014 


062A 


OF 




2015 


062B 






2016 


062B 


8B 


56 00 


2017 


062E 







OUT MFG_PORT,AL | 

VERIFY SPEED /REFRESH CLOCK RATES 

XOR BL.BL 
XOR CX.CX 
EVEN 



( ERROR » I LONG AND 1 



1 1 <><> 

SHORT BEI 



AL.PORT B 

AL, REFRESH BIT 

C34 

AL.PORT B 

AL, REFRESH BIT 

C35 



MOV 

CALL 
HLT 



I CLEAR REFRESH CYCLE REPEAT COUNT 
I INITIALIZE SPEED RATE REGISTER 
I PLACE ON EVEN WORD BOUNDARY 

| READ REFRESH BIT REGISTER 

t MASK FOR BIT 

t DECREMENT LOOP COUNTER TILL ON 

I READ REFRESH BIT REGISTER 

I MASK FOR BIT 

J DECREMENT LOOP COUNTER TILL OFF 



I GET BEEP COUNTS FOR REFRESH ERROR 
I CALL TO POST ERROR BEEP ROUTINES 
j HALT SYSTEM - BAD REFRESH RATE 



GET THE INPUT BUFFER (SWITCH SETTINGS) 

IN 
AND 



MOV 
SUB 
OUT 



AL.DMA PAGE -ft 

AL,KEY~BD INHI 

•MFG TS*T,A*L 

AL.AC 

DMA PAGE+1 ,AL 



I GET THE SWITCH SETTINGS 
B+DSP JMP+MFG LOOP+BASE MEM+BASE_MEM8 
J SA"VE SETTINGS 
I RESET DMA PAGE 



STRIP BITS 



TEST.11A 

VERIFY 286 LGDT/SGDT LIDT/SIDT 

INSTRUCTIONS 
DESCRIPTION 

LOAD GOT AND IDT REGISTERS WITH : 

AA.55,00 AND VERIFY CORRECT. 



VERIFY STATUS INDICATE COMPATIBILITY (REAL) MODE 

SMSW AX | GET THE CURRENT STATUS WORD 

DB OOFH.OOIH.OEOH 

TEST AX.OFH 

JNZ ERR_PROT 

TEST PROTECTED MODE REGISTERS 



PUSH 

POP 

MOV 

MOV 

MOV 

CALL 

MOV 

CALL 

SUB 

CALL 



DS 

ES 

DI.SYS IDT LOC 

CX,3 ~ 

AX.OAAAAH 

WRT PAT 

AX,0"5555H 

WRT PAT 

AX, XX 

WRT PAT 



JZ 



ERR PROTt 

HLT 



TEST 286 CONTROL FLAGS 



STD 

PUSHF 

POP 

TEST 

JNZ 

TEST 



AX.0200H 
ERR PROT 
AX,0"400H 
ERR PROT 



SHORT C37A 



SHORT ERR PROT 



<><> CHECKPOINT 12 <><> 
SET ES TO SAME SEGMENT AS DS 
USE THIS AREA TO BUILD TEST PATTERN 
FIRST PATTERN 



INTERRUPT FLAG SHOULD BE OFF 

GO IF NOT 

CHECK DIRECTION FLAG 

GO IF NOT SET 

CLEAR DIRECTION FLAG 

INSURE DIRECTION FLAG IS RESET 



WRITE TO 286 REGISTERS 



WRT PAT I MOV 
REP 
MOV 
SEGOV 



770001 LABEL 
MOV 

770002 LABEL 
ORG 



ORG 
MOV 
SEGOV 



770004 LABEL 
MOV 

770005 LABEL 



CX.3 

STOSW 

BP.SYS IDT LOC 

ES 

026H 

[BP] 

OOFH 

BYTE 

BX.WORD PTR [BP] 

BYTE 

OFFSET CSl 770001 

001H 

OFFSET CS: 770002 

BP.SYS IDT LOC 

ES 

026H 

[BP] 

OOFH 

BYTE 

DX.WORD PTR [BP] 

BYTE 



GO IF NOT 

TEST OK CONTINUE 



I STORE 6 BYTES OF PATTERN 

i LOAD THE IDT 

| REGISTER FROM THIS AREA 



I LOAD THE GDT 

; FROM THE SAME AREA 



TEST1 5-37 



2018 


062B 






2019 


062B 


01 




2020 


062E 






2021 








2022 








2023 








2024 


062E 


BD 


D6A0 


2025 








2026 


0631 


26 




2027 








2028 


0632 


OF 




2029 


0633 






2030 


0633 


8B 


4E 00 


2031 


0636 






2032 


0633 






2033 


0633 


01 




2034 


0636 






2035 


0636 


BO 


D8A5 


2036 








2037 


0639 


26 




2038 








2039 


063A 


OF 




2040 


063B 






2041 


063B 


03 


46 00 


2042 


063E 






2043 


063B 






2044 


063B 


01 




2045 


063E 






2046 


063E 


BF 


OOAO 


2047 


0641 


8B 


05 


2048 


0643 


B9 


0005 


2049 


0646 


BE 


D8A0 


2050 


0649 


261 


1 3B 04 


2051 


064C 


75 


C8 


2052 


064E 


46 




2053 


064F 


46 




2054 


0650 


E2 


F7 


2055 


0652 


C3 




2056 








2057 








2058 








2059 








2060 


0653 






2061 


0653 


2A 


CO 


2062 


0655 


E6 


F1 


2063 


0657 


BO 


1 1 


2064 


0659 


E6 


20 


2065 


065B 


EB 


00 


2066 


065D 


BO 


08 


2067 


065F 


E6 


21 


2068 


0661 


EB 


00 


2069 








2070 


0663 


BO 


04 


2071 


0665 


E6 


21 


2072 














2073 


0669 


BO 


01 


2074 


066B 


E6 


21 


2075 


066D 


EB 


00 


2076 


066F 


BO 


FF 


2077 


0671 


E6 


21 


2078 








2079 








2080 








2081 








2082 








2083 


0673 


BO 


13 


2084 


0675 


E6 


80 


2085 








2066 


0677 


BO 


11 


2087 


0679 


E6 


AO 


2088 


067B 


EB 


00 


2089 


067D 


BO 


70 


2090 


067F 


E6 


Al 


2091 


0681 


BO 


02 


2092 


0683 


EB 


00 


2093 


0685 


E6 


Al 


2094 


0687 


EB 


00 


2095 


0689 


BO 


01 


2096 


068B 


E6 


Al 


2097 


068D 


EB 


00 


2098 


068F 


BO 


FF 


2099 


0691 


E6 


Al 


2100 








2101 








2102 








2103 


0693 


BO 


14 


2104 


0695 


E6 


80 


2105 








2106 


0697 


B9 


0078 


2107 


069A 


2B 


FF 


2108 


069C 


8E 


C7 


2109 


069E 


B8 


0000 E 


2110 


06AI 


AB 




2111 


06A2 


ac 


ca 


2112 


06A4 


AB 




2113 


06A5 


E2 


F7 


2114 








2115 








2116 








2117 


06A7 


BO 


15 


21 18 


06A9 


E6 


80 


21 19 








2120 








2121 


06AB 


BF 


0040 R 


2122 


06AE 


OE 




2123 


06AF 


IF 




2(24 








2125 


06B0 


BE 


0010 E 


2126 


06B3 


B9 


0010 


2127 








2128 


06B6 


A5 




2129 


06B7 


47 




2130 


06B8 


47 




2131 


06B9 


E2 


FB 





ORG 


OFFSET CS 1770004 




DB 


OOIH 




ORG 


OFFSET CSt 770005 


1 


READ AND VERIFY 286 REGISTERS 




MOV 


BP.GDT LOC 




SEGOV 


ES 




DB 


026H 




SIDT 


[BP] 




DB 


OOFH 


770007 


LABEL 


BYTE 




MOV 


CX,[BP] 


770008 


LABEL 


BYTE 




ORG 


OFFSET CSt 770007 




DB 


001H 




ORG 


OFFSET CSt 770008 




MOV 


BP.GDT LOC+5 




SEGOV 


ES 




DB 


026H 




SGDT 


[BP] 




DB 


OOFH 


??000A 


LABEL 


BYTE 




ADD 


AX,[BP] 


77000B 


LABEL 


BYTE 




ORG 


OFFSET CSt?7000A 




DB 


001H 




ORG 


OFFSET CSi?7000B 




MOV 


DI.SYS IDT LOC 




MOV 


AX,[DIT " 




MOV 


CX.5 




MOV 


SI.GDT LOC 


C37BI 


CMP 


AX.EStTSI] 




JNZ 


ERR PROT 




INC 


SI ~ 




INC 


SI 




LOOP 


C37B 




RET 





$ STORE THE REGISTERS HERE 
J GET THE IDT REGISTERS 



I GET THE GDT REGISTERS 



I GET THE PATTERN WRITTEN 
I CHECK ALL REGISTERS 
I POINT TO THE BEGINNING 



I CONTINUE TILL DONE 



INITIALIZE THE 8259 INTERRUPT #1 CONTROLLER CHIP 



SUB 


AL.AL 


OUT 


X287+1.AL 


MOV 


AL.11H 


OUT 


INTAOO.AL 


JMP 


S+2 


MOV 


AL,8 


OUT 


INTA01 ,AL 


JMP 


S+2 


MOV 


AL.04H 


OUT 


INTA01.AL 










MOV 


AL.01H 


OUT 


INTA01.AL 


JMP 


S+2 


MOV 


AL.OFFH 


OUT 


INTA01.AL 



I RESET MATH PROCESSOR 

I ICW1 - EDGE, MASTER, ICW4 



I I/O DELAY 
I SETUP ICW3 



INTERRUPT TYPE 8 (8-F) 



MASTER LEVEL 2 



i SETUP ICW4 - MASTER, 8086 MODE 

t I/O DELAY 

J MASK ALL INTERRUPTS OFF 

t (VIDEO ROUTINE ENABLES INTERRUPTS) 



INITIALIZE THE 8259 INTERRUPT #2 CONTROLLER CHIP 



MOV 
OUT 
JMP 
MOV 
OUT 
MOV 
JMP 
OUT 



I <><> CHECKPOINT 13 <><> 
I ICW1 - EDGE, SLAVE ICW4 



| SETUP ICW3 - SLAVE LEVEL 2 



AL.13H 
MFG_PORT,AL 

AL.11H 

INTBOO.AL 

S+2 

al.int type 
intboiTal 

AL.02H 
$+2 

INTB01.AL 
JMP $+2 
MOV AL.01H 
OUT INTB01.AL 
JMP S+2 
MOV AL.OFFH 
OUT INTB01.AL 

SET UP THE INTERRUPT VECTORS TO TEMPORARY INTERRUPT 



8086 MODE, SLAVE 



AL.I4H 
MFG_PORT,AL 

CX.78H 

DI.DI 

ES.DI 

AX, OFFSET D1 1 



t 



CHECKPO I NT 



14 <><> 



I FILL ALL INTERRUPT LOCATIONS 

I FIRST INTERRUPT LOCATION 

I SET (ES) ALSO 

J GET ADDRESS OF INTERRUPT OFFSET 

I PLACE IN INTERRUPT VECTOR LOCATION 

I GET THE CURRENT CODE SEGMENT 

I PLACE CODE SEGMENT IN VECTOR LOCATION 



MOV 

SUB 

MOV 

MOV 

STOSW 

MOV 

STOSW 

LOOP 

ESTABLISH BIOS SUBROUTINE CALL INTERRUPT VECTORS 

MFG_PORT,AL | <><> CHECKPOINT 15 <>•<> 

D I, OFFSET ©VIDEO INT | SET VIDEO INTERRUPT AREA 

CS 

DS | SET UP ADDRESS OF VECTOR TABLE 

AX.DS j SET AXsSEGMENT 

SI, OFFSET VECTOR TABLE+16 J START WITH VIDEO ENTRY 

CX.16 

I MOVE VECTOR TABLE TO LOW MEMORY 
DI 
DI | SKIP SEGMENT POINTER 



MOV 
MOV 
MOV 

MOVSW 
INC 
INC 
LOOP 
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2132 








2133 








2134 








2135 








2136 








2137 








213S 








2139 








2140 








2141 








2142 


06BB 


E8 


0000 E 


2143 








2144 


06BE 


BO 


16 


2145 


06C0 


E6 


80 


2146 








2147 








2148 








2149 


06C2 


BO 


8D 


2150 


06C4 


E8 


0000 E 


2151 


06C7 


A8 


80 


2152 


06C9 


74 


OB 


2153 








2154 


06CB 


BO 


8E 


2155 


06CD 


E8 


0000 E 


2156 


0600 


A8 


80 


2157 


06D2 


74 


15 


2158 








2159 


06D4 


EB 


64 


2160 








2161 








2162 








2163 


06D6 


BO 


17 


2164 


06D8 


E6 


80 


2165 








2166 


06DA 


B8 


8E8E 


2167 


06DD 


E8 


0000 E 


2168 


06E0 


OC 


80 


2169 


06E2 


86 


C4 


2170 


06E4 


E8 


0000 E 


2171 


06E7 


EB 


51 


2172 








2173 








2174 








2175 


06E9 


B8 


8E8E 


2176 


06EC 


E8 


0000 E 


2177 


06EF 


81 


3E 0072 R 


2178 


06F5 


75 


04 


2179 








2180 


06F7 


24 


10 


2181 


06F9 


EB 


02 


2182 


06FB 






2183 


06FB 


2A 


CO 


2184 


06FD 






2185 


06FD 


86 


C4 


2186 


06FF 


E8 


0000 E 


2187 








2188 


0702 


2B 


DB 


2189 


0704 


2B 


C9 


2190 


0706 


Bt 


90 


2191 


0708 


B5 


AE 


2192 








2193 


070A 


8A 


CI 


2194 


070C 


E8 


0000 E 


2195 


070F 


2A 


E4 


2196 


071 1 


03 


D8 


2197 


0713 


FE 


CI 


2198 


0715 


3A 


E9 


2199 


0717 


75 


F1 


2200 


0719 


OB 


DB 


2201 


071B 


74 


10 


2202 


071D 


BO 


AE 


2203 


071F 


E8 


0000 E 


2204 


0722 


8A 


EO 


2205 


0724 


BO 


AF 


2206 


0726 


E8 


0000 E 


2207 


0729 


3B 


C3 


2208 


072B 


74 


OD 


2209 








2210 








2211 








2212 


072D 


B8 


8E8E 


2213 


0730 


E8 


0000 E 


22(4 


0733 


OC 


40 


2215 


0735 


86 


C4 


2216 


0737 


E8 


0000 E 


2217 








22 1 8 








2219 








2220 


073A 






222 1 


073A 


B8 


8A8A 


2222 


0730 


E8 


0000 E 


2223 


0740 


24 


OF 


2224 


0742 


75 


07 


2225 








2226 


0744 


BO 


26 


2227 


0746 


86 


C4 


2228 


0748 


E8 


0000 E 


2229 


074B 






2230 


074B 


BO 


18 


2231 


074D 


E6 


80 


2232 








2233 








2234 








2235 


074F 


E4 


61 


2236 


075 1 


OC 


OC 


2237 


0753 


E6 


61 


2238 








2239 








2240 








2241 


0755 


BO 


19 


2242 


0757 


E6 


80 


2243 








2244 


0759 


B8 


018F 


2245 


075C 


E8 


0000 E 



TEST. 12 

VERIFY CMOS CHECKSUM/BATTERY OK 

DESCRIPTION 

DETERMINE IF CONFIG RECORD 

CAN BE USED FOR INITIALIZATION. 



OUT MFG_PORT, AI- 
IS THE BATTERY LOW THIS POWER I 



MOV 
CALL 
TEST 



MOV 
CALL 
TEST 



AL.CMOS REG D+NM1 
CMOS REXD 
AL.lffOOOOOOB 
CMOS 1 A 

AL.CMOS DIAG+NMI 
CMOS REA"D 
AL.BAD BAT 
CM0S1 ~ 

SHORT CM0S4 



t 

CMOS 1 A 1 


SET DEf 
MOV 


"ECTIVE BATTERY FLAG 
AL.17H 




OUT 


MFG_PORT,AL 




MOV 


AX, X* (CMOS DIAG+NMI) 




CALL 


CMOS READ 




OR 


AL,BA*D BAT 




XCHG 


AL.AH ~ 




CALL 


CMOS WRITE 




JMP 


SHORT CM0S4 


1 


VERIFY 


CHECKSUM 


CMOS 1 I 


MOV 


AX, X* (CMOS DIAG+NMI) 




CALL 


CMOS READ 




CMP 


•RESET FLAG.1234H 




JNZ 


CMOSlJt 




AND 


AL.W MEM SIZE 




JMP 


SHORT CMOSt B 


CMOSI_A 








SUB 


AL.AL 


CM0S1_B 








XCHG 


AL.AH 




CALL 


CMOS_WR I TE 




SUB 


BX.BX 




SUB 


CX.CX 




MOV 


CL.CMOS DISKETTE+NMI 




MOV 


CH , CMOS_CKSUM_H I +NM 1 


CM0S2I 


MOV 


AL.CL 




CALL 


CMOS READ 




SUB 


AH.AR 




ADD 


BX.AX 




INC 


CL 




CMP 


CH.CL 




JNZ 


CMOS2 




OR 


BX.BX 




JZ 


CMOS3 




MOV 


AL.CMOS CKSUM HI+NMI 




CALL 


CMOS READ 




MOV 


AH, AC 




MOV 


AL.CMOS CKSUM LO+NMI 




CALL 


CMOS REA*D 




CMP 


AX.BX" 




JZ 


CM0S4 


1 


SET CMOS CHECKSUM ERROR 


CM0S3 I 


MOV 


AX,X*(CMOS DIAG+NMI) 




CALL 


CMOS READ ~ 




OR 


AL,BA"D CKSUM 




XCHG 


AL.AH 




CALL 


CMOS_WR 1 TE 


1 


1 NSURE 


CMOS DIVIDERS SET 


CM0S4S 








MOV 


AX, X» (CMOS REG A+NMI) 




CALL 


CMOS READ 




AND 


AL.OOTH 




JNZ 


CMOS 9 




MOV 


AL.26H 




XCHG 


AL.AH 




CALL 


CMOS_WR 1 TE 


CM0S9 1 


MOV 


AL.18H 




OUT 


MFG_PORT,AL 


} 


ENABLE 


PROTECTED MODE 




IN 


AL.PORT B 




OR 


al,ram_Par_off 



1 SET THE DATA SEGMENT 



I CHECK BATTERY CONDITION 
J READ THE BATTERY STATUS 
I IS THE BATTERY LOW? 
I ERROR IF YES 

I GET THE OLD STATUS 

I FROM DIAGNOSTIC STATUS BYTE 

I HAS CUSTOMER SETUP BEEN EXECUTED? 

J GO CHECK CHECKSUM IF YES 

I CONTINUE WITHOUT CONFIGURATION 



I 

t CMOS DIAGNOSTIC STATUS BYTE 

| GET THE CURRENT STATUS 

I SET THE DEAD BATTERY FLAG 

I SAVE 

I OUTPUT THE STATUS 

I GO TO MINIMUM CONFIGURATION 



t CLEAR OLD STATUS 

I GET THE CURRENT STATUS 

I IS THIS A SOFT RESET 

I GO IF NOT 

| CLEAR ALL BUT THE CMOS/POR MEMORY SIZE 



I CLEAR STATUS IF POWER ON RESET 
I SAVE THE CURRENT STATUS 



S SET START OF CMOS CHECKSUMED AREA 

I SET END OF CMOS CHECKSUMED AREA +1 
I (FIRST BYTE OF CHECKSUM) 

t ADDRESS THE BEGINNING 

I INSURE AH=0 

I ADD TO CURRENT VALUE 

I POINT TO NEXT BYTE ADDRESS IN CMOS 

I FINISHED? (AT CHECKSUM BYTE HIGH) 

I GO IF NOT 

I BX MUST NOT BE 

t CMOS BAD IF CHECKSUMS 

! GET THE CHECK SUM HIGH BYTE 

j FIRST BYTE OF CHECKSUM 

| SAVE IT 

I SECOND BYTE OF CHECKSUM 



I ADDRESS DIAGNOSTIC STATUS 

I GET THE CURRENT STATUS 

| SET BAD CHECKSUM FLAG 

J SAVE IT 

j SET FLAG 



i ADDRESS CMOS REGISTER A 

j GET CURRENT DIVISORS 

t LOOK AT PERIODIC RATE BITS 

J EXIT IF SET TO SOMETHING USEFUL 

I ELSE SET THE STANDARD DEFAULT USED BY 
I BIOS FOR THE 976.56 US RATE 
I FOR THE PERIODIC CLOCK 



<><> CHECKPOINT 18 • 



t DISABLE MEMORY AND I/O PARITY CHECKS 



OUT PORT_B,AL 

SET RETURN ADDRESS BYTE IN CMOS 



TEST1 5-39 



2246 

2247 075F 

2248 0762 

2249 0764 

2250 0767 

225 1 
2252 

2253 076A 

2254 076C 
2255 
2256 
2257 

2258 076E 

2259 0770 

2260 0771 
226) 0777 

2262 077C 

2263 077F 

2264 0781 
2265 
2266 
2267 
2268 
2269 
2270 
227) 
2272 
2273 
2274 
2275 
2276 
2277 
2278 
2279 
2280 
2281 
2282 

2283 0784 

2284 0787 

2285 078A 
2286 

2287 078C 

2288 078F 

2289 0792 
2290 
2291 
2292 

2293 0795 

2294 0796 
2295 
2296 
2297 

2298 0798 
2299 
2300 
2301 

2302 079E 
2303 
2304 
2305 

2306 07A3 

2307 07A8 
2308 

2309 07AE 

2310 07B0 
2311 

2312 07B2 
2313 
2314 
2315 

2316 07B5 

2317 07B5 

2318 07B7 

2319 07B8 

2320 07BB 

2321 07BO 
2322 

2323 07C0 

2324 07C0 
2325 
2326 
2327 

2328 07C3 
2329 
2330 
2331 

2332 07C7 

2333 07CC 

2334 07CE 

2335 07D1 
2336 
2337 
2338 

2339 07D4 

2340 07D4 

2341 07D6 

2342 07D9 

2343 07DB 

2344 07OE 

2345 07E0 

2346 07E3 

2347 07E6 

2348 07E8 
2349 

2350 07EA 

2351 07EB 

2352 07ED 
2353 
2354 
2355 

2356 07EE 

2357 07F4 

2358 07F5 
2359 



MOV 
MOV 
MOV 
CALL 



SP.POST SS 
SS.SP 

SP.POST SP 
SYSINITT 



6A 08 

IF 

C7 06 005A 0000 

C6 06 005C 00 

BE 0058 

8E D6 

BC FFFD 



SET TEMPORARY STACK 
PUSH BYTE PTR GDT PTR 



POP DS 

MOV DStSS TEMP. BASE LO WORD.O 

MOV BYTE FTR DS: (SS""TEMP.BASE HI_BYTE) , 

MOV Sl.SS TEMP 

MOV SS.Sl" 

MOV SP.MAX SEG LEN-2 



J SET STACK FOR SYS I NIT 1 



J SET (DS:) SELECTOR TO GDT SEGMENT 



SIZE DETERMINE ( — > 640K ) 

DESCRIPTION: 

THIS ROUTINE RUNS IN PROTECTED MODE IN ORDER TO ADDRESS ALL OF STORAGE. 
IT CHECKS THE MACHINE STATUS WORD (MSW) FOR PROTECTED MODE AND THE BASE 
MEMORY SIZE IS DETERMINED AND SAVED. BIT 4 OF THE CMOS DIAGNOSTIC 
STATUS BYTE IS SET IF 512K — > 640K MEMORY IS INSTALLED. 
DURING A POWER UP SEQUENCE THE MEMORY SIZE DETERMINE IS DONE WITH 
PLANAR AND I/O PARITY CHECKS DISABLED. DURING A SOFT RESET THE MEMORY 
SIZE DETERMINE WILL CHECK FOR PARITY ERRORS. 



OF 01 EO 
A9 0001 
75 OC 

B8 088F 
E8 0000 E 
E9 0000 E 



C7 06 0048 FFFF 



C6 06 004D 93 



INSURE PROTECTED MODE 

SMSW AX 

DB 00FH.001H.0E0H 

TEST AX,VIRTUAL_ENABLE 

JNZ VIR_OK 



J GET THE MACHINE STATUS WORD 
J ARE WE IN PROTECTED MODE 



MOV 

CALL 

JMP 



AX,8»H+(CM0S SHUTJDOWN+NM1) | SET THE RETURN ADDRESS 
CMOS WRITE | AND SET SHUTDOWN 8 

PROC SHUTDOWN J CAUSE A SHUTDOWN 



| VIRTUAL MODE ERROR HALT 

SHUTS: HLT 



SHUT8 ; ERROR HALT 

, 64K SEGMENT LIMIT 

VIR_OK: MOV DS:ES_TEMP.SEG_LIMIT,MAX_SEG_LEN 

, CPL0| DATA ACCESS RIGHTS 

MOV BYTE PTR DS: ( ESJTEMP . DATA_ACC_R I GHTS ) ,CPL0_DATA_ACCESS 

, START WITH SEGMENT ADDRESS 01-0000 (SECOND 64K) 

MOV BYTE PTR DS : (ESJTEMP. BASE HI_BYTE),0IH 
MOV DS: ESJTEMP. BASE J_OJHfORD,0H 



E8 07D4 R 

74 03 

E9 0872 R 



FE 06 004C 



80 3E 004C OA 
75 E7 
E8 084F R 
E9 0872 R 



2B FF 
B8 AA55 
8B C8 
26: 89 05 
BO OF 
26: 8B 05 
26: 89 05 
33 CI 
75 65 



OUT MFG_PORT,AL 

MOV BX,16*4 

START STORAGE SIZE /CLEAR 

IE: 

PUSH BYTE PTR ES TEMP 

POP ES 

CALL HOW BIG 

JZ NOT~FIN 

JMP DONE 



J SET THE FIRST 64K DONE 



! POINT ES TO DATA 

I POINT TO SEGMENT TO TEST 

J DO THE FIRST 64K 

J CHECK IF TOP OF MEMORY 



ADD 



BX, 16*4 
DO NEXT 64K (0X0000) BLOCK 

INC BYTE PTR DS :( ESJTEMP . BASEJri I _BYTE ) 
CHECK FOR END OF FIRST 640K (END OF BASE MEMORY) 

JNZ NOT DONE 
CALL HOW~BIG_END 
JMP DONE 

FILL /CHECK LOOP 



BUMP MEMORY COUNT BY 64K 



{ GO SET MEMORY SIZE 



IE 



81 3E 0072 R 1234 

IF 

75 36 



SUB 
MOV 
MOV 
MOV 
MOV 
MOV 
MOV 
XOR 
JNZ 

PUSH 
PUSH 
POP 



Dl ,DI 

AX.0AA55H 

CX.AX 

ES:[DI],AX 

AL.OFH 

AX,ES:[DI] 

ES:[DI],AX 

AX.CX 

HOW _B I G_END 

DS 

BYTE PTR RSDAJPTR 

DS 



IS THIS A SOFT RESET 

©RESET FLAG.1234H 

DS 

HOW BIG 2 



CMP 
POP 
JNZ 



j TEST PATTERN 

| SAVE PATTERN 

J WRITE PATTERN TO MEMORY 

| PUT SOMETHING IN AL 

I GET PATTERN 

; INSURE NO PARITY I/O CHECK 

; COMPARE PATTERNS 

; GO END IF NO COMPARE 

| POINT TO SYSTEM DATA AREA 

I GET (DS:) 



; SOFT RESET 
; RESTORE DS 
I GO IF NOT SOFT RESET 



5-40 TEST1 



2360 








2361 








2362 


07F7 


26 


C7 05 0101 


2363 








2364 


07FC 


E4 


61 


2365 


07FE 


OC 


OC 


2366 


0800 


E6 


61 


2367 


0802 


24 


F3 


2368 


0804 


E6 


61 


2369 


0806 


6A 


FF 


2370 


0808 


58 




2371 


0809 


26 


8B 05 


2372 








2373 


080C 


E4 


61 


2374 


080E 


24 


CO 


2375 


0810 


26 


89 05 


2376 


0813 


75 


3A 


2377 








2378 








2379 








2380 


0815 


26 


C7 05 FFFF 


2381 


081 A 


26 


SB 05 


2382 


08 ID 


50 




2383 


08 IE 


E4 


61 


2384 


0820 


24 


CO 


2385 


0822 


26 


89 05 


2386 


0825 


58 




2387 


0826 


75 


27 


2388 


0828 


3D 


FFFF 


2389 


082B 


75 


22 


2390 








2391 








2392 








2393 


082D 






2394 


082D 


2B 


CO 


2395 


082F 


B9 


8000 


2396 


0832 


F3 


AB 


2397 








2398 


0834 


IE 




2399 


0835 


06 




2400 


0836 


06 




2401 


0837 


IF 




2402 


0838 


B9 


8000 


2403 


083B 


2B 


F6 


2404 


083D 


F3 


AD 


2405 


083F 


2B 


FF 


2406 


0841 


E4 


61 


2407 


0843 


24 


CO 


2408 


0845 


26 


C7 05 0000 


2409 


084A 


07 




2410 


084B 


IF 




241 1 


084C 


75 


01 


2412 








2413 


084E 


C3 




2414 








2415 


084F 






2416 


084F 


9C 




2417 


0850 


BO 


1C 


2418 


0852 


E6 


80 


2419 








2420 








2421 








2422 


0854 


B8 


B3B3 


2423 


0857 


E8 


0000 E 


2424 


085A 


OC 


80 


2425 


085C 


81 


FB 0200 


2426 


0860 


77 


02 


2427 


0862 


24 


7F 


2428 


0864 






2429 


0864 


86 


C4 


2430 


0866 


E8 


0000 E 


2431 








2432 


0869 


6A 


18 


2433 


086B 


IF 




2434 


086C 


89 


IE 0013 R 


2435 


0870 


9D 




2436 


0871 


C3 




2437 








2438 








2439 








2440 








2441 








2442 








2443 








2444 








2445 








2446 








2447 








2448 








2449 








2450 


0872 






2451 


0872 


6A 


08 


2452 


0874 


IF 




2453 








2454 








2455 








2456 


0875 


C6 


06 004C 10 


2457 


087A 


C7 


06 004A 000 


2458 








2459 


0880 


BO 


ID 


2460 


0882 


E6 


80 


2461 








2462 


0884 


2B 


DB 


2463 








2464 








2465 








2466 


0886 






2467 


0886 


6A 


48 


2468 


0888 


07 




2469 


0889 


E8 


08A5 R 


2470 


088C 


74 


03 


2471 








2472 


088E 


E9 


092C R 


2473 









INSURE NO PARITY WITH PARITY BITS OFF 

MOV WORD PTR ESl [Dl ] ,01 01H | TURN OFF BOTH PARITY BITS 



AL.PORT B 
AL,RAM_PAR_OFF 



OUT 


PORT B7AL ~ 


AND 


AL.RAM PAR ON 


OUT 


PORT B7AL 


PUSH 


BYTE~PTR OFFH | 


POP 


AX I 


MOV 


AX,ESl[DI] | 


IN 


AL.PORT B | 


AND 


AL, PARITY ERR 


MOV 


ES«[DI],AX" i 


JNZ 


HOW_BIG_END | 


I CHECK 


ALL BITS WRITE OK 


MOV 


WORD PTR ESt(DI],OFFFFH j 


MOV 


AX,ES([DI] | 


PUSH 


AX t 


IN 


AL.PORT B | 


AND 


AL, PARITY ERR 


MOV 


ES«[DI],AX" ; 


POP 


AX ! 


JNZ 


HOW BIG END | 


CMP 


ax.SfffFh 


JNZ 


HOW_BIG_END 


» CHECK 


64K BLOCK FOR PARITY CHECK 


HOW BIG 2t 




SUB 


AX, AX t 


MOV 


CX,2000H*4 | 


REP 


STOSW ; 


PUSH 


DS 


PUSH 


ES 


PUSH 


ES ; 


POP 


DS 


MOV 


CX,2000H - 4 j 


SUB 


SI, SI 


REP 


LODSW 


SUB 


DI.DI | 


IN 


AL.PORT B | 


AND 


AL, PARITY ERR 


MOV 


WORD PTR ESt[DI],0 ; 


POP 


ES | 


POP 


DS 


JNZ 


HOW_BIG_END I 


RET 




HOW BIG ENDt 




"PUSHF 




MOV 


AL.1CH j 


OUT 


MFG_PORT,AL | 


j SET OP 


RESET 512 TO 640 INSTALLED 


MOV 


AX, X* (CMOS 1NF0128+NM1) J 


CALL 


CMOS READ | 


OR 


AL.M640K 


CMP 


BX.5I2 t 


JA 


K640 | 


AND 


AL.NOT M640K 


K640: 




XCHG 


AL.AH t 


CALL 


CMOS_WR I TE i 


PUSH 


BYTE PTR RSDA PTR | 


POP 


DS 


MOV 


•MEMORY SIZE.BX | 


POPF 




RET 





I TOGGLE PARITY CHECK ENABLES 



PLACE OFFFFH IN STACK (BUS BITS ON) 
DELAY - CAUSING BUS BITS ON 
CHECK PARITY 

CHECK FOR PLANAR OR I/O PARITY CHECK 



TURN ON ALL BITS 
CHECK FOR FFFFH 
SAVE RESULTS 
CHECK FOR PLANAR OR 



10 PARITY CHECK 



CLEAR POSSIBLE PARITY ERROR 

GET RESULTS 

GO IF PARITY CHECK 



WRITE ZEROS 

SET COUNT FOR 32K WORDS 

FILL 32K WORDS 



GET ES TO DS 

SET COUNT FOR 32K WORDS 



GO IF PLANAR OR I/O PARITY CHECK 



SAVE THE CURRENT FLAGS 

<><> CHECKPOINT 1C <><> 



-> 640 INSTALLED 



RESTORE THE DATA SEGMENT 



( ABOVE 1024K ) 

DESCRIPTIONS 

THIS ROUTINE RUNS IN PROTECTED MODE IN ORDER TO ADDRESS ABOVE 1 MEG. 
THE MEMORY SIZE IS DETERMINED AND SAVED IN CMOS. 

DURING A POWER UP SEQUENCE THE MEMORY SIZE DETERMINE IS DONE WITH 
PLANAR AND I/O PARITY CHECKS DISABLED. DURING A SOFT RESET THE MEMORY 
SIZE DETERMINE WILL CHECK FOR PARITY ERRORS. 



BYTE PTR GDT PTR 



I POINT DS TO THE DESCRIPTOR TABLE 



START WITH SEGMENT ADDRESS 10-0000 (ONE MEG AND ABOVE) 

MOV BYTE PTR DSHES TEMP. BASE HI BYTE), I OH 
MOV DStES_TEMP.BASE~LO_WORD,0H ~ 



; START WITH COUNT 



MOV 
OUT 


AL.1DH 
MFG_PORT,AL 


SUB 


BX.BX 


START 


STORAGE SIZE /CLEAR 



I POINT ES TO DATA 

I POINT TO SEGMENT TO TEST 

; DO THE FIRST 64K 

j CHECK IF TOP 

I GO IF TOP 



TEST1 5-41 



2474 


0891 


83 C3 40 


2475 






2476 






2477 






2478 


0894 


FE 06 004C 


2479 






2480 






2481 






2482 


0898 


80 3E 004C FE 


2483 


0890 


75 E7 


2484 


089F 


E8 0919 R 


2485 


08A2 


E9 092C R 


2486 






2487 






2488 






2489 


08A5 




2490 


08A5 


2B FF 


249 1 


08A7 


B8 AA55 


2492 


06AA 


8B C8 


2493 


08AC 


26 t 89 05 


2494 


08AF 


BO OF 


2495 


08BI 


261 8B 05 


2496 


08B4 


26 i 89 05 


2497 


08B7 


33 CI 


2498 


08B9 


75 5E 


2499 






2500 






2501 






2502 


08BB 


IE 


2503 


08BC 


6A 18 


2504 


08BE 


IF 


2505 


08BF 


61 3E 0072 R 12 


2506 


08C5 


IF 


2507 


08C6 


75 2F 


2508 






2509 






2510 






2511 


08C8 


26 > C7 05 0101 


2512 


08CD 


6A FF 


2513 


08CF 


58 


2514 


08D0 


26 t 8B 05 


2515 






2516 


0803 


E4 61 


2517 


08D5 


24 CO 


25(8 


0807 


26i 89 05 


2519 


08DA 


75 3D 


2520 






2521 






2522 






2523 


08DC 


26 i C7 05 FFFF 


2524 


08EI 


6A 00 


2525 


08E3 


58 


2526 


08E4 


26 t 8B 05 


2S27 


OUE7 


SO 


2528 


08E8 


E4 61 


2529 


08EA 


24 CO 


2530 


08EC 


26s 89 05 


2531 


08EF 


58 


2532 


08F0 


75 27 


2533 


08F2 


3D FFFF 


2534 


08F5 


75 22 


2535 






2536 






2537 






2538 


08F7 




2539 


08F7 


2B CO 


2540 


08F9 


B9 8000 


2541 


08FC 


F3/ AB 


2542 






2543 






2544 






2545 


08FE 


IE 


2546 


08FF 


06 


2547 


0900 


06 


2548 


0901 


IF 


2549 


0902 


B9 8000 


2550 


0905 


2B F6 


2551 


0907 


F3/ AD 


2552 


0909 


2B FF 


2553 


090B 


E4 61 


2554 


090D 


24 CO 


2555 


090F 


26: C7 05 0000 


2556 


6914 


07 


2557 


0915 


IF 


2558 


0916 


75 01 


2559 






2560 


0918 


C3 


2561 






2562 


0919 




2563 


0919 


BO IE 


2564 


091B 


E6 80 


2565 






2566 






2567 






2568 


0910 


BO BO 


2569 


091F 


8A E3 


2570 


0921 


E8 0000 E 


2571 


0924 


BO Bl 


2572 


0926 


8A E7 


2573 


0928 


E8 0000 E 


2574 


092B 


C3 


2575 






2576 






2577 






2578 


092C 


BO IF 


2579 


092E 


E6 80 


2580 


0930 


C6 06 004C 00 


2581 


0935 


2B FF 


2582 


0937 


BA FFFF 


2583 


093A 


E8 0969 R 


2584 


093D 


2B 02 


2585 






2586 


093F 


C6 06 004C 08 


2587 


0944 


E8 0969 R 



DONEAi ADD BX,16*4 

I DO NEXT 64K (XXOOOO) BLOCK 

INC BYTE PTR DS t (ES_TEMP.BASE_HI_BYTE) 
I CHECK FOR TOP OF MEMORY (FE0000) 



I BUMP MEMORY COUNT BY 64K 



CMP 

JNZ NOT DONE! 

CALL HOW~BIG END 

JMP DONEl ~ 



BYTE PTR DS«(ES TEMP. BASE HI BYTEI.OFEH J LAST OF MEMORY? 

- - - | GO IF NOT 

t GO SET MEMORY SIZE 



j FILL/CHECK LOOP 

HOW BIGIi 



MOV 
MOV 
MOV 
MOV 
MOV 
MOV 
XOR 
JNZ 



DI.DI 

AX.0AA55H 

CX.AX 

ESt[DI],AX 

AL.OFH 

AX.ESsfOI] 



ES:[Di: 



,AX 



» TEST PATTERN 

t SAVE PATTERN 

I SEND PATTERN TO MEMORY 

t PUT SOMETHING IN AL 

I GET PATTERN 

| INSURE NO PARITY I/O CHECK 

I COMPARE PATTERNS 

I GO END IF NO COMPARE 



S THIS A SOFT RESET 

OS 

BYTE PTR RSDA PTR 



PUSH 
PUSH 
POP 
CMP 



DS 



| POINT TO SYSTEM DATA AREA 



•RESET FLAG.1234H 
POP DS 
JNZ HOW_BIG_2A 

CHECK PARITY WITH PARITY BITS OFF 



I SOFT RESET 
| RESTORE DS 
I GO IF NOT SOFT RESET 



MOV 
PUSH 
POP 
MOV 



AND 
MOV 
JNZ 



AL.PORT B 
AL, PARITY ERR 
ESllDl],AX" 
HOW BIG ENDI 



CHECK ALL BITS 



AX,ESt[DI] 



AND 
MOV 
POP 
JNZ 
CMP 
JNZ 



AL.PORT B 

AL, PARITY ERR 

ESi[DI],AX" 

AX 

HOW BIG ENDI 

ax,o"fffPh 
how big endi 



I TURN OFF BOTH PARITY BITS 

I PLACE OFFFFH IN STACK (BUS BITS ON) 

| DELAY - CAUSING BUS BITS ON 

I CHECK PARITY 

I CHECK FOR PLANAR OR I/O PARITY CHECK 



I TURN ON ALL BITS 

J PLACE 00000H IN STACK (BUS BITS OFF) 

I DELAY - CAUSING BUS BITS OFF 

; CHECK FOR FFFFH 

• SAVE RESULTS 

j CHECK FOR PLANAR OR I/O PARITY CHECK 

J CLEAR POSSIBLE PARITY ERROR 

J GET RESULTS 

I GO IF PLANAR OR I/O PARITY CHECK 



, CLEAR 64K BLOCK OF MEMORY 

HOW BIG 2At 

"SUB AX, AX 

MOV CX,2000H*4 

REP STOSW 



» WRITE ZEROS 

; SET COUNT FOR 32K WORDS 

I FILL 32K WORDS 



CHECK 64K BLOCK FOR PARITY CHECK (VALID TEST DURING SOFT RESET ONLY) 

PUSH 
PUSH 
PUSH 



AND 
MOV 
POP 
POP 
JNZ 

RET 



ES 

DS 

CX.2000HM 

SI, SI 

LODSW 

DI.DI 

AL.PORT B 

AL, PARITY ERR 

WORD PTR ESi[DI],0 

ES 

DS 

HOW BIG ENDI 



MFG_PORT,AL 



i GET ES TO DS 

| SET COUNT FOR 32K WORDS 



| GO IF PLANAR OR I/O PARITY CHECK 



<><> CHECKPOINT IE • 



SET EXPANSION MEMORY SIZE DETERMINED IN CMOS 



MOV 

MOV 

CALL 

MOV 

MOV 

CALL 

RET 



TEST ADDRESS LINES 19 - 23 



AL.CMOS U M S LO+NMI 

AH.BL 

CMOS WRITE 

AL.cEfoS U M S HI+NMI 

AH.BH 

CMOS WRITE 



I ADDRESS LOW BYTE 

t GET LOW MEMORY SIZE 

I SET LOW BYTE 

t ADDRESS HI BYTE 

J GET THE HIGH MEMORY SIZE 

I PLACE IN CMOS 



MOV AL.IFH ; <><><><><><><><><><><><> 

OUT MFG PORT.AL | <><> CHECKPOINT IF <><> 

MOV BYTE PTR DSHES TEMP. BASE HI BYTE) ,00H 

SUB DI.DI ~ | "SET LOCATION POINTER TO ZERO 

MOV DX, OFFFFH t WRITE FFFF AT ADDRESS 

CALL SDO 

SUB DX.DX ; WRITE 



5-42 TEST1 



TESTt 04/21/8 



2588 


0947 


C6 


06 004C 10 


2589 


094C 


E8 


0969 


R 


2590 


094F 


C6 


06 004C 20 


2591 


0954 


E8 


0969 


R 


2592 


0957 


C6 


06 004C 40 


2593 


095C 


E8 


0969 


R 


2594 


095F 


C6 


06 004C 80 


2595 


0964 


E8 


0969 


R 


2596 










2597 


0967 


EB 


18 




2598 










2599 


0969 








2600 


0969 


6A 


48 




2601 


096B 


07 






2602 


096C 


26 


89 


5 


2603 










2604 


096F 


C6 


06 004C 00 


2605 










2606 


0974 


6A 


48 




2607 


0976 


07 






2608 


0977 


26 


83 3D FF 


2609 


097B 


74 


03 




2610 


097D 


E9 


078C 


R 


261 1 


0980 








2612 


0980 


C3 






2613 










2614 










2615 










2616 


0981 


BO 


20 




2617 


0983 


E6 


80 




2618 


0985 


E4 


61 




2619 


0987 


OC 


OC 




2620 


0989 


E6 


61 




2621 


098B 


24 


F3 




2622 


098D 


E6 


61 




2623 


098F 


E9 


0000 


E 


2624 










2625 










2626 










2627 










2628 










2629 


0992 


BO 


21 




2630 


0994 


E6 


80 




2631 


0996 


BC 





R 


2632 


0999 


8E 


D4 




2633 


099B 


BC 


0400 


R 


2634 










2635 










2636 










2637 


099E 


2B 


FF 




2638 


09A0 


8E 


C7 




2639 


09A2 


B8 


0000 


E 


2640 


09A5 


AB 






2641 










2642 


09A6 


E8 


0000 


E 


2643 










2644 










2645 










2646 


09A9 


B8 


8E8E 




2647 


09AC 


E8 


0000 


E 


2648 


09AF 


A8 


CO 




2649 


09B1 


74 


03 




2650 


09B3 


E9 


0A3C 


R 


2651 


09B6 








2652 


09B6 


24 


DF 




2653 


09B8 


86 


C4 




2654 


09BA 


EB 


0000 


E 


2655 










2656 










2657 










2658 


09BD 


81 


3E 0072 R 1234 


2659 


09C3 


74 


10 




2660 










2661 


09C5 


BO 


96 




2662 


09C7 


E8 


0000 


E 


2663 


09CA 


24 


CO 




2664 


09CC 


3C 


CO 




2665 


09CE 


75 


05 




2666 










2667 


09D0 


C6 


06 0072 R 64 


2668 










2669 










2670 










2671 


09D5 








2672 


0905 


BO 


94 




2673 


09D7 


E8 


0000 


E 


2674 


09DA 


8A 


EO 




2675 


09DC 


A8 


30 




2676 


09DE 


75 


31 




2677 


09E0 


E8 


09EE 


R 


2678 


09E3 


74 


4C 




2679 










2680 


09E5 


F6 


06 0012 R 20 


2681 


09EA 


74 


6F 




2682 










2683 


09EC 


EB 


4E 




2684 










2685 










2686 










2687 


09EE 








2688 


09EE 


B9 


COOO 




2689 


09F1 








2690 


09F1 


50 






2691 


09F2 


IE 






2692 


09F3 


57 






2693 


09F4 


8E 


D9 




2694 


09F6 


BF 


AA55 




2695 


09F9 


2B 


DB 




2696 


09FB 


8B 


07 




2697 


09FD 


3B 


C7 




2698 


09FF 


5F 






2699 


0A00 


IF 






2700 


0A01 


58 






2701 


0A02 


74 


OC 





MOV 
CALL 
MOV 
CALL 
MOV 
CALL 
MOV 
CALL 



PUSH 
POP 
MOV 

MOV 

PUSH 
POP 
CMP 
JZ 



BYTE PTR DSi(ES TEMP. BASE HI BYTE),) OH 

SDO ~ " " 

BYTE PTR DSHES TEMP. BASE HI BYTE),20H 

SDO ~ " " 

BYTE PTR DSHES TEMP. BASE HI BYTEI.40H 

SDO ~ " " 

BYTE PTR DSHES TEMP. BASE HI BYTE), 80H 

SDO ~ " "" 



SHORT SD2 



I TEST PASSED CONTINUE 



BYTE PTR ES TEMP 

ES 

ESl[DI],DX 

BYTE PTR DSi (ES_TEMP.BASE_HI_BYTE) 

BYTE PTR ES TEMP 



I POINT ES TO DATA 

| POINT TO SEGMENT TO TEST 

I WRITE THE PATTERN 



I POINT ES TO DATA 
I POINT TO SEGMENT TO TEST 
WORD PTR ESl(Dll,OFFFFH | DID LOCATION CHANGE? 



RET 

CAUSE A SHUTDOWN 



OUT 
AND 
OUT 
JMP 



AL.20H 
MFG PORT.AL 
AL.PORT B 
AL.RAM PAR OFF 
PORT B7AL ~ 
AL,RA"M PAR ON 
PORT B7AL ~ 
PROC"SHUTDOWN 



I TOGGLE PARITY CHECK ENABLES 



I CAUSE A SHUTDOWN (RETURN VIA JUMP) 



t RETURN t FROM SHUTDOWN 



MOV 


AL.21H 


OUT 


MFG PORT.AL 


MOV 


SP.XBSO 


MOV 


SS.SP 


MOV 


SP, OFFSET »TOS 



SET DIVIDE VECTOR OFFSET 

SUB DI.DI 

MOV ES.DI 

MOV AX, OFFSET D1 1 

STOSW 

CALL DDS 

GET THE CONFIGURATION FROM CMOS 



I POINT TO FIRST INTERRUPT LOCATION 

I SET ES TO ABSO SEGMENT 

j GET ADDRESS OF INTERRUPT OFFSET 

I PLACE OFFSET IF NULL HANDLER IN VECTOR 

t SET UP THE REAL DATA AREA 



MOV 
CALL 
TEST 
JZ 


AX, X* (CMOS DIAG+NMI ) 

CMOS READ ~ 

AL,BA"D BAT+BAD CKSUM 

M OK 

BA"D_MOS 


AND 
XCHG 
CALL 


AL.ODFH 
AL.AH 
CMOS WRITE 



t CHECK CMOS GOOD 

j GET THE STATUS 

I VALID CMOS ? 

; GO IF YES 

I GO IF NOT 

; CLEAR THE MINIMUM CONFIG BIT 

| SAVE THE STATUS BYTE 

S BACK INTO CMOS 



CHECK FOR CMOS RUN IN MODE 



I GET THE BASE MEMORY SIZE HIGH BYTE 

t MASK FOR MANUFACTURING TEST BITS 

I CHECK FOR MANUFACTURING TEST MODE SET 

j SKIP IF NOT MANUFACTURING LINE TEST 



MOV AL.CMOS B M S HI+NMI 

CALL CMOS REXD 

AND AL.OCOH 

CMP AL.OCOH 

JNE M_0K_64 

MOV BYTE PTR •RESET_FLAG,64H| ELSE SET THE MFG TEST FLAG 

INSURE CONFIGURATION HAS CORRECT VIDEO TYPE 

• j 

j GET THE EQUIPMENT BYTE 

I SAVE VIDEO TYPE 

I ANY VIDEO? 

t CONTINUE 

I INSURE VIDEO ROM PRESENT 

I CONTINUE 



MOV 


AL.CMOS EQUIP+NMI 


CALL 


CMOS REA"D 


MOV 


AH, AC 


TEST 


AL.030H 


JNZ 


MOS OK 1 


CALL 


chk~viBeo 


JZ 


MOS_OK 


TEST 


•MFG TST.MFG LOOP 


JZ 


NORMAL CONFIG* 



SHORT BAD MOS 



I ROUTIN 

CHK VIDEOi 


E CHECK FOR > 


MOV 


CX.0C000H 


CHK VIDEOt I 




PUSH 


AX 


PUSH 


DS 


PUSH 


DI 


MOV 


DS.CX 


MOV 


DI.0AA55H 


SUB 


BX.BX 


MOV 


AX,[BX] 


CMP 


AX, 01 


POP 


DI 


POP 


DS 


POP 


AX 


JZ 


CHK VIDE02 



! GO DEFAULT 



j START OF FEATURE I/O ROM 

» SAVE THE CONFIGURATION 

I SAVE THE DATA SEGMENT 

; SAVE COMPARE REGISTER 

I GET ROM SEGMENT 

t GET THE PRESENCE SIGNATURE 

J CLEAR INDEX POINTER 

I GET THE FIRST 2 LOCATIONS 

I IS THE VIDEO FEATURE ROM PRESENT? 

I RESTORE WORK REGISTER 

| RESTORE DATA SEGMENT 

J GET THE CONFIGURATION 

I GO IF VIDEO ROM INSTALLED 



TEST1 5-43 



2702 
2703 
2704 
2705 
2706 
2707 
2708 
2709 
2710 
271 



0A04 81 CI 0080 
0A08 81 F9 C800 
0A0C 7C E3 
OAOE 23 C9 
OAIO 
OAIO C3 



J POINT TO NEXT 2K BLOCK 

I TOP OF VIDEO ROM AREA YET? 

; TRY AGAIN 

| SET NON ZERO FLAG 

I RETURN TO CALLER 

CMOS VIDEO BITS NON ZERO (CHECK FOR PRIMARY DISPLAY AND NO VIDEO ROM) 



ADD 


CX.080H 


CMP 


CX.0C800H 


JL 


CHK VIDE01 


AND 


ex, Ex 


CHK VIDE02I 




RET 
t CMOS > 


HDEO BITS NOI 



271 

2715 

2716 

2717 

2718 

2719 

2720 

2721 

2722 

2723 

2724 

2725 

2726 

2727 

2728 

2729 

2730 

2731 

2732 

2733 

2734 

2735 

2736 

2737 

2738 

2739 

2740 

2741 

2742 

2743 

2744 

2745 

2746 

2747 

2748 

2749 

2750 

2751 

2752 

2753 

2754 

2755 



! 0A11 

I 0A1 1 E8 09EE R 

> 0AI4 74 26 

0AI6 8A C4 

0A18 F6 06 00t2 R 40 

0A1D 74 OA 



AL.AH 

•MFG TST.DSP . 

MOS 5K 2 



I RESTORE CONFIGURATION 

J CHECK FOR DISPLAY JUMPER 

J GO IF COLOR CARD IS PRIMARY DISPLAY 



0A1F 24 30 
0A21 3C 30 
0A23 75 17 
0A25 8A C4 
0A27 EB 08 



0A29 

0A29 24 30 
0A2B 3C 30 
0A2D 8A C4 
0A2F 74 OB 



0A31 A8 01 

0A33 75 26 

0A35 F6 06 0012 R 20 

0A3A 74 IF 



0A3C 

0A3C B8 008E 
0A3F E8 0000 E 
0A42 A8 CO 
0A44 75 03 

0A46 E8 0000 E 

0A49 

0A49 E8 09EE R 

0A4C BO 01 

0A4E 74 OB 



MONOCHROME CARD IS PRIMARY DISPLAY 



(NO JUMPER INSTALLED) 



AND 
CMP 
JNZ 
MOV 
JMP 



AL.30H 

AL.30H 

BAD MOS 

AL.XH 

SHORT MOS OK 



COLOR CARD 



' AND 
CMP 
MOV 



AL.30H 
AL.30H 
AL.AH 
BAD MOS 



I INSURE MONOCHROME IS PRIMARY 

| CONFIGURATION OK? 

I GO IF NOT 

t RESTORE CONFIGURATION 

1 USE THE CONFIGURATION BYTE FOR DISPLAY 



; STRIP UNWANTED BITS 

J MUST NOT BE MONO WITH JUMPER INSTALLED 

I RESTORE CONFIGURATION 

t GO IF YES 



CONFIGURATION MUST HAVE AT LEAST ONE DISKETTE 



TEST AL.01H 

JNZ NORMAL CONFIG 

TEST ©MFG TS"T,MFG LOOP 

JZ NORMAL CONFIG* 



J MUST HAVE AT LEAST ONE DISKETTE 

I GO SET CONFIGURATION IF OK 

I EXCEPT IF MFG JUMPER IS INSTALLED 

| GO IF INSTALLED 



MINIMUM CONFIGURATION WITH BAD CMOS OR NON VALID VIDEO 



MOV 
CALL 
TEST 
JNZ 



2757 0A50 

2758 0A55 

2759 0A57 
2760 

2761 0A59 
2762 
2763 
2764 
2765 
2766 

2767 0A5B 

2768 0A5B 

2769 OA60 

2770 0A62 
2771 

2772 0A64 

2773 0A66 

2774 0A69 

2775 0A6F 
2776 
2777 
2778 

2779 0A7I 

2780 0A73 

2781 0A76 
2782 

2783 0A78 
2784 

2785 0A7A 

2786 0A7C 
2787 

2788 0A7F 
2789 

2790 0A82 

2791 0A84 

2792 0A86 
2793 

2794 0A88 

2795 0A89 

2796 0A8B 

2797 0A8E 

2798 0A8F 
2799 

2800 0A91 

2801 0A93 
2802 
2803 
2804 

2805 0A96 

2806 0A96 

2807 0A9A 



F6 06 0012 R 40 
BO 11 
74 02 



F6 06 0012 R 20 
75 02 
24 3E 

2A E4 

A3 0010 R 

81 3E 0072 R 123' 

74 2C 



BO 60 

E8 039D R 

BO 4D 



AX, CMOS DIAG+NMI 

CMOS READ 

AL.BAD BAT+BAD CKSUM 

BAD_MOS*1 

CONFIG_BAD 

CHK VIDEO 

AL,0*1H 

NORMAL_CONFIG 

CMFG TST,DSP_JMP 

AL.lTH 

NORMAL CONFIG 



I GET THE DIAGNOSTIC STATUS 



i SET THE MINIMUM CONFIGURATION FLAG 

; CHECK FOR VIDEO ROM 

I DISKETTE ONLY 

| GO IF VIDEO ROM PRESENT 

I CHECK FOR DISPLAY JUMPER 

I DEFAULT TO 40X25 COLOR 

s GO IF JUMPER IS INSTALLED 



i DISKETTE / B/W DISPLAY 80X25 



CONFIGURATION AND MFG MODE 



NORMAL CONFIG t 
~ TEST 
JNZ 
AND 

NORM It SUB 
MOV 
CMP 



OMFG TST.MFG LOOP 

NORMT 

AL.03EH 

AH, AH 

OEQUIP FLAG, AX 

ORESET~FLAG,1234H 



I IS THE MANUFACTURING JUMPER INSTALLED 

J GO IF NOT 

| STRIP DISKETTE FOR MFG TEST 



GET THE FIRST SELF TEST RESULTS FROM KEYBOARD 



MOV 

CALL 

MOV 



E4 64 
A8 01 
El FA 



AL, WRITE 8042 LOC 

C8042 

AL.4DH 



AL, STATUS PORT 
AL.OUT BUF FULL 
TST6 ~ 



JZ 
IN 



E6 
AL.PORT A 



I ENABLE KEYBOARD 

i ISSUE WRITE BYTE COMMAND 

I ENABLE OUTPUT BUFFER FULL INTERRUPT, 

J SET SYSTEM FLAG, PC I COMPATIBILITY, 

I INHIBIT OVERRIDE, ENABLE KEYBOARD 

| WAIT FOR COMMAND ACCEPTED 



I SET LOOP COUNT FOR APPROXIMATELY 

t TO RESPOND 

I WAIT FOR OUTPUT BUFFER FULL 

I TRY AGAIN IF NOT 

I SAVE FLAGS 

; DISABLE KEYBOARD 

S ISSUE THE COMMAND 

t RESTORE FLAGS 

J CONTINUE WITHOUT RESULTS 

I GET INPUT FROM KEYBOARD 



3C 65 
75 03 
E9 0C34 R 



MOV BYTE PTR ORESET_FLAG , AL » TEMPORARY SAVE FOR AA RECEIVED 

CHECK FOR MFG REQUEST 

CMP AL.065H 

JNE E6 

JMP MFG BOOT 



J LOAD MANUFACTURING TEST REQUEST? 

I CONTINUE IF NOT 

I ELSE GO TO MANUFACTURING BOOTSTRAP 



5-44 TEST1 



TEST1 04/21/86 POWER ON SELF TEST (POST) 



2808 








2809 








2810 








2811 








2812 








2813 








2814 








2815 








2816 








2817 








2818 








2819 








2820 








2821 


0A9O 


A1 


0010 R 


2822 


OAAO 


50 




2823 


0AA1 


BO 


30 


2824 


0AA3 


A3 


0010 R 


2825 


0AA6 


2B 


CO 


2826 


0AA8 


CD 


10 


2827 


OAAA 


BO 


20 


2828 


OAAC 


A3 


0010 R 


2829 


OAAF 


B8 


0003 


2830 


0AB2 


CD 


10 


2831 


0AB4 


B8 


0001 


2832 


0AB7 


CD 


10 


2833 


0AB9 


58 




2834 


OABA 


A3 


0010 R 


2835 


OABD 


24 


30 


2836 


OABF 


75 


1 1 


2837 


0AC1 


IE 




2838 


0AC2 


50 




2839 


0AC3 


2B 


CO 


2840 


0AC5 


8E 


D8 


2841 


0AC7 


BF 


0040 R 


2842 


OACA 


C7 


05 0000 E 


2843 


OACE 


58 




2844 


OACF 


IF 




2845 


OAOO 


EB 


7F 


2846 


0AD2 






2847 


0AD2 


3C 


30 


2848 


0AD4 


74 


08 


2849 


0AD6 


FE 


C4 


2850 


0AD8 


3C 


20 


2851 


OADA 


75 


02 


2852 


OADC 


B4 


03 


2853 


OADE 






2854 


OADE 


86 


EO 


2855 


OAEO 


50 




2856 


0AE1 


2A 


E4 


2857 


0AE3 


CD 


10 


2858 


0AE5 


58 




2859 


0AE6 


50 




2860 


0AE7 


BB 


BOOO 


2861 


OAEA 


BA 


03B8 


2862 


OAED 


B9 


0800 


2B63 


OAFO 


80 


FC 30 


2864 


0AF3 


74 


07 


2865 


OAFS 


B7 


B8 


2866 


0AF7 


BA 


03D8 


2867 


OAFA 


B5 


20 


2868 


OAFC 






2869 


OAFC 


AO 


0065 R 


2870 


OAFF 


24 


37 


2871 


0B01 


EE 




2872 


0B02 


8E 


C3 


2873 


0B04 


8E 


DB 


2874 


0B06 


D1 


C9 


2875 


0B08 


E8 


0000 E 


2876 


OBOB 


76 


7B 


2877 








2878 








2879 








2880 








2881 








2882 








2883 








2884 








2885 








2886 








2887 


OBOD 


BO 


22 


2888 


OBOF 


E6 


80 


2889 


0B11 


58 




2890 


0B12 


50 




2891 


0B13 


B4 


00 


2892 


0B15 


CD 


to 


2893 


0B17 


B8 


7020 


2894 


0B1A 


2B 


FF 


2895 


0B1C 


B9 


0028 


2896 


0B1F 


F3 


AB 


2897 








2898 








2899 








2900 








2901 








2902 








2903 








2904 








2905 








2906 








2907 


0B21 


58 




2908 


0B22 


50 




2909 


0B23 


80 


FC 30 


2910 


0B26 


BA 


03BA 


2911 


0B29 


74 


03 


2912 


0B2B 


BA 


03DA 


2913 


0B2E 






2914 


0B2E 


B4 


08 


2915 


0B30 






2916 


0B30 


2B 


C9 


2917 


0B32 


EC 




2918 


0B33 


22 


C4 


2919 


0B35 


75 


04 


2920 


0B37 


E2 


F9 


2921 


0B39 


EB 


4D 



TEST. 14 

INITIALIZE AND START CRT CONTROLLER (6845) 

TEST VIDEO READ /WRITE STORAGE. 
DESCRIPTION 

RESET THE VIDEO ENABLE SIGNAL. 

SELECT ALPHANUMERIC MODE, 40 * 25, B t W. 

READ /WRITE DATA PATTERNS TO MEMORY. CHECK 

STORAGE ADDRES S AB I L I T Y . 
ERROR x 1 LONG AND 2 SHORT BEEPS 



MOV 


AX.OEQUIP FLAG | 


PUSH 


AX | 


MOV 


AL.30H | 


MOV 


•EQUIP FLAG, AX J 


SUB 


AX, AX ~ | 


INT 


INT VIDEO j 


MOV 


AL.20H | 


MOV 


•EQUIP FLAG, AX J 


MOV 


AX.0003H i 


INT 


INT VIDEO | 


MOV 


AX.TJOOIH | 


INT 


INT VIDEO | 


POP 


AX ~ | 


MOV 


•EQUIP FLAG, AX | 


AND 


AL.30H" | 


JNZ 


E7 | 


PUSH 


DS t 


PUSH 


AX 


SUB 


AX, AX | 


MOV 


DS.AX 


MOV 


Dl, OFFSET »VIDEO INT | 


MOV 


WORD PTR [D I], OFFSET DUMM 


POP 


AX | 


POP 


DS 


JMP 


SHORT E18_1 | 


CMP 


AL.30H | 


JE 


E8 | 


INC 


AH | 


CMP 


AL.20H f 


JNE 


E8 | 


MOV 


AH, 3 t 


XCHG 


AH.AL 


PUSH 


AX t 


SUB 


AH, AH | 


INT 


INT VIDEO | 


POP 


AX ~ J 


PUSH 


AX t 


MOV 


BX.OBOOOH t 


MOV 


DX.3B8H | 


MOV 


CX.2048 | 


CMP 


AH.30H | 


JE 


E9 | 


MOV 


BH.0B8H ; 


MOV 


DX , 3D8H ! 


MOV 


CH.20H t 


MOV 


AL,»CRT MODE SET | 


AND 


AL.037H" " » 


OUT 


DX.AL | 


MOV 


ES.BX | 


MOV 


DS.BX | 


ROR 


CX,< | 


CALL 


STGTST CNT | 


JNE 


E17 ~ j 



GET SENSE INFORMATION 
SAVE IT 

force monochrome type 

into equipment flag 

mode set command for default mode 

send initialization to b/w card 

force color at 80 by 25 

into equipment flag to clear buffers 

and initialization color card 80x25 

mode set 80 x 25 

set color 40 x 25 mode 

set default color mode 

recover real switch information 

restore it 

isolate video switches 

video switches set to 0? 

save the data segment 

set data segment to 

set interrupt 1 0h to dummy 
r return | return if no video card 
Restore registers 

bypass video test 

b/w card attached? 

yes - set mode for b/w card 

set color mode for color card 

80x25 mode selected? 

no - set mode for 40x25 

set mode for 80x25 



SAVE VIDEO MODE ON STACK 

INITIALIZE TO ALPHANUMERIC MD 

CALL VIDEO 10 

RESTORE VlBEO SENSE SWITCHES IN AH 

SAVE VALUE 

STARTING VIDEO MEMORY ADDRESS B/W CARD 

MODE REGISTER FOR B/W 

MEMORY WORD COUNT FOR B/W CARD 

B/W VIDEO CARD ATTACHED? 

YES - GO TEST VIDEO STORAGE 

STARTING MEMORY ADDRESS FOR COLOR CARD 

MODE REGISTER FOR COLOR CARD 

MEMORY WORD COUNT FOR COLOR CARD 

GET CURRENT MODE SET VALUE 

SET VIDEO BIT OFF 

DISABLE VIDEO FOR COLOR CARD 

POINT ES TO VIDEO MEMORY 

POINT DS TO VIDEO MEMORY 

DIVIDE BY 2 FOR WORD COUNT 

GO TEST VIDEO READ /WRITE STORAGE 

R/W MEMORY FAILURE - BEEP SPEAKER 



TEST. 15 

SETUP VIDEO DATA ON SCREEN FOR VIDEO 

LINE TEST. 
DESCRIPTION 

ENABLE VIDEO SIGNAL AND SET MODE. 

DISPLAY A HORIZONTAL BAR ON SCREEN. 



MOV 


AL.22H 


OUT 


MFG PORT.AL 


POP 


AX ~ 


PUSH 


AX 


MOV 


AH.O 


INT 


INT VIDEO 


MOV 


AX.T020H 


SUB 


DI.DI 


MOV 


CX.40 


REP 


STOSW 



TEST. 16 

CRT INTERFACE LINES TEST 
DESCRIPTION 

SENSE ON /OFF TRANSITION OF THE 

VIDEO ENABLE AND HORIZONTAL 

SYNC LINES. 



CMP 


AH.30H 


MOV 


DX.03BAH 


JE 


El 1 


MOV 


DX.03DAH 


MOV 


AH, 8 


SUB 


CX.CX 


IN 


AL.DX 


AND 


AL.AH 


JNZ 


E14 


LOOP 


Et3 


JMP 


SHORT El 7 



<><> CHECKPOINT 22 *><> 
GET VIDEO SENSE SWITCHES (AH) 
SAVE IT 

ENABLE VIDEO AND SET MODE 
VIDEO 

WRITE BLANKS IN REVERSE VIDEO 
SETUP STARTING LOCATION 
NUMBER OF BLANKS TO DISPLAY 
WRITE VIDEO STORAGE 



GET VIDEO SENSE SWITCH INFORMATION 

SAVE IT 

B/W CARD ATTACHED? 

SETUP ADDRESS OF B/W STATUS PORT 

YES - GO TEST LINES 

COLOR CARD IS ATTACHED 



I READ CRT STATUS PORT 

I CHECK VI DEO /HORIZONTAL LINE 

; ITS ON - CHECK IF IT GOES OFF 

I LOOP UNTIL ON OR TIMEOUT 

t GO PRINT ERROR MESSAGE 



TEST1 5-45 



2922 
2923 
2924 

2925 
2926 
2927 
2928 
2929 
2930 
2931 
2932 
2933 
2934 
2935 
2936 
2937 
2938 
2939 
2940 
294 1 
2942 
2943 
2944 
2945 
2946 
2947 
2948 
2949 
2950 
2951 
2952 
2953 
2954 
2955 
2956 
2957 
2958 
2959 
2960 
2961 
2962 
2963 
2964 
2965 
2966 
2967 
2968 
2969 
2970 
2971 
2972 
2973 
2974 
2975 
2976 
2977 
2978 
2979 
2980 
2981 
2982 
2983 
2984 
2985 
2966 
2987 
2988 
2989 
2990 
2991 
2992 
2993 
2994 
2995 
2996 
2997 
2998 
2999 
3000 
3001 
3002 
3003 
3004 
3005 
3006 
3007 
3008 
3009 
3010 
3011 
3012 
3013 
3014 
3015 
3016 
3017 
3018 
3019 
3020 
3021 
3022 
3023 
3024 
3025 
3026 
3027 
3028 
3029 
3030 
3031 
3032 
3033 
3034 
3035 



0B3B 

0B3B 2B C9 
0B3O EC 
0B3E 22 C4 
0B40 74 04 
0B42 E2 F9 
0B44 EB 42 



0B46 B1 03 
0B48 D2 EC 
0B4A 75 E4 
0B4C 
0B4C 58 
0B4D B4 00 
0B4F CD 10 



0B51 BA 0000 

0B54 8E DA 

0B56 C7 06 007E R 0000 

0B5C BA C000 

0B5F 

0B5F BO 23 

0B6f E6 80 

0B63 BE DA 

0B65 57 

0B66 BF AA55 

0B69 2B DB 

0B6B 8B 07 

0B6D 3B C7 

0B6F 5F 

OB70 75 05 

0B72 E8 0000 E 

0B75 EB 04 

0B77 

0B77 81 C2 0080 

OB7B 

OB7B 81 FA C800 

0B7F 7C DE 



0B85 E9 0000 E 



0B8B C6 06 0015 R OC 

0B90 80 3E 0072 R 64 

0B95 74 OD 

0B97 F6 06 0012 R 20 

0B9C 74 06 

0B9E BA 0102 

0BA1 E8 0000 E 

0BA4 

0BA4 IE 

0BA5 A1 0010 R 

0BA8 24 30 

OBAA 3C 30 

OBAC 74 30 



OBAE C6 06 0015 R OD 

0BB3 BA 03B8 

0BB6 BO 01 

0BB8 EE 

0BB9 BB BO 00 

OBBC 8E DB 

OBBE B8 AA55 

0BC1 2B DB 

0BC3 89 07 

0BC5 EB 00 

0BC7 8B 07 

0BC9 3D AA55 

OBCC IF 

OBCD 75 55 

OBCF 81 OE 0010 R 0030 

0BD5 A1 0010 R 

0BD8 2A E4 

OBDA CD 10 

OBDC EB 34 



OBDE 

OBDE BO 01 
OBEO 2A E4 
0BE2 CD 10 
0BE4 BA 03D8 
0BE7 BO 00 
0BE9 EE 
OBEA BB B800 
OBED 8E DB 
OBEF B8 AA55 
0BF2 2B DB 
0BF4 89 07 
0BF6 EB 00 
0BF8 8B 07 
OBFA 3D AA55 
OBFD IF 
OBFE 75 24 



E14I 
E15t 



E16I 
EI8i 



SUB CX.CX 

IN AL.DX 

AND AL.AH 

JZ Et6 

LOOP E 1 5 

JMP SHORT El 7 

CHECK HORIZONTAL LINE 



HOV 
SHR 
JNZ 



CL.3 

AH.CL 

E12 



t READ CRT STATUS PORT 

I CHECK VI DEO /HORIZONTAL LINE 

I ITS ON - CHECK NEXT LINE 

I LOOP IF ON UNTIL IT GOES OFF 

I GO ERROR BEEP 



I GET NEXT BIT TO CHECK 



I GET VIDEO SENSE SWITCHES (AH) 
I SET MODE AND DISPLAY CURSOR 
I CALL VIDEO I/O PROCEDURE 



CHECK FOR THE ADVANCED VIDEO CARD 



ASSUME DSiABSO 

MOV DX.O 

MOV DS.DX 

MOV WORD PTR OEXT PTR+2,0 

MOV DX.0C000H 



I SET DS TO VECTORS SEGMENT 
I RESET SEGMENT VALUE 
; FOR GRAPHIC CHARS 128 - 255 
I SET THE LOW SEGMENT VALUE 



MOV 


AL.23H 


OUT 


MFG PORT.AL 


MOV 


DS.BX 


PUSH 


Dl 


MOV 


DI.0AA55H 


SUB 


BX.BX 


MOV 


AX,[BX] 


CMP 


AX.DI 


POP 


DI 


JNZ 


E18B 


CALL 


ROM CHECK 


JMP 


SHORT E18C 


E18BI 




ADD 


DX.0080H 


E18CI 




CMP 


DX.0C800H 


JL 


EISA 


MOV 


AL.24H 


OUT 


MFG_PORT,AL 


JMP 


POST2 


ASSUME 


DSiDATA 



I SAVE WORK REGISTER 

I PRESENCE SIGNATURE 

i CLEAR POINTER 

I GET FIRST 2 LOCATIONS 

I PRESENT? 

t RECOVER REGISTER 

I NO? GO LOOK FOR OTHER MODULES 

J GO SCAN MODULE 



POINT TO NEXT 2K BLOCK 



I <><> CHECKPOINT 24 <><> 
I GO TO NEXT TEST 



CRT ERROR SET MFG CHECKPOINT AND ERROR BEEP 



CHECKPOINT OC = MONOCHROME FAILED 



©MFG ERR FLAG.OCH J <><> CRT ERROR CHECKPOINT 
BYTE PTR~©RESET_FLAG,064H | IS THIS A MFG REQUEST? 



PUSH 
MOV 
AND 
CMP 



E19 

OMFG TST.MFG LOOP 

E19 ~ 

DX.102H 

ERR BEEP 



AX, ©EQUIP FLAG 
AL.30H 
AL.30H 
TRY COLOR 



COLOR FAILED TRY MONOCHROME - 
MOV ©MFG ERR FLAG.ODH 



MOV 
MOV 
OUT 
MOV 
MOV 
MOV 
SUB 
MOV 
JMP 
MOV 
CMP 



I- 

TRY COLORS 
MOV 
SUB 
INT 
MOV 
MOV 
OUT 
MOV 
MOV 
MOV 
SUB 
MOV 
JMP 
MOV 



DX.3B8H 

AL.1 

DX.AL 

BX.0B000H 

DS.BX 

AX.0AA55H 

BX.BX 

JBX],AX 
+2 
AX,[BX] 
AX.0AA55H 
DS 

E17 3 

•EQUIP FLAG, 3 OH 
AX.OEQOlP FLAG 
AH, AH 
INT VIDEO 
SHORT El 7 1 



MONOCHROME FAILED TRY COLOR 



J BY PASS ERROR BEEP IF YES 

I IS THE MFG LOOP JUMPER INSTALLED? 

J BY PASS ERROR BEEP IF YES 

I GO BEEP SPEAKER 



| GET THE CURRENT VIDEO 

I STRIP OTHER BITS 

I IS IT MONOCHROME ? 

| GO IF YES 

CHECKPOINT OD s COLOR FAILED 

I <><> CRT ERROR CHECKPOINT OD <><> 

I DISABLE B/W 



I ALLOW BUS TO SETTLE 

I READ THE FIRST LOCATION 

| IS THE MONOCHROME VIDEO CARD THERE? 

J RESTORE THE DATA SEGMENT 

I GO IF NOT 

t TURN ON MONOCHROME BITS IN EQUIP FLAG 

I ENABLE VIDEO 



AL.OIH 

AH, AH 

INT VIDEO 

DX.3D8H 

AL.O 

DX.AL 

BX.0B800H 

DS.BX 

AX.0AA55H 

BX.BX 

iBX],AX 
+2 
AX,[BX] 
AX.0AA55H 
DS 
E17 3 



I SET MODE COLOR 40X25 



; DISABLE COLOR 



I ALLOW BUS TO SETTLE 

j READ THE FIRST LOCATION 

I IS THE COLOR VIDEO CARD THERE? 

I RESTORE THE DATA SEGMENT 

J GO IF NOT 



5-46 TEST1 



3036 


OCOO 


81 


26 0010 R FFCF 


3037 


0C06 


81 


OE 0010 R 0010 


3038 


OCOC 


BO 


01 




3039 


OCOE 


2A 


E4 




3040 


OCIO 


CD 


10 




304 1 


0CI2 








3042 


0CI2 


58 






3043 


0CI3 


Al 


0010 


R 


3044 


0CI6 


24 


30 




3045 


0CI8 


3C 


30 




3046 


OCIA 


2A 


CO 




3047 


ocic 


74 


02 




3048 


0C1E 


FE 


CO 




3049 


0C20 








3050 


0C20 


50 






3051 


0C2I 








3052 


0C2I 


E9 


0B4C 


R 


3053 










3054 










3055 










3056 


0C24 








3057 


0C24 


IE 






3058 


0C25 


2B 


CO 




3069 


0C27 


BE 


D8 




3060 


0C29 


BF 


0040 


R 


3061 


0C2C 


C7 


05 0000 E 


3062 


0C30 


IF 






3063 


0C3I 


E9 


0B51 


R 



E17_2t 
E17 41 



AND 

OR 

MOV 

SUB 

INT 

POP 

MOV 

AND 

CMP 

SUB 

JZ 

INC 

PUSH 

JMP 

BOTH 

PUSH 

SUB 

MOV 

MOV 

MOV 



•EQUIP FLAG.OFFCFH 

•EQUIP~FLAG,10H 

AL.01H" 

AH, AH 

INT_VIDEO 

AX 

AX.OEQUIP FLAG 

AL.30H 

AL.30H 

AL.AL 

E17 2 



I SET NEW VIDEO TYPE ON STACK 



I IS IT THE B/W? 



EI8 
VIDEO CARDS FAILED SET DUMMY RETURN IF RETRACE FAILURE 



DS 



SET DS SEGMENT TO 



AX, AX 

DS.AX 

Dl .OFFSET OVIDEO INT | SET INTERRUPT I OH TO DUMMY 

WORD PTR [D I], OFFSET DUMMY RETURN | RETURN IF NO VIDEO CARD 



DS 
E18 I 



| BYPASS REST OF VIDEO TEST 




TEST! 5-47 



3064 
3065 
3066 
3067 
3068 
3069 
3070 
307 1 
3072 
3073 
3074 
3075 
3076 
3077 
3078 
3079 
3080 
3081 
3082 
3083 
3084 
3065 
3086 
3087 
3088 
3089 
3090 
3091 
3092 
3093 
3094 
3095 
3096 
3097 
3098 
3099 
3 100 
3101 
3102 
3103 
3104 
3105 
3106 
3107 
3108 
3109 
3110 
3111 
3112 
31 13 
31 14 
31 15 
31 16 



3120 
3121 
3122 
3123 
3124 
3125 
3126 
3127 
3128 
3129 
3130 
3131 
3132 
3133 
3134 
3135 
3136 
3137 
3138 
3139 
3140 
3141 
3142 
3143 
3144 
3145 
3146 
3147 
3148 
3149 
3150 
3151 



MANUFACTURING BOOT TEST CODE ROUTINE 

LOAD A BLOCK OF TEST CODE THROUGH THE KEYBOARD PORT FOR MANUFACTURING 
TESTS . 

THIS ROUTINE WILL LOAD A TEST (MAX LENGTHsFAFFH) THROUGH THE KEYBOARD 
PORT. CODE WILL BE LOADED AT LOCATION 0000:0500. AFTER LOADING, 
CONTROL WILL BE TRANSFERRED TO LOCATION 0000»0500. THE STACK WILL 
BE LOCATED AT 0000 t 0400. THIS ROUTINE ASSUMES THAT THE FIRST 2 BYTES 
TRANSFERRED CONTAIN THE COUNT OF BYTES TO BE LOADED 
(BYTE IsCOUNT LOW, BYTE 2=COUNT HI.) 

DEGATE ADDRESS LINE 20 



0C34 

0C34 B4 DD 

0C36 E8 0000 E 



0C39 68 R 

0C3C 07 
0C3D B9 0018 
0C40 8C C8 
0C42 8E D8 
0C44 BE 0000 E 
0C47 BF 0020 R 
0C4A 
0C4A A5 
0C4B AB 
0C4C E2 FC 



0C4E B9 0008 
0C5I BE 0000 E 
0C54 BF 01 CO R 
0C57 
0C57 A5 
0C58 AB 
0C59 E2 FC 



0C5B 06 

0C5C IF 

0C5D C7 06 0008 R 

0C63 C7 06 0014 R 

0C69 C7 06 0062 R 



0C6F BO 60 
0C71 E8 039D R 
0C74 BO 09 
0C76 E6 60 



CALL 

SETUP HARDWARE INTERRUPT VECTOR TABLE LEVEL 0- 



7 AND SOFTWARE INTERRUPTS 



PUSH 

POP 

MOV 

MOV 

MOV 

MOV 

MOV 

MOVSW 
STOSW 
LOOP 



ABSO 

ES 

CX.24 

AX.CS 

DS.AX 

SI, OFFSET VECTOR TABLE 

D I, OFFSET 01 NT PTR 



MFG_B1 
SETUP HARDWARE 



; SET ES SEGMENT REGISTER TO ABSO 

| GET VECTOR COUNT 

I GET THE CURRENT CODE SEGMENT VALUE 

; SETUP DS SEGMENT REGISTER TO 

; POINT TO THE ROUTINE ADDRESS TABLE 

I SET DESTINATION TO FIRST USED VECTOR 

| MOVE ONE ROUTINE OFFSET ADDRESS 

I INSERT CODE SEGMENT VALUE 

I MOVE THE NUMBER OF ENTRIES REQUIRED 

INTERRUPT VECTORS LEVEL 8-15 (VECTORS START AT INT 70 H) 



MOV 
MOV 
MOV 



CX.08 | GET VECTOR COUNT 

SI, OFFSET SLAVE VECTOR TABLE 
D I, OFFSET OSLAVE" INT_PTR 



MOVSW 
STOSW 
LOOP MFG_B2 

SET UP OTHER INTERRUPTS AS NECESSARY 



0000 E 
0000 E 
F600 



ASSUME 

PUSH 

POP 

MOV 

MOV 

MOV 



DStABS0,ES:ABS0 



WORD PTR ONMI PTR, OFFSET NMI_INT 

WORD PTR • I NT5"_PTR, OFFSET PRINT_SCREEN 

WORD PTR ©BASIC PTR+2.0F600H 



S ES= ABSO 

; SET DS TO ABSO 

J NMI INTERRUPT 

J PRINT SCREEN 

I CASSETTE BASIC SEGMENT 



ENABLE KEYBOARD PORT 

MOV AL.60H 

CALL C8042 

MOV AL, 0000 100 IB 

OUT PORT A.AL 



0C78 
0C7B 
0C7D 
OC80 
0C82 
0C84 
0C85 
0C88 
0C88 
0C8A 
0C8C 
0C8E 
0C90 
0C91 
0C93 



0C95 EA 0500 

0C9A 

0C9A E4 64 
0C9C A8 01 
0C9E El FA 



E8 0C9A R 

8A F8 

E8 0C9A R 

8A E8 

8A CF 

FC 

BF 0500 R 

E4 64 
A8 01 
74 FA 
E4 60 



CALL 


MFG B4 


MOV 


BH.AL 


CALL 


MFG B4 


MOV 


CH.AL 


MOV 


CL.BH 


CLD 




MOV 


DI .OFFSET OMFG 


MFG B3: 




IN 


AL, STATUS PORT 


TEST 


AL.OUT BUF FULL 


JZ 


MFG B3 


IN 


AL.PORT A 


STOSB 




OUT 


MFG PORT.AL 


LOOP 


MFG B3 



•MFG TEST RTN 



AL, STATUS PORT 
AL,OUT_BUF_FULL 
MFG_B4 



I WRITE 8042 MEMORY LOCATION 

; ISSUE THE COMMAND 

; SET INHIBIT OVERRIDE /ENABLE OBF 

{ INTERRUPT AND NOT PC COMPATIBLE 

{ GET COUNT LOW 

| SAVE IT 

; GET COUNT HI 

| CX NOW HAS COUNT 

J SET DIRECTION FLAG TO INCREMENT 

; SET TARGET OFFSET (DS=0000) 

; GET 8042 STATUS PORT 

; KEYBOARD REQUEST PENDING? 

I LOOP TILL DATA PRESENT 

J GET DATA 

; STORE IT 

; DISPLAY CHARACTER AT MFG PORT 

; LOOP TILL ALL BYTES READ 

J FAR JUMP TO CODE THAT WAS JUST LOADED 



I GET THE COUNT 



POST1 ENDP 

CODE ENDS 

END 



5-48 TEST! 



rs AND 


INITIALIZATION ROUTINES 04-21-86 


PAGE 


18,121 




TITLE 


TEST2 — 


- 01/24/85 POST TESTS AND 


.286C 






.287 






.LIST 






CODE 


SEGMENT 


BYTE PUBLIC 




PUBL 1 C 


C21 




PUBL 1 C 


POST2 




PUBLIC 


SHUT2 




PUBLIC 


SHUT3 




PUBL 1 C 


SHUT4 




PUBL 1 C 


SHUT6 




PUBLIC 


SHUT7 




EXTRN 


BLINK 1 NT t NEAR 




EXTRN 


C8042TNEAR 




EXTRN 


CMOS READ: NEAR 




EXTRN 


CMOS~WRITE:NEAR 




EXTRN 


CONFTG BAD i NEAR 




EXTRN 


DM NEAR" 




EXTRN 


D2 i NEAR 




EXTRN 


DDS:NEAR 




EXTRN 


DISK SETUP t NEAR 




EXTRN 


DSKETTE SETUP: NEAR 




EXTRN 


ERR BEEP t NEAR 




EXTRN 


E MSGjNEAR 




EXTRN 


F3*D:NEAR 




EXTRN 


F3D1 I NEAR 




EXTRN 


GATE A20:NEAR 




EXTRN 


HD I RT « NEAR 




EXTRN 


KBB RESET: NEAR 




EXTRN 


NMI INT: NEAR 




EXTRN 


0BF~42:NEAR 




EXTRN 


P0ST3«NEAR 




EXTRN 


PRINT SCREEN: NEAR 




EXTRN 


PROC SHUTDOWN: NEAR 




EXTRN 


PROT PRT HEX: NEAR 




EXTRN 


prt Hex: Near 




EXTRN 


P MS~G:NEAR 




EXTRN 


R5M CHECK: NEAR 




EXTRN 


ROM~CHECKSUM : NEAR 




EXTRN 


SEER": NEAR 




EXTRN 


SET TOD: NEAR 




EXTRN 


SLAVE VECTOR TABLE: NEAR 




EXTRN 


SND DA"TA:NEAR 




EXTRN 


START 1 : NEAR 




EXTRN 


STGTST CNT:NEAR 




EXTRN 


SYSINlTl :NEAR 




EXTRN 


VECTOR TABLE: NEAR 




EXTRN 


WA1TF:REAR 




EXTRN 


XPC_BYTE:NEAR 




EXTRN 


E10UNEAR I 




EXTRN 


EI02:NEAR J 




EXTRN 


EI03:NEAR | 




EXTRN 


E104:NEAR | 




EXTRN 


E10S:NEAR | 




EXTRN 


E106:NEAR t 




EXTRN 


EI07:NEAR J 




EXTRN 


E108:NEAR | 




EXTRN 


E109:NEAR J 




EXTRN 


EI61:NEAR | 




EXTRN 


EI62:NEAR t 




EXTRN 


E163:NEAR J 




EXTRN 


E164:NEAR J 




EXTRN 


E20UNEAR | 




EXTRN 


E202:NEAR ( 




EXTRN 


E203:NEAR J 




EXTRN 


E30CNEAR | 




EXTRN 


E302:NEAR | 




EXTRN 


E303:NEAR | 




EXTRN 


E304:NEAR 2 




EXTRN 


E40MNEAR | 




EXTRN 


E50t:NEAR | 




EXTRN 


E60CNEAR J 



101 ERROR 

102 ERROR 

103 ERROR 

104 ERROR 

105 ERROR 

106 ERROR 

107 ERROR 

108 ERROR 

109 ERROR 

161 ERROR 

162 ERROR 

163 ERROR 

164 ERROR 

201 ERROR 

202 ERROR 

203 ERROR 

301 ERROR 

302 ERROR 

303 ERROR 

304 ERROR 
401 ERROR 
501 ERROR 
601 ERROR 



CODE ' 
CODE ■ 
CODE ■ 
CODE • 
CODE 
CODE ■ 
CODE • 
CODE ' 
CODE • 
CODE ■ 
CODE ' 
CODE • 
CODE • 
CODE ' 
CODE ' 
CODE ■ 
CODE ■ 
CODE 
CODE • 
CODE ■ 
CODE • 
CODE ■ 
CODE 



INTERRUPT FAILURE 
TIMER FAILURE 
TIMER INTERRUPT 
PROTECTED MODE ERROR 
8042 COMMAND FAILURE 
CONVERTING LOGIC 
NMI ERROR 
TIMER BUS ERROR 
MEMORY SELECT ERROR 
BAD BATTERY 
CMOS CHECKSUM /CONFIG 
BAD REAL TIME CLOCK 
MEMORY SIZE WRONG 
MEMORY DATA ERROR 
MEMORY ADDRESS ERROR 
SEGMENT ADDRESS ERROR 
KEYBOARD ERROR 
LOCK IS ON 

KEYBOARD /PLANAR ERROR 
KEYBOARD /PLANAR ERROR 
MONOCHROME ADAPTER 
COLOR ADAPTER 
DISKETTE ADAPTER 



TEST. 17 

8259 INTERRUPT CONTROLLER TEST 

DESCRIPTION 

READ /WRITE THE INTERRUPT MASK REGISTER (I MR) 
WITH ALL ONES AND ZEROES. ENABLE SYSTEM 
INTERRUPTS. MASK DEVICE INTERRUPTS OFF. CHECK 
FOR HOT INTERRUPTS (UNEXPECTED). 



91 


0000 


BO 


OA 


92 


0002 


E8 


0000 E 


93 
94 


0005 


E8 


0000 E 


96 
97 
98 


0008 


2B 


ED 


99 

100 








101 


OOOA 


FA 




102 


000B 


BO 


00 


103 


000D 


E6 


21 


104 


000F 


E6 


Al 


105 


001 1 


EB 


00 


106 


0013 


E4 


21 


107 


0015 


8A 


EO 


108 


0017 


E4 


At 


109 








1 to 


0019 


OA 


EO 




00 IB 


75 


2C 


t 12 








1 13 


001D 


BO 


25 


1 14 


00 IF 


E6 


80 



MOV 


AL.10 


CALL 


PRT HEX 


CALL 


DDS 



ASSUME CS : CODE, DS : DATA 
PROC NEAR 

J LINE FEED ON DISPLAY 

I SET DATA SEGMENT 

CLEAR ERROR FLAG REGISTER (BP) <=> FLAGS ERROR 

SUB BP.BP | CLEAR (BP) REGISTER AS ERROR FLAG REG 

TEST THE INTERRUPT MASK REGISTER REGISTERS 

CLI 
MOV 
OUT 
OUT 



INTA01 ,AL 
INTBOI ,AL 
$+2 
AL.INTA01 
AH.AL 
AL, INTBOI 

AH.AL 



I SEND TO 2ND INTERRUPT CONTROLLER ALSO 

I READ INTERRUPT MASK REGISTER 

1 SAVE RESULTS 

I READ 2ND INTERRUPT MASK REGISTER 




<><> CHECKPOINT 25 



TEST2 5-49 



1 16 


0021 BO FF 


117 


0023 E6 21 


tie 


0025 E6 A1 


119 


0027 EB 00 


120 


0029 E4 21 


121 


002B 8A EO 


122 


002D E4 A1 


123 




124 


002F OS 0001 


125 


0032 75 15 


126 




127 





MOV 


AL.OFFH 


OUT 


INTAOI.AL 


OUT 


INTB01.AL 


JMP 


$+2 


IN 


AL.INTA01 


MOV 


AH.AL 


IN 


AL.INTB01 


ADD 


AX,1 


JNZ 


D6 



CHECK FOR HOT INTERRUPTS 
INTERRUPTS ARE MASKED OFF. 



131 0034 A2 006B R 



132 








133 


0037 


BO 


26 


134 


0039 


E6 


80 


135 








136 


003B 


FB 




137 


003C B9 


J9E4 


138 


003F 


E8 


0000 E 


139 


0042 


80 


3E 006B R 00 


140 


0047 


74 


OD 


141 








(42 


0049 


C6 


06 0015 R 05 


143 








144 


004E BE 


0000 E 


145 


0051 


E8 


0000 E 


146 


0054 


FA 




147 


0055 


F4 




148 








149 








150 








151 


0056 


BO 


27 


(52 


0058 


E6 


80 


153 








154 


005A 


B8 


AA55 


(55 


005D 


E7 


82 


156 


005F 


E4 


82 


157 


0061 


86 


C4 


(58 


0063 


E4 


83 


159 


0065 


3D 


55AA 


160 


0068 


74 


05 



ST I 
MOV 
CALL 
CMP 



MOV 
CALL 
CLI 
HLT 



OINTR FLAG.AL 



CX.6628 

WAITF 

OINTR FLAG, OH 



•MFG_ERR_FLAG , 05H 



t DISABLE DEVICE INTERRUPTS 

I WRITE TO INTERRUPT MASK REGISTER 

I WRITE TO 2ND INTERRUPT MASK REGISTER 

t I/O DELAY 

; READ INTERRUPT MASK REGISTER 

I SAVE RESULTS 

j READ 2ND INTERRUPT MASK REGISTER 



CHECK THAT NO INTERRUPTS OCCUR. 
I CLEAR INTERRUPT FLAG 



I ENABLE EXTERNAL INTERRUPTS 

I WAIT 100 MILLISECONDS FOR ANY 
; INTERRUPTS THAT OCCUR 

; DID ANY INTERRUPTS OCCUR? 

I NO - GO TO NEXT TEST 

I <>•<><><><><><><><><><><> 

I <><> CHECKPOINT 5 <><> 

I DISPLAY 101 ERROR 



CHECK THE CONVERTING LOGIC 



XCHG 

IN 

CMP 



AX.0AA55H 
MFG PORT+2.AX 
AL.MFG PORT+2 
AL.AH ~ 
AL.MFG PORT+3 
AX.55AXH 
D7 A 



; HALT THE SYSTEM 



I WRITE A WORD 

I GET THE FIRST BYTE 

I SAVE IT 

I GET THE SECOND BYTE 

I IS IT OK? 

i GO IF YES 

I DISPLAY 106 ERROR 



167 


006F 








168 


006F 


BO 


OF 




169 


0071 


E6 


70 




170 


0073 


B9 


0007 




171 


0076 


E8 


0000 E 




172 


0079 


BO 


8F 




173 


007B 


E6 


70 




174 


00 7D 


80 


3E 006B R 


00 


175 


0082 


74 


09 




176 










177 


0084 


BO 


28 




178 


0086 


E6 


80 




179 










180 


0088 


BE 


0000 E 




181 


008B 


EB 


C4 




182 










183 










184 










185 


008D 


BO 


29 




186 


008F 


E6 


80 




187 


0091 


E4 


61 




188 


0093 


8A 


EO 




189 


0095 


24 


FC 




190 


0097 


E6 


61 




191 










192 


0099 


BO 


BO 




193 


009B 


E6 


43 




194 


009D 


EB 


00 




195 


009F 


B8 


AA55 




196 


00A2 


E6 


42 




197 


0OA4 


EB 


00 




(98 


0OA6 


8A 


C4 




199 


00A8 


E6 


42 




200 


OOAA 


EB 


00 




201 


OOAC 


E4 


42 




202 


OOAE 


86 


EO 




203 


0OB0 


EB 


00 




204 


0OB2 


E4 


42 




205 


0OB4 


3D 


55AA 




206 


0OB7 


74 


05 




207 










208 


0OB9 


BE 


0000 E 




209 


OOBC 


EB 


93 




210 










211 










212 










2(3 










214 










2(5 










216 










2(7 










218 










2(9 


OOBE 


BO 


2A 




220 


OOCO 


E6 


80 




221 


0OC2 


FA 






222 


0OC3 


BO 


FE 




223 


0OC5 


E6 


21 




224 


0OC7 


BO 


10 




225 


0OC9 


E6 


43 




226 


OOCB 


B9 


002C 




227 










228 


OOCE 


EB 


00 





CHECK FOR HOT NMI INTERRUPTS WITHOUT I/O-MEMORY PARITY ENABLED 



I TURN ON NMI 

I ADDRESS DH-AULi Kt.Au ONLY REGiSTEi 

I DELAY COUNT FOR 100 MICROSECONDS 

I WAIT FOR HOT NMI TO PROCESS 

; TURN NMI ENABLE BACK OFF 



MOV 


AL, CMOS SHUT DOWN 


OUT 


CMOS PORT.AL 


MOV 


CX,7~ 


CALL 


WAITF 


MOV 


AL.CMOS SHUT DOWN+NM! 


OUT 


CMOS POR"T,AL" 


CMP 


OINTR" FLAG, OH 


JZ 


D7_C ~ 


MOV 


AL.28H 


OUT 


MFG_PORT,AL 


MOV 


SI, OFFSET E107 


JMP 


D6A 


TEST 


THE DATA BUS TO TIMER 2 


MOV 


AL.29H 


OUT 


MFG PORT.AL 


IN 


AL.PORT B 


MOV 


AH.AL ~ 


AND 


AL.OFCH 


OUT 


PORT_B,AL 


MOV 


AL.1011O000B 


OUT 


TIMER+3.AL 


JMP 


1+2 


MOV 


AX.0AA55H 


OUT 


TIMER+2.AL 




S+2 


MOV 


AL.AH 


OUT 


TIMER+2.AL 




S+2 


IN 


AL.TIMER+2 


XCHG 


AH.AL 


JMP 


$+2 


IN 


AL.TIMER+2 


CMP 


AX.055AAH 


JZ 


D7_D 


MOV 


SI, OFFSET El 08 


JMP 


D6A 



I DISPLAY 107 ERROR 



<><> CHECKPOINT 29 <><> 
GET CURRENT SETTING OF PORT 
SAVE THAT SETTING 
INSURE SPEAKER OFF 



I SELECT TIM 2, LSB, MSB, BINARY, MODE 

t WRITE THE TIMER MODE REGISTER 

I I/O DELAY 

t WRITE AN AA55 

; WRITE TIMER 2 COUNT - LSB 

t I/O DELAY 



I WRITE TIMER 2 COUNT ■ 

t I/O DELAY 

j GET THE LSB 

» SAVE IT 

t I/O DELAY 

I GET THE MSB 

t BUS OK? 

I GO IF OK 

J DISPLAY 108 ERROR 



MSB 



TEST. 18 

8254 TIMER CHECKOUT 
DESCRIPTION 

VERIFY THAT THE SYSTEM TIMER (0) DOESN'T COUNT 

TOO FAST OR TOO SLOW. 



MOV 


AL.2AH 


OUT 


MFG PORT.AL 


CLI 




MOV 


AL.OFEH 


OUT 


INTAOI.AL 


MOV 


AL.00010000B 


OUT 


TIMER+3.AL 


MOV 


CX.2CH 



I 



CHECKPOINT 2A ■ 



I MASK ALL INTERRUPTS EXCEPT LEVEL 
t WRITE THE 8259 I MR 
I SELECT TIM 0, LSB, MODE 0, BINARY 
t WRITE TIMER CONTROL MODE REGISTER 
; SET PROGRAM LOOP COUNT 

S I/O DELAY 



5-50 TEST2 



229 


0000 


8A 


CI 




230 


0002 


E6 


40 




23 1 


0004 


FB 






232 


0005 


F6 


06 006B R 01 


233 










234 


00DA 


75 


OD 




235 


OODC 


E2 


F7 




236 










237 


OODE 


C6 


06 0015 R 02 


238 










239 










240 


O0E3 


BE 


0000 


E 


241 


00E6 


E9 


0051 


R 


242 










243 










244 


O0E9 


BO 


2B 




245 


OOEB 


E6 


80 




246 










247 


OOED 


FA 






248 


OOEE 


B1 


OC 




249 


OOFO 


BO 


FF 




260 


00F2 


E6 


40 




251 


00F4 


C6 


06 006B R 00 


262 


00F9 


BO 


FE 




263 


OOFB 


E6 


21 




264 


OOFD 


FB 






255 


OOFE 


F6 


06 006B R 01 


256 


0103 


76 


DE 




257 


0105 


E2 


F7 




268 










259 










260 










26 1 


0107 


2B 


C9 




262 










263 


0109 


BO 


2C 




264 


010B 


E6 


60 




266 


010D 








266 


010D 


F6 


06 006B R 01 


267 


0112 


76 


08 




268 


0114 


E2 


F7 




269 










270 


01 16 


BE 


0000 


E 


271 


01 19 


E9 


0051 


R 


272 










273 










274 










275 


01IC 


FA 






276 


011D 


BO 


FF 




277 


01 IF 


E6 


21 




278 


0121 


BO 


36 




279 


0123 


E6 


43 




280 


0125 


EB 


00 




281 


0127 


BO 


00 




262 


0129 


E6 


40 




263 


012B 


EB 


00 




264 


0120 


E6 


40 




285 










266 










267 










266 


012F 


2B 


C9 




289 


0131 


BO 


2D 




290 


0133 


E6 


80 




291 


0135 


E4 


64 




292 


0137 


A8 


02 




293 


0139 


74 


08 




294 


013B 


E2 


F8 




296 










296 










297 










298 


0130 


BE 


0000 


E 


299 


0140 


E9 


0051 


R 


300 










301 










302 










303 










304 










305 










306 










307 










306 










309 










310 










31 1 


0143 








312 


0143 


E8 


0000 


E 


313 


0146 


BO 


2F 




314 


0148 


E6 


80 




315 










316 


014A 


81 


3E 0072 R 1234 


317 


0150 


75 


03 




318 


0152 


E9 


0420 


R 


319 










320 










321 










322 


0155 


BO 


30 




323 


0157 


E6 


80 




324 










325 


0159 


B6 


028F 




326 


015C 


E8 


0000 


E 


327 










328 










329 










330 


0I5F 


BC 


0000 




331 


0162 


BE 


04 




332 


0164 


BC 


8000 




333 










334 


0167 


E8 


0000 


E 


335 










336 


016A 


BO 


31 




337 


016C 


E6 


80 




338 










339 










340 










341 


016E 


6A 


08 




342 


0170 


07 







MOV 


AL.CL 


OUT 


TIMER+O.AL 


STI 




TEST 


•INTR_FLAG,01H 


JNZ 


09 


LOOP 


D8 


MOV 


•MFG_ERR_FLAG,C 


MOV 


SI, OFFSET El 02 


JMP 


D6A 


MOV 


AL.2BH 


OUT 


MFC_PORT,AL 


CLI 




MOV 


CL.12 


MOV 


AL.OFFH 


OUT 


TIMER+O.AL 


MOV 


•INTR FLAC.O 


MOV 


al.ofEh 


OUT 


INTA01.AL 


STI 




TEST 


•INTR FLAG.01H 


JNZ 


D8 A " 


LOOP 


D10" 



I SET TIMER COUNT REGISTER 
I WRITE TIMER COUNT REGISTER 



I DID TIMER INTERRUPT OCCUR? 

I CHECK TIMER OPERATION FOR SLOW TIME 

I WAIT FOR INTERRUPT FOR SPECIFIED TIM! 



CHECKPOINT 2B <><> 



I RESET INTERRUPT RECEIVED FLAG 
I RE-ENABLE TIMER INTERRUPTS 



I DID TIMER INTERRUPT OCCUR? 

I YES - TIMER COUNTING TOO FAST, ERROR 

I WAIT FOR INTERRUPT FOR SPECIFIED TIME 



WAIT FOR INTERRUPT 



MOV 


AL.2CH 


1 <><><><><><><><><><>•<><> 


OUT 


MFG_PORT,AL 


1 <><> CHECKPOINT 2C <><> 


TEST 


•INTR FLAG.OIH 


I DID TIMER INTERRUPT OCCUR? 


JNZ 


D12 " 


i GO IF YES 


LOOP 


Dt 10 


t TRY AGAIN 


MOV 


SI, OFFSET El 03 


1 DISPLAY 103 ERROR 


JMP 


D6A 


1 ERROR IF NOT 


SETUP 


TIMER TO MODE 3 




CLI 






MOV 


AL.OFFH 


1 DISABLE ALL DEVICE INTERRUPTS 


OUT 


INTA01 ,AL 




MOV 


AL.36H 


I SELECT TIMER , LSB , MSB , MODE 3 


OUT 


TIMER+3.AL 


I WRITE TIMER MODE REGISTER 


JMP 


•+2 


I I/O DELAY 


MOV 


AL.O 




OUT 


TIMER+O.AL 


t WRITE LSB TO TIMER REGISTER 


JMP 


S+2 


i I/O DELAY 


OUT 


TIMER+O.AL 


1 WRITE MSB TO TIMER REGISTER 


CHECK 


8042 FOR LAST COMMAND 


ACCEPTED 


SUB 


cx.cx 


I SET WAIT TIME 


MOV 


AL.2DH 


i <><><><><><><><><><><><> 


OUT 


MFG PORT.AL 


t <><> CHECKPOINT 20 <><> 


IN 


al, Status port 


1 GET THE 8042 STATUS 


TEST 


AL.INPT BDF FULL 


I HAS THE LAST COMMAND BEEN ACCEPTED? 


JZ 


E19 


t GO IF YES 


LOOP 


D13 


I TRY AGAIN 


ERROR 


EXIT (MESSAGE 105) 




MOV 


SI, OFFSET El 05 


t PRINT 105 ERROR 


JMP 


D6A 


I GO ERROR HALT 



TEST. 19 

ADDITIONAL READ /WRITE STORAGE TEST 

++++ MUST RUN IN PROTECTED MODE ++++ 
DESCRIPTION 

WRITE /READ DATA PATTERNS TO ANY READ /WRITE STORAGE AFTER THE 

FIRST 64K. STORAGE ADDRESSABILITY IS CHECKED. 



ASSUME 


DStDATA 


CALL 
MOV 
OUT 


ODS 

AL.2FH 

MFG_PORT,AL 


CMP 
JNE 
JMP 


•RESET FLAG.1234H 

EI9A *" 

SHUT2 


SET SHUTDOWN RETURN 2 


MOV 
OUT 


AL.30H 
MFGJ»ORT,AL 


MOV 
CALL 


AX,2»H+CM0S SHUT DOWN* 
CMOS_WRITE ~ 


ENABLE 


PROTECTED MODE 


MOV 
MOV 
MOV 


SP.POST SS 
SS.SP " 
SP,POST_SP 


CALL 


SYSINITI 


MOV 
OUT 


AL.31H 
MFG_PORT,AL 


SET TEMPORARY STACK 


PUSH 
POP 


BYTE PTR GDT PTR 
ES 



J SET DATA SEGMENT 

I <><> CHECKPOINT 2F <><> 

I WARM START? 

I GO IF NOT 

I GO TO NEXT TEST IF WARM START 



CHECKPOINT 30 • 

iDRESS FOR SHI 
RY IN SHUTD01 

I SET STACK FOR SYSINITI 

I GO ENABLE PROTECTED MODE 

j <><> CHECKPOINT 31 <><> 




TEST2 5-51 



0IT1 261 C7 06 00SA 0000 


MOV 


0178 261 C6 06 OOSC 00 


MOV 


017E BE 0058 


MOV 


01 8 1 8E D6 


MOV 


0183 BC FFFD 


MOV 
— DAT> 



347 


0183 


BC 


FFFD 




348 










349 










350 










351 


0t86 


6A 


18 




352 


0188 


IF 






353 










354 


0189 


BO 


80 




355 


0t8B 


E6 


87 




356 










357 










358 










359 


018D 


B8 


0040 




360 


0190 


E8 


09A0 


R 


361 










362 










363 










364 


0193 


B8 


B0B1 




365 


0196 


E8 


0000 


E 


366 


0199 


86 


EO 




367 


019B 


E8 


0000 


E 


368 


019E 


8B 


IE 0013 R 


369 


01A2 


8B 


D3 




370 


01A4 


03 


D8 




371 










372 










373 










374 


01A6 


BO 


8E 




375 


01A8 


E8 


0000 


E 


376 










377 


01AB 


A8 


CO 




378 


01 AD 


74 


02 




379 


01AF 


EB 


5B 




380 










381 










382 










383 


01B1 








384 


01B1 


B8 


9596 




385 


01B4 


E8 


0000 


E 


386 


01B7 


24 


3F 




387 


01B9 


86 


EO 




388 


01BB 


E8 


0000 


E 


389 


01BE 


3B 


DO 




390 


01C0 


74 


13 




391 










392 










393 










394 


01C2 


50 






395 


01C3 


B8 


8E8E 




396 


0IC6 


E8 


0000 


E 


397 


01C9 


OC 


10 




398 


01CB 


86 


C4 




399 


01CD 


E8 


0000 


E 


4C0 


01D0 


58 






401 


01D1 


3B 


DO 




402 


01D3 


77 


37 




403 


0ID5 








404 


01D5 


8B 


D8 




405 


0ID7 


8B 


DO 




406 










407 










408 










409 


01D9 


B8 


9798 




410 


01OC 


E8 


0000 


E 


411 


01DF 


86 


EO 




412 


01E1 


E8 


0000 


E 


4(3 


01E4 


8B 


C8 




414 










415 










416 


01E6 


B8 


B0B1 




417 


01E9 


E8 


0000 


E 


418 


01 EC 


86 


EO 




419 


01EE 


E8 


0000 


E 


420 










421 










422 










423 


01FI 


3B 


C8 




424 


01F3 


74 


OF 




425 










426 










427 










428 


01F5 


SO 






429 


01F6 


B8 


8E8E 




430 


01F9 


E8 


0000 


E 


431 


01FC 


OC 


to 




432 


01FE 


86 


C4 




433 


0200 


E8 


0000 


E 


434 


0203 


58 






435 










436 


0204 








437 


0204 


3B 


C8 




438 


0206 


77 


02 




439 


0208 


8B 


C8 




440 


020A 








441 


020A 


03 


D9 




442 


020C 








443 


020C 


81 


FA 0201 


444 


0210 


72 


OD 




445 










446 


0212 


B8 


B3B3 




447 


0215 


E8 


0000 


E 


446 


0218 


OC 


80 




449 


021 A 


86 


C4 




450 


02 1C 


E8 


0000 


E 


451 


021F 








452 


021F 


89 


IE 0017 R 


453 


0223 


CI 


EB 06 


454 


0226 


4B 






455 


0227 


CI 


EA 06 


456 











ESlSS TEMP. BASE LO WORD.O 

BYTE PTR ESt (SS~TEMP.BASE HI BYTEI.O 

SI.SS TEMP ~ " 

SS.SI" 

SP,MAX_SEG_LEN-2 

DATA SEGMENT TO SYSTEM DATA AREA 

PUSH BYTE PTR RSDA_PTR ; POINT TO DATA AREA 



PRINT 64 K BYTES OK 



GET THE MEMORY SIZE DETERMINED (PREPARE BX AND DX FOR BAD CMOS) 

MOV 

CALL 

XCHG 

CALL 

MOV 

MOV 

ADD 



AX, (CMOS U M S LO+NMI)*H+CMOS U M S HI+NMI 

CMOS READ" ~ ; HIGH BYTE" 

AH.AL J SAVE HIGH BYTE 

CMOS READ { LOW BYTE 

BX.OMEMORY SIZE | LOAD THE BASE MEMORY SIZE 

DX.BX ; SAVE BASE MEMORY SIZE 

BX.AX J SET TOTAL MEMORY SIZE 



IS CMOS GOOD? 



AL.BAD BAT + BAD CKSUM 

E20B0 

SHORT E20C 



{ CMOS OK 7 

; GO IF YES 

J DEFAULT IF NOT 



GET THE BASE 0->640K MEMORY SIZE FROM CONFIGURATION IN CMOS 



MOV 

CALL 

AND 

XCHG 

CALL 

CMP 

JZ 



AX, (CMOS B M S LO+NMI )*H+CMOS B M S HI+NMI 

CMOS REAP t HIGH SyTe" 

AL.03FH i MASK OFF THE MANUFACTURING TEST BITS 

AH.AL | SAVE HIGH BYTE 

CMOS READ | LOW BYTE OF BASE MEMORY SIZE 

DX.A* | IS MEMORY SIZE GREATER THAN CONFIG? 

E20B1 | GO IF EQUAL 



SET MEMORY SIZE DETERMINE NOT EQUAL TO CONFIGURATION 



PUSH 

MOV 

CALL 

Ok 

XCHG 

CALL 

POP 

CMP 



AU | W MKM 3 I i 
AL.AH 

CMOS WRITE 



; SAVE AX 

I ADDRESS THE STATUS BYTE 

J GET THE^ STATUS 

I SAVE AL AND GET ADDRESS 

| WRITE UPDATED STATUS 

« RESTORE AX 

I IS MEMORY SIZE GREATER THAN CONFIG ? 

I DEFAULT TO MEMORY SIZE DETERMINED ? 



CHECK MEMORY SIZE ABOVE 640K FROM CONFIGURATION 

MOV AX, (CMOS EMS LO+NMI) *H+ (CMOS EMS HI+NMI) 

CALL CMOS READ" J HIGH"b7tE ~ 

XCHG AH, AC ; SAVE HIGH BYTE 

CALL CMOS READ ; LOW BYTE 

MOV CX.AX i SAVE THE ABOVE 640K MEMORY Si: 

ABOVE 640K SIZE FROM MEMORY SIZE DETERMINE 

CXsCONFIG AXsMEMORY SIZE DETERMINE 

MOV AX, (CMOS U M S LO+NMI ) *H+ (CMOS U M S HI+NMI) 

CALL CMOS READ" ~ " ; HIGH~BYtE " 

XCHG AH, AC I SAVE HIGH BYTE 

CALL CMOS READ | LOW BYTE 

WHICH IS GREATER - AX = MEMORY SIZE DETERMINE 

CX s CONFIGURATION (ABOVE 640) BX = SIZE (BELOW 640) 



; SAVE AX 

t ADDRESS THE STATUS BYTE 

I GET THE STATUS 

I SET CMOS FLAG 

J SAVE AL 

j UPDATE STATUS BYTE 

t RESTORE AX 



CMP 


CX.AX 


JZ 


SET_MEM1 


I SET MEMORY SIZE DETERMINE NOT El 


PUSH 


AX 


MOV 


AX, X* (CMOS DIAG+NMI) 


CALL 


CMOS READ ~ 


OR 


AL,W~MEM SIZE 


XCHG 


AL.AH 


CALL 


CMOS WRITE 


POP 


AX ~ 


SET MEM 1 I 




CMP 


CX.AX 


JA 


SET MEM 


MOV 


cx.Xx 


SET MEMl 




ADD 


BX.CX 


CMP 


DX.513 


JB 


N0_640 


MOV 


AX, X* (CMOS INF0128+NMI) 


CALL 


CMOS READ ~ 


OR 


AL,M6"40K 


XCHG 


AL.AH 


CALL 


CMOS_WRITE 


NO 640 t 




MOV 


WORD PTR OKB FLAG.BX 


SHR 


BX,6 


DEC 


BX 


SHR 


DX.6 



j IS CONFIG GREATER THAN DETERMINED? 

; GO IF YES 

I USE MEMORY SIZE DETERMINE IF NOT 

J SET TOTAL MEMORY SIZE 



t SET 640K BASE MEMORY BIT 

I GET THE CURRENT STATUS 

I TURN ON 640K BIT IF NOT ALREADY ON 

I SAVE THE CURRENT DIAGNOSTIC STATUS 

I RESTORE THE STATUS 

; SAVE TOTAL SIZE FOR LATER TESTING 

I DIVIDE BY 64 

j 1ST 64K ALREADY DONE 

t DIVIDE BY 64 FOR BASE 
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457 
458 
459 
460 
461 
462 
463 
464 
465 
466 
467 
468 
469 
470 
471 
472 
473 
474 
475 
476 
477 
478 
479 
480 
481 
482 
483 
484 
485 
486 
487 
488 
489 
490 
491 
492 
493 
494 
495 
496 
497 
498 
499 
500 
501 
502 
503 
504 
505 
506 
507 
508 
509 
510 
511 
512 
513 
514 
515 
516 
517 
518 
519 
520 
521 
522 
523 
524 
525 
526 
527 
528 
529 
530 
531 
532 
533 
534 
535 
536 
537 
538 
539 
540 
541 
542 
543 
544 
545 
546 
547 
548 
549 
550 
551 
552 
553 
554 
555 
556 
557 
558 
559 
560 
561 
562 
563 
564 
565 
566 
567 
568 
569 
570 



022A 52 
022B 6A 40 
022D 53 

022E 52 
022F 6A 40 
0231 53 



0235 261 C7 06 0048 FFFF 

023C 26s C7 06 004A 0000 

0243 26! C6 06 004C 00 

0249 26 i C6 06 004D 93 



024F 26s C7 06 0060 FFFF 

0256 26s C7 06 0062 0000 

025D 26s C6 06 0064 00 

0263 26s C6 06 0065 93 



0269 2A CO 
026B E6 85 
026D E6 86 
026F FE CO 
0271 E6 84 



0273 

0273 6A 08 

0275 IF 

0276 FE 06 0064 
027A FE 06 004C 



0289 

0289 80 3E 0064 OA 

028E 77 16 



0290 59 

0291 5B 

0292 58 

0293 50 

0294 53 

0295 51 

0296 38 06 0064 
029A 72 OA 



SAVE COUNTS IN STACK FOR BOTH MEMORY AND ADDRESSING TESTS 

DX 

BYTE PTR 64 



PUSH 
PUSH 
PUSH 

PUSH 
PUSH 
PUSH 



MODIFY DESCRIPTOR TABLES 
PUSH BYTE PTR GDT PTR 



BYTE PTR 64 



| SAVE BASE MEMORY SIZE COUNT 

t SAVE STARTING AMOUNT OF MEMORY OK 

j SAVE COUNT OF 64K BLOCKS TO BE TESTED 

I SAVE BASE MEMORY SIZE COUNT 

S SAVE STARTING AMOUNT OF MEMORY OK 

I SAVE COUNT OF 64K BLOCKS TO BE TESTED 



MODIFY THE DESCRIPTOR TABLE 



SET TEMPORARY ES DESCRIPTOR 64K SEGMENT LIMIT STARTING AT 000000 

MOV ESsES_TEMP.SEG LI MIT, MAX SEGJ.EN 

MOV ESsES TEMP. BASE LO WORD.O" 

MOV BYTE PTR ESs (ES TEMP. BASE HI BYTE1.0 : FIRST 65K 

MOV BYTE PTR ES: (ES_TEMP.DATA~ACC"_RIGHTS) ,CPLO_DATA_ACCESS 

SET TEMPORARY DS DESCRIPTOR 64K SEGMENT LIMIT AT FIRST 65K BLOCK 



MOV 
MOV 
MOV 
MOV 

TEMPORARY SEGMENT SAVE IN DMA PAGE REGISTER FOR SECOND 65K BLOCK 



ESsDS TEMP.SEG LIMIT, MAX SEG LEN 

ESsDS TEMP. BASE LO WORD.O" 

BYTE PTR ES:(DS~TEM>.BASE_H1 BYTE),0 

BYTE PTR ES:(DS TEMP. DATA ACC" RIGHTS), CPLO DATA ACCESS 



SUB 
OUT 
OUT 
INC 
OUT 



DMA_PAGE+3,AL 



I INITIALIZE VALUES TO 010000 
I HIGH BYTE OF LOW WORD OF SEGMENT 
t LOW BYTE OF LOW WORD OF SEGMENT 
J SET HIGH BYTE OF SEGMENT WORD 
J HIGH BYTE OF SEGMENT 



MEMORY TEST LOOP - POINT TO NEXT BLOCK OF 32K WORDS (64K) 



BYTE PTR GDT_PTR 



CHECK FOR END OF 256K PLANAR MEMORY 



S POINT TO NEXT BLOCK 



CHECK END OF FIRST 640K OR ABOVE (END OF MAXIMUM BASE MEMORY) 



CHECK FOR END OF BASE MEMORY TO BE TESTED 

POP CX | GET COUNT 

POP BX J GET COUNT TESTED 

POP AX t RECOVER COUNT OF BASE MEMORY BLOCKS 

PUSH AX j SAVE BASE COUNT 

PUSH BX | SAVE TESTED COUNT 

PUSH CX S SAVE TOTAL COUNT 

CMP BYTE PTR DSs (DS TEMP. BASE HI BYTE) ,AL ; MAX BASE COUNT 

JB NEXT } CONTINUE IF NOT DONE WITH BASE MEMORY 



DO ADDITIONAL STORAGE ABOVE 



MEG 



SAVE BASE_HI_BYTE IN DMA PAGE REGISTERS 3 

MOV AL.BYTE PTR DSs(DS TEMP. BASE HI BYTE) 

OUT DMA_PAGE+3,AL s SAVE THE HIGH BYTE OF SEGMENT 

S FOR POSSIBLE ERROR 

CHECK FOR TOP OF MEMORY (FEOOOO) 1 6 MEG 

CMP 



02B2 6A 60 
02B4 IF 
02B5 6A 48 
02B7 07 



02BC B9 8000 
02BF E8 0000 E 
02C2 74 03 
02C4 E9 0367 R 
02C7 
02C7 59 
02C8 58 



02CC 05 0040 
02CF 50 
02D0 51 

02D1 E8 09A0 R 



SET ES AND DS REGISTERS TO MEMORY BLOCK 

BYTE PTR DS_TEMP 

DS 

BYTE PTR ES TEMP 



PUSH 
POP 
PUSH 



ES 



I 

j <><> CHECKPOINT 31 <><> 

J SET COUNT FOR 32K WORDS 



WRITE THE CURRENT SIZE FOR (ADDRESS LINE 23-17 TEST) USED LATER 

SUB DI.DI ; POINT TO BEGINNING OR A BLOCK 

STOSW ; WRITE THE CURRENT SIZE 

J AT THE STARTING ADDRESS 

ADD AX, 64 ; ADVANCE COUNT TO NEXT BLOCK 

PUSH AX | SAVE TESTED MEMORY 

PUSH CX | SAVE LOOP COUNT 



S DISPLAY "OXXXX OK" MESSAGE 



TEST2 5-53 



571 
572 
573 
574 
575 
576 
577 
575 
579 
580 



585 

586 
587 
588 

589 
590 
591 
592 
593 
594 
595 
596 
597 
598 
599 
600 
601 
602 
603 
604 
605 
606 
607 
608 
609 
610 
611 
612 
613 
614 
615 
616 
617 
618 
619 
620 
621 
622 
623 
624 
625 
626 
627 
628 
629 
630 
631 
632 
633 
634 
635 
636 
637 
638 
639 
640 
641 
642 
643 
644 
645 
646 
647 
648 
649 
650 
651 
652 
653 
654 
655 
656 
657 
658 
659 
660 



02D4 59 
02D5 49 
02D6 E3 03 



02OB 
020B 58 
02OC SB 



02E3 6A 08 
02E5 07 

02E6 261 C6 06 I 
02EC 26 1 C7 06 I 



02F3 2A CO 
02F5 E6 85 
02F7 E6 86 
02F9 BO Ot 
02FB E6 84 



02FD 

02FD BO 33 

02FF E6 80 

0301 26 1 80 06 I 



0311 58 

0312 50 

0313 53 

0314 51 

0315 261 38 06 I 
031A 72 06 



031C 26 1 C6 06 0064 10 

0322 

0322 26 1 AO 0064 



0326 E6 84 



032C 6A 60 
032E IF 
032F 2B FF 
0331 8B 15 
0333 8B F7 
0335 2B CO 
0337 89 05 



0339 B9 1A69 
033C E8 0000 E 
033F 59 

0340 58 

0341 50 

0342 51 

0343 3B C2 
0345 8B C2 
0347 75 IE 



PUSH 
JMP 

KB L00P3I 



ADDRESS LINE 16-23 TEST 

MOV CX, 16671 
CALL WAITF 

INITIALIZE DS DESCRIPTOR 

PUSH BYTE PTR GDT PTR 
POP ES 



TEMPORARY SEGMENT SAVE IN DMA PAGE REGISTER 



I RECOVER 64K BLOCK COUNT 

I DECREMENT BLOCK COUNT FOR LOOP 

I CONTINUE TO NEXT TEST IF DONE 



I END MAIN TEST LOOP 

I CLEAR MAXIMUM BLOCK COUNT 

I CLEAR BASE SIZE COUNT FROM STACK 

I ADDRESS TEST VALUES ARE IN STACK 

I LET FIRST PASS BE SEEN 

t COUNT FOR 250 MS FIXED TIME DELAY 

| ALLOW SIX DISPLAY REFRESH CYCLES 



OUT 
OUT 
MOV 
OUT 



AL.AL 

DMA PAGE+4.AL 

DMA PAGE+5.AL 

AL,0~1H 

DMA PAGE+3.AL 



I HIGH BYTE OF LOW WORD OF SEGMENT 
I LOW BYTE OF LOW WORD OF SEGMENT 
I SET HIGH BYTE OF SEGMENT WORD 
I HIGH BYTE OF SEGMENT 



POINT TO NEXT BLOCK OF 64K 



MOV 
OUT 
ADD 



BYTE PTR ESt (DS_TEMP.BASE_HI_BYTE) ,01 
CHECK FOR END OF BASE MEMORY TO BE TESTED 



BYTE PTR ESt(DS TEMP. BASE HI BYTE) ,0AH 
NEXT_A ~ TCORTINUE IF ABOVE 



■ CHECKPOINT 33 <><> 



1 MEG 



POP CX | GET COUNT 

POP BX | GET COUNT TESTED 

POP AX | RECOVER COUNT OF BASE MEMORY BLOCKS 

PUSH AX ; SAVE BASE COUNT 

PUSH BX ; SAVE TESTED COUNT 

PUSH CX | SAVE TOTAL COUNT 

CMP BYTE PTR ESt (DS TEMP. BASE HI BYTE) ,AL J MAX BASE COUNT 

JB NEXT_A ~ |~CORTINUE IF NOT DONE WITH BASE MEMORY 

DO ADDITIONAL STORAGE ABOVE I MEG 



MOV 



BYTE PTR ESt(DS_TEMP.BASE_HI_BYTE),10H 
AL D BYTE PTR ESs«DS TEMP. BASE HI BYTE) 



DMA PAGE REGISTERS 3 

OUT DMA_PAGE+3,AL 

CHECK FOR TOP OF MEMORY (FE0000) 16 MEG 

CMP AL.OFEH 
JZ KB_LOOP_3 

SET DS REGISTER 



BYTE PTR DS TEMP 

DS 

DI.DI 

DX,DS:[DI] 

SI.DI 

AX, AX 

[DIJ.AX 



i POINT TO START OF BLOCK 
I GET THE VALUE OF THIS BLOCK 
I SET SI FOR POSSIBLE ERROR 
I CLEAR MEMORY LOCATION 



667 
668 
669 
670 
671 
672 
673 
674 
675 
676 
677 
678 



0349 E4 61 
034B 24 CO 
034D 75 18 

034F 59 

0350 58 

0351 05 0040 

0354 50 

0355 51 

0356 E8 09A0 R 
0359 59 

035A 49 
035B E3 03 



SUB 
MOV 
MOV 
SUB 
MOV 

ALLOW DISPLAY TIME TO DISPLAY MESSAGE AND REFRESH TO RUN 

MOV CX.676I t COUNT FOR 102 MS FIXED TIME DELAY 

CALL WAITF J ALLOW FIVE DISPLAY REFRESH CYCLES 

POP CX j GET THE LOOP COUNT 

POP AX j RECOVER TESTED MEMORY 

PUSH AX S SAVE TESTED MEMORY 

PUSH CX | SAVE LOOP COUNT 

CMP AX.DX t DOES THE BLOCK ID MATCH 

MOV AX.DX | GET THE BLOCK ID FOR POSSIBLE ERROR 

JNZ E21A j GO PRINT ERROR 

CHECK FOR CHECK PARITY 

IN AL.PORT B 

AND AL, PARITY ERR 

JNZ E2 1 A 



POP 

ADD 

PUSH 

PUSH 

CALL 

POP 

DEC 

JCXZ 



} CHECK FOR I/O OR PARITY CHECK 
I STRIP UNWANTED BITS 
; EXIT IF PARITY ERROR 

I POP CX TO GET AX 

S RECOVER TESTED MEMORY 

I 64K INCREMENTS 

S SAVE TESTED MEMORY 

I SAVE LOOP COUNT 

; DISPLAY OK MESSAGE 

j RECOVER 64K BLOCK COUNT 

I LOOP TILL ALL MEMORY CHECKED 

; CONTINUE 



5-54 TEST2 



679 




660 




68 1 




662 


0360 


663 


0360 BO 34 


664 


0362 E6 80 



BACK TO REAL MODE - MEMORY TESTS DONE 



KB LOOP 3 1 
"MOV 
OUT 



666 0364 E9 0000 E 



AL.34H 
MFG_PORT,AL 



PROC_SHUTDOWN 



I <><> CHECKPOINT 34 <><> 

I BACK TO REAL MODE 

I NEXT TEST VIA JUMP TABLE (SHUT2) 



669 








690 








691 








692 








693 


0367 


E6 


82 


694 


0369 


8A 


C4 


695 


036B 


E6 


63 


696 


036D 


8B 


C6 


697 


036F 


E6 


86 


696 


0371 


86 


EO 


699 


0373 


E6 


85 


700 








701 








702 








703 


0375 


2B 


F6 


704 


0377 


AB 




70S 


0378 


E4 


61 


706 


037A 


E6 


68 


707 


037C 


OC 


OC 


708 


037E 


E6 


61 


709 


0360 


24 


F3 


710 


0382 


E6 


61 


711 








712 








713 








714 


0384 


58 




715 


0385 


58 




716 


0386 


5B 




717 


0387 


CI 


E3 06 


718 


038A 


2B 


C3 


719 


038C 


73 


17 


720 








721 








722 








723 


038E 


6A 


18 


724 


0390 


IF 




725 








726 


0391 


03 


C3 


727 


0393 


A3 


0013 R 


728 








729 








730 








731 


0396 


B8 


B3B3 


732 


0399 


E6 


0000 E 


733 


039C 


24 


7F 


734 


039E 


86 


C4 


735 


03A0 


E8 


0000 E 


736 


03A3 


33 


CO 


737 


03A5 






738 


03A5 


8B 


C8 


739 


03A7 


BO 


Bl 


740 


03A9 


E8 


0000 E 


741 


03AC 


8A 


El 


742 


03AE 


BO 


BO 


743 


03B0 


EB 


0000 E 


744 








745 








746 








747 


03B3 


B8 


038F 


748 


03B6 


E8 


0000 E 


749 








750 








751 








752 


03B9 


E9 


0000 E 



PRINT FAILING ADDRESS AND XOR'ED PATTERN IF DATA COMPARE ERROR 
USE DMA PAGE REGISTERS AS TEMPORARY SAVE AREA FOR ERROR 
SET SHUTDOWN 3 

I SAVE FAILING BIT PATTERN (LOW BYTE) 
J SAVE HIGH BYTE 

J GET THE FAILING OFFSET 



CLEAR I/O CHANNEL CHECK OR R/W PARITY CHECK 



OUT 


DMA PAGE+ 1 


,AI 


MOV 


AL,A"H 




OUT 


DMA PAGE+2 


iAL 


MOV 


AX,5l 




OUT 


DMA PAGE+5 


,AL 


XCHG 


AH, XL 




OUT 


DMA PAGE+4 


,AL 



OUT 
AND 
OUT 



SI, SI 

AL.PORT B 
DMA PAGE+7.AL 
AL.RAM PAR OFF 
PORT B7AL ~ 
AL,RA*M PAR ON 
PORT B7AL ~ 



GET THE LAST OF GOOD MEMORY 



SHL 


BX.6 


SUB 


AX.BX 


JAE 


E211 



ELSE SET BASE MEMORY SIZE 
PUSH BYTE PTR RSDA PTR 



1 WRITE TO FAILING BLOCK 

j GET PARITY CHECK LATCHES 

t SAVE FOR ERROR HANDLER 

I TOGGLE l/O-PARITY CHECK ENABLE 

1 TO RESET CHECKS 



S CLEAR BLOCK COUNT 

I GET THE LAST OF GOOD MEMORY 

t GET BASE MEMORY COUNTER 

I CONVERT TO MEMORY SIZE COUNTS 

I COMPARE LAST GOOD MEMORY WITH BASE 

i IF ABOVE OR EQUAL, USE REMAINDER IN 

I CMOS U M S (H/L) 



I SET THE DATA SEGMENT 
j IN PROTECTED MODE 



RESET 512K --> 640K OPTION IF SET 



MOV 

CALL 

AND 

XCHG 

CALL 

XOR 

MOV 

MOV 

CALL 

MOV 

MOV 



AX,X*(CMOS INF0128+NMI) | ADDRESS OPTIONS INFORMATION BYTE 

CMOS READ " | READ THE MEMORY INFORMATION FLAG 

AL.NBT M640K J SET 640K OPTION OFF 

AL.AH ; MOVE TO WORK REGISTER 

CMOS WRITE | UPDATE STATUS IF IT WAS ON 

AX,** i CLEAR VALUE FOR EXTENSION MEMORY 



CX.AX 

ALiCMOS U M S Hl+NMI 

CMOS WRTTE ~ 

AH.CC 

AL.CMOS U M S LO+NMI 



CALL CMOS_WRTTE* " 
SET SHUTDOWN 3 



PROC SHUTDOWN 



t SAVE ADJUSTED MEMORY SIZE 

I SAVE THE HIGH BYTE MEMORY SIZE 

» GET THE LOW BYTE 

I DO THE LOW BYTE 

I WRITE IT 



TEST2 5-55 



753 












754 












755 












756 












757 












758 












759 












760 












761 












762 












763 












764 












765 












766 












767 












768 












769 












770 












77! 












772 












773 












774 












775 












776 












777 












778 












779 












780 












781 












782 












783 












784 












785 












786 












787 












788 












789 












790 












791 












792 












793 












794 












795 












796 












797 












798 












799 












800 












801 












802 












803 












804 












805 












806 












807 












808 


03BC 










809 


03BC 


E8 


0000 


E 




810 












oii 












812 


03BF 


C6 


06 0016 R 01 


813 


03C4 


BO 


OD 






814 


03C6 


E8 


0000 


E 




815 


03C9 


BO 


OA 






816 


03CB 


E8 


0000 


E 




817 


03CE 


E4 


84 






818 


03D0 


E8 


0000 


E 




819 


03D3 


E4 


85 






820 


03D5 


E8 


0000 


E 




821 


03D8 


E4 


86 






822 


03DA 


E8 


0000 


E 




823 


03DO 


BO 


20 






824 


03DF 


E8 


0000 


E 




825 


03E2 


E4 


83 






826 


03E4 


E8 


0000 


E 




827 


03E7 


E4 


82 






828 


03E9 


E8 


0000 


E 




829 












830 












831 












832 


03EC 


E4 


8b 






833 


03EE 


3C 


33 






834 


03F0 


BE 


0000 


E 




835 


03F3 


74 


OA 






836 












837 


03F5 


BE 


0000 


E 




838 


03F8 


3C 


32 






839 


03FA 


74 


03 






840 












841 


03FC 


BE 


0000 


E 




842 


03FF 










843 


03FF 


E8 


0000 


E 




844 


0402 


E4 


88 






845 












846 












847 












848 


0404 


A8 


80 






849 


0406 


74 


OB 






850 












851 


0408 


50 








852 


0409 


E8 


0990 


R 




853 


040C 


BE 


0000 


E 




854 


040F 


E8 


0000 


E 




855 


0412 


58 








856 


0413 










857 


0413 


A8 


40 






858 


0415 


74 


09 






859 












860 


0417 


E8 


0990 


R 




861 


041 A 


BE 


0000 


E 




862 


041D 


E8 


0000 


E 




863 


0420 











MEMORY ERROR REPORTING 



(R/W/ MEMORY OR PARITY ERRORS) 



"AABBCC DDEE 201 



(OR 202) 

AAsHIGH BYTE OF 24 BIT ADDRESS 

BBaMIDDLE BYTE OF 24 BIT ADDRESS 

CC=LOW BYTE OF 24 BIT ADDRESS 

DD=HIGH BYTE OF XOR FAILING BIT PATTERN 

EE=LOW BYTE OF XOR FAILING BIT PATTERN 

DESCRIPTION FOR ERROR 202 (ADDRESS LINE 00-15) 

A WORD OF FFFF IS WRITTEN AT THE FIRST WORD AND LAST WORD 
OF EACH 64K BLOCK WITH ZEROS AT ALL OTHER LOCATIONS OF THE 
BLOCK. A SCAN OF THE BLOCK IS MADE TO INSURE ADDRESS LINE 
0-15 ARE FUNCTIONING. 

DESCRIPTION FOR ERROR 203 (ADDRESS LINE 16-23) 

AT THE LAST PASS OF THE STORAGE TEST, FOR EACH BLOCK OF 
64K, THE CURRENT STORAGE SIZE (ID) IS WRITTEN AT THE FIRST 
WORD OF EACH BLOCK. IT IS USED TO FIND ADDRESSING FAILURES. 

"AABBCC DDEE 203" 

SAME AS ABOVE EXCEPT FOR DDEE 

GENERAL DESCRIPTION FOR BLOCK ID (DDEE WILL NOW CONTAINED THE ID) 
DDaHIGH BYTE OF BLOCK ID 
EEsLOW BYTE OF BLOCK ID 



BLOCK ID 

0000 

0040 



ADDRESS RANGE 
000000 — > OOFFFF 
010000 --> 01 FFFF 



EXAMPLE (640K BASE MEMORY + 512K I/O MEMORY = 1 1 52K TOTAL) 

NOTE: THE CORRECT BLOCK ID FOR THIS FAILURE IS 0280 HEX. 

DUE TO AN ADDRESS FAILURE THE BLOCK ID+128K OVERLAYED 
THE CORRECT BLOCK ID. 



IF A PARITY LATCH WAS SET THE CORRESPONDING MESSAGE WILL DISPLAY. 
"PARITY CHECK I" (OR 2) 



MOV 

MOV 

CALL 

MOV 

CALL 

IN 

CALL 



CALL 

MOV 

CALL 



OMFG ERR FLAG+1 ,MEM_FAI 

AL.CR" 

PRT HEX 

AL.LF 

PRT HEX 

AL.BMA PAGE+3 

XPC BYTE 

AL.BMA PAGE+4 

XPC BYTE 

AL.BMA PAGE+5 

XPC BYTE 

AL.T • 

PRT HEX 

AL.BMA PAGE+2 

XPC BYTE 

AL.BMA PAGE+1 

XPC BYTE 



CHECK FOR ADDRESS ERROR 

IN AL.MFG PORT 

CMP AL.33H" 

MOV SI, OFFSET E203 

JZ ERR2 

MOV SI, OFFSET E202 

CMP AL.32H 

JZ ERR2 



MOV 
CALL 



SI, OFFSET E201 



; <><> MEMORY FAiLtD <><> 
.; CLEAR AND SET MANUFACTURING ERROR FLAG 
; CARRIAGE RETURN 



J GET THE HIGH BYTE OF 24 BIT ADDRESS 

J CONVERT AND PRINT CODE 

; GET THE MIDDLE BYTE OF 24 BIT ADDRESS 

I GET THE LOW BYTE OF 24 BIT ADDRESS 

; SPACE TO MESSAGE 

; GET HIGH BYTE FAILING BIT PATTERN 

I CONVERT AND PRINT CODE 

; GET LOW BYTE FAILING BIT PATTERN 

I CONVERT AND PRINT CODE 



; GET THE CHECKPOINT 
; IS IT AN ADDRESS FAILURE? 
1 LOAD ADDRESS ERROR !6->23 
I GO IF YES 



i SETUP ADDRESS OF ERROR MESSAGE 



DISPLAY "PARITY CHECK ?" ERROR MESSAGES 



JZ 

PUSH 
CALL 
MOV 
CALL 
POP 

TEST 



CALL 
MOV 
CALL 



PADING 

SI, OFFSET D1 

P MSG 



PADING 

SI, OFFSET D2 

P MSG 



ADDRESS ' 



I SAVE STATUS 

I INSERT BLANKS 

; PLANAR ERROR, 

J DISPLAY "PARITY CHECK 1" 

; AND RECOVER STATUS 

t 



; INSERT BLANKS 

I ADDRESS OF "PARITY CHECK 2" MESSAGE 

» DISPLAY "PARITY CHECK 2" ERROR 

{ CONTINUE TESTING SYSTEM 



5-56 TEST2 



IBM Personal Computer MACRO Assembler 



4/85 



TEST2 01/24/85 POST TESTS AND INITIALIZATION ROUTINES 



865 
866 
867 
868 
869 
870 
871 
872 
873 
874 
875 
876 
877 
878 
879 
880 
881 
882 
883 
884 
885 
886 
887 
888 
889 
890 
891 
892 
893 
894 
895 
896 
897 
898 
899 
900 
901 
902 
903 
904 
905 
906 
907 
908 
909 
910 
91 1 
912 
913 
914 
915 
916 
917 
918 
919 
920 
921 
922 
923 
924 
925 
926 
927 
928 
929 
930 
931 
932 
933 
934 
935 
936 
937 
938 
939 
940 
941 
942 
943 
944 
945 
946 
947 
948 
949 
950 
951 
952 
953 
954 
955 
956 
957 
958 
959 
960 
961 
962 
963 
964 
965 
966 
967 
968 
969 
970 
971 
972 
973 
974 
975 
976 
977 
978 



ENTRY FROM SHUTDOWN 



TEST. 20 

ADDITIONAL PROTECTED (VIRTUAL MODE) TEST 

DESCRIPTION 

THE PROCESSOR IS PUT IN PROTECTED MODE AND 
THE FOLLOWING FUNCTIONS ARE VERIFIED 

1 . VER I FY PROTECTED MODE 

THE MACHINE STATUS IS CHECK FOR VIRTUAL MODE 

2. PROGRAMMED INTERRUPT TEST 

AN PROGRAMMED INTERRUPT 32 IS ISSUED AND 
AND VERIFIED 

3. EXCEPTION INTERRUPT 13 TEST 

A DESCRIPTOR SEGMENT LIMIT IS SET TO ZERO 
AND A WRITE TO THAT SEGMENT IS ATTEMPTED 
AN EXCEPTION 13 IS EXPECTED AND VERIFIED 

4. LDT/SDT LTR/STR TEST 

LOAD LDT REGISTER AND VERIFY CORRECT 
LOAD TASK REGISTER AND VERIFY CORRECT 
THEY ARE VERIFIED VIA THE STORE INSTRUCTION 

5. THE CONTROL FLAGS OF THE 286 FOR DIRECTION 
ARE VERIFIED VIA THE STD AND CLD COMMANDS 
IN PROTECTED MODE 

6. BOUND INSTRUCTION TEST (EXCEPTION INT 5) 
CREATE A SIGNED ARRAY INDEX WITHIN AND 
OUTSIDE THE LIMITS. CHECK THAT NO EXC INT 
IF WITHIN LIMIT AND THAT AN EXC INT 5 
OCCURS IF OUTSIDE THE LIMITS. 

7. PUSH ALL POP ALL TEST 

SET GENERAL PURPOSE REGISTERS TO DIFFERENT 
VALUES, ISSUE A PUSH ALL, CLEAR THE REGISTERS I 
THEN ISSUE A POP ALL AND VERIFY CORRECT. 

8. CHECK THE VERR/VERW INSTRUCTIONS 

THE ACCESS BYTE IS SET TO READ ONLY THEN TO 
A WRITE ONLY AND THE VERR/VERW INSTRUCTIONS 
ARE VERIFIED. 

9. CAUSE AN INTERRUPT 13 VIA A WRITE TO A 
READ ONLY SEGMENT 

10. VERIFY THE ARPL INSTRUCTION FUNCTIONS 
SET THE RPL FIELD OF A SELECTOR AND 
VERIFY THAT CURRENT SELECTOR RPL IS SET 
CORRECTLY . 

11. VERIFY THE LAR INSTRUCTION FUNCTIONS 

12. VERIFY THE LSL INSTRUCTION FUNCTIONS 

13. LOW MEG CHIP SELECT TEST 



0420 E9 0000 E 



0423 E8 0000 E 

0426 E4 80 

0428 3C 35 

042A BE 0000 E 

042D 74 OD 

042F BE 0000 E 

0432 80 OE 0016 R 02 



0437 E8 0000 E 

043A EB 08 

043C E8 0000 E 

043F 80 OE 0016 R 04 



0444 E8 0000 E 

0447 2B CO 

0449 A3 0017 R 

044C B9 000E 

044F BA 0082 

0452 

0452 2A CO 

0454 EE 

0455 42 

0456 E2 FA 



IN 
CMP 
MOV 
JZ 
SHUT7A: MOV 



CALL 

JMP 

SHUT7BI CALL 



JMP POST3 

FAILURE ENTRY FROM A SHUTDOWN 

CALL 



DDS 

AL.MFG PORT 

AL.35H 

SI, OFFSET El 09 

SHUT7B 

SI, OFFSET El 04 



OMFG_ERR_FLAG+ 1 , PRO_FA I L ; 



j GO TEST THE 286 PROTECTED MODE 



I PRINT ERROR 109 

| GO IF NOT 

} PROTECTED MODE FAILED 



E MSG 

SHORT SHUT6 
E MSG 



} PRINT MESSAGE 
J PRINT MESSAGE 



•MFG_ERR_FLAG+ 1 , LMCS_FA I L ; 



I PROTEC 

SHUT6 s CALL 


TED MODE TEST PASSED E 
DDS 


SUB 


AX, AX 


MOV 


WORD PTR »KB FLAG, AX 


MOV 


CX.OEH 


MOV 


DX.DMA PAGE+1 


CLR LOOP J 




SUB 


AL.AL 


OUT 


DX.AL 


INC 


DX 


LOOP 


CLR LOOP 



; CLEAR PAGE REGISTERS 



TEST. 21 

KEYBOARD TEST 
DESCRIPTION 

RESET THE KEYBOARD AND CHECK THAT SCAN 

CODE "AA" IS RETURNED TO THE PROCESSOR. 

CHECK FOR STUCK KEYS. 



045C F6 06 0012 R 20 

0461 75 03 

0463 E9 0516 R 

0466 80 3E 0072 R 64 

046B 75 03 

046D E9 0516 R 

0470 BO 36 

0472 E6 80 

0474 FA 

0475 81 3E 0072 R 1234 
047B 74 17 

047D 80 3E 0072 R AA 

0482 74 10 

0484 BO AE 

0486 E8 0000 E 

0489 B7 04 



F7_A: 
F7 B: 



MOV 
OUT 
CLI 
CMP 



MOV 

CALL 

MOV 



MFG_PORT,AL J 

•MFG TST.MFG LOOP ; MANUFACTURING BURN IN TEST MODE? 

F7 A 

F7~ j YES - SKIP KEYBOARD TEST 

BYTE PTR PRESET FLAG.064H ; MANUFACTURING RUN IN MODE? 

F7 B 

F7 j YES - SKIP KEYBOARD TEST 

AL.36H | <><><><><><><><><><><><> 

MFG_PORT,AL J <><> CHECKPOINT 36 <><> 

•RESET_FLAG,1234H j SOFT RESET? 

G10 

BYTE PTR ORESET FLAG, KB OK | CHECK FOR AA ALREADY RECEIVED 

GIO } GO IF YES 

AL.ENA KBD 

C8042 ~ } ENABLE KEYBOARD 

BH,4 J TRY 4 TIMES 
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979 


048B 


E8 


0000 


E 


980 


048E 


75 


04 




981 


0490 


FE 


CF 




982 


0492 


75 


F7 




983 


0494 


BO 


AD 




984 


0496 


E8 


0000 


E 


985 


0499 


E4 


60 




986 


049B 


BO 


EO 




987 


049D 


E8 


0000 


E 


988 


04A0 


E8 


0000 


E 


989 


04A3 


E4 


60 




990 


04A5 


A8 


01 




991 


04A7 


74 


OA 




992 










993 


04A9 


80 


OE 0016 R 08 


994 










996 


04AE 


BE 


0000 


E 


996 


04B1 


EB 


60 




997 


04B3 


E8 


0000 


E 


998 


04B6 


E3 


29 




999 


04B8 


BO 


37 




1000 


04BA 


E6 


80 




1001 


04BC 


80 


FB AA 


1002 


04BF 


75 


20 




1003 










1004 










1005 










1006 


04CI 


BO 


38 




1007 


04C3 


E6 


80 




1008 










1009 


04C5 


BO 


AE 




1010 


04C7 


E8 


0000 


E 


1011 


04CA 


B9 


19E4 




1012 


04CD 


E8 


0000 


E 


1013 


04D0 


E4 


64 




1014 


04D2 


A8 


01 




1015 


04D4 


74 


40 




1016 










1017 


04D6 


BO 


39 




1018 


04D8 


E6 


80 




1019 










1020 


04DA 


E4 


60 




1021 


04DC 


E8 


0000 


E 


1022 


04DF 


EB 


2A 




1023 










1024 










1025 










1026 


04E1 


FA 






1027 


04E2 


BO 


AB 




1026 


04E4 


E6 


64 




1029 


04E6 


2B 


C9 




1030 


04E8 


B7 


05 




1031 


04EA 


E4 


64 




1032 


04EC 


A8 


01 
























1034 


04F0 


75 


09 




1035 


04F2 


FE 


CF 




1036 


04F4 


76 


F4 




1037 


04F6 


BE 


0000 


E 


1038 


04F9 


EB 


18 




1039 


04FB 


E4 


60 




1040 


04FD 


3C 


00 




1041 


04FF 


74 


OA 




1042 


0501 


80 


OE 0016 R 10 


1043 










1044 


0506 


BE 


0000 


E 


1045 


0509 


EB 


08 




1046 


050B 


BE 


0000 


E 


1047 










1048 


050E 


80 


OE 0016 R 20 


1049 










1050 










1051 


0513 


E8 


0000 


E 


1052 










1053 










1054 










1055 


0516 


BO 


3A 




1056 


0518 


E6 


80 




1057 










1058 


051A 


BO 


FF 




1059 


051C 


E6 


21 




1060 


051E 


FA 






1061 


05 IF 


BO 


60 




1062 


0521 


E8 


0000 


E 


1063 


0524 


BO 


45 




1064 


0526 


E6 


60 




1065 










1066 










1067 










1068 


0528 


B4 


DD 




1069 


052A 


E8 


0000 


E 


1070 










1071 










1072 










1073 


052D 


2B 


CO 




1074 


052F 


8E 


CO 




1075 


0531 


B9 


0008 




1076 


0534 


OE 






1077 


0535 


IF 






1078 


0536 


BE 


0000 


E 


1079 


0539 


BF 


0020 


R 


1080 


053C 


A5 






1081 


053D 


47 






1082 


053E 


47 






1083 


053F 


E2 


FB 




1084 










1085 










1086 










1087 










1088 


0541 


2B 


CO 




1089 


0543 


8E 


CO 




1090 


0545 


B9 


0008 




1091 


0548 


OE 






1092 


0549 


IF 







CALL 

JNZ 

DEC 

JNZ 

MOV 

CALL 

IN 

HOV 

CALL 

CALL 



MOV 

JMP 

CALL 

JCXZ 

MOV 

OUT 

CMP 

JNE 



; DISABLE KEYBOARD 



J WAIT FOR OUTPUT BUFFER FULL 

I GET THE RESULTS 

I KEYBOARD CLOCK MUST BE LOW 



G10~ 
BH 

LOOP I 

AL.DIS KBD 
C8042 ~ 
AL.PORT A 
AL,KYBD"CLK DATA 
C8042 " 
OBF 42 
AL.FORT A 
AL.KYBD CLK 
Gil ~ 

•MFG ERR FLAG+1.KYCLK FAIL » <><><><><><><>•<><><><><><><><> 

J <><> KEYBOARD CLOCK HIGH <><> 

I DISPLAY 304 ERROR 

I REPORT ERROR 

I ISSUE RESET TO KEYBOARD 

I PRINT ERROR MESSAGE IF NO INTERRUPT 

I <>-<><><><><>•<>■<><><><><> 

J <><> CHECKPOINT 37 <><> 

t SCAN CODE AS EXPECTED? 

i NO - DISPLAY ERROR MESSAGE 



SI, OFFSET E304 

SHORT F6D 

KBD RESET 

F6 ~ 

AL.37H 

MFG PORT.AL 

BL.KB OK 



: CHECK 

MOV 


FOR STUCK KEYS 
AL.38H 


OUT 


MFG_PORT,AL 


MOV 


AL.ENA KBD 


CALL 


C8042 ~ 


MOV 


CX.6628 


CALL 


WAITF 


IN 


AL, STATUS PORT 


TEST 


AL.OUT BUF FULL 


JE 


F7 


MOV 


AL.39H 


OUT 


MFG_PORT,AL 


IN 


AL.PORT A 


CALL 


XPC BYTE 


JMP 
i KEYBOA 


SHORT F6C 
RD ERROR TRY TO DE 



I 

t ASSURE KEYBOARD ENABLED 

t ISSUE THE COMMAND 

I COUNT FOR 100 MILLISECONDS 

I DELAY FOR A WHILE 

J CHECK FOR STUCK KEYS 

J OUT BUFFER FULL? 

t YES - CONTINUE TESTING 



I GET THE SCAN CODE 
; CONVERT AND PRINT 
I CONTINUE 

KEYBOARD ERROR TRY TO DETERMINE IF 8042 INTERFACE IS WORKING 
1 COMMAND TO 8042 



CLI 
MOV 
OUT 
SUB 
MOV 



AL.INTR FACE CK 
STATUS PORT,A"L 
CX.CX ~ 



JNZ 
DEC 
JNZ 
MOV 



MOV 
JMP 
MOV 



F6B 

BH 

F6A 

SI, OFFSET E303 

SHORT F6D 

AL.PORT A 

AL.O 

F6C 

OMFG ERR FLAG+1.KY SYS FAIL ; 



; WAIT FOR OUTPUT BUFFER FULL 
I 8042 FINISHED TEST? 
I GO CHECK RESULTS 



J TRY AGAIN 

j INDICATE PLANAR FAILURE 

; (REMOVE KEYBOARD TRY AGAIN) 

I GET THE RESULTS OF INTERFACE TEST 

I IS THE INTERFACE OK? 



SI, OFFSET E303 

SHORT F6D 

SI, OFFSET E301 



<><> KEYBOARD/ SYSTEM 
i PLANAR FAILURE 
I GO IF YES 
I GET MESSAGE ADDRESS 



OMFG_ERR_FLAG+ 1 , KYBD_FA I L J 



►<> KEYBOARD FAILED 
I PRINT MESSAGE ON SCREEN 



INITIALIZE 8042 TO HONOR KEY LOCK 



AL.3AH 
MFG_PORT,AL 



AL, WRITE 8042 LOC 

C8042 

AL.45H 

PORT_A,AL 



MOV 

OUT 

CLI 

MOV 

CALL 

MOV 

OUT 



DEGATE ADDRESS LINE 20 



I DISABLE INTERRUPTS 



; WRITE 8042 MEMORY COMMAND 

; ISSUE THE COMMAND 

I SET SYSTEM FLAG - OUTBUF INTERRUPT ■ 

I PC 1 COMPATIBILITY 

I RESET INHIBIT OVER RIDE 



SETUP HARDWARE INTERRUPT VECTOR TABLE LEVEL 0-7 



AX, AX 
ES.AX 
CX.08 



MOV 

MOV 

PUSH 

POP 

MOV 

MOV 

MOVSW 

INC DI 

INC DI 

LOOP F7A 

SETUP HARDWARE 

ASSUME ESjABSO 

SUB AX, AX 

MOV ES.AX 

MOV CX.08 

PUSH CS 

POP DS 



J SKIP OVER SEGMENT 



INTERRUPT VECTORS LEVEL 8-15 (VECTORS START AT INT 7 OH) 



5-58 TEST2 



0S4A BE 0000 E 
0S4D BF 01 CO R 

0550 A5 

055 1 47 

0552 4T 

0553 E2 FB 



1093 

1094 

1095 

1096 

1097 

1098 

1099 

1 100 

I 101 

1 102 

1 103 0555 2B CO 

1 1 04 0557 BE D8 

1105 0559 C7 06 0008 R 0000 E 

1106 055F C7 06 0014 R 0000 E 

1107 0565 C7 06 0062 R F600 



056B BF 0180 
056E B9 0010 
0571 C7 05 0000 
0575 83 C7 02 
0578 E2 F7 



MOV 

MOV 

MOVSW 

INC Dl 

INC DI 

LOOP F7A1 



SET UP OTHER INTERRUPTS AS NECESSARY 

I DSaO 



I SKIP OVER SEGMENT 



ASSUME DSiABSO 

SUB AX, AX 

MOV DS.AX 

MOV WORD PTR ONMI PTR, OFFSET NMI INT J NMI INTERRUPT 

MOV WORD PTR PINTS PTR, OFFSET PRTNT SCREEN | PRINT SCREEN 

MOV WORD PTR •BASIC"_PTR+2,0F600H ~ | SEGMENT FOR CASSETTE BASIC 

ZERO RESERVED VECTORS 



1 1 16 

I 1 17 
t I 18 

II 19 
1120 
I 121 
1122 
1123 
I 124 
t 125 
1 126 
1 127 
1 128 
I 129 
1 130 
1131 
1 132 
1 133 
1 134 
1 135 
1 136 
1 137 
1 138 
1 139 
1 140 
1 141 
1142 
1 143 
1 144 
1 145 
1 146 
1147 
1 148 
1 149 
1 150 
1 151 
1 152 
1 153 
1154 
1 155 
1 156 
1157 
1 158 
1 159 
1160 
1 161 
I 162 
1163 
1 164 
1 165 
1 166 
I 167 
1168 
1169 
1 170 
I 171 
1172 
1 173 
1174 
1175 
I 176 
1 177 



MOV 
MOV 
MOV 
ADD 
LOOP 



DI,60H»4 

CX.16 

WORD PTR DSl[DI],0 



POINT TO NEXT LOCATION 



F7A2 
SETUP TIMER TO BLINK LED IF MANUFACTURING TEST MODE 



057A E8 0000 E 

057D F6 06 0012 R 20 

0582 75 OB 

0584 26! C7 06 0020 R 0000 E 

058B BO FE 

058D E6 21 

058F FB F9i 



TEST 

JNZ 

MOV 

MOV 

OUT 

ST I 



OMFG_TST , MFGJ.OOP 



i ESTABLISH DATA SEGMENT 
I MFG. TEST MODE? 



WORD PTR ES|OINT_PTR,OFFSET BLINK INT j SETUP TIMER TO BLINK LED 
AL.OFEH | ENABLE TIMER INTERRUPT 

INTA01 ,AL 

J ALLOW INTERRUPTS 



I- 



ISSUE A RESET TO THE HARD FILE IF SOFT RESET 



0590 81 3E 0072 R 
0596 75 OE 
0598 B9 OOFF 
059B BA 03F6 
059E BO 04 
05AO EE 
05A1 E2 FE 
05A3 2A CO 
05A5 EE 



CMP 

JNZ 

MOV 

MOV 

MOV 

OUT 

LOOP 

SUB 

OUT 



ORESET FLAG.I234H 

F9A 

CX.OFFH 

DX.03F6H 

AL , 04H 

DX.AL 

F9 A 

alTal 

DX.AL 



J RESET 

t HOLD RESET 

I REMOVE RESET 



TEST. 23 

DISKETTE ATTACHMENT TEST 

DESCRIPTION 

CHECK IF I PL DISKETTE DRIVE IS ATTACHED TO SYSTEM. IF 
ATTACHED, VERIFY STATUS OF NEC FDC AFTER A RESET. ISSUE 
A RECALIBRATE AND SEEK COMMAND TO FDC AND CHECK STATUS. 
COMPLETE SYSTEM INITIALIZATION THEN PASS CONTROL TO THE 
BOOT LOADER PROGRAM. 



05AA BO 02 

05AC BA 03F7 

05AF EE 

05BO F6 06 0010 R 01 

05B5 74 55 

05B7 F6 06 0012 R 20 

05BC 74 4E 

05BE 

05BE E4 21 

05CO EB 00 

05C2 24 BF 

05C4 E6 21 

05C6 B4 00 

05C8 8A D4 

05CA CD 13 

05CC F6 C4 FF 

05CF 75 25 



AL.3CH 
MFG_PORT,AL 

AL.02H 

DX.3F7H 

DX.AL 

BYTE PTR •EQUIP_FLAG, 

F15 

OMFG TST.MFG LOOP 

F15 ~ 

AL.1NTA01 
S+2 

AL.OBFH 
INTA01 ,AL 
AH.O 
DL.AH 
13H 



MOV 
MOV 
OUT 
TEST 



IN 

JMP 

AND 

OUT 

MOV 

MOV 

INT 

TEST 

JNZ 



TURN DRIVE MOTOR ON 



178 



1 182 
1183 
1 184 



05D1 BA 03F2 
05D4 BO IC 
05D6 EE 
05D7 2B C9 
05D9 E8 0000 E 

05DC 33 FF 

05DE B5 01 

05EO C6 06 003E R 00 

05E5 80 OE OOAO R 01 

05EA E8 0000 E 

05ED 72 07 

05EF B5 22 

05F1 E8 0000 E 

05F4 73 OB 

05F6 

05F6 80 OE 0016 R 40 



0601 

0601 80 26 OOAO R FE 

0606 BO OC 

0608 BA 03F2 

060B EE 



MOV 
MOV 
OUT 
SUB 

CALL 

XOR 
MOV 
MOV 



MOV 

CALL 

JNC 



DX.03F2H 
AL, 1CH 
DX.AL 
CX.CX 
WAITF 

Dl ,DI 

CH.1 

•SEEK_STATUS , 

ORTC WAIT FLAG, 01 

SEEK 

F13 

CH.34 

SEEK 

F14 



•MFG_ERR_FLAG+ 1 ,DSK_FAlLj 



<><> CHECKPOINT 3C <><> 
SET DATA RATE TO 250 K BITS PER SECOND 



H J DISKETTE PRESENT? 

} MFG JUMPER INSTALLED? 

J GO IF YES 

| DISK TEST! 



J RESET NEC FDC 

j SET FOR DRIVE 

i VERIFY STATUS AFTER RESET 

J STATUS OK? 

J NO - FDC FAILED 



J GET ADDRESS OF FDC CARD 

i TURN MOTOR ON, ENABLE DMA, INTERRUF 

} WRITE FDC CONTROL REGISTER 

! WAITF COUNT FOR 0.988 SECONDS 

t WAIT 1 SECOND FOR MOTOR 

i SELECT DRIVE 
I SELECT TRACK 1 
J INSURE RECALIBRATE 

I NO REAL TIME CLOCK, USE WAIT LOOP 
J RECALIBRATE DISKETTE 
J GO TO ERR SUBROUTINE IF ERR 
1 SELECT TRACK 34 
J SEEK TO TRACK 34 
! OK, TURN MOTOR OFF 
DSK ERR! 



TURN DRIVE MOTOR OFF 



AND 
MOV 
MOV 
OUT 



•rtc wait_flag,ofeh 
al.oEh 

DX.03F2H 



<><> DISKETTE FAILED 
j GET ADDRESS OF MESSAGE 
} GO PRINT ERROR MESSAGE 



j DRO OFF! 

I ALL5W FOR RTC WAIT 

! TURN DRIVE MOTOR OFF 

I FDC CONTROLLER ADDRESS 



TEST2 5-59 



1203 
1204 
1205 
1206 
1207 
1208 
1209 
1210 
121 I 
1212 
1213 
1214 
1215 
1216 
1217 
1218 
1219 
1220 
1221 
1222 
1223 
1224 
1225 
1226 
1227 
1228 
1229 
1230 
1231 
1232 
1233 
1234 
1235 
1236 
1237 
1238 
1239 
1240 
1241 
1242 
1243 
1244 
1245 
1246 
1247 
1248 
1249 
1250 
1251 
1252 
1253 
1254 
1255 
1256 
i£5r 
1258 
1259 
1260 
1261 
1262 
1263 
1264 
1265 
1266 
1267 
1268 
1269 
1270 
1271 
1272 
1273 
1274 
1275 
1276 
1277 
1278 
1279 
1280 
1281 
1282 
1283 
1284 
1285 
1286 
1287 
1288 
1289 
1290 
1291 
1292 
1293 
1294 
1295 
1296 
1297 
1298 
1299 
1300 
1301 
1302 
1303 
1304 
1305 
1306 
1307 
1308 
1309 
1310 
1311 
1312 



SETUP KEYBOARD PARAMETERS 



060C C6 06 006B R 00 
0611 BE 00 IE R 
0614 89 36 001A R 
0618 89 36 001C R 
061C 89 36 0080 R 
0620 83 C6 20 
0623 89 36 0082 R 



0627 BF 0078 R 
062A IE 
062B 07 
062C B8 1414 
062F AB 
0630 AB 



0631 B8 0101 

0634 AB 

0635 AB 



0636 E4 21 
0638 24 FE 
063A EB 00 
063C E6 21 



063E F6 06 0012 R 20 

0643 75 03 

0645 E9 072E R 

0648 

0648 BO 8E 

064A E8 0000 E 

064D BE 0000 E 
0650 A8 80 
0652 75 07 

0654 BE 0000 E 

0657 A8 60 

0659 74 09 

065B 

065B E8 0000 E 

065E 81 CD 8000 

0662 EB 45 



0664 B3 04 
0666 2B C9 
0668 BO 8A 
066A E8 0000 E 
066D A8 80 
066F 75 IB 
0671 E2 F5 
0673 FE CB 
0675 75 EF 
0677 BE 0000 E 
067A E8 0000 E 



067D B8 0E8E 
0680 E8 0000 E 
0683 OC 04 
0685 86 C4 
0687 E8 0000 E 
068A EB OE 



068C B9 0320 
068F BO 8A 
0691 E8 0000 E 
0694 A8 80 
0696 EO F7 
0698 E3 DD 



069A 

069A BO 8E 
069C E8 0000 E 
069F A8 10 
06A1 74 06 



06A9 80 3E 0015 R OC 
06AE BE 0000 E 
06B1 74 OA 

06B3 80 3E 0015 R OD 

06B8 75 06 

06BA BE 0000 E 

06BD 

06BD E8 0000 E 



MOV 
MOV 
MOV 
MOV 
MOV 
ADD 
MOV 



SET PRINTER TIMEOUT DEFAULT 



•INTR FLAG, OH 

SI, OFFSET OKB BUFFER 

•BUFFER_HEAD,Sl 

•BUFFER TAIL, SI 

•BUFFER~START,SI 

SI, 32 

•BUFFER END, SI 



; DEFAULT BUFFER OF 32 BYTES 



D I, OFFSET •PRINT_TIM_OUT| SET DEFAULT PRINTER TIMEOUT 



J DEFAULTS 20 



MOV 

PUSH 

POP ES 

MOV AX.1414H 

STOSW 

STOSW 

SET RS232 DEFAULT 

MOV AX.0101H 

STOSW 

STOSW 

ENABLE TIMER INTERRUPTS 



; RS232 DEFAULT=01 



AND 
JMP 
OUT 



AL.INTA01 

AL.OFEH 

•+2 

INTA01 ,AL 



CHECK CMOS BATTERY AND CHECKSUM 



TEST 
JNZ 
JMP 



MOV 

TEST 

JNZ 



•MFG TST.MFG LOOP 

B1 OK 

F15C 



I MFG JUMPER? 

J GO IF NOT 

; BYPASS IF YES 



; LOAD BAD BATTERY MESSAGE 

I BATTERY BAD? 

I DISPLAY ERROR IF BAD 



SI, OFFSET El 62 ; LOAD CHECKSUM BAD MESSAGE 162 

AL.BAD CKSUM+BAD_CONFIG | CHECK FOR CHECKSUM OR NO DISKETTE 
C_OK ~ j SKIP AND CONTINUE TESTING CMOS CLOCK 



CALL E MSG 

OR BP.08000H 

JMP SHORT H_OK1A 

TEST Clock updating 



J ELSE DISPLAY ERROR MESSAGE 

; FLAG "SET SYSTEM OPTIONS" DISPLAYED 

J SKIP CLOCK TESTING IF ERROR 



C OK: 
D~OK: 
E~OK« 



MOV 

SUB 

MOV 

CALL 

TEST 

JNZ 

LOOP 

DEC 

JNZ 

MOV 

CALL 



BL.04H 

AL ! CMOS_REG_A+NM I 

CMOS READ 

AL,8$H 

G OK 

E OK 

BL 

D OK 

SI, OFFSET El 63 

E_MSG 



OUTER LOOP COUNT 
INNER LOOP COUNT 
GET THE CLOCK UPDATE BYTE 



| CHECK FOR UPDATE IN PROGRESS 

; GO IF YES 

I TRY AGAIN 

J DEC OUTER LOOP 

; TRY AGAIN 

; PRINT MESSAGE 



SET CMOS DIAGNOSTIC STATUS TO 04 (CLOCK ERROR) 



XCHG 
CALL 
JMP 



AX,X*CMOS DIAG+NMI 
CMOS READ 
AL.CKJOS CLK FAIL 
AL.AH 

CMOS WRITE 
SHORT H OK 



I SET CLOCK ERROR 

; GET THE CURRENT STATUS 

J SET NEW STATUS 

J GET STATUS ADDRESS AND SAVE NEW STATUS 

J MOVE NEW DIAGNOSTIC STATUS TO CMOS 

I CONTINUE 



CHECK CLOCK UPDATE 



MOV 

MOV 

CALL 

TEST 

LOOPNZ 

JCXZ 



CX.800 

AL,CMOS_REG_A+NMI 

CMOS READ 

AL.80H 

I_OK 

F OK 



CHECK MEMORY SIZE DETERMINED = CONFIGURATION 



MOV AL.CMOS DIAG+NMI 

CALL CMOS READ 

TEST AL,W~MEM_SIZE 

JZ H_OK 1 A 

MEMORY SIZE ERROR 



CHECK FOR CRT ADAPTER ERROR 



CMP 
JNZ 
MOV 



•MFG ERR FLAG.OCH 
SI, OFFSET E401 
H_OK 1 B 

•MFG ERR FLAG.ODH 

J_OK 

SI .OFFSET E501 



J GET THE STATUS BYTE 



I CHECK FOR MONOCHROME CRT ERROR 

; LOAD MONOCHROME CRT ERROR 

I GO IF YES 

I CHECK FOR COLOR CRT ADAPTER ERROR 

I CONTINUE IF NOT 

J CRT ADAPTER ERROR MESSAGE 



5-60 TEST2 



1313 
1314 
1315 

1316 06C0 

1317 06C0 

1318 06C3 

1319 06C4 

1320 06C6 

1321 06C8 
1322 

1323 06CA 

1324 06CD 

1325 06CE 

1326 06D0 

1327 06D2 
1328 

1329 0604 

1330 06D6 

1331 06D8 

1332 06DB 

1333 06DB 

1334 06DC 

1335 06DE 

1336 06E0 

1337 06E2 

1338 06E4 

1339 06E6 

1340 06E8 

1341 06EA 

1342 06EC 

1343 06EC 

1344 06EF 

1345 06FI 

1346 06F2 

1347 06F4 

1348 06F5 

1349 06F7 

1350 06F9 

1351 06FB 

1352 06FC 

1353 06FE 

1354 06FF 

1355 0701 
1356 

1357 0703 

1358 0703 
1359 

1360 0708 

1361 070B 

1362 070E 
1363 

1364 0710 

1365 0710 
1366 
1367 
1368 

1369 0715 

1370 0717 

1371 0719 
1372 
1373 
1374 

1375 071C 

1376 071F 

1377 0723 

1378 0725 

1379 0727 

1380 072C 

1381 072E 

1382 072E 

1383 0730 

1384 0733 

1385 0735 
1386 

1387 0737 

1388 0739 

1389 073C 

1390 073E 

1391 0740 
1392 

1393 0742 

1394 0744 
1395 

1396 0746 
1397 
1398 
1399 

1400 0749 

1401 0749 

1402 074B 
1403 

1404 074D 

1405 074F 

1406 0752 

1407 0754 
1408 

1409 0756 
1410 

1411 
1412 
1413 
1414 
1415 
1416 
1417 
1418 

1419 0759 

1420 0759 

1421 075A 

1422 075C 

1423 075E 

1424 0761 

1425 0763 
1426 



CHECK FOR MULTIPLE DATA RATE CAPABILITY 



24 F8 
3C 50 
74 46 



24 FO 
3C AO 
74 2F 

B3 OF 
2B C9 
BA 01F7 

EC 
AB 80 

74 OC 
E2 F9 
FE CB 

75 F5 
24 OC 
74 26 
EB 17 



3C 55 
75 OA 
BO AA 



MOV 


DX.03F1H 


IN 


AL.DX 


AND 


AL,1 1 1 1 1000B 


CMP 


AL.010I0000B 


JZ 


J_OK3 


MOV 


DX.05F7H 


IN 


AL.DX 


AND 


AL, 1 1 1 I0000B 


CMP 


AL.10100000B 


JZ 


J_FA 1 L 


MOV 


BL.OFH 


SUB 


CX.CX 


MOV 


DX.0IF7H 


IN 


AL.DX 


TEST 


AL.080H 


JZ 


J 0K2 


LOOP 


J OKI 


DEC 


BC 


JNZ 


J OKI 


AND 


AL.OCH 


JZ 


J 0K3 


JMP 


SHORT J_FAIL 


MOV 


DX.1F4H 


MOV 


AL.055H 


OUT 


DX.AL 


JMP 


S+2 


IN 


AL.DX 


CMP 


AL.055H 


JNZ 


J FAIL 


MOV 


AC, A AH 


OUT 


DX.AL 


JMP 


•+2 


IN 


AL.DX 


CMP 


AL.OAAH 


JZ 


J 0K3 



; D/S/P DIAGNOSTIC REGISTER 

I READ D/S/P TYPE CODE 

| KEEP ONLY UNIQUE CODE FOR D/S/P 

I D/S/P CARD - MULTIPLE DATA RATE ? 

; IF SO JUMP 

; FIXED DISK DIAGNOSTIC REGISTER 

t READ FIXED DISK TYPE CODE 

; KEEP ONLY UNIQUE CODE FOR F/D 

t FIXED DISK ADAPTER ? 

t MUST BE COMBO ELSE ERROR 

t OUTER LOOP COUNT WAIT FOR BUSY OFF 

t HARD FILE STATUS PORT 

J GET THE STATUS 

t IS THE CONTROLLER BUSY? 

1 CONTINUE IF NOT 

t TRY AGAIN 

1 DECREMENT OUTER LOOP 

» TRY AGAIN IF NOT ZERO 

J BITS 2*3*0 IF MULT I DATA CAPABLE 

1 GO IF YES 

I NO MULTIPLE DATA RATE CAPABILITY 



; 



80 OE 0016 R 40 

BE 0000 E 
E8 0000 E 
EB IE 



80 OE 008B R 01 



BO 3D 
E6 80 
E8 0000 E 



E8 0000 E 
8A 26 0091 R 
OA E4 

74 07 

80 OE 0010 R 40 
B4 FF 

BO 8E 

E8 0000 E 

A8 CO 

75 22 

BO 90 
E8 0000 E 
24 OF 
3A C4 
74 07 



OR OMFG_ERR_FLAG+ 1 

MOV SI, OFFSET E601 

CALL E_MSG 

JMP SHORT F15C 



L| <><><><><><><><><><><><><> 

t <><> DISKETTE FAILED <><> 

; GET ADDRESS OF MESSAGE 

i GO PRINT ERROR MESSAGE 

I SKIP SETUP IF ERROR 



OR »LASTRATE,DUAL 

INITIALIZE FLOPPY FOR DRIVE TYPE 

MOV AL.3DH 

OUT MFG PORT.AL 

CALL DSKETTE_SETUP 

CHECK FOR 2ND DISKETTE DRIVE 

CALL DDS | 

MOV AH.PDSK STATE+1 | 

OR AH, AH » 

JZ F 1 5C ; 

OR BYTE PTR •EQU1P_FLAG,40H| 

MOV AH.OFFH ; 



i TURN ON DSP /COMBO FLAG 



<><> CHECKPOINT 3D <><> 
INITIALIZE FLOPPY 



INSURE DATA SEGMENT 

GET STATE OF SECOND DRIVE 

IS THERE A DRIVE 2 ATTACHED? 

SKIP IF NOT 

ELSE SET SECOND DRIVE INSTALLED 

SET TEST MASK FOR DRIVE PRESENT 



MOV 
CALL 
TEST 
JNZ 

MOV 
CALL 
AND 
CMP 



AL.CMOS DIAG+NMI 

CMOS READ 

AL.BAD BAT+BAD CKSUM 

ROM_SCA"N1 

AL , CMOS_D I SKETTE+NM I 

CMOS_READ 

AL.OOFH 

AL,AH 

F15D 



BO 92 
E8 0000 E 
3C 00 
74 03 

E8 0000 E 



FB 

BO 3B 

E6 80 

E8 0000 E 

BO OA 

E8 0000 E 



CALL CONFIGJ3AD 
INITIALIZE HARD FILE 



MOV AL.3EH 

OUT MFG_PORT,AL 

MOV AL.CMOS DISK+NMI 

CALL CMOS READ 

CMP AL.OH 

JZ ROM_SCAN1 

CALL DISK_SETUP 



I GET THE CMOS DIAGNOSTIC STATUS 



ADDRESS DISKETTE TYPE BYTE 

GET DISKETTE TYPES 

LOOK AT SECOND DRIVE TYPE DEFINED 

ARE BOTH INDICATORS ZERO 

SKIP IF NO SECOND DRIVE 



I SET BAD_CONFIG IN CMOS_DIAG 



; INSURE CMOS DEFINES TYPE OF FIXED DISK 

I INSURE TYPE IS DEFINED 

I BYPASS DISK SETUP IF NOT 

; INITIALIZE HARD FILE(S) 



TEST. 22 : 

CHECK FOR OPTIONAL ROM FROM C800->E000 IN 2K BLOCKS : 

(A VALID MODULE HAS '55AA' IN THE FIRST 2 LOCATIONS] 

LENGTH INDICATOR (LENGTH/512) IN THE 3RD LOCATION j 

AND TEST/ I NIT. CODE STARTING IN THE 4TH LOCATION) : 



ROM SCAN1: 




ST I 




MOV 


AL.3BH 


OUT 


MFG PORT.AL 


CALL 


DDS 


MOV 


AL.10 


CALL 


PRT HEX 



I ALLOW INTERRUPTS 

; <><><><><><><><><><><><> 

I <><> CHECKPOINT 3B <><> 
S SET REAL MODE DATA SEGMENT 
; LINE FEED ON DISPLAY 



TEST2 5-61 



1427 
1428 
1429 
1430 
1431 
1432 
1433 
1434 
1435 
1436 
1437 
1438 
1439 
1440 
1441 



1 445 
1446 
1447 
1448 
1449 
1450 
1451 
1452 
1453 
1454 
1455 
1456 
1457 
1458 
1459 
1460 



0766 2A 
0768 E6 
076A EB 
076C E6 
076E BA 
0771 
0771 8E 

0773 57 

0774 BF 
0777 2B 

0779 8B 
077B 3B 
077D 5F 
077E 75 

0780 E8 
0783 EB 
0785 
0785 81 
0789 
0789 81 
078D 7C 



C2 0080 
FA E000 



I SET DM 

SUB 


IA MASK AND REQUEST F 
AL.AL 


OUT 


DMA18+2.AL 


JMP 


$+2 


OUT 


DMA18+4.AL 


HOV 


DX.0C800H 


ROM SCAN2S 




MOV 


DS.DX 


PUSH 


DI 


MOV 


Dl .0AA55H 


SUB 


BX.BX 


MOV 


AX,[BX] 


CMP 


AX.DI 


POP 


DI 


JNZ 


NEXT ROM 


CALL 


ROM CHECK 


JMP 


SHORT ARE_WE_DONE 


NEXT ROM: 




ADO 


DX.0080H 


ARE WE DONE: 




CMP 


DX.0E000H 


JL 


ROM_SCAN2 


, TEST F 


OR KEYBOARD LOCKED 



; SEND ZERO TO MASK REGISTER 



t SAVE WORK REGISTER 

» GET TEST PATTERN 

J SET BXsOOOO 

; GET 1ST WORD FROM MODULE 

; = TO ID WORD? 

S RECOVER WORK REGISTER 

; PROCEED TO NEXT ROM IF NOT 

{ GO CHECK OUT MODULE 

; CHECK FOR END OF ROM SPACE 

I POINT TO NEXT 2K ADDRESS 



078F E8 0000 E 

0792 E4 64 

0794 24 10 

0796 74 02 

0798 EB OB 

079A 

079A 80 OE 0016 R 80 



1467 
1468 
1469 
1470 
1471 
1472 
1473 
1474 
1475 
1476 
1477 
1478 
1479 
1480 



i 079F BE 0000 E 
» 07A2 E8 0000 E 
. 07A5 



07A5 BF 09D6 R 

07A8 BE 0000 

07AB 

07AB 2E: 8B 15 

07AE BO AA 

07B0 EE 

07B1 EB 00 

07B3 IE 

07B4 EC 

07B5 IF 



1482 07B8 75 06 

1483 07BA 89 94 0008 R 

1484 07BE 46 

1485 07BF 46 

1486 07C0 

1487 07C0 47 

1488 07C1 47 

1489 07C2 81 FF 09DC R 

1490 07C6 75 E3 
1491 

1492 
1493 
1494 

1495 07C8 BB 0000 

1496 07CB BA 03FA 

1497 07CE EC 

1498 07CF A8 F8 

1499 07DI 75 08 

1500 07D3 C7 87 0000 R 03F8 

1501 07D9 43 

1502 07DA 43 

1503 07DB BA 02FA 

1504 07DE EC 

1505 07DF A8 F8 

1506 07E1 75 08 

1507 07E3 C7 87 0000 R 02F8 

1508 07E9 43 

1509 07EA 43 
1510 

151 t 
1512 

1513 07EB 

1514 07EB 8B C6 

1515 07ED B1 03 

1516 07EF D2 C8 

1517 07F1 OA C3 

1518 07F3 A2 001 1 R 
1519 

1520 

1521 

1522 07F6 E8 0000 E 

1523 

1524 

1525 

1526 07F9 BO 40 

1527 07FB E6 80 
1528 

1529 07FD BF 0067 R 

1530 0800 33 CO 

1531 0802 89 05 

1532 0804 DB E3 

1533 0806 EB 00 

1534 0808 D9 3D 

1535 080A 60 

1536 080B 61 

1537 080C 81 25 IF3F 

1538 0810 81 3D 033F 

1539 0814 75 13 
1540 



ASSUME 

MOV 

CALL 



MOV 
MOV 
OUT 



POP 
CMP 
JNE 
MOV 



AL,STATUS_PORT 

AL.KYBD INH 

KEY1 

SHORT KEY 10 

•MFG_ERR_FLAG+ 1 , KEY_FA I L | 
I 
DSjDATA 
SI .OFFSET E302 
E MSG 



I PRINT LOCKED MESSAGE (302) 



DX,CSt[DI] 
AL.OAAH 
DX.AL 
•+2 



AL.OAAH 

FI7 

•PR I NTER_BASE [ S I ] , DX 



INC 

INC 
INC 
CMP 
JNE 

SETUP~RS232~ 



TEST 
JNZ 
MOV 



IN 

TEST 

JNZ 

MOV 

INC 

INC 



BX.O 

DX , 3FAH 

AL.DX 

AL.0F8H 

FI8 

•RS232_BASE[BX] ,3F8H 

BX 

BX 

DX.2FAH 

AL.DX 

AL.0F8H 

FI9 

ORS232_BASE[BX] ,2F8H 

BX 

BX 



I OFFSET OF PRINTER ADDRESS TABLE 



; I/O DELAY 

; BUS SETTLING 

I READ PORT A 

I DATA PATTERN SAME 

J NO - CHECK NEXT PRINTER CARD 

; YES - STORE PRINTER BASE ADDRESS 

J INCREMENT TO NEXT WORD 



I POINT TO NEXT BASE ADDRESS 



; POINTER TO RS232 TABLE 

; CHECK IF RS232 CARD 1 ATTACHED ? 

; READ INTERRUPT ID REGISTER 



I SETUP RS232 CARD #1 ADDRESS 



SET UP •EQUIP_FLAG TO INDICATE NUMBER OF PRINTERS AND RS232 CARDS 



I BASE_END: 
AX, SI | SI HAS 2* NUMBER OF RS232 

CL,3 | SHIFT COUNT 

AL.CL | ROTATE RIGHT 3 POSITIONS 

AL.BL | OR IN THE PRINTER COUNT 

BYTE PTR ©EQUIP FLAG+1.AL ; STORE AS SECOND BYTE 



MOV 
MOV 
ROR 
OR 
MOV 

INSURE CMOS CLOCK HAS VALID HOURS. MINUTES. SECONDS 

CALL SET_TOD | INSURE CMOS CLOCK IS VALID 

ENABLE HARDWARE INTERRUPT IF MATH PROCESSOR (80287) 

1 
i 

I ADDRESS WORK STORAGE LOCATION 

J CLEAR WORK REGISTER (AH)= (NO 287) 

I CLEAR THE WORK LOCATION 

J INITIALIZE THE 80287 WITH NO WAIT 

J DELAY 

I WRITE THE CURRENT 80287 CONTROL WORD 

; TIME FOR 80287 TO RESPOND 

; CLEAR UNUSED 80287 BITS 
; IS THE 80287 INSTALLED? 
j GO IF MATH PROCESSOR IS NOT INSTALLED 



MOV 


AL.40H 


OUT 


MFG_PORT,AL 


MOV 


DI, OFFSET *IO ROM INIT 


XOR 


AX, AX 


MOV 


WORD PTR [DI],AX 


FNINIT 




JMP 


$+2 


FNSTCW 


WORD PTR [DI] 


PUSHA 




POPA 




AND 


WORD PTR [DI1.01F3FH 


CMP 


WORD PTR [DIJ.0033FH 


JNE 


NO 287 



5-62 TEST2 



1541 


0816 


9B 


DD 3D 


1542 


0819 


60 




1543 


081A 


61 




1544 


081B 


F7 


05 B8BF 


1545 


OBIF 


75 


08 


1546 








1547 


0821 


E4 


A1 


1548 


0823 


24 


DF 


1549 


0825 


B4 


02 


1550 


0827 


E6 


A1 


1551 


0829 






1552 


0829 


AO 


0010 R 


1553 


082C 


24 


02 


1554 


082E 


3A 


C4 


1555 


0830 


74 


08 


1556 








1557 


0832 


80 


36 0010 R 02 


1558 


0837 


E8 


0000 E 


1559 


083A 






1560 








1561 








1562 


083A 


C7 


06 0017 R 00( 


1563 








1564 








1565 








1566 


0840 


E4 


21 


1567 


0842 


24 


FC 


1568 


0844 


EB 


00 


1569 


0846 


E6 


21 


1570 


0848 


C6 


06 0015 R 00 


1571 








1572 








1573 








1574 


084D 


C6 


06 0096 R AO 


1575 


0852 


BO 


F2 


1576 


0854 


E8 


0000 E 


1577 


0857 


B9 


067A 


1578 


085A 


E8 


0000 E 


1579 


085D 


80 


26 0096 R IF 


1580 








1581 








1582 








1583 


0862 


80 


3E 0075 R 02 


1584 


0867 


74 


13 


1585 








1586 


0869 


B4 


10 


1587 


086B 


B2 


81 


1588 


086D 


FE 


06 0075 R 


1589 


0871 


CD 


13 


1590 


0873 


FE 


OE 0075 R 


1591 


0877 


72 


03 


1592 








1593 


0879 


E8 


0000 E 


1594 


087C 






1595 








1596 








1597 








1598 








1599 


087C 


OB 


ED 


1600 


087E 


74 


55 


1601 








1602 


0880 


80 


3E 0072 R 64 


1603 


0885 


BA 


0002 


1604 


0888 


75 


OE 


1605 








1606 








1607 








1608 


088A 


C6 


06 0015 R AA 


1609 


088F 


E4 


64 


1610 


0891 


24 


10 


1611 


0893 


75 


40 


1612 








1613 


0895 


BA 


0005 


1614 


0898 






1615 


0898 


E8 


0000 E 


1616 


089B 


BO 


OE 


1617 


089D 


E8 


0000 E 


1618 


08A0 


A8 


20 


1619 


08A2 


74 


OC 


1620 








1621 


08A4 


F7 


C5 8000 


1622 


08A8 


75 


06 


1623 








1624 


08AA 


BE 


0000 E 


1625 


08AD 


E8 


0000 E 


1626 








1627 








1628 








1629 


08B0 






1630 


08B0 


E4 


64 


1631 


08B2 


24 


10 


1632 


08B4 


75 


06 


1633 








1634 


08B6 


BE 


0000 E 


1635 


08B9 


E8 


0000 E 


1636 








1637 








1638 








1639 


08BC 






1640 


08BC 


BE 


0000 E 


1641 


08BF 


E8 


0000 E 


1642 








1643 








1644 








1645 


08C2 


B4 


01 


1646 


08C4 


2B 


D2 


1647 


08C6 


CD 


17 


1648 


08C8 






1649 


08C8 


BO 


3F 


1650 


08CA 


E6 


80 


1651 


08CC 


B4 


00 


1652 


08CE 


CD 


16 


1653 


08D0 


80 


FC 3B 


1654 


08D3 


75 


F3 



FSTSW 


WORD PTR [Dl] 


PUSHA 




POPA 




TEST 


WORD PTR [DI1.0B8BFH 


JNZ 


NO_287 


IN 


AL.INTB01 


AND 


AL.ODFH 


HOV 


AH.002H 


OUT 


INTB01 *AL 


NO 287t 




MOV 


AL.BYTE PTR •EQUIP FLAG 


AND 


AL.002H 


CMP 


AL.AH 


JE 


OK_287 


XOR 


BYTE PTR ©EQUIP FLAG.2H 


CALL 


CONFIG_BAD 



| GET THE SLAVE INTERRUPT MASK 

I ENABLE 80287 INTERRUPTS 

| SET WORK REGISTER FOR 80287 FOUND 



J STRIP OFF OTHER BITS 

I DOES CMOS MATCH HARDWARE ? 

I SKIP IF EQUIPMENT FLAG CORRECT 



SET KEYBOARD STATE FLAGS 
MOV WORD PTR •KB_FLAG,0 
ENABLE KEYBOARD /TIMER INTERRUPTS 



IN 


AL.INTAOI 


AND 


AL.OFCH 


JMP 


1+2 


OUT 


INTA01.AL 


MOV 


•MFG ERR FLAG.O 


, READ c 


CEYBOARD ID TO INI' 



j RESET ALL KEYBOARD STATUS FLAGS 



| CLEAR MFG ERROR FLAG 

READ KEYBOARD ID TO INITIALIZE KEYBOARD TYPE AND NUM LOCK STATE 

MOV OKB FLAG 3.RD ID+SET NUM LK J SET READ ID COMMAND FOR KBX 

MOV AL.KB RE*D_ID J GET THIS SYSTEMS KEYBOARD ID REQUEST 

CALL SND DATA J USE KEYBOARD TRANSMISSION ROUTINE 

MOV CX.T658 t SET DELAY COUNT TO 25 MILLISECONDS 

CALL WAITF j WAIT FOR READ ID RESPONSE (20 MS) 

AND OKB_FLAG_3,N0T RD_ID+LC_AB+SET_NUM_LK » RESET READ ID COMMAND 

CHECK FOR SECOND FIXED DISK PRESENT BUT NOT DEFINED 

CMP OHF NUM, 2 



J GET TEST DRIVE READY COMMAND 

; POINT TO SECOND FIXED DISK 

J TELL BIOS IT HAS TWO DRIVES 

j CHECK READY THROUGH BIOS 

; RESTORE CORRECT COUNT (RETAIN CY) 

t SKIP IF SECOND DRIVE NOT READY 

| SECOND DRIVE NOT DEFINED 

t SET CONFIGURATION BAD 



MOV 


AH, 01 OH 


MOV 


DL.081H 


INC 


•HF NUM 


INT 


13H 


DEC 


•HF NUM 


JC 


F155 


CALL 


CONFIG BAD 



TEST FOR ANY ERRORS (BP NOT ZERO) 



CMP 
MOV 
JNZ 

MFG RUN 

MOV 



BYTE PTR ©RESET FLAG.64H} MFG RUN IN MODE? 

DX.2 ; 2 SHORT BEEP COUNT FOR ERROR (S) 

ERR_WAIT j GO IF NOT 



IN MODE -> SET ERROR FLAG 



CALL 
MOV 
CALL 
TEST 



•MFG ERR FLAG.OAAH 
AL, STATUS" PORT 
AL.KYBD IFJH 
F15A_0 ~ 

DX.5 

ERR BEEP 
AL.CMOS DIAG 
CMOS READ 
AL.BAD CONFIG 
ERR WKEY 



I INDICATE ERROR 

I CHECK KEY LOCK STATUS 

I IS THE KEYBOARD LOCKED 

I CONTINUE MFG MODE IF NOT LOCKED 

I ELSE 

I 5 SHORT BEEPS FOR MFG SETUP ERROR 

; BEEPS FOR ERROR (S) 

I ADDRESS CMOS 

j GET THE DIAGNOSTIC STATUS BYTE 

I CHECK FOR BAD HARDWARE CONFIGURATION 

j SKIP IF NOT SET 



I CHECK FOR 

ERR_WKEYl 



'UNLOCK SYSTEM UNIT KEYLOCK" MESSAGE REQUIRED 



AL, STATUS PORT 
AL.KYBD |RH 
ERR WAIT2 



j CHECK IF RESUME MESSAGE NEEDED 
; IS THE KEYBOARD LOCKED 
S SKIP LOCK MESSAGE IF NOT 



ERR WAIT2S 
MOV 
CALL 



t ERROR MESSAGE FOR KEYBOARD LOCKED 
DISPLAY '(RESUME = "F1" KEY)' FOR ERRORS 

; RESUME ERROR MESSAGE 

(ALTERNATE DISPLAY DEVICE) 

I 

; FIRST PRINTER 



INITIALIZE PRINTER 

AH, I 
DX.DX 



MOV 
SUB 
INT 
T1 t 
MOV 
OUT 
MOV 
INT 
CMP 
JNE 



AL.3FH 

MFG PORT.AL 

AH.ffO 



; 

j <><> CHECKPOINT 
I WAIT FOR 'Fl« KEY 



3F <><> 



TEST2 5-63 



1655 0805 




1656 08D5 F6 


06 0012 R 20 


1657 08DA 75 


03 


1658 08DC E9 


0000 E 


1659 08DF 80 


3E 0072 R 64 


1660 08E4 74 


06 


1661 




1662 08E6 BA 


0001 


1663 08E9 E8 


0000 E 


1664 




1665 




1666 




1667 




1668 08EC E8 


0000 E 


1669 




1670 




1671 




1672 08EF 2A 


E4 


1673 08F1 A0 


0049 R 


1674 08F4 CD 


10 


1675 




1676 




1677 




1678 08F6 B9 


01F4 


1679 08F9 BF 


DOAO 


1680 08FC 2B 


CO 


1681 08FE 8E 


CO 


1682 0900 261 


: 89 05 


1683 0903 83 


C7 02 


1684 0906 E2 


F8 


1685 




1686 




1687 




1688 0908 B8 


R 


1689 090B 8E 


DO 


1690 090D BC 


0400 R 


1691 




1692 




1693 




1694 0910 E4 


21 


1695 0912 24 


FB 


1696 0914 EB 


00 


1697 0916 E6 


21 


1698 




1699 




1700 




1701 0918 80 


3E 0072 R 64 


1702 091D 75 


02 


1703 09 IF EB 


5C 


1704 




1705 




1706 0921 




1707 0921 E4 


A1 


i fOo 0923 24 


i-u 


1709 0925 EB 


00 


1710 0927 E6 


A1 


1712 




1713 




1714 




1715 




1716 




1717 




1718 




1719 0929 BO 


41 


1720 092B E6 


80 


1721 




1722 092D BO 


8F 


1723 092F E6 


70 


1724 




1725 




1726 




1727 0931 C6 


06 0072 R 00 


1728 0936 B8 


EOOO 


1729 0939 8E 


CO 


1730 093B 2B 


FF 


1731 093D 26! 


I 8B 05 


1732 0940 53 




1733 0941 5B 




1734 0942 3D 


AA55 


1735 0945 9C 




1736 0946 26 t 89 05 


1737 0949 E4 


61 


1738 094B OC 


OC 


1739 094D E6 


61 


1740 094F 24 


F3 


1741 0951 E6 


61 


1742 0953 9D 




1743 0954 75 


27 


1744 




1745 




1746 




1747 0956 IE 




1748 0957 06 




1749 0958 IF 




1750 0959 2B 


DB 


1751 095B E8 


0000 E 


1752 095E IF 




1753 095F 75 


1C 


1754 




1755 




1756 




1757 0961 BO 


OF 


1758 0963 E6 


70 


1759 




1760 0965 E4 


61 


1761 0967 24 


F3 


1762 0969 E6 


61 


1763 




1764 096B C7 


06 0067 R 00 


1765 0971 8C 


06 0069 R 


1766 




1767 0975 BO 


42 


1768 0977 E6 


80 



OMFG_TST,MFG_L00P ; MFG BURN IN MODE 

F15A | GO IF NOT 

START 1 ; GO LOOP POST 

BYTE FTR *RESET_FLAG,64H; MFG RUN IN? 



CALL ERR_BEEP 

|:r::::::::::::i 
SET TIME OF DAY 

CALL SET_TOD 
CLEAR DISPLAY SCREEN 



SUB 
MOV 
INT 



AH, AH 

AL.OCRT MODE 
I OH 



CLEAR DESCRIPTOR TABLES 



MOV 
MOV 
SUB 
MOV 
MOV 
ADD 
LOOP 



CX.0500 

Dl ,SYS IDT LOC 

AX, AX 

ES.AX 

ESt[DI],AX 

DI.2 

F20_A 



SET POST SYSTEM STACK 



MOV 
MOV 
MOV 



AX.ABSO 

SS.AX 

SP, OFFSET OTOS 



BYPASS BEEP IF YES 

1 SHORT BEEP (NO ERRORS) 



J CLEAR FLAGS 
J CLEAR SCREEN 



; CLEAR 

I POINT TO NEXT LOCATION 

J CONTINUE TILL DONE 



I GET THE POST STACK SEGMENT 



ENSURE THAT MASTER LEVEL 2 ENABLED 

; GET THE CURRENT MASK 
; I/O DELAY 



AL.INTA01 

AL.OFBH 

1+2 

INTA01 ,AL 



AND 
JMP 
OUT 

TEST FOR MFG RUN-IN TEST 

CMP BYTE PTR ©RESET FLAG,64H| IS THE THE MFG RUN-IN TEST? 

JNZ END 287 ~ | GO IF NOT 

JMP SHORT SHUT4 ; BOOT LOAD IF YES 

UNMASK SLAVE HARDWARE INTERRUPT 9 (LEVEL 71) 
t 

I GET THE CURRENT MASK 



AND 
JMP 
OUT 



AL.1NTB01 

AL,Gl-uM 

•+2 

INTB01 ,AL 



, _. 

; TEST FOR SYSTEM CODE AT SEGMENT EOOOiO 

| FIRST WORD = AA55H 

J LAST BYTE = CHECKSUM 

S ENTRY POINT = FIRST BYTE + 3 

J IF TEST IS SUCCESSFUL A CALL FAR TO THE ENTRY POINT IS EXECUTED 



J- 



MOV 

OUT 


Al_ , 4 1 M 
MFG_PORT,AL 


MOV 


AL.CMOS SHUT DOWN+NMI 


OUT 


CMOSJPORT.AL 


MOV 


BYTE PTR PRESET FLAG.O 


MOV 


AX.0E000H 


MOV 


ES.AX 


SUB 


DI.DI 


MOV 


AX,ES:[DI] 


PUSH 


BX 


POP 


BX 


CMP 


AX.0AA55H 


PUSHF 




MOV 


ES:[D1],AX 


IN 


AL.PORT B 


OR 


AL.RAM Par OFF 


OUT 


PORT B.AL 


AND 


AL.RAM PAR ON 


OUT 


PORT_B,AL 


POPF 




JNZ 


SHUT4 


CHECKSUM SYSTEM CODE 


PUSH 


DS 


PUSH 


ES 


POP 


DS 


SUB 


BX.BX 


CALL 


ROM CHECKSUM 


POP 


DS 


JNZ 


SHUT4 


ENABLE 


NMI AND l/O-MEMORY PARI 


MOV 


AL.CMOS SHUT DOWN 


OUT 


CMOS_PORT,AL 


IN 


AL.PORT B 


AND 


AL.RAM PAR ON 


OUT 


PORT_B,AL 


MOV 


OIO ROM INIT.0003H 


MOV 


•IO_ROM_SEG,ES 


MOV 


AL.42H 


OUT 


MFG_PORT,AL 



t INSURE NMI OFF AND CMOS AT DEFAULT 



I TOGGLE l/O-PARITY CHECK ENABLES 



SET SEGMENT TO TEST 
STARTING OFFSET 



MI AND SET DEFAULT ADDRESS 



J ENABLE PARITY 

; ENABLE MEMORY PARITY CHECK / I/O CHECK 



CHECKPOINT 42 



5-64 TEST2 



1769 
1770 
1771 
1772 
(773 
1774 
1775 
1776 
1777 
1778 
1779 
1780 
1781 
1782 
1783 
1784 
1785 
1786 
1787 
1788 
1789 
1790 
1791 
1792 
1793 
1794 
1795 
1796 
1797 
1798 
1799 
1800 
1801 
1802 
1803 
1804 
1805 
1806 
1807 
1808 
1809 
1810 
181 I 
1812 
1813 
1814 
1815 
1816 
1817 
1818 
1819 
(820 
1821 
1822 
1823 
1824 
1825 
1826 
1827 
1828 
1829 
1830 
1831 
1832 
1833 
1834 
1835 
1836 
1837 
1838 
1839 
1840 
1841 
1842 
1843 
1844 
1845 



1847 

1848 09D6 03BC 

1849 09D8 0378 

1850 09DA 0278 

1851 09DC 
1852 

1853 09DC 

1854 09DC 
1855 



0979 FF IE 0067 R 



097D BO OF 
097F E8 0000 E 
0982 E4 61 
0984 24 F3 
0986 E6 61 

0988 BO 43 
098A E6 BO 
098C FB 

098D CD 19 

098F F4 



0990 

0990 B9 OOOF 

0993 

0993 BO 20 

0995 E8 0000 E 

0998 E2 F9 

099A BO 2D 

099C E8 0000 E 

099F C3 

09A0 



09A0 
09A0 50 
09AI BB OOOA 



09A4 B9 0005 
09A7 2B FF 
09A9 

09A9 33 D2 
09AB F7 F3 
09AD 80 CA 30 
09B0 52 
09B1 E2 F6 



09B3 B9 0005 

09B6 

09B6 58 

09B7 E8 0000 E 

09BA 47 

09BB E2 F9 

09BD B9 0007 

09C0 BE 09CF R 

09C3 

09C3 2El 8A 04 

09C6 46 

09C7 E8 0000 E 

09CA 47 

09CB E2 F6 

09CD 58 

09CE C3 

09CF 20 4B 42 20 4F < 
09D5 20 
■ 09D6 



EXIT TO SYSTEM CODE 

CALL DWORD PTR 010 ROM I NIT 



1 


ENABLE 


NMI INTERRUPTS + Et> 


SHUT4} 


MOV 


AL.CMOS SHUT DOWN 




CALL 


CMOS READ 




IN 


al.pOrt b 




AND 


al.ram Par ON 




OUT 


PORT_B,AL ~ 




MOV 


AL.43H 




OUT 


MFG_PORT,AL 




STI 






INT 


I9H 




HLT 




PADING 


PROC 


NEAR 




MOV 


CX.15 


PAD) t 








MOV 


AL,« • 




CALL 


PRT HEX 




LOOP 


PADT 




MOV 


AL,'-' 




CALL 


PRTJHEX 




RET 




PADING 


ENDP 




PRT_OK 


PROC 


NEAR 




PUSH 


AX 




MOV 


BX, 10 


1 


CONVERT 


AND SAVE 




MOV 


CX,5 




SUB 


DI.DI 


PRTJDIV 


j 






XOR 


DX.DX 




DIV 


BX 




OR 


DL.30H 




PUSH 


DX 




LOOP 


PRT_DIV 


1 


DISPLAY 


LAST OK MEMORY 




MOV 


CX,5 


PRT_DECi 






POP 


AX 




CALL 


PROT PRT HEX 




INC 


DI 




LOOP 


PRT DEC 




MOV 


CX.5FFSET F3B PAD- 




MOV 


SI, OFFSET F3B 


PRTJ.OOPI 






MOV 


AL,CSt[SI] 




INC 


SI 




CALL 


PROT PRT HEX 




INC 


DI 




LOOP 


PRT LOOP 




POP 


AX 




RET 




F3B 


DB 


• KB OK' 


F3B OK 


DB 




F3B~PAD 


EQU 


s 


.LIST 






PRT_OK 


ENDP 





ENTRY FROM SHUTDOWN WITH BOOT REQUEST 

| ENABLE NMI AND READ DEFAULT ADDRESS 

J OPEN STANDBY LATCH 

; ENABLE PARITY 

I ENABLE MEMORY PARITY CHECK / I/O CHECK 



j <><> CHECKPOINT 43 <><> 
I ENABLE INTERRUPTS IF DISABLED 

i GO TO BOOT LOADER 



| INSERT PADDING 

I GET BLANK CHARACTER COUNT 

| GET FILL SPACE 

| WRITE A SPACE 

j LOOP TILL INSERT DONE 

j GET DASH CHARACTER 

J WRITE TO DISPLAY 



t PRINT "00000 KB OK" 
j SAVE WORK REGISTER 
I SET DECIMAL CONVERT 



I DIVIDE BY 10 
i MAKE INTO ASCI 1 
I SAVE 



I RECOVER A NUMBER 

| POINT TO DISPLAY REGEN BUFFER 



| INCREMENT BUFF PTR 

I RECOVER WORK REGISTERS 



PRINTER TABLE 



03BCH 
0378H 
0278H 



I ADDRESS OF MONOCHROME PARALLEL ADAPTER 
S BASE ADDRESS STANDARD PARALLEL ADAPTER 
t ADDRESS OF ALTERNATE PARALLEL ADAPTER 



POST2 ENDP 

CODE ENDS 

END 



TEST2 5-65 



PAGE 118,121 
TITLE TEST3 - 
.286C 
.LIST 



06/10/85 POST EXCEPTION INTERRUPT TESTS 



TEST. 20 

additional protected (virtual mode) test 
description 

the processor is put in protected mode and 
the following functions are verified 

1 . ver i fy protected mode 
the machine status is check for virtual mode 

2. programmed interrupt test 
an programmed interrupt 32 is issued and 
and verified 

3. exception interrupt 13 test 
a descriptor segment limit is set to zero 
and a write to that segment is attempted 
an exception 13 is expected and verified 

4. ldt/sdt ltr/str test 
load ldt register and verify correct 
load task register and verify correct 
they are verified via the store instruction 

5. the control flags of the 286 for direction 
are verified via the std and cld commands 
in protected mode 

6. bound instruction test (exception int 5) 
create a signed array index within and 
outside the limits. check that no exc int 
if within limit and that an exc int 5 
occurs if outside the limits. 

7. push all pop all test 
set general purpose registers to different 
values issue a push all, clear the registers 
issue a pop all and verify correct. 

8. check the verr/verw instructions 
the Access byte is set to read only then to 
a write only and the verr/verw instructions 
are verified. 

9. cause an interrupt 13 via a write to a 
read only segment 

10. verify the arpl instruction functions 
set the rpl field of a selector and 
verify that current selector rpl is set 
correctly . 

11. verify the lar instruction functions 

12. verify the lsl instruction functions 

13. low meg chip select test 



SEGMENT BYTE PUBLIC 
PUBLIC POST3 



0000 

0000 E8 0000 E 
0003 BO FO 
0005 E6 80 



000D BC 0000 
0010 BE D4 
0012 BC 8000 
0015 E8 0000 E 



0018 B8 0Q08 

001B 6E CO 

001D 8E D8 

001F 26 j C7 06 005A ' 

0026 26i C6 06 005C i 

002C BE 0058 

002F 8E D6 

0031 BC FFFD 



93 


0034 


OF 


01 EO 


94 


0037 


A9 


000 1 


95 


003A 


75 


03 


96 


003C 


E9 


02CD R 


98 


003F 


BO 


Ft 


99 


0041 


E6 


80 


too 








tot 








102 








103 


0043 


BO 


BO 


104 


0045 


E6 


8B 


105 


0047 


CD 


20 


106 


0049 


2B 


C9 


107 


004B 


E4 


8B 


108 


004D 


22 


CO 


109 


004F 


EO 


FA 


no 


0051 


74 


03 


1 It 


0053 


E9 


02CD R 



EXTRN 
EXTRN 
EXTRN 
EXTRN 

ASSUME 

PROC 

CALL 

MOV 

OUT 



CMOS WRITE J NEAR 

DDSsNEAR 

PROC SHUTDOWN: NEAR 

SYSlRlTI tNEAR 



DDS 

AL.OFOH 

MFG_PORT,AL 



I SET DATA SEGMENT 

j <><> CHECKPOINT 



SET SHUTDOWN RETURN 7 



AX,7*H+CMOS_SHUT DOWN+NMI | ADDRESS FOR SHUTDOWN BYTE 
CMOS_WRITE ; SET ERROR EXIT (DOUBLE EXCEPTION?) 



ENABLE PROTECTED MODE 

MOV SP,POST_SS 

MOV SS.SP 

MOV SP.POST SP 

CALL SYSINITT 

SET TEMPORARY STACK 



MOV AX.GDT PTR 

MOV ES.AX 

MOV DS.AX 

MOV ESlSS TEMP. BASE LO WORD.O 

MOV BYTE P"TR ES J ( SS TEMP . BASE_H I _BYTE ) , 

MOV S I , SS TEMP 

MOV SS.SI" 

MOV SP,MAX_SEG_LEN-2 



; SET STACK FOR SYSINIT1 
I GO ENABLE PROTECTED MODE 



VERIFY PROTECTED MODE 
SMSW AX 



DB 


00FH.001H.0E0H 


TEST 


AX, VIRTUAL ENABLE 


JNZ 


T7 1 


JMP 


err"or_exit 


MOV 


AL.0F1H 


OUT 


MFG_PORT,AL 


INTERRUPT TEST (PROGRAMME 


MOV 


AL.OBOH 


OUT 


DMA PAGE+OAH.AL 


INT 


32 


SUB 


CX.CX 


IN 


AL.DMA PAGE+OAH 


AND 


AL.AL 


LOOPNZ 


LOOP! 


JZ 


T7 2 


JMP 


ERROR EXIT 



; GET THE MACHINE STATUS WORD 
J ARE WE IN PROTECTED MODE 
; ERROR IF NOT 



J 



; SET EXCEPTION FLAG 
; FOR INTERRUPT 10 
I INTERRUPT 
J WAIT FOR INTERRUPT 

; DID THE INTERRUPT OCCUR? 



J MISSING INTERRUPT 
CAUSE AN EXCEPTION INTERRUPT (GENERAL PROTECTION INTERRUPT 13D) 



5-66 TEST3 



1 18 
1 19 
120 
121 
122 
123 
124 
125 



0056 BO F2 
0058 E6 80 
005A BO 9D 
005C E6 8B 



005E C7 06 0048 0000 



MOV 
OUT 
MOV 
OUT 



AL.0F2H 

MFG PORT.AL 

AL.9DH 

DMA PAGE+OAH.AL 



j <><> CHECKPOINT F2 <><> 

J SET INTERRUPT 13 FLAG 

J FOR THE INTERRUPT HANDLER 



MODIFY DESCRIPTOR TABLES 
SET TEMPORARY ES DESCRIPTOR TO SEGMENT LIMIT 

MOV DS:ES_TEMP.SEG_LIMIT,0 i SET SEGMENT TO 

CPLO, DATA ACCESS RIGHTS 



0064 C6 06 004D 93 
0069 C6 06 004C 01 
006E CT 06 004A 0000 



MOV 
MOV 
MOV 



BYTE PTR DSt(ES TEMP.DATA_ACC RIGHTS), CPLO DATA_ACCESS 

BYTE PTR DS:(ES TEMP. BASE HI BYTE), 01 s DO* ALL TESTS ON 2ND ( 

WORD PTR DStlES TEMP. BASE LO WORD),0 



BYTE PTR ES TEMP 



t LOAD ES REGISTER 



CAUSE AN EXCEPTION 13 INTERRUPT 



136 
137 
138 
139 
140 



0077 2B FF 

0079 26S 8B 05 
007C 2B C9 
007E E4 8B 

0080 22 CO 
0082 EO FA 
0084 74 03 
0086 E9 02CD R 



SUB 

MOV 

SUB 

LOOP2t IN 



DI.D1 

AX,ES:[DI] 

CX.CX 

AL,DMA_PAGE+OAH 

AL.AL 

LOOP2 

T7 3 

erRor_exit 



t DID THE INTERRUPT OCCUR? 



147 
148 
149 
150 
151 
152 
153 
154 
155 
156 
157 
158 
159 
160 



167 
168 
169 



0089 

0089 BO F3 
008B E6 80 
008D BF 0078 

0090 OF 
0091 

0091 8B D7 
0093 

0091 
0091 00 
0093 



170 0093 2B CO 



172 
173 
174 



183 
184 
185 
186 
187 
188 
189 
190 



195 
196 
197 



200 
201 
202 
203 
204 
205 
206 
207 
208 
209 
210 
211 
212 
213 
214 
215 
216 
217 
218 
219 
220 
221 
222 
223 
224 
225 
226 
227 
228 



0095 OF 
0096 

0096 03 CO 
0098 

0096 

0096 00 

0098 

0098 25 00F8 

009B 3D 0078 

009E 75 IB 



00A0 BF 0068 

00A3 OF 

00A4 

00A4 8B DF 

00A6 

00A4 

00A4 00 

00A6 



00A6 2B CO 

00A8 OF 

00A9 

00A9 8B C8 

OOAB 

0OA9 

00A9 00 

OOAB 

OOAB 25 00F8 

OOAE 3D 0068 

00B1 75 08 



VERIFY 286 LDT/SDT LTR/STR 
INSTRUCTIONS 
DESCRIPTION 

LOAD LDT REGISTERS WITH A 
DESCRIPTOR AND VERIFY CORRECT 



00B6 
00B9 
OOBB 
OOBE 
OOBE 
00C1 
00C3 
00C6 
00C6 
00C7 
00C8 
00C9 
OOCC 
OOCE 



A9 0200 

74 03 

E9 02CD R 

A9 0400 

75 03 

E9 02CD R 



A9 0400 

74 03 

E9 02CD R 



1 

T7_3« 


WRITE 


TO 286 LDT REGISTE 




MOV 


AL.0F3H 




OUT 


MFG PORT.AL 




MOV 


DI.POST LDTR 




LLDT 


DI 




DB 


OOFH 


??0000 


LABEL 


BYTE 




MOV 


DX.DI 


??0001 


LABEL 


BYTE 




ORG 


OFFSET CS 1770000 




DB 


000H 




ORG 


OFFSET CS:??0001 


I 


READ AND VERIFY 286 LDT 




SUB 


AX, AX 




SLDT 


AX 




DB 


OOFH 


??0002 


LABEL 


BYTE 




ADD 


AX, AX 


770003 


LABEL 


BYTE 




ORG 


OFFSET CS: 770002 




DB 


000H 




ORG 


OFFSET CS: 770003 




AND 


AX.0F8H 




CMP 


AX, POST LDTR 




JNZ 


ERROR 


1 


WRITE 


TO 286 TR 




MOV 


DI.POST TR 




LTR 


DI 




DB 


OOFH 


770004 


LABEL 


BYTE 




MOV 


BX.DI 


770005 


LABEL 


BYTE 




ORG 


OFFSET CS: 770004 




DB 


000H 




ORG 


OFFSET CS: 770005 


, 


VERIFY 


286 TR REGISTERS 




SUB 


AX, AX 




STR 


AX 




DB 


OOFH 


770006 


LABEL 


BYTE 




MOV 


CX.AX 


770007 


LABEL 


BYTE 




ORG 


OFFSET CS: 770006 




DB 


000H 




ORG 


OFFSET CS: 7 70007 




AND 


AX.0F8H 




CMP 


AX, POST TR 




JNZ 


ERROR 


I 


TEST 286 CONTROL FLAGS 




STD 






PUSHF 






POP 


AX 




TEST 


AX.0200H 




JZ 


T7 4 


ERROR: 


JMP 


ERR"OR_EX 1 T 


T7 4: 








TEST 


AX.0400H 




JNZ 


T7 5 




JMP 


ERROR_EX 1 T 


T7_5: 








CLD 
PUSHF 






POP 


AX 




TEST 


AX.0400H 




JZ 


T7 6 




JMP 


ERROR EXIT 



| REGISTER FROM THIS AREA 



I STRIP TI/RPL 

I CORRECT SELECTOR? 

; GO IF NOT 



I REGISTER FROM THIS AREA 



GET THE TR REGISTER 



! CORRECT SELECTOR? 



; INTERRUPT FLAG SHOULD BE OFF 
} CONTINUE IF OFF 
I GO IF NOT 

I CHECK DIRECTION FLAG 

J GO IF NOT SET 



I GO IF NOT 



TEST3 5-67 



229 










230 










231 










232 










233 










234 










235 










236 










237 


00D1 


BO 


F4 




238 


O0D3 


E6 


80 




239 


00D5 


6A 


48 




240 


O0D7 


07 






241 










242 










243 










244 


00D8 


2B 


FF 




245 


00DA 


26 


C7 05 


0000 


246 


OOOF 


26 


C7 45 


02 7FFF 


247 


O0E5 


BO 


95 




248 


00E7 


E6 


8B 




249 


00E9 


B8 


1000 




250 


OOEC 


26 


62 05 




251 


OOEF 


2B 


C9 




252 


00F1 


E2 


FE 




253 


00F3 


E4 


8B 




254 


00F5 


3C 


00 




255 


O0F7 


75 


03 




256 


O0F9 


E9 


02CD R 




257 










258 










259 


OOFC 








260 


OOFC 


2B 


FF 




261 


OOFE 


26 


C7 05 


3FF0 


262 


0103 


B8 


1000 




263 


0106 


26 


62 05 




264 


0109 


2B 


C9 




265 


01 OB 








266 


01 OB 


E4 


8B 




267 


010D 


3C 


00 




268 


01 OF 


EO 


FA 




269 


01 1 1 


74 


03 




270 


01 13 


E9 


02CO R 




271 










272 










273 










274 


01 16 


BO 


95 




275 


01 18 


E6 


8B 




276 










277 


01 IA 


2B 


FF 




278 


01 1C 


26 


C7 05 


0000 


279 


0121 


26 


C7 45 


02 OFFF 


280 


0127 


B8 


1000 




281 


012A 


26 


62 05 




?e? 


n<?n 


9U 


C9 




283 


0J2F 








284 


0I2F 


E4 


8B 




285 


0131 


3C 


00 




286 


0133 


EO 


FA 




287 


0135 


74 


03 




288 


0137 


E9 


02CD R 




289 










290 










291 










292 










293 










294 










295 










296 










297 










298 


013A 


BO 


F5 




299 


013C 


E6 


80 




300 


013E 


B8 


0001 




301 


0141 


6B 


08 




302 


0143 


43 






303 


0144 


8B 


CB 




304 


0146 


41 






305 


0147 


8B 


D1 




306 


0149 


42 






307 


014A 


8B 


FA 




308 


014C 


47 






309 


014D 


8B 


F7 




310 


014F 


46 






311 


0150 


55 






312 


0151 


8B 


EE 




313 


0153 


45 






314 


0154 


60 






315 


0155 


2B 


CO 




316 


0157 


8B 


D8 




317 


0159 


SB 


C8 




318 


015B 


8B 


DO 




319 


015D 


8B 


F8 




320 


015F 


8B 


FO 




321 


0161 


8B 


E8 




322 


0163 


61 






323 


0164 


83 


FD 07 




324 


0167 


5D 






325 


0168 


75 


IE 




326 


016A 


3D 


0001 




327 


0I6D 


75 


19 




328 


016F 


83 


FB 02 




329 


0172 


75 


14 




330 


0174 


83 


F9 03 




331 


0177 


75 


OF 




332 


0179 


83 


FA 04 




333 


017C 


75 


OA 




334 


017E 


83 


FF 05 




335 


0181 


75 


05 




336 


0183 


83 


FE 06 




337 


0186 


74 


03 




338 










339 










340 










341 


0188 








342 


0188 


E9 


02CD R 





VERIFY 286 BOUND INSTRUCTION 
DESCRIPTION 

CREATE A SIGNED ARRAY INDEX 
WITHIN AND OUTSIDE THE LIMITS 
(EXPECT INT 5) 



HOY AL.0F4H 

OUT MFG PORT.AL 

PUSH BYTE PTR ES_TEMP 

POP ES 

CHECK BOUND FUNCTIONS CORRECTLY 



j <><> CHECKPOINT F4 <><> 
; LOAD ES REGISTER 



SUB 

MOV 

MOV 

MOV 

OUT 

MOV 

BOUND 

SUB 

LOOP 

IN 

CMP 

JNZ 

JMP 



DI.DI ; POINT BEGINNING OF THE BLOCK 

WORD PTR ESj[DI],0 ; SET FIRST WORD TO ZERO 
WORD PTR ES:[Dl+2],07FFFH j SET SECOND TO 07FFFH 



.095H 
DMA_PAGE+OAH,AL 
AX.1000H 

AX, DWORD PTR ES:[DI] 
CX.CX 
LOOPA 

AL.DMA PAGE+OAH 
AL.O ~ 
T7 7 
ERROR EXIT 



I SET INTERRUPT 5 FLAG 

; SET AX WITHIN BOUNDS 

; USE THE ES SEGMENT POINTER 

J WAIT FOR POSSIBLE INTERRUPT 

J GET THE RESULTS 

J DID AN INTERRUPT OCCUR? 

I CONTINUE IF NOT 

J GO IF YES 



CHECK LOW BOUND WORD CAUSES INTERRUPT 5 



SUB 

MOV 

MOV 

BOUND 

SUB 

IN 



WORD PTR ESi[DI],03FF0H 

AX.1000H 

AX, DWORD PTR ES:[DI] 

CX.CX 

AL.DMA PAGE+OAH 

AL.OH ~ 

LOOPB 



I POINT BEGINNING OF THE BLOCK 
j SET FIRST WORD TO 03FF0H 
I SET AX OUT OF BOUNDS 

; WAIT FOR POSSIBLE INTERRUPT 

j GET THE RESULTS 

I DID AN INTERRUPT OCCUR? 

j TRY AGAIN 

I CONTINUE IF INTERRUPT 

; GO IF NO INTERRUPT 



CHECK HIGH BOUND WORD CAUSES INTERRUPT 5 

I SET FLAG FOR INTERRUPT 

SUB DI.DI ; POINT BEGINNING OF THE BLOCK 

MOV WORD PTR ESt[DI],0 j SET FIRST WORD TO 

MOV WORD PTR ES t [Dl +2] , OFFFH; SET SECOND TO OFFFH 

MOV AX.1000H ; SET AX OUT OF BOUNDS 

BOUND AX, DWORD PTR ES:[DI] 



IN AL.DMA PAGE+OAH 

CMP AL,0H ~ 

LOOPNZ LOOPC 

JZ T7 9 

JMP ERROR EXIT 



j GET THE RESULTS 

X DID AN INTERRUPT OCCUR? 

; TRY AGAIN 

I GO IF NO INTERRUPT 



VERIFY PUSH ALL AND POP ALL INSTRUCTIONS: 
DESCRIPTION s 

SET REGISTERS TO A KNOWN VALUE AND : 
PUSH ALL. RESET THE REGISTERS, POP ALL : 
AND VERIFY : 



T7 9 j MOV 


AL.0F5H 


OUT 


MFG PORT.AL 


MOV 


AX.51 


MOV 


BX.AX 


INC 


BX 


MOV 


CX.BX 


INC 


CX 


MOV 


DX.CX 


INC 


DX 


MOV 


Dl ,DX 


INC 


Dl 


MOV 


SI.DI 


INC 


SI 


PUSH 


BP 


MOV 


BP.SI 


INC 


BP 


PUSHA 




SUB 


AX, AX 


MOV 


BX.AX 


MOV 


CX.AX 


MOV 


DX.AX 


MOV 


DI.AX 


MOV 


SI, AX 


MOV 


BP.AX 


POPA 




CMP 


BP.07 


POP 


BP 


JNZ 


ERROR EXIT1 


CMP 


AX, 01 


JNZ 


ERROR EXIT1 


CMP 


BX.02" 


JNZ 


ERROR EXIT1 


CMP 


CX.03 


JNZ 


ERROR EXIT1 


CMP 


DX,04~ 


JNZ 


ERROR EXIT1 


CMP 


DI.05 


JNZ 


ERROR EXIT1 


CMP 


S 1 , 06" 


JZ 


T7_10 


t ERROR 


EXIT 


ERROR EXIT1: 




JMP 


ERROR_EXIT 



; <><> CHECKPOINT F5 <><> 
; SET AX=1 
; SET BX=2 



; SET DXs4 
; SET Dl=5 



j SET SI =6 

I SAVE THE (B 

J SET BP=7 



») ERROR FLAG REGISTER 



GET THE REGISTERS BACK 

BP SHOULD BE 7 

RESTORE (BP) ERROR FLAG REGISTER 

GO IF NOT 

AX SHOULD BE 1 

GO IF NOT 

BX SHOULD BE 2 

GO IF NOT 

CX SHOULD BE 3 

GO IF NOT 

DX SHOULD BE 4 

GO IF NOT 

Dl SHOULD BE 5 

GO IF NOT 

SI SHOULD BE 6 

CONTINUE IF IT IS 



5-68 TEST3 



t«r MACRO Assamblar 



343 








344 








345 








346 








347 








348 








349 








350 








351 








352 


01 SB 


BO 


F6 


353 


018D 


E6 


80 


354 


018F 


C7 


06 0048 FFFF 


355 


0195 


C6 


06 004C 00 


356 


019A 


C7 


06 004A FOOO 


357 


01A0 


B8 


0048 


358 


01 A3 


8E 


CO 


359 








360 








36 1 








362 








363 


01A5 


3E 




364 








365 


01A6 


OF 




366 


01A7 






367 


01A7 


8B 


E8 


368 


01A9 






369 


01A7 






370 


0IA7 


00 




371 


01A9 






372 


01A9 


75 


DD 


373 








374 








375 








376 


01AB 


C6 


06 004D 91 


377 


01 BO 


B8 


0048 


378 


0IB3 


8E 


CO 


379 








380 


01B5 


3E 




381 








382 


01B6 


OF 




383 


01B7 






384 


01B7 


8B 


E8 


385 


01B9 






386 


01B7 






387 


01B7 


00 




388 


0IB9 






389 


01B9 


74 


CD 


390 








391 


01BB 


B8 


0048 


392 








393 


01BE 


3E 




394 








395 


01BF 


OF 




396 


01 CO 






397 


01 CO 


8B 


EO 


398 


01C2 






399 


01C0 






400 


01 CO 


00 




401 


01C2 






402 


01C2 


75 


C4 


403 








404 








405 








406 


01C4 


BO 


9D 


407 


01C6 


E6 


8B 


408 


01C8 


2B 


F6 


409 


01CA 


26 


C6 04 00 


410 


OtCE 


2B 


C9 


41 1 


01D0 


E4 


8B 


412 


01D2 


22 


CO 


413 


01D4 


EO 


FA 


414 


01D6 


75 


BO 


415 








416 








417 








418 


01D8 


C6 


06 004D 93 


419 








420 








421 








422 








423 








424 








425 








426 








427 








428 








429 








430 


01DD 


BO 


F7 


431 


01DF 


E6 


80 


432 


0IE1 


B8 


0048 


433 


01E4 


BB 


0060 


434 


01E7 


OD 


0003 


435 








436 








437 








438 








439 


01EA 






440 


01EA 


8B 


C3 


441 


01 EC 






442 


01EA 






443 


OIEA 


63 




444 


01 EC 






445 


01 EC 


75 


9A 


446 


01EE 


80 


E3 03 


447 


01FI 


80 


FB 03 


448 


01F4 


75 


92 


449 








450 








45 1 








452 


01F6 


BB 


0060 


453 


01F9 


B8 


0048 


454 


01FC 


80 


CB 03 


455 








456 









VERIFY ACCESS RIGHTS FUNCTION CORRECTLY 
1IPTI0N 
SET ACCESS RIGHTS OF DESCRIPTOR TO 
READ ONLY. VERIFY THE VERW/VERR INSTR 
ACCESS A READ ONLY WITH A WRITE AND 
VERIFY AN EXCEPTION INTERRUPT 13 



MOV AL.0F6H J 

OUT MFG PORT.AL | <><> CHECKPOINT F6 <><> 

MOV DStES TEMP.SEG LIMIT, MAX SEG_LEN J SET SEGMENT TO OFFFFH 

MOV BYTE FTR DSt(ES" TEMP. BASE" HI BYTE),0 J SET THE ADDRESS 

MOV DSsES_TEMP.BASE~LO WORD,0F000"H 

MOV AX,ES_TEMP ~ J LOAD ES REGISTER 

MOV ES.AX | THIS SEGMENT SHOULD BE WRITEABLE 



??0009 
77000A 



INSURE ACCESS RIGHTS MAY I 

SEGOV DS 
DB 03EH 
VERW AX 
DB OOFH 

BYTE 

BP.AX 

BYTE 

OFFSET CS: 770009 

OOOH 

OFFSET CSs??OOOA 

ERROR EXIT1 



! WRITTEN 

I SET SEGMENT OVERRIDE TO START OF TABLE 
J CHECK THE ACCESS RIGHTS OF ES_TEMP 



LABEL 
MOV 
LABEL 
ORG 



I ERROR IF SEGMENT CAN NOT WRITE 



SET ACCESS RIGHTS TO READ ONLY 



MOV 
MOV 
MOV 
SEGOV 



BYTE PTR DSl (ES_TEMP.DATA_ACC_RIGHTS) ,91H 

AX.ES TEMP 

ES.AX - 



77000C 
77000D 



77000F 
770010 



LABEL 
MOV 
LABEL 
ORG 



LABEL 
MOV 
LABEL 
ORG 



BP.AX 

BYTE 

OFFSET CS:??000C 

OOOH 

OFFSET CSs??000D 

ERR0R_EXIT1 

AX,ES_TEMP 

DS 

03EH 

AX 

OOFH 

BYTE 

SP.AX 

BYTE 

OFFSET CSJ77000F 

OOOH 

OFFSET CSS 7 700 10 

ERROR EXIT1 



L0A5 ES REGISTER 
I SET SEGMENT OVERRIDE TO START OF TABLE 
; CHECK THE ACCESS RIGHTS OF ES_TEMP 



I ERROR IF SEGMENT IS WRITEABLE 
t INSURE THAT SEGMENT IS READABLE 



I GO IF SEGMENT NOT READABLE 



CAUSE AN EXCEPTION 13 INTERRUPT 



MOV 
OUT 
SUB 
MOV 



AND 

LOOPNZ 

JNZ 



AL.09DH 

DMA PAGE+OAH.AL 

SI, Si 

BYTE PTR ESS [SI], 00 

CX.CX 

AL.DMA PAGE+OAH 



I DID THE INTERRUPT OCCUR? 
I MISSING INTERRUPT 



I RESTORE THE ACCESS RIGHTS BYTE 

MOV BYTE PTR DSs (ES_TEMP.DATA_ACC_RIGHTS) ,CPLO_DATA_ACCESS 
} 

J VERIFY ADJUST RPL FIELD OF SELECTOR 

I INSTRUCTION (ARPL) FUNCTIONS 

J DESCRIPTION 

I SET THE RPL FIELD OF A SELECTOR 

; AND VERIFY THAT THE ZERO FLAG IS SET 

; CORRECTLY AND THAT THE SELECTOR RPL 

; FIELD IS SET CORRECTLY 



I- 





MOV 


AL.OFTH 






; <><><><><><o<><><><3 




OUT 


MFG PORT.AL 






t <><> CHECKPOINT F7 




MOV 


AX.ES TEMP 






I PUT A SELECTOR IN AX 




MOV 


BX,DS~TEMP 






1 PUT A SELECTOR IN BX 




OR 


AX.03R 






S MAKE ACCESS OF AX < BX 


I 


NOTE BX = FIRST OPERAND 


AX 


= SECOND OPERAND 




ARPL 


AX.BX 






J ISSUE THE RPL COMMAND 


77001 1 


LABEL 
MOV 


BYTE 
AX.BX 








770012 


LABEL 
ORG 
DB 
ORG 


BYTE 

OFFSET CSs 7700 11 

063H 

OFFSET CSs 7700 12 










JNZ 


ERROR EXIT1 






S GO IF RPL WAS NOT CHANGED 




AND 


BL.03H 






; STRIP UNWANTED BITS 




CMP 


BL.03H 






; AS EXPECTED? 




JNZ 


ERROR_EXIT1 






} GO IF NOT 


, 


CHECK 


THAT ACCESS RIGHTS 


DO 


NOT 


CHANGE 




MOV 


BX.DS TEMP 






} PUT A SELECTOR IN BX 




MOV 


AX.ES TEMP 






J PUT A SELECTOR IN AX 


s 


OR 
NOTE I 


BL.03H 
iX s FIRST OPERAND 


AX 


= SE 


; MAKE ACCESS OF BX < AX 
XOND OPERAND 



TEST3 5-69 



457 












458 












459 


OIFF 










460 


OIFF 


8B 


C3 






46 1 


0201 










462 


OIFF 










463 


OIFF 


63 








464 


0201 










465 


0201 


74 


85 






466 


0203 


80 


E3 


03 




467 


0206 


80 


FB 


03 




468 


0209 


75 


2F 






469 












470 












471 












472 


020B 


BO 


F8 






473 


020D 


E6 


80 






474 












475 












476 












477 


020F 


C6 


06 


004D 


F3 


478 


0214 


BB 


0048 




479 


0217 


2B 


CO 






480 












481 












482 












483 












484 


0219 


OF 








485 


021A 










486 


021A 


8B 


C3 






487 


02 1C 










488 


021A 










489 


021 A 


02 








490 


021C 










491 












492 












493 












494 


021C 


75 


1C 






495 












496 












497 












498 


021E 


80 


FC 


F3 




499 


0221 


75 


17 






500 












501 












502 












503 


0223 


BO 


F9 






504 


0225 


E6 


80 






505 


0227 


C7 


06 


0048 


AAAA 


506 












507 


022D 


C6 


06 


004D 


93 


508 


0232 


B8 


0048 




509 












510 


0235 


OF 








51 1 


0236 










512 


0236 


8B 


08 






513 


0238 










514 


0236 










515 


0236 


03 








516 


0238 










517 


0238 


74 


03 






518 












519 


023A 










520 












521 


023A 


E9 


02CD R 




522 












523 


023D 


81 


FB 


AAAA 




524 


0241 


C7 


06 


0048 


5555 


525 


0247 


B8 


0048 




526 












527 


024A 


OF 








528 


024B 










529 


024B 


8B 


D8 






530 


024D 










531 


024B 










532 


024B 


03 








533 


024D 










534 


0240 


75 


EB 






535 












536 


024F 


81 


FB 


5555 




537 


0253 


75 


E5 






538 












539 












540 












541 












542 












543 












544 












545 


0255 


BO 


FA 






546 


0257 


E6 


80 






547 


0259 


6A 


08 






548 


025B 


IF 








549 












550 












551 












552 


025C 


C7 


06 


0048 


FFFF 


553 


0262 


C6 


06 


004D 


93 


554 












555 












556 












557 


0267 


C6 


06 


004C 


IB 


558 


026C 


C7 


06 


004A 


0000 


559 


0272 


6A 


48 






560 


0274 


07 








561 


0275 


2B 


FF 






562 


0277 


26 


I C7 05 AA55 


563 












564 












565 












566 


027C 


C7 


06 


004A 


8000 


567 


0282 


6A 


48 






568 


0284 


07 








569 


0285 


26 i C7 05 AA55 


570 













ARPL 
? ?0013 LABEL 

MOV 
770014 LABEL 
ORG 
DB 
ORG 
JZ 
AND 
CMP 
JNZ 



AX.BX 

BYTE 

AX.BX 

BYTE 

OFFSET CS J? ?0013 

063H 

OFFSET CSj??OOI4 

ERROR EXIT1 

BL.03H" 

BL.03H 

ERROR EXIT2 



; ISSUE THE RPL COMMAND 



J GO IF RPL WAS NOT CHANGED 
J STRIP UNWANTED BITS 
J AS EXPECTED? 
I GO IF NOT 



VERIFY THE LAR (LOAD ACCESS RIGHTS) INSTRUCTION 



SET THE DESCRIPTOR TO LEVEL 3 



MOV 
MOV 
SUB 



BYTE PTR DSj (ES_TEMP.DATA_ACC_RIGHTS) ,CPL3_DATA ACCESS 

BX.ES TEMP 

AX, AX ; CLEAR AX 



GET THE CURRENT DESCRIPTORS ACCESS RIGHTS 



??0015 LABEL 
MOV 

770016 LABEL 
ORG 



AX.BX 

OOFH 

BYTE 

AX.BX 

BYTE 

OFFSET CSj 7 700 15 

002H 

OFFSET CSj??OOI6 



ISSUE THE LAR COMMAND 



ORG 

INSURE THE DESCRIPTOR WAS VISIBLE 



ERROR EXIT2 



} GO IF LAR WAS NOT CHANGED 



THE DESCRIPTORS ACCESS RIGHTS MUST I 



VERIFY THE LSL (LOAD SEGMENT LIMITS) INSTRUCTION 



MOV 
OUT 
MOV 

MOV 
MOV 
LSL 
DB 

770017 LABEL 
MOV 

770018 LABEL 
ORG 



ERROR_EXIT2: 

JMP 

R07: CMP 
MOV 
MOV 
LSL 
DB 
770019 LABEL 
MOV 
■ ??001 A LABEL 
ORG 



<><> CHECKPOINT F9 <><> 

I SET SEGMENT LIMIT TO OAAAAH 



AL.0F9H l 

MFG PORT.AL : 

DS:ES_TEMP.SEG_LIMIT, OAAAAH 

BYTE PTR DSj(ES TEMP. DATA ACC RIGHTS), CPLO DATA ACCESS 

AX,ES_TEMP 

BX.AX 

OOFH 

BYTE 

BX.AX 

BYTE 

OFFSET CSj 7 700 1 7 

003H 

OFFSET CSj 770018 

R07 J GO IF OK 



ERROR EXIT 



J GO IF NOT SUCCESSFUL 



BX, OAAAAH 

DStES_TEMP.SEG_LIMlT,05555H 

AX.ES TEMP 

BX.AX 

OOFH 

BYTE 

BX.AX 

BYTE 

OFFSET CS1770019 

003H 

OFFSET CSj 7 7001 A 

ERROR EXIT2 



I GET THE DESCRIPTOR SEGMENT LIMIT 



GO IF NOT SUCCESSFUL 



; 



I LOW MEG CHIP SELECT TEST 

J TEST THAT A WRITE TO ADDRESS 1B0000 DOES NOT WRITE 

t TO BOOOjO, OR 1B8000 DOES NOT WRITE TO B800t0 



AL.OFAH 
MFG_PORT,AL 
BYTE PTR GDT PTR 



{ <><><><>■<><><><><><><><> 

I <><> CHECKPOINT FA <><> 
I MODIFY THE DESCRIPTOR TABLE 



MOV 

OUT 

PUSH 

POP 

SET TEMPORARY ES DESCRIPTOR 64K SEGMENT LIMIT/CPLO DATA ACCESS 

MOV DSjES TEMP.SEG_LIMIT,MAX_SEG_LEN 

MOV BYTE FTR DS J (ES_TEMP.DATA_ACC_RIGHTS) ,CPLO_DATA_ACCESS 

START WITH SEGMENT 1B0000 



MOV 

MOV 

PUSH 

POP 

SUB 

MOV 



BYTE PTR DSj(ES_TEMP.BASE_HI_BYTE) , 1BH 

DSjES TEMP. BASE LO_WORD,0 

BYTE PTR ES TEMP ; LOAD ES REGISTER 

ES 

DI.DI | POINT TO FIRST LOCATION 

WORD PTR ESj[DI],0AA55H J WRITE A TEST PATTERN 



DO FOR SEGMENT IB8000 

MOV 
PUSH 
POP 
MOV 



WORD PTR ESj[DI],0AA55H I WRITE A TEST PATTERN 



5-70 TEST3 



MACRO Aa««mbl«r 



Version 2.00 



571 
572 
573 
574 
575 
576 
577 
578 
579 
580 
58 1 
582 
583 
584 
585 



589 
590 
59 1 
592 
693 
594 
595 
596 
597 
598 
599 
600 
601 
602 
603 
604 
605 
606 
607 
608 
609 
610 
61 1 
6(2 
613 
614 
615 
616 
617 
618 
619 
620 



028A C6 06 004C 1A 
028F C7 06 004A 0000 
0295 6A 48 

0297 07 

0298 261 C7 05 AA55 



029D 6A 20 
029F IF 
02A0 SB 05 



02A2 6A 28 
02A4 IF 
02A5 8B ID 



02A7 6A 30 
02A9 IF 
02AA 8B 0D 



02AC 50 
02AD BO 35 
02AF E6 80 
02B1 58 
02B2 3D AA55 
02B5 74 16 
02B7 81 FB AA55 
02BB 74 10 
02BD 81 F9 AA55 
02C1 74 OA 
02C3 BO 34 
02C5 E6 80 



02C7 

02C7 B8 068F 

02CA E8 0000 E 

02CD 

02CD E9 0000 E 



, D0 F0 R SEGMENT 1A0000 

MOV BYTE PTR DSt(ES TEMP. BASE 

MOV DStES TEMP. BASE LO_WORD,0" 

PUSH BYTE PTR ES TEMP | 

POP ES 

MOV WORD PTR ES»IDI],0AA55H « 

, B/W VIDEO CARD 

PUSH BYTE PTR C BWCRT_PTR 
POP DS J 

MOV AX,DSt[DI] ; 

, COMPATIBLE COLOR 

PUSH BYTE PTR C_CCRT_PTR 1 

POP DS 

MOV BX,DS»[DI] ; 

, EGA COLOR 

PUSH BYTE PTR E CCRT_PTR 

POP DS 

MOV CX,DSi[DI] 

I TEST FOR ERROR 



02D0 
02D0 





PUSH 


AX 




MOV 


AL.35H 




OUT 


MFG PORT.AL 




POP 


AX 




CMP 


AX.0AA55H 




JZ 


ERROR EXIT 




CMP 


BX,0AA"55H 




JZ 


ERROR EXIT 




CMP 


CX,0AA"55H 




JZ 


ERROR EXIT 




MOV 


AL.34H 




OUT 


MFG PORT.AL 


1 


SHUTDOWN 


NORMAL 


EXITS 






~ MOV 


AX,6*H+CM0S SHUT DOWN+I 




CALL 


CMOS_WRITE 


ERROR_ 


EXITt 






JMP 


PROC_SHUTDOWN 


POST3 


ENDP 




CODE 


ENDS 
END 





HI_BYTE) , (AH 
LOAD ES REGISTER 
WRITE A TEST PATTERN 



SET DS TO COMPATIBLE COLOR MEMORY 
GET THE WORD FROM COLOR MEMORY 



J EGA COLOR CRT POINTER LOW 64K 



• CHECKPOINT 35 > 



1 ADDRESS FOR SHUTDOWN BYTE 
| SET GOOD ENDING 



TEST3 5-71 



PACE 118,121 

TITLE TEST4 06/10/85 POST AND BIOS UTILITY ROUTINES 

.286C 
• LIST 
CODE SEGMENT BYTE PUBLIC 



PUBLIC 
PUBLIC 
PUBLIC 
PUBLIC 
PUBLIC 
PUBLIC 
PUBLIC 
PUBLIC 
PUBLIC 
PUBLIC 
PUBLIC 
PUBLIC 
PUBLIC 
PUBLIC 
PUBLIC 
PUBLIC 



LIC 
PUBLIC 
PUBLIC 
PUBLIC 
PUBLIC 
PUBLIC 
PUBLIC 
PUBLIC 

EXTRN 
EXTRN 
EXTRN 
EXTRN 



ASSUME 
P0ST4! 
— CMOS READ 



blink int 
cmos Read 
cmos write 
conftg bad 

D1 I 

DDS 

DUMMY RETURN, 1 

ERR BEEP 

E M5G 

|FJT_287 

KBD RESET 

P0ST4 

PROT_PRT HEX 

PROC SHUTDOWN 

PRT HEX 

PRT~SEG 

P MS"G 

RE" DIRECT 

ROR CHECK 

ROM~CHECKSUM 

SET TOD 

WAlTF 

XPC_BYTE 

E163»NEAR 
OBF 42 t NEAR 
ROM ERR t NEAR 
XMlT_8042tNEAR 

CSt CODE, DSt DATA 



READ BYTE FROM CMOS SYSTEM CLOCK CONFIGURATION TABLE 

INPUT: (AL)s CMOS TABLE ADDRESS TO BE READ 

BIT 7 = FOR NMI ENABLED AND 1 FOR NMI DISABLED ON EXIT 
BITS 6-0 = ADDRESS OF TABLE LOCATION TO READ 

OUTPUTi (AL) VALUE AT LOCATION (AL) MOVED INTO (AL). IF BIT 7 OF (AL) WAS 
ON THEN NMI LEFT DISABLED. DURING THE CMOS READ BOTH NMI AND 
NORMAL INTERRUPTS ARE DISABLED TO PROTECT CMOS DATA INTEGRITY. 
THE CMOS ADDRESS REGISTER IS POINTED TO A DEFAULT VALUE AND 
THE INTERRUPT FLAG RESTORED TO THE ENTRY STATE ON RETURN. 
ONLY THE (AL) REGISTER AND THE NMI STATE IS CHANGED. 



0000 






CMOS READ 


0000 


9C 




PUSHF 


UUU1 


uu 


uu 


ROL 


0003 


F9 




STC 


0004 


DO 


D8 


RCR 


0006 


FA 




CL! 


0007 


E6 


70 


OUT 


0009 


90 




NOP 


000A 


E4 


71 


IN 


OOOC 


50 




PUSH 


000D 


BO 


IE 


MOV 


000F 


DO 


D8 


RCR 


0011 


E6 


70 


OUT 


0013 


90 




NOP 


0014 


E4 


71 


IN 


0016 


58 




POP 


0017 


OE 




PUSH 


0018 


E8 


0039 R 


CALL 


OOIB 


C3 




RET 


001C 






CMOS READ 



CMOS_PORT,AL 

AL,CMOS_DATA 

AX 

AL.CMOS SHUT DOWN* 2 

AL,1 

CMOS_PORT,AL 

AL,CMOS_DATA 



READ LOCATION (AL) INTO (AL) 
SAVE INTERRUPT ENABLE STATUS AND FLAGS 
MOVE NMI BIT TO LOW POSITION 
FORCE NMI BIT ON IN CARRY FLAG 
HIGH BIT ON TO DISABLE NMI - OLD IN CY 
DISABLE INTERRUPTS 
ADDRESS LOCATION AND DISABLE NMI 
I/O DELAY 

READ THE REQUESTED CMOS LOCATION 
SAVE (AH) REGISTER VALUE AND CMOS BYTE 
GET ADDRESS OF DEFAULT LOCATION 
; PUT ORIGINAL NMI MASK BIT INTO ADDRESS 
SET DEFAULT TO READ ONLY REGISTER 
I/O DELAY 

OPEN STANDBY LATCH 
RESTORE (AH) AND (AL)= CMOS BYTE 
'PLACE CODE SEGMENT IN STACK AND 
•HANDLE POPF FOR B- LEVEL 80286 
RETURN WITH FLAGS RESTORED 



CMOS_WRITE 



WRITE BYTE TO CMOS SYSTEM CLOCK CONFIGURATION TABLE 

INPUTS (AL)s CMOS TABLE ADDRESS TO BE WRITTEN TO 

BIT 7 = FOR NMI ENABLED AND 1 FOR NMI DISABLED ON EXIT 
BITS 6-0 = ADDRESS OF TABLE LOCATION TO WRITE 
(AH)= NEW VALUE TO BE PLACED IN THE ADDRESSED TABLE LOCATION 

OUTPUT t VALUE IN (AH) PLACED IN LOCATION (AL) WITH NMI LEFT DISABLED 
IF BIT 7 OF (AL) IS ON. DURING THE CMOS UPDATE BOTH NMI AND 
NORMAL INTERRUPTS ARE DISABLED TO PROTECT CMOS DATA INTEGRITY. 
THE CMOS ADDRESS REGISTER IS POINTED TO A DEFAULT VALUE AND 
THE INTERRUPT FLAG RESTORED TO THE ENTRY STATE ON RETURN. 
ONLY THE CMOS LOCATION AND THE NMI STATE IS CHANGED. 



92 


00 1C 






CMOS. 


WRITE 


PROC NEAR 


93 


00 1C 


9C 






PUSHF 




94 


001D 


50 






PUSH 


AX 


95 


OOIE 


DO 


CO 




ROL 


AL,I 


96 


0020 


F9 






STC 




97 


0021 


DO 


D8 




RCR 


AL.1 


98 


0023 


FA 






CLI 




99 


0024 


E6 


70 




OUT 


CMOS PORT.AL 


too 


0026 


8A 


C4 




MOV 


AL.Afi 


101 


0028 


E6 


71 




OUT 


CMOS DATA.AL 


102 


002A 


BO 


IE 




MOV 


AL.CMOS SHUT DOWN*2 


103 


002C 


DO 


D8 




RCR 


AL.1 


104 


002E 


E6 


70 




OUT 


CMOS_PORT,AL 


105 


0030 


90 






NOP 




106 


0031 


E4 


71 




IN 


AL.CMOS DATA 


107 


0033 


58 






POP 


AX 


108 


0034 


OE 






PUSH 


CS 


109 


0035 


E8 


0039 R 




CALL 


CMOS_POPF 


110 


0038 


C3 






RET 




111 














112 


0039 






CMOS. 


_WRITE 


ENDP 



t WRITE (AH) TO LOCATION (AL) 

| SAVE INTERRUPT ENABLE STATUS AND FLAGS 

I SAVE WORK REGISTER VALUES 

I MOVE NMI BIT TO LOW POSITION 

; FORCE NMI BIT ON IN CARRY FLAG 

I HIGH BIT ON TO DISABLE NMI - OLD IN CY 

; DISABLE INTERRUPTS 

I ADDRESS LOCATION AND DISABLE NMI 

J GET THE DATA BYTE TO WRITE 

I PLACE IN REQUESTED CMOS LOCATION 

| GET ADDRESS OF DEFAULT LOCATION 

{PUT ORIGINAL NMI MASK BIT INTO ADDRESS 

t SET DEFAULT TO READ ONLY REGISTER 

: I/O DELAY 

| OPEN STANDBY LATCH 

J RESTORE WORK REGISTERS 

i *PLACE CODE SEGMENT IN STACK AND 

; 'HANDLE POPF FOR B- LEVEL 80286 



5-72 TEST4 



PAGE 

CMOS POPF PROC NEAR 
I RET 



122 
123 
124 
125 
126 
127 
128 
129 



003A 

003A 2El 8E IE 0040 R 

003F C3 

0040 R 

0042 



DDS PROC 
MOV 
RET 

DDSDATA DW 



I LOAD (DS) TO DATA AREA 

t PUT SEGMENT VALUE OF DATA AREA INTO DS 

J RETURN TO USER WITH (DS)= DATA 

\ SEGMENT SELECTOR VALUE FOR DATA AREA 



136 








137 








138 


0042 






139 


0042 


F7 


C5 3FFF 


140 


0046 


75 


08 


141 








142 


0048 


56 




143 


0049 


81 


E6 3FFF 


144 


004D 


OB 


EE 


145 


004F 


5E 




146 


0050 






147 


0050 


E8 


0069 R 


148 


0053 


IE 




149 


0054 


E8 


003A R 


150 


0057 


F6 


06 0010 R 01 


151 


005C 


74 


02 


152 








153 


005E 


IF 




154 


005F 


C3 




155 








156 


0060 






157 


0060 


FA 




158 


0061 


AO 


0015 R 


159 


0064 


E6 


80 


160 


0066 


F4 




161 


0067 


EB 


F7 


162 








163 


0069 






164 








165 








166 


0069 






167 


0069 


2E 


8A 04 


168 


006C 


46 




169 


006D 


50 




170 


006E 


E8 


012E R 


171 


0071 


58 




172 


0072 


3C 


OA 


173 


0074 


75 


F3 


174 


0076 


C3 




175 








176 


0077 






177 








178 








179 








180 








181 








182 








183 








184 








185 








186 








187 


0077 






188 


0077 


9C 




189 


0078 


FA 




190 


0079 


OA 


F6 


191 


007B 


74 


IE 


192 


007D 






193 


007D 


B3 


70 


194 


007F 


B9 


0500 


195 


0082 


E8 


00B5 R 


196 


0085 


B9 


C233 


197 


0088 


E8 


OOFB R 


198 


008B 


FE 


CE 


199 


008D 


75 


EE 


200 








201 


008F 


IE 




202 


0090 


E8 


003A R 


203 


0093 


80 


3E 0012 R 01 


204 


0098 


IF 




205 


0099 


74 


C5 


206 








207 


009B 






208 


009B 


B3 


12 


209 


009D 


B9 


04B8 


210 


00A0 


E8 


00B5 R 


21 1 


00A3 


B9 


8178 


212 


00A6 


E8 


OOFB R 


213 


00A9 


FE 


CA 


214 


OOAB 


75 


EE 


215 








216 


OOAD 


B9 


8178 


217 


00B0 


E8 


OOFB R 


218 


00B3 


9D 




219 


00B4 


C3 




220 








221 


00B5 







ENTRY REQUIREMENTS! 

SI = OFFSET (ADDRESS) OF MESSAGE BUFFER 
CX = MESSAGE BYTE COUNT 

MAXIMUM MESSAGE LENGTH IS 36 CHARACTERS 
BP = BIT 0=E161/E162, BIT 1 =CONF I G_BAD , 2-15= FIRST MSG OFFSET 



J SAVE MESSAGE POINTER 

J USE LOW 14 BITS OF MESSAGE OFFSET 

I AS FIRST ERROR MESSAGE FLAG 

| (BIT = EI6I/EI62, BIT 1 = BAD_CONFIG 

I PRINT MESSAGE 

J SAVE CALLERS (DS) 

1 POINT TO POST/ BIOS DATA SEGMENT 

Hj LOOP /HALT ON ERROR SWITCH ON ? 

J YES - THEN GO TO MANUFACTURING HALT 



E MSG 


PROC 


NEAR 




TEST 


BP , 03FFFH 




JNZ 


E_MSG1 




PUSH 


SI 




AND 


S 1 , 03FFFH 




OR 


BP.SI 




POP 


SI 


E MSGI 








CALL 


P MSG 




PUSH 


D5 




CALL 


DDS 




TEST 


BYTE PTR »EQUIP 1 




JZ 


MFG_HALT 




POP 


DS 




RET 




MFG HALT: 






CLI 






MOV 


AL.PMFG ERR FLAG 




OUT 


MFG PORT.AL 




HLT 





PROC 


NEAR 


MOV 


AL,CSl[SI] 


INC 


SI 


PUSH 


AX 


CALL 


PRT HEX 


POP 


AX 


CMP 


AL.LF 


JNE 


P MSG 


RET 





J RESTORE CALLERS (DS) 



J MANUFACTURING LOOP MODE ERROR TRAP 

; DISABLE INTERRUPTS 

; RECOVER ERROR INDICATOR 

j SET INTO MANUFACTURING PORT 

J HALT SYSTEM 

J HOT NMI TRAP 



J DISPLAY STRING FROM (CSt) 

I PUT CHARACTER IN (AL) 

} POINT TO NEXT CHARACTER 

I SAVE PRINT CHARACTER 

t CALL VIDEO 10 

I RECOVER PRTNT CHARACTER 

J WAS IT LINE FEED? 

I NO, KEEP PRINTING STRING 



P MSG ENDP 



--- ERR BEEP 

This procedure will issue long tones ( 1-3/4 seconds) and one or 
more short tones (9/32 second) to indicate a failure on the 
planar board, a bad memory module, or a problem with the crt. 
entry parameters! 

dh = number of long tones to beep, 
dl = number of short tones to beep. 



ERR BEEP 



PUSHF 




CLI 




OR 


DH.DH 


JZ 


G3 


MOV 


BL.1 12 


MOV 


CX, 1280 


CALL 


BEEP 


MOV 


CX, 49715 


CALL 


WAITF 


DEC 


DH 


JNZ 


G1 


PUSH 


DS 


CALL 


DDS 


CMP 


•MFG TST.01H 


POP 


DS 


JE 


MFG_HALT 


MOV 


BL.18 


MOV 


CX.1208 


CALL 


BEEP 


MOV 


CX.33144 


CALL 


WAITF 


DEC 


DL 


JNZ 


G3 


MOV 


CX.33144 


CALL 


WAITF 


POPF 




RET 





SAVE FLAGS 

DISABLE SYSTEM INTERRUPTS 
ANY LONG ONES TO BEEP 
NO, DO THE SHORT ONES 

LONG BEEPS 
COUNTER FOR LONG BEEPS (1-3/4 SECONDS) 
DIVISOR FOR 932 HZ 
DO THE BEEP 

2/3 SECOND DELAY AFTER LONG BEEP , 
DELAY BETWEEN BEEPS 
ANY MORE LONG BEEPS TO DO 
LOOP TILL DONE 

SAVE DS REGISTER CONTENTS 

MANUFACTURING TEST MODE? 

RESTORE ORIGINAL CONTENTS OF (DS) 

YES - STOP BLINKING LED 

SHORT BEEPS 
COUNTER FOR A SHORT BEEP (9/32) 
DIVISOR FOR 987 HZ 
DO THE SOUND 

1/2 SECOND DELAY AFTER SHORT BEEP 
DELAY BETWEEN BEEPS 
DONE WITH SHORT BEEPS COUNT 
LOOP TILL DONE 

1/2 SECOND DELAY AFTER LAST BEEP 
MAKE IT ONE SECOND DELAY BEFORE RETURN 
RESTORE FLAGS TO ORIGINAL SETTINGS 
RETURN TO CALLER 
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222 








223 








224 








22S 








226 








227 








226 








229 








230 








231 








232 


00B5 






233 


00B5 


9C 




234 


00B6 


FA 




235 


00B7 


BO 


B6 


236 


00B9 


E6 


43 


237 


00BB 


EB 


00 


















239 


OOBF 


E6 


42 


240 


00C1 


EB 


00 


241 


00C3 


8A 


C5 


242 


00C5 


E6 


42 


243 


00C7 


E4 


61 


244 


00C9 


8A 


EO 


245 


OOCB 


OC 


03 


246 


OOCD 


E6 


61 


247 


OOCF 


9D 




248 


OODO 






249 


OODO 


B9 


040B 


250 


00D3 


E8 


OOFB R 


25 1 


00D6 


FE 


CB 


252 


00D8 


75 


F6 


253 








254 


OObA 


9C 




255 


OODB 


FA 




256 


OODC 


E4 


61 


257 


OODE 


OC 


FC 


258 


OOEO 


22 


EO 


259 


00E2 


8A 


C4 


260 


00E4 


24 


FC 


261 


00E6 


E6 


61 


262 


00E8 


9D 




263 


00E9 


B9 


040B 


264 


OOEC 


E8 


OOFB R 


265 


OOEF 


9C 




266 


OOFO 


FA 




267 


00F1 


E4 


61 


268 


00F3 


24 


03 


269 


00F5 


OA 


C4 


270 


00F7 


E6 


61 


271 


00F9 


9D 




272 


OOFA 


C3 




273 








274 


OOFB 






275 








276 
















278 








279 








280 








281 








282 








283 








284 








285 








286 








287 


OOFB 






288 


OOFB 


50 




289 








290 


OOFG 






291 


OOFC 


E4 


61 


292 


OOFE 


24 


10 


293 


0100 


3A 


C4 


294 


0102 


74 


F8 


295 








296 


0104 


8A 


EO 


297 


0106 


E2 


F4 


298 








299 


0108 


58 




300 


0109 


C3 




301 








302 


OIOA 






303 








304 








305 








306 








307 








308 








309 


010A 






310 


OIOA 


50 




311 


01 OB 


B8 


8E8E 


312 


010E 


E8 


0000 R 


313 


Oil 1 


OC 


20 


314 


0113 


86 


EO 


315 


0115 


E8 


001C R 


316 


0118 


58 




317 


0119 


81 


CD 4000 


318 


01 ID 


C3 




319 








320 


01 IE 







PAGE 

,__- BEE p _ 

| ROUTINE TO SOUND THE BEEPER USING TIMER 2 FOR TONE 

t ENTRYt 

; (BL) = DURATION COUNTER ( f FOR 1/64 SECOND ) 

| (CX) = FREQUENCY DIVISOR ( 1 1 931 80 /FREQUENCY) (1331 FOR 886 HZ) 

j EXIT: 

I (AX) ,(BL),(CX) MODIFIED. 



SETUP TIMER 2 
SAVE INTERRUPT STATUS 
BLOCK INTERRUPTS DURING UPDATE 
SELECT TIMER 2, LSB, MSB, BINARY 
WRITE THE TIMER MODE REGISTER 
I/O DELAY 

DIVISOR FOR HZ (LOW) 
WRITE TIMER 2 COUNT - LSB 
I/O DELAY 

DIVISOR FOR HZ (HIGH) 
WRITE TIMER 2 COUNT - MSB 
GET CURRENT SETTING OF PORT 
SAVE THAT SETTING 
GATE TIMER 2 AND TURN SPEAKER ON 
AND RESTORE INTERRUPT STATUS 

1/64 SECOND PER COUNT (BL) 
DELAY COUNT FOR 1/64 OF A SECOND 
GO TO BEEP DELAY 1/64 COUNT 
(BL) LENGTH COUNT EXPIRED? 
NO - CONTINUE BEEPING SPEAKER 

SAVE INTERRUPT STATUS 

BLOCK INTERRUPTS DURING UPDATE 

GET CURRENT PORT VALUE 

ISOLATE CURRENT SPEAKER BITS IN CASE 

SOMEONE TURNED THEM OFF DURING BEEP 
RECOVER VALUE OF PORT 
FORCE SPEAKER DATA OFF 
AND STOP SPEAKER TIMER 
RESTORE INTERRUPT FLAG STATE 
FORCE 1/64 SECOND DELAY (SHORT) 
MINIMUM DELAY BETWEEN ALL BEEPS 
SAVE INTERRUPT STATUS 
BLOCK INTERRUPTS DURING UPDATE 
GET CURRENT PORT VALUE IN CASE 

SOMEONE TURNED THEM ON 
RECOVER VALUE OF PORT B 
RESTORE SPEAKER STATUS 
RESTORE INTERRUPT FLAG STATE 



FIXED TIME WAIT ROUTINE (HARDWARE CONTROLLED - NOT PROCESSOR) 



PROC 


NEAR 


PUSHF 




CLI 




MOV 


AL.IOI 101 I0B 


OUT 


TIMER +3, AL 


JMP 


1+2 




AI_,UI_ 


OUT 


TIMER+2.AL 


JMP 


S+2 


MOV 


AL.CH 


OUT 


TIMER+2.AL 


IN 


AL.PORT B 


MOV 


AH.AL 


OR 


AL.GATE2+SPK2 


OUT 


PORT B,AL 


POPF 




MOV 


CX.1035 


CALL 


WAITF 


DEC 


BL 


JNZ 


G7 


PUSHF 




CLI 




IN 


ALiPORT B 


OR 


AL.NOT TGATE2+SPK2) 


AND 


AH.AL 


MOV 


AL.AH 


AND 


AL.NOT (GATE2+SPK2) 


OUT 


PORT B,AL 


POPF 




MOV 


CX.1035 


CALL 


WAITF 


PUSHF 




CLI 




IN 


AL.PORT B 


AND 


AL.GATE5+SPK2 


OR 


AL.AH 


OUT 


PORT B.AL 



ENTRY J 
EXITj 



MEMORY REFRESH TIMER 1 OUTPUT USED AS REFERENCE 
AFTER (CX) TIME COUNT (PLUS OR MINUS 16 MICROSECONDS) 



PROC 
PUSH 


NEAR 
AX 


IN 
AND 
CMP 
JE 


AL.PORT B 

AL, REFRESH BIT 

AL.AH 

WAITFI 


MOV 
LOOP 


AH.AL 
WAITFI 


POP 
RET 


AX 



J USE TIMER 1 OUTPUT BITS 

I READ CURRENT COUNTER OUTPUT STATUS 

t MASK FOR REFRESH DETERMINE BIT 

; DID IT JUST CHANGE 

I WAIT FOR A CHANGE IN OUTPUT LINE 



WAITF ENDP 



CONFIG BAD 

SET~CMOS DIAG WITH CONFIG ERROR BIT (WITH NMI DISABLED) 
(BP) BIT" 14 SET ON TO INDICATE CONFIGURATION ERROR 



CONFIG BAD 


PROC NEAR 


PUSH 


AX 


MOV 


AX, X* (CMOS DIAG+NMI) 


CALL 


CMOS READ 


OR 


AL.BAD CONFIG 


XCHG 


AH.AL 


CALL 


CMOS WRITE 


POP 


AX ~ 


OR 


BP.04000H 



I ADDRESS CMOS DIAGNOSTIC STATUS BYTE 

t GET CURRENT VALUE 

J SET BAD CONFIGURATION BIT 

I SETUP FOR WRITE 

| UPDATE CMOS WITH BAD CONFIGURATION 

I SET CONFIGURATION BAD FLAG IN (BP) 



CONFIG BAD 



5-74 TEST4 



321 








322 








323 








324 








325 








326 








327 








328 








329 








330 


01 IE 






331 


01 IE 


50 




332 


01 IF 


CO 


E8 04 


333 


0122 


E8 


0128 R 


334 


0125 


58 




335 


0126 


24 


OF 


336 








337 








338 


0128 






339 


0128 


04 


90 


340 


012A 


27 




341 


012B 


14 


40 


342 


01 2D 


27 




343 








344 


012E 






345 


012E 


B4 


OE 


346 


0130 


B7 


00 


347 


0132 


CD 


10 


348 


0134 


C3 




349 








350 


0135 






351 


0135 






352 


0135 






353 








354 








355 








356 








357 








358 








359 


0135 






360 


0135 


8A 


C6 


361 


0137 


E8 


01 IE R 


362 


013A 


8A 


C2 


363 


013C 


E8 


01 IE R 


364 


013F 


BO 


30 


365 


0141 


E8 


012E R 


366 


0144 


BO 


20 


367 


0146 


E8 


012E R 


368 


0149 


C3 




369 








370 


014A 






371 








372 








373 








374 








375 








376 








377 








378 








379 








380 


014A 






381 


014A 


06 




382 


014B 


57 




383 


014C 


Dt 


E7 


384 








385 








386 








387 


014E 


6A 


20 


388 


0150 


07 




389 


0151 


AA 




390 


0152 


4F 




391 








392 








393 








394 


0153 


6A 


30 


395 


0155 


07 




396 


0156 


AA 




397 


0157 


4F 




398 


0158 


6A 


38 


399 


015A 


07 




400 


015B 


AA 




401 


015C 


4F 




402 








403 








404 








405 


015D 


6A 


28 


406 


015F 


07 




407 


0160 


53 




408 


0161 


52 




409 


0162 


51 




410 


0163 


33 


C9 


411 


0165 


BA 


03DA 


412 


0168 


93 




413 


0169 






414 


0169 


EC 




415 


016A 


A8 


09 


416 


016C 


El 


FB 


417 


016E 


93 




418 


016F 


AA 




419 








420 


0170 


59 




421 


0171 


5A 




422 


0172 


5B 




423 


0173 


5F 




424 


0174 


07 




425 


0175 


C3 




426 








427 


0176 







XI_ATE_PR — PRT_HEX 

CONVERT AND PRINT ASCII CODE CHARACTERS 



XPC BYTE 


PROC 




PUSH 


AX 




SHR 


AL.4 




CALL 


XLAT PR 




POP 


AX 




AND 


AL.OFH 


XLAT PR 


PROC 


NEAR 




ADD 
DAA 


AL.090H 




ADC 


AL.040H 




DAA 




PRT HEX 


PROC 


NEAR 




MOV 


AH.OEH 




MOV 


BH.O 




INT 


IOH 




RET 




PRT HEX 


ENDP 




XLAT PR 


ENDP 




xpc Byte 


ENDP 



I DISPLAY TWO HEX DIGITS 

; SAVE FOR LOW NIBBLE DISPLAY 

I NIBBLE SWAP 

S DO THE HIGH NIBBLE DISPLAY 

I RECOVER THE NIBBLE 

I ISOLATE TO LOW NIBBLE 

I FALL INTO LOW NIBBLE CONVERSION 

; CONVERT 00-OF TO ASCII CHARACTER 

J ADD FIRST CONVERSION FACTOR 

t ADJUST FOR NUMERIC AND ALPHA RANGE 

t ADD CONVERSION AND ADJUST LOW NIBBLE 

I ADJUST HIGH NIBBLE TO ASCII RANGE 



; DISPLAY CHARACTER IN (AL) COMMAND 
t CALL VIDEO 10 



I— PRT SEG 

j Print a segment value to look like a 21 bit address 

; DX MUST CONTAIN SEGMENT VALUE TO BE PRINTED 



; GET MSB 

I DISPLAY SEGMENT HIGH BYTE 

; LSB 

{ DISPLAY SEGMENT LOW BYTE 

J PRINT A *0 ' 

; TO MAKE LOOK LIKE ADDRESS 

; ADD ENDING SPACE 



PRT SEG PROC 


NEAR 


MOV 


AL.DH 


CALL 


XPC BYTE 


MOV 


al.Bl 


CALL 


XPC BYTE 


MOV 


AL , • ' 


CALL 


PRT HEX 


MOV 


AL,' • 


CALL 


PRT HEX 


RET 





PRT_SEG ENDP 

— PROT PRT HEX 



PUT A CHARACTER TO THE DISPLAY BUFFERS WHEN IN PROTECTED MODE 



PROT PRT HEX 


PROC NEAR 


Push 


ES 


PUSH 


DI 


SAL 


DI.1 


I MONOCHROME VIDEO CARD 


PUSH 


BYTE PTR C BWCRT PTR 


POP 


ES 


STOSB 




DEC 


DI 


, ENHANCED GRAPHICS ADAPTER 


PUSH 


BYTE PTR E CCRT PTR 


POP 


ES 


STOSB 




DEC 


DI 


PUSH 


BYTE PTR E CCRT PTR2 


POP 


ES 


STOSB 




DEC 


DI 


1 COMPATIBLE COLOR 


PUSH 


BYTE PTR C CCRT PTR 


POP 


ES 


PUSH 


BX 


PUSH 


DX 


PUSH 


CX 


XOR 


CX.CX 


MOV 


DX.03DAH 


XCHG 


AX.BX 


PROT St 




IN 


AL.DX 


TEST 


AL.RVRT+RHRZ 


LOOPZ 


PROT S 


XCHG 


AX.BX 


STOSB 




POP 


CX 


POP 


DX 


POP 


BX 


POP 


DI 


POP 


ES 


RET 





; SAVE CURRENT SEGMENT REGISTERS 
J MULTIPLY OFFSET BY TWO 



J GET MONOCHROME BUFFER SEGMENT SELECTOR 

; SET (ES) TO B/W DISPLAY BUFFER 

J PLACE CHARACTER IN BUFFER 

; ADJUST POINTER BACK 



; ENHANCED COLOR DISPLAY POINTER LOW 64K 

t LOAD SEGMENT SELECTOR 

I PLACE CHARACTER IN BUFFER 

S ADJUST POINTER BACK 

I ENHANCED COLOR DISPLAY POINTER HI 64K 

i LOAD SEGMENT SELECTOR 

i PLACE CHARACTER IN BUFFER 

I ADJUST POINTER BACK 



I SET (DS) TO COMPATIBLE COLOR MEMORY 
; SAVE WORK REGISTERS 



J TIMEOUT LOOP FOR "BAD" HARDWARE 
; STATUS ADDRESS OF COLOR CARD 
; SAVE IN (BX) REGISTER 

; GET COLOR CARD STATUS 

I CHECK FOR VERTICAL RETRACE (OR HORZ) 

; TIMEOUT LOOP TILL FOUND 

J RECOVER CHARACTERS 

; PLACE CHARACTER IN BUFFER 

I RESTORE REGISTERS 



PROT PRT HEX 



TEST4 5-75 



428 
429 
430 
431 
432 
433 
434 
435 
436 
437 
438 
439 
440 



447 
448 
449 
4S0 
45 1 
452 
453 
454 
455 
456 
457 
458 
459 
460 



467 
468 
469 
470 
471 
472 
473 
474 
475 
476 
477 
478 
479 
480 
481 

483 
484 
485 
486 
487 
488 
489 
490 
491 
492 
493 
494 
495 
496 
497 
498 
499 
500 
501 
502 
503 
504 
505 
506 
507 
508 
509 
510 
511 
512 
513 
514 
515 
516 
517 
518 
519 
520 
521 
522 
523 
524 
525 
526 
527 
528 
529 
530 
531 



ROM CHECKSUM SUBROUTINE 



ROM CHECKSUM 


CNT: 




XOR 


AL.AL 


ROM L: 








ADD 


AI_,[BX] 




INC 


BX 




LOOP 


ROM_L 




OR 


AL.AL 




RET 




ROM CHECKSUM 


ENDP 



0178 

0178 32 CO 

017A 

017A 02 07 

0I7C 43 

017D E2 FB 



0182 

0182 B8 R 

0185 8E CO 
0187 2A E4 
0189 8A 47 02 
018C CI EO 09 
018F 8B C8 
0191 CI E8 04 
0194 03 DO 
0196 E8 0178 R 
0199 74 05 



1 AO ROM CHECK I I 

01A0 52 ~ POSH 

01A1 26S C7 06 0067 R 0003 MOV 

01A8 26: 8C IE 0069 R MOV 

01 AD 26 1 FF IE 0067 R CALL 

01B2 5A POP 



; NUMBER OF BYTES TO ADD IS 64K 
I ENTRY FOR OPTIONAL ROM TEST 



I GET (DS:BX) 

I POINT TO NEXT BYTE 

I ADD ALL BYTES IN ROM MODULE 



ROM CHECK 


PROC NEAR 


MOV 


AX, DATA 


MOV 


ES.AX 


SUB 


AH, AH 


MOV 


AL,[BX+2] 


SHL 


AX, 9 


MOV 


CX.AX 


SHR 


AX, 4 


ADD 


DX.AX 


CALL 


ROM CHECKSUM CNT 


JZ 


ROM_CHECK_l 


CALL 


ROM ERR 


JMP 


SHOR"T ROM CHECK END 



J POINT ES TO DATA AREA 

I ZERO OUT AH 

; GET LENGTH INDICATOR 

I MULTIPLY BY 512 

I SET COUNT 



DX | SAVE POINTER 

ESiOIO ROM INIT.0003H ; LOAD OFFSET 
ES:OIO ROM SEG.DS } LOAD SEGMENT 
DWORD PTR ES:»IO ROM INITj CALL INITIALIZE/TEST ROUTINE 



J RETURN TO CALLER 



kbd reset 

This procedure will send a software reset to the keyboard, 
scan code oaah should be returned to the processor, 
scan code 065h is defined for manufacturing test 



BO FD 
E6 21 
C6 06 006B R 00 



F6 06 006B R 02 
75 06 
E2 F7 



01C1 
01C3 
01C8 
01C9 
OICB 
01CD 
OICD 
01D2 
01D4 



01D6 FE CB 

0ID8 75 F3 

01DA 

OIDA E4 60 

01 DC 8A D8 

01DE 

01DE C3 

01DF 



01DF 
01DF FB 
01E0 50 
01E1 E4 80 
01E3 34 40 
01E5 E6 80 
01E7 BO 20 
01E9 E6 20 
01EB 58 
01EC CF 



KBD RESET 

MOV 

CALL 

JCXZ 



MOV 
OUT 
MOV 
ST I 
MOV 
SUB 



G12S 
G13: 



TEST 

JNZ 

LOOP 



IN 



PROC NEAR 
AL.OFFH 
XMIT_8042 
G13 



AL.OFDH 
INTA01 ,AL 
OINTR FLAG.O 



•INTR_FLAG,02H 

GI2 

G1 1 



J SET KEYBOARD RESET COMMAND 
; GO ISSUE THE COMMAND 
I EXIT IF ERROR 



I ENABLE KEYBOARD INTERRUPTS 

J WRITE 8259 INTERRUPT MASK REGISTER 

I RESET INTERRUPT INDICATOR 

I ENABLE INTERRUPTS 

; TRY FOR 400 MILLISECONDS 

I SETUP INTERRUPT TIMEOUT COUNT 

J DID A KEYBOARD INTERRUPT OCCUR ? 

I YES - READ SCAN CODE RETURNED 

I NO - LOOP TILL TIMEOUT 



MOV 
RET 

KBD_RESET 

I 



I TRY AGAIN 



J RETURN TO CALLER 



01ED 



BLINK INT 


PROC NEAR 


STI 




PUSH 


AX 


IN 


AL.MFG PORT 


XOR 


AL.01000000B 


OUT 


MFG PORT.AL 


MOV 


AL.EOI 


OUT 


INTAOO.AL 


POP 


AX 


I RET 




BLINK INT 


ENDP 



I SAVE AX REGISTER CONTENTS 

I READ CURRENT VALUE OF MFG_PORT 

; FLIP CONTROL BIT 



; RESTORE AX REGISTER 
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532 










533 










534 










535 










536 










537 










538 










539 










540 










54 1 










542 










543 










544 










545 










546 










547 


= 00 


2 






548 


s 0444 






549 


= 0007 






550 


x 0080 






551 










552 


01 ED 








553 


01 ED 


60 






554 


01EE 


IE 






555 


01EF 


E8 


003A 


R 


556 


01F2 


2B 


CO 




557 


01F4 


A2 


0070 


R 


558 


01F7 


A3 


006C 


R 


559 


01 FA 


A3 


006E 


R 


560 


01FD 


BO 


BE 




56 1 


01FF 


E8 


0000 


R 


562 


0202 


24 


C4 




563 










564 


0204 


75 


68 




565 


0206 


2B 


C9 




566 


0208 








567 


0208 


BO 


8A 




568 


020A 


E8 


0000 


R 


569 


020D 


A8 


80 




570 


020F 


El 


F7 




571 










572 


021 1 


E3 


5B 




573 


0213 


2B 


C9 




574 


0215 








575 


0215 


BO 


8A 




576 


0217 


EB 


0000 


R 


577 


021A 


A8 


80 




578 


021C 


EO 


F7 




579 










580 


02 IE 


E3 


4E 




581 










582 


0220 


BO 


80 




583 


0222 


E8 


0000 


R 


584 


0225 


3C 


59 




585 


0227 


77 


48 




586 










587 


0229 


E8 


0287 


R 


588 


022C 


8B 


C8 




589 


022E 


CI 


E9 02 


590 


0231 


B3 


12 




591 


0233 


F6 


E3 




592 


0235 


03 


C8 




593 


0237 


BO 


82 




594 


0239 


E8 


0000 


R 


595 


023C 


3C 


59 




596 


023E 


77 


31 




597 


0240 


E8 


0287 


R 


598 


0243 


50 






599 


0244 


Dl 


EB 




600 


0246 


03 


C8 




601 


0248 


58 






602 


0249 


BB 


0444 




603 


024C 


F7 


E3 




604 


024E 


03 


C8 




605 


0250 


BO 


84 




606 


0252 


E8 


0000 


R 


607 


0255 


3C 


23 




608 


0257 


77 


18 




609 










610 


0259 


E8 


0287 


R 


611 


025C 


8B 


DO 




612 


025E 


B3 


07 




613 


0260 


F6 


E3 




614 


0262 


03 


CI 




615 


0264 


83 


D2 00 


616 


0267 


89 


16 006E R 


617 


026B 


A3 


006C 


R 


618 


026E 








619 


026E 


IF 






620 


026F 


61 






621 


0270 


C3 






622 










623 


0271 








624 


0271 


IF 






625 


0272 


61 






626 


0273 


BE 


0000 


E 


627 


0276 


E8 


0042 


R 


628 


0279 


B8 


8E8E 




629 


027C 


E8 


0000 


R 


630 


027F 


OC 


04 




631 


0281 


86 


C4 




632 


0283 


E8 


001C 


R 


633 


0286 


C3 






634 










635 


0287 








636 










637 


0287 








638 


0287 


8A 


EO 




639 


0289 


CO 


EC 04 


640 


028C 


24 


OF 




641 


028E 


D5 


OA 




642 


0290 


C3 






643 










644 


0291 









THIS ROUTINE INITIALIZES THE TIMER DATA AREA IN THE ROM BIOS 
DATA AREA. IT IS CALLED BY THE POWER ON ROUTINES. IT CONVERTS 
HRsMINiSEC FROM CMOS TO TIMER TICS. IF CMOS IS INVALID, TIMER 
IS SET TO ZERO. 



OTIMER LOW 
•TIMER HIGH 
OT I MER"OFL 
ALL REGISTERS UNCHANGED 



COUNTS_SEC 
COUNTS MIN 
COUNTS HOUR 
UPDATEJNMER 

SET_TOD PROC 
PUSHA 
PUSH 
CALL 
SUB 
MOV 
MOV 
MOV 
MOV 
CALL 
AND 



MOV 
CALL 
TEST 
LOOPZ 



EQU 
EQU 
EQU 
EQU 



DS 



I TIMER DATA CONVERSION EQUATES 



MOV 

CALL 

CMP 



CALL 

MOV 

SHR 

MOV 

MUL 

ADD 

MOV 

CALL 

CMP 

JA 

CALL 

PUSH 

SHR 

ADD 

POP 

MOV 

MUL 

ADD 

MOV 

CALL 



CALL 
MOV 
MOV 
MUL 
ADD 
ADC 
MOV 
MOV 
POD DONE: 

POP 
POPA 
RET 

TOD ERROR « 
POP 
POPA 
MOV 
CALL 
MOV 
CALL 
OR 
XCHG 
CALL 
RET 

SET_TOD ENDP 

CVT_BINARY 
MOV 
SHR 
AND 
AAD 
RET 

CVT_BINARY 



DDS 

AX, AX 

•TIMER OFL.AL 

•TIMER LOW, AX 

•TIMER HIGH, AX 

AL, CMOS' DIAG+NMI 

CMOS READ 

AL.BAD BAT+BAD CKSUM+CMOS 



MOV 
CALL 
TEST 
LOOPNZ 



AL.CMOS REG_A+NMI 

CMOS READ 

AL, UPDATE TIMER 



AL.CMOS SECONDS+NMI 

CMOS READ 

AL,59"H 

TOD_ERROR 

CVT BINARY 

CX,A"X 

CX.2 

BL, COUNTS SEC 

BL 

CX.AX 

AL.CMOS MINUTES+NMI 

CMOS READ 

AL.59H 

TOD_ERROR 

CVT_BINARY 

AX 



BX,COUNTS_MIN 

BX 

CX.AX 

AL.CMOS HOURS+NMI 

CMOS READ 

AL.23H 

TOD_ERROR 

CVT BINARY 

DX.XX 

BL, COUNTS HOUR 

BL 

AX.CX 

DX.0000H 

•TIMER_HIGH,DX 

•TIMER_LOW,AX 



DS 

SI, OFFSET El 63 

E MSG 

AX", X* (CMOS DIAG+NMI) 

CMOS READ ~ 

AL,CRfoS_CLK_FA!L 

AL.AH 

CMOS_WRITE 



PROC 
AH.AL 
AH, 4 
AL.OFH 



ESTABLISH SEGMENT 



CHECK CMOS VALIDITY 
READ DIAGNOSTIC LOCATION IN CMOS 
CLK FAIL 

"BAD BATTERY, CHKSUM ERROR, CLOCK ERROR 
CMOS NOT VALID ~ TIMER SET TO ZERO 



WAIT TILL UPDATE BIT IS ON 
CMOS CLOCK STUCK IF TIMEOUT 



NEXT WAIT TILL END OF UPDATE 

CMOS CLOCK STUCK IF TIMEOUT 

TIME JUST UPDATED 
ACCESS SECONDS VALUE IN CMOS 
ARE THE SECONDS WITHIN LIMITS? 
GO IF NOT 

CONVERT IT TO BINARY 

MOVE COUNT TO ACCUMULATION REGISTER 

ADJUST FOR SYSTEMATIC SECONDS ERROR 

COUNT FOR SECONDS 



ACCESS MINUTES VALUE IN CMOS 

ARE THE MINUTES WITHIN LIMITS? 

GO IF NOT 

CONVERT IT TO BINARY 

SAVE MINUTES COUNT 

ADJUST FOR SYSTEMATIC MINUTES El 

ADD ADJUSTMENT TO COUNT 

RECOVER BCD MINUTES VALUE 



ACCESS HOURS VALUE IN CMOS 
ARE THE HOURS WITHIN LIMITS? 
GO IF NOT 

CONVERT IT TO BINARY 



COUNT FOR HOURS 



I RESTORE SEGMENT 
I RESTORE REGISTERS 
t DISPLAY CLOCK ERROR 



I SET CLOCK ERROR IN STATUS 

; READ DIAGNOSTIC CMOS LOCATION 

J SET NEW STATUS WITH CMOS CLOCK ERROR 

; MOVE NEW STATUS TO WORK REGISTER 

; UPDATE STATUS LOCATION 



| UNPACK 2 BCD DIGITS IN AL 
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647 








648 








649 








650 








651 








652 








653 








654 








655 








656 


0291 






657 


0291 


50 




658 


0292 


53 




659 


0293 


BO 


OB 


660 


0295 


E6 


20 


661 


0297 


EB 


00 


662 


0299 


E4 


20 


663 


029B 


8A 


EO 


664 


029D 


OA 


C4 


665 


029F 


75 


04 


666 








667 


02A1 


B4 


FF 


668 


02A3 


EB 


2F 


669 


02A5 






670 


02A5 


BO 


OB 


671 


02A7 


E6 


AO 


672 


02A9 


EB 


00 


673 


02AB 


E4 


AO 


674 


02AD 


8A 


F8 


675 


02AF 


OA 


FF 


676 


02B1 


74 


10 


677 








678 


02B3 


E4 


A1 


679 


02B5 


OA 


C7 


680 


02B7 


EB 


00 


681 


02B9 


E6 


A1 


682 


02BB 


BO 


20 


683 


02BD 


EB 


00 


664 


02BF 


E6 


AO 


685 


02C1 


EB 


OD 


686 


02C3 






687 


02C3 


E4 


21 


688 


02C5 


EB 


00 


689 


02C7 


80 


E4 FB 


690 


02CA 


OA 


C4 


691 


02CC 


E6 


21 


692 


02CE 


EB 


00 


693 


02D0 






694 


02D0 


BO 


20 


695 


02D2 


E6 


20 


696 


02D4 






697 


02D4 


5B 




698 


02D5 


IE 




^99 


02D6 






700 


02D9 


88 


iiToY 


701 


02DD 


IF 




702 


02DE 


58 




703 


02DF 






704 


02DF 


CF 




705 








706 


02E0 






707 








708 








709 








710 








71 1 








712 








713 








714 


02E0 






715 


02E0 


50 




716 


02E1 


BO 


20 


717 


02E3 


E6 


AO 


718 


02E5 


58 




719 


02E6 


CD 


OA 


720 








721 


02E8 


CF 




722 








723 


02E9 






724 








725 








726 








727 








728 








729 








730 








731 








732 


02E9 






733 


02E9 


50 




734 


02EA 


32 


CO 


735 


02EC 


E6 


FO 


736 








737 


02EE 


BO 


20 


738 


02F0 


E6 


AO 


739 


02F2 


E6 


20 


740 


02F4 


58 




741 


02F5 


CD 


02 


742 








743 


02F7 


CF 




744 








745 


02F8 






746 








747 


02F8 






748 








749 


02F8 


BO 


FE 


750 


02FA 


E6 


64 


751 


02FC 






752 


02FC 


F4 




753 


02FD 


EB 


FD 


754 








755 


02FF 






756 


02FF 






757 









PAGE 

— D11 — INT ?? H — ( IRQ LEVEL ?? ) 

TEMPORARY INTERRUPT SERVICE ROUTINE FOR POST 

THIS ROUTINE IS ALSO LEFT IN PLACE AFTER THE POWER ON DIAGNOSTICS 
TO SERVICE UNUSED INTERRUPT VECTORS. LOCATION "OINTR FLAG" WILL 
CONTAIN EITHER! 

1 ) LEVEL OF HARDWARE INTERRUPT THAT CAUSED CODE TO BE EXECUTED, OR 

2) "FF* FOR A NON-HARDWARE INTERRUPT THAT WAS EXECUTED ACCIDENTALLY. 



; SAVE REGISTER AX CONTENTS 

I READ IN-SERVICE REGISTER 

i (FIND OUT wHAl LtVEL BEING 

; SERVICED) 

; GET LEVEL 

I SAVE IT 

5 00? (NO HARDWARE I SR ACTIVE) 



PROC 


NEAR 


PUSH 


AX 


PUSH 


BX 


MOV 


AL , OBH 


CUT 


INTACC.AL 


JMP 


S+2 


IN 


AL.INTAOO 


MOV 


AH.AL 


OR 


AL.AH 


JNZ 


HW INT 



MOV 
OUT 
JMP 



JMP 
OUT 
MOV 



OUT 



IS SEC! 

MOV 
OUT 

set intr flag! 
Pop 

PUSH 



AL.OBH 
INTBOO.AL 
1+2 
AL.INTBOO 



AL.INTBOI 

AL.BH 

$+2 

INTB01 ,AL 

AL.EOI 

$+2 

INTBOO.AL 

SHORT IS_SEC 

AL.INTA01 

S+2 

AH.OFBH 

AL.AH 

INTA01 ,AL 

•+2 



•INTR_FLAG,AH 



; SET FLAG TO "FF" IF NON-HARDWARE 

J READ IN-SERVICE REGISTER FROM 

I INTERRUPT CHIP #2 

J I/O DELAY 

I CHECK THE SECOND INTERRUPT CHIP 

; SAVE IT 

; CONTINUE IF NOT 

J GET SECOND INTERRUPT MASK 

! MASK OFF LEVEL BEING SERVICED 

I I/O DELAY 



J GET CURRENT MASK VALUE 

! I/O DELAY 

i DO NOT DISABLE SECOND CONTROLLER 

; MASK OFF LEVEL BEING SERVICED 

i SET NEW INTERRUPT MASK 

I I/O DELAY 



; RESTORE (BX) FROM STACK 
! SAVE ACTIVE (DS) 
I St I UAIA SEGMENT 
I SET FLAG 



— HARDWARE INT 71 H — ( IRQ LEVEL 9 ) — TO INT 
REDIRECT SLAVE INTERRUPT 9 TO INTERRUPT LEVEL 2 
THIS ROUTINE FIELDS LEVEL 9 INTERRUPTS AND 
CONTROL IS PASSED TO MASTER INTERRUPT LEVEL 2 



RE DIRECT PROC 


NEAR 


PUSH 


AX 


MOV 


AL.EOI 


OUT 


INTBOO 


POP 


AX 


INT 


OAH 


IRET 




RE DIRECT ENDP 





J EOI TO SLAVE INTERRUPT CONTROLLER 

; RESTORE (AX) 

! GIVE CONTROL TO HARDWARE LEVEL 2 



— HARDWARE INT 75 H — ( IRQ LEVEL 13 ) 

SERVICE X287 INTERRUPTS 

THIS ROUTINE FIELDS X287 INTERRUPTS AND CONTROL 
IS PASSED TO THE NMI INTERRUPT HANDLER FOR 
COMPATIBILITY. 



INT_287 


PROC 
PUSH 
XOR 
OUT 


NEAR 
AX 

AL.AL 
X287.AL 




MOV 
OUT 
OUT 
POP 
INT 


AL.EOI 
INTBOO.AL 
INTAOO.AL 
AX 

02H 




IRET 




INT_287 


ENDP 




PROC_SHUTDOWN 


PROC 


PROC_S ! 


MOV 
OUT 

HLT 
JMP 


AL.SHUT CMD 
STATUS_FORT 

PROC_S 


PROC SHUTDOWN 
CODE" ENDS 
END 


ENDP 



; SAVE (AX) 

I REMOVE THE INTERRUPT REQUEST 

J ENABLE THE INTERRUPT 

I THE SLAVE 

J THE MASTER 

! RESTORE (AX) 

J GIVE CONTROL TO NMI 

; RETURN 



COMMON 80286 SHUTDOWN WAIT 



5-78 TEST4 



TEST5 06/10/85 EXCEPTION INTERRUPT TEST HANDLERS 



PAGE 1 t 

TITLE 

.286C 

.LIST 

CODE 



SEGMENT BYTE PUBLIC 



EXCEPTION INTERRUPT ROUTINE 



ASSUME CSiCODE.DStABSO 



0000 








P0ST5t 






0000 








EXC_00t 






0000 


BO 


90 






MOV 


AL.90H 


0002 


E9 


00B2 


R 




JMP 


TEST_EXC 


0005 








EXC_0 1 t 






0005 


BO 


91 






MOV 


AL.91H 


0007 


E9 


00B2 


R 




JMP 


TEST_EXC 


OOOA 








EXC_02t 






000A 


BO 


92 






MOV 


AL.92H 


OOOC 


E9 


00B2 


R 




JMP 


TEST_EXC 


000F 








EXC_03 j 






000F 


BO 


93 






MOV 


AL.93H 


001 1 


E9 


00B2 


R 




JMP 


TEST_EXC 


0014 








EXC_04i 






0014 


BO 


94 






MOV 


AL.94H 


0016 


E9 


00B2 


R 




JMP 


TEST EXC 


0019 








EXC_05 1 






0019 


06 








PUSH 


ES 


001 A 


6A 


46 






PUSH 


BYTE PTR 


00 IC 


07 






, 


POP 
FIX BG 


ES 

UND PARAME1 



I LOAD ES REGISTER WITH SELECTOR 



102 
103 
104 
105 
106 
107 
108 
109 
110 



001D 2B FF 

001F 26 J C7 05 0000 

0024 26 i C7 45 02 7FFF 

002A 07 

002B BO 95 

002D E9 00B2 R 

0030 

0030 BO 96 

0032 EB 7E 

0034 

0034 BO 97 

0036 EB 7A 

0038 

0038 BO 98 

003A EB 76 

003C 

003C BO 99 

003E EB 72 

0040 

0040 BO 9A 

0042 EB 6E 

0044 

0044 BO 9B 

0046 EB 6A 

0048 

0048 BO 9C 

004A EB 66 

004C 

004C BO 9D 

004E EB 62 

0050 

0050 BO 9E 

0052 EB 5E 

0054 

0054 BO 9F 

0056 EB 5A 

0058 

0058 BO AO 

005A EB 56 

005C 

005C BO A1 

005E EB 52 

0060 

0060 BO A2 

0062 EB 4E 

0064 

0064 BO A3 

0066 EB 4A 

0068 

0068 BO A4 

006A EB 46 

006C 

006C BO A5 

006E EB 42 

0070 

0070 BO A6 

0072 EB 3E 

0074 

0074 BO A7 

0076 EB 3A 

0078 

0078 BO A8 

007A EB 36 

007C 

007C BO A9 

007E EB 32 

0080 

0080 BO AA 

0082 EB 2E 

0084 

0084 BO AB 

0086 EB 2A 

0088 

0088 BO AC 

008A EB 26 



SUB DI.DI 

MOV WORD PTR ES:[DI],0 

MOV WORD PTR ESt[DI+2],l 



EXC_06 i 










MOV 


AL.96H 






JMP 


SHORT 


TEST_EXC 


EXC_07i 










MOV 


AL.97H 






JMP 


SHORT 


TEST_EXC 


EXC_08t 










MOV 


AL.98H 






JMP 


SHORT 


TEST_EXC 


EXC_09: 










MOV 


AL.99H 






JMP 


SHORT 


TEST_EXC 


EXC_10| 










MOV 


AL.9AH 






JMP 


SHORT 


TEST_EXC 


EXC_1 1 : 










MOV 


AL.9BH 






JMP 


SHORT 


TEST_EXC 


EXC_12: 










MOV 


AL.9CH 






JMP 


SHORT 


TEST_EXC 


EXC_13: 










MOV 


AL.9DH 






JMP 


SHORT 


TEST_EXC 


EXC_14j 










MOV 


AL.9EH 






JMP 


SHORT 


TEST_EXC 


EXC_15: 










MOV 


AL.9FH 






JMP 


SHORT 


TEST_EXC 


EXCJ6: 










MOV 


AL.OAOH 




JMP 


SHORT 


TEST_EXC 


EXC_l7t 










MOV 


AL.0A1H 




JMP 


SHORT 


TEST_EXC 


EXC_18j 










MOV 


AL.0A2H 




JMP 


SHORT 


TEST_EXC 


EXC_19i 










MOV 


AL.0A3H 




JMP 


SHORT 


TEST_EXC 


EXC_20j 










MOV 


AL.0A4H 




JMP 


SHORT 


TEST_EXC 


EXC_2 1 1 










MOV 


AL.0A5H 




JMP 


SHORT 


TEST_EXC 


EXC_22t 










MOV 


AL.0A6H 




JMP 


SHORT 


TEST_EXC 


EXC_23t 










MOV 


AL.0A7H 




JMP 


SHORT 


TEST_EXC 


EXC_24: 










MOV 


AL.0A8H 




JMP 


SHORT 


TEST_EXC 


EXC_25t 










MOV 


AL.0A9H 




JMP 


SHORT 


TEST_EXC 


EXC_26| 










MOV 


AL.OAAH 




JMP 


SHORT 


TEST_EXC 


EXC_27t 










MOV 


AL.OABH 




JMP 


SHORT 


TEST_EXC 


EXC_28 J 










MOV 


AL.OACH 




JMP 


SHORT 


TEST_EXC 



POINT BEGINNING OF THE BLOCK 
SET FIRST WORD TO ZERO 
» SET SECOND TO 07FFFH 



Gd TEST IF I 



GO TEST IF ! 

GO TEST IF i 

GO TEST IF i 

GO TEST IF i 

GO TEST IF E 

GO TEST IF i 

GO TEST IF i 

GO TEST IF I 

GO TEST IF I 

GO TEST IF I 

GO TEST IF I 

GO TEST IF I 

GO TEST IF I 



TESTS 5-79 



123 
124 
125 
126 



142 
143 
144 
145 
146 
147 
148 
149 
150 
151 
152 
153 
154 
155 
156 
157 
158 
159 
160 



008C 

008C BO AD 

008E EB 22 

0090 

0090 BO AE 

0092 EB IE 

0094 

0094 BO AF 

0096 EB 1A 

0098 

0098 BO BO 

009A EB 16 

009C 

009C BO B1 

009E EB 12 

OOAO 

00A0 BO BZ 

00A2 EB OE 

00A4 

00A4 BO B3 

00A6 EB OA 

00A8 

00A8 BO B4 

OOAA EB 06 

OOAC 

OOAC BO B5 

OOAE EB 02 

OOBO 

OOBO BO B6 



00B2 

00B2 E6 80 
00B4 3C AF 
00B6 77 iC 



174 
175 
176 
177 
178 
179 



00B8 IE 

00B9 6A 08 

OOBB IF 

OOBC C7 06 0048 FFFF 

00C2 C6 06 004D 93 

00C7 6 A 48 

00C9 07 

OOCA IF 

OOCB 5A 

OOCC 59 

OOCD 51 

OOCE 83 F9 40 

OODI 75 01 

00O3 52 

00D4 

00D4 86 EO 

00O6 E4 8B 

00D8 3A C4 

OODA 74 OE 

OODC 

OOOC E4 80 

CODE 3C 3B 

OOEO 72 01 

00E2 CF 

00E3 

00E3 86 EO 
00E5 E6 80 
00E7 F4 
00E8 EB F9 

OOEA 

OOEA 2A CO 
OOEC E6 8B 
OOEE B8 0100 
O0F1 CF 



MOV 
MOV 
PUSH 



PUSH 
CMP 
JNZ 



PUSH 
TEST_EXCO t 

XCHG 



TEST_EXCIt 



I RET 

TEST EXC2t 

XCHG 
OUT 
HLT 
JMP 

TEST_EXC3l 
SUB 
OUT 
MOV 
I RET 



_EXC 
EXC 



_EXC 
EXC 



GO TEST IF I 



GO TEST IF I 



GO TEST IF 



GO TEST IF 
GO TEST IF 
GO TEST IF 



MFG PORT.AL 
AL,0"AFH 
TEST EXCO 



BYTE PTR GDT PTR 

DS 

DSiES TEMP.SEG LIMIT, 

BYTE PTR DSl(E5 TEMP. 

BYTE PTR ES TEMP" 



AH.AL 

AL,DMA_PAGE+OAH 
AL.AH 
TEST EXC3 



OUTPUT THE CHECKPOINT 

CHECK FOR EXCEPTION 

GO IF A SYSTEM INTERRUPT 

; SAVE THE CURRENT DATA SEGMENT 



MAX SEG LEN 

DATA"_ACC"_R I GHTS ) , CPLO_DATA_ACCESS 



; CONTINUE IF ERROR CODE 

I PUT SEGMENT BACK ON STACK 

I SAVE THE CHECKPOINT 

« WAS THF PVCFJPTION ! 

j GO IF YES 



AL.MFG PORT 
AL.03BH" 
TEST EXC2 



I INSURE SYSTEM HALT 



| CLEAR DMA PAGE 



I" 



193 












ASSUME 


CS I CODE, DSt NOTHING 


194 
















195 


00F2 








SYSINIT1 


PROC NEAR 


196 


00F2 


FA 








CLI 




197 


00F3 


55 








PUSH 


BP 


198 


00F4 


BO 


81 






MOV 


AL.81H 


199 


00F6 


E6 


80 






OUT 


MFG PORT.AL 


200 


OOFS 


E8 


0149 R 






CALL 


SIDT bld 


201 


OOFB 


8B 


EF 






MOV 


bp.dT 


202 
















203 
















204 
















205 


OOFD 


B8 


0800 






MOV 


AX,SYS_IDT_LEN 


206 


0100 


AB 








STOSW 




207 


0101 


B8 


DOAO 






MOV 


AX, SYS IDT LOC 


208 


0104 


AB 








STOSW 


~ ~ . 


209 


0105 


B8 


0000 






MOV 


AX,0 


210 


0108 


AB 








STOSW 




211 












SEGOV 


ES 


212 


0109 


26 








DB 


026H 


213 












LIDT 


[BP] 


214 


010A 


OF 








DB 


OOFH 


215 


01 OB 






+ 


770001 


LABEL 


BYTE 


216 


01 OB 


8B 


5E 00 






MOV 


BX.WORD PTR [BPJ 


217 


010E 








??0002 


LABEL 


BYTE 


218 


010B 










ORG 


OFFSET CSt 770001 


219 


010B 


01 








DB 


001H 


220 


010E 






+ 




ORG 


OFFSET CSt ??0002 


221 


010E 


8B 


FD 






MOV 


DI.BP 


222 
















223 










1 


BUILD 


THE GDT. 


224 
















225 


0110 


BF 


D8A0 






MOV 


DI ,GDT LOC 


226 


0113 


E8 


0140 R 






CALL 


GDT BLB 


227 


01 16 


8B 


EF 






MOV 


BP.Ul 


228 


0118 


B8 


0088 






MOV 


AX, GDT LEN 



,EStNOTHING,SSt NOTHING 



I 



CHECKPOINT 81 <><> 



I SAVE THE POINTER TO JUST PAST THE IDT 

I AS WE HAVE NO SDA, USE THE SIX BYTES 
J HERE TO LOAD THE IDTR. WE WILL SIDT 
J WHEN WE GET TO SDA INITIALIZATION, 

t SEGMENT LIMIT = LENGTH OF IDT 

| STORE THAT AS IDT LIMIT 

t IDT ADDRESS 
| AND ACCESS RIGHTS BYTE (UNDEFINED) 



| LOAD THE IDT 

t REGISTER FROM THIS AREA 



t EStDI NOW — > END OF IDT AGAIN 



5-80 TEST5 



229 
230 
231 
232 

233 
234 
235 

236 
237 
238 
239 
240 
24 1 
242 
243 
244 
245 
246 
247 
248 
249 
250 
251 
252 
253 
254 
255 
256 
257 
258 
259 
260 
261 
262 
263 
264 
265 
266 
267 
268 
269 
270 
271 
272 
273 
274 
275 
276 
277 
278 
279 
280 
281 
282 
283 
284 
285 
286 
287 
288 
289 
290 
291 
292 
293 
294 
295 
296 
297 
298 
299 
300 
301 
302 
303 
304 
305 
306 
307 
308 
309 
310 
311 
312 
313 
314 
315 
316 
317 
318 
319 
320 
321 
322 
323 
324 



01 1 B AB 

011C B8 D8A0 
1 1 F AB 
0120 B8 0000 
0(23 AB 

0124 26 

0125 OF 
0126 

0126 8B 56 00 
0129 

0126 
0126 01 
0129 

0129 8B FD 
012B AB 



0133 OF 01 FO 

0(36 EA 
0137 0I3B R 
0139 0040 
013B 

013B BO 85 
01 30 E6 80 
0I3F C3 



0140 

0140 BE 01AF R 

0143 B9 0044 

0146 F3/ A5 

0148 C3 

0149 



0149 BE 0237 R 
014C 8C C8 
014E 8E D8 

0150 BF DOAO 
0153 2B CO 
0155 8E CO 
0157 BB 0040 
015A B6 87 
015C B2 00 
015E B9 0020 
0161 

0161 A5 

0162 8B C3 

0164 AB 

0165 8B C2 

0167 AB 

0168 B8 0000 
016B AB 
016C E2 F3 
016E B9 OOEO 
0171 BD 0277 R 



0176 A5 

0177 A5 

0178 A5 

0179 AB 
017A E2 F8 





STOSW 






MOV 


AX,GDT_LOC 




STOSW 






MOV 


AX.O 




STOSW 






SEGOV 


ES 




DB 


026H 




LGDT 


[BP] 




DB 


OOFH 


770004 


LABEL 


BYTE 




MOV 


DX.WORD PTR [BP] 


770005 


LABEL 


BYTE 




ORG 


OFFSET CS i??0004 




DB 


001H 




ORG 


OFFSET CSj 770005 




MOV 


DI.BP 




STOSW 






STOSW 






MOV 


DI.BP 


1 


SWITCH 


TO VIRTUAL MODE 




POP 


BP 




MOV 


AX, VIRTUAL ENABLE 




LMSW 


AX 




DB 


00FH.001H.0F0H 




DB 


OEAH 




DW 


OFFSET DONE 




DW 


SYS ROM CS 


DONEt 








MOV 


AL.85H 




OUT 


MFG_PORT,AL 




RET 




SYSINIT1 


ENDP 


GDT_BLD 


PROC 


NEAR 




MOV 


SI, OFFSET GDT DAT/ 




MOV 


CX, (OFFSET GDT DAI 




REP 


MOVSW 



| PUT THAT IN THE LIMIT FIELD 
I AX * LOW WORD OF GDT ADDRESS 
I PUT THAT IN BASE FIELD - LOW 
| AX * HIGH BYTE OF ADDRESS, AND 
I ACCESS RIGHTS BYTE IS UNDEFINED 
J LOAD THE GDTR 



I 



FROM THIS AREA 



} RESTORE THE ESjDI POINTER 



l RESTORE BP 

t MACHINE STATUS WORD NEEDED TO 

t SWITCH TO VIRTUAL MODE 



J JUMP FAR TO PURGE PRE-FETCH QUEUE 
| TO OFFSET 
I IN SEGMENT 



j <><> CHECKPOINT 82 <><> 
I SYSTEM INITIALIZATION 



J DSjSI — > GDT 
_DATA START) /2 1 WORD COUNT 
| COPY GDT INTO MEMORY 



GDT BLD ENDP 



BUILD THE IDT. THE IDT WILL CONTAIN VECTORS FOR EXCEPTION HANDLERS 



SI, OFFSET SYS IDTJJFFSETS 

AX.CS 

DS.AX 

DI.SYS IDTJ-OC 

AX, AX 

ES.AX 

BX.SYS ROM CS 

DH.TRAF GATE 

DL.O 

CX.32 



AX.BX 
AX.DX 
AX.O 



0183 
018A 
0191 
0198 



I- 

26t C7 06 D1A0 0098 R 

26S C7 06 D1A8 009C R 

26 J C7 06 D1B0 00A0 R 

261 C7 06 D1B8 00A4 R 

26t C7 06 D1C0 00A8 R 

26: C7 06 D1C8 OOAC R 

26t C7 06 DIDO 00B0 R 
I C3 



MOV 
MOV 
MOV 
MOV 
SUB 
MOV 
MOV 
MOV 
MOV 
MOV 



MOVSW 

MOV 

STOSW 

MOV 

STOSW 

MOV 

STOSW 

LOOP 

MOV 

MOV 



MOVSW 
MOVSW 
MOVSW 
STOSW 

LOOP HIGH_IDT 

INITIALIZE THE ENTRY POINTS FOR POST TEST 

MOV ESl(SYS IDT LOC+ (032*DESC LEN) .ENTRY POINT) 

MOV ESl (SYS~IDT~LOC+(033 , DESC"LEN) . ENTRY~PO I NT ) 

MOV ESl (SYS~IDT"LOC+ (034*DESC~LEN) . ENTRY~PO I NT ) 

MOV ESt(SYS"lDT LOC+ (035«DESC~LEN) . ENTRY~PO 1 NT ) 

MOV ESt (SYS~IDT~LOC+ (036*DESC~LEN) . ENTRY~PO I NT ) 

MOV ESt (SYS~IDT~LOC+(037*DESC~LEN) . ENTRY~PO I NT ) 

MOV ESl(SYS~IDT~LOC+(038*DESC"LEN) .ENTRY POINT) 
RET " 



LOW, IDT 

CX, 256-32 

BP, OFFSET FREE 



POINT TO SYS_IDT_LOC 

WHERE THE IDT WILL BE. 
CS IS THE SAME FOR ALL INTERRUPTS 
ACCESS RIGHTS BYTE FOR THE GATE 
THE WORD COUNT FIELD IS UNUSED 
THERE ARE 32 RESERVED INTERRUPTS 
THIS LOOP BUILDS 32 DESCRIPTORS IN THE 

IDT FOR THE RESERVED INTERRUPTS 
GET A ROUTINE ENTRY POINT 

AND PUT IT IN THE OFFSET FIELD 
GET THE SYSTEM CODE SEGMENT SELECTOR 

AND PUT IT IN THE SELECTOR FIELD 
GET THE INTERRUPT GATE BYTE 

AND PUT IN THE ACCESS RIGHTS FIELD 
ZERO OUT 

THE RESERVED POSITIONS 
AND REPEAT AS DIRECTED 
256 TOTAL - 32 DONE a WHATEVER IS LEFT 
THERE IS A COPY OF AN UN-INITIALIZED 

INTERRUPT DESCRIPTOR AT FREE_INTS 

DStSI --> FREE DESCRIPTOR 

(EStDI LEFT OFF AT INT 32) 

MOVE OFFSET OF THE I RET INSTRUCTION 

MOVE THE CS SELECTOR 

MOVE THE ACCESS RIGHTS BYTE 

ZERO OUT THE RESERVED WORD 

FILL THE REMAINDER OF THE TABLE 



.OFFSET SYS 32 

.OFFSET SYS~33 

.OFFSET SYS~34 

.OFFSET SYS~35 

.OFFSET SYS~36 

.OFFSET SYS~37 

.OFFSET SYS~38 



LABEL WORD 



I FOR UN- INITIAL I ZED INTERRUPTS 
i NULL RETURN 
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329 






326 






327 






328 






329 






330 


s 01AF 


331 






332 






333 






334 


01AF 


0000 


335 


01B1 


0000 


336 


01B3 


00 


337 


01B4 


00 


338 


01B5 


0000 


339 






340 






34 1 






342 


01B7 


0088 


343 


0IB9 


D8A0 


344 


01BB 


00 


345 


01BC 


93 


346 


01BD 


0000 


347 






348 






349 






350 


01BF 


0800 


35 1 


01C1 


DOAO 


352 


01C3 


00 


353 


01C4 


93 


354 


0IC5 


0000 


355 






356 






357 






358 


0IC7 


0300 


359 


0IC9 


0400 


360 


OICB 


00 


361 


01CC 


93 


362 


01CD 


0000 


363 






364 






365 






366 


OICF 


1000 


367 


01D1 


0000 


368 


01D3 


OB 


369 


0ID4 


93 


370 


01D5 


0000 


371 






372 






373 






374 


01D7 


4000 


375 


0ID9 


8000 


376 


OIDB 


OB 


377 


OIDC 


93 


378 


OtDO 


0000 


379 






380 






38 1 






382 


01DF FFFF 


383 


OJEi 


oooo 


384 


01E3 


0A 


385 


0IE4 


93 


386 


01E5 


0000 


387 






388 






389 






390 


0IE7 


FFFF 


391 


01E9 


0000 


392 


01EB 


OB 


393 


01EC 


93 


394 


01ED 


0000 


395 






396 






397 






398 


01EF 


FFFF 


399 


01F1 


0000 


400 


01F3 


OF 


401 


01F4 


9B 


402 


01F5 


0000 


403 






404 






405 






406 


01F7 


FFFF 


407 


01F9 


0000 


408 


OIFB 


00 


409 


OIFC 


93 


410 


01FD 


0000 


41 1 






412 






413 






414 


01FF 


FFFF 


415 


0201 


OOOO 


416 


0203 


00 


417 


0204 


93 


418 


0205 


0000 


419 






420 






421 






422 


0207 


FFFF 


423 


0209 


0000 


424 


020B 


00 


425 


020C 


93 


426 


020D 


0000 


427 






428 






429 






430 


020F 


FFFF 


431 


0211 


0000 


432 


0213 


00 


433 


0214 


93 


434 


02 i 5 


0000 



THE FOLLOWING DATA DEFINES THE PRE- INITIALIZED GDT FOR POST TESTS. 
THESE MUST BE INITIALIZED IN THE ORDER IN WHICH THEY APPEAR IN THE 
GDT DEF STRUCTURE DEFINITION AS IT IS IN "SYSDATA. INC" . 



GDT_DATA_START EQU 



FIRST ENTRY UNUSABLE - ( UNUSED_ENTRY > 



THE GDT ITSELF 



CPLO DATA ACCESS 



I SEGMENT LIMIT 

S SEGMENT BASE ADDRESS - LOW WORD 

I SEGMENT BASE ADDRESS - HIGH BYTE 

t ACCESS RIGHTS BYTE 

j RESERVED - MUST BE ZERO 



i SEGMENT LIMIT 

I SEGMENT BASE ADDRESS - LOW WORD 

J SEGMENT BASE ADDRESS - HIGH BYTE 

t ACCESS RIGHTS BYTE 

I RESERVED - MUST BE ZERO 



THE SYSTEM IDT DESCRIPTOR - (SYS_IDT_PTR> 



CPLO DATA ACCESS 



; SEGMENT LIMIT 

; SEGMENT BASE ADDRESS - LOW WORD 

t SEGMENT BASE ADDRESS - HIGH BYTE 

I ACCESS RIGHTS BYTE 

I RESERVED - MUST BE ZERO 



THE SYSTEM DATA AREA DESCRIPTOR - (RSDA_PTR) 



CPLO DATA ACCESS 



I SEGMENT LIMIT 

I SEGMENT BASE ADDRESS - LOW WORD 

I SEGMENT BASE ADDRESS - HIGH BYTE 

I ACCESS RIGHTS BYTE 

; RESERVED - MUST BE ZERO 



COMPATIBLE MONOCHROME DISPLAY REGEN BUFFER - ( C_BWCRT_PTR ) 



MCRT SIZE 

MCRTC LO 

MCRTO~HI 

CPLO BATA ACCESS 



I SEGMENT LIMIT 

I SEGMENT BASE ADDRESS - LI 

; SEGMENT BASE ADDRESS - H 

I ACCESS RIGHTS BYTE 

I RESERVED - MUST BE ZERO 



: COLOR DISPLAY REGEN BUFFER - (C_CCRT_PTR) 



CCRT SIZE 

CCRTO LO 

CCRT© HI 

CPLO BATA ACCESS 



i SEGMENT LIMIT 

; SEGMENT BASE ADDRESS - L( 

t SEGMENT BASE ADDRESS - H 

I ACCESS RIGHTS BYTE 

i RESERVED - MUST BE ZERO 



ENHANCED GRAPHIC ADAPTER REGEN BUFFER - <E_CCRT_PRT) 



ECCRT SIZE 
ECCRTO_LO_LO 
ECCRTO LO HI 
CPLO DA*TA~ACCESS 



; SEGMENT LIMIT 

I SEGMENT BASE ADDRESS - Li 

; SEGMENT BASE ADDRESS - H 

I ACCESS RIGHTS BYTE 

I RESERVED - MUST BE ZERO 



SECOND PART OF EGA - ( E_CCRT_PTR2 ) 



ECCRT SIZE 
ECCRTO HI LO 
ECCRTO~HI~HI 
CPLO DA"TA ACCESS 



J SEGMENT LIMIT 

I SEGMENT BASE ADDRESS - LOW WORD 

; SEGMENT BASE ADDRESS - HIGH BYTE 

I ACCESS RIGHTS BYTE 

; RESERVED - MUST BE ZERO 



CODE SEGMENT FOR POST CODE, SYSTEM IDT - (SYS_ROM_CS> 



MAX SEG LEN 
CSEBo LB 
CSEGO~HI 

cplo Bode access 



i SEGMENT limit 

t SEGMENT BASE ADDRESS - LOW WORD 

; SEGMENT BASE ADDRESS - HIGH BYTE 

I ACCESS RIGHTS BYTE 

I RESERVED - MUST BE ZERO 



TEMPORARY DESCRIPTOR FOR ES - (ES TEMP) 



; SEGMENT LIMIT 

t SEGMENT BASE ADDRESS - LO 

I SEGMENT BASE ADDRESS - HI 

I ACCESS RIGHTS BYTE 

; RESERVED - MUST BE ZERO 

TEMPORARY DESCRIPTOR FOR CS AS A DATA SEGMENT - (CS TEMP) 



MAX SEG LEN 

nseBo LB 

NSEGO HI 

CPLO BATA ACCESS 



MAX SEG LEN 

NSE50 LB 

NSEGO HI 

CPLO BATA ACCESS 



| SEGMENT LIMIT 

; SEGMENT BASE ADDRESS - LI 

t SEGMENT BASE ADDRESS - H 

I ACCESS RIGHTS BYTE 

$ RESERVED - MUST BE ZERO 



TEMPORARY DESCRIPTOR FOR SS - (SS_TEMP) 



MAX SEG LEN 

nseSo_lB 

NSEGO HI 

CPLO BATA ACCESS 



S SEGMENT LIMIT 

; SEGMENT BASE ADDRESS - LOW WORD 

; SEGMENT BASE ADDRESS - HIGH BYTE 

I ACCESS RIGHTS BYTE 

$ RESERVED - MUST BE ZERO 



TEMPORARY DESCRIPTOR FOR DS - (DS TEMP) 



MAX SEG LEN 

nseBo LB 

NSEGO~HI 

CPLO BATA_ACCESS 



; SEGMENT LIMIT 

j SEGMENT BASE ADDRESS - LOW WORD 

; SEGMENT BASE ADDRESS - HIGH BYTE 

I ACCESS RIGHTS BYTE 

t RESERVED - MUST BE ZERO 
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IBM 


Pmrm 


>nal Coi 


TEST5 


- 06/ 





435 








436 








437 


0217 






438 


0217 


0800 




439 


0219 


COOO 




440 


021B 


00 




441 


021C 


81 




442 


021D 


0000 




443 








444 








445 








446 


021F 


0800 




447 


0221 


0217 


R 


448 


0223 


00 




449 


0224 


93 




450 


0225 


0000 




451 








452 








453 


0227 






454 


0227 


0088 




455 


0229 


OOOO 




456 


022B 


00 




457 


022C 


E2 




458 


022D 


0000 




459 








460 








46 1 








462 


022F 


0088 




463 


0231 


0227 


R 


464 


0233 


00 




465 


0234 


93 




466 


0235 


0000 




467 








468 


a 0237 




469 








470 








471 








472 








473 








474 








475 


0237 






476 








477 


0237 


0000 


R 


478 


0239 


0005 


R 


479 


023B 


000A 


R 


480 


023D 


000F 


R 


481 


023F 


0014 


R 


482 


0241 


0019 


R 


483 


0243 


0030 


R 


484 


0245 


0034 


R 


485 


0247 


0038 


R 


486 


0249 


003C 


R 


487 


024B 


0040 


R 


488 


024D 


0044 


R 


489 


024F 


0048 


R 


490 


0251 


004C 


R 


491 


0253 


0050 


R 


492 


0255 


0054 


R 


493 


0257 


0058 


R 


494 


0259 


005C 


R 


495 


025B 


0060 


R 


496 


025D 


0064 


R 


497 


025F 


0068 


R 


498 


0261 


006C 


R 


499 


0263 


0070 


R 


500 


0265 


0074 


R 


501 


0267 


0078 


R 


502 


0269 


007C 


R 


503 


026B 


0080 


R 


504 


026D 


0084 


R 


505 


026F 


0088 


R 


506 


0271 


008C 


R 


507 


0273 


0090 


R 


508 


0275 


0094 


R 


509 








510 








51 1 








512 


0277 


01AE 


R 


513 


0279 


0040 




514 


027B 


00 86 


515 


027D 






516 








517 


027D 






518 









PAGE 








(POST 


TR) 


TR LOCi 








DW 


00800H 




DW 


0C000H 




DB 







DB 


FREE TSS 



(POST_TSS_PTR) 



CPLO DATA ACCESS 



(POSTJ-DTR) 



(POST_LDT_PTR) 



DB CPLO DATA_ACCESS 
DW 

GDT_DATA_END EQU S 

I END OF PRE-ALLOCATED GDT 



J SEGMENT LIMIT 

t SEGMENT BASE ADDRESS - LI 

; SEGMENT BASE ADDRESS - H 

t ACCESS RIGHTS BYTE 

| RESERVED - MUST BE ZERO 



I SEGMENT LIMIT 

J SEGMENT BASE ADDRESS - LI 

I SEGMENT BASE ADDRESS - H 

I ACCESS RIGHTS BYTE 

J RESERVED - MUST BE ZERO 



1 SEGMENT LIMIT 

I SEGMENT BASE ADDRESS - L( 

; SEGMENT BASE ADDRESS - HI 

J ACCESS RIGHTS BYTE 

; RESERVED - MUST BE ZERO 



i SEGMENT LIMIT 

; SEGMENT BASE ADDRESS - LI 

I SEGMENT BASE ADDRESS - H 

I ACCESS RIGHTS BYTE 

; RESERVED - MUST BE ZERO 



ENTRY POINTS FOR THE FIRST 32 SYSTEM INTERRUPTS 



SYS_IDT_OFFSETS 



FREE I NTS 



OFFSET 


EXC 00 


OFFSET 


EXC 01 


OFFSET 


EXC 02 


OFFSET 


EXC 03 


OFFSET 


EXC 04 


OFFSET 


EXC 05 


OFFSET 


EXC 06 


OFFSET 


EXC 07 


OFFSET 


EXC 08 


OFFSET 


EXC~09 


OFFSET 


EXC 10 


OFFSET 


EXC~1 1 


OFFSET 


EXC 12 


OFFSET 


EXC 13 


OFFSET 


EXC 14 


OFFSET 


EXC 15 


OFFSET 


EXC 16 


OFFSET 


EXC 17 


OFFSET 


EXC" 18 


OFFSET 


EXC 19 


OFFSET 


EXC 20 


OFFSET 


EXC 21 


OFFSET 


EXC 22 


OFFSET 


EXC~23 


OFFSET 


EXC 24 


OFFSET 


EXC 25 


OFFSET 


EXC 26 


OFFSET 


EXC 27 


OFFSET 


EXC~28 


OFFSET 


EXC 29 


OFFSET 


EXC 30 


OFFSET 


EXC 31 


NTERRUPT DESCRIPTORS (GA1 


DW 


OFFSET I RET ADDR 


DW 


SYS ROM CS 


DB 


0, iRt GATE 



INTERRUPTS AS DEFINED 

EXCPT 00 - DIVIDE ERROR 

EXCPT 01 - SINGLE STEP 

EXCPT 02 - NMI, SYSTEM REQUEST FOR D! 

EXCPT 03 - BREAKPOINT 

EXCPT 04 - INTO DETECT 

EXCPT 05 - BOUND 

EXCPT 06 - INVALID OPCODE 

EXCPT 07 - PROCESSOR EXT NOT AVAIL 

EXCPT 08 - DOUBLE EXCEPTION 

EXCPT 09 - PROCESSOR EXT SEGMENT ERR 

EXCPT 10 - TSS BAD IN GATE TRANSFER 

EXCPT 1 1 - SEGMENT NOT PRESENT 

EXCPT 12 - STACK SEGMENT NOT PRESENT 

EXCPT 13 - GENERAL PROTECTION 



J EXCPT 16 - PROCESSOR EXTENSION ERROR 



; DESTINATION OFFSET 
J DESTINATION SEGMENT 
; UNUSED AND ACCESS RIGHTS BYTE 
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39 


0000 






40 


0000 


8B 


D9 


41 


0002 


E4 


61 


42 


0004 


OC 


OC 


43 


0006 


E6 


61 


44 


0008 


24 


F3 


45 
46 


OOOA 


E6 


61 


48 

49 


OOOC 


33 


D2 


50 


OOOE 


B9 


0010 


51 


0011 


2B 


FF 


52 


0013 


2B 


F6 


53 


0015 


F9 




54 


0016 






55 


0016 


D1 


DZ 


56 


0018 


89 


15 


57 


001 A 


8B 


05 


58 


001C 


33 


C2 


59 


001E 


El 


F6 


bl 
62 


0020 


75 


66 


64 
65 


0022 


BA 


FFOO 


66 


0025 


89 


05 


67 


0027 


88 


75 01 


68 


002A 


8B 


OS 


69 


002C 


33 


C2 


70 


002E 


75 


58 


72 


0030 


89 


05 


73 


0032 


88 


35 


74 


0034 


86 


F2 


75 


0036 


8B 


05 


76 


0038 


33 


C2 


77 
78 


003A 


75 


4C 


80 
81 


003C 


E4 


61 


82 


003E 


86 


C4 


83 


0040 


E4 


87 


84 
85 


0042 


22 


EO 


87 
88 


0044 


B8 


0000 


89 


0047 


75 


3F 


91 


0049 


BA 


AA55 


92 


004C 






93 


004C 


2B 


FF 


94 


004E 


2B 


F6 


95 


0050 


8B 


CB 


96 


0052 


8B 


C2 


97 


0054 


F3/ AB 


98 


0056 


8B 


CB 


99 


0058 


2B 


F6 


100 


005A 






101 


005A 


AD 




102 


005B 


33 


C2 


103 


005D 


El 


FB 


104 








105 


005F 


75 


27 


106 








107 








108 








109 


0061 


E4 


61 


110 


0063 


86 


C4 




0065 


E4 


87 


112 


0067 


22 


EO 



PAGE 


18,121 




TITLE 


TEST6 — 


- 06/10/85 POS1 


.286C 






.LIST 






CODE 


SEGMENT 


BYTE PUBLIC 




PUBLIC 


BOOT STRAP 1 




PUBLIC 


POST6 




PUBLIC 


STGTST CNT 




PUBLIC 


ROM ERR" 




PUBLIC 


XMlT_8042 




EXTRN 


CMOS READS NEAR 




EXTRN 


DDS:REAR 




EXTRN 


DISK BASE (NEAR 




EXTRN 


E60ZSNEAR 




EXTRN 


ERR BEEPS NEAR 




EXTRN 


E MS"GiNEAR 




EXTRN 


FlAiNEAR 




EXTRN 


PRT SEGJNEAR 



POST TESTS AND SYSTEM BOOT STRAP 



ASSUME CSl CODE, DSt DATA 



P0ST6 PROC 



NEAR 



THIS SUBROUTINE PERFORMS A READ /WRITE STORAGE TEST ON A BLOCK 
OF STORAGE. 

ENTRY REQUIREMENTS! 

ES = ADDRESS OF STORAGE SEGMENT BEING TESTED 
DS = ADDRESS OF STORAGE SEGMENT BEING TESTED 
CX = WORD COUNT OF STORAGE BLOCK TO BE TESTED 

EXIT PARAMETERS! 

ZERO FLAG = IF STORAGE ERROR (DATA COMPARE OR PARITY 
CHECK). AL=0 DENOTES A PARITY CHECK. ELSE AL=XOR'ED 
BIT PATTERN OF THE EXPECTED DATA PATTERN VS THE ACTUAL 
DATA READ. 

AX,BX,CX,DX,DI, AND SI ARE ALL DESTROYED. 



OUT 
AND 
OUT 



PROC NEAR 
BX.CX 
AL.PORT B 
AL.RAM PAR OFF 
PORT B7AL ~ 
AL,RA"M_PAR ON 
PORT B.AL ~ 



| SAVE WORD COUNT OF BLOCK TO TEST 



ROLL A BIT THROUGH THE FIRST WORD 



DX.DX 
CX.16 
DI.DI 



XOR 
MOV 
SUB 
SUB 
STC 



RCL DX,I 

MOV [DI1.DX 

MOV AX,[DIJ 

XOR AX.DX 

LOOPZ Ct 



I CLEAR THE INITIAL DATA PATTERN 

! ROLL 16 BIT POSITIONS 

; START AT BEGINNING OF BLOCK 

J INITIALIZE DESTINATION POINTER 

! SET CARRY FLAG ON FOR FIRST BIT 

J MOVE BIT OVER LEFT TO NEXT POSITION 

I STORE DATA PATTERN 

; GET THE DATA WRITTEN 

J INSURE DATA AS EXPECTED (CLEAR CARRY) 

J LOOP TILL DONE OR ERROR 



JNZ C13 | EXIT IF ERROR 

CHECK CAS LINES FOR HIGH BYTE LOW BYTE 



MOV 
MOV 
MOV 
MOV 
XOR 
JNZ 

MOV 

MOV 

XCHG 

MOV 

XOR 

JNZ 



DX.0FF00H 

[Dlj.AX 
DI+1J.DH 
AX,[DI] 
AX.DX 
CI3 

[DIl.AX 

[Dll.DH 

DH.DL 

AX,[DI] 

AX.DX 

C13 



| TEST DATA - AX= 0000H 

; STORE DATA PATTERN = 0000H 

I WRITE A BYTE OF FFH AT ODD LOCATION 

I GET THE DATA - SHOULD BE 0FF00H 

J CHECK THE FIRST WRITTEN 

I ERROR EXIT IF NOT ZERO 

S STORE DATA PATTERN OF 000 OH 

! WRITE A BYTE OF FFH AT EVEN LOCATION 

I SET DX= O00FFH AND BUS SETTLE 

I GET THE DATA 

I CHECK THE FIRST WRITTEN 

I EXIT IF NOT 



CHECK FOR I/O OR BASE MEMORY ERROR 



IN AL.PORT B 

XCHG AL.AH ~ 

IN AL,DMA_PAGE+6 

AND AH.AL 

PARITY ERROR EXIT 



MOV 

SUB 
SUB 
MOV 
MOV 
REP 
MOV 
SUB 

LODSW 

XOR 

LOOPZ 

JNZ 



DI.DI 
SI, SI 
CX.BX 
AX.DX 
STOSW 
CX.BX 
SI, SI 



AX.DX 
C6 



C13 

CHECK FOR I/O OR BASE MEMORY 

IN AL.PORT B 
XCHG AL.AH 
IN 
AND 



I CHECK FOR I/O - PARITY CHECK 
S SAVE ERROR 

J CHECK FOR R/W OR I/O ERROR 
| MASK FOR ERROR EXPECTED 



I RESTORE AX TO 0000 

| EXIT IF PARITY ERROR 

I WRITE THE INITIAL DATA PATTERN 

I START AT BEGINNING OF BLOCK 

| INITIALIZE DESTINATION POINTER 

I SETUP BYTE COUNT FOR LOOP 

J GET THE PATTERN 

! STORE 64K BYTES (32K WORDS) 

I SET COUNT 

! START AT BEGINNING 

I GET THE FIRST WRITTEN 

J INSURE DATA AS EXPECTED 

I LOOP TILL DONE OR ERROR 

J EXIT IF NOT EXPECTED (ERROR BITS ON) 



I CHECK FOR I/O -PARITY CHECK 

J SAVE ERROR 

I CHECK FOR R/W OR I/O ERROR 



5-84 TEST6 



1 IT 


0069 


B8 


0000 


1 IB 


006C 


75 


1A 


119 








120 








121 








122 


006E 


23 


D2 


123 


0070 


74 


16 


124 








125 








126 








127 


0072 


81 


FA 55AA 


128 


0076 


74 


OB 


129 


0078 


81 


FA 0101 


130 


007C 


74 


OB 


131 


007E 


BA 


55AA 


132 


0081 


EB 


C9 


133 








134 








135 








136 


0083 


BA 


0101 


137 


0086 


EB 


C4 


138 








139 








140 


0088 






141 


0088 


C3 




142 








143 








144 








145 


0089 


2B 


FF 


146 


008B 


88 


CB 


147 


008D 


D1 


E9 


148 


008F 


B8 


AAAA 


149 


0092 


BE 


5555 


150 


0095 






151 


0095 


96 




152 


0096 


AB 




153 


0097 


96 




154 


0098 


AB 




155 


0099 


E2 


FA 


156 








157 


009B 


2B 


F6 


158 


009D 


8B 


CB 


159 


009F 


Dt 


E9 


160 


00A1 


BF 


5555 


161 


0OA4 


BA 


AAAA 


162 


00A7 






163 


00A7 


AD 




164 


0OA8 


33 


C7 


165 


00AA 


75 


DC 


166 








167 


OOAC 


AD 




168 


00 AD 


33 


C2 


169 


OOAF 


El 


F6 


170 








171 


00B1 


75 


D5 


172 








173 








174 








175 


00B3 


E4 


61 


176 


00B5 


86 


C4 


177 


00B7 


E4 


87 


178 


00B9 


22 


EO 


179 








180 








181 








182 


OOBB 


BO 


32 


183 


OOBD 


E6 


80 


184 


OOBF 


B8 


0000 


185 


00C2 


75 


C4 


186 








187 








188 








189 


00C4 


48 




190 


00C5 


2B 


FF 


191 


00C7 


8B 


CB 


192 


00C9 


83 


E9 02 


193 


OOCC 


AB 




194 


OOCD 


40 




195 


OOCE 


F3 


AB 


196 


OODO 


48 




197 


00D1 


AB 




198 


00D2 


2B 


F6 


199 


00D4 


8B 


CB 


200 


00D6 


83 


E9 02 


201 


00D9 


AD 




202 


OODA 


35 


FFFF 


203 


OODD 


75 


A9 


204 


OODF 






205 


OODF 


AD 




206 


OOEO 


OB 


CO 


207 


00E2 


El 


FB 


208 


00E4 


75 


A2 


209 


00E6 


AD 




210 


00E7 


35 


FFFF 


211 


OOEA 


75 


9C 


212 








213 








214 








215 


OOEC 


2B 


FF 


216 


OOEE 


AB 




217 


OOEF 


BF 


FFFE 


218 


00F2 


AB 




219 








220 








221 








222 


00F3 


E4 


61 


223 


00F5 


86 


C4 


224 


00F7 


E4 


87 


225 


00F9 


22 


EO 


226 


OOFB 


B8 


0000 


227 


OOFE 


EB 


88 


228 


0100 







PARITY ERROR EXIT 



CHECK FOR END OF 64K BLOCK 

AND DX.DX 
JZ CI 3 

SETUP NEXT PATTERN 

CMP DX.055AAH 

JZ C9 

CMP DX.0I01H 

JZ CIO 

MOV DX.055AAH 

JMP C3 

INSURE PARITY BITS ARE NOT STUCK ON 



J CHECK IF LAST PATTERN : 

; GO IF NOT 

j LAST PATTERN 0101? 

j GO IF YES 

; WRITE 55AA TO STORAGE 



MOV 
JMP 




DX,0 
C3 


01H 


EXIT 


STORAGE 


TEST 


RET 








CHECKER 


BOARD TEST 



SUB 
MOV 
SHR 
MOV 
MOV 

XCHG 

STOSW 

XCHG 

STOSW 

LOOP 

SUB 
MOV 
SHR 
MOV 
MOV 

LODSW 

XOR 

JNZ 

LODSW 

XOR 

LOOPZ 



AX, SI 
AX, SI 

CI 1 



CHECK FOR I/O OR BASE MEMORY PAR 

IN AL.PORT B 

XCHG AL.AH ~ 

IN AL,DMA_PAGE+6 

AND AH.AL 

CHECKPOINT 32 FOR ADDRESS LINE 0->15 FAILURE 



; WRITE 0101 TO STORAGE 



; ERROR IF ZF NOT SET 



POINT TO START OF BLOCK 
GET THE BLOCK COUNT 
DIVIDE BY 2 

SECOND CHECKER PATTERN 
FIRST CHECKER PATTERN 

FIRST CHECKER PATTERN TO AX 

WRITE IT TO MEMORY 

SECOND CHECKER PATTERN TO AX 

WRITE IT TO MEMORY 

DO IT FOR CX COUNT 

POINT TO START OF BLOCK 
GET THE BLOCK COUNT 
DIVIDE BY 2 
CHECK CORRECT 



GET THE DATA 
CHECK CORRECT 
EXIT IF NOT 

GET NEXT DATA 

CHECK SECOND PATTERN 

CONTINUE TILL DONE 

ERROR EXIT IF NOT CORRECT 

TY CHECK 

CHECK FOR l/O-PARITY CHECK 

SAVE ERROR 

CHECK FOR R/W OR I/O ERROR 



MOV 
OUT 
MOV 
JNZ 



AL.32H 

MFC PORT.AL 

AX, Z 

C13 



; <><> CHECKPOINT 32 <> 
; RESTORE AX (SET AX TO ZERO) 
; EXIT IF PARITY ERROR 



64K ADDRESS TEST AND FILL WITH ZERO 



DEC 

SUB 

MOV 

SUB 

STOSW 

INC 

REP 

DEC 

STOSW 

SUB 

MOV 

SUB 

LODSW 

XOR 

JNZ 

LODSW 

OR 

LOOPZ 

JNZ 

LODSW 

XOR 

JNZ 



DI.DI 
CX.BX 
CX.2 



SI, SI 
CX.BX 
CX.2 



AX, AX 

C12A 
C13 



; WRITE FIRST AND LAST LOCAT I ON*FFFF 

j POINT TO START OF BLOCK 

» GET THE BLOCK COUNT 

I DO ALL LOCATIONS BUT LAST 

I WRITE FIRST LOCATION AS FFFFH 

; WRITE ZERO 

; WRITE IT 

I LAST WORD IS FFFF 



I GET THE DATA 
t CHECK CORRECT 
j EXIT IF NOT 

I GET NEXT DATA 

| ANY BIT ON ? 

» CONTINUE TILL LAST WORD 

t GO IF NOT CORRECT 

| GET LAST WORD 

j S/B FFFF 

J EXIT IF NOT 



CLEAR WORD AND FFFE 

SUB DI.DI 

STOSW 

MOV DI.OFFFEH 

STOSW 

CHECK FOR I/O OR BASE MEMORY 

IN AL.PORT B 

XCHG AL.AH " 

IN AL.DMA PAGE+6 

AND AH.AL 

MOV AX , 

JMP CI 3 

' CNT ENDP 



CLEAR FIRST WORD 
: CLEAR TOP WORD 



I CHECK FOR I/O - PARITY CHECK 

} SAVE ERROR 

I CHECK FOR R/W OR I/O ERROR 



TEST6 5-85 



232 
233 

234 
235 

236 

237 
238 
239 
240 
241 
242 
243 
244 
245 
246 
247 
248 
249 
250 
251 
252 
253 
254 
255 
256 
257 
258 
259 
260 
26 1 
262 
263 
264 
265 
266 
267 
268 
269 
270 
271 
272 
273 
274 
275 
276 
277 
278 
279 
280 
281 
282 
283 
284 
285 
286 
287 
288 
289 
290 
291 
292 
293 
294 
295 
296 
297 
298 
299 
300 
301 
302 
303 
304 
305 
306 
307 
308 
309 
310 
311 
312 
313 
314 
315 
316 
317 
318 
319 
320 
321 
322 
323 
324 
325 
326 
327 
328 
329 
330 
331 
332 
333 
334 
335 
336 
337 
338 
339 
340 
341 
342 



PRINT ADDRESS AND ERROR MESSAGE FOR ROM CHECKSUM ERRORS 



0100 

0100 52 

0101 06 

0102 50 

0103 B8 R 

0106 8E CO 

0108 58 

0109 50 
010A 8C DA 

010C 26: 88 36 0015 R 

0111 81 FA C800 

0115 7C OD 

01 17 E8 0000 E 

01 I A BE 0000 E 

01 ID E8 0000 E 

0120 

0120 58 

0121 07 

0122 5A 

0123 C3 
0124 

0124 BA 0102 
0127 E8 0000 E 
0I2A EB F4 
012C 



0I2C 86 EO 
0I2E 2B C9 
0130 

0130 E4 64 
0132 AS 02 
0134 EO FA 
0136 E3 34 
0138 86 EO 



013E E4 64 
0140 8A EO 
0142 A8 01 
0144 74 02 
0146 E4 60 
0148 F6 C4 02 
014B EO F1 
014D 75 ID 



014F B3 06 
0151 2B C9 
0153 E4 64 
0155 A8 01 
0157 El FA 
0159 75 08 
0I5B FE CB 
0I5D 75 F4 
0I5F FE C3 
0161 EB 09 



0163 2B C9 

0165 E2 FE 
0167 E4 60 
0169 83 E9 01 
016C 
0I6C C3 
0I6D 



01 60 B8 R 

0170 8E D6 
0172 8E CO 



I 

I 

ROM ERR PROC 
PUSH 
PUSH 
PUSH 
MOV 
MOV 
POP 
PUSH 
MOV 
MOV 



CALL 
MOV 
CALL 
ROM ERR END: 



DX.0C800H 

ROM ERR_BEEP 

PRT~SEG 

SI, OFFSET F3A 

E_MSG 

AX 



I SAVE POINTER 

I SET ES TO DATA SEGMENT 

I RESTORE AX 

I GET ADDRESS POINTER 

; <><><><><><><><><><><><><><> 

t <><> CHECKPOINTS C0->F4 <><> 

t DISPLAY CARD IN ERROR? 

J GIVE DISPLAY CARD FAIL BEEP 

I PRINT SEGMENT IN ERROR 

; DISPLAY ERROR MESSAGE 



DX.0102H 
ERR BEEP 
SHORT ROM_ERR_END 



LONG, 2 SHORT 



RET 
ROM ERR BEEP I 
MOV 
CALL 

ROM_ERR ENDP 

THIS SUBROUTINE SENDS AN OUTPUT COMMAND TO THE KEYBOARD AND 

RECEIVES THE KEYBOARD RESPONSE. 
ENTRY REQUIREMENTS: 

AL = COMMAND /DATA TO BE SENT 
EXIT PARAMETERS: 

ZERO FLAG = 1 IF ACK RECEIVED FROM THE KEY BOARD 

AL = RESPONSE 

XMIT_8042 PROC NEAR 

, CHECK INPUT BUFFER FULL 

XCHG 
SUB 
XMITLOOP: 
IN 

TEST 
LOOPNZ 
JCXZ 
XCHG 



AL, STATUS PORT 

AL.INPT BUF_FULL 

XMITLOOP 

SHORT XMIT_EXIT 

AH.AL 



; CHECK INPUT BUFFER FULL 
t RESTORE COMMAND 



ISSUE THE COMMAND 



i 

XMIT 1: 


CHECK 
IN 


UTPUT BUFFER FULL 
AL, STATUS PORT 




MOV 


AH.AL 




TEST 


AL.OUT BUF FULL 




JZ 


XMIT 2 




IN 


AL.P5RT A 


XMIT 2: 


TEST 


AH.INPT BUF FULL 




LOOPNZ 


XMIT 1 




JNZ 


SHORT XMIT EXIT 


1 


CHECK OUTPUT BUFFER FULL 




MOV 


BL.6 




SUB 


CX.CX 


XMIT 3: 


IN 


AL, STATUS PORT 




TEST 


AL.OUT BUF FULL 




LOOPZ 


XMIT 3 




JNZ 


XMIT 4 




DEC 


BL 




JNZ 


SHORT XMIT 3 




INC 


BL 




JMP 


SHORT XMIT_EXIT 


t 


GET THE 


DATA 


XMIT_4: 


SUB 


CX.CX 


XMIT 5: 


LOOP 


XMIT 5 




IN 


AL.PORT A 




SUB 


CX.01H 


XMIT E> 


IT: 






RET 




XMIT 8042 ENDP 





J SAVE STATUS 

; CHECK IF 8042 HAS DATA 

I GO IF NOT 

I FLUSH DATA 

; CHECK COMMAND ACCEPTED 

I NO FLUSH OR COMMAND NOT ACCEPTED 



J DECREMENT OUTER LOOP 

I TRY AGAIN 

I SET ERROR FLAG 

I 8042 STUCK BUSY 



I ALLOW TIME FOR POSSIBLE 

; ERROR -> SYSTEM UNIT OR KEYBOARD 



; SET CX OTHER THAN ZERO 



— BOOT STRAP — INT 19 H 

BOOT STRAP LOADER 

TRACK 0, SECTOR 1 IS READ INTO THE 
BOOT LOCATION (SEGMENT OFFSET 7C00> 
AND CONTROL IS TRANSFERRED THERE. 



ASSUME CS:CODE,DS:ABS0,ES:ABS0 
BOOT_STRAP_1 PROC NEAR 



MOV 
MOV 
MOV 



AX.ABSO 

DS.AX 

ES.AX 



; ESTABLISH ADDRESSING 



RESET THE DISK PARAMETER TABLE VECTOR 



5-86 TEST6 



IBM 


Parse 


>nal 


1 Computer MACR( 


TEST6 


• 06/10/85 POST TE 


343 








344 








34S 


017E 


33 


CO 


346 


0180 


B9 


0100 


347 


pi 83 


BF 


7C00 R 


348 


0186 


F3i 


r AB 


349 








350 








351 








352 


0188 


FB 




353 


0189 


B9 


0004 


354 


01BC 


51 




355 


018D 


B4 


00 


356 


018F 


CD 


13 


357 


0191 


72 


OF 


358 








359 


0193 


B8 


0201 


360 


0196 


2B 


D2 


36 1 


0198 


BE 


C2 


362 


019A 


BB 


7C00 R 


363 


019D 


B9 


0001 


364 


01A0 


CD 


13 


365 


01A2 


59 




366 


01 A3 


73 


09 


367 


0IA5 


80 


FC 80 


368 


0IA8 


74 


22 


369 


OiAA 


E2 


EO 


370 


01 AC 


EB 


IE 


371 








372 








373 








374 








375 


01AE 


80 


3E 7C00 R 06 


376 


01B3 


72 


71 


377 








378 








379 








380 


0IB5 


BF 


7C00 R 


381 


0IB8 


B9 


0008 


382 


01BB 


At 


7C00 R 


383 








384 


01 BE 


83 


C7 02 


385 


01C1 


3B 


05 


386 


01C3 


El 


F9 


387 


01C5 


74 


5F 


388 








389 


01C7 


EA 


7C00 R 


390 








391 








392 








393 


otcc 


BO 


44 


394 


OtCE 


E6 


80 


395 








396 


01 DO 


E8 


0000 E 


397 


01 03 


F6 


06 008B R 01 


398 








399 


01D8 


B8 


R 


400 


01DB 


8E 


D8 


401 


01DD 


74 


3D 


402 








403 








404 








405 


01DF 


BO 


OE 


406 


01E1 


E8 


0000 E 


407 


01E4 


A8 


08 


408 


01E6 


75 


34 


409 








410 


01E8 


2B 


CO 


411 


OtEA 


2B 


D2 


412 


01 EC 


CD 


13 


413 


OIEE 


B9 


0003 


414 


OIFI 






415 


OIFI 


51 




416 


01F2 


BA 


0080 


417 


01F5 


B8 


0201 


418 


01F8 


2B 


DB 


419 


01 FA 


8E 


C3 


420 


01FC 




7C00 R 


421 


01FF 


B9 


0001 


422 


0202 


CD 


13 


423 


0204 


59 




424 


0205 


72 


08 


425 


0207 


81 


3E 7DFE R AA55 


426 


020D 


74 


B8 


427 








428 


020F 


51 




429 


0210 


BA 


0080 


430 


0213 


2B 


CO 


431 


0215 


CO 


13 


432 


0217 


59 




433 


0218 


72 


08 


434 


021A 


E2 


D5 


435 








436 








437 








438 


021C 


BO 


45 


439 


021E 


E6 


80 


440 








441 


0220 


CD 


18 


442 








443 








444 








445 


0222 


E2 


EB 


446 


0224 


EB 


F6 


447 








448 








449 








450 


0226 


BE 


0000 E 


451 


0229 


E8 


0000 E 


452 


022C 


EB 


FE 


453 


022E 






454 


022E 






455 


022E 






456 









CLEAR 


[ OBO0T_L0CN 


XOR 


AX, AX 


MOV 


CX.256 


MOV 


Dl, OFFSET »BOOT LOCN 


REP 


STOSW 


I LOAD 


SYSTEM FROM DISKETTE ~ 


STI 




MOV 


CX.4 


III PUSH 


CX 


MOV 


AH.O 


INT 


13H 


JC 


H2 


MOV 


AX.201H 


SUB 


DX.DX 


MOV 


ES.DX 


MOV 


BX, OFFSET OBOOT LOCN 


MOV 


CX.1 


INT 


13H 


12 J POP 


CX 


JNC 


H4 


CMP 


AH.80H 


JZ 


H5 


LOOP 


HI 


JMP 


SHORT H5 



| CLEAR 256 WORDS 



CX HAS RETRY COUNT 



; SET RETRY COUNT 

I I PL SYSTEM 

I RESET THE DISKETTE SYSTEM 

; DISKETTE 10 

I IF ERROR? TRY AGAIN 

I READ IN THE SINGLE SECTOR 
I TO THE BOOT LOCATION 

| DRIVE 0, HEAD 

; SECTOR 1 , TRACK 

| DISKETTE 10 

J RECOVER RETRY COUNT 

I CARRY FLAG SET BY UNSUCCESSFUL READ 

t IF TIME OUT, NO RETRY 

1 TRY FIXED DISK 

I DO IT FOR RETRY TIMES 

J TRY FIXED DISK 



INSURE DATA PATTERN FIRST 8 WORDS NOT ALL EQUAL 



D I, OFFSET ©BOOT LOCN 

CX.8 

AX, WORD PTR ©BOOT LOCN 



MOV 
MOV 
MOV 

ADD DI.2 

CMP AX,[DI] 

LOOPZ H4A 

JZ H10 

JMP ©BOOTJ.OCN 

ATTEMPT BOOTSTRAP FROM FIXED DISK 



I BOOT NOT VALID PRINT MESSAGE HALT 



MOV 

OUT 

ASSUME 

CALL 

TEST 

ASSUME 

MOV 

MOV 



AL.044H 

MFG PORT.AL 

DStBATA 

DDS 

OLASTRATE.DUAL 

DS:ABS0 

AX.ABSO 

DS.AX 



I FLOPPY /FIXED DISK CARD INSTALLED 

S ESTABLISH ADDRESSING 

JZ H9 | GO IF NOT 

CHECK FOR FIXED DISK INITIALIZATION ERROR 

| GET POST POWER ON STATUS (NMI ENABLED) 

I FROM DIAGNOSTIC STATUS BYTE 

t DID WE HAVE A FIXED DISK FAILURE? 

| GO IF YES 

J RESET DISKETTE 

| RETRY COUNT 

J SAVE RETRY COUNT 

t FIXED DISK ZERO 

» READ IN A SINGLE SECTOR 



MOV 


AL.CMOS DIAG 


CALL 


CMOS REA"D 


TEST 


al.hF FAIL 


JNZ 


H9 


SUB 


AX, AX 


SUB 


DX.DX 


INT 


13H 


MOV 


CX.3 


PUSH 


CX 


MOV 


DX.0080H 


MOV 


AX.0201H 


SUB 


BX.BX 


MOV 


ES.BX 


MOV 


BX, OFFSET OBOOT LOCN 


MOV 


CX.1 


INT 


13H 



PUSH 


CX 


MOV 


DX.0080H 


SUB 


AX, AX 


INT 


13H 


POP 


CX 



LOOP H6 

UNABLE TO I PL FROM THE DISKETTE OR FIXED DISK 



I NT 1 8H 

HARD FILE RESET FAILURE 

LOOP H8 
JMP H9 



I TO THE BOOT LOCATION 

I SECTOR I, TRACK 

t FILE I/O CALL 

I RECOVER RETRY COUNT 

1 TEST FOR GENERIC BOOT BLOCK 



J FIXED DISK ZERO 

I RESET THE FIXED DISK 

; FILE I/O CALL 

{ RESTORE LOOP COUNT 

J IF ERROR, TRY AGAIN 

i do it For retry times 



j <><> CHECKPOINT 
I GO TO RESIDENT BASIC 



IF DISKETTE READ OK BUT BOOT RECORD IS NOT STOP SYSTEM ALLOW SOFT RESET 



HlOt MOV SI, OFFSET E602 

CALL E MSG 
HI 1 I JMP HI 1 
BOOT_STRAP 1 ENDP 
POST6 ENDP 
CODE ENDS 
END 



1 PRINT DISKETTE BOOT 
i PRINT MESSAGE 



TEST6 5-87 



DISKETTE BIOS 



Version 2.00 



105 
106 
107 



112 
113 
114 



PAGE 118,121 

TITLE DSKETTE — 04/21/86 DISKETTE BIOS 

.286C 

.LIST 

SUBTTL (DSK1.ASM) 

.LIST 

~ INT 13 H 

DISKETTE I/O 

THIS INTERFACE PROVIDES DISK ACCESS TO THE 5.25 INCH 360 KB, 
1.2 MB, 720 KB, AND 1.44 MB DISKETTE DRIVES. 
INPUT 

(AH)=00H RESET DISKETTE SYSTEM 

HARD RESET TO NEC, PREPARE COMMAND, RECALIBRATE REQUIRED 
ON ALL DRIVES 



REGISTERS FOR READ /WRITE /VERIFY /FORMAT 
(DL) - DRIVE NUMBER (0-1 ALLOWED, VALUE CHECKED) 
(DH) - HEAD NUMBER (0-1 ALLOWED, NOT VALUE CHECKED) 
(CH) - TRACK NUMBER (NOT VALUE CHECKED) 

MEDIA DRIVE TRACK NUMBER 
320/360 320/360 0-39 

320/360 I.2M 0-39 

I.2M 1.2M 0-79 

720K 720K 0-79 

1.44M 1.44M 0-79 

(CD - SECTOR NUMBER (NOT VALUE CHECKED, NOT USED FOR FORMAT) 
MEDIA DRIVE SECTOR NUMBER 
320/360 320/360 1-8/9 

320/360 1.2M 1-8/9 

1 . 2M I . 2M 1-15 

720K 720K 1-9 

I.44M 1.44M 1-18 

(AL) - NUMBER OF SECTORS (NOT VALUE CHECKED, NOT USED FOR FORMAT) 
MEDIA DRIVE MAX NUMBER OF SECTORS 
320/360 320/360 8/9 

320/360 1.2M 8/9 

1 . 2M I . 2M 15 

720K 720K 



1.4 



1.4 



18 



(ESiBX) - ADDRESS OF BUFFER (NOT REQUIRED FOR VERIFY) 



(AH)=02H 
(AH)«03H 



READ THE DESIRED SECTORS INTO MEMORY 



WRITE THE DESIRED SECTORS FROM MEMORY 



(AH)«04H 
(AH)s05H 



VERIFY THE DESIRED SECTORS 



FORMAT THE DESIRED TRACK 

FOR * THE TRACK™ ' EACH^F I ELD^S^COMPOSElT Of" ' BYTES , ( C , H , R , N ) , 

WHERE C = TRACK NUMBER, H=HEAD NUMBER, R = SECTOR NUMBER, 

Ns NUMBER OF BYTES PER SECTOR (OOrl 28,01 =256,02=5! 2,03= ! 024) = 

THERE MUST BE ONE ENTRY FOR EVERY SECTOR ON THE TRACK. 

THIS INFORMATION IS USED TO FIND THE REQUESTED SECTOR DURING 

READ/WRITE ACCESS. 

PRIOR TO FORMATTING A DISKETTE, IF THERE EXISTS MORE THAN 
ONE SUPPORTED MEDIA FORMAT TYPE WITHIN THE DRIVE IN QUESTION, 
THEN "SET DASD TYPE" (INT 13H, AH = I7H) OR "SET MEDIA TYPE" 
(INT 13H, AH = 18H) MUST BE CALLED TO SET THE DISKETTE TYPE 
THAT IS TO BE FORMATED. IF "SET DASD TYPE" OR "SET MEDIA TYPE" 
IS NOT CALLED, THE FORMAT ROUTINE WILL ASSUME THE MEDIA FORMAT 
TO BE THE MAXIMUM CAPACITY OF THE DRIVE. 



DRIVE 



I PARM 1 ! PARM 2 I 



320K I 320K/360K/1.2M t 50H 

360K t 320K/360K/1.2M t 50H 

1.2M t 1.2M I 54H 

720K t 720K/1.44M I 50H 

I.44M I 1.44M I 6CH' 




NOTES: - PARM 1 = GAP LENGTH FOR FORMAT 

- PARM 2 « EOT (LAST SECTOR ON TRACK) 

- DISK BASE IS POINTED TO BY DISK POINTER LOCATED 
AT ABSOLUTE ADDRESS 0|78. 

- WHEN FORMAT OPERATIONS ARE COMPLETE, THE PARAMETERS 
SHOULD BE RESTORED TO THEIR RESPECTIVE INITIAL VALUES 



(AH)s08H READ DRIVE PARAMETERS 
REGISTERS 
INPUT 

(DL) - DRIVE NUMBER (0-1 ALLOWED, VALUE CHECKED) 
OUTPUT 

(EStDI) POINTS TO DRIVE PARAMETERS TABLE 

(CH) - LOW ORDER 8 OF 10 BITS MAXIMUM NUMBER OF TRACKS 

(CD - BITS 7*6- HIGH ORDER TWO BITS OF MAXIMUM TRACKS 

- BITS 5 THRU - MAXIMUM SECTORS PER TRACK 
(DH) - MAXIMUM HEAD NUMBER 

(DL) - NUMBER OF DISKETTE DRIVES INSTALLED 
(BH) - 
(BD - BITS 7 THRU 4-0 

BITS 3 THRU - VALID DRIVE TYPE VALUE IN CMOS 
(AX) - 
UNDER THE FOLLOWING CIRCUMSTANCES! 

(1) THE DRIVE NUMBER IS INVALID, 

(2) THE DRIVE TYPE IS UNKNOWN AND CMOS IS NOT PRESENT, 

(3) THE DRIVE TYPE IS UNKNOWN AND CMOS IS BAD, 

(4) OR THE DRIVE TYPE IS UNKNOWN AND THE CMOS DRIVE TYPE IS INVALID 
THEN ES,AX,BX,CX,DH,DI«0 j DL= NUMBER OF DRIVES. 

IF NO DRIVES ARE PRESENT THENl ES,AX,BX,CX,DX,DlsO. 
•DSKETTE STATUS = AND CY IS RESET. 
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122 
123 
124 
125 
126 
12T 
128 



132 
133 
134 
135 
136 
13T 
138 
139 
140 



1 47 
148 
149 
150 
151 
152 
153 
154 
155 
156 
157 
158 
159 
160 



(AH) - ON RETURN IF CARRY FLAG NOT SET, OTHERWISE ERROR 

00 - DRIVE NOT PRESENT 

01 - DISKETTE, NO CHANGE LINE AVAILABLE 

02 - DISKETTE, CHANGE LINE AVAILABLE 

03 - RESERVED 

(DL) - DRIVE NUMBER (0-1 ALLOWED, VALUE CHECKED) 

(AH)a16H DISK CHANGE LINE STATUS 

OUTPUT REGISTERS 

(AH) - 00 - DISK CHANGE LINE NOT ACTIVE 

06 - DISK CHANGE LINE ACTIVE A CARRY BIT ON 
(DL) - DRIVE NUMBER (0-1 ALLOWED, VALUE CHECKED) 

(AH)=17H SET DASD TYPE FOR FORMAT 

INPUT REGISTERS 

(AL) - 00 - NOT USED 

01 - DISKETTE 320/360K IN 360K DRIVE 

02 - DISKETTE 360K IN 1.2M DRIVE 

03 - DISKETTE 1 .2M IN I.2M DRIVE 

04 - DISKETTE 720K IN 720K DRIVE 

(DL) - DRIVE NUMBER (0-1 ALLOWED, VALUE CHECKED; 

DO NOT USE WHEN DISKETTE ATTACH CARD USED) 

(AH)=18H SET MEDIA TYPE FOR FORMAT 

INPUT REGISTERS 

(CH) - LOW ORDER 8 OF 10 BITS MAXIMUM NUMBER OF TRACKS 

(CD - BITS 7 * 6 - HIGH ORDER TWO BITS OF MAXIMUM TRACKS 

- BITS 5 THRU - MAXIMUM SECTORS PER TRACK 
(DL) - DRIVE NUMBER (0-1 ALLOWED, VALUE CHECKED) 
OUTPUT REGISTERS 

(EStDI) - POINTER TO DRIVE PARAMETERS TABLE FOR THIS MEDIA TYPE, 
UNCHANGED IF (AH) IS NON-ZERO 



(AH) 



00H, CY s 0, 

01H, CY = 1 , 

- OCH, CY a I, 

- BOH, CY = 1 , 



TRACK AND SECTORS /TRACK COMBINATION IS SUPPORTED 

FUNCTION IS NOT AVAILABLE 

TRACK AND SECTORS /TRACK COMBINATION IS NOT SUPPORTED 

OR DRIVE TYPE UNKNOWN 

TIME OUT (DISKETTE NOT PRESENT) 



DISK CHANGE STATUS IS ONLY CHECKED WHEN A MEDIA SPECIFIED IS OTHER 
THAN 360 KB DRIVE. IF THE DISK CHANGE LINE IS FOUND TO BE 
ACTIVE THE FOLLOWING ACTIONS TAKE PLACE t 

ATTEMPT TO RESET DISK CHANGE LINE TO INACTIVE STATE. 

IF ATTEMPT SUCCEEDS SET DASD TYPE FOR FORMAT AND RETURN DISK 

CHANGE ERROR CODE 

IF ATTEMPT FAILS RETURN TIMEOUT ERROR CODE AND SET DASD TYPE 

TO A PREDETERMINED STATE INDICATING MEDIA TYPE UNKNOWN. 
IF THE DISK CHANGE LINE IN INACTIVE PERFORM SET DASD TYPE FOR FORMAT. 



167 
168 
169 
170 
171 
172 
173 
174 
175 
176 
177 
178 
179 



194 
195 
196 
197 
198 
199 
200 
201 
202 
203 
204 
205 
206 
207 
208 
209 
210 
21 1 
212 
213 



217 
218 
219 
220 
221 
222 
223 
224 
225 



OUTPUT FOR ALL FUNCTIONS 

AH = STATUS OF OPERATION 

STATUS BITS ARE DEFINED IN THE EQUATES FOR ODISKETTE STATUS 

VARIABLE IN THE DATA SEGMENT OF THIS MODULE 
CY = SUCCESSFUL OPERATION (AH«0 ON RETURN, EXCEPT FOR READ DASD 

TYPE AH=(15)) . 
CY = 1 FAILED OPERATION (AH HAS ERROR REASON) 
FOR READ /WRITE /VERIFY 

AL = COUNT OF SECTORS TRANSFERRED 

DS.BX.DX.CX PRESERVED 
NOTE! IF AN ERROR IS REPORTED BY THE DISKETTE CODE, THE APPROPRIATE 

ACTION IS TO RESET THE DISKETTE, THEN RETRY THE OPERATION. 

ON READ ACCESSES, NO MOTOR START DELAY IS TAKEN, SO THAT 

THREE RETRIES ARE REQUIRED ON READS TO ENSURE THAT THE 

PROBLEM IS NOT DUE TO MOTOR START-UP. 

.LIST 

DISKETTE STATE MACHINE - ABSOLUTE ADDRESS 40 1 90 (DRIVE A) A 91 (DRIVE B) 
.LIST 



7I6I5I4I3I211I0 



I 



I 



RESERVED 

PRESENT STATE 
000 1 360K IN 360K DRIVE UNESTABL I SHED 
001 t 360K IN 1.2M DRIVE UNESTABL I SHED 
0101 1.2M IN 1.2M DRIVE UNESTABL I SHED 
Oil I 360K IN 360K DRIVE ESTABLISHED 
lOOt 360K IN 1.2M DRIVE ESTABLISHED 
101s 1.2M IN 1.2M DRIVE ESTABLISHED 
110: RESERVED 
till NONE OF THE ABOVE 

— > MED I A /DRIVE ESTABLISHED 



-> DATA TRANSFER RATE FOR THIS DRIVE: 

00: 500 KBS 

01: 300 KBS 

10: 250 KBS 

1 1 : RESERVED 



STATE OPERATION STARTED - ABSOLUTE ADDRESS 40:92 (DRIVE A) * 93 (DRIVE B) 



PRESENT CYLINDER NUMBER ■ 
SUBTTL (DSK2.ASM) 



ABSOLUTE ADDRESS 40:94 (DRIVE A) * 95 (DRIVE B) 



DSKETTE 5-89 



DSKETTE — 


04/21 


224 






225 






226 






22T 


0000 


?? 


228 


0001 


?? 


229 


0002 


?? 


230 


0003 


?? 


23 1 


0004 


?? 


232 


0005 


?? 


233 


0006 


?? 


234 


0007 


?? 


235 


0008 


?? 


236 


Q009 


?? 


237 


0004 


?? 


238 


000B 


?? 


239 


OOOC 


?? 


240 


OOOO 




24 1 






242 


s 007F 


243 


= 0080 


244 






245 






246 






247 






248 






249 






250 






251 






252 






253 






254 






255 






256 


0000 




257 






258 






259 






260 






261 






262 






263 


0000 


01 


264 


0001 


0012 R 


265 


0003 


82 


266 


0004 


OOIF R 


267 


0006 


02 


266 


0007 


002C R 


269 


0009 


03 


270 


OOOA 


0039 R 


271 


OOOC 


84 


272 


OOOD 


0046 R 


273 


OOOF 


04 


274 


0010 


0053 R 


275 


= 00 


2 


276 


= 0006 








278 






279 






280 






281 






282 






283 






284 






285 






286 


0012 




287 


0012 


DF 


288 


0013 


02 


289 


0014 


25 


290 


0015 


02 


291 


0016 


09 


292 


0017 


2A 


293 


0018 


FF 


294 


0019 


50 


295 


001 A 


F6 


296 


00 IB 


OF 


297 


001C 


08 


298 


001D 


27 


299 


001E 


80 


300 






301 






302 






303 






304 






305 


OOIF 




306 


001F 


DF 


307 


0020 


02 


308 


0021 


25 


309 


0022 


02 


310 


0023 


09 


311 


0024 


2A 


312 


0025 


FF 


313 


0026 


50 


314 


0027 


F6 


315 


0028 


OF 


316 


0029 


08 


317 


002A 


27 


318 


002B 


40 


319 






320 






321 






322 






323 






324 


002C 




325 


002C 


DF 


326 


002D 


02 


327 


002E 


25 


328 


002F 


02 


329 


0030 


OF 


330 


0031 


IB 


33 1 


0032 


FF 


332 


0033 


54 


333 


0034 


F6 


334 


0035 


OF 


335 


0036 


08 


336 


0037 


4F 


337 


0038 


00 
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MD STRUC 


STRUC 


MD~SPEC1 


DB 




MD SPEC2 


DB 




MD OFF TIM 


DB 




MD BYT"SEC 


DB 




MD~SEC TRK 


DB 




MD GAP 


DB 




MD~DTL 


DB 




MD GAP3 


DB 




MD FIL BYT 


DB 




MD~HD Tim 


DB 




MD STR* TIM 


DB 




MD MAX~TRK 


DB 




MD RATE 


DB 




MD_STRUC 


ENDS 




BIT70FF 


EQU 


7FH 


BIT70N 


EQU 


80H 


PUBLIC 


DISK 


INT 1 


PUBLIC 


SEEK 




PUBLIC 


DSKETTE SETUP 


PUBLIC 


DISKETTE^ 1 0_1 


EXTRN 


CMOS 


READ! NEAR 


EXTRN 


DDSiNEAR 


EXTRN 


DISK 


BASE I NEAR 


EXTRN 


WAITFjNEAR 



! SRT=D, HD UNLOAD=0F - 1ST SPECIFY BYTE 

| HD LOADs 1, MODEsDMA - 2ND SPECIFY BYTE 

I WAIT TIME AFTER OPERATION TILL MOTOR OFF 

I 512 BYTES /SECTOR 

J EOT ( LAST SECTOR ON TRACK) 

I GAP LENGTH 

I DTL 

J GAP LENGTH FOR FORMAT 

| FILL BYTE FOR FORMAT 

I HEAD SETTLE TIME (MILLISECONDS) 

; MOTOR START TIME (1/8 SECONDS) 

I MAX. TRACK NUMBER 

J DATA TRANSFER RATE 



SEGMENT BYTE PUBLIC 

ASSUME CS : CODE, DS: DATA, ES: DATA 



DRIVE TYPE TABLE 



DR_DEFAULT 



OFFSET MD TBL1 

02+BIT7ON" 

OFFSET MD TBL2 

02 

OFFSET MD TBL3 



I DRIVE TYPE, MEDIA TABLE 





DW 


OFFSET MD TBL4 




DB 


04+BIT7ON 




DW 


OFFSET MD TBL5 




DB 


04 




DW 


OFFSET MD TBL6 


DR TYPE E 


=t 




DR CNT 


EQU 


(DR TYPE E-DR 1 



I END OF TABLE 



MED I A /DRIVE PARAMETER TABLES 



360 KB MEDIA IN 360 KB DRIVE 



MOTOR WAIT 



02 AH 
OFFH 
050H 
0F6H 



RATE 250 



J SRT=D, HD UNLOAD=0F - 1ST SPECIFY BYTE 

; HD LOADs I, MODEsDMA - 2ND SPECIFY BYTE 

; WAIT TIME AFTER OPERATION TILL MOTOR OFF 

$ 512 BYTES /SECTOR 

! EOT ( LAST SECTOR ON TRACK) 

I GAP LENGTH 

J DTL 

J GAP LENGTH FOR FORMAT 

J FILL BYTE FOR FORMAT 

t HEAD SETTLE TIME (MILLISECONDS) 

I MOTOR START TIME (1/8 SECONDS) 

S MAX. TRACK NUMBER 

| DATA TRANSFER RATE 



360 KB MEDIA IN 1.2 MB DRIVE 



MOTOR_WAIT 



02AH 
OFFH 
050H 
0F6H 



I SRTsD, HD UNLOADsOF - 1ST SPECIFY BYTE 

I HD LOADs 1, MODEsDMA - 2ND SPECIFY BYTE 

J WAIT TIME AFTER OPERATION TILL MOTOR OFF 

t 512 BYTES /SECTOR 

J EOT ( LAST SECTOR ON TRACK) 

; GAP LENGTH 

I DTL 

i GAP LENGTH FOR FORMAT 

I FILL BYTE FOR FORMAT 

{ HEAD SETTLE TIME (MILLISECONDS) 

; MOTOR START TIME (1/8 SECONDS) 

; MAX. TRACK NUMBER 

I DATA TRANSFER RATE 



I MEDIA IN 1.2 I 



LABEL BYTE 



MOTOR WAIT 



OFFH 
054H 
0F6H 



J SRTsD, HD UNLOADsOF - 1ST SPECIFY BYTE 

; HD LOADs 1, MODEsDMA - 2ND SPECIFY BYTE 

| WAIT TIME AFTER OPERATION TILL MOTOR OFF 

I 512 BYTES /SECTOR 

; EOT ( LAST SECTOR ON TRACK) 

J GAP LENGTH 

; DTL 

I GAP LENGTH FOR FORMAT 

I FILL BYTE FOR FORMAT 

i HEAD SETTLE TIME (MILLISECONDS) 

1 MOTOR START TIME (1/8 SECONDS) 

; MAX. TRACK NUMBER 

; DAT A TRANSFER RATE 
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338 
339 
340 
34 1 
342 
343 
344 
345 
346 
347 
348 
349 
350 
351 
352 
353 
354 
355 
356 
357 
358 
359 
360 
36 1 
362 
363 
364 
365 
366 
367 
368 
369 
370 
371 
372 
373 
374 
375 
376 
377 
378 
379 
380 
381 
3B2 
383 
384 
385 
386 
387 
388 
389 
390 
391 
392 
393 
394 
395 
396 
397 
398 
399 
400 
401 
402 
403 
404 
405 
406 
407 
408 
409 
410 
41 1 
412 
413 
414 
415 
416 
417 
418 
419 
420 
421 
422 
423 
424 
425 
426 
427 
428 
429 
430 
431 
432 
433 
434 
435 
436 
437 
438 
439 
440 



447 
448 
449 
450 



0039 

0039 DF 
003A 02 
003B 25 
003C 02 
003D 09 
003E 2A 
003F FF 

0040 50 

0041 F6 

0042 OF 

0043 08 

0044 4F 

0045 80 



0046 

0046 DF 

0047 02 

0048 25 

0049 02 
004A 09 
004B 2A 
004C FF 
004D 50 
004E F6 
004F OF 

0050 08 

0051 4F 

0052 80 



0053 

0053 AF 

0054 02 

0055 25 

0056 02 

0057 12 

0058 IB 

0059 FF 
005A 6C 
005B F6 
005C OF 
005D 08 
005E 4F 
005F 00 



0060 

0060 FB 

0061 55 

0062 57 

0063 52 

0064 53 

0065 51 

0066 8B EC 



720 KB MEDIA IN 720 KB DRIVE 



MOTOR WAIT 



02AH 
OFFH 
050H 
0F6H 



| SRT=D, HD UNLOADsOF - 1ST SPECIFY BYTE 

I HD LOADs I, MODEsDMA - 2ND SPECIFY BYTE 

t WAIT TIME AFTER OPERATION TILL MOTOR OFF 

; 512 BYTES /SECTOR 

t EOT ( LAST SECTOR ON TRACK) 

S GAP LENGTH 

; DTL 

| GAP LENGTH FOR FORMAT 

J FILL BYTE FOR FORMAT 

; HEAD SETTLE TIME (MILLISECONDS) 

I MOTOR START TIME (1/8 SECONDS) 

; MAX. TRACK NUMBER 

I DATA TRANSFER RATE 



720 KB MEDIA IN 1.44 MB DRIVE 



MOTOR_WA I T 



02AH 
OFFH 
050H 
0F6H 



I SRTsD, HD UNLOADsOF - 1ST SPECIFY BYTE 

I HD LOADa 1, MODE=DMA - 2ND SPECIFY BYTE 

J WAIT TIME AFTER OPERATION TILL MOTOR OFF 

I 512 BYTES /SECTOR 

} EOT ( LAST SECTOR ON TRACK) 

I GAP LENGTH 

; DTL 

J GAP LENGTH FOR FORMAT 

I FILL BYTE FOR FORMAT 

; HEAD SETTLE TIME (MILLISECONDS) 

I MOTOR START TIME (1/8 SECONDS) 

I MAX. TRACK NUMBER 

I DATA TRANSFER RATE 



I MEDIA IN I .44 MB DRIVE 



MD TBL6 


LABEL BYTE 


DB 


10101 1 1 IB ] 


DB 


2 : 


DB 


MOTOR WAIT | 


DB 


2 I 


DB 


18 ; 


DB 


01BH i 


DB 


OFFH j 


DB 


06CH | 


DB 


0F6H t 


DB 


15 | 


DB 


8 I 


DB 


79 ; 


DB 


RATE_500 J 


DISKETTE_IO_l 


PROC FAR 


ST I 




PUSH 


BP 


PUSH 


DI 


PUSH 


DX 


PUSH 


BX 


PUSH 


CX 


MOV 


BP.SP 



SRTsA, HD UNLOADS OF - 1ST SPECIFY BYTE 

HD LOADs 1 , MODEsDMA - 2ND SPEC I FY BYTE 

WAIT TIME AFTER OPERATION TILL MOTOR OFF 

512 BYTES /SECTOR 

EOT ( LAST SECTOR ON TRACK) 

GAP LENGTH 

DTL 

GAP LENGTH FOR FORMAT 

FILL BYTE FOR FORMAT 

HEAD SETTLE TIME (MILLISECONDS) 

MOTOR START TIME (1/8 SECONDS) 

MAX. TRACK NUMBER 

DATA TRANSFER RATE 



;>» ENTRY POINT FOR ORG 0EC59H 

INTERRUPTS BACK ON 

USER REGISTER 

USER REGISTER 

HEAD #, DRIVE # OR USER REGISTER 

BUFFER OFFSET PARAMETER OR REGISTER 

TRACK #- SECTOR # OR USER REGISTER 

BP s> PARAMETER LIST DEP. ON AH 

!BP] s SECTOR # 
BP+ 1 1 = TRACK # 
BP+2] s BUFFER OFFSET 
FOR RETURN OF DRIVE PARAMETERS! 
CL/[BP] s BITS 7*6 HI BITS OF MAX CYL 

BITS 0-5 MAX SECTORS/TRACK 
CH/fBP+1] s LOW 8 BITS OF MAX CYL. 
BL/lBP+21 s BITS 7-4 = 

I ITS 3-0 s VALID CMOS TYPE 



0068 IE 

0069 56 

006A E8 0000 E 
006D 80 FC 19 

0070 72 02 
0072 B4 14 

0074 

0074 80 FC 01 
0077 76 OC 
0079 80 FC 08 
007C 74 07 
007E 80 FA 01 
0081 76 02 
0083 B4 14 

0085 

0085 8A CC 

0087 32 ED 

0089 DO El 
008B BB 00B5 R 
008E 03 D9 

0090 8A E6 
0092 32 F6 
0094 8B FO 
0096 8B FA 

0098 8A 26 0041 R 
009C C6 06 0041 R 00 



PUSH 


DS 


PUSH 


SI 


CALL 


DDS 


CMP 


AH, (FNC 


JB 


OK FUNC 


MOV 


AH, 14H 


FUNC: 





TAE-FNC_TAB) /2 



MOV 
XOR 
SHL 
MOV 
ADD 
MOV 
XOR 
MOV 
MOV 
MOV 
MOV 



OK DRV 
AH, 8 
OK_DRV 
DL, I 
OK_DRV 
AH.14H 



CL.1 



BX, OFFSET FNC_TAB 

BX.CX 

AH.DH 

DH.DH 

SI ,AX 

DI ,DX 

AH,»DSKETTE STATUS 

ODSKETTE STATUS, 



BH/[BP+3] 
DL/IBP+41 
DH/IBP+5] 
DI/[BP+6] 



s * DRIVES INSTALLED 

s MAX HEAD # 

= OFFSET TO DISK BASE 
BUFFER SEGMENT PARM OR USER REGISTER 
USER REGISTERS 

SEGMENT OF BIOS DATA AREA TO DS 
CHECK FOR > LARGEST FUNCTION 
FUNCTION OK 
REPLACE WITH KNOWN INVALID FUNCTION 



RESET OR STATUS ? 

IF RESET OR STATUS DRIVE ALWAYS OK 

READ DRIVE PARMS ? 

IF SO DRIVE CHECKED LATER 

DRIVES AND 1 OK 

IF OR 1 THEN JUMP 

REPLACE WITH KNOWN INVALID FUNCTION 

CL = FUNCTION 

CX s FUNCTION 

FUNCTION TIMES 2 

LOAD START OF FUNCTION TABLE 

ADD OFFSET INTO TABLE s> ROUTINE 

AX s HEAD #,# OF SECTORS OR DASD TYPE 

DX s DRIVE * 

SI s HEAD #,# OF SECTORS OR DASD TYPE 

DI = DRIVE # 

LOAD STATUS TO AH FOR STATUS FUNCTION 

INITIALIZE FOR ALL OTHERS 

THROUGHOUT THE DISKETTE BIOS, THE FOLLOWING INFORMATION IS CONTAINED IN 
THE FOLLOWING MEMORY LOCATIONS AND REGISTERS. NOT ALL DISKETTE BIOS 
FUNCTIONS REQUIRE ALL OF THESE PARAMETERS. 
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452 
453 
454 
455 
456 
457 
458 
459 
460 



465 00AI 2E: FF 17 



467 
468 
469 
470 
471 
472 
473 
474 
475 
476 
477 
478 
479 
480 



00A4 5E 
00A5 IF 
00A6 59 
O0A7 5B 
00A8 5A 
00A9 5F 
OOAA 8B EC 
OOAC 50 
OOAD 9C 
OOAE 58 
OOAF 89 46 06 
00B2 58 
00B3 5D 
00B4 CF 



DI : DRIVE # 

SI-HI J HEAD # 

SI -LOW : # OF SECTORS OR DASD TYPE FOR FORMAT 

ES t BUFFER SEGMENT 

(BP] t SECTOR * 

BP+11 I TRACK * 

BP+2J : BUFFER OFFSET 

ACROSS CALLS TO SUBROUTINES THE CARRY FLAG (CY=1), WHERE INDICATED IN 
SUBROUTINE PROLOGUES, REPRESENTS AN EXCEPTION RETURN (NORMALLY AN ERROR 
CONDITION). IN MOST CASES, WHEN CY = I , ©DSKETTE STATUS CONTAINS THE 
SPECIFIC ERROR CODE. 

i (AH) = ©DSKETTE STATUS 
CALL WORD PTR CS:[BX] ; CALL THE REQUESTED FUNCTION 



POP 
MOV 
PUSH 
PUSHF 



SI 



RESTORE ALL REGISTERS 



483 


00B5 


00E7 


R 


I 

FNC_TAB 


DW 


DISK RESET 


AH 


_ 


00H 


RESET 


484 


00B7 


0I3C 


R 




DW 


DISK STATUS 


AH 




OIH 


STATUS 


485 


00B9 


0148 


R 




DW 


DISK READ 


AH 




02H 


READ 


486 


OOBB 


0154 


R 




DW 


DISK WRITE 


AH 




03H 


WRITE 


487 


OOBD 


0160 


R 




DW 


DISK VERF 


AH 




04H 


VERIFY 


488 


OOBF 


0I6C 


R 




DW 


DISK~FORMAT 


AH 




05H 


FORMAT 


489 


OOCI 


0IC6 


R 




DW 


FNC Err 


AH 


s 


06H 


INVALID 


490 


00C3 


0IC6 


R 




DW 


FNC ERR 


AH 




07H 


INVALID 


491 


00C5 


OIDO 


R 




DW 


DISR PARMS 


AH 


s 


08H 


READ DRIVE PARAMETERS 


492 


00C7 


0IC6 


R 




DW 


fnc Err 


AH 




09H 


INVALID 


493 


00C9 


0IC6 


R 




DW 


FNC ERR 


AH 




OAH 


INVALID 


494 


OOCB 


0IC6 


R 




DW 


FNC ERR 


AH 




OBH 


INVALID 


495 


OOCD 


0IC6 


R 




DW 


FNC ERR 


AH 




OCH 


INVALID 


496 


OOCF 


0IC6 


R 




DW 


FNC ERR 


AH 


= 


ODH 


INVALID 


497 


OODI 


0IC6 


R 




DW 


FNC ERR 


AH 




OEH 


INVALID 


498 


00D3 


0IC6 


R 




DW 


FNC ERR 


AH 




OFH 


INVALID 


499 


00D5 


0IC6 


R 




DW 


FNC ERR 


AH 




IOH 


INVALID 


500 


00D7 


0IC6 


R 




DW 


FNC ERR 


AH 


= 


1 IH 


INVALID 


501 


00D9 


0IC6 


R 




DW 


FNC ERR 


AH 




I2H 


INVALID 


502 


OODB 


0IC6 


R 




DW 


FNC ERR 


AH 




I3H 


INVALID 


503 


OODD 


01C6 


R 




DW 


FNC~ERR 


AH 




I4H 


INVALID 


504 


OODF 


0289 


R 




DW 


DISK TYPE 


AH 


= 


15H 


READ DASD TYPE 


505 


00E1 


02AB 


R 




DW 


DISK~CHANGE 


AH 




I6H 


CHANGE STATUS 


"C6 


CCE3 


CcDo 


R 




Dw 


r ORmA" i 5t i 


AH 


s 


1 m 


StT DA5D TYPE 


507 


00E5 


0337 


R 




DW 


SET ME5IA 


AH 




I8H 


SET MEDIA TYPE 


508 


= 00E7 




FNC TAE 


EQU 


S " 


END 






509 


00E7 






DISKETTE 10 ! 


ENDP 










510 
511 






















1 DISK_ 


RESET 


(AH = 00H) 










512 
513 
514 
SI5 










RESET 


THE DISKETTE SYSTEM. 








: 








j ON EXIT: 


•DSKETTE_STATUS, CY REFLE 


!CT STATUS 


OF OPERATION s 



516 
517 
518 
519 
520 
521 
522 
523 
524 
525 
526 
527 
528 
529 
530 
531 
532 
533 
534 
535 
536 
537 
538 
539 
540 
541 
542 
543 
544 
545 
546 
547 
548 
549 
550 
551 
552 
553 
554 
555 
556 
557 
558 
559 
560 
561 
562 
563 
564 
565 



00E7 

00E7 BA 03F2 

OOEA FA 

OOEB AO 003F R 

OOEE 24 3F 

OOFO CO CO 04 

00F3 OC 08 

00F5 EE 

00F6 C6 06 003E R 00 

OOFB EB 00 

OOFD EB 00 

OOFF OC 04 

0101 EE 

0102 FB 

0103 E8 OACt R 
0106 72 2D 
0108 B9 OOCO 

OIOB 

OtOB 51 

OtOC B8 0134 R 

01 OF 50 

0(10 B4 08 

0112 E8 09F8 R 

0115 58 

0116 E8 0AE9 R 

0119 59 
Oil A 72 19 

01IC 3A OE 0042 R 

0120 75 13 
0122 FE CI 
0124 80 F9 C3 
0127 76 E2 

0129 E8 03D8 R 

012C 

012C E8 0854 R 
012F 8B DE 
0131 8A C3 

0133 C3 

0134 

0134 59 
0135 

0135 80 OE 0041 R 20 
013A EB FO 

0I3C 



MOV 
AND 
ROL 



OUT 
ST I 
CALL 



PUSH 

MOV 

PUSH 

MOV 

CALL 

POP 

CALL 

POP 

JC 

CMP 

JNZ 

INC 

CMP 



CALL 
MOV 
MOV 
RET 

DR_POP_ERRj 
POP 
DR ERR: 



DISK_RESET 



AL, ©MOTOR STATUS 
AL.001 1 1 tllB 
AL.4 

AL.00001000B 

DX.AL 

•SEEK STATUS, 

$+2 ~ 

$+2 



WAIT INT 

DR_ER"R 

CX.1 1000000B 



AX, OFFSET DR_POP_ERR 



DR_ERR 

CL.ONEC STATUS 
DR ERR 



ADAPTER CONTROL PORT 

NO INTERRUPTS 

GET DIGITAL OUTPUT REGISTER REFLECTION 

KEEP SELECTED AND MOTOR ON BITS 

MOTOR VALUE TO HIGH NIBBLE 

DRIVE SELECT TO LOW NIBBLE 

TURN ON INTERRUPT ENABLE 

RESET THE ADAPTER 

SET RECALIBRATE REQUIRED ON ALL DRIVES 

WAIT FOR I/O 

WAIT FOR I/O (TO INSURE MINIMUM 

PULSE WIDTH) 
TURN OFF RESET BIT 
RESET THE ADAPTER 
ENABLE THE INTERRUPTS 
WAIT FOR THE INTERRUPT 
IF ERROR, RETURN IT 
CL = EXPECTED »NEC STATUS 



SENSE INTERRUPT STATUS COMMAND 

THROW AWAY ERROR RETURN 

READ IN THE RESULTS 

RESTORE AFTER CALL 

ERROR RETURN 

TEST FOR DRIVE READY TRANSITION 

EVERYTHING OK 

NEXT EXPECTED ©NEC STATUS 

ALL POSSIBLE DRIVES" CLEARED 

FALL THRU IF I1000100B OR > 



SEND SPECIFY COMMAND TO NEC 



VARIOUS CLEANUPS 
GET SAVED AL TO BL 
PUT BACK FOR RETURN 



CX | CLEAR STACK 

; 

•DSKETTE STATUS, BAD_NEC ; SET ERROR CODE 
SHORT RESBAC | RETURN FROM RESET 

ENDP 
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566 

567 i 

568 
569 
570 



I DISK STATUS (AH = 01H) 
» DISKETTE STATUS. 
I ON ENTRY J AH = STATUS OF PREVIOUS OPERATION 



572 
573 
574 
575 
576 
577 
578 
579 
580 
581 
582 
583 
584 
585 
586 
587 
588 
589 
590 
59) 
592 
593 
594 
595 
596 
597 
598 
599 
600 
601 
602 
603 
604 
605 
606 
607 
608 
609 
610 
61 1 
612 
613 
614 
615 
616 
617 
618 
619 
620 
621 
622 
623 
624 
625 
626 
627 
628 
629 
630 
631 
632 
633 
634 
635 
636 
637 
638 
639 
640 



645 
646 
647 
648 
649 
650 
651 
652 
653 
654 
655 
656 
657 
658 
659 
660 



667 
668 
669 
670 
671 
672 
673 
674 
675 
676 
677 
678 
679 



ON EXITt 



•DSKETTE_STATUS , CY REFLECT STATUS OF OPERATION 



0I3C 

013C 88 26 0041 I 

0140 E8 0854 R 

0143 8B DE 

0145 8A C3 

0147 C3 

0148 



DISK STATUS PROC NEAR 

MOV »DSKETTE STATUS, AH 

CALL SETUP_ENB 

MOV BX.SI 

MOV AL.BL 

RET 

DISK_STATUS ENDP 



t PUT BACK FOR SETUP END 
| VARIOUS CLEANUPS 
t GET SAVED AL TO BL 
I PUT BACK FOR RETURN 



DISK_READ (AH * 02H) 
DISKETTE READ. 



|BP] 

BKJ: 



= DRIVE # 

x HEAD * 

» # OF SECTORS 

« BUFFER SEGMENT 

s SECTOR # 

a TRACK * 

x BUFFER OFFSET 



•DSKETTE STATUS, CY REFLECT STATUS OF OPERATION 



0148 

0148 80 26 003F R 7F 

014D B8 E646 

0150 E8 04AE R 

0153 C3 

0154 



DISK READ PROC NEAR 

AND VMOTOR STATUS, 1 1 1 1 I 1 IB J INDICATE A READ OPERATION 

MOV AX.0E646H J AX = NEC COMMAND, DMA COMMAND 

CALL RD WR_VF | COMMON READ /WRITE/ VERIFY 

RET 

DISK_READ ENDP 

DISK WRITE (AH x 03H) 

~ DISKETTE WRITE. 
ON ENTRY J Dl s DRIVE # 

SI-HI = HEAD # 

SI -LOW x # OF SECTORS 

ES s BUFFER SEGMENT 

[BP] x SECTOR • 
BP+ll x TRACK # 
BP+2] = BUFFER OFFSET 



ON EXITt 



•DSKETTE_STATUS , CY REFLECT STATUS OF OPERATION 



0154 

0154 B8 C54A 

0157 80 OE 003F R 80 

015C E8 04AE R 

01SF C3 

0160 



CALL 
RET 
DISK WRITE 



PROC NEAR 

AX.0C54AH 

•MOTOR STATUS , 1 0000000B 

RD WR VF 



t AX = NEC COMMAND, DMA COMMAND 
t INDICATE WRITE OPERATION 
t COMMON READ /WRITE /VERIFY 



ON EXITt 



Dl x DRIVE * 
SI-HI » HEAD * 
SI -LOW = * OF SECTORS 
ES x BUFFER SEGMENT 

[BP] x SECTOR * 
BP+ll x TRACK * 
BP+2] x BUFFER OFFSET 

•DSKETTE_STATUS, CY REFLECT STATUS OF OPERATION 



0160 

0160 80 26 003F R 7F 

0165 B8 E642 

0168 E8 04AE R 

0I6B C3 

016C 



DISK VERF 

AND 
MOV 
CALL 
RET 

DISK VERF 



PROC NEAR 
•MOTOR_STATUS ,011 
AX.0E642H 
RD_WR_VF 

ENDP 



It IB ; INDICATE A READ OPERATION 

J AX x NEC COMMAND, DMA COMMAND 
t COMMON READ /WRITE /VERIFY 



DISK FORMAT (AH = 05H) 

~ DISKETTE FORMAT. 
ON ENTRYt Dl x DRIVE # 

SI -HI x HEAD * 

SI -LOW x # OF SECTORS 

ES x BUFFER SEGMENT 

!BP] x SECTOR * 
BP+ 1 1 x TRACK * 
BP+2] x BUFFER OFFSET 
•DISK_POINTER POINTS TO THE PARAMETER TABLE OF 
THIS DRIVE 



ON EXITt 



•DSKETTE_STATUS, CY REFLECT STATUS OF OPERATION 



016C 
016C 
016F 
0172 
0177 
017A 
017C 
017F 
0182 
0184 
0187 
0187 
018A 
018C 
018E 
0191 
0193 
0196 
0197 
0199 
0I9C 
019F 
01 At 
01A4 
01A7 
01A9 
01 AC 



E8 040F R 

E8 059B R 

80 OE 003F R 80 

E8 05E9 R 

72 3F 

E8 03D8 R 

E8 063D R 

74 03 

E8 0624 R 

E8 06AD R 

72 2F 

B4 4D 

E8 0700 R 

72 28 

B8 01BB R 

50 

B2 03 

E8 0905 R 

E8 09F8 R 

B2 04 

E8 0905 R 

E8 09F8 R 

B2 07 

E8 0905 R 

E8 09F8 R 



DISK_FORMAT 
CALL 
CALL 



PROC NEAR 

XLAT NEW | TRANSLATE STATE TO PRESENT ARCH. 

FMT TNIT J ESTABLISH STATE IF UNESTABLISHED 

•MOTOR STATUS, 10000000B J INDICATE WRITE OPERATION 

MED CHANGE » CHECK MEDIA CHANGE AND RESET IF SO 

FM 50N t MEDIA CHANGED, SKIP 

SEND SPEC » SEND SPECIFY COMMAND TO NEC 

chk Castrate t zfx i attempt rate i s same as last rate | 

FM Wr I yes, skip specify command 

SEND RATE j SEND DATA RATE TO CONTROLLER 



MOV 

PUSH 

MOV 

CALL 

CALL 

MOV 

CALL 

CALL 

MOV 

CALL 

CALL 



FMTDMA SET 

FM DON" 

AHT04DH 

NEC INIT 

FM CON 

AX70FFSET FM DON 

AX 

DL.3 

GET PARM 

NEC~OUTPUT 

DL,? 

GET PARM 

NEC-OUTPUT 

DL,? 

GET PARM 

NEC OUTPUT 



t SET UP THE DMA FOR FORMAT 

J RETURN WITH ERROR 

j ESTABLISH THE FORMAT COMMAND 

| INITIALIZE THE NEC 

; ERROR - EXIT 

t LOAD ERROR ADDRESS 

j PUSH NEC OUT ERROR RETURN 

J BYTES /SECTOR VALUE TO NEC 



J SECTORS /TRACK VALUE TO NEC 
J GAP LENGTH VALUE TO NEC 
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680 


01AF 


B2 


08 


681 


01B1 


E8 


0905 R 


682 


0IB4 


E8 


09F8 R 


663 


01B7 


58 




684 


01B8 


E8 


075B R 


685 


0IBB 






686 


OIBB 


E8 


0435 R 


687 


OIBE 


E8 


0654 R 


688 


01C1 


8B 


DE 


689 


0IC3 


8A 


C3 


690 


01C5 


C3 




691 


01C6 






692 








693 








694 








695 








696 








697 








698 








699 


01C6 






700 


01C6 


SB 


C6 


701 


01C8 


B4 


01 


702 


01CA 


88 


26 0041 R 


703 


01CE 


F9 




704 


01CF 


C3 




705 


01D0 






706 








707 








708 








709 








710 








711 








712 








713 








714 








715 








716 








717 








718 








719 








720 








721 








722 








723 








724 








725 








726 








727 








728 








729 


01D0 






730 


01D0 


E8 


040F R 


731 


0ID3 


C7 


46 02 0000 


732 


01D8 


A1 


0010 R 


733 


01DB 


24 


CI 


f34 


01 DO 


BZ 


02 


735 


OIDF 


3C 


41 


736 


01E1 


74 


06 


737 








738 


01E3 


FE 


CA 


739 


01E5 


3C 


01 


740 


01E7 


75 


6A 


741 








742 


01E9 


88 


56 04 


743 


OIEC 


83 


FF 01 


744 


01EF 


77 


66 


745 


01F1 


C6 


46 05 01 


746 


01F5 


E8 


08EC R 


747 


0IF8 


72 


16 


748 


01FA 


OA 


CO 


749 


01FC 


74 


12 


750 


01FE 


E8 


03B8 R 


751 


0201 


72 


OD 


752 


0203 


88 


46 02 


753 


0206 


2E 


8A 4F 04 


754 


020A 


2E 


8A 6F OB 


755 


020E 


EB 


32 


756 








757 


0210 






758 


0210 


8A 


A5 0090 R 


759 


0214 


F6 


C4 10 


760 


0217 


74 


3E 


761 








762 


0219 






763 


0219 


80 


E4 CO 


764 


021C 


80 


FC 80 


765 


021F 


75 


54 


766 








767 








768 








769 


0221 


BO 


01 


770 


0223 


E8 


03B8 R 


771 


0226 


2E 


8A 4F 04 


772 


022A 


2E 


6A 6F OB 


773 


022E 


F6 


85 0090 R 


774 


0233 


74 


OD 


775 








776 








777 








778 


023S 






779 


0235 


BO 


04 


780 


0237 


E8 


03B8 R 


781 


023A 


2E 


8A 4F 04 


782 


023E 


2E 


8A 6F OB 


783 








784 


0242 






785 


0242 


89 


4E 00 


786 


0245 


89 


5E 06 


787 


0248 


8C 


C8 


788 


024A 


8E 


CO 


789 








790 


024C 


E8 


0435 R 


791 


024F 


33 


CO 


792 


0251 


F8 




793 


0252 


C3 





MOV 


DL.8 


CALL 


GET PARM 


CALL 


NEC OUTPUT 


POP 


AX 


CALL 


NEC TERM 


FM DON: 




CALL 


XLAT OLD 


CALL 


SETUP END 


MOV 


BX,S1~ 


MOV 


AL.BL 


RET 




DISK FORMAT 


ENDP 



J FILLER BYTE TO NEC 



J TRANSLATE STATE TO COMPATIBLE MODE 
J VARIOUS CLEANUPS 
I GET SAVED AL TO BL 
J PUT BACK FOR RETURN 



FNC ERR 

~ INVALID FUNCTION REQUESTED OR 
SET BAD COMMAND IN STATUS. 



ON EXIT: 



NVALID DRIVE; 
•DSKETTE STATUS, CY REFLECT STATUS OF OPERATION 



FNC ERR PROC NEAR 

MOV AX, SI 

MOV AH, BAD CMD 

MOV »DSKETTE STATUS, AH 
STC 
RET 

FNC ERR ENDP 



I INVALID FUNCTION REQUEST 

; RESTORE AL 

I SET BAD COMMAND ERROR 

; STORE IN DATA AREA 

t SET CARRY INDICATING ERROR 



DISK PARMS (AH = 08H) 

~ READ DRIVE PARAMETERS. 
ON ENTRY: 

DI = DRIVE * 
ON EXIT: 

CL/[BP] 



CH/[BP+1] 
BL/[BP+2] 

BH/[BP+3 
DL/[BP+4 
DH/IBP+5 
DI/[BP+6 



= BITS 7 A 6 HIGH 2 BITS OF MAX CYLINDER 

BITS 0-5 MAX SECTORS /TRACK 
s LOW 8 BITS OF MAX CYLINDER 
= BITS 7-4 » 

BITS 3-0 » VALID CMOS DRIVE TYPE 
= 

a * DRIVES INSTALLED 
= MAX HEAD # 

a OFFSET OF MED I A /DRIVE PARAMETER TABLE 
= SEGMENT OF MEDIA/DRIVE PARAMETER TABLE 



THE ABOVE INFORMATION IS STORED IN THE USERS STACK AT 
THE LOCATIONS WHERE THE MAIN ROUTINE WILL POP THEM 
INTO THE APPROPRIATE REGISTERS BEFORE RETURNING TO THE 
CALLER. 



DISK PARMS 


PROC NEAR 


CALL 


XLAT NEW 


MOV 


WORD~PTR [BP+2],0 


MOV 


AX, "EQUIP FLAG 


AND 


AL.1 I00000~1B 


MOV 


DL.2 


CMP 


AL, 01 00000 IB 


JZ 


STO_DL 


DEC 


DL 


CMP 


AL.00000001B 


JNZ 


NON_DRV 


STO DL: MOV 


[BP+4],DL 


CMP 


DI,t 


JA 


NON DRV1 


MOV 


BYTE PTR[BP+5],1 


CALL 


CMOS TYPE 


JC 


chk Est 


OR 


AL,A*L 


JZ 


CHK EST 


CALL 


dr Type check 


JC 


chK est 


MOV 


[BP+2],AL 


MOV 


CL.CS: [BXl.MD SEC TRK 


MOV 


CH,CS:[BX].MD MAX~TRK 


JMP 


SHORT STO CX 


CHK_EST: 





MOV AH.ODSK STATE [D I] 
TEST AH, MED 5ET 
JZ NON DRVl 



AH, RATE MSK 
AH,RATE~250 
USE EST? 



TRANSLATE STATE TO PRESENT ARCH. 

DRIVE TYPE = 

LOAD EQUIPMENT FLAG FOR # DISKETTES 

KEEP DISKETTE DR I VP HITS 

DISKETTE DRIVES = 2 

2 DRIVES INSTALLED ? 

IF YES JUMP 

DISKETTE DRIVES s 1 
1 DRIVE INSTALLED ? 
IF NO JUMP 

STORE NUMBER OF DRIVES 

CHECK FOR VALID DRIVE 

DRIVE INVALID 

MAXIMUM HEAD NUMBER = 1 

RETURN DRIVE TYPE IN AL 

ON CMOS BAD CHECK ESTABLISHED 

TEST FOR NO DRIVE TYPE 

JUMP IF SO 

RTN CS:BX = MED I A /DRIVE PARAM TBL 

TYPE NOT IN TABLE (POSSIBLE BAD CMOS) 

STORE VALID CMOS DRIVE TYPE 

GET SECTOR /TRACK 

GET MAX. TRACK NUMBER 

CMOS GOOD, USE CMOS 



LOAD STATE FOR THIS DRIVE 

CHECK FOR ESTABLISHED STATE 

CMOS BAD /I NVALID AND UNESTABL I SHED 



ISOLATE STATE 

RATE 250 ? 

NO, GO CHECK OTHER RATE 



DATA RATE IS 250 KBS, TRY 360 KB TABLE FIRST 



MOV 

CALL 

MOV 

MOV 

TEST 

JZ 



|— IT IS 1 

PARM 144: 

MOV 
CALL 
MOV 
MOV 



MOV 
MOV 
MOV 
MOV 

DP OUT: CALL 
XOR 
CLC 
RET 



AL.OI 

DR TYPE CHECK 

CL7CS:[ BXl.MD SEC_TRK 

CH.CS :[BXj.MD~MAX TRK 

•DSK STATE [D I T, TRK CAPA 

STO_EX 

44 MB DRIVE 



J DRIVE TYPE 1 (360KB) 

I RTN CS:BX = MED I A /DRIVE PARAM TBL 

I GET SECTOR /TRACK 

I GET MAX. TRACK NUMBER 

J 80 TRACK ? 

t MUST BE 360KB DRIVE 



AL,04 

DR TYPE CHECK 
CLTCSj[§X].MD SEC TRK 
CH.CS :[BX].MD MAX~TRK 



BPJ.CX 
[BP+6],BX 
AX.CS 
ES.AX 



; DRIVE TYPE 4 (1 .44MB) 

i RTN CS:BX = MEDIA/DRIVE PARAM TBL 

t GET SECTOR /TRACK 

| GET MAX. TRACK NUMBER 



; SAVE IN STACK FOR RETURN 
I ADDRESS OF MEDIA/DRIVE PARM TABLE 
t SEGMENT MEDIA/DRIVE PARAMETER TABLE 
I ES IS SEGMENT OF TABLE 
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794 
795 
796 
797 
798 
799 
800 



802 
803 
804 
805 
806 
807 
808 
809 
8)0 
81 I 
812 
813 
814 
815 
816 
817 
818 
819 
820 
821 
822 
823 
824 
825 
826 
827 
828 
829 
830 
831 
832 
833 
834 
835 
836 
837 
838 
839 
840 
841 
842 
843 
844 
845 
846 
847 
848 
849 
850 
851 
852 
853 
854 
855 
856 
857 
858 
859 
860 
861 
862 
863 



NO DRIVE PRESENT HANDLER 



BYTE PTR [BP+4),0 



t CLEAR NUMBER OF DRIVES 



0257 

0257 81 FF 0080 

025B 72 09 



FIXED DISK REQUEST FALL THROUGH ERROR 



025D E8 0435 R 
0260 BB C6 
0262 B4 01 

0264 F9 

0265 C3 

0266 

0266 33 CO 
0268 89 46 00 
026B 88 66 05 
026E 89 46 06 
0271 8E CO 
0273 EB D7 



0275 

0275 BO 02 
0277 E8 03B8 R 
027A 2El 8A 4F 04 
027E 2Et 8A 6F OB 
0282 80 FC 40 
0285 74 BB 
0287 EB AC 



CALL 

MOV 

MOV 

STC 

RET 



XOR 
MOV 
MOV 
MOV 
MOV 



XLAT OLD 

AX.ST 

AH, BAD CMD 



AX, AX 

iBPl.AX 
BP+51.AH 
BP+6],AX 
ES.AX 
SHORT DP OUT 



I ELSE TRANSLATE TO COMPATIBLE MODE 

t RESTORE AL 

I SET BAD COMMAND ERROR 

i SET ERROR RETURN CODE 



t CLEAR PARMS IF NO DRIVES OR CMOS BAD 

I TRACKS, SECTORS /TRACK a 

I HEAD a 

t OFFSET TO DISK BASE * 

I ES IS SEGMENT OF TABLE 



t DATA RATE IS EITHER 300 KBS OR 500 KBS, TRY 1.2 MB TABLE FIRST 



0289 



0289 

0289 E8 040F R 
028C 8A 85 0090 R 

0290 OA CO 
0292 74 13 
0294 B4 Ot 
0296 A8 01 
0298 74 02 
029A B4 02 

029C 

029C 50 

029D E8 0435 R 

02A0 58 

02A1 F8 

02A2 8B DE 

02A4 8A C3 

02A6 C3 

02A7 

02A7 32 E4 

02A9 EB F1 

02AB 



MOV 

CALL 

MOV 

MOV 

CMP 



DISK PARMS 



AL.02 

DR TYPE CHECK 

CL7CSt[BX].MD SEC TRK 

CH , CS i [ BX ] . MD~MAX~TRK 

AH, RATE 300 ~ 

STO CX 

SHORT PARM144 

ENDP 



t DRIVE TYPE 2 (1.2MB) 

I RTN CStBX * MED I A /DRIVE PAR AM TBL 

I GET SECTOR /TRACK 

t GET MAX. TRACK NUMBER 

| RATE 300 ? 

j MUST BE 1 .2MB DRIVE 

1 ELSE, IT IS 1.44MB DRIVE 



| DISK TYPE (AH a 15H) 

J "THIS ROUTINE RETURNS THE TYPE OF MEDIA 

I ON ENTRYl Dl a DRIVE # 



AH a DRIVE TYPE, CYaO 



DISK TYPE 

CALL 
MOV 



PROC NEAR 

XLAT NEW 

AL,»5SK STATE[DI] 

AL.AL 

NO DRV 

ahTnochgln 
al.trk capa 

DT BACK 

ahTchgln 



CLC 
MOV 
MOV 
RET 

NO DRVt 

XOR 
JMP 

DISK TYPE ENDP 



j TRANSLATE STATE TO PRESENT ARCH. 

j GET PRESENT STATE INFORMATION 

I CHECK FOR NO DRIVE 

I 

I NO CHANGE LINE FOR 40 TRACK DRIVE 

t IS THIS DRIVE AN 80 TRACK DRIVE? 

I IF NO JUMP 

I CHANGE LINE FOR 80 TRACK DRIVE 



» SAVE RETURN VALUE 

j TRANSLATE STATE TO COMPATIBLE MODE 

I RESTORE RETURN VALUE 

I NO ERROR 

J GET SAVED AL TO BL 

j PUT BACK FOR RETURN 



I NO DRIVE PRESENT OR UNKNOWN 



867 
868 
869 
870 
871 
872 
873 
874 
875 
876 
877 
878 
879 
880 
881 
882 
883 
884 
885 
886 
887 
888 
889 
890 
891 
892 
893 
894 
895 
896 
897 
898 
899 
900 
901 
902 
903 
904 
905 
906 
907 



02AB 

02AB E8 040F R 

02AE 8A 85 0090 R 

02B2 OA CO 

02B4 74 19 

02B6 AS 01 

02B8 74 05 



02BF C6 06 004 1 R 06 

02C4 E8 0435 R 
02C7 E8 0854 R 
02CA 8B DE 
02CC 8 A C3 
02CE C3 

02CF 

02CF 80 OE 0041 R 80 

02D4 EB EE 

02D6 



ON ENTRY t 
ON EXIT! 



DISK_CHANGE 
CALL 
MOV 



TEST 
JZ 

DCO t CALL 



SETITj 
FINIS: 



MOV 

CALL 

CALL 

MOV 

MOV 

RET 



AH a ©DSKETTE STATUS 

00 - DISR CHANGE LINE INACTIVE, CY ■ 
06 - DISK CHANGE LjNE ACTIVE, CY a 1 

PROC NEAR 

XLAT NEW 

AL,»BSK ST ATE ID I] 



DC NON 
AL.TRK CAPA 
SETIT ~ 



J TRANSLATE STATE TO PRESENT ARCH. 

t GET MEDIA STATE INFORMATION 

t DRIVE PRESENT ? 

t JUMP IF NO DRIVE 

t 80 TRACK DRIVE ? 

t IF SO , CHECK CHANGE LINE 



ODSKETTE_STATUS , MED I A_CHANGE 



INDICATE MEDIA REMOVED 



XLAT OLD 
SETUP END 
BX.SI" 
AL,BL 



•DSKETTE STATUS, TIM 

SHORT FlRlS 

ENDP 



I TRANSLATE STATE TO COMPATIBLE MODE 
I VARIOUS CLEANUPS 
I GET SAVED AL TO BL 
» PUT BACK FOR RETURN 



I SET TIMEOUT, NO DRIVE 



FORMAT SET (AH a 17H) 

This routine is used to establish the type of 
media to be used for the following format operation. 



•DSKETTE STATUS REFLECTS STATUS 
AH a »DSRETTE STATUS 
CY a 1 IF ERR5R 
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908 
909 
910 
91 I 
912 
913 
914 
915 
916 
917 
918 
919 
920 
921 
922 
923 
924 
925 
926 
927 
928 
929 
930 
931 
932 
933 
934 
935 
936 
937 
938 



02D6 

02D6 E8 040F R 

02D9 56 

02DA 8B C6 

02DC 32 E4 

02DE 8B F0 

02E0 80 A5 0090 R OF 

02E5 4E 

02E6 75 07 

02E8 80 8D 0090 R 90 

02ED EB 37 

02EF 

02EF E8 05E9 R 

02F2 80 3E 0041 R 80 

02F7 74 2D 

02F9 4E 

02FA 75 07 

02FC 80 8D 0090 R 70 

0301 EB 23 

0303 

0303 4E 

0304 75 07 

0306 80 8D 0090 R 10 
030B EB 19 



FORMAT_SET 

CALL 

PUSH 

MOV 

XOR 

MOV 

AND 

DEC 

JNZ 

OR 



030D 
030D 4E 
030E 75 20 

0310 F6 85 0090 R 04 

0315 74 09 

0317 BO 50 

0319 F6 85 0090 R 02 

031E 75 02 



NOT 320 12t 
DEC 
JNZ 



MOV 

TEST 

JNZ 



XLAT_NEW | TRANSLATE STATE TO PRESENT ARCH. 

SI | SAVE DASD TYPE 

AX, SI ; AH = ? , AL = DASD TYPE 

AH, AH $ AH = , AL * DASD TYPE 

SI, AX J SI = DASD TYPE 

•DSK STATE[DI],NOT MED DET+DBL STEP+RATE_MSK | CLEAR STATE 

SI ; CHECK FOR 320/360K MEDIA & DRIVE 

NOT 320 | BYPASS IF NOT 

•DSK STATE[DI],MED DET+RATE 250 | SET TO 320/360 

SHORT SO 

MED CHANGE ; CHECK FOR TIME OUT 

•DSRETTE_STATUS , T I ME_OUT 

50 | IF TIME OUT TELL CALLER 

51 | CHECK FOR 320/360K IN I .2M DRIVE 
NOT 320 12 J BYPASS IF NOT 

•DSR STATE[DI],MED DET+DBL STEP+RATE 300 | SET STATE 
SHORT SO ~ 

SI ; CHECK FOR 1 .2M MEDIA IN 1.2M DRIVE 

NOT 12 J BYPASS IF NOT 

•DSR STATE[DI],MED_DET+RATE 500 | SET STATE VARIABLE 
SHORT SO J RETURN TO CALLER 



FS_ERR 

•DSK STATE [D I], DRV DET ; DRIVE DETERMINED ? 

ASSUME ~ J IF STILL NOT DETERMINED ASSUME 

AL.MED DET+RATE 300 

•DSK STATE[DIl,F"MT CAPA J MULTIPLE FORMAT CAPABILITY ? 

OR IT IN J IF 1.2 M THEN DATA RATE 300 



952 
953 
954 
955 
956 
957 
958 
959 
960 



0326 E8 0435 R 

0329 E8 0854 R 
032C SB 

032D 8A C3 
032F C3 

0330 

0330 C6 06 0041 R 01 
0335 EB EF 



MOV 

OR IT INl 
OR 

SO I CALL 

CALL 
POP 
MOV 
RET 

FS ERR! 

MOV 
JMP 

FORMAT SET 



AL.MED DET+RATE 250 



•DSK_STATE[DI],AL 



I OR IN THE CORRECT STATE 

I TRANSLATE STATE TO COMPATIBLE MODE 
I VARIOUS CLEANUPS 
J GET SAVED AL TO BL 
J PUT BACK FOR RETURN 



964 
965 


SET MEDIA (AH = I8H) : 


966 




THIS ROUTINE SETS THE TYPE OF MEDIA AND DATA RATE j 


967 




TO BE USED FOR THE FOLLOWING FORMAT OPERATION. t 


968 


ON 


ENTRY : t 


969 




IBP] s SECTOR PER TRACK : 


970 




[BP+1] = TRACK # : 


971 




Dl s DRIVE # s 


972 


ON 


EXIT: J 


973 




•DSKETTE STATUS REFLECTS STATUS I 


974 




IF NO ERROR t : 


975 




AH s S 


976 




CY = : 


977 




ES = SEGMENT OF MEDIA /DRIVE PARAMETER TABLE 1 


978 




DI/[BP+6] = OFFSET OF MEDIA/DRIVE PARAMETER TABLE J 


979 




IF ERROR t I 


980 




AH * ©DSKETTE STATUS t 


981 




CY * 1 J 



983 
984 
985 
986 
987 



992 

993 

994 

995 

996 

997 

998 

999 

1000 

1001 

1002 

1003 

1004 

1005 

1006 

1007 

1008 

1009 

1010 

1011 

1012 

1013 

1014 

1015 

1016 

1017 

1018 

1019 

1020 

1021 



0337 
0337 
033A 
033F 
0341 
0344 
0349 
034B 
0350 
0350 
0353 
0355 
0357 
0359 
035C 
035E 
035F 
0361 
0364 
0364 
0369 
036C 
036E 



0370 2El 8B BF 000 1 R 

0375 2Et 8A 65 04 

0379 38 66 00 

037C 75 09 

037E 2Et 8A 65 OB 

0382 38 66 01 

0385 74 OD 

0387 

0387 83 C3 03 

038A E2 D8 

038C 5F 

038D 

038D C6 06 0041 R OC 

0392 EB ID 



E8 040F R 

F6 85 0090 R 01 

74 OF 

E8 05E9 R 

80 3E 0041 R 80 

74 66 

C6 06 0041 R 00 

E8 08EC R 
72 38 
OA CO 
74 58 
E8 03B8 R 
72 2F 
57 



2El 8A A7 0000 R 
80 E4 7F 
3A C4 



SET MEDIA 

CALL 
TEST 



CALL 
JC 

PUSH 
XOR 
MOV 
DR_SEARCH» 
MOV 
AND 
CMP 
JNE 

MOV 

MOV 
CMP 
JNE 
MOV 
CMP 
JE 

NXT MD: 

ADD 
LOOP 
POP 

MD NOT FNDt 

~ MOV 

JMP 



PROC NEAR 

XLAT NEW ; TRANSLATE STATE TO PRESENT ARCH. 

•DSK STATE[DI],TRK CAPA | CHECK FOR CHANGE LINE AVAILABLE 

SM CBfoS ! JUMP IF 40 TRACK DRIVE 

MED" CHANGE ; RESET CHANGE LINE 

•DSKETTE_STATUS,TIME_OUT j IF TIME OUT TELL CALLER 

SM RTN 

•DS"KETTE STATUS, | CLEAR STATUS 



cmos type 
md not fnd 
alTal 

SM RTN 

DR~TYPE CHECK 

MD~NOT FND 

DI~ 

BX.BX 

CX,DR_CNT 

AH.CSlDR TYPE[BX] 
AH.BIT70FF 
AL.AH 
NXT MD 



I RETURN DRIVE TYPE IN (AL) 

; ERROR IN CMOS 

; TEST FOR NO DRIVE 

I RETURN IF SO 

; RTN CStBX = MEDIA/DRIVE PARAM TBL 

t TYPE NOT IN TABLE (BAD CMOS) 

; SAVE REG. 

I BX = INDEX TO DR_TYPE TABLE* 

J CX = LOOP COUNT 

; GET DRIVE TYPE 

J MASK OUT MSB 

I DRIVE TYPE MATCH ? 

J NO, CHECK NEXT DRIVE TYPE 



DI.CS J WORD PTR DR_TYPE[BX+ 1 ] $ Dl = MED I A /DRIVE PARAMETER TABLE 

AH,CSt[DI].MD SEC TRK 

[BP1.AH 

NXT MD 

AH,C"S«[DI].MD MAX_TRK 

[BP+1], AH 

MD FND 



I GET SECTOR /TRACK 

I MATCH ? 

J NO, CHECK NEXT MEDIA 

I GET MAX. TRACK # 

t MATCH ? 

I YES, GO GET RATE 

BX.3 ; CHECK NEXT DRIVE TYPE 

DR SEARCH 

DI~ | RESTORE REG. 

•DSKETTE_STATUS,MED_NOT_FND J ERROR, MEDIA TYPE NOT FOUND 

SHORT SM_RTN ; RETURN 
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1022 
1023 

1024 0394 2El 8A 45 0C MOV 

1025 0398 3C 40 CMP 

1026 039A 75 02 JNE 

1027 039C 0C 20 
1028 
1029 
1030 



1031 
1032 
1033 
1034 
1035 
1036 
1037 
1038 
1039 
1040 
1041 
1042 
1043 
1044 
1045 
1046 
1047 
1048 
1049 
1050 
1051 
1052 
1053 
1054 
1055 
1056 
1057 
1058 
1059 
1060 
1061 
1062 
1063 
1064 
1065 
1066 
1067 
1068 
1069 
1070 
1071 
1072 
1073 
1074 
1075 
1076 
1077 
1078 
1079 
1080 
1081 
1082 
1083 
1084 
1085 
1086 
1087 
1088 
1089 
1090 
1091 
1092 
1093 
1094 
1095 
1096 
1097 
1098 
1099 
1100 
1101 
1102 
1 103 
1104 
1105 

I 106 
1107 
1108 
1109 

II 10 
1111 
11 12 
11 13 
11 14 



0394 
0394 
0398 
039A 
039C 
039E 
039E 
03AI 
03A3 
03A4 
03A9 
03AD 
03AF 
03B1 
03BI 
03B4 
03B7 
03B8 



80 A5 0090 R OF 
08 85 0090 R 
8C C8 
8E CO 



AL,CSt[DI].MD RATE 
AL,RATE_300 ~ 
MD SET 

ai_7dbl_step 

[bp+61.di { save table pointer in stack 

al.med det ; set mesia established 

Dl | RESTORE REG. 

•DSK STATElDIl.NOT MED DET+DBL STEP+RATE_MSK ; CLEAR STATE 

•DSK~STATE[dI],AL J SET STATE 

AX.CS" ; SEGMENT MEDIA /DRIVE PARAMETER TABLE 

ES.AX | ES IS SEGMENT OF TABLE 



CALL 
CALL 
RET 



DR_TYPE CHECK 

CRECK IF THE GIVEN DRIVE TYPE IN REGISTER (AD 

IS SUPPORTED IN BIOS DRIVE TYPE TABLE 
ON ENTRY! 

AL * DRIVE TYPE 
ON EXITt 

CS « SEGMENT OF MED I A /DRIVE PARAMETER TABLE (CODE) 

CY s DRIVE TYPE SUPPORTED 

BX « OFFSET TO MED I A /DRIVE PARAMETER TABLE 

CY ■ 1 DRIVE TYPE NOT SUPPORTED 
REGISTERS ALTERED! BX 



0388 
03B8 
03B9 
03BA 
03BC 
03BF 
03BF 
03C4 
03C6 
03C8 
03CB 
03CD 
03CE 
03DO 
03DO 
03D5 
03D5 
03D6 
03D7 
03D8 



03D8 
03D8 
03D9 
03DC 
03DD 
03DF 
03E2 
03E4 
03E7 
03EA 
03EC 
03EF 
03F2 
03F3 
03F3 
03F4 
03F5 



PROC 



NEAR 



2Ei 8A A7 0000 R 

3A C4 

74 08 

83 C3 03 

E2 F2 

F9 

EB 05 

2Ei 8B 9F 0001 R 



AH,CStDR_TYPE[BX] 

AL.AH 

DR TYPE VALID 

BXT3 

TYPE CHK 



SHORT TYPE_RTN 

BX.CSiWORD PTR DR_TYPE[BX+1 



I GET DRIVE TYPE 

J DRIVE TYPE MATCH ? 

; YES, RETURN WITH CARRY RESET 

J CHECK NEXT DRIVE TYPE 

! DRIVE TYPE NOT FOUND IN TABLE 
( BX = MEDIA TABLE 



50 

B4 03 

E8 09F8 R 

2A D2 

E8 0905 R 

E8 09F8 R 

B2 01 

E8 0905 R 

E8 09F8 R 

58 



DR_TYPE CHECK 

PUSH 

PUSH 

XOR 

MOV 
TYPE_CHKi 

MOV 

CMP 

JE 

ADD 

LOOP 

STC 

JMP 
DR TYPE VALID! 

"MOV 
TYPE RTN! 

POP CX 

POP AX 

RET 
DR_TYPE_CHECK ENDP 

, 

| SEND_SPEC 

| SEND THE SPECIFY COMMAND TO CONTROLLER USING DATA FROM 

I THE DRIVE PARAMETER TABLE POINTED BY »DISK POINTER 

i ON ENTRY! ©DISK POINTER = DRIVE PARAMETER TABLE 

I ON EXIT ! NONE " 

; REGISTERS ALTERED! CX, DX 

»- 

" ND_SPEC PROC NEAR 

I SAVE AX 

I LOAD ERROR ADDRESS 

; PUSH NEC OUT ERROR RETURN 

! SPECIFY COMMAND 

J OUTPUT THE COMMAND 

| FIRST SPECIFY BYTE 

I GET PARAMETER TO AH 

I OUTPUT THE COMMAND 

I SECOND SPECIFY BYTE 

I GET PARAMETER TO AH 

! OUTPUT THE COMMAND 

J POP ERROR RETURN 

J RESTORE ORIGINAL AX VALUE 



, 

; SEND SPEC MD 

i ~ SEND" THE SPECIFY COMMAND TO CONTROLLER USING DATA FROM 

t THE MED I A /DRIVE PARAMETER TABLE POINTED BY (CS!BX) 

i ON ENTRY! CSiBX a MED I A /DRIVE PARAMETER TABLE 

| ON EXIT i NONE 

t REGISTERS ALTERED! AX 



SEND SPEC 


PROC NE 


PUSH 


AX 


MOV 


AX, OFFSET 


PUSH 


AX 


MOV 


AH.03H 


CALL 


NEC OUTPUT 


SUB 


DL.CL 


CALL 


GET PARM 


CALL 


NEC OUTPUT 


MOV 


DL.T 


CALL 


GET PARM 


CALL 


NEC OUTPUT 


POP 


AX "" 


SPECBACl 




POP 


AX 


RET 




SEND SPEC 


ENDP 



11 19 
1120 
1121 
1122 



03F5 

03F5 50 

03F6 B8 040D R 

03F9 50 

03FA B4 03 

03FC E8 09F8 R 

03FF 2E! 8A 27 

0402 E8 09F8 R 

0405 2Ei 8A 67 01 

0409 E8 09F8 R 

040C 58 

040D 

040D 58 

040E C3 

040F 



SEND SPEC MD 


PROC NEAR 


POSH 


AX 


MOV 


AX, OFFSET SPEC ESBA 


PUSH 


AX 


MOV 


AH.03H 


CALL 


NEC OUTPUT 


MOV 


AH,C"Si[BX].MD SPEC1 


CALL 


NEC OUTPUT 


MOV 


AH,CSl[BX].MD SPEC2 
NEC OUTPUT 


CALL 


POP 


AX 


SPEC ESBACi 




POP 


AX 


RET 




SEND SPEC MD 


ENDP 



J SAVE RATE DATA 

S LOAD ERROR ADDRESS 

J PUSH NEC OUT ERROR RETURN 

i specify Command 

j OUTPUT THE COMMAND 

} GET 1ST SPECIFY BYTE 

i OUTPUT THE COMMAND 

; GET SECOND SPECIFY BYTE 

J OUTPUT THE COMMAND 

I POP ERROR RETURN 

J RESTORE RATE 
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1 1 25 PAGE 

1126 

1127 

1128 

1129 

1130 

1131 

1132 

1133 

1134 

1135 

1136 

1137 0419 74 16 

1138 

1139 

1140 

1141 

1142 

1143 



XLAT NEW 

~ TRANSLATES DISKETTE STATE LOCATIONS FROM COMPATIBLE 
MODE TO NEW ARCHITECTURE. 



I 040F 
t 040F I 
> 0412 : 



J ON ENTRY: 
XLAT NEW 



BD 0090 R 00 



♦ ID 



114 
1145 
1146 
1147 
1148 
1149 
1150 
1151 
1152 
1153 
1154 
II 55 
1 156 
1157 
1 158 
1159 
1160 
1 161 
1162 
It 63 
1 164 
1165 
1166 
1167 
1168 
1169 
1170 
1171 
1172 
1173 
1174 
1175 
t 176 
I 177 
1178 
1179 
1180 
1161 
1182 
1 183 
1184 
1185 
1186 
1167 
1166 
1169 
1 190 
1191 
1192 
1193 
1194 
1195 
1196 
1197 
1198 
1 199 
1200 
1201 
1202 
1203 
1204 
1205 
1206 
1207 
1208 
1209 
1210 
1211 



1214 
1215 
1216 
1217 
1216 
1219 
1220 
1221 
1222 
1223 
1224 
1225 
1226 
1227 
1226 
1229 
1230 
1231 
1232 



0420 
0423 
0425 
0427 
042C 
0430 
0430 



SB CF 

CO El 02 

AO 008F R 

02 C8 

24 07 

80 AS 0090 R F8 

06 85 0090 R 

C3 



MOV 
SHL 
MOV 
ROR 
AND 
AND 



0431 

0431 E8 0B32 R 

0434 C3 



0435 

0435 83 FF 01 

0438 77 73 

043A 80 BD 0090 R 00 

043F 74 6C 



0441 8B CF 

0443 CO El 02 

0446 B4 02 

0448 D2 CC 

044A 84 26 006F R 

044E 75 16 



04S0 B4 07 
0452 D2 CC 
0454 F6 D4 
0456 20 26 008F R 



045A 6A 85 0090 R 

045E 24 07 

0460 D2 C8 

0462 08 06 006F R 



0466 

0466 8A A5 0090 R 

046A 6A FC 

046C 80 E4 CO 

046F 80 FC 00 

0472 74 10 

0474 BO 01 

0476 80 FC 40 

0479 75 16 

047B F6 C7 20 

047E 75 ID 



0484 E8 08EC R 
0487 72 F7 
0489 3C 02 
048B 75 F3 
048D BO 02 
048F EB OC 

0491 

0491 BO 00 
0493 80 FC 80 
0496 75 E8 
0498 F6 C7 01 
049B 75 E3 

049D 

049D F6 C7 10 
04A0 74 02 
04A2 04 03 

04A4 

04A4 80 A5 0090 R F8 

04A9 08 65 0090 R 

04AD 

04AO C3 

04AE 



DI : DRIVE s 

PROC NEAR I 

DI. 1 » VALID DRIVE ? 

t IF INVALID BACK 

I NO DRIVE ? 

t IF NO DRIVE ATTEMPT DETERMINE 

t CX a DRIVE NUMBER 

J CL a SHIFT COUNT, AaO, B=4 

I DRIVE INFORMATION 

AL.CL ; TO LOW NIBBLE 

AL.DRV DETfFMT_CAPA+TRK CAPA J KEEP DRIVE BITS 
ODSK_STATE[DlJ,NOT DRV BET+FMT CAPA+TRK CAPA 

•DSK STATE[DI],AL J UPDATE DRIVE STATE 



• TRY TO DETERMINE 



XN OUT 

•DS*K STATEfDI] 

DO DET ' 

cxTdi 

CL.2 

' CNTRL 



XLAT OLD 

~ TRANSLATES DISKETTE STATE LOCATIONS FROM NEW 
ARCHITECTURE TO COMPATIBLE MODE. 

ON ENTRY: DI t DRIVE 



XO OUT 

©DSK STATE CD 1 1,0 

XO OUT 



I VALID DRIVE ? 

J IF INVALID BACK 

; NO DRIVE ? 

J IF NO DRIVE TRANSLATE DONE 



TEST FOR SAVED DRIVE INFORMATION ALREADY SET 



MOV 

SHL 

MOV 

ROR 

TEST 

JNZ 



CX.DI 

CL.2 

AH.FMT_CAPA 

AH.CL 

•HF CNTRL, AH 

SAVE SET 



; CX = DRIVE NUMBER 

J CL a SHIFT COUNT, A=0, B=4 

t LOAD MULT I DATA RATE BIT MASK 

I ROTATE BY MASK 

I MULT I -DATA RATE DETERMINED ? 

I IF SO, NO NEED TO RE-SAVE 



ERASE DRIVE BITS IN »HF CNTRL FOR THIS DRIVE 



MOV 

ROR 
NOT 
AND 



•HFJCNTRL.AH 



CAPA+TRK CAPA < MA3K TO KFFP 

; FIX MASK TO KEEP 

I TRANSLATE MASK 

I KEEP BITS FROM OTHER DRIVE 



ACCESS CURRENT DRIVE BITS AND STORE IN »HF_CNTRL 

MOV AL.ODSK STATE [D I J J ACCESS STATE 

AND AL,DRV_5eT+FMT_CAPA+TRK_CAPA | KEEP DRIVE BITS 

ROR AL.CL | FIX FOR THIS DRIVE 

OR »HF CNTRL, AL J UPDATE SAVED DRIVE STATE 



t ACCESS STATE 

I TO BH FOR LATER 

J KEEP ONLY RATE 

| RATE 500 ? 

; YES, 1.2/1.2 OR 1.44/1.44 

; AL a 360 IN 1.2 UNESTABL I SHED 

J RATE 300 ? 

I NO, 360/360 ,720/720 OR 720/1.' 

I YES, DOUBLE STEP ? 

I YES, MUST BE 360 IN 1 .2 



; RETURN DRIVE TYPE IN (AL) 

I ERROR, SET 'NONE OF THE ABOVE* 

I 1 .2MB DRIVE ? 

| NO, GO SET 'NONE OF THE ABOVE' 

; AL « 1.2 IN 1.2 UNESTABLISHED 



J AL = 360 IN 360 UNESTABLISHED 

I RATE 250 ? 

I IF SO FALL THRU 

; 80 TRACK CAPABILITY ? 

; IF SO JUMP, FALL THRU TEST DET 



t TRANSL 

SAVE SETi 


ATE TO COMPATIBILIT 


MOV 


AH.ODSK STATE [D I] 


MOV 


BH.AH ~ 


AND 


AH, RATE MSK 


CMP 


AH, RATE 500 


JZ 


CHK 144~ 


MOV 


AL.RJ3D1U 


CMP 


AH, RATE 300 


JNZ 


CHK 250~ 


TEST 


bh.Bbl STEP 


JNZ 


TSTJDEY 


UNKNOl 




MOV 


AL.MED UNK 


JMP 


SHORT A"L_SET 


CHK 144: 




CALL 


CMOS TYPE 


JC 


UNKN5 


CMP 


AL.02 


JNE 


UNKNO 


MOV 


AL.M1D1U 


JMP 


SHORT JST_DET 


CHK 250: 




MOV 


AL.M3D3U 


CMP 


AH, RATE 250 


JNZ 


UNKNO ~ 


TEST 


BH.TRK CAPA 


JNZ 


UNKNO 


TST DET: 




TEST 


BH.MED DET 


JZ 


AL SET" 


ADD 


AL73 



; DETERMINED ? 

I IF NOT THEN SET 

» MAKE DETERMINED /ESTABLISHED 
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1281 
1282 
1283 
1284 
1285 
1286 
1287 
1288 
1289 
1290 
1291 
1292 
1293 
1294 
1295 
1296 
1297 
1298 
1299 
1300 
1301 
1302 
1303 
1304 
1305 
1306 
1307 
1308 
1309 
1310 
131 1 
1312 
1313 
1314 
1315 
1316 
1317 
1318 
1319 
1320 
1321 
1322 
1323 
1324 
1325 
1326 
1327 
1328 
1329 
1330 
1331 
1332 
1333 
1334 
1335 
1336 
1337 
1338 
1339 
1340 
1341 
1342 
1343 
1344 
1345 
1346 



04AE 

04AE 50 

04AF E8 040F R 

04B2 E8 0S6A R 

04B5 58 

04B6 

04B6 50 

04B7 E8 05E9 R 

04BA 58 

04BB 73 03 
04BD E9 055B R 
04C0 
04C0 50 

04C1 BA B5 0090 R 

04C5 80 E6 CO 

04C8 E8 08EC R 

04CB 72 46 

04CD 3C 01 

04CF 75 OB 

04D1 F6 85 0090 R 01 

04D6 74 OF 

04D8 BO 02 

04DA EB OB 

04DC 

04DC 72 09 

04DE F6 85 0090 R 01 

04E3 75 02 

04E5 BO 01 

04E7 

04E7 OA CO 
04E9 74 28 
04EB E8 03B8 R 
04EE 72 23 



04F0 
04F1 
04F3 
04F6 
04F6 
04FB 
04FE 
0500 
0502 
0502 
0507 
0507 
050B 
050D 
050D 
0510 
0512 
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1233 
1234 
1235 
1236 
1237 
1238 
1239 
1240 
1241 
1242 
1243 
1244 
1245 
1246 
1247 
1248 
1249 
1250 
1251 
1252 
1253 
1254 
1255 
1256 
1257 
1258 
1259 
1260 
1261 
1262 
1263 
1264 
1265 
1266 
1267 
1268 
1269 
1270 
1271 
1272 
1273 
1274 
1275 
1276 
1277 
1278 
1279 
1280 



RD. 


WR VF 

COMMON READ, WRITE AND VERIFY* 
MAIN LOOP FOR STATE RETRIES. 








ON 


ENTRY : 




AH : 
AL J 


READ /WRITE /VERIFY 
READ /WRITE /VERIFY 


NEC 
DMA 


PARAMETER 
PARAMETER 




ON 


EXITt 




•DSKETTE_STATUS , CY REFLEC1 


STATUS OF 


OPERATION t 



PUSH 
CALL 
CALL 
POP 



MOV 

AND 

CALL 

JC 

CMP 

JNE 

TEST 



TEST 

JNZ 

MOV 



J SAVE DMA, NEC PARAMETERS 
; TRANSLATE STATE TO PRESENT ARCH. 
; INITIALIZE START AND END RATE 
; RESTORE READ /WRITE /VERIFY 



t SAVE READ /WRITE /VERIFY PARAMETER 
S MEDIA CHANGE AND RESET IF CHANGED 
J RESTORE READ/ WRITE /VERIFY 
; MEDIA CHANGE ERROR OR TIME-OUT 



I SAVE READ /WRITE /VERIFY PARAMETER 

; GET RATE STATE OF THIS DRIVE 

J KEEP ONLY RATE 

; RETURN DRIVE TYPE IN (AL) 

S ERROR IN CMOS 

I 40 TRACK DRIVE? 

; NO, BYPASS CMOS VALIDITY CHECK 



MED_CHANGE 

AX 

RWV_END 

RWV 

RWV_END 

AX 

DH,»DSK_STATE[DI] 
DH.RATE MSK 
CMOS TYPE 
RWV XSSUME 
AL.T 

RWV 1 . .._, _.. . 

•DSR STATE[DI],TRK CAPA J CHECK FOR 40 TRACK DRIVE 
RWV 5 I YES, CMOS IS CORRECT 

AL,2" | CHANGE TO 1 .2 M 

SHORT RWV_2 ; CONTINUE 



RWV_2 

ODSK_STATE I D I ] , TRK CAPA 

RWV 2 

AL.T 



; NO DRIVE SPECIFIED, CONTINUE 

J IS IT REALLY 40 TRACK? 

; NO, 80 TRACK 

; IT'S 40 TRACK, FIX CMOS VALUE 



AL.AL 

RWV ASSUME 

dr Type check 
rwv assume 



I TEST FOR NO DRIVE 

I ASSUME TYPE, USE MAX TRACK 

; RTN CStBX = MEDIA/DRIVE PAR AM TBL 

; TYPE NOT IN TABLE (BAD CMOS) 



; SEARCH FOR MEDIA/DRIVE PARAMETER TABLE 



2Et 8A A7 0000 R 
80 E4 7F 
3A C4 
75 OB 

2EJ 8B BF 0001 R 

2Et 3A 75 OC 



RWV 
RWV 



PUSH 

XOR 

MOV 
■ DR SEARCH! 
~ MOV 

AND 

CMP 

JNE 
DR_FND: 

MOV 
MD SEARCH: 

CMP 



1 SAVE DRIVE # 

I BX = INDEX TO DR_TYPE TABLE 

I CX = LOOP COUNT 

J GET DRIVE TYPE 

i MASK OUT MSB 

» DRIVE TYPE MATCH ? 

; NO, CHECK NEXT DRIVE TYPE 



AH.CStDR TYPE(BX] 
AH.BIT70FF 
AL.AH 
RWV_NXT_MD 

D I, WORD PTR CS:DR_TYPE[BX+1] ; Dl = MED I A /DRIVE PARAMETER TABLE 



_NXT MD: 
ADD 
LOOP 
POP 



0513 

0513 BB 0012 R 

0516 F6 85 0090 R 01 

05 IB 74 09 

05 ID BB 002C R 

0520 EB 04 90 



0523 8B DF 
0525 5F 
0526 



0526 E8 03F5 R 
0529 E8 063D R 
052C 74 03 
052E E8 0624 R 



0531 

0531 53 

0532 E8 086E R 

0535 5B 

0536 72 1A 

0538 58 

0539 50 
053A 53 

053B E8 064D R 

053E 5B 

053F 58 

0540 

0542 

0543 

0544 

0547 

0548 

054A 

054D 

054F 



ST SPECIFY BYTE 

; CHECK NEXT DRIVE TYPE 

I RESTORE DRIVE # 

I— ASSUME PRIMARY DRIVE IS INSTALLED AS SHIPPED 

RWV_ASSUME: 

MOV BX, OFFSET MD TBL1 | POINT TO 40 TK 250 KBS 

TEST •DSK_STATE[DI],TRK_CAPA ; TEST FOR 80 TRACK 

JZ RWV MD FND1 ; MUST BE 40 TRACK 

MOV BX, OFFSET MD TBL3 J POINT TO 80 TK 500 KBS 

JMP RWV_MD_FND1 ; GO SET SPECIFY PARAMETERS 

; CS:BX POINTS TO MEDIA/DRIVE PARAMETER TABLE 

RWV MD FND: 



J ZF=1 ATTEMPT RATE IS SAME AS LAST RATE | 
I YES, SKIP SEND RATE COMMAND 
I SEND DATA RATE TO NEC 



72 08 

E8 0725 R 

72 03 

E8 075B R 



MOV 


BX.DI 


POP 


Dl 


RWV_MD_FND 1 : 




;— SEND THE 


SPECIFY COMMAN[ 


CALL 


SEND SPEC MD 


CALL 


CHK LASTRATE 


JZ 


RWV DBL 


CALL 


SEND_RATE 


RWV DBL: 




PUSH 


BX 


CALL 


SETUP DBL 


POP 


BX 


JC 


CHK RET 


POP 


AX 


PUSH 


AX 


PUSH 


BX 


CALL 


DMA SETUP 


POP 


BX 


POP 


AX 


JC 


RWV BAC 


PUSH 


AX 


PUSH 


BX 


CALL 


NEC INIT 


POP 


BX 


JC 


CHK RET 


CALL 


RWV COM 


JC 


CHK RET 


CALL 


NEC TERM 



J SAVE MEDIA/DRIVE PARAM ADDRESS 

} CHECK FOR DOUBLE STEP 

} RESTORE ADDRESS 

! ERROR FROM READ ID, POSSIBLE RETRY 

; RESTORE NEC, DMA COMMAND 

; SAVE NEC COMMAND 

i SAVE MEDIA/DRIVE PARAM ADDRESS 

} SET UP THE DMA 

I RESTORE ADDRESS 

t RESTORE NEC COMMAND 

J CHECK FOR DMA BOUNDARY ERROR 

i SAVE NEC COMMAND 

; SAVE MED I A /DRIVE PARAM ADDRESS 

{ INITIALIZE NEC 

J RESTORE ADDRESS 

} ERROR - EXIT 

; OP CODE COMMON TO READ /WRITE /VERIFY 

J ERROR - EXIT 

J TERMINATE, GET STATUS, ETC. 



DSKETTE 5-99 



1347 
1348 
1349 
1350 
1351 
1352 
1353 
1354 
13S5 
1356 
1357 
1358 
1359 
1360 
1361 
1362 
1363 
1364 
1365 
1366 
1367 
1368 
1369 
1370 
1371 
1372 
1373 
1374 
1375 
1376 
1377 
1378 
1379 
1380 
1381 
1382 
1383 
1384 
1385 
1386 
1387 
1388 
1389 
1390 
1391 
1392 
1393 
1394 
1395 
1396 
1397 
1398 
1399 



CALL 


RETRY 


POP 


AX 


JNC 


RWV END 


JMP 


DO_AGAIN 


RWV END J 




CALL 


DSTATE 


CALL 


NUM_TRANS 


RWV BACt 




PUSH 


AX 


CALL 


XLAT OLD 


POP 


AX 


CALL 


SETUP END 


RET 





I SETUP_STATE: INITIALIZES START AND END RATES. 
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0552 

0552 E8 07E5 R 

0555 58 

0556 73 03 
0558 E9 04B6 R 

055B 

055B E8 07 AD R 

055E E8 0827 R 

0561 

0561 50 

0562 E8 0435 R 

0565 58 

0566 E8 0854 R 
0569 C3 

0S6A 



056A 

056A F6 85 0090 R 10 

056F 75 29 

0571 B8 0040 

0574 F6 85 0090 R 04 

0579 74 OA 

057B F6 85 0090 R 02 

0580 75 03 
0582 B8 8080 

0585 

0585 80 A5 0090 R IF 

058A 08 A5 0090 R 

058E 80 26 008B R F3 

0593 CO C8 04 

0596 08 06 008B R 

059A 

059A C3 

059B 



059B 

059B F6 85 0090 R 

05A0 75 42 

05A2 E8 08EC R 

05A5 72 3E 

05A7 FE C6 

05A9 78 3A 

05AB 8A A5 0090 R 

05AF 80 E4 OF 

05B2 OA CO 



I CHECK FOR, SETUP RETRY 

; RESTORE READ /WRITE /VERIFY PARAMETER 

J CY = NO RETRY 

i CY = I MEANS RETRY 



I BAD DMA ERROR ENTRY 

; SAVE NUMBER TRANSFERRED 

J TRANSLATE STATE TO COMPATIBLE MODE 

J RESTORE NUMBER TRANSFERRED 

i VARIOUS CLEANUPS 



»- 

SETUP_STATE 
TEST 
JNZ 
MOV 
TEST 
JZ 
TEST 
JNZ 
MOV 



PROC NEAR 

•DSK ST ATE [D I], MED DET 

J1C ~ 

AX, RATE 500*H+RATE 300 

•DSK_STATE[DI ] ,DRV_DET 

AX SET , __ _. 

•DS"K STATE[DI],FMT CAPA | MULTI-RATE ? 
AX_SET j JUMP IF YES 

AX,RATE_250 , X { START A END RATE = 250 FOR 360 DRIVE 



MEDIA DETERMINED ? 
j NO STATES IF DETERMINED 
J AH = START RATE, AL = END RATE 

DRIVE ? 
I DO NOT KNOW DRIVE 



J1C: 

SETUP J 
I " 

I FMT 



•DSK STATE[DIl,NOT RATE MSK+DBL STEP $ TURN OFF THE RATE 
•DSK~STATE[DI],AH j RATE FIRST TO TRY 
•LASlRATE.NOT STRT_MSK i ERASE LAST TO TRY RATE BITS 
AL.4 ; TO OPERATION LAST RATE LOCATION 

•LASTRATE.AL j LAST RATE 



TATE ENDP 

IN IT: ESTABLISH STATE IF UNESTABL I SHED AT FORMAT TIME. 



TEST 

JNZ 

CALL 



PROC NEAR 
•DSK STATE[DI] 
Fl OUT 
CMOS TYPE 
CL DR"V 
AL 



; IS MEDIA ESTABLISHED 

j IF SO RETURN 

I RETURN DRIVE TYPE IN AL 

I ERROR IN CMOS ASSUME NO DRIVE 

I MAKE ZERO ORIGIN 

J NO DRIVE IF AL 

j AH = CURRENT STATE 

CLEAR 



1401 05B6 80 

1402 05B9 EB 
1403 

1404 05BB 

1405 05BB FE 

1406 05BD 75 

1407 05BF 80 

1408 05C2 EB 
1409 

1410 05C4 

141 I 05C4 FE 

1412 05C6 75 

1413 05C8 F6 

1414 05CB 74 

1415 05CD F6 

1416 05D0 74 

1417 05D2 80 

1418 05D5 EB 
1419 

1420 05D7 

1421 05D7 FE 

1422 05D9 75 

1423 05DB EB 
1424 

1425 05DD 

1426 05DD 80 
1427 

1428 05E0 

1429 05E0 88 
1430 

1431 05E4 

1432 05E4 C3 
1433 

1434 05E5 

1435 05E5 32 

1436 05E7 EB 

1437 05E9 
1438 
1439 
1440 



CC 90 



CL_DRV 

AH,»DSK_STATE[DI J . .... _ 

AH, NOT MED_DET+DBL STEP+RATE MSK 

AL.AL ; CHECK FOR 360 

N_36G ; if d60 WILL BE 

AH, MED DET+RATE 250 ; ESTABLISH MEDIA 

SHORT 5KP_STATE~ | SKIP OTHER STATE PROCESSING 



; 1 . 2 M DR I VE 

I JUMP IF NOT 

I SET FORMAT RATE 

} SKIP OTHER STATE PROCESSING 



N 3601 








DEC 


AL 




JNZ 


N 12 


Fl RATE: OR 


AH, MED DET+RATE 500 




JMP 


SHORT S"KP_STATE 


N 12: 








DEC 


AL 




JNZ 


N 720 




TEST 


AH, DRV DET 




JZ 


ISNT 12" 




TEST 


AH, FMT CAPA 




JZ 


ISNT 12" 




OR 


AH.MED DET+RATE 300 




JMP 


SHORT S"KP_STATE 


N 720: 








DEC 


AL 




JNZ 


CL DRV 




JMP 


SH5RT fi_rate 


ISNT 12: 






OR 


AH , MED_DET+RATE_250 


SKP STATE: 






MOV 


•DSK_STATE[DI],AH 


Fl OUT: 







; CHECK FOR TYPE 3 

; JUMP IF NOT 

j IS DRIVE DETERMINED 

I TREAT AS NON 1.2 DR I VE 

j IS 1 . 2M 

j JUMP IF NOT 

; RATE 300 

S CONTINUE 



j MUST BE RATE 250 
; STORE AWAY 



XOR AH, AH 

JMP SHORT SKP STATE 

MT_INIT ENDP 

MED_CHANGE 

CHECKS FOR MEDIA CHANGE, RESETS MEDIA CHANGE, 

CHECKS MEDIA CHANGE AGAIN. 



1445 
1446 
1447 
1448 
1449 
1450 
1451 
1452 
1453 
1454 
1455 
1456 
1457 
1458 
1459 
1460 



05E9 

05E9 E8 0B28 R 

05EC 74 34 

05EE 80 A5 0090 R EF 



05F3 8B CF 

05F5 BO 01 

05F7 D2 EO 

05F9 F6 DO 

05FB FA 

05FC 20 06 003F R 



lNGE PROC NEAR 

CALL READ DSKCHNG ; READ DISK CHANGE LINE STATE 

JZ MC OUT ; BYPASS HANDLING DISK CHANGE LINE 

AND •DS"K_STATE[DI],NOT MED_DET | CLEAR STATE FOR THIS DRIVE 

THIS SEQUENCE ENSURES WHENEVER A DISKETTE IS CHANGED THAT 
ON THE NEXT OPERATION THE REQUIRED MOTOR START UP TIME WILL 
BE WAITED. (DRIVE MOTOR MAY GO OFF UPON DOOR OPENING). 



MOV 
MOV 
SHL 
NOT 
CLI 
AND 



•MOTOR STATUS, AL 



; CL = DRIVE # 

I MOTOR ON BIT MASK 

S TO APPROPRIATE POSITION 

I KEEP ALL BUT MOTOR ON 

I NO INTERRUPTS 

; TURN MOTOR OFF INDICATOR 



5-100 DSKETTE 
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1461 
1462 


0600 
0601 


FB 
E8 


091 A R 


1463 








1464 








1465 








1466 


0604 


E8 


00E7 R 


1467 


0607 


B5 


01 


1468 


0609 


E8 


0A24 R 


1469 


060C 


32 


EO 


1470 


060E 


EB 


0A24 R 


1471 


061 1 


C6 


06 0041 R 06 


1472 








1473 


0616 


E8 


0B28 R 


1474 


0619 


74 


05 


1475 








1476 


061B 


C6 


06 0041 R 80 


1477 








1478 


0620 


F9 




1479 


0621 


C3 




1480 


0622 






1481 


0622 


F8 




1482 


0623 


C3 




1483 


0624 






1484 








1485 








I486 








1487 








1488 








1489 








1490 








1491 


0624 






1492 








1493 


0624 


50 




1494 


0625 


80 


26 008B R 3F 


1495 


062A 


8A 


85 0090 R 


1496 


062E 


24 


CO 


1497 


0630 


08 


06 008B R 


1498 


0634 


CO 


CO 02 


1499 


0637 


BA 


03F7 


1500 


063A 


EE 




1501 








1502 


063B 


58 




1503 


063C 


C3 




1504 


0630 






1505 








1506 








1507 








1508 








1509 








1510 








151 1 








1512 








1513 








1514 








1515 








1516 


063D 






1517 


0630 


50 




1518 


063E 


8A 


26 008B R 


1519 


0642 


8A 


85 0090 R 


1520 


0646 


25 


COCO 


1521 


0649 


3A 


C4 


1522 








1523 


064B 


58 




1524 


064C 


C3 




1525 


064D 






1526 








1527 









CALL MOTOR_ON 

THIS SEQUENCE OF SEEKS IS USED TO RESET DISKETTE CHANGE SIGNAL 



CALL 

MOV 

CALL 

XOR 

CALL 

MOV 

CALL 



MOV 



DISK RESET 

ch.oTh 

SEEK 

CH.CH 

SEEK 



I RESET NEC 
J MOVE TO CYLINDER 1 
; ISSUE SEEK 
; MOVE TO CYLINDER 
ISSUE SEEK 



•DSKETTE_STATUS,MEDIA_CHANGE : STORE IN STATUS 



ODSKETTE_STATUS,TIME_OUT: TIMEOUT IF DRIVE EMPTY 



0K4I 

OK2i STC 

RET 
MC OUT J 

CLC 

RET 

MED_CHANGE ENDP 
, 

I SEND RATE 

J " SENDS DATA RATE COMMAND TO NEC 

I ON ENTRY: Dl = DRIVE « 

J ON EXITS NONE 

: REGISTERS ALTERED: DX 



} MEDIA CHANGED, SET CY 

; NO MEDIA CHANGED, CLEAR CY 



» 

SEND_RATE 

PUSH 

AND 

MOV 

AND 

OR 

ROL 

MOV 

OUT 

POP 
RET 
SEND RATE 



PROC NEAR 

AX 

•LASTRATE.NOT SEND_MSK 

AL,»DSK_STATE[D1] 

AL.SEND MSK 

OLASTRATE.AL 

AL.2 

DX.03F7H 

DX.AL 

AX 



J SAVE REG. 

t ELSE CLEAR LAST RATE ATTEMPTED 

: GET RATE STATE OF THIS DRIVE 

I KEEP ONLY RATE BITS 

1 SAVE NEW RATE FOR NEXT CHECK 

J MOVE TO BIT OUTPUT POSITIONS 

: OUTPUT NEW DATA RATE 



I RESTORE REG. 



I CHK LASTRATE 

I ~ CHECK PREVIOUS DATA RATE SENT TO THE CONTROLLER. 

J ON ENTRY: 

t DI s DRIVE * 

I ON EXIT: 

I ZF = 1 DATA RATE IS THE SAME AS LAST RATE SENT TO NEC 

I ZF = DATA RATE IS DIFFERENT FROM LAST RATE 

; REGISTERS ALTERED: NONE 



, 

CHK LASTRATE PROC NEAR 

PUSH AX 

MOV AH, ©LASTRATE 

MOV AL , ODSK_STATE [ D I ] 

AND AX, SEND MSK*X 

CMP AL.AH 

POP AX 
RET 
CHKJ-A5TRATE ENDP 

SUBTTL (DSK3.ASM) 



; SAVE REG 

I GET LAST DATA RATE SELECTED 

I GET RATE STATE OF THIS DRIVE 

J KEEP ONLY RATE BITS OF BOTH 

I COMPARE TO PREVIOUSLY TRIED 

I ZF = I RATE IS THE SAME 

I RESTORE REG. 
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1528 








1529 








1530 








1531 








1532 








1533 








1534 








1535 








1536 








1537 








1538 


064D 






1539 


0640 


FA 




1540 


064E 


E6 


OC 


1541 


0650 


EB 


00 


1542 


0652 


E6 


OB 


1543 


0654 


3C 


42 


1544 


0656 


75 


04 


1545 


0658 


33 


CO 


1546 


065A 


EB 


10 


1547 


065C 






1548 


065C 


ac 


CO 


1549 


065E 


CI 


CO 04 


1550 


0661 


8A 


E8 


1551 


0663 


24 


FO 


1552 


0665 


03 


46 02 


1553 


0668 


73 


02 


1554 


066A 


FE 


C5 


1555 


066C 






1556 


066C 


50 




1557 


066D 


E6 


04 


1558 


066F 


EB 


00 


1559 


0671 


8A 


C4 


1560 


0673 


E6 


04 


1561 


0675 


8A 


C5 


1562 


0677 


EB 


00 


1563 


0679 


24 


OF 


1564 


067B 


E6 


81 


1565 








1566 








1567 








1568 


067D 


8B 


C6 


1569 


067F 


86 


C4 


1570 


0681 


2A 


CO 


1571 


0683 


D1 


E8 


1572 


0685 


50 




1573 


0686 


B2 


03 


1574 


0688 


E6 


0905 R 


1575 


068B 


8A 


CC 


1576 


068D 


58 




1577 


068E 


D3 


EO 


1578 


0690 


48 




1579 


0691 


50 




1580 


0692 


E6 


05 


1581 


0694 


EB 


00 


















1583 


0698 


E6 


05 


1584 


069A 


FB 




1585 


069B 


59 




1586 


069C 


58 




1587 


069D 


03 


CI 


1588 


069F 


B0 


02 


1569 


06A1 


EB 


00 


1590 


06A3 


E6 


OA 


1591 








1592 


06A5 


73 


05 


1593 


06A7 


C6 


06 004 


1594 








1595 


06AC 






1596 


06AC 


C3 




1597 


06AD 







DMA SETUP 

THIS ROUTINE SETS UP THE DMA FOR READ /WRITE /VERIFY 
OPERATIONS. 



ON ENTRY t 

ON EXIT: 

DMA_SETUP 

CLI 
OUT 
JMP 
OUT 
CMP 
JNE 
XOR 

NOT_VERF: 

MOV 
ROL 
MOV 
AND 
ADD 
JNC 
INC 



AL = DMA COMMAND 

ODSKETTE_STATUS , CY REFLECT STATUS OF OPERATION 

PROC NEAR 



J33: 



DMA+12.AL 

$+2 

DMA+1 1 ,AL 

AL.42H 

NOT VERF 

AX, AX 

SHORT J33 

AX.ES 

AX, 4 

CH.AL 

AL.1 I I 10000B 

AX,[BP+2] 

J33 

CH 



AL.CH 

1 + 2 

AL, 00001 1 1 IB 

081H.AL 



MOV 
OUT 
MOV 
JMP 
AND 
OUT 



DETERMINE COUNT 



MOV 

XCHG 

SUB 

SHR 

PUSH 

MOV 

CALL 

MOV 

POP 

SHL 

DEC 

PUSH 

OUT 



OUT 
ST I 
POP 
POP 
ADD 
MOV 
JMP 
OUT 



NO_BAD: 

RET 
DMA SETUP 



AX, SI 

AL.AH 

AL.AL 

AX.1 

AX 

DL.3 

GET_PARM 

CL.AH 



AX.CX 
AL.2 
t+2 



; DISABLE INTERRUPTS DURING DMA SET-UP 

; SET THE FIRST/LAST F/F 

I WAIT FOR I/O 

I OUTPUT THE MODE BYTE 

; DMA VERIFY COMMAND 

; NO 

I START ADDRESS 



J GET THE ES VALUE 

J ROTATE LEFT 

; GET HIGHEST NIBBLE OF ES TO CH 

I ZERO THE LOW NIBBLE FROM SEGMENT 

I TEST FOR CARRY FROM ADDITION 

S CARRY MEANS HIGH 4 BITS MUST BE INC 

; SAVE START ADDRESS 

I OUTPUT LOW ADDRESS 

I WAIT FOR I/O 

; OUTPUT HIGH ADDRESS 

I GET HIGH 4 BITS 

; I/O WAIT STATE 

; OUTPUT HIGH 4 BITS TO PAGE REGISTER 



AL = # OF SECTORS 

AH = # OF SECTORS 

AL = 0, AX = # OF SECTORS • 256 

AX = # SECTORS • 128 

SAVE # OF SECTORS • 128 

GET BYTES /SECTOR PARAMETER 

SHIFT COUNT (0=128, 1=256 ETC) 
AX = # OF SECTORS • 128 
SHIFT BY PARAMETER VALUE 
-1 FOR DMA VALUE 
SAVE COUNT VALUE 
LOW BYTE OF COUNT 
WAIT FOR I/O 

HIGH BYTE OF COUNT 

RE-ENABLE INTERRUPTS 

RECOVER COUNT VALUE 

RECOVER ADDRESS VALUE 

ADD, TEST FOR 64K OVERFLOW 

MODE FOR 8237 

WAIT FOR I/O 

INITIALIZE THE DISKETTE CHANNEL 

CHECK FOR ERROR 



•DS"KETTE_STATUS,DMA_BOUNDARY ; SET ERROR 



I CY SET BY ABOVE IF ERROR 
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1598 
1599 
1600 
1601 
1602 
1603 
1604 
1605 
1606 
1607 

1608 06AD 

1609 06AD BO 4A 

1610 06AF FA 

161 1 06B0 E6 OC 

1612 06B2 EB 00 

1613 06B4 E6 OB 
1614 

1615 06B6 8C CO 

1616 06B8 CI CO 04 

1617 06BB 8A E8 

1618 06BD 24 FO 

1619 06BF 03 46 02 

1620 06C2 73 02 

1621 06C4 FE C5 

1622 06C6 

1623 06C6 50 

1624 06C7 E6 04 

1625 06C9 EB 00 

1626 06CB 8A C4 

1627 06CD E6 04 

1628 06CF 8A C5 

1629 06D1 EB 00 

1630 06D3 24 OF 

1631 06D5 E6 81 
1632 

1633 
1634 

1635 06D7 B2 04 

1636 06D9 E8 0905 R 

1637 060C 86 C4 

1638 06DE 2A E4 

1639 06E0 CI EO 02 

1640 06E3 48 

1641 06E4 50 

1642 06E5 E6 05 

1643 06E7 EB 00 

1644 06E9 8A C4 

1645 06EB E6 05 

1646 06ED FB 

1647 06EE 59 

1648 06EF 58 

1649 06F0 03 CI 

1650 06F2 BO 02 

1651 06F4 EB 00 

1652 06F6 E6 OA 
1653 

1654 06F8 73 05 

1655 06FA C6 06 0041 R 09 
1656 

1657 06FF 

1658 06FF C3 

1659 0700 
1660 
1661 



1667 
(668 
1669 
1670 
1671 
1672 
1673 
1674 
1675 
1676 
1677 
1678 
1679 
1680 
1681 
1682 



fmtdma set 

This routine sets up the dma controller for a format 
operation. 

on entry t nothing required 

on exiti •dskette_status , cy reflect status of operation 



FMTDMA SET 

" MOV 

CLI 

OUT 



MOV 
ROL 
MOV 
AND 
ADD 
JNC 



MOV 
OUT 
MOV 



SMA+12.AL 
+2 
DMA* 1 1 , AL 

AX.ES 

AX, 4 

CH,AL 

AL.I 1 110000B 

AX,[BP+2] 

J33A 

CH 

AX 

DMA+4.AL 

$+2 

AL.AH 
DMA+4.AL 
AL.CH 
$+2 

AL, 00001 I 1 IB 
081H.AL 



DETERMINE COUNT 



MOV 

CALL 

XCHC! 

SUB 

SHL 

DEC 

PUSH 

OUT 

JMP 

MOV 

OUT 

ST I 

POP 

POP 

ADD 

MOV 



DL.4 

GET PARM 

AL,A*H 

AH, AH 

AX, 2 

AX 

AX 



AX.CX 
AL.2 

$+2 .. 
DMA+10.AL 



j WILL WRITE TO THE DISKETTE 

t DISABLE INTERRUPTS DURING DMA SET-UP 

I SET THE FIRST/LAST F/F 

J WAIT FOR I/O 

» OUTPUT THE MODE BYTE 

t GET THE ES VALUE 

I ROTATE LEFT 

I GET HIGHEST NIBBLE OF ES TO CH 

I ZERO THE LOW NIBBLE FROM SEGMENT 

I TEST FOR CARRY FROM ADDITION 

t CARRY MEANS HIGH 4 BITS MUST BE INC 

j SAVE START ADDRESS 

j OUTPUT LOW ADDRESS 

j WAIT FOR I/O 

I OUTPUT HIGH ADDRESS 

I GET HIGH 4 BITS 

I I/O WAIT STATE 

j OUTPUT HIGH 4 BITS TO PAGE REGISTER 



I SECTORS/TRACK VALUE IN PARM TABLE 

I " 

I AL = SECTORS /TRACK VALUE 

I AX = SECTORS /TRACK VALUE 

| AX = SEC/TRK • 4 (OFFSET FOR C.H.R.N) 

1-1 FOR DMA VALUE 

t SAVE • OF BYTES TO BE TRANSFERED 

I LOW BYTE OF COUNT 

I WAIT FOR I/O 

I HIGH BYTE OF COUNT 

I RE -ENABLE INTERRUPTS 

; RECOVER COUNT VALUE 

j RECOVER ADDRESS VALUE 

t ADD, TEST FOR 64K OVERFLOW 

; MODE FOR 8237 

j WAIT FOR I/O 

j INITIALIZE THE DISKETTE CHANNEL 



JNC FMTDMA OK | CHECK FOR ERROR 

MOV ODSKETTE_STATUS,DMA_BOUNDARY j SET ERROR 



FMTDMA OK: 

"RET 
FMTDMA SET 



j CY SET BY ABOVE IF ERROR 



NEC INIT 

THIS ROUTINE SEEKS TO THE REQUESTED TRACK AND 
INITIALIZES THE NEC FOR THE READ /WRITE /VERIFY /FORMAT 
OPERATION. 

ON ENTRY t AH J NEC COMMAND TO BE PERFORMED 

ON EXITj •DSKETTE_STATUS, CY REFLECT STATUS OF OPERATION 



1687 
1688 
1689 
1690 
1691 
1692 
1693 
1694 
1695 
1696 
1697 
1698 
1699 
1700 
1701 
1702 
1703 
1704 
1705 
1706 
1707 
1708 
1709 
1710 
1711 



0700 

0700 50 

0701 E8 091A R 



0704 8A 6E 01 
0707 E8 0A24 R 
070A 58 
070B 72 17 
070D BB 0724 R 
0710 53 



0711 EB 09F8 R 
0714 8B C6 
0716 8B DF 
0718 CO E4 02 
07 IB 80 E4 04 
07 IE OA E3 
0720 E8 09F8 R 

0723 5B 
0724 

0724 C3 
0725 



0725 

0725 B8 075A R 

0728 50 

0729 8A 66 01 
072C E8 09F8 R 
072F 8B C6 
0731 E8 09F8 R 
0734 8A 66 00 



DO THE SEEK OPERATION 



BXTOFFSET ER I 



t CH » TRACK # 

I MOVE TO CORRECT TRACK 

; RECOVER COMMAND 

I ERROR ON SEEK 

t LOAD ERROR ADDRESS 

i PUSH NEC OUT ERROR RETURN 



SEND OUT THE PARAMETERS TO THE CONTROLLER 



CALL 

MOV 

MOV 

SAL 

AND 

OR 



NEC OUTPUT 
AX, Si 
BX.DI 

AH) 00000 100B 

AH.BL 

NEC OUTPUT 

BX ~ 



t OUTPUT THE OPERATION COMMAND 

I AH a HEAD • 

I BL = DRIVE # 

I MOVE IT TO BIT 2 

1 ISOLATE THAT BIT 

I OR IN THE DRIVE NUMBER 

I FALL THRU CY SET IF ERROR 

| THROW AWAY ERROR RETURN 



1 RWV COM 

I ~ THIS ROUTINE SENDS PARAMETERS TO THE NEC SPECIFIC 

I TO THE READ /WRITE /VERIFY OPERATIONS. 



| ON ENTRY t 
i ON EXIT t 



CStBX = ADDRESS OF MEDIA/DRIVE PARAMETER TABLE 
ODSKETTE_STATUS , CY REFLECT STATUS OF OPERATION 



COM PROC 
MOV 
PUSH 
MOV 
CALL 
MOV 
CALL 
MOV 



AH.lBP+1] 
NEC OUTPUT 
AX, 3 1' 

NEC OUTPUT 
AH.TBPJ 



I LOAD ERROR ADDRESS 

I PUSH NEC OUT ERROR RETURN 

1 OUTPUT TfiACK « 

I OUTPUT HEAD # 

I OUTPUT SECTOR # 
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1714 
1715 
1716 
1717 
1718 
1719 
1720 
1721 
1722 
1723 
1724 
1725 
1726 
1727 
1728 
1729 
1730 
1731 
1732 
1733 
1734 
1735 
1736 
1737 
1738 
1739 
1740 
1741 
1742 
1743 
1744 
1745 
1746 
1747 
1748 
1749 
1750 
1751 
1752 
1753 
1754 
1755 
1756 
1757 
1758 
1759 
1760 
1761 
1762 
1763 
1764 
1765 
1766 
1767 
1768 
1769 
1770 
1771 
1772 
1773 
1774 
1775 
1776 
1777 
1778 
1779 
1780 
1781 
1782 
1783 
1784 
1785 
1786 
1787 
1788 
1789 
1790 
1791 
1792 
1793 
1794 
1795 
1796 
1797 
1798 
1799 
1800 
1801 
1802 
1803 
1804 
1805 
1806 
1807 
1808 
1809 
1810 
1811 
1812 
1813 
1814 
1815 
1816 
1817 
1818 
1819 
1820 
1821 
1822 
1823 
1824 
1825 



0737 E8 09F8 R 
073A B2 03 
073C E8 0905 R 
073F E8 09F8 R 
0742 B2 04 
0744 E8 0905 R 
0747 E8 09F8 R 

074A 2Ei 8A 67 05 

074E E8 09F8 R 

0751 B2 06 

0753 E8 0905 R 

0756 E8 09F8 R 

0759 58 

075A 

075A C3 

075B 





CALL 


NEC OUTPUT 




MOV 


DL.3 




CALL 


GET PARM 




CALL 


NEC~OUTPUT 




MOV 


DL.4 




CALL 


GET PARM 




CALL 


NEC~OUTPUT 




MOV 


AH,CSi[BX].MD GAP 


RI5« 


CALL 


NEC OUTPUT 




MOV 


DL,6 




CALL 


GET PARM 




CALL 


NEC~OUTPUT 




POP 


AX 


ER 2: 








RET 




RWV COM 


ENDP 





J BYTES /SECTOR PARAMETER FROM BLOCK 

I . TO THE NEC 

J OUTPUT TO CONTROLLER 

I EOT PARAMETER FROM BLOCK 

J . TO THE NEC 

I OUTPUT TO CONTROLLER 

I GET GAP LENGTH 

; DTL PARAMETER FROM BLOCK 
J TO THE NEC 
| OUTPUT TO CONTROLLER 
J THROW AWAY ERROR EXIT 



NEC TERM 

THIS ROUTINE WAITS FOR THE OPERATION THEN ACCEPTS 
THE STATUS FROM THE NEC FOR THE READ /WRITE /VERIFY/ 
FORMAT OPERATION. 



ON EXITJ 
NEC_TERM 

— LET THE OPERATION HAPPEN 



•DSKETTE_STATUS , CY REFLECT STATUS OF OPERATION 
PROC NEAR 



075B 56 

075C E8 0AC1 R 

075F 9C 

0760 E8 0AE9 R 

0763 72 45 

0765 9D 

0766 72 3A 



0768 FC 

0769 BE 0042 R 
076C AC 

076D 24 CO 
076F 74 31 
0771 3C 40 
0773 75 27 



0775 AC 

0776 DO I 
0778 B4 ( 
077A 72 i 
077C CO « 
077F B4 
0781 72 
0783 DO I 
0785 B4 I 
0787 72 

0789 CO E 
078C B4 I 
078E 72 I 

0790 DO I 
0792 B4 ( 
0794 72 I 
0796 DO I 
0798 B4 ( 
079A 72 ( 



079C 

079C B4 20 

079E 

079E 08 26 0041 R 

07A2 

07A2 80 3E 0041 R 01 

07A7 F5 

07A8 5E 

07A9 C3 



WAIT 



PUSH 

CALL 

PUSHF 

CALL RESULTS 

JC SET_END_POP 

POPF 

JC SET END 



I GET THE NEC STATUS 



S LOOK FOR ERROR 
CHECK THE RESULTS RETURNED BY THE CONTROLLER 



CLD 
MOV 
LODS 
AND 



SI, OFFSET ©NEC STATUS 

•NEC_STATUS 

AL,1 I00OO0OB 

SET END 

AL,0"1000000B 

J18 



I SET THE CORRECT DIRECTION 

| POINT TO STATUS FIELD 

I GET STO 

| TEST FOR NORMAL TERMINATION 



JI8i 
J19| 



R 00 



07AA 
07AA 9D 
07AB EB F5 
07 AD 



07 AD 

07AD 80 3E 0041 

07B2 75 30 

07B4 80 8D 0090 R 10 

07B9 F6 85 0090 R 04 

07BE 75 24 

07C0 8A 85 0090 R 

07C4 24 CO 

07C6 3C 80 

07C8 75 15 



07CA E8 08EC R 

07CO 72 10 

07CF 3C 04 

07D1 74 OC 

07D3 

07D3 80 A5 0090 R FD 

07D8 80 8D 0090 R 04 

07DD EB 05 

07DF 80 8D 0090 R 06 



CMP 
CMC 
POP 
RET 

SET END POP I 



NEC TERM 
l—~ 

I DSTATEj 



ABNORMAL TERMINATION, FIND OUT WHY 



LODS ©NEC STATUS 

SAL AL,I~ 

MOV AH, RECORD NOT FND 

JC JI9 

SAL AL.2 

MOV AH,BAD_CRC 

SAL All ', 1 

MOV AH,BAD_DMA 

JC JI9 

SAL AL.2 

MOV AH, RECORD NOT FND 

JC JI9 ~ 

SAL AL.1 

MOV AH , WR I TE_PROTECT 

JC J19 

SAL AL.1 

MOV AH, BAD ADDR_MARK 

JC J19 

NEC MUST HAVE FAILED 

MOV AH,BAD_NEC 

OR ©DSKETTE STATUS, AH 

•DSKETTE STATUS , I 



J TEST FOR DMA OVERRUN 

J TEST FOR RECORD NOT FOUND 



I TEST FOR WRITE_PROTECT 
; TEST MISSING ADDRESS MARK 



| SET ERROR CONDITION 

i 

i RESTORE HEAD #, * OF SECTORS 



ESTABLISH STATE UPON SUCCESSFUL OPERATION. 



PROC 

CMP 

JNZ 

OR 

TEST 

JNZ 

MOV 

AND 

CMP 

JNE 



NEAR 

•DSKETTE STATUS, 

SETBAC 

•DSK STATE[DI],MED_DET 

•DSK~STATE[DI],DRV DET 

SETBAC 

AL,*DSK_STATE[DI] 

AL,RATE_MSK 

AL.RATE 250 

M 12 



CHECK IF IT IS 

CALL 

JC 

CMP 



AND 



CMOS TYPE 
M 12 
AL.04 
M_12 

•DSK STATE [D I] 
•DSK~STATE[DI] 
SHORT SETBAC 



j CHECK FOR ERROR 

; IF ERROR JUMP 

{ NO ERROR, MARK MEDIA AS DETERMINED 

I DRIVE DETERMINED ? 

I IF DETERMINED NO TRY TO DETERMINE 

I LOAD STATE 

| KEEP ONLY RATE 

| RATE 250 ? 

; NO, MUST BE 1.2M OR I .44M DRV 



i RETURN DRIVE TYPE IN (AL) 

I CMOS BAD 

; 1 . 44MB DR I VE 7 

| YES 



NOT FMT CAPA ; TURN OFF FORMAT CAPA 
DRV_DET J MARK DRIVE DETERMINED 
t BACK 



07E4 
07E4 C3 
07E5 



M_l2t i 

SETBAC t 

I 
DSTATE I 



•DSK_STATE[DI],DRV_DET+FMT_CAPA J TURN ON DETERMINED A FMT CAPA 
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1826 
1827 
1828 
1829 
1830 
1831 
1832 
1833 
1834 
1835 
1836 
1837 
1838 
1839 
1840 
1841 
1842 
1843 
1844 
1845 
1846 
1847 
1848 
1849 
1850 
1851 
1852 
1853 
1854 
1855 
1856 
1857 
1858 
1859 
1860 
1861 
1862 
1863 
1864 
1865 
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07E5 

07E5 80 3E 0041 R 00 

07EA 74 39 

07EC 80 3E 0041 R 80 

07F1 74 32 

07F3 8A A5 0090 R 

07F7 F6 C4 10 

07FA 75 29 

07FC 80 E4 CO 

07FF BA 2E 008B R 

0803 CO C5 04 

0806 80 E5 CO 

0809 3A EC 

080B 74 18 



080D 80 FC 01 

0810 DO DC 

0812 80 E4 CO 

0815 80 A5 0090 R IF 

08IA 08 A5 0090 R 

081E C6 06 0041 R 00 

0823 F9 

0824 C3 



CMP 

JZ 

MOV 

TEST 

JNZ 

AND 

MOV 

ROL 

AND 



CY s 1 FOR RETRY, CY = FOR NO RETRY 



NEAR 

©DSKETTE_STATUS , 

NO RETRY 

•DSKETTE STATUS, T I Ml 

NO RETRY 

AH7»DSK STATE [D I] 

AH, MED BET 

NO RETRY 

ahTrate MSK 
ch.clasTrate 

CH.4 

CH,RATE_MSK 
CH.AH 
NO RETRY 



I GET STATUS OF OPERATION 

J SUCCESSFUL OPERATION 
OUT | IF TIME OUT NO RETRY 

» 

( GET MEDIA STATE OF DRIVE 

» ESTABLISHED /DETERMINED ? 

J IF ESTABLISHED STATE THEN TRUE ERROR 

| ISOLATE RATE 

I GET START OPERATION STATE 

I TO CORRESPONDING BITS 

I ISOLATE RATE BITS 

I ALL RATES TRIED 

I IF YES, THEN TRUE ERROR 



SETUP STATE INDICATOR FOR RETRY ATTEMPT TO NEXT RATE 

000O0O00B (500) -> 10000000B (250) 

10000000B (250) -> 01000000B (300) 

01000000B (300) -> 00000000B (500) 



CMP 
RCR 
AND 
AND 
OR 
MOV 
STC 
RET 



AH, RATE 500+1 J SET CY FOR RATE 500 

AH.1 | TO NEXT STATE 

AH, RATE MSK J KEEP ONLY RATE BITS 

•DSK_STA"TE[DI1,NOT RATE MSK+DBL STEP | RATE, DBL STEP OFF 

•DSK STATE[Dl],AH "j TURN 5N NEW RATE 

•DSKCTTE_STATUS , ; RESET STATUS FOR RETRY 

I SET CARRY FOR RETRY 

j RETRY RETURN 



1867 
1868 
1869 
1870 
1871 
1872 
1873 
1874 
1875 
1876 
1877 
1878 
1879 
I860 
1881 
1882 
1883 
1884 
1885 
1886 
1887 
1888 
1889 
1890 
1891 
1892 
1893 
1894 
1895 
1896 
1897 
1898 
1899 
1900 
1901 
1902 
1903 
1904 
1905 
1906 
1907 
1908 
1909 
1910 
191 1 
1912 
1913 
1914 
1915 
1916 
1917 
1918 
1919 
1920 
1921 
1922 
1923 
1924 



0825 

0825 F8 

0826 C3 
0827 



0827 

0827 32 CO 

0829 80 3E 0041 R 00 
082E 75 23 

0830 B2 04 
0832 E8 0905 R 
0835 8A IE 0047 R 
0839 8B CE 

083B 3A 2E 0046 R 
083F 75 OB 

0841 8A 2E 0045 R 
0845 3A 6E 01 
0848 74 04 

084A 02 DC 

084C 

084C 02 DC 

084E 

084E 2A 5E 00 

0851 8A C3 



NO RETRY t 

CLC 

RET 
RETRY ENDP 

NUM_TRANS 

THIS ROUTINE CALCULATES THE NUMBER OF SECTORS THAT 
WERE ACTUALLY TRANSFERRED TO /FROM THE DISKETTE. 

ON ENTRY I [BP+I] = TRACK 

SI -HI = HEAD 
[BP] = START SECTOR 

AL = NUMBER ACTUALLY TRANSFERRED 



ON EXIT: 



0853 
0853 C3 
0854 



0854 

0854 B2 02 

0856 50 

0857 E8 0905 R 
085A 88 26 0040 R 
085E 58 

085F 8A 26 0041 R 
0863 OA E4 
0865 74 02 
0867 32 CO 

0869 

0869 80 FC 01 

086C F5 

086D C3 

086E 



NUM TRANS 

XOR 

CMP 

JNZ 

MOV 

CALL 

MOV 

MOV 

CMP 

JNZ 



JZ 

ADD 
DIF HDt 

ADD 
SAME TRKt 

SUB 

MOV 

NT OUT: 

RET 
NUM TRANS 



PROC 



NEAR 



•DSKETTE_STATUS , 

NT OUT 

DLT4 

GET PARM 

BL.ONEC STATUS+5 

CX.SI 

CH.ONEC STATUS+4 

DIF_HD ~ 

CH.ONEC STATUS+3 

CH,[BP+T] 

SAME TRK 



ENDP 



J CLEAR FOR ERROR 

t CHECK FOR ERROR 

t IF ERROR TRANSFERRED 

J SECTORS /TRACK OFFSET TO DL 

I AH = SECTORS /TRACK 

J GET ENDING SECTOR 

1 CH = HEAD # STARTED 

| GET HEAD ENDED UP ON 

I IF ON SAME HEAD, THEN NO ADJUST 

I GET TRACK ENDED UP ON 

S IS IT ASKED FOR TRACK 

I IF SAME TRACK NO INCREASE 

; ADD SECTORS /TRACK 

J ADD SECTORS /TRACK 



SETUP END 

RESTORES ©MOTOR COUNT TO PARAMETER PROVIDED IN TABLE 
AND LOADS DSKETTE STATUS TO AH, AND SETS CY. 

ON EXITl 

AH, ODSKETTE_STATUS , CY REFLECT STATUS OF OPERATION 



SETUP END 


PROC NEAR 


MOV 


DL,2 


PUSH 


AX 


CALL 


GET PARM 


MOV 


•MOTOR COUNT, AH 


POP 


AX 


MOV 


AH.ODSKETTE STATUS 


OR 


AH, AH 


JZ 


NUN ERR 


XOR 


AL, AY- 


NUN ERRl 




CMP 


AH,! 


CMC 




RET 




SETUP END 


ENDP 



I 

; STORE UPON RETURN 

J RESTORE NUMBER TRANSFERRED 

; GET STATUS OF OPERATION 

I CHECK FOR ERROR 

t NO ERROR 

I CLEAR NUMBER RETURNED 
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1925 
(926 
1927 
1928 
1929 
1930 
1931 
1932 
1933 
1934 
1935 
1936 
1937 
1938 
1939 
1940 
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086E 8A A5 0090 R 
0872 F6 C4 10 
0875 75 5E 



0877 C6 06 003E R 00 
087C E8 091 A R 
087F B5 00 
0881 E8 0A24 R 
0884 E8 0807 R 
0887 72 37 



SETUP DBL 

I "CHECK DOUBLE STEP. 
I ON ENTRY t 

t DI = DRIVE 

I ON EXIT t CYs I MEANS ERROR 

t .___- 

SETUP DBL PROC NEAR 

~ MOV AH.VOSK STATE [D I] 

TEST AH, MED BET 

JNZ NO DBL" 



1947 
1948 
1949 
1950 
1951 
1952 
1953 
1954 
1955 
1956 
1957 
1958 
1959 
I960 
1961 
1962 
1963 
1964 
1965 
1966 
1967 
1968 
1969 
1970 
1971 
1972 
1973 
1974 
1975 
1976 
1977 
1978 
1979 
1900 
1981 
1982 
1983 
1984 
1985 
1986 
1987 
1988 
1989 
1990 



0889 B9 0450 

088C F6 85 0090 R 01 

0891 74 02 

0893 Bt AO 



0895 C6 06 0040 R FF 

089A 51 

089B C6 06 0041 R 00 

OBAO 33 CO 

08A2 DO ED 

08A4 CO DO 03 

08A7 50 

08A8 E8 0A24 R 

08AB 58 

08AC OB F8 

08AE E8 08D7 R 

08BI 9C 

08B2 81 E7 OOFB 

08B6 9D 

08B7 59 

08B8 73 08 

08BA FE C5 

08BC 3A E9 

08BE 75 05 



i 



I ACCESS STATE 

I ESTABLISHED STATE ? 

t IF ESTABLISHED THEN DOUBLE DONE 

CHECK FOR TRACK TO SPEED UP ACKNOWLEDGE OF UNFORMATTED DISKETTE 

I SET RECALIBRATE REQUIRED ON ALL DRIVES 
t ENSURE MOTOR STAY ON 
t LOAD TRACK 

i Seek to track o 

I READ ID FUNCTION 
j IF ERROR NO TRACK 

INITIALIZE START AND MAX TRACKS (TIMES 2 FOR BOTH HEADS) 

MOV CX.0450H J START, MAX TRACKS 

TEST ODSK STATE[DI],TRK CAPA » TEST FOR 80 TRACK CAPABILITY 

JZ CNT 5k ~ j IF NOT COUNT IS SETUP 

MOV CL,0~A0H ; MAXIMUM TRACK 1.2 MB 

ATTEMPT READ ID OF ALL TRACKS, ALL HEADS UNTIL SUCCESS; UPON SUCCESS, 
MUST SEE IF ASKED FOR TRACK IN SINGLE STEP MODE = TRACK ID READ; IF NOT 
THEN SET DOUBLE STEP ON. 



MOV 


©SEEK STATUS, 


CALL 


MOTOR~ON 


MOV 


CH.O 


CALL 


SEEK 


CALL 


READ ID 


JC 


SD ERR 



CNT OK» MOV 
PUSH 
MOV 
XOR 
SHR 
RCL 
PUSH 
CALL 
POP 
OR 

CALL 
PUSHF 
AND 
POPF 
POP 
JNC 
INC 
CMP 
JNZ 



OMOTOR_COUNT , OFFH 



SEEK 
AX 

DI.AX 
READ_ID 



DI . 1 I 1 1101 IB 



t ENSURE MOTOR STAYS ON FOR OPERATION 

I SAVE TRACK, COUNT 

; CLEAR STATUS, EXPECT ERRORS 

I CLEAR AX 

I HALVE TRACK, CY = HEAD 

f AX = HEAD IN CORRECT BIT 

i SAVE HEAD 

j SEEK TO TRACK 

I RESTORE HEAD 

; DI = HEAD OR'ED DRIVE 

j READ ID HEAD 

I SAVE RETURN FROM READ ID 

j TURN OFF HEAD 1 BIT 

| RESTORE ERROR RETURN 

J RESTORE COUNT 

| IF OK, ASKED = RETURNED TRACK ? 

| INC FOR NEXT TRACK 

i REACHED MAXIMUM YET 

I CONTINUE TILL ALL TRIED 



FALL THRU, READ ID FAILED FOR ALL TRACKS 



91 
1992 
1993 
1994 
1995 
1996 
1997 
1998 
1999 
2000 
2001 
2002 
2003 
2004 
2005 
2006 
2007 
2008 
2009 
2010 
201 I 
2012 
2013 
2014 
2015 
2016 
2017 
2018 
2019 
2020 
2021 
2022 
2023 
2024 
2025 
2026 
2027 
2628 
2029 
2030 
2031 
2032 
2033 
2034 
2035 
2036 
2037 
2038 



08C2 8A OE 0045 R 

08C6 88 80 0094 R 

08CA DO ED 

08CC 3 A E9 

08CE 74 05 

08D0 80 8D 0090 R 20 

08DS F8 
08D6 C3 
08D7 



DO CHKi MOV 
MOV 
SHR 
CMP 
JZ 



NO DBL « CLC 
RET 
SETUP DBL 



•DlK_STATE [ D 1 1 , DBL_STEP | 



LOAD RETURNED TRACK 

STORE TRACK NUMBER 

HALVE TRACK 

IS IT THE SAME AS ASKED FOR TRACK 

IF SAME THEN NO DOUBLE STEP 

TURN ON DOUBLE STEP REQUIRED 



I CLEAR ERROR FLAG 



06D7 

08D7 68 08EB R 

08DA 50 

08DB B4 4A 

08DO E8 09F8 R 

08E0 8B C7 

08E2 8A EO 

08E4 E8 09F8 R 

08E7 E8 075B R 

08EA 58 

08EB 

08EB C3 

08EC 



08EC 

08EC BO OE 

08EE E8 0000 E 

08FI A8 CO 

08F3 F9 

08F4 75 OE 

08F6 BO 10 

08F8 E8 0000 E 

08FB OB FF 

08FD 75 03 

08FF CO C8 04 

0902 

0902 24 OF 

0904 

0904 C3 

0905 



READ ID 

" READ ID FUNCTION. 
ON ENTRYt DI * BIT 2 = HEAD; BITS 



DI = BIT 2 IS RESET, BITS 1,0 = DRIVE 
©DSKETTE_STATUS, CY REFLECT STATUS OF OPERATION 



READ ID PROC 
MOV 
PUSH 
MOV 
CALL 
MOV 
MOV 
CALL 
CALL 
POP 

ER 3t 

RET 

READ ID ENDP 



ON ENTRY t 
ON EXITt 



AX 

AH.4AH 

NEC OUTPUT 

AX.Bl 

AH.AL 

NEC OUTPUT 

NEC~TERM 

AX ~ 



; MOVE NEC OUTPUT ERROR ADDRESS 

) READ ID COMMAND 

J tO CONTROLLER 

; DRIVE # TO AH, HEAD 

I TO CONTROLLER 

I WAIT FOR OPERATION, GET STATUS 

J THROW AWAY ERROR ADDRESS 



AL = TYPE I CY REFLECTS STATUS 



CMOS TYPE 


PROC NEAR 




MOV 


AL.CMOS DIAG 




CALL 


CMOS reXd 




TEST 


al.bXd bat+bad cksum 




STC 






JNZ 


BAD_CM 




MOV 


AL.CMOS DISKETTE 




CALL 


CMOS REA*D 




OR 


DI.DT 




JNZ 


TB 




ROR 


AL,4 


TBI 








AND 


AL.OOFH 


BAD CM « 








RET 




CMOS TYPE 


ENDP 



; CMOS DIAGNOSTIC STATUS BYTE ADDRESS 

I GET CMOS STATUS 

» BATTERY GOOD AND CHECKSUM VALID ? 

J SET CY c 1 INDICATING ERROR FOR RETURN 

I ERROR IF EITHER BIT ON 

| ADDRESS OF DISKETTE BYTE IN CMOS 

I GET DISKETTE BYTE 

I SEE WHICH DRIVE IN QUESTION 

t IF DRIVE I, DATA IN LOW NIBBLE 

S EXCHANGE NIBBLES IF SECOND DRIVE 

I KEEP ONLY DRIVE DATA, RESET CY s 
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2039 










2040 










204 1 










2042 










2043 










2044 










2045 










2046 










204T 










2048 










2049 










2050 










205 1 










2052 


0905 








2053 


0905 


IE 






2054 


0906 


56 






2055 


0907 


2B 


CO 




2056 


0909 


8E 


DB 




2057 


090B 


87 


D3 




2058 


090D 


2A 


FF 




2059 










2060 


090F 


C5 


36 0078 


R 


2061 


0913 


8A 


20 




2062 


0915 


87 


D3 




2063 


0917 


5E 






2064 


0918 


IF 






2065 


0919 


C3 






2066 










2067 


091 A 








2068 










2069 










2070 










2071 










2072 










2073 










2074 










2075 










2076 










2077 










2078 










2079 










2080 










2081 










2082 










2083 










2084 










2085 










2086 










2087 










2088 


091A 








2089 


091 A 


53 






2090 


09 IB 


E8 


0965 R 




2091 


09 IE 


72 


43 




2092 


0920 


E8 


0435 R 




2093 


0923 


B8 


90FD 




2094 


0926 


CD 


15 




2095 


0928 


9C 






2096 


0929 


E8 


040F R 




2097 


092C 


9D 






2098 


092D 


73 


05 




2099 


092F 


E8 


0965 R 




2100 


0932 


72 


2F 




2101 










2102 


0934 








2103 


0934 


B2 


OA 




2104 


0936 


E8 


0905 R 




2105 


0939 


8A 


C4 




2106 


093B 


32 


E4 




2107 


093D 


3C 


08 




2108 


093F 


73 


02 




2109 


0941 


B0 


08 




21 10 










21 11 










21 12 










21 13 


0943 


50 






21 14 


0944 


BA 


F424 




21 15 


0947 


F7 


E2 




21 16 


0949 


8B 


CA 




21 17 


094B 


8B 


DO 




2118 


094D 


F8 






21 19 


094E 


D1 


D2 




2120 


0950 


D1 


Dl 




2121 


0952 


B4 


86 




2122 


0954 


CD 


15 




2123 


0956 


58 






2124 


0957 


73 


OA 




2125 










2126 










2127 










2128 


0959 








2129 


0959 


B9 


205E 




2130 


095C 


E8 


0000 E 




2131 


095F 


FE 


C8 




2132 


0961 


75 


F6 




2133 










2134 


0963 








2135 


0963 


5B 






2136 


0964 


C3 






2137 


0965 








2138 










2139 










2140 










2141 










2142 










2143 










2144 










2145 










2146 










2147 










2148 


0965 








2149 


0965 


8B 


DF 




2150 


0967 


8A 


CB 




2151 


0969 


CO 


C3 04 




2152 


096C 


FA 







GET_PARM 

THIS ROUTINE FETCHES THE INDEXED POINTER FROM THE 
DISK BASE BLOCK POINTED TO BY THE DATA VARIABLE 
•DISK POINTER. A BYTE FROM THAT TABLE IS THEN MOVED 
INTO TEH, THE INDEX OF THAT BYTE BEING THE PARAMETER 
IN DL. 



ON ENTRY t 
ON EXITj 



DL 



INDEX OF BYTE TO BE FETCHED 



GET PARM 



AX, AX 

DS.AX 

DX.BX 

BH.BH 

DStABSO 

SI ,»DISK POINTER 

AH,[SI+B7] 

DX.BX 



BIOS DATA AREA 



t BL s INDEX 
| BX = INDEX 

j POINT TO BLOCK 
J GET THE WORD 
t RESTORE BX 



PUSH 

PUSH 

SUB 

MOV 

XCHG 

SUB 

ASSUME 
LDS 
MOV 
XCHG 
POP 
POP DS 
RET 

ASSUME DSiDATA 
GET_PARM ENDP 

MOTOR_ON 

TURN MOTOR ON AND WAIT FOR MOTOR START UP TIME. THE »MOTOR COUNT 
IS REPLACED WITH A SUFFICIENTLY HIGH NUMBER (OFFH) TO ENSURE 
THAT THE MOTOR DOES NOT GO OFF DURING THE OPERATION. IF THE 
MOTOR NEEDED TO BE TURNED ON, THE MULTITASKING HOOK FUNCTION 
(AX«90FDH, INT 15H) IS CALLED TELLING THE OPERATING SYSTEM 
THAT THE BIOS IS ABOUT TO WAIT FOR MOTOR START UP. IF THIS 
FUNCTION RETURNS WITH CY u 1, IT MEANS THAT THE MINIMUM WAIT 
HAS BEEN COMPLETED. AT THIS POINT A CHECK IS MADE TO ENSURE 
THAT THE MOTOR WASN'T TURNED OFF BY THE TIMER. IF THE HOOK DID 
NOT WAIT, THE WAIT FUNCTION (AH«086H) IS CALLED TO WAIT THE 
PRESCRIBED AMOUNT OF TIME. IF THE CARRY FLAG IS SET ON RETURN, 
IT MEANS THAT THE FUNCTION IS IN USE AND DID NOT PERFORM THE 
WAIT. A TIMER 1 WAIT LOOP WILL THEN DO THE WAIT. 



ON ENTRY: 



Dl = DRIVE « 
AX.CX.DX DESTROYED 



JC 

CALL 

MOV 

INT 

PUSHF 

CALL 

POPF 

JNC 

CALL 

JC 



MOV 

CALL 

MOV 

XOR 

CMP 

JAE 

MOV 



PROC NE< 

BX 

TURN ON 

MOT TS ON 

XLAT oCd 

AX,09"0FDH 

15H 

XLAT_NEW 

M WAIT 
TORN ON 
MOT TS ON 



DL.10 

GET PARM 

AL,A"H 

AH, AH 

AL.8 

GP2 

AL.8 



1 SAVE REG. 

J TURN ON MOTOR 

t IF CY.1 NO WAIT 

t TRANSLATE STATE TO COMPATIBLE MODE 

t LOAD WAIT CODE I TYPE 

| TELL OPERATING SYSTEM ABOUT TO DO WAIT 

I SAVE CY FOR TEST 

» TRANSLATE STATE TO PRESENT ARCH. 

; RESTORE CY FOR TEST 

t BYPASS LOOP IF OP SYSTEM HANDLED WAIT 

t CHECK AGAIN IF MOTOR ON 

t IF NO WAIT MEANS IT IS ON 



| GET THE MOTOR WAIT PARAMETER 

J AL = MOTOR WAIT PARAMETER 

I AX » MOTOR WAIT PARAMETER 

| SEE IF AT LEAST A SECOND IS SPECIFIED 

I IF YES, CONTINUE 

I ONE SECOND WAIT FOR MOTOR START UP 



AX CONTAINS NUMBER OF 1/8 SECONDS (125000 MICROSECONDS) TO WAIT 

PUSH AX | SAVE WAIT PARAMETER 

J LOAD LARGEST POSSIBLE MULTIPLIER 

I MULTIPLY BY HALF OF WHAT'S NECESSARY 

i CX = HIGH WORD 

J CX.DX = 1/2 • (« OF MICROSECONDS) 

I CLEAR CARRY FOR ROTATE 

t DOUBLE LOW WORD, CY CONTAINS OVERFLOW 

t DOUBLE HI, INCLUDING LOW WORD OVERFLOW 

; LOAD WAIT CODE 

; PERFORM WAIT 

J RESTORE WAIT PARAMETER 

j CY MEANS WAIT COULD NOT BE DONE 

D WHEN RTC WAIT FUNCTION IS ALREADY IN USE 

t WAIT FOR 1/8 SECOND PER (AL) 

; COUNT FOR 1/8 SECOND AT 15.085737 US 

I GO TO FIXED WAIT ROUTINE 

i DECREMENT TIME VALUE 

I ARE WE DONE YET 

; RESTORE REG. 



MOV 


DX, 62500 


MUL 


DX 


MOV 


CX.DX 


MOV 


DX.AX 


CLC 




RCL 


DX.1 


RCL 


CX.1 


MOV 


AH.86H 


INT 


15H 


POP 


AX 


JNC 


MOT IS ON 


} FOLLOWING LOOPS RE 


J13t 




MOV 


CX.8286 


CALL 


WAITF 


DEC 


AL 


JNZ 


JI3 


MOT IS ONt 




POP 


BX 


RET 




MOTOR ON 


ENDP 



DI « DRIVE # 

CY s MEANS WAIT REQUIRED 
CY = 1 MEANS NO WAIT REQUIRED 
AX.BX.CX.DX DESTROYED 



TURN ON PROC NEAR 

MOV BX.DI 

MOV CL.BL 

ROL BL.4 
CL1 



| BX » DRIVE # 

; CL = DRIVE # 

; BL = DRIVE SELECT 

I NO INTERRUPTS WHILE DETERMINING STATUS 



DSKETTE 5-107 
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2153 
2154 
2155 
2156 
2157 
2158 
2159 
2160 
2161 
2162 
2(63 
2164 
2 165 
2166 
2167 
2168 
2169 
2(70 
2171 
2172 
2173 
2(74 
2(75 
2176 
2177 
2(78 
2(79 
2(80 
2(8( 
2(82 
2(83 
2184 
2185 
2186 
2(87 
2(88 
2189 
2190 
2191 
2192 
2193 
2194 
2(95 
2196 
2(97 
2198 
2199 
2200 
2201 
2202 
2203 
2204 
2205 
2206 
2207 
2208 
2209 
22 tO 
2211 
22(2 
2213 
2214 
2215 
22(6 
22(7 
22(8 
22(9 
2220 
222 1 
2222 
2223 
2224 
2225 
2226 
2227 
2228 
2229 
2230 
2231 
2232 
2233 
2234 
2235 
2236 
2237 
2238 
2239 
2240 
224 1 
2242 
2243 
2244 
2245 
2246 
2247 
2248 
2249 
2250 
225 ( 
2252 
2253 
2254 
2255 
2256 
2257 
2258 
2259 
2260 
2261 
2262 
2263 
2264 
2265 
2266 



096D C6 06 0040 R FF 
0972 A0 003F R 
0975 24 30 
0977 B4 01 
0979 02 E4 



09 7B 3A C3 
097D 75 06 
097F 84 26 003F R 
0983 75 2C 



MOV 
MOV 
AND 
MOV 
SHL 



OMOTOR COUNT, OFFH 
AL.OMOTOR STATUS 
AL.OOI 1000~0B 
AH, I 
AH.CL 



I ENSURE MOTOR STAYS ON FOR OPERATION 

J GET DIGITAL OUTPUT REGISTER REFLECTION 

; KEEP ONLY DRIVE SELECT BITS 

; MASK FOR DETERMINING MOTOR BIT 

; AH = MOTOR ON, A=00000001, B=000000l0 



: DRIVE SELECT FROM OMOTOR STATUS 
< DRIVE SELECT DESIRED 
; MOTOR ON MASK DESIRED 



0985 
0985 
0987 
098B 
098E 
0993 



09A0 
09A2 
09A5 
09A7 
09AA 
09AB 
09AD 
09AF 
09B0 

09BI 



09B2 FB 
09B3 C3 
09B4 



OA E3 

8A 3E 003F R 

80 E7 OF 

80 26 003F R CF 

08 26 003F R 

AO 003F R 

8A D8 

80 E3 OF 

FB 

24 3F 

CO CO 04 

OC OC 

BA 03F2 



CMP 
JNZ 
TEST 
JNZ 

TURN IT ON J 
~ "OR 
MOV 
AND 
AND 
OR 
MOV 
MOV 
AND 
ST I 
AND 
ROL 
OR 
MOV 
OUT 
CMP 



NO MOT WAITS 

~ STC 

ST I 

RET 

TURN ON ENDP 



AL.BL 
TURN IT ON 

ah.omotSr STATUS 

NO MOT WATT 



BH , •MOTOR_STATUS 

BH, 00001 1 1 IB 

•MOTOR STATUS , I I 00 I I ( 1 B 

•MOTOR~STATUS,AH 

AL, ©MOTOR STATUS 

BL.AL 

BL, 00001 ( I IB 

AL.OOI Hit IB 



AL, 00001 (00B 

DX.03F2H 

DX.AL 

BL.BH 

NO MOT WAIT 



REQUESTED DRIVE ALREADY SELECTED 

IF NOT SELECTED JUMP 

TEST MOTOR ON BIT 

JUMP IF MOTOR ON AND SELECTED 



AH = DRIVE SELECT AND MOTOR ON 

SAVE COPY OF OMOTOR STATUS BEFORE 

KEEP ONLY MOTOR BITS' 

CLEAR OUT DRIVE SELECT 

OR IN DRIVE SELECTED AND MOTOR ON 

GET DIGITAL OUTPUT REGISTER REFLECTION 

BL=OMOTOR_STATUS AFTER, BHaBEFORE 

KEEP ONLY MOTOR BITS 

ENABLE INTERRUPTS AGAIN 

STRIP AWAY UNWANTED BITS 

PUT BITS IN DESIRED POSITIONS 

NO RESET, ENABLE DMA / I NTERRUPT 

SELECT DRIVE AND TURN ON MOTOR 

NEW MOTOR TURNED ON ? 

NO WAIT REQUIRED IF JUST SELECT 

SET CARRY MEANING WAIT 



09B4 

09B4 B2 09 

09B6 E8 0905 R 

09B9 F6 06 003F R 80 

09BE 74 14 

09C0 OA E4 

09C2 75 (4 

09C4 B4 OF 

09C6 8A 85 0090 R 

09CA 24 CO 

09CC 3C 80 

09CE 75 08 

09D0 B4 14 



09D4 

09D4 OA E4 

09D6 74 (F 



09D8 8A C4 
09DA 32 E4 
09DC 50 
09DD BA 03E8 
09E0 F7 E2 
09E2 8B CA 
09E4 8B DO 
09E6 B4 86 
09E8 CD 15 
09EA 58 
09EB 73 OA 

09ED 

09ED B9 0042 

09F0 E8 0000 E 

09F3 FE C8 

09F5 75 F6 

09F7 

09F7 C3 

09F8 



MOV 

CALL 

TEST 



JNZ 
MOV 
MOV 
AND 
CMP 
JNZ 



AX.BX.CX.DX DESTROYED s 

PROC NEAR 

DL,9 | GET HEAD SETTLE PARAMETER 

GET PARM J " 

•MOTOR STATUS, (0000000B ; SEE IF A WRITE OPERATION 

ISNT WRITE J IF NOT, DO NOT ENFORCE ANY VALUES 

AH.AR i CHECK FOR ANY WAlT? 

DO WAT | IF THERE DO NOT ENFORCE 

AH7HDI2 SETTLE J LOAD I.2M HEAD SETTLE MINIMUM 

AL,ODSK~STATE[DIJ ! LOAD STATE 

AL.RATE MSK I KEEP ONLY RATE 

AL.RATE3250 | 1.2 M DRIVE ? 

DO_WAT | DEFAULT HEAD SETTLE LOADED 

} USE 320/360 HEAD SETTLE 



ISNT WRITE! 



AH CONTAINS NUMBER OF MILLISECONDS TO WAIT 



DO WAT: MOV 
XOR 
PUSH 
MOV 
MUL 
MOV 
MOV 
MOV 



CX.DX 
DX.AX 
AH.86H 



MOV 


CX.66 


CALL 


WAITF 


DEC 


AL 


JNZ 


J29 


HW DONEl 




RET 




HD WAIT 


ENDP 



S AL - * MILLISECONDS 

t AX = # MILLISECONDS 

I SAVE HEAD SETTLE PARAMETER 

I SET UP FOR MULTIPLY TO MICROSECONDS 

; DX.AX s # MICROSECONDS 

I CX.AX = # MICROSECONDS 

I CX.DX = # MICROSECONDS 

t LOAD WAIT CODE 

I PERFORM WAIT 

I RESTORE HEAD SETTLE PARAMETER 

I CHECK FOR EVENT WAIT ACTIVE 

I I MILLISECOND LOOP 

I COUNT AT 15.085737 US PER COUNT 

I DELAY FOR t MILLISECOND 

J DECREMENT THE COUNT 

I DO AL MILLISECOND # OF TIMES 



09F8 
09F8 53 
09F9 BA 03F4 
09FC B3 02 
09FE 33 C9 



NEC OUTPUT 

~ THIS ROUTINE SENDS A BYTE TO THE NEC CONTROLLER AFTER 
TESTING FOR CORRECT DIRECTION AND CONTROLLER READY THIS 
ROUTINE WILL TIME OUT IF THE BYTE IS NOT ACCEPTED WITHIN 
A REASONABLE AMOUNT OF TIME, SETTING THE DISKETTE STATUS 
ON COMPLETION. 

ON ENTRY I 

AH = BYTE TO BE OUTPUT 
ON EXIT! 

CY = SUCCESS 

CY = I FAILURE — DISKETTE STATUS UPDATED 

IF A FAILURE HAS OCCURRED, THE RETURN IS MADE 

ONE LEVEL HIGHER THAN THE CALLER OF NEC OUTPUT. 

THIS REMOVES THE REQUIREMENT OF TEST I NG~AFTER 

EVERY CALL OF NEC_OUTPUT. 
AX.CX.DX DESTROYED 



NEC OUTPUT PROC NEAR 

PUSH BX 

MOV DX.03F4H 

MOV BL.2 

XOR CX.CX 



I SAVE REG. 

J STATUS PORT 

| HIGH ORDER COUNTER 

; COUNT FOR TIME OUT 



5-108 DSKETTE 



24 CO 
3C BO 
74 OF 
E2 FT 



80 OE 0041 R 80 



AL.DX 

AL,1 IOOOOOOB 

AL.10000000B 

J27 

J23 



JNZ J23 

FALL THRU TO ERROR RETURN 

OR •DSKETTE_STATUS,TIME_OUT 



BX 
AX 



MOV 
INC 
OUT 

PUSHF 
MOV 
CALL 
POPF 
POP 
RET 
NEC OUTPUT 
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226T 

2268 0A00 

2269 OAOI 

2270 OA03 

227 1 0A05 

2272 0A07 E2 F7 LOOP 
2273 

2274 OA09 

2275 OAOB 
2276 
2277 
2278 

2279 OAOD 

2280 0A12 

2281 0AI3 

2282 0AI4 

2283 0AI5 
2284 
2285 
2286 

2287 0AI6 

2288 0A16 8 A C4 MOV AL.AH 

2289 0AI8 

2290 0A19 EE OUT DX.AL 
2291 

2292 0A1A 

2293 0A1B 

2294 0A1E 

2295 0A21 

2296 0A22 

2297 0A23 

2298 0A24 
2299 
2300 
2301 
2302 
2303 
2304 
2305 

2306 t ON ENTRY: 

2307 
2308 

2309 ! ON EXIT: 

2310 
231 1 

2312 0A24 SEEK PROC 

2313 0A24 8B DF MOV 

2314 0A26 BO 01 MOV 

2315 0A28 86 CB XCHG 

2316 0A2A D2 CO ROL 

2317 0A2C 86 CB XCHG 

2318 0A2E 84 06 003E R TEST 

2319 0A32 75 1C JNZ 
2320 

2321 0A34 08 06 003E R OR 

2322 0A38 E8 0A83 R CALL 

2323 0A3B 73 OA JNC 
2324 
2325 
2326 

2327 0A3D 

2328 0A42 

2329 0A45 
2330 

2331 0A47 

2332 0A47 

2333 0A4C 

2334 0A4E 
2335 
2336 
2337 

2338 0A50 

2339 0A55 

2340 0A57 
2341 

2342 0A59 

2343 0A5D 
2344 

2345 0A5F 

2346 0A62 

2347 0A63 

2348 0A67 

2349 0A69 

2350 0A6C 

2351 0A6E 

2352 0A70 

2353 0A73 

2354 0A77 

2355 0A7A 
2356 
2357 
2358 

2359 0A7D DO WAIT: 

2360 0A7D 9C ~ I 

2361 0A7E E8 09B4 R 1 

2362 0A81 9D I 

2363 0A82 RB: 

2364 0A82 NEC ERR: 

2365 0A82 C3 I 

2366 0A83 SEEK I 

2367 I 

2368 I RECAL 
2369 
2370 
2371 
2372 
2373 
2374 

2375 0A83 

2376 0A83 

2377 0A84 

2378 0A87 

2379 0A88 

2380 0A8A 



1 GET STATUS 

I KEEP STATUS AND DIRECTION 
j STATUS 1 AND DIRECTION ? 
; STATUS AND DIRECTION OK 
I CONTINUE TILL CX EXHAUSTED 



POP 
STC 
RET 



DIRECTION AND STATUS OK; OUTPUT BYTE 



RESTORE REG. 
j DISCARD THE RETURN ADDRESS 
j INDICATE ERROR TO CALLER 



J GET BYTE TO OUTPUT 

j DATA PORT » STATUS PORT + I 

j OUTPUT THE BYTE 

I SAVE FLAGS 

; 30 TO 45 MICROSECOND WAIT FOR 

» NEC FLAGS UPDATE CYCLE 

t RESTORE FLAGS FOR EXIT 

I RESTORE REG. 

I CY x FROM TEST INSTRUCTION 



THIS ROUTINE WILL MOVE THE HEAD ON THE NAMED DRIVE 
TO THE NAMED TRACK. IF THE DRIVE HAS NOT BEEN ACCESSED 
SINCE THE DRIVE RESET COMMAND WAS ISSUED, THE DRIVE 
WILL BE RECALIBRATED. 



ODSKETTE STATUS, CY REFLECT STATUS OF OPERATION.: 
AX.BX.CXTDX DESTROYED 



C6 06 0041 
E8 0A83 R 
72 3B 



C6 85 0094 R 00 
OA ED 
74 2D 



F6 85 0090 R 20 
74 02 
DO E5 



BA 0A82 R 

52 

88 AD 0094 R 

B4 OF 

E8 09F8 R 

8B DF 

8A E3 

E8 09F8 R 

8A A5 0094 R 

E8 09F8 R 

E8 0A9A R 



CL.BL 

AL.CL 

CL.BL 

AL.OSEEK STATUS 

J28A 

OSEEK STATUS.AL 

RECAL" 

AFT RECAL 



ISSUE RECALIBRATE FOR 80 TRACK D 



MOV ODSK TRK[DI],0 

OR CH.CH 

JZ D0_WA1T 

DRIVE IS IN SYNCHRONIZATION WITH 

TEST ODSK STATE[DI],DBL STEP : 

JZ R7 ~ " 

SHL CH, 1 

CMP 



MOV 

PUSH 

MOV 

MOV 

CALL 

MOV 

MOV 

CALL 

MOV 

CALL 

CALL 



CH.ODSK TRK[DI] 
RB 

DX, OFFSET NEC ERR 

DX 

ODSK TRK[DI],CH 

AH.OfH 

NEC OUTPUT 

BX.Bl 

AH.BL 

NEC OUTPUT 

AH, ODSK TRK[DI] 

NEC OUTPUT 

CHK~STAT 2 



BX * DRIVE # 

ESTABLISH MASK FOR RECALIBRATE TEST 

GET DRIVE VALUE INTO CL 

SHIFT MASK BY THE DRIVE VALUE 

RECOVER TRACK VALUE 

TEST FOR RECALIBRATE REQUIRED 

JUMP IF RECALIBRATE NOT REQUIRED 

TURN ON THE NO RECALIBRATE BIT IN FLAG 
RECALIBRATE DRIVE 
RECALIBRATE DONE 



CLEAR OUT INVALID STATUS 

RECALIBRATE DRIVE 

IF RECALIBRATE FAILS TWICE THEN ERROR 



SAVE NEW CYLINDER AS PRESENT POSITION 
CHECK FOR SEEK TO TRACK 
HEAD SETTLE, CY s IF JUMP 

CONTROLLER, SEEK TO TRACK 

CHECK FOR DOUBLE STEP REQUIRED 
SINGLE STEP REQUIRED BYPASS DOUBLE 
DOUBLE NUMBER OF STEP TO TAKE 



LOAD RETURN ADDRESS 

ON STACK FOR NEC OUTPUT ERROR 

SAVE NEW CYLINDER AS PRESENT POSITION 

SEEK COMMAND TO NEC 



GET CYLINDER I 

ENDING INTERRUPT AND SENSE STATUS 



WAIT FOR HEAD SETTLE 



I SAVE STATUS 

j WAIT FOR HEAD SETTLE T1MI 

j RESTORE STATUS 



J RETURN TO CALLER 



RECALIBRATE DRIVE 

I ON ENTRY Dl = DRIVE # 

J ON EXIT: CY REFLECTS STATUS OF OPERATION. 

RECAL PROC NEAR 

PUSH CX 

MOV AX, OFFSET RC BACK J LOAD NEC OUTPUT ERROR 

PUSH AX 

MOV AH.07H ; RECALIBRATE COMMAND 

CALL NEC OUTPUT 
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2381 
2382 
2383 
2384 
2385 
2386 
2387 
2388 
2389 
2390 
2391 
2392 
2393 
2394 
2395 
2396 
2397 
2398 
2399 
2400 
2401 
2402 
2403 
2404 
2405 
2406 
2407 
2408 
2409 
2410 
2411 
2412 
2413 
2414 
2415 
2416 
2417 
2418 
2419 
2420 
2421 
2422 
2423 
2424 
2425 
2426 
2427 
2428 
2429 
2430 
2431 
2432 
2433 
2434 



0A8O 8B OF 

0A8F 8A E3 

0A91 E8 09F8 R 

0A94 E8 0A9A R 

0A97 58 

0A98 

0A98 59 

0A99 C3 

0A9A 



0A9A 
0A9A 
0A9O 
0A9E 
0AAI 
0AA3 
0AA5 
0AA8 
0AAB 
0AAO 
OABO 
0AB2 
0AB4 
0AB6 
0AB7 
0AB7 
0AB8 
0AB8 



MOV 


BX.DI 


MOV 


AH.BL 


CALL 


NEC OUTPUT 


CALL 


CHK STAT 2 


POP 


AX 


RC BACKS 




POP 


CX 


RET 




RECAL ENDP 





; BX = DRIVE * 

: OUTPUT THE DRIVE NUMBER 

I GET THE INTERRUPT AND SENSE INT STATUS 

I THROW AWAY ERROR 



CHK STAT 2 

THTS ROUTINE HANDLES THE INTERRUPT RECEIVED AFTER 
RECALIBRATE OR SEEK TO THE ADAPTER. THE 
INTERRUPT IS WAITED FOR, THE INTERRUPT STATUS SENSED, 
AND THE RESULT RETURNED TO THE CALLER. 



ON EXIT: 



•DSKETTE STATUS, CY REFLECT STATUS OF OPERATION. 



B4 08 
E8 09F8 R 
E8 0AE9 R 
72 OA 
AO 0042 R 
24 60 
3C 60 
74 03 
F8 



C3 



0AB9 

0AB9 80 OE 0041 R 40 

OABE F9 

OABF EB F6 

OACt 



0AC1 
OACt FB 
0AC2 F8 
0AC3 B8 9001 



CHK STAT 2 
MOV 
PUSH 
CALL 
JC 
MOV 
CALL 
CALL 
JC 
MOV 
AND 
CMP 



STC 
CHK_STAT_2 
I WAIT INT 



PROC NEAR 

AX, OFFSET CS BACK 

AX 

WAIT INT 

J34 

AH.08H 

NEC OUTPUT 

RESULTS 

J34 

AL,»NEC STATUS 

AL,01100~OOOB 

AL.01100000B 

J35 



I LOAD NEC_OUTPUT ERROR ADDRESS 

I WAIT FOR THE INTERRUPT 

I IF ERROR, RETURN IT 

J SENSE INTERRUPT STATUS COMMAND 

I READ IN THE RESULTS 

J GET THE FIRST STATUS BYTE 

l ISOLATE THE BITS 

I TEST FOR CORRECT VALUE 

$ IF ERROR, GO MARK IT 

I GOOD RETURN 

! THROW AWAY ERROR RETURN 



•DSKETTE_STATUS , BAD_SEEK 



i ERROR RETURN CODE 



THIS ROUTINE WAITS FOR AN INTERRUPT TO OCCUR A TIME OUT 
ROUTINE TAKES PLACE DURING THE WAIT, SO THAT AN ERROR 
MAY BE RETURNED IF THE DRIVE IS NOT READY. 

:iT: *DSKETTE_STATUS , CY REFLECT STATUS OF OPERATION.: 



2436 
2437 
2438 
2439 
2440 
2441 
2442 
2443 
2444 
2445 
2446 
2447 
2448 
2449 
2450 
2451 
2452 
2453 
2454 
2455 
2456 
2457 
2458 
2459 
2460 
2461 
2462 
2463 
2464 
2465 
2466 
2467 
2468 
2469 
2470 
2471 
2472 
2473 
2474 
2475 
2476 
2477 
2478 
2479 
2480 
2481 
2482 
2483 
2484 
2485 
2486 
2487 
2488 
2489 
2490 
2491 
2492 
2493 
2494 



0AC8 72 1 1 

OACA B3 OA 

OACC 33 C9 

OACE 

OACE F6 06 003E R 80 

0AD3 75 OC 

0AD5 E2 F7 

0AD7 FE CB 

0AD9 75 F3 

OADB 80 OE 0041 R 80 

OAEO F9 

0AE1 

0AE1 9C 

0AE2 80 26 003E R 7F 

0AE7 9D 

0AE8 C3 

0AE9 



0AE9 

0AE9 57 

OAEA BF 0042 R 

OAED B3 07 

OAEF BA 03F4 



J36A: 
J37i 



ST I 
CLC 
MOV 
INT 



TEST 

JNZ 

LOOP 

DEC 

JNZ 

OR 



AX.09001H 

15H 

J36A 



•SEEK STATUS, I NT_FLAG 

J37 

J36 



J TURN ON INTERRUPTS, JUST IN CASE 

; CLEAR TIMEOUT INDICATOR 

; LOAD WAIT CODE AND TYPE 

t PERFORM OTHER FUNCTION 

J BYPASS TIMING LOOP IF TIMEOUT DONE 

I CLEAR THE COUNTERS 

j FOR 2 SECOND WAIT 

; TEST FOR INTERRUPT OCCURRING 



•DSKETTE_STATUS , T I ME_OUT 



I SAVE CURRENT CARRY 
•SEEK STATUS, NOT INT FLAG | TURN OFF INTERRUPT FLAG 

J RECOVER CARRY 

! GOOD RETURN CODE 
ENDP 



RESULTS 

THIS ROUTINE WILL READ ANYTHING THAT THE NEC CONTROLLER 
RETURNS FOLLOWING AN INTERRUPT. 



RESULTS PROC NEAR 

PUSH DI 

MOV D I, OFFSET ©NEC STATUS 

MOV BL , 7 

MOV DX.03F4H 



0AF2 B7 02 
0AF4 33 C9 
0AF6 
0AF6 EC 
0AF7 24 CO 
0AF9 3C CO 
OAFB 74 OE 
OAFD E2 F7 



0B03 80 OE 0041 R 80 
0B08 F9 
0B09 EB IB 



OBOB 42 
OBOC EC 
OBOD 88 05 
OBOF 47 



1 

RIOt 


- WAIT 
MOV 


FOR REQUEST FOR 
BH.2 




XOR 


CX.CX 


J39t 








IN 


AL.DX 




AND 


AL.1 I000000B 




CMP 


AL.1 I000000B 




JZ 


J42 




LOOP 


J39 




DEC 


BH 




JNZ 


J39 




OR 


•DSKETTE STA1 




STC 






JMP 


SHORT POPRES 


, 


- READ 


IN THE STATUS 


J42| 






1 


JMP 


t+2 




INC 


DX 




IN 


AL.DX 




MOV 


[DIJ.AL 




INC 


DI 



I POINTER TO DATA AREA 
; MAX STATUS BYTES 
S STATUS PORT 



S HIGH ORDER COUNTER 

; COUNTER 

I WAIT FOR MASTER 

J GET STATUS 

; KEEP ONLY STATUS AND DIRECTION 

I STATUS 1 AND DIRECTION 1 7 

I STATUS AND DIRECTION OK 

J LOOP TILL TIMEOUT 



I I/O DELAY 

I POINT AT DATA PORT 

{ GET THE DATA 

; STORE THE BYTE 

; INCREMENT THE POINTER 
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04-21-86 










(DSK3 


.ASM) 






2495 


0B10 B9 


0003 






MOV 


CX,3 | 


MINIMUM 24 MICROSECONDS FOR NEC 


2496 


OBI 3 E8 


0000 


E 




CALL 


WAITF I 


WAIT 30 TO 45 MICROSECONDS 


2497 


OBI 6 4A 








DEC 


DX I 


POINT AT STATUS PORT 


2498 


OBI 7 EC 








IN 


AL.DX 


GET STATUS 


2499 


OBI 8 A8 


to 






TEST 


AL.00010000B 


TEST FOR NEC STILL BUSY 


2500 


0B1A 74 


0A 






JZ 


POPRES 


RESULTS DONE ? 


2501 
















2502 


0B1C FE 


CB 






DEC 


BL 


DECREMENT THE STATUS COUNTER 


2503 


0B1E 75 


D2 






JNZ 


RIO 


GO BACK FOR MORE 


2504 


0B20 80 


0E 0041 R 20 




OR 


•DSKETTE STATUS, BAD NEC 


TOO MANY STATUS BYTES 


2505 


0B25 F9 








STC 


~ 


SET ERROR FLAG 


2506 
















2507 








, 


RESULT 


OPERATION IS DONE 




2508 
















2509 


0B26 






POPRESt 








2510 


0B26 5F 








POP 


DI 




251 t 


0B27 C3 








RET 




RETURN WITH CARRY SET 


2512 
2513 
2514 


0B28 






RESULTS 


ENDP 












t READ_ 


DSKCHNG 






2515 
2516 
2517 










READS 


THE STATE OF THE DISK CHANGE LINE. s 








1 ON ENTRY « 


DI » DRIVE # 




2518 
















2519 








t ON EXITt 


DI ■ DRIVE # 




2520 












ZF > t DISK CHANGE LINE INACTIVE t 


2521 












ZF • 1 I DISK CHANGE LINE ACTIVE t 


2522 
2523 












AX.CX.DX DESTROYED 


















2524 


0B28 






READ_DSKCHNG 


PROC NEAR 




2525 


0B28 E8 


091A 


R 




CALL 


MOTOR ON 


TURN ON THE MOTOR IF OFF 


2526 


0B2B BA 


03F7 






MOV 


DX.03F7H 


ADDRESS DIGITAL INPUT REGISTER 


2527 


0B2E EC 








IN 


AL.DX 


INPUT DIGITAL INPUT REGISTER 


2528 


0B2F AB 


80 






TEST 


AL.DSK CHG 


CHECK FOR DISK CHANGE LINE ACTI\ 


2529 


0B31 C3 








RET 


~ 


RETURN TO CALLER WITH ZERO FLAG 


2530 
2531 


0B32 






READ_DSKCHNG 


ENDP 


















2532 








t DRIVE 


DET 






2533 










"DETERM 


NES WHETHER DRIVE IS 80 OR 40 TRACKS AND t 


2534 










UPDATES STATE INFORMATION ACCORDINGLY. : 


2535 
















2536 
2537 








| ON ENTRY l 


DI * DRIVE # 


















2538 


0B32 






DRIVE_DET 


PROC NEAR 




2539 


0B32 E8 


091 A 


R 




CALL 


MOTOR ON 


TURN ON MOTOR IF NOT ALREADY ON 


2540 


0B35 E8 


0A83 


R 




CALL 


RECAL 


RECALIBRATE DRIVE 


2541 


0B38 72 


3C 






JC 


DD BAC 


ASSUME NO DRIVE. PRESENT 


2542 


0B3A BS 


30 






MOV 


CH7TRK SLAP 


SEEK TO TRACK 48 


2543 


0B3C E8 


0A24 


R 




CALL 


SEEK " 


" 


2544 


0B3F 72 


35 






JC 


DD BAC 


ERROR NO DRIVE 


2545 


0B41 B5 


OB 






MOV 


ch7quiet_seek+i 


SEEK TO TRACK 10 


2546 


0B43 






SK_GIN: 








2547 


0B43 FE 


CD 






DEC 


CH 


DECREMENT TO NEXT TRACK 


2548 


0B45 51 








PUSH 


CX 


SAVE TRACK 


2549 


0B46 E8 


0A24 


R 




CALL 


SEEK 


* 


2550 


0B49 72 


2C 






JC 


POP BAC 


POP AND RETURN 


2551 


0B4B B8 


0B77 


R 




MOV 


ax, Offset pop bac 


LOAD NEC OUTPUT ERROR ADDRESS 


2552 


0B4E 50 








PUSH 


AX 


" 


2553 


0B4F B4 


04 






MOV 


AH, SENSE DRV ST 


SENSE DRIVE STATUS COMMAND BYTE 


2554 


0B51 E8 


09F8 


R 




CALL 


NEC OUTPUT ~ 


OUTPUT TO NEC 


2555 


0B54 8B 


C7 






MOV 


AX.Bl 


AL a DRIVE 


2556 


0B56 8A 


EO 






MOV 


AH.AL 


AH s DRIVE 


2557 


0B58 E8 


09F8 


R 




CALL 


NEC OUTPUT 


OUTPUT TO NEC 


2558 


0B5B E8 


0AE9 


R 




CALL 


RESULTS 


GO GET STATUS 


2559 


0B5E 58 








POP 


AX 


THROW AWAY ERROR ADDRESS 


2560 


0B5F 59 








POP 


CX 


RESTORE TRACK 


2561 


0B60 F6 


06 0042 R 10 




TEST 


•NEC STATUS, HOME 


TRACK ? 


2562 


0B65 74 


DC 






JZ 


SK GTN 


GO TILL TRACK 


2563 


0B67 OA 


ED 






OR 


chTch 


IS HOME AT TRACK 6 ? 


2564 


0B69 74 


06 






JZ 


I S_80 


MUST BE 80 TRACK DRIVE 


2565 
















2566 








i 


DRIVE 


S A 360| SET DRIVE TO DETERMINED; 


2567 








i 


SET MEDIA TO DETERMINED AT RATE 250. 


2568 
















2569 


0B6B 80 


8D 0090 R 94 




OR 


•DSK_STATE[DI ] ,DRV_DET+Ml 


ID DET+RATE 250 


2570 


0B70 C3 








RET 




ALL INFORMATION SET 


2571 
















2572 


0B71 






IS_80| 








2573 


0B7I 80 


8D 0090 R 01 




OR 


•DSK_STATE[DI ] ,TRK_CAPA 


SETUP 80 TRACK CAPABILITY 


2574 


0B76 . 






DD_BACl 








2575 


0B76 C3 








RET 






2576 
















2577 


0B77 






POP_BAC 


1 






2578 


0B77 59 








POP 


CX 


J THROW AWAY 


2579 


0B78 C3 








RET 






2580 
















2581 
2582 


0B79 






DRIVE_DET 


ENDP 


















2583 








} DISK_ 


INT 




t 


2584 










THIS ROUTINE HANDLES THE DISKETT 


i INTERRUPT. » 


2585 














j 


2586 
2587 








t ON EXITt 


THE INTERRUPT FLAG IS SE 


r IN »SEEK_STATUS . » 
















2588 


0B79 






DISKJNT 1 


PROC FAR 


| ENTRY POINT FOR ORG 0EF57H 


2589 


0B79 50 








PUSH 


AX 


i SAVE WORK REGISTER 


2590 


0B7A IE 








PUSH 


DS 


j SAVE REGISTERS 


2591 


0B7B E8 


0000 


E 




CALL 


DDS 


I SETUP DATA ADDRESSING 


2592 


0B7E 80 


OE 003E R 80 




OR 


•SEEK STATUS, INT FLAG 


J TURN ON INTERRUPT OCCURRED 


2593 


0B83 IF 








POP 


DS 


; RESTORE USER (DS) 


2594 


0B84 BO 


20 






MOV 


AL.EOI 


I END OF INTERRUPT MARKER 


2595 


0B86 E6 


20 






OUT 


INTAOO.AL 


j INTERRUPT CONTROL PORT 


2596 


0B88 FB 








ST I 




; RE-ENABLE INTERRUPTS 


2597 


0B89 B8 


9101 






MOV 


AX.09I01H 


J INTERRUPT POST CODE AND TYPE 


2598 


0B8C CD 


15 






INT 


15H 


I GO PERFORM OTHER TASK 


2599 


0B8E 58 








POP 


AX 


; RECOVER REGISTER 


2600 


0B8F CF 








IRET 




; RETURN FROM INTERRUPT 


2601 


0B90 






DISKJNTJ 


ENDP 





DSKETTE 5-111 



0B90 
0B9t 
0892 
0B93 
0B94 
0B95 
0B96 



OBAO 
0BA6 
OBAB 



57 

IE 

E8 0000 E 

80 OE OOAO R 01 

33 FF 

C7 06 0090 R 0000 

80 26 008B R 33 

80 OE 008B R CO 

C6 06 003E R 00 

C6 06 0040 R 00 

C6 06 003F R 00 

C6 06 0041 R 00 



DSKETTE SETUP PROC 
"PUSH 
PUSH 
PUSH 
PUSH 
PUSH 
PUSH 
CALL 
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2602 
2603 
2604 
2605 
2606 
2607 
2608 
2609 
2610 
2611 
2612 
26(3 
2614 
26(5 
2616 
2617 
2618 
2619 
2620 
2621 
2622 
2623 
2624 
2625 
2626 
2627 
2628 
2629 
2630 
2631 
2632 
2633 
2634 
2635 
2636 
2637 
2638 
2639 
2640 
2641 
2642 
2643 
2644 



DSKETTE SETUP 

THIS ROUTINE DOES A PRELIMINARY CHECK TO SEE WHAT TYPE 
OF DISKETTE DRIVES ARE ATTACH TO THE SYSTEM. 



I SAVE REGISTERS 



0BC4 

0BC4 

0BC7 

OBCA 

OBCB 

OBCE 

OBDO 

0BD5 

OBDA 

OBDD 

OBDE I 

OBDF ! 

OBEO i 

0BE1 i 

0BE2 i 

0BE3 ( 

0BE4 

0BE4 



47 

83 FF 02 

75 F4 

C6 06 003E R 00 

80 26 OOAO R FE 

E8 0854 R 



OR 
XOR 
MOV 
AND 
OR 
MOV 
MOV 
MOV 
MOV 



CALL 

CALL 

INC 

CMP 

JNZ 

MOV 

AND 

CALL 



DI 

DS 

DDS I POINT DATA SEGMENT TO BIOS DATA AREA 

•RTC WAIT FLAG, 01 ; NO RTC WAIT, FORCE USE OF LOOP 

DI.DT ; INITIALIZE DRIVE POINTER 

WORD PTR •DSK_STATE.O | INITIALIZE STATES 

•LASTRATE.NOT STRT_MSK+SEND_MSK | CLEAR START A SEND 

OLASTRATE.SEND MSK ; INITIALIZE SENT TO IMPOSSIBLE 

©SEEK STATUS, I INDICATE RECALIBRATE NEEDED 

•MOTOR" COUNT, J INITIALIZE MOTOR COUNT 

•MOTOR~STATUS , | INITIALIZE DRIVES TO OFF STATE 

•DSKETTE_STATUS , | NO ERRORS 



DS 
POP DI 
POP DX 
POP CX 
POP BX 
POP AX 
RET 

DSKETTE_SETUP ENDP 

CODE ENDS 
END 



DI 

DI,MAX_DRV 

SUPO 

•SEEK STATUS, 

•RTC WAIT_FLAG,OFEH 

SETUP*_END 



; DETERMINE DRIVE 

I TRANSLATE STATE TO COMPATIBLE MODE 

; POINT TO NEXT DRIVE 

; SEE IF DONE 

I REPEAT FOR EACH DRIVE 

J FORCE RECALIBRATE 

J ALLOW FOR RTC WAIT 

J VARIOUS CLEANUPS 

i RESTORE CALLERS RESISTERS 
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PAGE 
TITLE 


18, 121 








.286C 






.LIST 






CODE 


SEGMENT 


BYTE PUBLIC 




PUBLIC 


DISK 10 




PUBLIC 


DISK SETUP 




PUBLIC 


HD_lRT 




EXTRN 


CMOS READ t NEAR 




EXTRN 


CMOS~WRITE tNEAR 




EXTRN 


DDSiREAR 




EXTRN 


E MSGlNEAR 




EXTRN 


FTT80INEAR 




EXTRN 


FI7BI tNEAR 




EXTRN 


F 1782: NEAR 




EXTRN 


F 17901 NEAR 




EXTRN 


FI791 tNEAR 




EXTRN 


FD TBLlNEAR 



— INT 13H 






FIXED DISK 


/O INTERFACE t 


THIS 


NTERFACE PROVIDES ACCESS TO 5 1/4" FIXED DISKS THROUGH t 


THE IBM Ft 


XED DISK CONTROLLER. : 


THE BIOS 


ROUTINES ARE MEANT TO BE ACCESSED THROUGH t 


SOFTWARE 


INTERRUPTS ONLY. ANY ADDRESSES PRESENT IN I 


THESE 


LISTINGS ARE INCLUDED ONLY FOR COMPLETENESS, I 


NOT FOR 


REFERENCE. APPLICATIONS WHICH REFERENCE ANY t 


ABSOLUTE 


ADDRESSES WITHIN THE CODE SEGMENTS OF BIOS 1 


VIOLATE THE STRUCTURE AND DESIGN OF BIOS. : 


INPUT (AH) 


« HEX 


COMMAND VALUE t 


(AH)* 


00H 


RESET DISK (DL * 80H.81H) / DISKETTE t 


(AH)* 


01H 


READ THE STATUS OF THE LAST DISK OPERATION INTO (AD t 

NOTEt DL < BOH - DISKETTE t 

DL > 80H - DISK I 


(AH)* 


02H 


READ THE DESIRED SECTORS INTO MEMORY s 


(AH)* 


03H 


WRITE THE DESIRED SECTORS FROM MEMORY I 


(AH)* 


04H 


VERIFY THE DESIRED SECTORS t 


(AH)* 


OSH 


FORMAT THE DESIRED TRACK « 


(AH)* 


06H 


UNUSED I 


(AH)* 


07H 


UNUSED < 


(AH)* 


08H 


RETURN THE CURRENT DRIVE PARAMETERS t 


(AH)* 


09H 


INITIALIZE DRIVE CHARACTERISTICS t 
INTERRUPT 41 POINTS TO DATA BLOCK FOR DRIVE I 
INTERRUPT 46 POINTS TO DATA BLOCK FOR DRIVE 1 I 


(AH)* 


OAH 


READ LONG t 


(AH)* 


OBH 


WRITE LONG (READ • WRITE LONG ENCOMPASS 512+4 BYTES ECO I 


(AH)* 


OCH 


SEEK t 


(AH)* 


ODH 


ALTERNATE DISK RESET (SEE DL) t 


(AH)* 


OEH 


UNUSED t 


(AH)* 


OFH 


UNUSED I 


(AH)* 


10H 


TEST DRIVE READY i 


(AH)* 


1 1H 


RECALIBRATE t 


(AH)* 


12H 


UNUSED t 


(AH)* 


I3H 


UNUSED t 


(AH)* 


14H 


CONTROLLER INTERNAL DIAGNOSTIC t 


(AH)« 


15H 


READ DASD TYPE I 


REG 1 STERS 


USED FOR FIXED DISK OPERATIONS t 




(DL) - DRIVE NUMBER (80H-81H FOR DISK, VALUE CHECKED) t 




(DH) - HEAD NUMBER (0-15 ALLOWED, NOT VALUE CHECKED) i 




(CH) - CYLINDER NUMBER (0-1023, NOT VALUE CHECKED) (SEE CD t 




(CD - SECTOR NUMBER (1-17, NOT VALUE CHECKED) I 






NOTEt HIGH 2 BITS OF CYLINDER NUMBER ARE PLACED t 






IN THE HIGH 2 BITS OF THE CL REGISTER t 






(10 BITS TOTAL) t 




(AD - NUMBER OF SECTORS (MAXIMUM POSSIBLE RANGE I-80H, t 






FOR READ /WRITE LONG I-79H) t 




(ESlBX) - ADDRESS OF BUFFER FOR READS AND WRITES, 






(NOT REQUIRED FOR VERIFY) 1 




FORMAT (AH*5) ESjBX POINTS TO A 512 BYTE BUFFER. THE FIRST t 






2* (SECTORS/ TRACK) BYTES CONTAIN F.N FOR EACH SECTOR. t 






F * OOH FOR A GOOD SECTOR i 






80H FOR A BAD SECTOR t 






N * SECTOR NUMBER i 






FOR AN INTERLEAVE OF 2 AND 17 SECTORS /TRACK 1 






THE TABLE SHOULD BE 1 t 






DB OOH, 01H, OOH, OAH, OOH, 02H, OOH, OBH, OOH, 03H, OOH, OCH t 






DB OOH, 04H, OOH, ODH, OOH, 05H, OOH, OEH, OOH, 06H, OOH, OFH t 






DB 00H.O7H.00H, I0H,00H,08H,00H, 1 1H.00H.09H t 
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HS 
116 
117 
118 
119 



122 
123 
124 
125 



133 






134 






135 






136 






137 






138 






139 






140 






141 






142 


■ 


00FF 
00E0 


143 




144 




OOCC 


145 




OOBB 


146 


■ 


OOAA 


147 




0060 


148 


8 


0040 


149 




0020 


150 


S 


001 1 


151 




0010 


152 




OOOB 


153 


■ 


OOOA 


18* 




0009 


155 




0007 


156 




0005 


157 




0004 


158 


m 


0002 


159 




0001 


160 






161 






162 






163 







AH s STATUS OF CURRENT OPERATION 

STATUS BITS ARE DEFINED IN THE EQUATES BELOW 
CY = SUCCESSFUL OPERATION (AHsO ON RETURN) 
CY a 1 FAILED OPERATION (AH HAS ERROR REASON) 

NOTE* ERROR 1 IH INDICATES THAT THE DATA READ HAD A RECOVERABLE 
ERROR WHICH WAS CORRECTED BY THE ECC ALGORITHM. THE DATA 
IS PROBABLY GOOD, HOWEVER THE BIOS ROUTINE INDICATES AN 
ERROR TO ALLOW THE CONTROLLING PROGRAM A CHANCE TO DECIDE 
FOR ITSELF. THE ERROR MAY NOT RECUR IF THE DATA IS 
REWRITTEN. 



80H) , 



IF DRIVE PARAMETERS WERE REQUESTED (DL >= 
INPUTi 

(DL) * DRIVE NUMBER 
OUTPUT! 

(DL) a NUMBER OF CONSECUTIVE ACKNOWLEDGING DRIVES ATTACHED (1-2) 
(CONTROLLER CARD ZERO TALLY ONLY) 
= MAXIMUM USEABLE VALUE FOR HEAD NUMBER 
s MAXIMUM USEABLE VALUE FOR CYLINDER NUMBER 
= MAXIMUM USEABLE VALUE FOR SECTOR NUMBER 
AND CYLINDER NUMBER HIGH BITS 

IF READ DASD TYPE WAS REQUESTED, 

AH * Q - NOT PRESENT 

1 - DISKETTE - NO CHANGE LINE AVAILABLE 

2 - DISKETTE - CHANGE LINE AVAILABLE 

3 - FIXED DISK 

CX.DX ■ NUMBER OF 512 BYTE BLOCKS WHEN AH = 3 



(DH) 
(CH) 
(CD 



SENSE FAIL 
NO ERR 

wrTte_fault 
undef err 

NOT RBY 
TIME OUT 

bad Seek 
bad"cntlr 
data" corrected 

BAD ECC 

bad~track 
bad~sector 
dma boundary 

INlT FAIL 

bad Reset 
record not fnd 
bad adbr mark 

BAD~CMD ~ 



EQU 


OFFH 


EQU 


OEOH 


EQU 


OCCH 


EQU 


OBBH 


EQU 


OAAH 


EQU 


80H 


EQU 


40H 


EQU 


20H 


EQU 


1 IH 


EQU 


10H 


EQU 


OBH 


EQU 


OAH 


EQU 


09H 


EQU 


07H 


EQU 


05H 


EQU 


04H 


EQU 


02H 


EQU 


OIH 



not implemented 

status error /error registers 

write fault on selected drive 

undefined error occurred 

drive not ready 

attachment failed to respond 

seek operation failed 

controller has failed 

ecc corrected data error 

bad ecc on disk read 

not implemented 

bad sector flag detected 

data extends too far 

dr1.ve parameter activity failed 

reset failed 

Requested sector not found 

address mark not found 

bad command passed to disk i/o 



176 
177 
178 



182 
183 
184 
185 



FIXED DISK PARAMETER TABLE 

- THE TABLE IS COMPOSED OF A BLOCK DEFINED AS: 

♦0 (1 WORD) - MAXIMUM NUMBER OF CYLINDERS 

+2 (t BYTE) - MAXIMUM NUMBER OF HEADS 

+3 (1 WORD) - NOT USED /SEE PC-XT 

+5 (1 WORD) - STARTING WRITE PRECOMPENSAT I ON CYL 

♦7 (1 BYTE) - MAXIMUM ECC DATA BURST LENGTH 

+8 (1 BYTE) - CONTROL BYTE 

BIT 7 DISABLE RETRIES -OR- 
BIT 6 DISABLE RETRIES 
BIT 3 MORE THAN 8 HEADS 
+9 (3 BYTES)- NOT USED/ SEE PC-XT 
4-12 (I WORD) - LANDING ZONE 
♦14 (I BYTE) - NUMBER OF SECTORS /TRACK 
+15 (I BYTE) - RESERVED FOR FUTURE USE 

- TO DYNAMICALLY DEFINE A SET OF PARAMETERS 
BUILD A TABLE FOR UP TO 15 TYPES AND PLACE 
THE CORRESPONDING VECTOR INTO INTERRUPT 41 
FOR DRIVE AND INTERRUPT 46 FOR DRIVE 1. 
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192 






193 






194 






195 






196 






197 






198 






199 






200 






201 






202 






203 






204 






205 






206 






207 






208 






209 






210 






21 1 






212 






213 






214 






215 






216 






217 




OIFO 


218 




03F6 


219 






220 






221 






222 




0001 


223 




0002 


224 




0004 


225 


X 


0008 


226 




0010 


227 




0020 


228 




0040 


229 


2 


0080 


230 






231 






232 






233 




0001 


234 




0002 


235 




0004 


236 






237 




0010 


238 






239 




0040 


240 


x 


0080 


241 






242 






243 




00 to 


244 




0020 


245 




0030 


246 


X 


0040 


247 




0050 


248 




0060 


249 




0070 


250 




0090 


251 




0091 


252 


X 


0001 


253 




0002 


254 


X 


0008 


255 






256 




0002 


257 




0002 


258 






259 




0025 


260 




0600 


261 




0100 


262 






263 




0008 


264 






265 






266 






267 






268 






269 







HARDWARE SPECIFIC VALUES 
- CONTROLLER I/O PORT 

> WHEN READ FROM I 

HF PORT+0 - READ DATA (FROM CONTROLLER TO CPU) 
HF PORT+1 - GET ERROR REGISTER 
HF~PORT+2 - GET SECTOR COUNT 
HF~PORT+3 - GET SECTOR NUMBER 
HF~P0RT+4 - GET CYLINDER LOW 
HF~PORT+5 - GET CYLINDER HIGH (2 BITS) 
HF~PORT+6 - GET SIZE/DRIVE/HEAD 
HF~PORT+7 - GET STATUS REGISTER 

> WHEN WRITTEN TO: 

HF PORT+0 - WRITE DATA (FROM CPU TO CONTROLLER) 
HF PORT+1 - SET PRECOMPENSAT I ON CYLINDER 
HF~PORT+2 - SET SECTOR COUNT 
HF~PORT+3 - SET SECTOR NUMBER 
HF~P0RT+4 - SET CYLINDER LOW 
HF~PORT+5 - SET CYLINDER HIGH (2 BITS) 
HF PORT+6 - SET SIZE/DRIVE/HEAD 
HF~PORT+7 - SET COMMAND REGISTER 



HF PORT 


EQU 


01F0H 


HF_REG_PORT 


EQU 


03F6H 


1 


STATUS 


REG 1 STER 


ST ERROR 


EQU 


00000001B 


ST" INDEX 


EQU 


0000001 OB 


ST CORRCTD 


EQU 


00000 I00B 


ST DRQ 


EQU 


00001000B 


ST~SEEK COMPL 


EQU 


0O0I0OO0B 


ST WRT FLT 


EQU 


00100000B 


st~rea5y 


EQU 


01000000B 


ST_BUSY 


EQU 


10000000B 


, 


ERROR 


REGISTER 


ERR DAM 


EQU 


00000001B 


ERR~TRK 


EQU 


0000001 OB 


ERR ABORT 


EQU 


00000100B 


» 


EQU 


00001000B 


ERR_ID 


EQU 


00010000B 


i ~ 


EQU 


OOtOOOOOB 


ERR DATA ECC 


EQU 


01000000B 


ERR~BAD_BLOCK 


EQU 


10000000B 


RECAL CMD 


EQU 


00010000B 


READ CMD 


EQU 


OOIOOOOOB 


WRITE CMD 


EQU 


001 I0000B 


VERIFY CMD 


EQU 


0I000000B 


FMTTRK"CMD 


EQU 


OtOIOOOOB 


INIT CMD 


EQU 


01 100000B 


SEEK CMD 


EQU 


01 1 10000B 


DIAG~CMD 


EQU 


100I0000B 


SET FARM CMD 


EQU 


I0010001B 


no Retries 


EQU 


0000000IB 


ECC MODE 


EQU 


0000001 OB 


BUFFER_MODE 


EQU 


00001000B 


MAX FILE 


EQU 


2 


S_MA"X_FILE 


EQU 


2 


DELAY 1 


EQU 


25H 


DELAY 2 


EQU 


0600H 


DELAY~3 


EQU 


0100H 


HF_FAIL 
, 


EQU 
COMMAN 


08H 
D BLOCK REFt 



I DISK PORT 



1 ECC CORRECTION SUCCESSFUL 



I DATA ADDRESS MARK NOT FOUND 

t TRACK NOT FOUND ON RECAL 

i ABORTED COMMAND 

I NOT USED 

t ID NOT FOUND 

t NOT USED 



t 



RITI 



VERIFY 

I FORMAT TRACK 

t INITIALIZE 

I SEEK 

I DIAGNOSTIC 

J DRIVE PARMS 

I CMD MODIFIER 

t CMD MODIFIER 

| CMD MODIFIER 



(10H) 
(20H) 
(30H) 
(40H) 
(50H) 
(60H) 
(70H) 
(90H) 
(9IH) 
(01H) 
(02H) 
(08H) 



•CMD BLOCK 



I DELAY FOR OPERATION COMPLETE 

t DELAY FOR READY 

I DELAY FOR DATA REQUEST 

t CMOS FLAG IN BYTE OEH 



BYTE PTR [BPJ-8 | »CMD BLOCK REFERENCES BLOCK HEAD IN SS 
; (BPT POINTS TO COMMAND BLOCK TAIL 
; AS DEFINED BY THE "ENTER" PARMS 
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270 
271 
272 
273 
274 
275 
276 
277 
278 
279 
280 
281 
282 
283 
284 
285 
286 
287 
288 
289 
290 
291 
292 
293 
294 
295 
296 
297 
298 
299 
300 
301 
302 
303 
304 
305 
306 
307 
308 
309 
310 
311 
312 
313 
314 
315 
316 
317 
318 
319 
320 
321 
322 
323 
324 
325 
326 
327 
328 
329 
330 
331 
332 
333 
334 
335 
336 
337 
338 
339 
340 
341 
342 
343 
344 
345 
346 
347 
348 
349 
350 
351 
352 
353 
354 
355 
356 
357 
358 
359 
360 
361 
362 
363 
364 
365 
366 
367 
368 
369 
370 
371 
372 
373 
374 
375 
376 
377 
378 
379 
380 
381 
382 
383 



PAGE 

I FIXED DISK I/O SETUP 

I - ESTABLISH TRANSFER VECTORS FOR THE FIXED DISK 

I - PERFORM POWER ON DIAGNOSTICS 

I SHOULD AN ERROR OCCUR A "1701" MESSAGE IS DISPLAYED 



0000 
0000 
0001 
0004 
0006 
0009 
000C 
000F 
0012 
0018 
OOIC 
0022 
0026 
002C 
0030 
0036 
003A 
003C 
003E 
0040 
0042 
0044 
0046 
0048 



FA 

B8 R 

8E D8 

A1 004C R 

A3 0100 R 

At 004E R 

A3 0102 R 

CT 06 004C R 01A9 R 

8C OE 004E R 

CT 06 0108 R 06DA R 

8C OE OIDA R 

CT 06 0104 R 0000 E 

8C OE 0106 R 

CT 06 0118 R 0000 E 

8C OE 011A R 

E4 At 

24 I 



i 00 
E6 Al 
E4 21 
24 FB 
EB 00 
E6 21 



DISK SETUP 
CLI 
MOV 
MOV 
MOV 
MOV 
MOV 
MOV 
MOV 
MOV 
MOV 
MOV 
MOV 
MOV 
MOV 
MOV 
IN 
AND 



004A FB 

004B IE 

004C 07 

004D E8 0000 E 

0050 C6 06 0074 R 00 

0055 C6 06 0075 R 00 

005A C6 06 0076 R 00 

005F BO 8E 

0061 E8 0000 E 

0064 8A EO 

0066 24 CO 

0068 74 03 

006A E9 OOFS R 

006D 

006D 80 E4 F7 

0070 80 8E 

0072 E8 0000 E 

0075 BO 92 

0077 E8 0000 E 

007A C6 06 0077 R 00 

007F 8A D8 

0081 25 00F0 

0084 74 72 



008A BO 99 

008C E8 0000 E 

008F 3C 00 

0091 74 65 

0093 3C 2F 

0095 77 61 

0097 CI EO 04 

009A 

009A 05 FFFO E 

009D 261 A3 0104 R 

00A1 C6 06 0075 R 01 

00A6 8A C3 

00A8 CO EO 04 

OOAB 74 2A 

OOAD B4 00 



CS : CODE, DS: ABSO 

PROC NEAR 

AX, ABSO 

DS.AX 

AX, WORD PTR ©ORG VECTOR 

WORD PTR ©DISK VECTOR, AX 

AX, WORD PTR OORG VECTOR+2 

WORD PTR ©DISK VECTOR+2.AX 

WORD PTR ©ORG VECTOR , OFFSET DISK 10 

WORD PTR OORG~VECTOR+2,CS 

WORD PTR ©HDlSK I NT, OFFSET HD INT 

WORD PTR OHDISK"'lNT+2,CS 

WORD PTR OHF TBL VEC, OFFSET FD TBL 

WORD PTR •HF~TBL~VEC+2,CS 

WORD PTR OHF1 TBC VEC, OFFSET FD TBL 

WORD PTR »HF1~TBL"VEC+2,CS 

AL.INTB01 ~ ~ ; TURN ON SECOND INTERRUPT CHIP 

AL.OBFH 

$+2 

INTBOI.AL 

AL.INTAOI ; LET INTERRUPTS PASS THRU TO 

AL.OFBH l SECOND CHIP 

1+2 

INTAOI.AL 



MOVE ABSO POINTER TO 
EXTRA SEGMENT POINTER 
ESTABLISH DATA SEGMENT 
RESET THE STATUS INDICATOR 
ZERO NUMBER OF FIXED DISKS 



00B3 
00B5 
00B8 
OOBA 
OOBC 
OOBE 
00C0 
00C3 
00C3 
00C6 
00C8 
OOCC 
OOCE 
00D2 
00D7 
00D7 
00D9 
OODB 
OODD 
OODF 
00E2 
00E4 
00E7 
00E9 
OOEC 
OOF I 
00F3 
00F5 
OOFS 
OOFS 



BO 9A 
E8 0000 E 
3C 00 
74 IB 
3C 2F 
77 17 
Ct EO 04 

05 FFFO E 

SB D8 

2E: 83 3F 00 

74 09 

26: A3 0118 R 

C6 06 0075 R 02 

B2 80 

B4 14 

CD 13 

72 I A 

A I 006C R 

SB D8 

05 0444 

SB C8 

E8 0104 R 

80 3E 0075 R 01 

76 05 

B2 81 

E8 0104 R 

C3 



I WORK OFF DS REGISTER 



J GET ABSOLUTE SEGMENT 

| SET SEGMENT REGISTER 

I GET DISKETTE VECTOR 

I INTO INT 40H 



; FIXED DISK HANDLER 

I FIXED DISK INTERRUPT 

I PARM TABLE DRIVE 80 

; PARM TABLE DRIVE 81 



ASSUME 


DS: DATA, ES« ABSO 


PUSH 


DS 


POP 


ES 


CALL 


DDS 


MOV 


ODISK STATUS 1,0 


MOV 


•HF N0m,0 


MOV 


©CONTROL BYTE.O 


MOV 


AL.CMOS BlAG+NMl 


CALL 


CMOS READ 


MOV 


AH, AC 


AND 


AL.BAD BAT+BAD CKSUM 


JZ 


LI 


JMP 


POD_DONE 


AND 


AH, NOT HF FAIL 


MOV 


AL.CMOS DTAG+NMI 


CALL 


CMOS wrTte 


MOV 


AL.CiSOS DISK+NMI 


CALL 


CMOS REA"D 


MOV 


•PORT OFF.O 


MOV 


BL.AL" 


AND 


AX.000F0H 


JZ 


POD_DONE 


CMP 


AL.OFOH 


JNE 


L2 


MOV 


AL.CMOS DISK 1+NMI 


CALL 


CMOS REXD 


CMP 


AL.O" 


JE 


POD DONE 


CMP 


AL,4"7 


JA 


POD DONE 


SHL 


AX,? 


ADD 


AX, OFFSET FD TBL-16D 


MOV 


WORD PTR ©HF~TBL VEC, AX 


MOV 


•HF NUM.I 


MOV 


AL.BL 


SHL 


AL.4 


JZ 


SHORT L4 


MOV 


AH.O 


CMP 


AL.OFOH 


JNE 


1-3 


MOV 


AL.CMOS DISK 2+NMI 


CALL 


CMOS REA*D 


CMP 


AL,0~ 



ADD 


AX, OFFSET FD TBL-16D 


MOV 


BX.AX 


CMP 


WORD PTR CS:[BX],0 


JE 


L4 


MOV 


WORD PTR ©HF! TBL VE( 


MOV 


•HF_NUM,2 ~ ~ 


MOV 


DL.80H 


MOV 


AH.14H 


INT 


I3H 


JC 


CTL ERRX 


MOV 


AX,»TIMER LOW 


MOV 


BX.AX 


ADD 


AX, 6*182 


MOV 


CX.AX 


CALL 


HD RESET 1 


CMP 


•HF NUM.T 


JBE 


POD~DONE 


MOV 


DL.SlH 


CALL 


HD RESET 1 


POD DONE: 




RET 





CHECK CMOS VALIDITY 
SAVE CMOS FLAG 
CHECK FOR VALID CMOS 

CMOS NOT VALID ~ NO FIXED DISKS 



ZERO CARD OFFSET 

SAVE FiXED DISK BYTE 

GET FIRST DRIVE TYPE AS OFFSET 

NO FIXED DISKS 



GET EXTENDED TYPE FOR DRIVE C: 

FROM CMOS 

IS TYPE SET TO ZERO 

EXIT IF NOT VALID AND NO FIXED DISKS 

IS TYPE WITHIN VALID RANGE 

EXIT WITH NO FIXED DISKS IF NOT VALID 

ADJUST TYPE TO HIGH NIBBLE 

COMPUTE OFFSET OF FIRST DRIVE TABLE 
SAVE IN VECTOR POINTER 
AT LEAST ONE DRIVE 



GET EXTENDED TYPE FOR DRIVE D: 

FROM CMOS 

IS TYPE SET TO ZERO 

SKIP IF SECOND FIXED DISK NOT VALID 

IS TYPE WITHIN VALID RANGE 

SKIP IF NOT VALID 

ADJUST TYPE TO HIGH NIBBLE 

COMPUTE OFFSET FOR SECOND FIXED DISK 



TWO DRIVES 

CHECK THE CONTROLLER 

USE CONTROLLER DIAGNOSTIC COMMAND 

CALL BIOS WITH DIAGNOSTIC COMMAND 

DISPLAY ERROR MESSAGE IF BAD RETURN 
GET START TIMER COUNTS 

60 SECONDS* 18.2 

SET UP DRIVE 

WERE THERE TWO DRIVES? 

NO-ALL DONE 

SET UP DRIVE I 
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384 
385 
386 
387 
388 
389 
390 
391 
392 
393 
394 
395 
396 
397 
398 
399 
400 
401 
402 
403 
404 
405 
406 
407 
408 
409 
410 



413 
414 
415 
416 
417 
418 
419 
420 
421 
422 
423 
424 
425 
426 
427 
428 
429 
430 
431 
432 
433 
434 
435 
436 
437 
438 
439 
440 



447 
448 
449 
450 
451 
452 
453 
454 
455 
456 
457 
458 
459 
460 



467 
468 
469 
470 
471 
472 
473 
474 
475 
476 
477 
478 
479 
480 
481 
482 
483 
484 
485 



00F9 

00F9 BE 0000 E 
OOFC E8 017C R 
OOFF E8 0000 E 
0102 EB F4 



0104 
0104 
0105 
0106 
0108 
010A 
OtOC 
010E 
01 10 
01 12 
01 15 
01 17 
01 1A 
01 10 
Ot IF 
0122 
0125 
0127 
0129 
012B 
01 2D 
012F 
0131 
0133 
0137 
0139 
013C 
013E 
0140 
0143 
0145 
0148 
014A 
014D 
014F 
0152 
0154 
0158 
015A 
015C 
015E 
0160 
0163 
0165 
0169 
0I6B 
016E 
0171 
0173 
0176 
0176 
0179 
0179 
017A 



CD 13 
73 19 
E8 0I8A R 
73 EF 
BE 0000 E 
F6 C2 01 
75 57 
BE 0000 E 
E8 017C R 
EB 4F 
B4 00 
CD 13 
B4 08 
8A DA 
CD 13 

72 38 

89 OE 0042 R 
8A D3 
B8 0401 
CD 13 

73 39 

80 FC OA 

74 34 
80 FC 11 
74 2F 

80 FC 10 

74 2A 

E8 018A R 

72 17 

8B OE 0042 R 

8A CI 

24 3F 

FE C8 

74 C7 

80 El CO 

OA C8 

89 OE 0042 R 

EB CE 

BE 0000 E 

F6 C2 01 

75 03 

BE 0000 E 

E8 0000 E 



017C 

017C 

017C B8 8E8E 
017F E8 0000 E 
0182 OC 08 
0184 86 EO 
0186 E8 0000 E 

0189 C3 
018A 

018A 
018A 58 
018B 59 
018C 5B 
018D 53 
018E 51 
018F 50 

0190 At 006C R 



0193 3B D9 
0195 72 06 
0197 3B D8 
0199 72 OC 
019B EB 04 
019D 3B C3 
019F 72 04 
01AI 3B CI 
01A3 72 02 

01A5 F9 
01A6 C3 
0IA7 FB 
01A8 C3 
01A9 



01A9 



t POD ERR 

CTL_ERRXi 


OR 




HOV 


SI, OFFSET F1782 




CALL 


SET FAIL 




CALL 


E MfG 




JMP 


p5d_done 


HD_RESET 1 


PROC NEAR 




Push 


BX 




push 


CX 


RES_1 t 


HOV 


AH.09H 




INT 


13H 




JC 


RES 2 




MOV 


AH.TlH 




INT 


13H 




JNC 


RES CK 


RES_2t 


CALL 


POD TCHK 




JNC 


RES~1 


RES_FLt 


HOV 


si, Offset fitbi 




TEST 


DL.1 




JNZ 


RES El 




MOV 


SI.SFFSET F1780 




CALL 


SET FAIL 




JMP 


SHORT RES El 


RES_RS i 


MOV 


AH.OOH 




INT 


13H 


RES CKi 


MOV 


AH.08H 


~ 


MOV 


BL.DL 




INT 


13H 




JC 


RES ER 




MOV 


WORB PTR »NEC STATUS, CX 




MOV 


DL.BL 


RES_3i 


MOV 


AX.0401H 




INT 


I3H 






RES OK 




CMP 


ah, Bad sector 




JE 


RES OK" 




CMP 


AH, BAT A CORRECTED 




JE 


RES OK " 




CMP 


ah, Bad ecc 




JE 


RES OK" 




CALL 


POD TCHK 




JC 


RES~ER 




MOV 


CX.fORD PTR »NEC STATUS 




MOV 


AL.CL ~ 




AND 


AL.3FH 




DEC 


AL 




JZ 


RES RS 




AND 


CL.ffCOH 




OR 


CL.AL 




MOV 


WORD PTR ©NEC STATUS, CX 




JMP 


RES 3 


RES_ER: 


MOV 


si, Offset F1791 




TEST 


DL, 1 




JNZ 


RES El 




MOV 


SI.5FFSET F1790 


RES_E1: 








CALL 


E_MSG 


RES_OK« 








POP 


CX 




POP 


BX 




RET 




HD_RESET_I 


ENDP 


SET FAI 


L 


PROC NEAR 


~ 


MOV 


AX, X* (CMOS DIAG+NMI) 




CALL 


CMOS READ ~ 




OR 


AL.HF FAIL 




XCHG 


AH.AL" 




CALL 


CMOS_WRITE 




RET 




SET_FAIL 


ENDP 


POD_TCHK 


PROC NEAR 




POP 


AX 




POP 


CX 




POP 


BX 




PUSH 


BX 




PUSH 


CX 




PUSH 


AX 




MOV 


AX,»TIMER_LOW 




CMP 


BX.CX 




JB 


TCHK1 




CMP 


BX.AX 




JB 


TCHKG 




JMP 


SHORT TCHK2 


TCHK 1 : 


CMP 


AX.BX 




JB 


TCHKNG 


TCHK2t 


CMP 


AX.CX 




JB 


TCHKG 


TCHKNGJ 


STC 
RET 




TCHKGi 


CLC 
RET 




POD_TCHK 


ENDP 


DISK_SETUP 


ENDP 



I CONTROLLER ERROR 

; DO NOT 1PL FROM DISK 

t DISPLAY ERROR AND SET (BP) ERROR FLAG 



I SAVE TIMER LIMITS 
j SET DRIVE PARAMETERS 



t RECALIBRATE DRIVE 



( INDICATE DISK 1 FAILURE 



» RESET THE DRIVE 



I GET MAX CYLINDER, HE AD, SECTOR 
t SAVE DRIVE CODE 



I SAVE MAX CYLINDER, SECTOR 

I RESTORE DRIVE CODE 

j VERIFY THE LAST SECTOR 



t CHECK FOR TIME OUT 

J FAILED 

t GET SECTOR ADDRESS, AND CYLINDER 

I SEPARATE OUT SECTOR f 



I TRY PREVIOUS ONE 

I WE'VE TRIED ALL SECTORS ON TRACK 

I KEEP CYLINDER BITS 

I MERGE SECTOR WITH CYLINDER BITS 

I SAVE CYLINDER, NEW SECTOR NUMBER 

I TRY AGAIN 

t INDICATE DISK 1 ERROR 



; INDICATE DISK ERROR 

t DISPLAY ERROR AND SET (BP) ERROR FLAG 

I RESTORE TIMER LIMITS 



j GET CMOS ERROR BYTE 

t SET DO NOT I PL FROM DISK FLAG 

t SAVE IT 

I PUT IT OUT 



i CHECK FOR 30 SECOND TIME OUT 

I SAVE RETURN 

I GET TIME OUT LIMITS 

j AND SAVE THEM AGAIN 

I RESTORE RETURN 

j AX « CURRENT TIME 

I BX * START TIME 

I CX = END TIME 



I START < END 



| CURRENT < START < END 

j START < CURRENT < END 

j OR CURRENT < END < START 

t CARRY SET INDICATES TIME OUT 

S INDICATE STILL TIME 



DISK 5-117 



487 
488 
489 
490 
49 1 
492 
493 
494 
495 
496 
497 
498 
499 



FIXED DISK BIOS ENTRY POINT 



502 
503 
504 
505 
506 
507 
508 
509 
510 
St 1 
512 
513 
514 
515 
516 
517 
518 
519 
520 
521 
522 
523 
524 
525 
526 
527 
528 
529 
530 
531 
532 
533 
534 
535 
536 
537 
538 
539 



541 
542 
543 
544 
545 
546 
547 
548 
549 
550 
551 
552 
553 
554 
555 
556 
557 
558 
559 
560 
561 
562 
563 
564 
565 
566 
567 
568 
569 
570 
571 
572 
573 
574 
575 
576 
577 
578 
579 
580 
581 
582 
583 
584 
585 
586 
587 
588 
589 
590 
591 
592 
593 
594 
595 
596 
597 
598 
599 



0IA9 80 FA 80 

01AC 73 05 

01AE CD 40 

01B0 

01 BO CA 0002 



DISK 10 


PROC 


FAR 




ASSUME 


DS t DATA, ESt NOTHING 




CMP 


DL.80H 




JAE 


Al 




INT 


40H 


RET 2t 








RET 


2 



0IB3 

01B3 I 

0IB4 

01B6 

01B8 

01BA 

OIBC 

OIBF 

0IC1 

01CI 

01C4 

0IC6 

0IC9 

01CC 

OICE 

0ID1 
OIDI 
0ID5 
0ID6 
01D7 
01D8 
01D9 
01DA 
OIDB 
OIDC 
OIDE 
OIEO 
01E2 
01E5 
01E8 
01EC 
OIEF 
OIFO 
01F1 
01F2 
01F3 
01F4 
0IF5 
01F6 
0IF7 



OA E4 
75 09 
CD 40 
2A E4 
80 FA 61 
77 EF 

80 FC 06 

75 03 

E9 0393 R 

60 FC 15 

75 03 

E9 0353 R 



56 

57 

OA E4 

75 02 

B2 60 

E6 0225 R 

E6 0000 E 

8A 26 0074 R 

80 FC 01 

F5 

5F 



JNZ 


A2 


INT 


40H 


SUB 


AH, AH 


CMP 


DL,(80H + S MAX FILE 


JA 


RET_2 


CMP 


AH.08H 


JNZ 


A3 


JMP 


GET PARM N 


CMP 


AH.15H 



READ_DASD_TYPE 



ENTER 


8,0 


PUSH 


BX 


PUSH 


CX 


PUSH 


DX 


PUSH 


DS 


PUSH 


ES 


PUSH 


SI 


PUSH 


Dl 


OR 


AH, AH 


JNZ 


A5 


MOV 


DL.80H 


CALL 


DISK 10 CONT 


CALL 


DDS ~ ~ 


MOV 


AH, ©DISK STATUS 1 


CMP 


AH.1 



01FB 

01FB 

01FB 02CI R 
01FD 0315 R 
01FF 03IE R 
0201 0325 R 
0203 032C R 
0205 033E R 
0207 02B9 R 
0209 02B9 R 
020B 02B9 R 
020D 03F1 R 
020F 0423 R 
021 1 042A R 
0213 0431 R 
0215 02CI R 
0217 02B9 R 
0219 02B9 R 
02 IB 044F R 
02 ID 0466 R 
02 IF 02B9 R 
0221 02B9 R 
0223 048E R 
« 002A 



0225 
0225 
0228 
022B 
022D 
0230 
0230 
0235 
0236 
023A 
023B 
023E 
0240 
0242 
0243 
0246 
024A 
024D 
0250 
0254 
0255 
0258 
0259 
025A 
025B 
025F 
0262 
0264 
0268 
0269 
026C 
0260 
026F 



E8 0000 E 
60 FC 01 

75 03 

E9 0315 R 

C6 06 0074 R 00 

53 

8A IE 0075 R 

50 

80 E2 7F 

3A DA 

76 75 
06 

E8 06C4 R 

26 t 8B 47 OS 

CI E8 02 

66 46 F8 

26 t 8A 47 08 

52 

BA 03F6 

EE 

5A 

07 

8A 26 0076 R 

80 E4 CO 

OA EO 

68 26 0076 R 

56 

68 46 F9 





LEAVE 






Rfcl 


a 


DISK. 


.10 ENDP 




Ml 


LABEL 


WORD 




DW 


DISK RESET 




DW 


RETURN STATUS 




DW 


DISK READ 




DW 


DISK~WRITE 




DW 


DISK~VERF 




DW 


FMT TRK 




DW 


BAD COMMAND 




DW 


BAD COMMAND 




DW 


BAD COMMAND 




DW 


INlT DRV 




DW 


RD LONG 




DW 


WR LONG 




DW 


DISK SEEK 




DW 


DISK~RESET 




DW 


bad Command 




DW 


BAD COMMAND 




DW 


TST RDY 




DW 


HDllK recal 




DW 


BAD C5MMAND 




DW 


BAD~COMMAND 




DW 


CTLR" DIAGNOSTIC 


MIL 


EQU 


$-M1- 


DISK. 


10 CONT 


PROC NEAR 




"CALL 


DDS 




CMP 


AH.01H 




JNZ 


SUO 






RETURN_STATUS 


SUOt 








MOV 


ODISK STATUS! ,0 




PUSH 


BX 




MOV 


BL,©HF NUM 




PUSH 


AX 




AND 


DL.7FH 




CMP 


BL.DL 




JBE 


BAD COMMAND POP 




PUSH 


ES ~ 




CALL 


GET VEC 




MOV 


ax, Word ptr es«[bx][5] 




SHR 


AX, 2 




MOV 


•CMC BLOCK, AL 




MOV 


AL.BTTE PTR ESt[BX][8] 




PUSH 


DX 




MOV 


DX.HF REG PORT 




OUT 


DX.AL" 




POP 


DX 




POP 


ES 




MOV 


AH, ©CONTROL BYTE 




AND 


AH.OCOH 




OR 


AH.AL 




MOV 


©CONTROL BYTE, AH 




POP 


AX 




MOV 


•CMD BLOCK +1 ,AL 




PUSH 


AX ~ 




MOV 


AL.CL 




AND 


AL.3FH 



I TEST FOR FIXED DISK DRIVE 

; YES, HANDLE HERE 

I DISKETTE HANDLER 

J BACK TO CALLER 



; ENABLE INTERRUPTS 

t RESET NEC WHEN AH=0 
1) 

J GET PARAMETERS IS A SPECIAL CASE 

; READ DASD TYPE IS ALSO 



SAVE REGISTERS DURING OPERATION 
SAVE (BP) AND MAKE ROOM FOR ©CMD BLOCK 
IN THE STACK. THE COMMAND BLOCK~IS: 
•CMD_BLOCK == BYTE PTR [BP]-8 



I CHECK FOR RESET 

J FORCE DRIVE 80 FOR RESET 

J PERFORM THE OPERATION 

I ESTABLISH SEGMENT 

J GET STATUS FROM OPERATION 

I SET THE CARRY FLAG TO INDICATE 

; SUCCESS OR FAILURE 

I RESTORE REGISTERS 



i FUNCTION TRANSFER TABLE 

; 000H 

t OOIH 

I 002H 

t 003H 

I 004H 

; 005H 

; 006H 

j 007H 

; 008H 

; 009H 

i OOAH 

t OOBH 

S OOCH 

I OODH 

t OOEH 

! OOFH 



FORMAT BAD SECTORS 
FORMAT DRIVE 
RETURN PARAMETERS 



I 01 OH 
> 01 IH 



MEMORY DIAGNOSTIC 
DRIVE DIAGNOSTIC 
CONTROLLER DIAGNOSTIC 



J RESET THE STATUS INDICATOR 

I SAVE DATA ADDRESS 

i GET NUMBER OF DRIVES 

; GET DRIVE AS OR 1 

I INVALID DRIVE 



I GET CONTROL BYTE MODIFIER 
I SET EXTRA HEAD OPTION 



| SECTOR COUNT 

t GET SECTOR NUMBER 



5-118 DISK 



Version 2.00 



600 
60 1 
602 
603 
604 
605 
606 
607 
608 
609 
610 



615 
616 
61T 
618 
619 
620 
62 1 
622 
623 
624 
625 
626 
627 
628 
629 
630 
631 
632 
633 
634 
635 



0271 
0274 
0277 
0279 
027C 
027F 
0281 
0284 
0287 
0289 
028B 
028E 
028F 
0290 
0292 
0294 
0296 
0298 
029B 
0290 
029E 
029F 
02A0 
02A1 
02A3 
02A6 
02A8 
02AA 
02AC 
02B0 
02BI 
02B2 
02B7 
02B7 
02BB 
02B9 
02B9 



88 46 FA 
88 6E FB 
8A CI 
CO E8 06 
88 46 FC 
8A CZ 
CO EO 04 
80 E6 OF 
OA C6 
OC AO 
88 46 FD 
58 
50 

8A C4 
32 E4 
D1 EO 
8B FO 
3D 002A 
73 IA 



8B CB 

Ct E9 04 

8C CO 

03 CI 

8E CO 

81 E3 OOOF 



2Et FF A4 01FB R 



MOV 
MOV 
MOV 
SHR 
MOV 
MOV 
SHL 
AND 



PUSH 

MOV 

XOR 

SAL 

MOV 

CMP 

JNB 

POP 

POP 

PUSH 

PUSH 

MOV 

SHR 

MOV 

ADD 

MOV 

AND 



BAD COMMAND! 
MOV 
MOV 
RET 

DISK 10 CONT 



•CMD BLOCK+2.AL 

•CMD~BLOCK+3,CH 

AL.CC 

AL,6 

•CMD BLOCK + 4, AL 

AL.bC 

AL.4 

DH.OFH 

AL.DH 

AL.80H OR 20H 

•CMD BLOCK ♦ 5, AL 

AX ~ 

AX 

AL.AH 

AH, AH 

AX, I 

SI, AX 

AX.MIL 

BAD COMMAND POP 

AX 

BX 

CX 

AX 

CX.BX 

CX.4 

AX.ES 

AX.CX 

ES.AX 

BX.000FH | ESiBX CHANGED TO EStOOOX 

AX 

CX 

WORD PTR CSt [SI + OFFSET Ml] 



I GET CYLINDER NUMBER 



I HEAD NUMBER 



t ECC AND 512 BYTE SECTORS 
J ECC/SIZE/DRIVE/HEAP 



t GET INTO LOW BYTE 

I ZERO HIGH BYTE 

J *Z FOR TABLE LOOKUP 

t PUT INTO SI FOR BRANCH 

I TEST WITHIN RANGE 



,BAD_CMD ; COMMAND ERROR 



RESET THE DISK SYSTEM (AH*00H) 



649 
650 
651 
652 
653 
654 
655 
656 
657 



665 
666 
667 
668 
669 
670 
671 
672 
673 
674 
675 
676 
677 
678 
679 
680 
681 
682 
683 
684 
685 
686 
687 
688 
689 
690 



02C1 
02C1 
02C2 
02C4 
02C6 
02C8 
02CA 
02CB 
02CD 
02D0 
02DI 
02D4 
02D5 
02D7 
02DA 
02DC 
02DD 
02E0 
02E2 
02E5 
02E6 
02E8 
02EA 
02EE 
02F0 
02F3 
02F6 
02FB 
02FD 
0301 
0303 
0306 
0309 
030E 
030F 
0314 
0315 



75 FD 

AO 0076 R 

24 OF 

EE 

E8 05F3 R 

75 2D 

BA 01FI 

EC 

3C 01 

75 25 

80 66 FD EF 

2A D2 

E8 03FI R 

E8 0466 R 

80 3E 0075 R 01 

76 OC 

80 4E FD 10 

B2 01 

E8 03F1 R 

E8 0466 R 

C6 06 0074 R 00 

C3 

C6 06 0074 R 05 



DISK RESET 
~ CLI 
IN 
JMP 
AND 
OUT 
ST I 
MOV 
MOV 
OUT 
MOV 

DRD: DEC 
JNZ 
MOV 
AND 
OUT 
CALL 
JNZ 
MOV 
IN 
CMP 
JNZ 
AND 
SUB 
CALL 
CALL 
CMP 
JBE 
OR 
MOV 
CALL 
CALL 

DREJ MOV 
RET 

DRERR* MOV 
RET 

DISK RESET 



AL.INTB01 
t+2 

AL.OBFH 
INTBOt ,AL 

AL.04H 

DX.HF REG_PORT 

DX.AL" 

CX, 10 

CX 

DRD 

AL, ©CONTROL BYTE 

AL.OFH 

DX.AL 

NOT BUSY 

DRERR 

DX.HF PORT+1 

AL.DX" 

AL.1 

DRERR 

•CMD BLOCK+5.0EFH 

DL.DC 

INIT DRV 

HDISR" RECAL 

•HF NOM.t 

DRE" 

•CMD_BLOCK+5,OIOH 

DL,1 

INIT DRV 

HDISR RECAL 

•DISK~STATUS1 ,0 



i GET THE MASK REGISTER 

t ENABLE FIXED DISK INTERRUPT 

t START INTERRUPTS 



WAIT 4.8 MICRO-SEC 



; TIME OUT ON RESET 
I GET RESET STATUS 



I SET MAX HEADS 

I RECAL TO RESET SEEK SPEED 

t CHECK FOR DRIVE 1 

| SET TO DRIVE I 

| SET MAX HEADS 

t RECAL TO RESET SEEK SPEED 

I IGNORE ANY SET UP ERRORS 



•DISK_STATUSI,BAD_RESET « CARD FAILED 



DISK STATUS ROUTINE (AH s OIH) 



0315 

0315 AO 0074 R 

0318 C6 06 0074 R 00 

031D C3 

031E 



RETURN STATUS 
~ MOV 

MOV 

RET 
RETURN_STATUS ENDP 



PROC NEAR 
AL,»DISK STATUS! 
•DISK STXTUSI.O 



DISK 5-119 



FIXED DISK BIOS 



692 
693 
694 
695 
696 
697 
698 
699 
700 
701 
702 
703 
704 
705 
706 
707 
708 
709 
710 
711 
712 
713 
714 
715 
716 
717 
718 
719 
720 
721 
722 
723 
724 
725 
726 
727 
728 
729 
730 
731 
732 
733 
734 
735 
736 
737 
738 
739 
740 
741 
742 
743 
744 
745 
746 
747 
748 
749 
750 
751 
752 
753 
754 
755 
756 
757 
758 
759 
760 
761 
762 
763 
764 
765 
766 
767 
768 
769 
770 
771 
772 
773 
774 
775 
776 
777 
778 
779 
780 



031E 

031E C6 46 FE 20 

0322 E9 04C6 R 

0325 



0325 

0325 C6 46 FE 30 

0329 E9 0505 R 

032C 



032C 

032C C6 46 FE 40 

0330 E8 055C R 

0333 75 08 

0335 E8 05C2 R 

0338 75 03 

033A E8 0630 R 

033D 

033D C3 

033E 



033E 

033E C6 46 FE 50 

0342 06 

0343 53 

0344 E8 06C4 R 
0347 26t 8A 47 0E 
034B 88 46 F9 
034E 5B 

034F 07 

0350 E9 050A R 

0353 



0353 IE 

0354 06 

0355 53 



I DISK 


READ ROUTINE 


(AH = 02H) i 


DISK READ 


PROC NEAR 




MOV 


OCMD BLOCK +6, 


.READ CMD 


JMP 


COMMAND I 




DISK_REAO 


ENDP 




I DISK 


WRITE ROUTINE 


(AH = 03H) : 


DISK WRITE 


PROC NEAR 




MOV 


OCMD BLOCK+6, 


.WRITE CMD 


JMP 


COMMANDO 




DISK_WRITE 


ENDP 




t DISK 


VERIFY 


(AH = 04H) i 


DISK VERF 


PROC NEAR 




MOV 


OCMD BLOCK+6, 


, VERIFY CMD 


CALL 


COMMAND 




JNZ 


VERF EXIT 


I CONTROLLE 


CALL 


WAIT 




JNZ 


VERF EXIT 


I TIME OUT 


CALL 


CHECK STATUS 




VERF EXITt 






RET 






DISK_VERF 


ENDP 




| FORMATTING 


(AH b 05H) I 



FMT TRK PROC 
MOV 

PUSH ES ~ 

PUSH BX 

CALL GET VEC 

MOV AL,ESj[BXj[l4] 

MOV OCMD BLOCK+1 ,AL 



BX 
ES 



FMT TRK ENDP 



| FORMAT TRACK (AH = 005HI 



t GET DISK PARAMETERS ADDRESS 

I GET SECTORS /TRACK 

I SET SECTOR COUNT IN COMMAND 



S GO EXECUTE THE COMMAND 



READ DASD TYPE 



0356 
0359 
035E 
0362 
0365 
0367 
0369 
036C 
0370 
0374 
0376 
0379 
037A 
037C 
037E 
0380 
0382 
0384 
0385 
0386 
0387 
0388 
038B 
038B 
038D 
038F 
0391 
0393 



E8 0000 E 

C6 06 0074 R 00 

8A IE 0075 R 

80 E2 7F 

3A DA 

76 22 

E8 06C4 R 

261 8A 47 02 

261 8A 4F OE 

F6 E9 

26 t 8B OF 

49 

F7 E9 

8B CA 

8B DO 

2B CO 

B4 03 

5B 

07 



READ DASD TYPE 

READ~D T ~ 

PUSH 

PUSH 

PUSH 

ASSUME 

CALL 

MOV 

MOV 

AND 



CALL 

MOV 

MOV 

IMUL 

MOV 

DEC 

IMUL 

MOV 

MOV 

SUB 

MOV 



ES 

BX 

DStDATA 

DDS 

ODISK STATUS) ,0 

BL.OHF* NUM 

DL,7FH~ 

BL.DL 

RDT NOT PRESENT 

GET~VEC 

AL,ESt[BXl[2] 

CL.ES:[BXJ[I4] 

CL 

CX,ESi[BX] 



CX.DX 
DX.AX 
AX, AX 
AH.03H 



I GET DRIVE PARAMETERS 
I SAVE REGISTERS 



I ESTABLISH ADDRESSING 

; GET NUMBER OF DRIVES 
| GET DRIVE NUMBER 

I RETURN DRIVE NOT PRESENT 
I GET DISK PARAMETER ADDRESS 
I HEADS 

I • NUMBER OF SECTORS 

t MAX NUMBER OF CYLINDERS 

I LEAVE ONE FOR DIAGNOSTICS 

I NUMBER OF SECTORS 

I HIGH ORDER HALF 

; LOW ORDER HALF 



POP 
CLC 
RET 
RDT NOT PRESENT: 



I CLEAR CARRY 



AX, AX 

CX.AX 

DX.AX 

RDT2 

ENDP 



5-120 DISK 



782 
783 
784 
785 
786 
787 
788 
789 
790 
791 
792 
793 
794 
795 
796 
797 
798 
799 
800 
801 
802 
803 
804 
805 
806 
807 
808 
809 
810 



815 
816 
817 
818 
819 
820 
821 
822 
823 
824 
825 
826 
827 
828 
629 
830 
831 
832 
833 
834 
835 
836 
837 
838 
839 
840 
841 
842 
843 



847 
848 
849 
850 
851 
852 
853 
854 
855 
856 
857 
858 
859 
860 
861 
862 
863 
864 
865 
866 
867 
868 
869 
870 
871 
872 
873 
874 
875 
876 
877 
878 
879 
880 
881 
882 
883 
884 
885 
886 
887 
888 
889 
890 
891 
892 
893 



GET PARAMETERS 



(AH = 08H) S 



0393 
0393 

0393 IE 

0394 06 

0395 53 

0396 B8 R 

0399 8E DB 
039B F6 C2 01 
039E 74 06 

03A0 C4 IE 0118 R 

03A4 EB 04 

03A6 C4 IE 0104 R 



03AA 
03AA 
03AD 
03B0 
03B3 
03B5 
03BA 
03BD 
03C0 
03C2 
03C5 
03C7 
03C9 
03CD 
03CF 
03D3 
03D5 
03D9 
03DB 
03DB 
03DC 
03DD 
03DE 
03E1 
03E1 
03E6 
03EB 
03EA 
03EC 
03EE 
03EF 
03F1 



E8 0000 E 

80 EA 80 

80 FA 02 

73 2C 

C6 06 0074 R 00 

26 t 8B 07 

2D 0002 

8A E8 

25 0300 

Dt E8 

Dl E8 

261 0A 47 OE 

8A C8 

261 8A 77 02 

FE CE 

8A 16 0075 R 

2B CO 

5B 



C6 06 0074 R 07 



03F1 
03F1 
03F5 
03FB 
03FC 
03FE 
0401 
0404 
0406 
0409 
0400 
0410 
0412 
0415 
0418 
041A 
041D 
041F 
0422 
0422 
0423 



2A CO 
2B D2 
2B C9 



C6 46 FE 91 

E8 06C4 R 

261 8A 47 02 

FE C8 

8A 66 FD 

80 E4 FO 

OA EO 

88 66 FD 

26 t 8A 47 OE 

88 46 F9 

2B CO 

88 46 FB 

E8 055C R 

75 08 

E8 05F3 R 

75 03 

E8 0630 R 



GET 


PARM N 


LABEL NEAR 


get; 


"PARM" 


PROC FAR 




PUSH 


DS 




PUSH 


ES 




PUSH 


BX 




ASSUME 


DSiABSO 




MOV 


AX.ABSO 




MOV 


DS.AX 




TEST 


DL.I 




JZ 


GO 




LES 


BX,»HF1 TBL VEC 




JMP 


SHORT Gl 


GOt 


LES 


BX,»HF TBL VEC 




ASSUME 


DSlDATA" 


Gl t 








CALL 


DDS 




SUB 


DL.80H 




CMP 


DL.MAX FILE 




JAE 


G4 




MOV 


•DISK STATUS) ,0 




MOV 


AX,ESi[BX] 




SUB 


AX, 2 




MOV 


CH.AL 




AND 


AX.0300H 




SHR 


AX, 1 




SHR 


AX.1 




OR 


AL.ESt [BX][14] 




MOV 


CL.AL 




MOV 


DH,ES«[BX][2] 




DEC 


DH 




MOV 


DL,»HF NUM 




SUB 


AX, AX 


G5| 








POP 


BX 




POP 


ES 




POP 


DS 




RET 


2 


G4j 








MOV 


•DISK STATUS 1 , II 




MOV 


ah.inTt FAIL 




SUB 


AL.AL 




SUB 


DX.DX 




SUB 


CX.CX 




STC 








G5 


GET. 


_PARM 


ENDP 



I ESTABLISH ADDRESSING 
; CHECK FOR DRIVE 1 



t ESTABLISH SEGMENT 
J TEST WITHIN RANGE 



1 HIGH TWO BITS OF CYLINDER 



t HEADS 

| 0-N RANGE 

i DRIVE COUNT 



RESTORE REGISTERS 



| SET ERROR FLAG 



INITIALIZE DRIVE 



(AH s 09H) I 



C3 



MOV 

CALL 

MOV 

DEC 

MOV 

AND 

OR 

MOV 

MOV 

MOV 

SUB 

MOV 

CALL 

JNZ 

CALL 

JNZ 

CALL 

INIT EXITt 
RET 

INIT_DRV 

I 



GET VEC 
AL,ESl[BX][2] 

AL 

AH.9CMD BLOCK +5 

AH.OFOH" 

AH.AL 

•CMD BLOCK +5, AH 

AL,ES"t[BX][l4] 

•CMD BLOCK+1.AL 

AX, AX" 

•CMD BLOCK+3.AL 

COMMAND 

init exit 
not Busy 
init exit 
check status 



t EStBX -> PARAMETER BLOCK 

; GET NUMBER OF HEADS 

j CONVERT TO 0- INDEX 

I GET SDH REGISTER 

t CHANGE HEAD NUMBER 

I TO MAX HEAD 

| MAX SECTOR NUMBER 



t ZERO FLAGS 

I TELL CONTROLLER 

I CONTROLLER BUSY ERROR 

I WAIT FOR IT TO BE DONE 

I TIME OUT 



(AH = OAH) t 



0423 

0423 C6 46 FE 22 

0427 E9 04C6 R 

042A 



042A 

042A C6 46 FE 32 

042E E9 0505 R 

0431 



0431 

0431 C6 46 FE 70 

0435 E8 055C R 

0438 75 14 

043A E8 05C2 R 

043D 75 OF 

043F E8 0630 R 

0442 80 3E 0074 R 40 

0447 75 05 

0449 C6 06 0074 R 00 

044E 

044E C3 

044F 



PROC NEAR 

•CMD BLOCK + 6, READ CMD OR ECC MODE 

COMMAND I 

ENDP 



WRITE LONG 



PROC NEAR 

•CMD BLOCK+6, WRITE CMD OR ECC MODE 

COMMANDO 



I 

DISK SEEK 

MOV 

CALL 

JNZ 

CALL 

JNZ 

CALL 



RET 
DISK SEEK 



(AH * OCH) t 



PROC NEAR 

•CMD BLOCK+6, SEEK CMD 

COMMAND 

DS EXIT 

WATT 

DS EXIT 

CHECK STATUS 

•D I SK~STATUS 1 , BAD SEEK 

DS EXTT 

•DTSK STATUS 1 ,0 



S CONTROLLER BUSY ERROR 
I TIME OUT ON SEEK 



DISK 5-121 



Version 2.00 



894 
695 
896 
897 
898 



TEST DISK READY 



906 
907 
908 
909 
910 
911 
912 
913 
914 
915 
916 
917 
918 
919 
920 
921 
922 
923 
924 
925 
926 
927 
928 
929 
930 
931 
932 
933 
9?4 
935 
936 
937 
938 
939 



942 
943 
944 
945 



948 
949 
950 
951 
952 
953 
954 
955 
956 
957 
958 
959 
960 
961 
962 
963 
964 
965 
966 
967 
968 
969 
970 
971 
972 
973 
974 
975 
976 
977 
978 
979 
980 
981 
982 
983 
984 
985 



992 

993 

994 

995 

996 

997 

998 

999 

1000 

1001 

1002 

1003 

1004 



044F E8 05F3 R 

0452 75 1 I 

0454 8A 46 FD 

0457 BA 0IF6 

045A EE 

045B E8 0642 R 

045E 75 05 

0460 96 06 0074 R 00 

0465 C3 



TST RDY PROC 
CALL 
JNZ 
MOV 
MOV 
OUT 
CALL 
JNZ 

TR EX» RET 
TST_RDY ENDP 



NEAR 

NOT BUSY 

TR EX 

AL.OCMD BLOCK + 5 

DX.HF P5RT+6 

DX.AL" 

CHECK ST 

TR EX~ 

•DTSK STATUS 1 ,0 



t WAIT FOR CONTROLLER 
j SELECT DRIVE 

I CHECK STATUS ONLY 

I WIPE OUT DATA CORRECTED ERROR 



0466 
0466 
046A 
046D 
046F 
0472 
0474 
0477 
0479 
0479 
047C 
0481 
0483 
0488 
0488 
048D 
048E 



C6 46 FE 10 
E8 055C R 
75 19 
E8 05C2 R 

74 05 
E8 05C2 R 

75 OF 

E8 063P R 

80 3E 0074 R 40 

75 05 

C6 06 0074 R 00 

80 3E 0074 R 00 



I- 

HDISK RECAL 
~ MOV 
CALL 
JNZ 
CALL 
JZ 



CALL 
CMP 
JNE 

RECAL EXITi 

~ CMP 

RET 

HDISK_RECAL 



RECALIBRATE 



PROC NEAR 

•CMD BLOCK +6, RECAL CMD 

COMMAND 

RECAL EXIT 

WAIT ~ 

RECAL X 

WAIT ~ 

RECALJEXIT 

CHECK STATUS 

•D I SK~STATUS 1 , BAD SEEK 

RECAL~EXIT 

ODlSK~STATUS1 ,0 

ODISK_STATUSI ,0 

ENDP 



048E 
048E FA 
048F E4 At 
0491 24 BF 
0493 EB 00 
0495 E6 A1 
0497 E4 21 
0499 24 FB 
049B EB 00 
049D E6 21 

04AO E8 05F3 R 

04A3 75 1A 

04A5 BA 0(F7 

04A8 BO 90 

04AA EE 

04AB E8 05F3 R 

04AE B4 80 

04B0 75 OF 

04B2 BA 01FI 

04B5 EC 

04B6 A2 008D R 

04B9 B4 00 

04BB 3C 01 

04BD 74 02 

04BF B4 20 

04C1 

04CI 88 26 0074 R 

04C5 C3 

04C6 



CTLR DIAGNOSTIC 


PROC NEAR 


CLI 




IN 


AL.INTB01 


AND 


AL.OBFH 


JMP 


t+2 


OUT 


1NTB01.AL 


IN 


AL.INTA01 


AND 


AL.OFBH 


JMP 


t+2 


OUT 


INTA01.AL 


CALL 


NOT BUSY 


JNZ 


cd Err 


MOV 


DX~HF PORT+7 


MOV 


AL,D!A*G CMD 


OUT 


DX.AL 


CALL 


NOT BUSY 


MOV 


ah, Time out 


JNZ 


CD EXIT 


MOV 


DX7HF PORT+1 


IN 


AL.DX 


MOV 


OHF ERROR, AL 


MOV 


AH.O" 


CMP 


AL,1 


JE 


SHORT CD EXIT 


CD ERR J MOV 


AH, BAD CNTLR 


CD EXITS 




MOV 


ODISK STATUS 1 


RET 




CTLR DIAGNOSTIC 


ENDP 



04C6 
04C6 
04C9 
04CB 
04CD 
04D0 
04D2 
04D2 
04D5 
04D7 
04DA 
04DD 
04DE 
04DF 
04E1 
04E2 
04E6 
04E8 
04EB 
04ED 
04FO 
04F3 
04F4 
04F7 
04F8 
04FA 
04FD 
04FF 
0502 
0504 
0504 
0504 



COMMAND I 

REPEATEDLY INPUTS DATA TILL 
NSECTOR RETURNS ZERO 



E8 06AI R 
72 39 
8B FB 
E8 055C R 
75 32 

E8 05C2 R 
75 2D 
B9 0100 
BA 01FO 



F3/ 60 

FB 

F6 46 FE 02 

74 12 

E8 061A R 

72 17 

BA 01F0 

B9 0004 

EC 

26 t 88 05 

47 

E2 F9 

E8 0630 R 

75 05 

FE 4E F9 
75 CE 



COMMAND It 




CALL 


CHECK DMA 


JC 


CMD AfORT 


MOV 


DI.IX 


CALL 


COMMAND 


JNZ 


CMD ABORT 


CMD 1 1 t 




CALL 


WAIT 


JNZ 


TM OUT 


MOV 


CX.256D 


MOV 


DX,HF PORT 


CLI 




CLD 




REP 


INSW 



CALL 
JC 
MOV 
MOV 

CMD 12: IN 
MOV 
INC 
LOOP 

CMD I3t CALL 
JNZ 
DEC 
JNZ 

CMD ABORT t 

TM CUT: 

RET 



•CMD BL0CK+6.ECC MODE 

CMD T3 

WAIT DRQ 

TM OGT 

DX~HF PORT 

CX.4 ~ 

AL.DX 

EStBYTE PTR [DI],AL 

Dl 

CMD 12 

CHECK STATUS 

CMD A§ORT 

•CMC BLOCK+1 

SHORT CMD II 



I START THE OPERATION 

; ERROR 

I WAIT FOR COMPLETION 

j TIME OUT ONE OK ? 

j WAIT FOR COMPLETION LONGER 

i TIME OUT TWO TIMES IS ERROR 



CONTROLLER DIAGNOSTIC (AH x I4H) t 



; DISABLE INTERRUPTS WHILE CHANGING MASK 
j TURN ON SECOND INTERRUPT CHIP 



| START DIAGNOSE 

I WAIT FOR IT TO COMPLETE 



J SAVE IT 

I CHECK FOR ALL OK 



i CHECK 64K BOUNDARY ERROR 
; OUTPUT COMMAND 



I WAIT FOR DATA REQUEST INTERRUPT 

I TIME OUT 

I SECTOR SIZE IN WORDS 



t GET THE SECTOR 

t CHECK FOR NORMAL INPUT 

J WAIT FOR DATA REQUEST 



j GET ECC BYTES 

; GO SLOW FOR BOARD 



5-122 DISK 



05 FIXED DISK BIOS 



1005 
1006 
1007 
100S 
1009 
1010 
101 1 
1012 
1013 
1014 
1015 
1016 
1017 
1018 
1019 
1020 
1021 
1022 
1023 
1024 
1025 
1026 
1027 
1028 
1029 
1030 
1031 
1032 
1033 
1034 
1035 
1036 
1037 
1038 
1039 
1040 
1041 
1042 
1043 
1044 
1045 
1046 
1047 
1048 
1049 
1050 
1051 
1052 
1053 
1054 
1055 
1056 
1057 
1058 
1059 
1060 
1061 
1062 
1063 
1064 
1065 
1066 
1067 
1068 
1069 
1070 
1071 
1072 
1073 
1074 
1075 
1076 
1077 
1078 
1079 
1080 
1081 
1082 
1083 
1084 
1085 
1086 
1087 
1088 
1089 
1090 
1091 
1092 
1093 
1094 
1095 
1096 
1097 
1098 
1099 
1100 
1 101 
1 102 
1 103 
1 104 
1105 
1 106 
1107 
1 108 
1 109 

I 1 10 

II 1 1 



COMMANDO 

REPEATEDLY OUTPUTS DATA TILL 
NSECTOR RETURNS ZERO 



0505 
0505 
0508 
050A 
050C 
050F 
0511 
0514 
0516 
0517 
0518 
0519 
051C 
051F 
0520 
0521 
0523 
0524 
0525 
0529 
052B 
052E 
0530 
0533 
0536 
0539 
053A 
053B 
053D 
053D 
0540 
0542 
0545 
0547 
054C 
054E 
0551 
0552 
0554 
0556 
055B 
055B 



055C 
055C 
055D 
0560 
0560 
0561 
0564 
0565 
0567 
056C 
056E 
0570 
0572 
0572 
0573 
0574 
0579 
057A 
057C 
057E 
0580 
0582 
0584 
0586 
0588 
058A 
058B 
058D 
0590 
0595 
0597 
059A 
059C 
059E 
05A0 
05A2 
05A4 
05A8 
05A8 
05AB 
05AC 
05AD 
05AE 
0SB2 
05B4 
05B5 
05B6 
05B6 
05BB 
05BB 
05BC 
05C1 
05C2 



EB 06AI R 

72 FA 

8B F3 

E8 055C R 

75 F3 

E8 06 1 A R 

72 EE 

IE 

06 



FB 

1F 

F6 46 FE 02 

74 12 

E8 06 1 A R 

72 D4 

BA OIFO 

B9 0004 

26 t 8A 04 



E2 F9 

E8 05C2 R 

75 C2 

E8 0630 R 

75 BD 

F6 06 008C R 08 

75 C8 

BA 01F2 

EC 

A8 FF 

74 05 

C6 06 0074 R BB 



CMD OF » MOV 
CALL 
JNZ 
CALL 

CMD Olt PUSH 
PUSH 
POP 
MOV 
MOV 
CLI 
CLD 
REP 
ST I 
POP 
TEST 
JZ 

CALL 
JC 
MOV 

CMD 02 t MOV 
OUT 
INC 
LOOP 

CMD_03 j 

CALL 

JNZ 

CALL 

JNZ 

TEST 

JNZ 

MOV 

IN 

TEST 



CHECK DMA 

CMD ABORT 

SI.BX 

COMMAND 

CMD ABORT 

WAIT DRQ 

TM OCT 

DS~ 

ES 

DS 

CX.256D 

DX.HF PORT 



DS 

•CMD BL0CK+6,ECC_M0DE 

CMD 03 

WAIT DRQ 

TM OCT 

dxThf PORT 

CX.4 

AL.ESjBYTE PTR [SI] 

DX.AL 

SI 

CMD_02 

WAIT 
TM OUT 

check status 

cmd_aBort 

•hf status , st_drq 

short cmd 01 

DX,HF_P0RT+2 
AL.DX 
AL.OFFH 
CMD 04 



| CHECK 64K BOUNDARY ERROR 



; OUTPUT COMMAND 



» MOVE ES TO DS 

J PUT THE DATA OUT TO THE CARD 



J WAIT FOR DATA REQUEST 
I OUTPUT THE ECC BYTES 



t CHECK FOR MORE 

J CHECK RESIDUAL SECTOR COUNT 



j COUNT r OK 



•DISK_STATUS1 ,UNDEF_ERR j OPERATION ABORTED - PARTIAL TRANSFER 



COMMAND 

THIS ROUTINE OUTPUTS THE COMMAND BLOCK 
OUTPUT 

BL = STATUS 

BH = ERROR REGISTER 



E8 044F R 

59 

74 OB 

80 3E 0074 R 80 

74 48 

E2 FO 

EB 49 

5B 

57 

C6 06 008E R 00 

FA 

E4 A1 

24 BF 

EB 00 

E6 A I 

E4 21 

24 FB 

EB 00 

E6 21 

FB 

33 FF 

BA 0IF1 

F6 06 0076 R CO 

74 1 1 

8A 46 FE 

24 FO 

3C 20 

72 08 

3C 40 

77 04 

80 4E FE 01 

8A 43 F8 



C6 06 0074 R 20 



COMMAND PROC 
PUSH 
MOV 

COMMAND) t 

PUSH 

CALL 

POP 

JZ 

CMP 



COMMAND2: 

POP 

PUSH 

MOV 



AND 

JMP 

OUT 

ST I 

XOR 

MOV 

TEST 

JZ 

MOV 

AND 

CMP 



JA 
OR 

COMMAND3 : 

MOV 
OUT 
INC 
INC 
CMP 
JNZ 
POP 
RET 

CMDJTIMEOUTl 
MOV 

C0MMAND4: 

POP 
CMP 
RET 

COMMAND ENDP 



j WAIT FOR SEEK COMPLETE AND READY 
} SET INITIAL DELAY BEFORE TEST 



TST RDY 
CX 



C0MMAND2 

•DISK_STATUS1,TII 

CMD_TIMEOUT 

COMMAND 1 

SHORT C0MMAND4 

BX 



AL.INTB01 
AL.OBFH 
S+2 

INTB01 ,AL 
AL.INTA01 
AL.OFBH 
S+2 
1NTA01 ,AL 

DI.DI 

DX.HF PORT+1 

•CONTROL BYTE.OCOH 

C0MMAND3 

AL.PCMD BLOCK +6 

AL.OFOH 

AL.20H 

COMMAND 3 

AL.40H 

COMMAND3 



j RESET INTERRUPT FLAG 

J INHIBIT INTERRUPTS WHILE CHANGING MASK 

j TURN ON SECOND INTERRUPT CHIP 



j INDEX THE COMMAND TABLE 

(DISK ADDRESS 

j CHECK FOR RETRY SUPPRESSION 

j YES-GET OPERATION CODE 

j GET RID OF MODIFIERS 

; 20H-40H IS READ, WRITE, VERIFY 



OCMD_BL0CK+6,N0_RETRIES ; VALID OPERATION FOR RETRY SUPPRESS 



AL,lOCMD_BLOCK+DI] 
DX.AL 



I GET THE COMMAND STRING BYTE 

j GIVE IT TO CONTROLLER 

( NEXT BYTE IN COMMAND BLOCK 

t NEXT DISK ADAPTER REGISTER 

; ALL DONE? 

I NO— GO DO NEXT ONE 

I ZERO FLAG IS SET 



•D1SK_STATUS1 ,BAD_CNTLR 



•DISK_STATUSI ,0 



; SET CONDITION CODE FOR CALLER 



DISK 5-123 



ins 

1116 
1117 
1118 
1119 
1120 
1121 
1122 
1123 
1124 
1125 
1126 
1127 
1126 
1129 
1130 
1131 
1132 
1133 
1134 
1135 
1136 
1137 
1138 
1139 
1140 
1141 
1142 
1143 



WAIT FOR INTERRUPT 



05C2 
05C2 FB 
05C3 2B C9 
05C5 F8 
05C6 B8 9000 
05C9 CD 15 
05CB 72 OF 

05CO B3 25 



05CF F6 06 008E R 80 
05D4 El F9 
05D6 75 OB 
05D8 FE CB 
05DA 75 F3 

050C C6 06 0074 R 80 

05E1 EB OA 

05E3 C6 06 0074 R 00 

OSES C6 06 008E R 00 

05EO 80 3E 0074 R 00 

05F2 C3 

05F3 



WAIT 


PROC 
ST I 


NEAR 




SUB 


CX.CX 




CLC 






MOV 


AX.9000H 




INT 


15H 




JC 


WT2 




MOV 


BL,DELAY_1 


1 


WAIT 1 


LOOP 


WTIi 


TEST 


•HF INT FLAG, BOH 




LOOPZ 


WT1~ 




JNZ 


WT3 




DEC 


BL 




JNZ 


WT1 


WT2: 


MOV 


©DISK STATUS 1, TIME OUT 




JMP 


SHORT WT4 


WT3: 


MOV 


•DISK STATUS 1,0 




MOV 


•HF INT FLAG.O 


WT4i 


CMP 


•DISK STATUS 1 ,0 




RET 




WAIT 


ENDP 





I DEVICE WAIT INTERRUPT 

t DEVICE TIMED OUT 

J SET DELAY COUNT 

I TEST FOR INTERRUPT 

I INTERRUPT— LETS GO 

J KEEP TRYING FOR A WHILE 

J REPORT TIME OUT ERROR 

I SET CONDITION CODE FOR CALLER 



WAIT FOR CONTROLLER NOT BUSY 



1152 
1153 
1154 
1155 
1156 
1157 
1158 
1159 
1160 
1161 
1162 
163 



05F3 
05F3 
0SF4 
05F5 
05F7 
05FA 
05FC 
05FD 
05FF 
0601 
0603 
0605 
0607 
060C 
060E 
0613 



2B C9 
BA 0IF7 
B3 25 
EC 

AS 80 
EO FB 

74 OB 
FE CB 

75 F5 

C6 06 0074 R 80 
EB 05 

C6 06 0074 R 00 
5B 

1164 0614 80 3E 0074 R 00 

1165 0619 C3 

1166 061A 
1167 
1168 

i iev 
1170 
1171 
1172 
1173 
1174 
1 175 



ST I 

PUSH 

SUB 

MOV 

MOV 

IN 



DEC 
JNZ 
MOV 



CX.CX 

DX,HF_PORT+7 
BL, DELAY t 
AL.DX 
AL.ST BUSY 



•DISK STATUS1 ,TII 

SHORT~NB3 

•DISK STATUS! ,0 

BX 

•DISK STATUS 1,0 



$ MAKE SURE INTERRUPTS ARE ON 

I SET INITIAL DELAY BEFORE TEST 

| CHECK STATUS 

; NOT BUSY—LETS GO 



J SET CONDITION CODE FOR CALLER 



WAIT FQR DATA REQUEST 



176 
1177 
1178 
1179 
1180 
1181 
1182 
1163 
1184 
1185 
1186 
1187 
1188 
1189 
1190 
I 191 
1192 
1193 
1194 
1195 
1196 



1199 
1200 
1201 
1202 
1203 
1204 
1205 
1206 
1207 
1208 
1209 
1210 
1211 
1212 
1213 
1214 
1215 
1216 
1217 
1218 
(219 
1220 
1221 
1222 
1223 
1224 
1225 
1226 
1227 



06IA 

06 1 A B9 0100 

061D BA 01F7 

0620 EC 

0621 A8 08 
0623 75 09 
0625 E2 F9 

0627 C6 06 0074 R I 

062C F9 

062D C3 

062E F8 

062F C3 

0630 



0630 

0630 E8 0642 R 

0633 75 07 

0635 A8 01 

0637 74 03 

0639 E8 0676 R 

063C 

063C 80 3E 0074 R ( 

0641 C3 

0642 



0642 
0642 I 

0645 I 

0646 I 
0649 I 



IN 

TEST 

JNZ 

LOOP 

MOV 

STC 

RET 

CLC 

RET 



PROC NEAR 

CX, DELAY 3 

DX.HF POR"T+7 

AL.DX" 

AL.ST DRQ 

WQ OK 

WQ-| 

•DTSK_STATUS 1 ,TIME_OUT 



CHECK FIXED DISK STATUS 



CHECK_STATUS 
CALL 
JNZ 
TEST 
JZ 
CALL 

CHECK SI: 

~ CMP 
RET 

CHECK STATUS 



PROC NEAR 
CHECK ST 
CHECK'S I 
AL.ST ERROR 
CHECK SI 
CHECK~ER 

•DISK STATUS 1,0 



064D 
064F 
0651 
0653 
0655 
0657 
0659 
065B 
065D 
065F 
0661 
0663 
0665 
0667 
0669 
0669 
066D 
0670 
0672 
0675 
0675 
0676 



A6 80 
75 I A 
B4 CC 
A8 20 
75 14 



68 26 0074 R 
80 FC It 
74 03 
80 FC 00 



MOV 

IN 

MOV 

MOV 

TEST 

JNZ 

MOV 

TEST 

JNZ 

MOV 

TEST 

JZ 



JZ 
MOV 
TEST 
JNZ 
MOV 
CKST EX IT J 
MOV 
CMP 
JZ 

CKST EX1 t 

RET 
CHECK ST 



PROC NEAR 

DX,HF_PORT+7 

AL.DX 

•HF STATUS, AL 

AH.ff 

al.st busy 
ckst Exit 

AH,WR"lTE FAULT 

al.st wrt flt 
ckst Exit" 
ah,n5t rdy 
al.st Ready 
ckst Exit 
ah, bad seek 
al.st Seek compl 
ckst Exit ~ 
ah, data corrected 
al.st corrctd 
ckst Exit 

AH,0~ 

•DISK STATUS 1 ,AH 
AH, DATA CORRECTED 
CKST EXT 
AH,0~ 



; CHECK THE STATUS BYTE 

; AN ERROR WAS FOUND 

I WERE THERE ANY OTHER ERRORS 

I NO ERROR REPORTED 

t ERROR REPORTED 

J SET STATUS FOR CALLER 



CHECK FIXED DISK STATUS BYTE 



J GET THE STATUS 

I IF STILL BUSY 
J REPORT OK 

J CHECK FOR WRITE FAULT 

I CHECK FOR NOT READY 

J CHECK FOR SEEK NOT COMPLETE 

$ CHECK FOR CORRECTED ECC 



J SET ERROR FLAG 

; KEEP GOING WITH DATA CORRECTED 



5-124 DISK 
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1228 
1229 
1230 
1231 
1232 
1233 
1234 
1235 
1236 
1237 
1238 
1239 
1240 
1241 
1242 
1243 
1244 
1245 
1246 
124T 
1248 
1249 
1250 
1251 
1252 
1253 
1254 
1255 
1256 
1257 
1258 
1259 
1260 
1261 
1262 
1263 
1264 
1265 
1266 
1267 
1268 
1269 
1270 
1271 
1272 
1273 
1274 
1275 
1276 
1277 
1278 
1279 
1280 
1281 
1282 
1283 
1284 
1285 
1286 
1287 
1288 
1289 
1290 
1291 
1292 
1293 
1294 
1295 
1296 
1297 
(298 
1299 
1300 
1301 
1302 
1303 
1304 
1305 
1306 
1307 
1308 
1309 
1310 
1311 
1312 
1313 
1314 
1315 
1316 
1317 
1318 
1319 
1320 
1321 
1322 
1323 
1324 
1325 



CHECK FIXED DISK ERROR REGISTER 



A2 008D R 
53 

B9 0008 

DO EO 

72 02 

E2 FA 

BB 0698 R 

03 D9 

2El 8A 27 

88 26 0074 R 

5B 

80 FC 00 



0676 
0676 
0679 
067A 
067D 
067E 
0681 
0683 
0685 
0687 
068A 
068C 
068F 
0693 
0694 
0697 
0698 
0699 
069D 
06A1 



06A1 

06A1 50 

06A2 B8 8000 

06A5 F6 46 FE 02 

06A9 74 03 

06AB B8 7F04 

06AE 3A 66 F9 

06BI 77 06 

06B3 72 07 

06B5 3A C3 

06B7 72 03 

06B9 F8 

06BA 58 

06BB C3 

06BC F9 

06BD C6 06 0074 R 09 

06C2 58 

06C3 C3 

06C4 



06C4 

06C4 2B CO 

06C6 8E CO 

06C8 F6 C2 01 

06CB 74 07 

06CD 26 J C4 IE 01 

06D2 EB 05 

06D4 

06D4 261 C4 IE 0104 R 

06D9 

06D9 C3 

06DA 



MOV 
PUSH 
MOV 

CK 1 t SHL 
JC 
LOOP 

CK2t MOV 
ADD 
MOV 

CKEXt MOV 
POP 
CMP 
RET 

ERR TBL DB 
DB 
DB 



PROC NEAR 

DX.HF PORT+1 

AL.DX" 

•HF ERROR, AL 

BX 

CX.8 

AL, 1 

CK2 

CK1 

BX, OFFSET ERR TBL 

BX.CX 

AH, BYTE PTR CSl[BX] 

ODISK_STATUS1,AH 

BX 

AH.O 



NO ERR 

BAD" ADDR MARK, BAD SEEK, BAD CMD.UNDEF ERR 
RECORD NOT FND.UNBEF ERR,BA"D ECC,BAD~SECTOR 
ENDP ~ ~ 



; GET THE ERROR REGISTER 



t TEST ALL 8 BITS 

J MOVE NEXT ERROR BIT TO CARRY 

| FOUND THE ERROR 

j KEEP TRYING 

I COMPUTE ADDRESS OF 

t ERROR CODE' 

I GET ERROR CODE 

I SAVE ERROR CODE 



CHECK DMA 
-CHECK EStBX AND * SECTORS TO MAKE SURE THAT IT WIL 

FIT WITHOUT SEGMENT OVERFLOW. 
-EStBX HAS BEEN REVISED TO THE FORMAT SSSStOOOX 
-OK IF • SECTORS < 80H ( 7FH IF LONG READ OR WRITE) 
-OK IF # SECTORS ■ BOH (7FH) AND BX <■ 00H (04H) 
-ERROR OTHERWISE 



CHECK_DMA 

PUSH 

MOV 

TEST 



NEAR 



CKDOK t 



CMP 



CLC 
POP 
RET 

CKDERRi STC 
MOV 
POP 
RET 

CHECK_DMA 

I- 



PROC 

AX 

AX.8000H 

OCMD_BLOCK+6 , ECC_MODE 

CKDt 

AX.7F04H 

AH.OCMD BLOCK+I 

CKDOK ~ 

CKDERR 

AL.BL 

CKDERR 

AX 



AL > MAX OFFSET 



| ECC IS 4 MORE BYTES 

I NUMBER OF SECTORS 

J IT WILL FIT 

t TOO MANY 

| CHECK OFFSET ON MAX SECTORS 

I ERROR 

I CLEAR CARRY 



•D I SK_STATUS 1 , DMA_BOUNDARY 



SET UP ESiBX-> DISK PARMS 



18 R 



;- 

GET VEC PROC 
SUB 
MOV 

ASSUME 
TEST 
JZ 



NEAR 
AX, AX 
ES.AX 
EStABSO 



LES 

JMP 
GV Ot 

LES 
GV EXIT! 

RET 
GET VEC ENDP 



SHORT GV*_EXTT 
BX.OHF TBL VEC 



I GET DISK PARAMETER ADDRESS 



I EStBX -> DRIVE PARAMETERS 
I EStBX -> DRIVE PARAMETERS 



j HARDWARE INT 76H — ( IRQ LEVEL 

I FIXED DISK INTERRUPT ROUTINE 



06DA 

06DA 50 

06DB IE 

06DC E8 0000 E 

06DF C6 06 008E R FF 

06E4 BO 20 

06E6 E6 AO 

06E8 EB 00 

06EA E6 20 

06EC IF 

06ED FB 

06EE B8 9100 

06F1 CD 15 

06F3 58 

06F4 CF 

06F5 

06F5 31 31 2F 31 35 2F 

38 35 
06FD 



PROC 

PUSH 

PUSH 

CALL 

MOV 

MOV 

OUT 

JMP 

OUT 

POP 

ST I 

MOV 

INT 

POP 

I RET 

ENDP 

DB 



AX 

DS 

DDS 

•HF INT FLAG.OFFH 

AL.EOI ~ 

INTBOO.AL 

S+2 

INTAOO.AL 

DS 



I ALL DONE 

j NON-SPECIFIC END OF INTERRUPT 

t FOR CONTROLLER #2 

i WAIT 

t FOR CONTROLLER #1 

j RE-ENABLE INTERRUPTS 
j DEVICE POST 
} INTERRUPT 

; RETURN FROM INTERRUPT 



I RELEASE MARKER 



DISK 5-125 



laaamb 


•r Vara 


Ion 2.00 l-t 


BIOS 
PAGE 


IB, 121 


04-21-86 


TITLE 


KYBD 


- 03/06/86 KEYBOARD BIOS 


.LIST 






CODE 


SEGMENT 


BYTE PUBLIC 




PUBLIC 


KI6 




PUBLIC 


KEYBOARD 10 1 




PUBLIC 


KB INT 1" ~ 




PUBLIC 


snd"_daTa 




EXTRN 


BEEP! NEAR 




EXTRN 


DDSlNEAR 




EXTRN 


START tlNEAR 




EXTRN 


K6IBYTE 




EXTRN 


K6L1ABS 




EXTRN 


KTlBYTE 




EXTRN 


KStBYTE 




EXTRN 


KIOiBYTE 




EXTRN 


K1UBYTE 




EXTRN 


K12IBYTE 




EXTRN 


KI4IBYTE 




EXTRN 


KtSiBYTE 



— INT 16 H ■ 

KEYBOARD I/O 

THESE ROUTINES PROVIDE READ KEYBOARD SUPPORT 
INPUT 

(AH)a 00H READ THE NEXT ASCII CHARACTER ENTERED FROM THE KEYBOARD, 
RETURN THE RESULT IN (AL) , SCAN CODE IN (AH). 
THIS IS THE COMPATIBLE READ INTERFACE, EQUIVALENT TO THE 
STANDARD PC OR PCAT KEYBOARD 



(AH) ■ OIH SET THE Z FLAG TO INDICATE IF AN ASCII CHARACTER IS 
AVAILABLE TO BE READ. 
<ZF)» 1 — NO CODE AVAILABLE 

(ZF)« — CODE IS AVAILABLE (AX) a CHARACTER 
IF (ZF>» 0, THE NEXT CHARACTER IN THE BUFFER TO BE READ IS 
IN (AX), AND THE ENTRY REMAINS IN THE BUFFER. 
THIS WILL RETURN ONLY PC /PCAT KEYBOARD COMPATIBLE CODES 



(AH)> 02H 


RETURN THE CURRENT SHIFT 


STATUS IN 


AL REGISTER 




THE BIT SETTINGS FOR THIS 


CODE ARE 


INDICATED IN THE 




THE EQUATES 


FOR OKB_FLAG 






(AH)> 03H 


SET TYPAMATIC RATE AND DELAY 




(AL) 


■ 05H 








(BL) 


* TYPAMATIC 


RATE (BITS S 


- 7 MUST 


BE RESET TO 0) 




REGISTER 


RATE 


REGISTER 


RATE 




VALUE 


SELECTED 


VALUE 


SELECTED 




00H 


30.0 


10H 


7.5 




OIH 


26.7 


I1H 


6.7 




02H 


pA.n 


I9U 






03H 


21 .8 


13H 


5.5 




04H 


20.0 


14H 


5.0 




05H 


18.5 


15H 


4.6 




06H 


17.1 


16H 


4.3 




07H 


16.0 


I7H 


4.0 




08H 


ts.o 


18H 


3.7 




09H 


13.3 


19H 


3.3 




OAH 


(2.0 


1AH 


3.0 




OBH 


10.9 


IBH 


2.7 




OCH 


10.0 


1CH 


2.5 




ODH 


9.2 


1DH 


2.3 




OEH 


8.6 


1EH 


2.1 




OFH 


8.0 


1FH 


2.0 


(BH) 


s TYPAMATIC 

REGISTER 
VALUE 


DELAY (BITS 2 

DELAY 
VALUE 


- 7 MUST 


BE RESET TO 0) 




00H 


250 ma 






OIH 


500 ma 








02H 


750 ma 








03H 


1000 ma 







PLACE ASCII CHARACTER /SCAN CODE COMBINATION IN KEYBOARD 
BUFFER AS IF STRUCK FROM KEYBOARD 
ENTRY 1 (CD s ASCII CHARACTER 

(CH) = SCAN CODE 
EXITt (AL) = 00H = SUCCESSFUL OPERATION 

(AL) = OIH = UNSUCCESSFUL - BUFFER FULL 
FLAGS t CARRY IF ERROR 



I2H RETURN THE EXTENDED SHIFT STATUS IN AX REGISTER 

AL = BITS FROM KB FLAG, AH = BITS FOR LEFT AND RIGHT 
CTL AND ALT KEYS FROM KB FLAG 1 AND KB_FLAG_3 



102 




103 


0000 


104 


0000 FB 


105 


0001 IE 


106 


0002 53 


107 


0003 51 


108 


0004 E8 0000 E 


109 


0007 OA E4 


110 


0009 74 2D 


HI 


000B FE CC 


1 12 


OOOD 74 3E 


113 


000F FE CC 



ASSUME CS: CODE, DSt DATA 
PROC FAR 



KEYBOARD 10 1 

5TI- 

PUSH DS 

PUSH BX 

PUSH CX 

CALL DDS 

AH, AH 



JZ 
DEC 



AH 



I >» ENTRY POINT FOR ORG 0E82EH 

; INTERRUPTS BACK ON 

J SAVE CURRENT DS 

I SAVE BX TEMPORARILY 

J SAVE CX TEMPORARILY 

J ESTABLISH POINTER TO DATA REGION 

J CHECK FOR (AH)= 00H 

; ASC 1 1 READ 

I CHECK~FOR (AH)= OIH 

J ASCII STATUS 

; CHECK"FOR <AH)= 02H 

I SHIFT STATUS 



5-126 KYBD 



IVTUU 

115 


0013 


FE 


l/UO/OO M 

cc 


116 


0015 


74 


6C 


1 17 


0017 


80 


EC 02 


t 18 


001 A 


75 


03 


1 19 


ootc 


E9 


00A4 R 


120 


001F 


80 


EC OB 


121 


0022 


74 


OC 


122 


0024 


FE 


CC 


123 


0026 


74 


IA 


124 


0028 


FE 


CC 


125 


002A 


74 


39 


126 


002C 






127 


002C 


59 




128 


002D 


SB 




129 


002E 


IF 




130 


002F 


CF 




131 








132 








133 








134 


0030 


E8 


00C7 R 


135 


0033 


E8 


0125 R 


136 


0036 


EB 


F4 


137 








138 


0038 


E8 


00C7 R 


139 


003B 


E8 


0130 R 


140 


003E 


72 


F8 


141 


0040 


EB 


EA 


142 








143 








144 








145 


0042 


E8 


0103 R 


146 


0045 


74 


18 


147 


0047 


9C 




148 


0048 


E8 


0125 R 


149 


004B 


EB 


1 1 


150 








151 


0040 


E8 


0103 R 


152 


0050 


74 


OD 


153 


0052 


9C 




154 


0653 


E8 


0130 R 


155 


0056 


73 


06 


156 


0058 


9D 




157 


0059 


E8 


00C7 R 


158 


005C 


EB 


EF 


159 








160 


OOSE 


9D 




161 


005F 


59 




162 


0060 


5B 




163 


0061 


IF 




164 


0062 


CA 


0002 


165 








166 








167 








168 


0065 






169 


0065 


8A 


26 0018 R 


170 


0069 


80 


E4 04 


171 


006C 


B1 


05 


172 


006E 


02 


E4 


173 


0070 


AO 


0018 R 


174 


0073 


24 


73 


175 


0075 


OA 


EO 


176 


0077 


AO 


0096 R 


177 


007A 


24 


OC 


178 


007C 


OA 


EO 


179 


007E 


AO 


0017 R 


180 


0081 


EB 


A9 


181 








182 








183 








184 


0083 


3C 


05 


185 


0085 


75 


A5 


186 


0087 


F6 


C3 EO 


187 


008A 


75 


AO 


188 


008C 


F6 


C7 FC 


189 


008F 


75 


9B 


190 


0091 


BO 


F3 


191 


0093 


E8 


064B R 


192 


0096 


B9 


0005 


193 


0099 


D2 


E7 


194 


009B 


8A 


C3 


195 


009D 


OA 


C7 


196 


009F 


E8 


064B R 


197 


00A2 


EB 


88 


198 








199 








200 








201 


00A4 


56 




202 


00A5 


FA 




203 


00A6 


8B 


IE 001C R 


204 


OOAA 


8B 


F3 


205 


OOAC 


E8 


0168 R 


206 


OOAF 


3B 


IE 001 A R 


207 


00B3 


74 


OB 


208 


00B5 


89 


OC 


209 


00B7 


89 


IE 001C R 


210 


OOBB 


2A 


CO 


211 


OOBD 


EB 


03 90 


212 


OOCO 






213 


OOCO 


BO 


01 


214 


0OC2 






215 


00C2 


FB 




216 


00C3 


5E 




217 
218 
219 


00C4 


E9 


002C R 


00C7 







Varaion 2.00 



DEC AH 

JZ K300 

SUB AH, 2 

JNZ KI01 

JMP K500 

KlOlt SUB AH, II 

JZ K1E 

DEC AH 

JZ K2E 

DEC AH 

JZ K3E 

KIO_EXIT« 

POP CX 

POP BX 

POP DS 
I RET 

, ASCII CHARACTER 



CALL 
CALL 
JMP 


K1S 

KIO E XLAT 

KIO~EX*IT 


CALL 
CALL 
JC 
JMP 


K1S 

KIO S XLAT 

K1 

K10_EXIT 


ASCII 


STATUS 


CALL 

JZ 

PUSHF 

CALL 

JMP 


K2S 
K2B 

KIO E XLAT 
SH0R*T~K2A 


CALL 

JZ 

PUSHF 

CALL 

JNC 


K2S 
K2B 

KIO S XLAT 
K2A 



K2A« POPF 




K2BJ POP 


CX 


POP 


BX 


POP 


DS 


RET 


2 


I SHIFT 


STATUS 


K3E: 




MOV 


AH.OKB FLAG 1 


AND 


AH, SYS SHIFT 


MOV 


CL.5 


SHL 


AH.CL 


MOV 


AL.OKB FLAG 1 


AND 


AL.OI 1 1001 16 


OR 


AH.AL 


MOV 


AL.OKB FLAG 3 


AND 


AL,0000"l100B" 


OR 


AH.AL 


K3i MOV 


AL.OKB FLAG 


JMP 


KIO exTt 


I SET TYPAMATIC RATE ANt 


K300i CMP 


AL.5 


JNE 


KIO EXIT 


TEST 


BL,0*E0h 


JNZ 


KIO EXIT 


TEST 


BH,0*FCh 


JNZ 


KIO EXIT 


MOV 


al.Rb TYPA RD 


CALL 


SND DlTA 


MOV 


CX.3 


SHL 


BH.CL 


MOV 


AL.BL 


OR 


AL.BH 


CALL 


SND DATA 


JMP 


KIO~EXIT 



CHECK FOR (AH)* 03H 

SET TYPAMATIC RATE /DELAY 

CHECK FOR (AH)» 05H 

KEYBOARD WRITE 

AH « 10 

EXTENDED ASC I I READ 

CHECK FOR (AH)I 1 IH 

EXTENDED ASC I I STATUS 

CHECK FOR" (AH) s 1 2H 

EXTENDED_SH I FT_STATUS 

RECOVER REGISTER 
RECOVER REGISTER 
RECOVER SEGMENT 
INVALID COMMAND 



I GET A CHARACTER FROM THE BUFFER (EXTENDED) 

! ROUTINE TO XLATE FOR EXTENDED CALLS 

» GIVE IT TO THE CALLER 

» GET A CHARACTER FROM THE BUFFER 

1 ROUTINE TO XLATE FOR STANDARD CALLS 

i CARRY SET MEANS THROW CODE AWAY 

j RETURN TO CALLER 



TEST FOR CHARACTER IN BUFFER (EXTENDED) 

RETURN IF BUFFER EMPTY 

SAVE ZF FROM TEST 

ROUTINE TO XLATE FOR EXTENDED CALLS 

GIVE IT TO THE CALLER 

TEST FOR CHARACTER IN BUFFER 

RETURN IF BUFFER EMPTY 

SAVE ZF FROM TEST 

ROUTINE TO XLATE FOR STANDARD CALLS 

CARRY CLEAR MEANS PASS VALID CODE 

INVALID CODE FOR THIS TYPE OF CALL 

THROW THE CHARACTER AWAY 
GO LOOK FOR NEXT CHAR, IF ANY 

RESTORE ZF FROM TEST 
RECOVER REGISTER 
RECOVER REGISTER 
RECOVER SEGMENT 
THROW AWAY FLAGS 



I GET THE EXTENDED SHIFT STATUS FLAGS 

; GET SYSTEM SHIFT KEY STATUS 

I MASK ALL BUT SYS KEY BIT 

I SHIFT THE SYSTEM KEY BIT OVER TO 

; BIT 7 POSITION 

J GET SHIFT STATES BACK 

I ELIMINATE SYS SHIFT, HOLD STATE, AND INS SHIFT 

I MERGE THE REMAINING BITS TNTO AH 

1 GET RIGHT CTL AND ALT 

; ELIMINATE LC EO AND LC Et 

; OR THE SHIFT~FLAGS TOGETHER 

» GET THE SHIFT STATUS FLAGS 

I RETURN TO CALLER 



J CORRECT FUNCTION CALL? 

I NO, RETURN 

I TEST FOR OUT-OF-RANGE RATE 

J RETURN IF SO 

j TEST FOR OUT-OF-RANGE DELAY 

J RETURN IF SO 

t COMMAND FOR TYPAMATIC RATE /DELAY 

t SEND TO KEYBOARD 

| SHIFT COUNT 

j SHIFT DELAY OVER 

I PUT IN RATE 

I AND DELAY 

t SEND TO KEYBOARD 

i RETURN TO CALLER 



WRITE TO KEYBOARD BUFFER 



SI 



| SAVE SI 



MOV 

MOV 

CALL 

CMP 

JE 

MOV 

MOV 

SUB 



KEYBOARD_IO_1 



BX.OBUFFER TAIL j GET THE "IN TO" POINTER TO THE BUFFER 

SI.BX I SAVE A COPY IN CASE BUFFER NOT FULL 

K4 | BUMP THE POINTER TO SEE IF BUFFER IS FULL 

BX.OBUFFER HEAD J WILL THE BUFFER OVERRUN IF WE STORE THIS? 

K502 ~ t YES - INFORM CALLER OF ERROR 

[SIJ.CX J NO - PUT THE ASCI I /SCAN CODE INTO BUFFER 

OBUFFER TAIL.BX | ADJUST "IN TO" POINTER TO REFLECT CHANGE 

" ~ j TELL CALLER THAT OPERATION WAS SUCCESSFUL 
S SUB INSTRUCTION ALSO RESETS CARRY FLAG 



K504 
AL.01H 



KIO EXIT 



i BUFFER FULL INDICATION 



KYBD 5-127 
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222 










223 


O0C7 








224 


00C7 


8B 


IE 


001A R 


225 


00CB 


3B 


IE 


00 IC R 


226 


O0CF 


75 


07 




227 










228 


OODI 


B8 


9002 


229 


O0D4 


CD 


15 




230 


O0D6 








231 


O0D6 


FB 






232 


00D7 


90 






233 


0008 


FA 






234 


00D9 


8B 


IE 


001A R 


235 


OODD 


3B 


IE 


001C R 


236 


OOEt 


53 






237 


00E2 


9C 






238 


00E3 


E8 


06D8 R 


239 


00E6 


8A 


IE 


0097 R 


240 


OOEA 


32 


D8 




241 


OOEC 


80 


E3 


07 


242 


OOEF 


74 


04 




243 










244 


OOFI 


E8 


069A R 


245 


O0F4 


FA 






246 


00F5 


9D 






247 


O0F6 


5B 






248 


00F7 


74 


DD 




249 










250 


00F9 


8B 


07 




251 


OOFB 


E8 


0168 R 


252 


OOFE 


89 


IE 


001A R 


253 


0102 


C3 






254 


0103 








255 










256 










257 










258 










259 


0103 








260 


0103 


FA 






261 


0104 


8B 


IE 


001A R 


262 


0108 


3B 


IE 


OOIC R 


263 


010C 


8B 


07 




264 


010E 


9C 






265 










266 


01 OF 


50 






267 


0110 


E8 


06D8 R 


268 


01 13 


8A 


IE 


0097 R 


269 


0117 


32 


D8 




270 


0119 


80 


E3 


07 


271 


one 


74 


03 




272 










273 


i it 


E6 


0687 R 


274 


0121 


58 






275 


0122 


9D 






276 


0123 


FB 






277 


0124 


C3 






278 


0125 








279 










280 










281 










282 










283 


0125 








284 


0125 


3C 


FO 




285 


0127 


75 


06 




286 


0129 


OA 


E4 




287 


012B 


74 


02 




288 


01 2D 


32 


CO 




289 


012F 








290 


012F 


C3 






291 










292 










293 










294 










295 


0130 








296 


0130 


80 


FC 


EO 


297 


0133 


75 


12 




298 


0135 


3C 


OD 




299 


0137 


74 


09 




300 


0139 


3C 


OA 




301 


013B 


74 


05 




302 


01 3D 


B4 


35 




303 


0I3F 


EB 


23 


90 


304 


0142 


B4 


IC 




305 


0144 


EB 


IE 


90 


306 










307 


0147 


80 


FC 


84 


308 


0I4A 


77 


1A 




309 










310 


014C 


3C 


FO 




311 


014E 


75 


07 




312 


0150 


OA 


E4 




313 


0152 


74 


10 




314 


0154 


EB 


10 


90 


315 










316 


0157 


3C 


EO 




317 


0159 


75 


09 




318 


015B 


OA 


E4 




319 


015D 


74 


05 




320 


015F 


32 


CO 




321 


0161 


EB 


01 


90 


322 










323 


0164 








324 


0164 


F8 






325 


0165 


C3 






326 


0166 








327 


0166 


F9 






328 


0167 


C3 







READ THE KEY TO FIGURE OUT WHAT TO DO • 



PROC 
MOV 
CMP 



ST I 

NOP 

CLI 

MOV 

CMP 

PUSH 

PUSHF 

CALL 

MOV 

XOR 

AND 

JZ 



JZ 

MOV 

CALL 

MOV 

RET 

ENDP 



NEAR 

BX,«BUFFER_HEAD 
BX.OBUFFER TAIL 
KIU 



K1V 
SNDJLED1 

BX 

KIT 

AX,[BX] 

K4 

•BUFFER HEAD.BX 



GET POINTER TO HEAD OF BUFFER 

TEST END OF BUFFER 

IF ANYTHING IN BUFFER DONT DO INTERRUPT 

MOVE IN WAIT CODE » TYPE 

PERFORM OTHER FUNCTION 

ASCII READ 

INTERRUPTS BACK ON DURING LOOP 

ALLOW AN INTERRUPT TO OCCUR 

INTERRUPTS BACK OFF 

GET POINTER TO HEAD OF BUFFER 

TEST END OF BUFFER 

SAVE ADDRESS 

SAVE FLAG 

GO GET MODE INDICATOR DATA BYTE 

GET PREVIOUS BITS 

SEE IF ANY DIFFERENT 

ISOLATE INDICATOR BITS 

IF NO CHANGE BYPASS UPDATE 

GO TURN ON MODE INDICATORS 

DISABLE INTERRUPTS 

RESTORE FLAGS 

RESTORE ADDRESS 

LOOP UNTIL SOMETHING IN BUFFER 

GET SCAN CODE AND ASCII CODE 
MOVE POINTER TO NEXT POSITION 
STORE VALUE IN VARIABLE 
RETURN 



• READ THE KEY TO SEE IF ONE IS PRESENT 



PROC 

CLI 

MOV 

CMP 

MOV 

PUSHF 

PUSH 

CALL 

MOV 

XOR 

AND 

JZ 

CALL 

POP 

POPF 

ST I 

RET 

ENDP 



NEAR 

I INTERRUPTS OFF 

BX.OBUFFER HEAD ; GET HEAD POINTER 

BX,OBUFFER~TAIL » IF EQUAL (Z=1) THEN NOTHING THERE 
AX,[BX] 

I SAVE FLAGS 



AX 



i SAVE CODE 

I GO GET MODE INDICATOR DATA BYTE 

; GET PREVIOUS BITS 

I SEE IF ANY DIFFERENT 

J ISOLATE INDICATOR BITS 

I IF NO CHANGE BYPASS UPDATE 

» GO TURN ON MODE INDICATORS 

I RESTORE CODE 

J RESTORE FLAGS 

i INTERRUPTS BACK ON 

i RETURN 



■ ROUTINE TO TRANSLATE SCAN CODE PAIRS FOR EXTENDED CALLS 



: XLATt 
CMP 
JNE 



AL.OFOh 
KIO E RET 
AH,AH~ 
KIO E RET 
AL.AL" 



IS IT ONE OF THE FILL-INs? 
NO, PASS IT ON 

AH s IS SPECIAL CASE 
PASS THIS ON UNCHANGED 
OTHERWISE SET AL = 



ROUTINE TO TRANSLATE SCAN CODE PAIRS FOR STANDARD CALLS 



IS IT KEYPAD ENTER OR / ? 

NO, CONTINUE 
KEYPAD ENTER CODE? 

YES, MASSAGE A BIT 
CTRL KEYPAD ENTER CODE? 

YES, MASSAGE THE SAME 

NO, MUST BE KEYPAD / 
GIVE TO CALLER 

CONVERT TO COMPATIBLE OUTPUT 
GIVE TO CALLER 



IS IT ONE OF THE FILL-INs? 

NO, TRY LAST TEST 
AH = IS SPECIAL CASE 

PASS THIS ON UNCHANGED 

THROW AWAY THE REST 

IS IT AN EXTENSION OF A PREVIOUS ONE? 
NO, MUST BE A STANDARD CODE 
AH s IS SPECIAL CASE 
JUMP IF AH a 

CONVERT TO COMPATIBLE OUTPUT 
PASS IT ON TO CALLER 



t ROUTIh 

KIO_S_XLAT« 


*E TO TRAN 




CMP 


AH.OEOh 




JNE 


KIO S2 




CMP 


AL.iJDh 




JE 


KIO SI 




CMP 


AL.ffAh 




JE 


KIO SI 




MOV 


AH,3*5h 






KIO USE 


KIO_S1 t 


MOV 


AH.Tch 




JMP 


KIO_USE 


KIO_S2: 


CMP 


AH,84h 




JA 


KIO_DIS 




CMP 


AL.OFOh 




JNE 


KIO S3 




OR 


AH, AH 




JZ 


KIO USE 




JMP 


KIO~DIS 


KIO_S3t 


CMP 


AL.OEOh 




JNE 


KIO USE 




OR 


AH, AH 




JZ 


KIO USE 




XOR 


AL.AL 




JMP 


KIO USE 


KIOJJSE 


, 






CLC 
RET 




KIO_DISi 






STC 
RET 
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329 
330 
33 1 
332 

333 
334 
335 
336 
337 
338 
339 
340 
341 
342 
343 
344 
345 
346 
347 
348 
349 
350 
351 
352 
353 
354 
355 
356 
367 
358 
359 
360 
361 
362 
363 
364 
365 
366 
367 
368 
369 
370 
371 
372 
373 
374 
375 
376 
377 
378 
379 
380 
381 
382 
383 
384 
385 
386 
387 
388 
389 
390 
391 
392 
393 
394 
395 
396 
397 
398 
399 
400 
401 
402 
403 
404 
405 
406 
407 
408 
409 



412 
413 
414 
415 
416 
417 
418 
419 
420 
421 
422 
423 
424 
425 



INCREMENT BUFFER POINTER ROUTINE 



0168 

0168 43 

0169 43 

016A 3B IE 0082 R 
016E 75 04 

0170 8B IE 0080 R 
0174 C3 

0175 



0175 

0175 FB 

0176 55 

0177 50 

0178 53 

0179 51 
017A 52 
017B 56 
017C 57 
017D IE 
017E 06 
017F FC 

0180 E8 0000 E 



0183 BO AD 
0185 E8 063C R 

0188 FA 

0189 2B C9 
018B 

01 SB E4 64 
018D A8 02 
0I8F EO FA 



0191 E4 60 



0193 B4 4F 

0195 F9 

0196 CD 15 



019D 
019D FB 
019E 3C FE 
01A0 74 OD 



0IA6 FA 

01A7 80 OE 0097 R 

01 AC E9 03A0 R 



OIAF 

01AF FA 

01 BO 80 OE 0097 R 20 

01B5 E9 03A0 R 



PROC 


NEAR 


INC 


BX 


INC 


BX 


CMP 


BX,»BUFFER END 


JNE 


K5 


MOV 


BX, ©BUFFER START 


RET 




ENDP 





J MOVE TO NEXT WORD IN LIST 



| AT END OF BUFFER? 

I NO, CONTINUE 

j YES, RESET TO BUFFER BEGINNING 



HARDWARE INT 09 H — ( IRQ LEVEL 
KEYBOARD INTERRUPT ROUTINE 



KB INT I PROC 
" STI 
PUSH 
PUSH 
PUSH 
PUSH 
PUSH 
PUSH 
PUSH 
PUSH 
PUSH 
CLD 
CALL 



ENABLE INTERRUPTS 



I- 



WAIT FOR KEYBOARD DISABLE COMMAND TO BE ACCEPTED 



MOV 
CALL 
CLI 
SUB 
KB_INT_01 J 
IN 



AL, STATUS PORT 
AL.INPT BOF FULL 
KB INT ffl " 



t DISABLE THE KEYBOARD COMMAND 
J EXECUTE DISABLE 
I DISABLE INTERRUPTS 
i SET MAXIMUM TIMEOUT 

I READ ADAPTER STATUS 

j CHECK INPUT BUFFER FULL STATUS BIT 

t WAIT FOR COMMAND TO BE ACCEPTED 



READ CHARACTER FROM KEYBOARD INTERFACE 



IN AL,PORT_A J READ IN THE CHARACTER 

SYSTEM HOOK INT I 5H - FUNCTION 4FH (ON HARDWARE INTERRUPT LEVEL 9H) 



MOV 
STC 
INT 



| SYSTEM INTERCEPT - KEY CODE FUNCTION 

i SET CYs 1 (IN CASE OF IRET) 

I CASSETTE CALL (AL)= KEY SCAN CODE 

t RETURNS CY« 1 FOR INVALID FUNCTION 

I CONTINUE IF CARRY FLAG SET ((AL)sCODE) 

I EXIT IF SYSTEM HANDLED SCAN CODE 

I EXIT HANDLES HARDWARE EOI AND ENABLE 



CHECK FOR A RESEND COMMAND TO KEYBOARD 



KB INT 02 t 



I <AL)s SCAN CODE 
j ENABLE INTERRUPTS AGAIN 
I IS THE INPUT A RESEND 
I GO IF RESEND 



CHECK FOR RESPONSE TO A COMMAND TO KEYBOARD 



A COMMAND TO THE KEYBOARD WAS ISSUED 



RESEND THE LAST BYTE 



01B8 

01B8 50 

01B9 E8 06D8 R 

01BC 8A IE 0097 R 

01 CO 32 D8 

01C2 80 E3 07 

01C5 74 03 

01C7 E8 0687 R 

01CA 58 



1 

KB INT 


UPDATE 
2: 


MODE INDICATOR 




* PUSH 


AX 




CALL 


MAKE LED 




MOV 


bl.oRb FLAG 2 




XOR 


BL.AL 




AND 


BL.KB LEDS 




JZ 


UPO 




CALL 


SND LED 


UPOt 


POP 


AX ~ 



J DISABLE INTERRUPTS 

i INDICATE ACK RECEIVED 

| RETURN IF NOT (ACK RETURNED FOR DATA) 



I DISABLE INTERRUPTS 

t INDICATE RESEND RECEIVED 

; RETURN IF NOT (ACK RETURNED FOR DATA) 



; SAVE DATA IN 

; GO GET MODE INDICATOR DATA BYTE 

I GET PREVIOUS BITS 

1 SEE IF ANY DIFFERENT 

; ISOLATE INDICATOR BITS 

t IF NO CHANGE BYPASS UPDATE 

t GO TURN ON MODE INDICATORS 

I RESTORE DATA IN 



KYBD 5-129 



Version 2.00 



04-21-86 



426 
427 
428 
429 
430 
431 
432 
433 
434 
43S 
436 
43? 
438 
439 



447 
448 
449 
450 
45 1 
452 
453 
454 
455 
456 
457 
458 
459 
460 
461 
462 
463 
464 
465 
466 
467 
468 
469 
470 
471 
472 
473 
474 
475 
476 
477 
478 
479 
480 
481 
482 
483 
484 
485 
486 
487 
488 
489 
490 
491 
492 
493 
494 
495 
496 
497 
498 
499 
500 
501 
502 
503 
504 
505 
506 
507 
508 
509 
510 
511 
512 
513 
514 
515 
516 
517 
518 
519 
520 
521 
522 
523 
524 
525 
526 
527 
528 
529 
530 
531 
532 
533 
534 
535 
536 
537 
538 
539 



01CB 8A E0 



01CD 3C FF 
01CF 75 03 
0101 E9 0620 R 

01D4 OE 
0ID5 07 
01D6 8A 3E 0096 R 



01 DA F6 C7 CO 

OIOD 74 34 

01DF 79 10 

01EI 3C AB 

0IE3 75 05 

01E5 80 OE 0096 R 40 

01EA 

OIEA 80 26 0096 R 7F 

01EF EB IF 

01F1 

01 Ft 80 26 0096 R BF 

01F6 3C 54 

01F8 74 I I 

01FA 3C 41 

01FC 75 12 



01FE F6 C7 20 

02Q1 74 08 

0203 80 OE 0017 R 20 

0208 E8 0687 R 

020B 80 OE 0096 R 10 

0210 E9 03A0 R 



0213 

0213 3C EO 

0215 75 07 

0217 80 OE 0096 R 12 

02 IC EB 09 

02 IE 

021E ae fi 

0220 75 08 

0222 80 OE 0096 R I 1 

0227 E9 03A5 R 

022A 

022A 24 7F 
022C F6 C7 02 
022F 74 OC 

0231 B9 0002 
0234 BF 0006 E 
0237 F2/ AE 

0239 75 65 
023B EB 49 

023D 

023D F6 C7 01 

0240 74 ID 

0242 B9 0004 
0245 BF 0004 E 
0248 F2/ AE 
024A 74 DB 

024C 3C 45 

024E 75 36 

0250 F6 C4 80 

0253 75 31 

0255 F6 06 0018 R 08 

025A 75 2A 

025C E9 04DB R 



025F 

025F 3C 54 

0261 75 3D 



026F 80 OE 0018 R 04 
0274 BO 20 
0276 E6 20 

0278 BO AE 
027A E8 063C R 
027D B8 8500 
0*80 FB 
0281 CD IS 
0283 E9 03AF R 

0286 E9 03A0 R 

0289 80 26 0018 R FB 
028E BO 20 

0290 E6 20 



PAGE 

, 

I START OF KEY PROCESSING 

, ^ 

MOV AH.AL J SAVE SCAN CODE IN AH ALSO 

I TEST FOR OVERRUN SCAN CODE FROM KEYBOARD 



AL,KB_OVER RUN 

KI6 

K62 



S IS THIS AN OVERRUN CHAR? 
I NO, TEST FOR SHIFT KEY 
; BUFFER FULL BEEP 



PUSH 
POP 
MOV 



BH,«KB_FLAG_3 
TEST TO SEE IF A READ ID IS IN PROGRESS 



I ESTABLISH ADDRESS OF TABLES 
J LOAD FLAGS FOR TESTING 



JNS 
CMP 
JNE 
OR 
RST RD ID: 



BH.RD ID+LC AB 

NOT_lB" 

TST ID 2 

AL.TD T 

RST_RB ID 

9KB FLAG 3,LC AB 



OKB FLAG 3, NOT LC AB 
AL.TD 2 A 
KX BIT 
AL~ID 2 
ID EX~ 



I ARE WE DOING A READ ID? 

J CONTINUE IF NOT 

I IS THE RD ID FLAG ON? 

I IS THIS THE 1ST ID CHARACTER? 

J INDICATE 1ST ID WAS OK 



J RESET FLAG 

I IS THIS THE 2ND ID CHARACTER? 

; JUMP IF SO 

; IS THIS THE 2ND ID CHARACTER? 

I LEAVE IF NOT 



A READ 
TEST 



ID SAID THAT IT WAS ENHANCED KEYBOARD 



EXITj 
NOT HCt 



JZ 

MOV 

MOV 

REPNE 

JNE 

JMP 



BH.SET NUM LK 

KX BIT" 

•KB FLAG, NUM STATE 

SND LED 

•KB~FLAG 3.KBX 

K26 



AL.MC EO 
TEST El 

•kb Flag 3,lc eo+kbx 
short exit 



NOT HC 

•KB~FLAG 3,LC E1+KBX 

K26A" 



AL.07FH 
BH,LC_E0 
NOT_LC_E0 

CX.2 

D I, OFFSET K6+6 

SCASB 

K16A 

SHORT KI6B 



I SHOULD WE SET NUM LOCK? 

| EXIT IF NOT 

| FORCE NUM LOCK ON 

; GO SET THE NUM LOCK INDICATOR 

i INDICATE ENHANCED KEYBOARD WAS FOUND 

I EXIT 



S IS THIS THE GENERAL MARKER CODE? 



MOV CX.4 

MOV D I, OFFSET K6+4 

REPNE SCASB 

JE EX I T 





CMP 

JNE 

TEST 

JNZ 

TEST 

JNZ 

JMP 


AL.NUM KEY 

K16B 

AH.80H 

K16B 

•KB FLAG 1 .HOLD STATE 

K16§ 

K39P 

FOR SYSTEM KEY 






T_SYS. 


KEY: 
" CMP 
JNE 


AL.SYS KEY 
K16A 




TEST 
JNZ 


AH.080H 
K16C 




TEST 
JNZ 


•KB FLAG 1.SYS SHIFT 
K 1 6§ 




OR 
MOV 
OUT 


•KB FLAG 1 ,SYS SHIFT 

AL.EOI " 

020H.AL 




MOV 

CALL 

MOV 

STI 

INT 

JMP 


AL.ENA KBD 
SHIP IT 
AX,08"500H 

I5H 
K27A 


KI6BI 


JMP 


K26 


K16Ct 


AND 
MOV 
OUT 


•KB FLAG 1.NOT SYS SHII 

AL.EOI ~ 

020H.AL 



HiS iHt rAuSt KtY? 



I TURN OFF THE BREAK BIT 

i LAST CODE THE EO MARKER CODE? 

; JUMP IF NOT 

I LENGTH OF SEARCH 

| IS THIS A SHIFT KEY? 

I CHECK IT 

; NO, CONTINUE KEY PROCESSING 

J YES, THROW AWAY & RESET FLAG 



I LENGTH OF SEARCH 

J IS THIS AN ALT, CTL, OR SHIFT? 

J CHECK IT 

I THROW AWAY IF SO 

I IS IT THE PAUSE KEY? 

I NO, THROW AWAY & RESET FLAG 

I YES, IS IT THE BREAK OF THE KEY? 

J YES, THROW THIS AWAY, TOO 

J NO, ARE WE PAUSED ALREADY? 

! YES, THROW AWAY 

I NO, THIS IS THE REAL PAUSE STATE 



J CHECK IF THIS A BREAK CODE 

| DON'T TOUCH SYSTEM INDICATOR IF TRUE 



I INDICATE SYSTEM KEY DEPRESSED 

{ END OF INTERRUPT COMMAND 

I SEND COMMAND TO INTERRUPT CONTROL PORT 

; INTERRUPT-RETURN-NO-EOI 

I INSURE KEYBOARD IS ENABLED 

J EXECUTE ENABLE 

J FUNCTION VALUE FOR MAKE OF SYSTEM KEY 

i MAKE SURE INTERRUPTS ENABLED 

J USER INTERRUPT 

; END PROCESSING 

; IGNORE SYSTEM KEY 

T J TURN OFF SHIFT KEY HELD DOWN 

I END OF I NTERRUPT COMMAND 

j SEND COMMAND TO INTERRUPT CONTROL PORT 



5-130 KYBD 
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Varslon 2.00 



0292 BO AE 
0294 E8 063C R 
0297 B8 6601 
029A FB 
029B CD 16 
029D E9 03AF R 



649 
650 
56 1 
662 
663 
664 
666 
666 
587 
666 
569 
660 



666 

666 
667 
668 
669 
570 
671 
572 
673 
674 
676 
576 
577 
678 
579 
580 



566 

566 
587 
588 
569 

590 
591 
592 
593 
594 
595 
596 
597 
598 
599 
600 
60) 
602 
603 
604 
605 
606 
607 
606 
609 
6(0 
61 1 
612 
613 
614 
615 
616 
617 
618 
619 
620 
621 
622 
623 
624 
625 
626 
627 
628 
629 
630 
631 
632 
633 
634 
635 
636 
637 
638 
639 
640 



645 
646 
647 
648 
649 
650 
651 
652 
653 



02A0 8A IE 0017 R 
02A4 BF 0000 E 
02A7 B9 0000 E 
02AA F2/ AE 
02AC 8A C4 
02AE 74 03 
02B0 E9 036C R 



02B3 61 EF 0001 E 
02B7 2EI 6A A6 0000 E 
02BC Bl 02 
02BE A6 80 
02CO 74 03 
02C2 EB 78 90 



02CA 08 26 0017 R 

02CE F6 C4 OC 

02DI 75 03 

02D3 E9 03A0 R 

02D6 F6 C7 02 

02D9 74 07 

02DB 08 26 0096 R 

02DF E9 03A0 R 

02E2 D2 EC 

02E4 08 26 0018 R 

02E6 E9 03A0 R 



02EB 
02EB 
02EE 
O2F0 
02F3 
02F5 
02F7 
02FA 
02FC 
02FF 
0302 
0304 
0307 
0309 
030C 
030E 
0310 



F6 C3 04 

74 03 

E9 038C R 
3C 52 

75 21 

F6 C3 06 

74 03 

E9 038C R 
F6 C7 02 

76 14 

F6 C3 20 

75 OA 

F6 C3 03 
74 OA 
8A EO 
EB 7A 90 



0316 

0318 84 26 0018 R 

03 1C 74 03 

03 IE E9 03A0 R 

0321 08 26 0016 R 

0325 30 26 0017 R 



0329 F6 C4 70 
032C 74 05 
032E 50 
032F E8 0687 R 

0332 58 

0333 3C 52 
0335 75 69 
0337 8A EO 
0339 EB 7F 90 



033C 
033C 
033F 
0341 
0343 
0347 
034A 

034C 
034F 
0351 
0355 
0357 
0359 
035D 
035F 
0362 
0364 
0368 
036A 
036C 
0370 



80 FC 10 
F6 D4 

73 43 

20 26 0017 R 
80 FC FB 
77 26 

F6 C7 02 

74 06 

20 26 0096 R 

EB 06 

D2 FC 

20 26 0018 R 

8A EO 

AO 0096 R 

D2 E8 

OA 06 0018 R 

D2 EO 

24 OC 

08 06 0017 R 

8A C4 



HOV 


AL.ENA KBD 


CALL 


SHIP IT 


MOV 


AX,0l501H 


ST1 




INT 


15H 


JMP 


K27A 


TEST FOR SHIFT KEYS 


HOV 


BL,»KB FLAG 


MOV 


D I, OFFSET K6 


MOV 


CX, OFFSET K6L 


REPNE 


SCASB 


MOV 


AL.AH 


JE 


KI7 


JMP 


K25 


SHIFT 


KEY FOUND 


SUB 


Dl, OFFSET K6+I 


MOV 


AH,CSlK7[DI] 


MOV 


CL.2 


TEST 


AL.80H 


JZ 


KI7C 


JMP 


K23 


SHIFT 


MAKE FOUND, DETERMINE SE 


CMP 


AH, SCROLL SHIFT 


JAE 


K18 


PLAIN 


SHIFT KEY, SET SHIFT ON 


OR 


•KB FLAG, AH 


TEST 


AH.CTL SHIFT+ALT SHIFT 


JNZ 


K17D ~ 


JMP 


K26 


TEST 


BH.LC EO 


JZ 


K17E " 


OR 


•KB FLAG 3, AH 


JMP 


K26~ 


SHR 


AH.CL 


OR 


•KB FLAG 1 , AH 


JMP 


K26~ 



I INTERRUPT-RETURN-NO-EOI 

t INSURE KEYBOARD IS ENABLED 

I EXECUTE ENABLE 

I FUNCTION VALUE FOR BREAK OF SYSTEM KEY 

I MAKE SURE INTERRUPTS ENABLED 

I USER INTERRUPT 

I IGNORE SYSTEM KEY 



I PUT STATE FLAGS IN BL 

I SHIFT KEY TABLE 

I LENGTH 

I LOOK THROUGH THE TABLE FOR A MATCH 

I RECOVER SCAN CODE 

I JUMP IF MATCH FOUND 

I IF NO MATCH, THEN SHIFT NOT FOUND 



I ADJUST PTR TO SCAN CODE MTCH 

| GET MASK INTO AH 

I SET UP COUNT FOR FLAG SHIFTS 

j TEST FOR BREAK KEY 



t JUMP IF BREAK 



IF SCROLL SHIFT OR ABOVE, TOGGLE KEY 



j TURN ON SHIFT BIT 

j IS IT ALT OR CTRL? 

i YES, MORE FLAGS TO SET 

t NO, INTERRUPT RETURN 

I IS THIS ONE OF~THE NEW KEYS? 

! NO, JUMP 

j SET BITS FOR RIGHT CTRL, ALT 

I INTERRUPT RETURN 

I MOVE FLAG-BITS TWO POSITIONS 

I SET BITS FOR LEFT CTRL, ALT 

j INTERRUPT RETURN 



K20« 
K21 I 
K22I 

K22AS 



TOGGLED SHIFT KEY, TEST FOR 1ST MAKE OR NOT 

I SHIFT-TOGGLE 

TEST BL.CTL SHIFT j CHECK CTL SHIFT STATE 

JZ K18A ~ | JUMP IF NOT CTL STATE 

JMP K25 j JUMP IF CTL STATE 

AL.INS KEY | CHECK FOR INSERT KEY 

K22 ~ t JUMP IF NOT INSERT KEY 

BL.ALT SHIFT | CHECK FOR ALTERNATE SHIFT 

K18B ~ J JUMP IF NOT ALTERNATE SHIFT 

K25 | JUMP IF ALTERNATE SHIFT 

BH.LC EO | IS THIS THE NEW INSERT KEY? 

K22 _ | YES, THIS ONE'S NEVER A "0" 

BL.NUM STATE j CHECK FOR BASE STATE 

K21 t JUMP IF NUM LOCK IS ON 

BL.LEFT SHIFT+RIGHT SHIFT | TEST FOR SHIFT STATE 

K22 " | JUMP IF BASE STATE 

AH.AL } PUT SCAN CODE BACK IN AH 

K25 j NUMERAL "0", STNDRD. PROCESSING 



CMP 

JNE 

TEST 

JZ 

JMP 

TEST 

JNZ 

TEST 

JNZ 

TEST 

JZ 

MOV 



AH.9KB FLAG 1 
K22A " 
K26 

•kb flag 1 , ah 
•kb'flagTah 



JUMP IF KEY ALREADY DEPRESSED 
INDICATE THAT THE KEY IS DEPRESSED 
TOGGLE THE SHIFT STATE 



TOGGLE LED IF CAPS, NUM, OR SCROLL KEY DEPRESSED 

TEST AH,CAPS_SHIFT+NUM_SHIFT+SCROLL SHIFT | SHIFT TOGGLE? 



CMP 
JNE 
MOV 
JMP 



BREAK SHIFT FOUND 



AL , I NS_KEY 
K26 
AH.AL 
K28 



K23AJ 
K23BI 



CMP 
NOT 
JAE 
AND 
CMP 



SAR 
AND 
MOV 
MOV 
SHR 



AH, SCROLL SHIFT 

AH 

K24 

•KB FLAG, AH 

AH, ROT CTL SHIFT 

K23D 

BH.LC EO 

K23A 

•KB FLAG 3, AH 

SHOR*T K23"B 

AH.CL 

•KB FLAG 1 ,AH 

AH.XL 

AL,»KB FLAG 3 

AL.CL ~ 

AL,»KB_FLAG_I 

AL.CL 

AL.ALT SHIFT+CTL_SHIFT 

•KB FLXG.AL 

AL.XH 



GO IT NOT 
SAVE SCAN CODE AND SHIFT MASK 
GO TURN MODE INDICATORS ON 
RESTORE SCAN CODE 

TEST FOR 1ST MAKE OF INSERT KEY 
JUMP IF NOT INSERT KEY 
SCAN CODE IN BOTH HALVES OF AX 
FLAGS UPDATED, PROC. FOR BUFFER 



BREAK-SH I FT-FOUND 
IS THIS A TOGGLE KEY? 
INVERT MASK 

YES, HANDLE BREAK TOGGLE 
TURN OFF SHIFT BIT 
IS THIS ALT OR CTL? 
NO, ALL DONE 

2ND ALT OR CTL? 

NO, HANDLE NORMALLY 

RESET BIT FOR RIGHT ALT OR CTL 

CONTINUE 

MOVE THE MASK BIT TWO POSITIONS 

RESET BIT FOR LEFT ALT OR CTL 

SAVE SCAN CODE 

GET RIGHT ALT & CTRL FLAGS 

MOVE TO BITS 1 I 

PUT IN LEFT ALT « CTL FLAGS 

MOVE BACK TO BITS 3 « 2 

FILTER OUT OTHER GARBAGE 

PUT RESULT IN THE REAL FLAGS 

RECOVER SAVED SCAN CODE 



KYBD 5-131 



IBM 


Personal 


Computer MAC 


KYBD 




- 03/06/86 KEYBC 


654 


0372 


3C 


B8 




655 


0374 


75 


2A 




656 










657 










658 










659 


0376 


A0 


001 


9 R 


660 


0379 


B4 


00 




661 


037B 


88 


26 


0019 R 


662 


037F 


3C 


00 




663 


0381 


74 


ID 




664 


0383 


E9 


0601 R 


665 










666 


0386 








667 


0386 


20 


26 


0018 R 


668 


038A 


EB 


14 




669 










670 










671 










672 


038C 








673 


038C 


3C 


80 




674 


038E 


73 


10 




675 


0390 


F6 


06 


0018 R 08 


676 


0395 


74 


23 




677 


0397 


3C 


45 




678 


0399 


74 


05 




679 


039B 


80 


26 


0018 R F7 


680 










681 


03A0 








682 


03A0 


80 


26 


0096 R FC 


683 










684 


03A5 








685 


03A5 


FA 






686 


03A6 


BO 


20 




687 


03A8 


E6 


20 




688 










689 


03AA 








690 


03AA 


BO 


AE 




691 


03AC 


E8 


063C R 


692 










693 


03AF 


FA 






694 


03B0 


07 






695 


03B1 


IF 






696 


03B2 


5F 






697 


03B3 


5E 






698 


03B4 


5A 






699 


03B5 


59 






700 


03B6 


5B 






701 


03B7 


58 






702 


03B8 


5D 






703 


03B9 


CF 







Varaion 2.00 



ALTERNATE SHIFT KEY RELEASED, GET THE VALUE INTO BUFFER 



MOV 
MOV 
MOV 



AL.CALT INPUT 

AH.O 

©ALT INPUT, AH 

AL,0~ 

K26 

K61 



TEST FOR HOLD STATE 



J SCAN CODE OF 

I ZERO OUT THE FIELD 

} WAS THE INPUT =0? 

; INTERRUPT_RETURN 

t IT WASN'T, SO PUT IN BUFFER 

; BREAK-TOGGLE 

| INDICATE NO LONGER DEPRESSED 

J I NTERRUPT_RETURN 

i AL, AH = SCAN CODE 

I NO- SHIFT-FOUND 

; TEST FOR BREAK KEY 

I NOTHING FOR BREAK CHARS FROM HERE ON 

; ARE WE IN HOLD STATE 

j BRANCH AROUND TEST IF NOT 

| CAN'T END HOLD ON NUMJ-OCK 
TE | TURN OFF THE HOLD STATE BIT 



•KB_FLAG_3,N0T LC_E0+LC_E1 | RESET LAST CHAR H.C. FLAG 

j INTERRUPT-RETURN 

I TURN OFF INTERRUPTS 

t END OF INTERRUPT COMMAND 

I SEND COMMAND TO INTERRUPT CONTROL PORT 

j INTERRUPT-RETURN-NO-EOI 

I INSURE KEYBOARD IS ENABLED 

; EXECUTE ENABLE 



CMP 


AL.80H 


JAE 


K26 


TEST 


•KB FLAG 1 .HOLD STATE 


JZ 


K28~ 


CMP 


AL.NUM KEY 


JE 


K26 


AND 


•KB FLAG 1.NOT HOLD SI 



CLI 




MOV 


AL.EOI 


OUT 


020H.AL 


MOV 


AL.ENA KBD 


CALL 


SHIP_lT 


CLI 




POP 


ES 


POP 


DS 


POP 


Dl 


POP 


SI 


POP 


DX 


POP 


CX 


POP 


BX 


POP 


AX 


POP 


BP 


IRET 





5-132 KYBD 



KYBD 
704 




■ 05 


1/06/86 KEYBOAF 


70S 








706 








707 


03BA 






708 


03BA 


3C 


58 


709 


03BC 


77 


E2 


710 








7)1 


03BE 


F6 


C3 08 


712 


03C1 


74 


OC 


713 








714 


03C3 


F6 


C7 10 


715 


03C6 


74 


OA 


716 








717 


03C8 


F6 


06 0018 R 04 


718 


03CD 


74 


03 


719 


03CF 


E9 


04A3 R 


720 








721 








722 








723 








724 


03D2 






725 


03D2 


F6 


C3 04 


726 


03D5 


74 


31 


727 


03D7 


3C 


53 


728 


03D9 


75 


2D 


729 








730 








731 








732 


03DB 


C7 


06 0072 R 1234 


733 


03EI 


E9 


0000 E 


734 








735 








736 








737 


03E4 






738 


03E4 


52 


4F 50 51 4B 


739 


03E9 


4C 


4D 47 48 49 


740 








741 


03EE 


10 


11 12 13 14 IS 


742 


03F4 


16 


17 18 19 IE IF 


743 


03FA 


20 


21 22 23 24 25 


744 


0400 


26 


2C 2D 2E 2F 30 


745 


0406 


31 


32 


746 








747 








748 








749 


0408 






750 


0408 


3C 


39 


751 


040A 


75 


05 


752 


040C 


BO 


20 


753 


040E 


E9 


05F5 R 


754 


041 1 






755 


04(1 


3C 


OF 


756 


0413 


75 


06 


757 


0415 


B8 


A500 


758 


0418 


E9 


05F5 R 


759 


04IB 






760 


041B 


3C 


4A 


761 


041D 


74 


79 


762 


041F 


3C 


4E 


763 


0421 


74 


75 


764 








765 








766 








767 


0423 






768 


0423 


BF 


03E4 R 


769 


0426 


B9 


OOOA 


770 


0429 


F2/ AE 


771 


042B 


75 


18 


772 


042D 


F6 


C7 02 


773 


0430 


75 


6B 


774 


0432 


81 


EF 03E5 R 


775 


0436 


AO 


0019 R 


776 


0439 


B4 


OA 


777 


043B 


F6 


E4 


778 


043D 


03 


C7 


779 


043F 


A2 


0019 R 


780 


0442 


E9 


03A0 R 


781 








782 








783 








784 


0445 






785 


0445 


C6 


06 0019 R 00 


786 


044A 


B9 


001A 


787 


044D 


F2/ AE 


788 


044F 


74 


42 


789 








790 








791 








792 


0451 






793 


0451 


3C 


02 


794 


0453 


72 


43 


795 


0455 


3C 


OD 


796 


0457 


77 


05 


797 


0459 


80 


C4 76 


798 


045C 


EB 


35 


799 








800 








801 








802 


045E 






803 


045E 


3C 


57 


804 


0460 


72 


09 


805 


0462 


3C 


58 


806 


0464 


77 


OS 


807 


0466 


80 


C4 34 


808 


0469 


EB 


28 


809 








810 


046B 


F6 


C7 02 


811 


046E 


74 


18 


812 


0470 


3C 


1C 


813 


0472 


75 


06 


814 


0474 


B8 


A600 


815 


0477 


E9 


05FS R 


816 


047A 


3C 


53 


817 


047C 


74 


IF 



Version 2.00 



NOT IN HOLD STATE 



•KB FLAG_1,SYS SHIF 

K29~ 

K38 



I AL, AH = SCAN CODE (ALL MAKES) 

j NO-HOLD- STATE 

» TEST FOR OUT-OF-RANGE SCAN CODES 

I IGNORE IF OUT-OF-RANGE 



J YES, IS SYSREQ KEY DOWN? 

J NO, ALT STATE IS REAL 

I YES, THIS IS PHONY ALT STATE 

» DUE TO PRESSING SYSREQ 



■ TEST FOR RESET KEY SEQUENCE (CTL ALT DEL) 



TEST 


BL.CTL SHIFT 


JZ 


K31 


CMP 


AL.DEL KEY 


JNE 


K31 



I TEST-RESET 

J ARE WE IN CONTROL SHIFT ALSO? 

I NO RESET 

t SHTFT STATE IS THERE, TEST KEY 

} NO RESET, IGNORE 



■ CTL -ALT -DEL HAS BEEN FOUND, DO I/O CLEANUP 



, TABLES FOR ALT CASE 

J ALT- INPUT-TABLE 

K30 LABEL BYTE 

DB 82,79,80,81,75 

DB 76,77,71,72,73 | 1 NUMBERS ON KEYPAD 

, SUPER-SHIFT-TABLE 

DB 16,17,18,19,20,21 | A-Z TYPEWRITER CHARS 

DB 22,23,24,25,30,31 

DB 32,33,34,35,36,37 

DB 38,44,45,46,47,48 

DB 49,50 



IN ALTERNATE SHIFT, RESET NOT FOUND 



CMP 
JNE 
MOV 



CMP 
JNE 
MOV 



AL.57 
K31 1 
AL,' ♦ 
K57 

AL.15 
K312 

AX,0A500h 
K57 



CMP AL.74 

JE K37B 

CMP AL.78 

JE K37B 

LOOK FOR KEY PAD ENTRY 



MOV 


Dl, OFFSET K30 


MOV 


CX.10 


REPNE 


SCASB 


JNE 


K33 


TEST 


BH.LC EO 


JNZ 


K37C 


SUB 


Dl, OFFSET K30+1 


MOV 


AL.OALT INPUT 


MOV 


AH, 10 


MUL 


AH 


ADD 


AX.DI 


MOV 


•ALT INPUT, AL 


JMP 


K26 



LOOK FOR SUPERSHIFT ENTRY 



MOV 


•ALT INPUT, 


MOV 


CX.26 


REPNE 


SCASB 


JE 


K37A 



; NO-RESET 

J TEST FOR SPACE KEY 

J NOT THERE 

J SET SPACE CHAR 

j BUFFER_FILL 

I TEST FOR TAB KEY 

1 NOT THERE 

I SET SPECIAL CODE FOR ALT-TAB 

I BUFFER_FILL 

I TEST FOR KEYPAD - 

; GO PROCESS 

; TEST FOR KEYPAD + 

I GO PROCESS 



j ALT-KEY-PAD 

I ALT- INPUT-TABLE 

J LOOK FOR ENTRY USING KEYPAD 

I LOOK FOR MATCH 

| NO ALT KEYPAD 

I IS"~THIS" ONE OF THE NEW KEYS? 

J YES, JUMP, NOT NUMPAD KEY 

1 Dl NOW HAS ENTRY VALUE 

J GET THE CURRENT BYTE 

1 MULTIPLY BY 10 

j ADD IN THE LATEST ENTRY 

| STORE IT AWAY 

» THROW AWAY THAT KEYSTROKE 



J NO-ALT-KEYPAD 

J ZERO ANY PREVIOUS ENTRY INTO INPI 

; Dl.ES ALREADY POINTING 

I LOOK FOR MATCH IN ALPHABET 

J MATCH FOUND, GO FILL THE BUFFER 



LOOK FOR TOP ROW OF ALTERNATE SHIFT 



K35 

AH.1 18 
SHORT K37A 



J ALT-TOP-ROW 

J KEY WITH •)• ON IT 

t MUST BE ESCAPE 

i IS IT IN THE REGION 

I NO, ALT- SOMETHING ELSE 

j CONVERT PSEUDO SCAN CODE TO RANGE 

I GO FILL THE BUFFER 



TRANSLATE ALTERNATE SHIFT PSEUDO SCAN CODES 



CMP 


AL.F11 M 


JB 


K35A ~ 


CMP 


AL.F12 M 


JA 


K3SA 


ADD 


AH, 52 


JMP 


SHORT K37A 


TEST 


BH.LC EO 


JZ 


K37 


CMP 


AL.28 


JNE 


K35B 


MOV 


AX,0A600h 




K57 


CMP 


AL.83 


JE 


K37C 



J ALT-FUNCTION 

I IS IT F11? 

I NO, BRANCH 

I IS IT F12? 

| NO, BRANCH 

; CONVERT TO PSEUDO SCAN CODE 

J GO FILL THE BUFFER 

| DO WE HAVE ONE OF THE NEW KEYS? 

S NO, JUMP 

j TEST FOR KEYPAD ENTER 

t NOT THERE 

I SPECIAL CODE 

| BUFFER FILL 

; TEST FOR DELETE KEY 

j HANDLE WITH OTHER EDIT KEYS 



KYBD 5-133 



IBM Personal Computer MACRO Assembler Version 2.00 



MBU 

818 


047E 


■ Vi 

3C 


i/ue/06 m 
35 


1TBI 


819 


0480 


75 


CO 




820 


0482 


B8 


A400 




821 


0485 


E9 


05F5 R 




822 










823 


0488 


3C 


3B 




824 


048A 


72 


OC 




825 


048C 


3C 


44 




826 










827 


048E 


77 


B2 




828 


0490 


80 


C4 2D 




829 










830 


0493 


BO 


00 




831 


0495 


E9 


05F5 R 




832 










833 


0498 


B0 


FO 




834 


049A 


E9 


05F5 R 




835 










836 


049D 


04 


50 




837 


049F 


6A 


EO 




838 


04A1 


EB 


FO 




839 










840 










841 










842 


04A3 








843 










844 


04A3 


F6 


C3 04 




845 


04A6 


75 


03 




846 


04A8 


E9 


0535 R 




847 










848 










849 










850 










851 










852 


04AB 


3C 


46 




853 


04AD 


75 


23 




854 


04AF 


F6 


C7 10 




855 


04B2 


74 


05 




656 


04B4 


F6 


C7 02 




857 


04B7 


74 


19 




858 










859 


04B9 


8B 


IE OOIA R 




860 


04BO 


89 


IE 001C R 




861 


04C1 


C6 


06 0071 R 


80 


862 










863 










864 










865 


04C6 


BO 


AE 




866 


04C8 


E8 


063C R 




867 


04CB 


CD 


IB 




868 


04CD 


2B 


CO 




869 


04CF 


E9 


05F5 R 




870 










871 










6(2 










873 


04D2 








874 


04D2 


F6 


C7 10 




875 


04D5 


75 


2A 




876 


04D7 


3C 


45 




877 


04D9 


75 


26 




878 


04DB 


80 


OE 0018 R 


08 


879 










880 










881 










882 


04E0 


BO 


AE 




883 


04E2 


E8 


063C R 




884 


04E5 


BO 


20 




885 


04E7 


E6 


20 




886 










887 










888 










889 


04E9 


80 


3E 0049 R 


07 


890 


04EE 


74 


07 




891 


04F0 


BA 


03D8 




892 


04F3 


AO 


0065 R 




893 


04F6 


EE 






894 


04F7 








895 


04F7 


F6 


06 0018 R 


08 


896 


04FC 


75 


F9 




897 


04FE 


E9 


03AA R 




898 










899 










900 










901 


0501 








902 


0501 


3C 


37 




903 


0503 


75 


10 




904 


0505 


F6 


C7 10 




905 


0508 


74 


05 




906 


050A 


F6 


C7 02 




907 


050D 


74 


20 




908 


050F 


B8 


7200 




909 


0512 


E9 


05F5 R 




910 










911 










912 










913 


0515 








914 


0515 


3C 


OF 




9(5 


0517 


74 


16 




916 


0519 


3C 


35 




917 


051B 


75 


OB 




918 


05ID 


F6 


C7 02 




919 


0520 


74 


06 




920 


0522 


B8 


9500 




921 


0525 


E9 


05F5 R 




922 










923 


0528 


BB 


0000 E 




924 


052B 


3C 


3B 




925 


052D 


72 


5E 




926 


052F 


BB 


0000 E 




927 


0532 


E9 


05E4 R 




928 










929 










930 










931 


0535 


3C 


37 





K37AI 
K37BI 
K37CI 



CMP 
JNE 
MOV 

CMP 

JB 

CMP 

JA 
ADD 

MOV 



AL.,53 
K32A 

AX,OA400h 
K57 

AL.,59 
K37B 
AL.68 



AL.80 
AH.AL 
K37A 



NOT IN ALTERNATE SHIFT 



TEST BL.CTL SHIFT 
JNZ K38A ~ 
JMP K44 



I TEST FOR KEYPAD / 

» NOT THERE, NO OTHER EO SPECIALS 

t SPECIAL CODE 

I BUFFER FILL 

I TEST FOR FUNCTION KEYS (F1 ) 

I NO FN, HANDLE W/ OTHER EXTENDED 

! IN KEYPAD REGION? 

t OR NUMLOCK, SCROLLOCK? 

I IF SO, IGNORE 

t CONVERT TO PSEUDO SCAN CODE 



I CONVERT SCAN CODE (EDIT KEYS) 
i (SCAN CODE NOT IN AH FOR INSERT) 
I PUT IT IN THE BUFFER 



| NOT-ALT-SHIFT 
I BL STILL HAS SHIFT FLAGS 
J ARE WE IN CONTROL SHIFT? 
I YES, START PROCESSING 
I NOT-CTL-SHIFT 



CONTROL SHIFT, TEST SPECIAL CHARACTERS 
TEST FOR BREAK 



CMP 

JNE 

TEST 

JZ 

TEST 

JZ 

MOV 
MOV 
MOV 



AL, SCROLL KEY 

K39 

BH.KBX 

K38B 

BH.LC EO 

K39 ~ 

BX, ©BUFFER HEAD 
•BUFFER TATL.BX 
•BIOS BREAK, 8 OH 



' ENABLE KEYBOARD 



MOV 

CALL 

INT 



■ TEST FOR PAUSE 



TEST 
JNZ 
CMP 
JNE 
OR 



BH.KBX 

K4i 

AL.NUM KEY 

K41 

•KB FLAG 1 ,HOLD STATE 



— ENABLE KEYBOARD 

MOV AL.ENA KBD 

CALL SHIP IT 

MOV AL.EQl 

OUT 020H.AL 



• DURING PAUSE INTERVAL, TURN CRT BACK ON 



I TEST FOR BREAK 

t JUMP, NO-BREAK 

I IS THIS THE ENHANCED KEYBOARD? 

I NO, BREAK IS VALID 

I YES, WAS LAST CODE AN EO? 

J NO-BREAK, TEST FOR PAUSE 

I RESET BUFFER TO EMPTY 

I 

I TURN ON BIOS_BREAK BIT 



S ENABLE KEYBOARD 

I EXECUTE ENABLE 

I BREAK INTERRUPT VECTOR 

I PUT OUT DUMMY CHARACTER 

I BUFFER FILL 



I NO-BREAK 

I IS THIS THE ENHANCED KEYBOARD? 

J YES, THEN THIS CAN'T BE PAUSE 

I LOOK FOR PAUSE KEY 

I NO-PAUSE 

I TURN ON THE HOLD FLAG 



t ENABLE KEYBOARD 

t EXECUTE ENABLE 

I END OF INTERRUPT TO CONTROL PORT 

I ALLOW FURTHER KEYSTROKE I NTS 



CMP »CRT MODE, 7 

JE K40 ~ 

MOV DX.03D8H 

MOV AL.9CRT MODE SET 

OUT DX.AL ~ 

TEST »KB FLAG I .HOLD STATE 

JNZ K40" 

JMP K27 

TEST SPECIAL CASE KEY 55 



CMP 


AL.55 


JNE 


K42 


TEST 


BH.KBX 


JZ 


K41A 


TEST 


BH.LC EO 


JZ 


K42B 


MOV 


AX, 114*256 


JMP 


K57 



I IS THIS BLACK AND WHITE CARD 

t YES, NOTHING TO DO 

j PORT FOR COLOR CARD 

I GET THE VALUE OF THE CURRENT MODE 

J SET THE CRT MODE, SO THAT CRT IS ON 

I PAUSE-LOOP 

I 



J NO-PAUSE 

t TEST FOR */PRTSC KEY 

i NOT-KEY-55 

I IS THIS THE ENHANCED KEYBOARD? 

J NO, CTL-PRTSC IS VALID 

I YES, WAS LAST CODE AN EO? 

I NO, TRANSLATE TO A FUNCTION 

J START /STOP PRINTING SWITCH 

J BUFFER FILL 



SET UP TO TRANSLATE CONTROL SHIFT 





JE 


K42B 




CMP 


AL.53 




JNE 


K42A 




TEST 


BH.LC EO 




JZ 


K42A 




MOV 


AX.9500H 




JMP 


K57 


K42AI 


MOV 


BX, OFFSET K8 




CMP 


AL.59 




JB 


K45F 


K42BI 


MOV 


BX, OFFSET K8 




JMP 


K64 


1 


- NOT IN 


CONTROL SHIFT 


K44i 


CMP 


AL.55 



I NOT-KEY-55 

J IS IT THE TAB KEY? 

I YES, XLATE TO FUNCTION CODE 

I IS IT THE / KEY? 

t NO, NO MORE SPECIAL CASES 

I YES, IS IT FROM THE KEYPAD? 

I NO, JUST TRANSLATE 

J YES, SPECIAL CODE FOR THIS ONE 

I BUFFER FILL 

I SET UP TO TRANSLATE CTL 

J IS IT IN CHARACTER TABLE? 
I YES, GO TRANSLATE CHAR 

| SET UP TO TRANSLATE CTL 
I NO, GO TRANSLATE SCAN 



I PRINT SCREEN KEY? 



5-134 KYBD 



KYBD 
932 


0537 


■ 03/06/86 KEYBC 
75 26 


933 


0539 


F6 C7 10 


934 


053C 


74 07 


935 


053E 


F6 C7 02 


936 


0541 


75 07 


937 


0543 


EB 3B 


938 


0545 


F6 C3 03 


939 


0548 


74 36 


940 






941 






942 


054A 


BO AE 


943 


054C 


E8 063C R 


944 


054F 


BO 20 


945 


0551 


E6 20 


946 


0553 


55 


947 


0554 


CD 05 


948 


0556 


5D 


949 


0557 


80 26 0096 R FC 


950 


055C 


E9 03AA R 


951 






952 






953 






954 


05SF 




955 


055F 


3C 3A 


956 


0561 


77 2C 


957 






958 


0563 


3C 35 


959 


0565 


75 05 


960 


0567 


F6 C7 02 


961 


056A 


75 14 


962 






963 


056C 


B9 001 A 


964 


056F 


BF 03EE R 


965 


0572 


F2/ AE 


966 


0574 


75 05 


967 






968 


0576 


F6 C3 40 


969 


0579 


75 OA 


970 


057B 


F6 C3 03 


971 


057E 


75 OA 


972 






973 


0580 


BB 0000 E 


974 


0583 


EB 50 


975 


0585 




976 


0585 


F6 C3 03 


977 


0588 


75 F6 


978 


058A 


BB 0000 E 


979 


058D 


EB 46 


980 






981 






982 






983 


058F 




984 


058F 


3C 44 


985 


0591 


77 02 


986 


0593 


EB 36 


987 






988 






989 






990 


0595 




991 


0695 


3C 53 


992 


0597 


77 2C 


993 






994 






995 


0599 


3C 4A 


996 


059B 


74 ED 


997 


059D 


3C 4E 


998 


059F 


74 E9 


999 


05A1 


F6 C7 02 


1000 


05A4 


75 OA 


1001 






1002 


05A6 


F6 C3 20 


1003 


05A9 


75 13 


1004 


05AB 


F6 C3 03 


1005 


05AE 


75 13 


1006 






1007 






1008 


05B0 


3C 4C 


1009 


05B2 


75 05 


1010 


05B4 


BO FO 


101 1 


05B6 


EB 3D 90 


1012 


05B9 


BB 0000 E 


1013 


05BC 


EB 26 


1014 






1015 






1016 


05BE 


F6 C3 03 


1017 


OSCI 


75 ED 


1018 


05C3 


EB C5 


1019 






1020 






1021 






1022 






1023 


05C5 




1024 


05CS 


3C 56 


(025 


05C7 


75 02 


1026 


06C9 


EB BO 


1027 






1028 






1029 






1030 






1031 


05CB 


F6 C3 03 


1032 


05CE 


74 EO 


1033 






1034 


0500 


BB 0000 E 


1035 


05D3 


EB OF 


1036 






1037 






1038 






1039 


05D5 




1040 


05D5 


FE C8 


1041 


05D7 


2Et D7 


1042 


05D9 


F6 06 0096 R 02 


1043 


05DE 


74 15 


1044 


05EO 


B4 EO 


1045 


05E2 


EB 11 



V«r 


■sion 2.00 


JNE 


K45 


TEST 


BH.KBX 


JZ 


K44A 


TEST 


BH.LC EO 


JNZ 


K44B 


JHP 


SHORT K45C 


TEST 


BL.LEFT SHI 


JZ 


K45C 


ISSUE 


INTERRUPT TO 


MOV 


AL.ENA KBD 


CALL 


SHIP IT 


HOV 


AL.ESl 


OUT 


020H.AL 


PUSH 


BP 


INT 


5H 



I NOTrPR INT -SCREEN 

i IS THIS ENHANCED KEYBOARD? 

j NO, TEST FOR SHIFT STATE 

I YES, LAST CODE A MARKER? 

I YES, IS PRINT SCREEN 

j NO, XLATE TO "•" CHARACTER 



I INSURE KEYBOARD IS ENABLED 

i EXECUTE ENABLE 

j END OF CURRENT INTERRUPT 
I SO FURTHER THINGS CAN HAPPEN 

I SAVE POINTER 

t ISSUE PRINT SCREEN INTERRUPT 

BP j RESTORE POINTER 

•KB_FLAG_3,NOT LC_E0+LC_E1 |ZERO OUT THESE FLAGS 

K27 | GO BACK WITHOUT EOI OCCURRING 



HANDLE THE IN-CORE KEYS 



K45CI 
K45DJ 



I NOT-PRINT-SCREEN 

CMP AL.58 | TEST FOR IN-CORE AREA 

JA K46 | JUMP IF NOT 

CMP AL.53 | IS THIS THE "/" KEY? 

JNE K45A ; NO. JUMP 

TEST BH.LC EO 

JNZ K45C 

MOV CX.26 

MOV D I, OFFSET K30+10 

REPNE SCASB 

JNE K45B 

TEST BL.CAPS STATE ; ARE WE IN CAPS LOCK? 

JNZ K45D ~ | TEST FOR SURE " 

TEST BL.LEFT SHIFT+RIGHT SHIFT | ARE WE IN SHIFT STATE? 

JNZ K45E ~ " J YES, UPPERCASE 

I NO, LOWERCASE 

MOV BX, OFFSET K10 | TRANSLATE TO LOWERCASE LETTERS 

JMP SHORT K56 

I ALMOST-CAPS-STATE 

TEST BL.LEFT SHIFT+RIGHT SHIFT I CL ON. IS SHIFT ON, TOO? 

JNZ K45C " | SHIFTED TEMP OUT OF CAPS STATE 

MOV BX, OFFSET K1 1 | TRANSLATE TO UPPERCASE LETTERS 

JMP SHORT K56 



j LENGTH OF SEARCH 

I POINT TO TABLE OF A-Z CHARS 

j IS THIS A LETTER KEY? 

j NO, SYMBOL KEY 



TEST FOR KEYS F1 - F10 

CMP AL.68 

JA K47 

JMP SHORT K53 



I NOT IN-CORE AREA 

I TEST FOR F1 - F10 

I JUMP IF NOT 

I YES, GO DO FN KEY PROCESS 



' HANDLE THE NUMERIC PAD KEYS 



t NOT F1 - F10 

I TEST FOR NUMPAD KEYS 

; JUMP IF NOT 



JA KS2 

KEYPAD KEYS, MUST TEST NUM LOCK FOR DETERMINATION 

CMP AL.74 » SPECIAL CASE FOR MINUS 

JE K45E t GO TRANSLATE 

CMP AL.78 | SPECIAL CASE FOR PLUS 

JE K45E » GO TRANSLATE 

TEST BH.LC EO | IS THIS ONE OF THE NEW KEYS? 

JNZ K49 ~ I YES, TRANSLATE TO BASE STATE 

TEST BL.NUM STATE | ARE WE IN NUM LOCK? 

JNZ K50 " l TEST FOR SURE" 

TEST BL.LEFT SHIFT+RIGHT_SHIFT » ARE WE IN SHIFT STATE? 

JNZ K51 | IF SHIFTED, REALLY NUM STATE 

' BASE CASE FOR KEYPAD 

CMP AL.76 

JNE K49A 

MOV AL.OFOh 

JMP K57 

MOV BX, OFFSET K10 

JMP SHORT K64 



K50I 
K51 t 



j SPECIAL CASE FOR BASE STATE 5 

» CONTINUE IF NOT KEYPAD 5 

I SPECIAL ASCII CODE 

I BUFFER FILL 

I BASE CASE TABLE 

I CONVERT TO PSEUDO SCAN 

• MIGHT BE NUM LOCK, TEST SHIFT STATUS 

TEST BL.LEFT SHIFT+RIGHT SHIFT j ALMOST-NUM-STATE 

JNZ K49 ~ ~ i SHIFTED TEMP OUT OF NUM STATE 

JMP SHORT K45E | REALLY NUM STATE 



TEST FOR THE NEW KEY ON WT KEYBOARDS 



AL.86 

K53 

SHORT K45B 



t NOT A NUMPAD KEY 

j IS IT THE NEW WT KEY? 

I JUMP IF NOT 

j HANDLE WITH REST OF LETTER KEYS 



' MUST BE F11 OR FI2 

j F1 - F10 COME HERE, TOO 
TEST BL.LEFT SHIFT+RIGHT SHIFT |TEST SHIFT STATE 
JZ K49 | JUMP, LOWERCASE PSEUDO SC'S 



MOV 
JMP 

■ TRANSLATE THE CHARACTER 



DEC 

XLAT 

TEST 



CS:K11 

•KB FLAG 3.LC EO 

K57" 

AH.MC EO 

SHORT~K57 



; UPPER CASE PSEUDO SCAN CODES 
t TRANSLATE_SCAN 



I TRANSLATE-CHAR 

t CONVERT ORIGIN 

; CONVERT THE SCAN CODE TO ASC I I 

j IS THIS A NEW KEY? 

I NO, GO FILL BUFFER 

I YES, PUT SPECIAL MARKER IN AH 

I PUT IT INTO THE BUFFER 
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TRANSLATE SCAN FOR PSEUDO SCAN CODES 



105) 
1052 
1053 
1054 
1055 
1056 
1057 
1058 
1059 
1060 
1061 
1062 
1063 
1064 
1065 
1066 
1067 
1068 
1069 
1070 
1071 
1072 
1073 
1074 
1075 
1076 
1077 
1078 
1079 
1080 
1081 
1082 
1083 
1084 
1085 
1086 
1087 
1068 
(089 
1090 
1091 
1092 
1093 
1094 
1095 
1096 



05E4 

05E4 FE C8 

05E6 2Et D7 

05E8 8A EO 

05EA BO 00 

05EC F6 06 0096 R 02 

05FI 74 02 

05F3 BO EO 



05F5 

05F5 3C FF 
05F7 74 05 
05F9 80 FC FF 
05FC 75 03 



0601 

0601 8B IE 001C R 

0605 8B F3 

0607 E8 0168 R 

060A 3B IE 001A R 

060E 74 ID 

0610 89 04 

0612 89 IE 001C R 

0616 FA 

0617 BO 20 

0619 E6 20 
06 IB BO AE 

06 ID E8 063C R 

0620 B8 9102 
0623 CD 15 

0625 80 26 0096 R FC 
062A E9 03AF R 



062D 

062D BO 20 
062F E6 20 
0631 B9 02A6 
0634 B3 04 
0636 E8 0000 E 
0639 E9 03AA R 



DEC AL 

XLAT CStKB 

HOV AH.AL 

MOV AL.O 

TEST ©KB FLAG 3.LC EO 

JZ K57~ 

MOV AL,MC_EO 

PUT CHARACTER INTO BUFFER 



CMP AL.-1 

JE K59 

CMP AH.-1 

JNE K6 1 





MOV 


BX, ©BUFFER TAIL 




MOV 


SI.BX 




CALL 


K4 




CMP 


BX, ©BUFFER HEAD 




JE 


K62 




MOV 


[SI], AX 




MOV 


•BUFFER_TAIL,BX 




CLI 






MOV 


AL.EOI 




OUT 


INTAOO.AL 




MOV 


AL.ENA KBD 




CALL 


SHIP IT 




MOV 


AX,09"l02H 




INT 


15H 




AND 


•KB FLAG 3, NOT 




JMP 


K27A* 


t 


BUFFER 


IS FULL SOUND THE 


K62| 








MOV 


AL.EOI 




OUT 


INTAOO.AL 




MOV 


CX.678 




MOV 


BL.4 




CALL 


BEEP 




JMP 


K27 


KB_INT_ 


.1 


ENDP 



J TRANSLATE-SCAN-ORGD 

| CONVERT ORIGIN 

J CTL TABLE SCAN 

; PUT VALUE INTO AH 

I ZERO ASC I I CODE 

; IS THIS A NEW KEY? 

J NO, GO FILL BUFFER 

J YES, PUT SPECIAL MARKER IN AL 



BUFFER-FILL 
IS THIS AN IGNORE CHAR 
YES, DO NOTHING WITH IT 
LOOK FOR -1 PSEUDO SCAN 
NEAR INTERRUPT RETURN 



get the end pointer to the buffer 

save the value 

advance the tail 

has the buffer wrapped around 

buffer full beep 

store The value 

move the pointer up 

turn off interrupts 

end of interrupt command 

send command to interrupt control port 

insure keyboard is enabled 

execute enable 

move in post code & type 

perform other function 

FLAG 



INTERRUPT_RETURN 



| ENABLE INTERRUPT CONTROLLER CHIP 

; 

J DIVISOR FOR 1760 HZ 

; SHORT BEEP COUNT (1/16 + 1/64 DELAY) 

i GO TO COMMON BEEP HANDLER 

I EXIT 
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1 103 
1 104 
I 105 
1 106 
1 107 I 
1 108 I 
1 109 
1110 
1111 
1 1 12 
1 1 13 
1 1 14 
1 1 15 
1 1 16 
1117 
1 1 18 
I 1 19 
1 120 



1 122 
1 123 
1 124 
1125 
1 126 
1 127 
1 128 
I 129 
1130 
1 131 
1 132 
1 133 



063D FA 
063E 2B C9 
0640 

0640 E4 64 
0642 AS 02 
0644 EO FA 

0646 58 

0647 E6 64 
0649 FB 
064A C3 
064B 



PUSH AX I SAVE DATA TO SEND 

-WAIT FOR COMMAND TO BE ACCEPTED 

CLI J DISABLE INTERRUPTS TILL DATA SENT 

SUB CX.CX » CLEAR TIMEOUT COUNTER 



OUT 
ST I 
RET 
SHIP IT ENDP 



al, status port 
al,inpt_bOf_full 

SIO 



STATUS_PORT,AL 



J READ KEYBOARD CONTROLLER STATUS 
I CHECK FOR ITS INPUT BUFFER BUSY 
; WAIT FOR COMMAND TO BE ACCEPTED 

| GET DATA TO SEND 
I SEND TO KEYBOARD CONTROLLER 
j ENABLE INTERRUPTS AGAIN 
J RETURN TO CALLER 



THIS ROUTINE HANDLES TRANSMISSION OF COMMAND AND DATA BYTES - 
TO THE KEYBOARD AND RECEIPT OF ACKNOWLEDGEMENTS. IT ALSO 
HANDLES ANY RETRIES IF REQUIRED 



1142 
1 143 
1 144 



• 064B 

i 064B 50 

> 064C 53 

' 064D 51 

I 064E 8A F8 

i 0650 B3 03 

I 0652 FA 

0653 80 26 0097 R CF 



SND DATA PROC NEAR 

PUSH AX 

PUSH BX 

PUSH CX 

MOV BH.AL 

MOV BL.3 
SDOt CLI 

AND •KB_FLAG_2,NOT (KB_FE+KB F 



1147 
1148 
1 149 
1 150 
1 151 
I 152 
1153 
1 154 
1 155 
1 156 
1 157 
1 158 
1 159 
1 160 
1 161 
1 162 
1 163 
1 164 
1 165 
1 166 
1 167 
1 168 
1 169 
1 170 



0658 2B C9 
065A E4 64 
065C A8 02 
065E EO FA 

0660 8A C7 
0662 E6 60 

0664 FB 

0665 B9 1A00 

0668 F6 06 0097 R 30 
066D 75 OD 
066F E2 F7 

0671 FE CB 

0673 75 DD 

0675 80 OE 0097 R 80 

067A EB 07 



0683 59 

0684 5B 

0685 58 

0686 C3 
0687 





SUB 


CX.CX 


SD5: 


IN 


AL, STATUS PORT 




TEST 


AL , I NPT BDF FULL 




LOOPNZ 


SD5 ; 




MOV 


AL.BH ! 




OUT 


PORT A.AL » 




STI 






MOV 


CX.0 1A00H ; 


SDI i 


TEST 


OKB FLAG 2, KB FE+KB FA | 




JNZ 


SD3 | 




LOOP 


SDI ; 


SD2i 


DEC 


BL | 




JNZ 


SDO ; 




OR 


•KB FLAG 2, KB ERR ; 




JMP 


SHOR"T SD4" J 


SD3i 


TEST 


OKB FLAG 2, KB FA ; 




JZ 


SD2 | 


SD4i 


POP 


CX ; 




POP 


BX ; 




POP 


AX ; 




RET 




SND 


DATA ENDP 





SAVE REGISTERS 



SAVE TRANSMITTED BYTE FOR RETRIES 
LOAD RETRY COUNT 
DISABLE INTERRUPTS 
FA) ; CLEAR ACK AND RESEND FLAGS 



WAIT FOR COMMAND TO BE ACCEPTED 

REESTABLISH BYTE TO TRANSMIT 

SEND BYTE 

ENABLE INTERRUPTS 

LOAD COUNT FOR 10mS+ 

SEE IF EITHER BIT SET 

IF SET, SOMETHING RECEIVED GO PROCESS 

OTHERWISE WAIT 

DECREMENT RETRY COUNT 

RETRY TRANSMISSION 

TURN ON TRANSMIT ERROR FLAG 

RETRIES EXHAUSTED FORGET TRANSMISSION 



RESTORE REGISTERS 



RETURN, GOOD TRANSMISSION 
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1173 
I 174 
1175 
1176 
1 177 
1178 
1179 
1180 
1181 



SNDJ.ED 

THIS ROUTINE TURNS ON THE MODE INDICATORS. 



182 
1183 
ft 84 
1185 
1186 
1187 
1188 
1189 
1190 
1 191 
1192 
1 193 
I 194 
t 198 
1196 
I 197 
1198 
1199 
1200 
1201 
1202 
1203 
1204 
1205 
1206 
1207 
1208 
1209 
1210 
1211 
1212 
1213 
1214 
1215 
1216 
1217 
1218 
1219 
1220 
1221 
1222 
1223 
1224 
1225 
1226 
1227 
1228 
1229 
1230 
1231 
1232 
1233 
1234 
1235 
1236 
1237 
1238 



0687 

0687 FA 

0688 F6 06 0097 R 40 
0680 75 47 

068F 80 OE 0097 R 40 
0694 BO 20 
0696 E6 20 
0698 EB 00 

069A 

069A FA 

069B F6 06 0097 R 40 

06A0 75 34 

06A2 80 OE 0097 R 40 

06A7 BO ED 

06A9 E8 064B R 

06AC FA 

06AD E8 0608 R 

06B0 80 26 0097 R F8 

06B5 08 06 0097 R 

06B9 F6 06 0097 R 80 

06BE 75 OB 

06C0 E8 064B R 
06C3 FA 

06C4 F6 06 0097 R 80 
06C9 74 06 

06CB BO F4 

06CD E8 064B R 

06D0 FA 

060 1 80 26 0097 R 3F 

06D6 FB 
06D7 C3 
06D8 



06D8 
06D8 51 

06D9 AO 0017 R 
06DC 24 70 
06DE B1 04 
06E0 02 CO 
06E2 24 07 
06E4 59 
06E5 C3 
06E6 



I PROC 
CLI 
TEST 
JNZ 



MOV 
OUT 



CLI 

TEST 

JNZ 

OR 

MOV 

CALL 

CLI 

CALL 

AND 

OR 



CALL 

CLI 

TEST 



SL2t 

SL3l 
SLt: 
SND LED 



MOV 
CALL 
CLI 
AND 

ST I 
RET 
ENDP 



0KB_FLAG_2 , KB_PR_LED 



•kb flag 2, kb pr led 
al.led crd 
snd_daTa 

MAKE LED 

•kb Flag 2,of8h 
•kb~flag~2,al 
•kb"flag~2,kb err 

SL2~ 
SND_DATA 



•KB_FLAG_2 , NOT ( KB_PR_LED 



TURN OFF INTERRUPTS 

CHECK FOR MODE INDICATOR UPDATE 

DONT UPDATE AGAIN IF UPDATE UNDERWAY 

TURN ON UPDATE IN PROCESS 

END OF INTERRUPT COMMAND 

SEND COMMAND TO INTERRUPT CONTROL PORT 

GO SEND MODE INDICATOR COMMAND 



TURN OFF INTERRUPTS 

CHECK FOR MODE INDICATOR UPDATE 

DONT UPDATE AGAIN IF UPDATE UNDERWAY 

TURN ON UPDATE IN PROCESS 

LED CMD BYTE 

SEND DATA TO KEYBOARD 

GO FORM INDICATOR DATA BYTE 
CLEAR MODE INDICATOR BITS 
SAVE PRESENT INDICATORS FOR NEXT TIME 
TRANSMIT ERROR DETECTED 
YES, BYPASS SECOND BYTE TRANSMISSION 

SEND DATA TO KEYBOARD 

TURN OFF INTERRUPTS 

TRANSMIT ERROR DETECTED 

IF NOT, DONT SEND AN ENABLE COMMAND 

GET KEYBOARD CSA ENABLE COMMAND 
SEND DATA TO KEYBOARD 
TURN OFF INTERRUPTS 
KB ERR) : TURN OFF MODE INDICATOR 
UPDATE AND TRANSMIT ERROR FLAG 
ENABLE INTERRUPTS 
RETURN TO CALLER 



MAKE LEO PROC NEAR 



MOV 
AND 
MOV 
ROL 
AND 



MAKEJ.ED ENDP 



CX 



I SAVE CX 



AL.9KB FLAG | GET CAPS & NUM LOCK INDICATORS 

AL.CAPS STATE+NUM STATE+SCROLL STATE | ISOLATE INDICATORS 
CL.4 ~ ~ | SHIFT COUNT 

AL.CL | SHIFT BITS OVER TO TURN ON INDICATORS 

AL.07H | MAKE SURE ONLY MODE BITS ON 



CX 



t RETURN TO CALLER 



06E6 
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TITLE PRT — 

.286C 

.LIST 

CODE SEGMENT BYTE PUBLIC 



06/10/85 PRINTER ADAPTER BIOS 



INT 17 H 

PRINTER 10 

THIS ROUTINE PROVIDES COMMUNICATION WITH THE PRINTER 
INPUT 

(AH)» OOH PRINT THE CHARACTER IN (AD 

ON RETURN, (AH)« 1 IF CHARACTER NOT BE PRINTED (TIME OUT) 
OTHER BITS SET AS ON NORMAL STATUS CALL 
(AH)» 01H INITIALIZE THE PRINTER PORT 

RETURNS WITH (AH) SET WITH PRINTER STATUS 
(AH)» 02H READ THE PRINTER STATUS INTO (AH) 

7 6 5 4 3 2-10 

I | TIME OUT 



|_ UNUSED 
1-1/0 ERROR 



OUT OF PAPER 

1 > ACKNOWLEDGE 

1 ■ NOT BUSY 

(DX) - PRINTER TO BE USED (0,1,2) CORRESPONDING TO ACTUAL VALUES 
IN »PR INTER BASE AREA 
DATA AREA OPR INTER BASE CONTAINS THE BASE ADDRESS OF THE PRINTER CARD(S) 
AVAILABLE (LOCATED~AT BEGINNING OF DATA SEGMENT, 408H ABSOLUTE, 3 WORDS) 

i CHANGE TO CAUSE DIFFERENT 



48 


0000 






49 


0000 


FB 




50 


0001 


IE 




51 


0002 


56 




52 


0003 


52 




53 


0004 


51 




54 


0005 


53 




55 


0006 


E8 


0000 E 


56 


0009 


8B 


F2 


57 


000B 


Ct 


EA 02 


58 


000E 


75 


1A 


59 


0010 


8A 


9C 0078 R 


60 


0014 


D1 


E6 


61 


0016 


8B 


94 0006 R 


62 


001 A 


OB 


D2 


63 


00 IC 


74 


OC 


64 


OOIE 


OA 


E4 


65 


0020 


74 


OE 


66 


0022 


FE 


CC 


67 


0024 


74 


58 


68 


0026 


FE 


CC 


69 


0028 


74 


3F 


70 


002A 






71 


002A 


5B 




72 


002B 


59 




73 


002C 


5A 




74 


002D 


5E 




75 


002E 


IF 




76 
77 


002F 


CF 




79 
80 


0030 


50 




81 


0031 


EE 




82 
83 


0032 


42 




85 

86 


0033 


53 




87 


0034 


EC 




88 


0035 


A8 


80 


89 
90 


0037 


75 


OS 


92 
93 


0039 


B8 


90FE 


94 

95 


003C 


CD 


15 


97 
98 


003E 


2A 


FF 


99 


0040 


CI 


D3 02 


100 


0043 






101 


0043 


2B 


C9 


102 


0045 






103 


0045 


EC 




104 


0046 


8A 


EO 


105 


0048 


A8 


80 


106 


004A 


75 


OE 


107 


004C 


E2 


F7 


108 


004E 


4B 




109 


004F 


75 


F2 


1 10 








1 1 1 


0051 


5B 




1 12 


0052 


80 


CC 01 


1 13 


0055 


80 


E4 F9 


1 14 


0058 


EB 


IC 



PRINTER 10 1 
"STT 
PUSH 
PUSH 
PUSH 
PUSH 
PUSH 
CALL 
MOV 
SHR 
JNZ 
MOV 
SHL 
MOV 
OR 
JZ 
OR 
JZ 
DEC 
JZ 
DEC 



CSiCODE.DStDATA 
PROC FAR 



CX 

BX 

DDS 

SI.DX 

DX.2 

BIO 

BL,»PRINT TIM OUT[SI] 

SI, I 

DX,»PR INTER BASE[SI] 

DX.DX 

BIO 

AH, AH 

B20 

AH 

B80 

AH 

B50 



I RET 

PRINT THE CHARACTER IN (AD 



CHECK FOR PRINTER BUSY 

PUSH BX 

IN AL.DX 

TEST AL.80H 

JNZ B25 

INT 15 H ~ DEVICE BUSY 

MOV AX.90FEH 



I 

B25I 
B30: 
B35t 



IN 

MOV 

TEST 

JNZ 

LOOP 

DEC 

JNZ 



CX.CX 

AL.DX 

AH.AL 

AL.80H 

B40 

B35 

BX 

B30 



» ENTRY POINT FOR ORG 0EFD2H 
» INTERRUPTS BACK ON 
t SAVE SEGMENT 



i ADDRESS DATA SEGMENT 

I GET PRINTER PARAMETER 

t tEST PARAMETER 

| rETURN IF NOT IN RANGE 

t LOAD TIMEOUT VALUE 

1 WORD OFFSET INTO TABLE INTO (SI) 

I GET BASE ADDRESS FOR PRINTER CARD 

I TEST DX ■ ZERO, INDICATING NO PRINTER 

J EXIT, NO PRINTER ADAPTER AT OFFSET 

I TEST FOR (AH)* OOH 

j PRINT CHARACTER IN (AD 

J TEST FOR (AH)« 01H 

I INITIALIZE PRINTER 

I TEST FOR (AH) a 02H 

I GET PRINTER STATUS 

I RETURN 

J RECOVER REGISTERS 

; RETURN TO CALLING PROGRAM 



| SAVE VALUE TO PRINT 

J OUTPUT CHARACTER TO DATA PORT 

I POINT TO STATUS PORT 



t SAVE TIMEOUT BASE COUNT 

I GET STATUS PORT VALUE 

J IS THE PRINTER CURRENTLY BUSY 

J SKIP SYSTEM DEVICE BUSY CALL IF NOT 



I ADJUST OUTER LOOP COUNT 

I CLEAR (BH) 

I MULTIPLY BY 4 

I INNER LOOP (64K) 

I GET STATUS 

I STATUS TO (AH) ALSO 

; IS THE PRINTER CURRENTLY BUSY 

I GO TO OUTPUT STROBE 

J LOOP IF NOT 

I DECREMENT OUTER LOOP COUNT 

I MAKE ANOTHER PASS IF NOT ZERO 

I CLEAR (BX) FROM STACK 

J SET ERROR FLAG 

I TURN OFF THE UNUSED BITS 

i RETURN WITH ERROR FLAG SET 
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IBM 


P«rson«J 


./ 10/85 *Pf 








1 IS 


005A 






116 


005A 


5B 




117 


005B 


BO 


OD 


118 


0050 


42 




119 


005E 


FA 




120 


005F 


EE 




121 


0060 


EB 


00 


122 


0062 


EB 


00 


123 


0064 


BO 


OC 


124 


0066 


EE 




125 


0067 


FB 




126 


0068 


58 




127 








126 








129 








130 


0069 






131 


0069 


50 




132 


006A 






133 


006A 


8B 


94 0008 R 


134 


006E 


42 




135 


006F 


EC 




136 


0070 


EC 




137 


0071 


8A 


EO 


138 


0073 


80 


E4 F8 


139 


0076 






140 


0076 


5A 




141 


0077 


8A 


C2 


142 


0079 


80 


F4 48 


143 


007C 


EB 


AC 


144 








145 








146 








147 


007E 






148 


007E 


50 




149 


007F 


42 




150 


0080 


42 




151 


0081 


BO 


08 


152 


0083 


EE 




153 


0084 


B8 


OFAO 


154 


0087 






155 


0087 


48 




156 


0088 


75 


FD 


157 


008A 


BO 


OC 


158 


008C 


EE 




159 


008D 


EB 


OB 


160 








161 


008F 






162 








163 


008F 









MOV 


AL.ODH 




INC 


DX 




CLI 






OUT 


DX.AL 




JMP 


$+2 




JMP 


$+2 




MOV 


AL.OCH 




OUT 


DX.AL 




ST I 






POP 


AX 


, 


PRINTER 


STATUS 


B50t 








PUSH 


AX 


B60t 








MOV 


DX.OPRir 




INC 


DX 




IN 


AL.DX 




IN 


AL.DX 




MOV 


AH.AL 




AND 


AH.0F8H 


B70| 








POP 


DX 




MOV 


AL.DL 




XOR 


AH.48H 




JMP 


BIO 


, 


INITIALIZE THE F 


B80: 








PUSH 


AX 




INC 


DX 




INC 


DX 




MOV 


AL.8 




OUT 


DX.AL 




MOV 


AX, 1000' 


B90i 








DEC 


AX 




JNZ 


B90 




MOV 


AL.OCH 




OUT 


DX.AL 




JMP 


B60 


PRINTER 


_IO_1 


ENDP 




CODE 


ENDS 




END 





I SEND STROBE PULSE 

J RESTORE (BX) WITH TIMEOUT COUNT 

t SET THE STROBE LOW (BIT ON) 

I OUTPUT STROBE TO CONTROL PORT 

I PREVENT INTERRUPT PULSE STRETCHING 

J OUTPUT STROBE BIT > I us < 5us 

| I/O DELAY TO ALLOW FOR LINE LOADING 

J AND FOR CORRECT PULSE WIDTH 

| SET THE -STROBE HIGH 



I SAVE (AD REGISTER 

J GET PRINTER ATTACHMENT BASE ADDRESS 

j POINT TO CONTROL PORT 

J PRE-CHARGE +BUSY LINE IF FLOATING 

J GET PRINTER STATUS HARDWARE BITS 

t SAVE 

J TURN OFF UNUSED BITS 

; RECOVER (AL) REGISTER 

; MOVE CHARACTER INTO (AL) 

I FLIP A COUPLE OF BITS 

J RETURN FROM ROUTINE WITH STATUS IN Al 



; SET IN1T LINE LOW 

; ADJUST FOR INITIALIZATION DELAY LOOP 

| INITJ.OOP 

I LOOP FOR RESET TO TAKE 

} INIT LOOP 

J NO INTERRUPTS, NON AUTO LF, INIT HIGH 

} EXIT THROUGH STATUS ROUTINE 
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TITLE RS232 

.286C 

.LIST 

CODE SEGMENT BYTE PUBLIC 

PUBLIC RS232 10 1 

EXTRN A1 :NEA"R ~ 

EXTRN DDSiNEAR 

INT 14 H 

RS232 10 

THIS ROUTINE PROVIDES BYTE STREAM I/O TO THE COMMUNICATIONS 
PORT ACCORDING TO THE PARAMETERS t 



(AH)s 


OOH INITIALIZE THE COMMUNICATIONS PORT 

(AD HAS PARAMETERS FOR INITIALIZATION 






7 6 
BAUD 


5 
RATE — 




4 3 
-PARITY — 


2 
STOPBIT 


1 
—WORD LENGTI 




000 - 1 10 

001 - 150 

010 - 300 

01 1 - 600 

100 - 1200 

101 - 2400 

1 10 - 4800 

1 1 1 - 9600 






XO - NONE 
01 - ODD 
1 1 - EVEN 


- 1 

1 - 2 


10-7 BITS 
11 - 8 BITS 



ON RETURN, CONDITIONS SET AS IN CALL TO COMMO STATUS <AHa03H) 

(AH) a 01H SEND THE CHARACTER IN (AD OVER THE COMMO LINE 
(AD REGISTER IS PRESERVED 

ON EXIT, BIT 7 OF AH IS SET IF THE ROUTINE WAS UNABLE TO 
TO TRANSMIT THE BYTE OF DATA OVER THE LINE. 
IF BIT 7 OF AH IS NOT SET, THE 

REMAINDER OF (AH) IS SET AS IN A STATUS REQUEST, 
REFLECTING THE CURRENT STATUS OF THE LINE. 
(AH) a 02H RECEIVE A CHARACTER IN (AD FROM COMMO LINE BEFORE 
RETURNING TO CALLER 
ON EXIT, (AH) HAS THE CURRENT LINE STATUS, AS SET BY THE 
THE STATUS ROUTINE, EXCEPT THAT THE ONLY BITS 
LEFT ON ARE THE ERROR BITS (7,4,3,2,1) 
IF (AH) HAS BIT 7 ON (TIME OUT) THE REMAINING 
BITS ARE NOT PREDICTABLE. 

THUS, (AH) IS NON ZERO ONLY WHEN AN ERROR OCCURRED. 
(AH) a 03H RETURN THE COMMO PORT STATUS IN (AX) 

(AH) CONTAINS THE LINE CONTROL STATUS 
BIT 7 = TIME OUT 

BIT 6 s TRANSMIT SHIFT REGISTER EMPTY 
BIT 5 a TRANSMIT HOLDING REGISTER EMPTY 
BIT 4 s BREAK DETECT 
BIT 3 a FRAMING ERROR 
BIT 2 a PARITY ERROR 
BIT 1 s OVERRUN ERROR 
BIT a DATA READY 
(AD CONTAINS THE MODEM STATUS 

BIT 7 = RECEIVE LINE SIGNAL DETECT 

BIT 6 = RING INDICATOR 

BIT 5 a DATA SET READY 

BIT 4 a CLEAR TO SEND 

BIT 3 a DELTA RECEIVE LINE SIGNAL DETECT 

BIT 2 a TRAILING EDGE RING DETECTOR 

BIT 1 a DELTA DATA SET READY 

BIT a DELTA CLEAR TO SEND 

(DX) a PARAMETER INDICATING WHICH RS232 CARD (0-3 ALLOWED) 

DATA AREA ORS232 BASE CONTAINS THE BASE ADDRESS OF THE 8250 ON THE CARD 
LOCATION 4ffOH CONTAINS UP TO 4 RS232 ADDRESSES POSSIBLE 
DATA AREA LABEL ORS232 TIM OUT (BYTE) CONTAINS OUTER LOOP COUNT 
VALUE FOR TIMEOUT (DEFAULTal ) 
OUTPUT 

AX MODIFIED ACCORDING TO PARAMETERS OF CALL 
ALL OTHERS UNCHANGED 



81 


0000 


FB 




82 


0001 


IE 




83 


0002 


52 




84 


0003 


56 




85 


0004 


57 




86 


0005 


51 




87 


0006 


53 




88 


0007 


SB 


F2 


89 


0009 


8B 


FA 


90 


000B 


CI 


EA 02 


91 


000E 


75 


20 


92 


0010 


Dl 


E6 


93 


0012 


EB 


0000 E 


94 


0015 


8B 


94 0000 R 


95 


0019 


OB 


D2 


96 


OOIB 


74 


13 


97 


00 ID 


OA 


E4 


98 


00 IF 


74 


16 


99 


0021 


FE 


CC 


too 


0023 


74 


4B 


101 


0025 


FE 


CC 


102 


0027 


74 


70 


103 


0029 






104 


0029 


FE 


CC 


105 


002B 


75 


03 


106 


002D 


E9 


OOBB R 


107 


0030 






108 


0030 


5B 




109 


0031 


59 




1 10 


0032 


5F 




1 11 


0033 


5E 




1 12 


0034 


5A 




1 13 


0035 


IF 




1 14 


0036 


CF 





VECTOR 

STI 


TO APPROPRIATE ROUT 


PUSH 


DS 


PUSH 


DX 


PUSH 


SI 


PUSH 


DI 


PUSH 


CX 


PUSH 


BX 


MOV 


SI ,DX 


MOV 


Dl ,DX 


SHR 


DX.2 


JNZ 


A3 


SHL 


SI ,1 


CALL 


DDS 


MOV 


DX.ORS232 BASE[SI] 


OR 


DX.DX 



DEC 
JNZ 
JMP 

POP 
POP 
POP 
POP 
POP 



j RS232 VALUE TO (SI) 

I AND TO (Dl) (FOR TIMEOUTS) 

j TEST PARAMETER 

| RETURN IF NOT IN RANGE 

I WORD OFFSET 

t GET BASE ADDRESS 

t TEST FOR BASE ADDRESS 

I RETURN 

I TEST FOR (AH) a OOH 

j COMMO INITIALIZATION 

; TEST FOR (AH) a 01H 

I SEND (AD 

t TEST FOR (AH) a 02H 

; RECEIVE INTO (AD 

I TEST FOR (AH) a 03H 



I RETURN TO CALLER, NO ACTION 



RS232 5-141 



117 








118 


0037 






119 


0037 


8A 


EO 


120 


0039 


83 


C2 03 


121 


003C 


BO 


80 


122 


003E 


EE 




123 








124 








125 








126 


003F 


8A 


D4 


127 


0041 


B1 


04 


128 


0043 


D2 


C2 


129 


0045 


81 


E2 OOOE 


130 


0049 


BF 


0000 E 


131 


004C 


03 


FA 


132 


004E 


8B 


94 0000 R 


133 


0052 


42 




134 


0053 


2E 


8A 45 01 


135 


0057 


EE 




136 


0058 


4A 




137 


0059 


EB 


00 


138 


005B 


2E 


8A 05 


139 


005E 


EE 




140 


005F 


83 


C2 03 


141 


0062 


8A 


C4 


142 


0064 


24 


IF 


143 


0066 


EE 




144 


0067 


4A 




145 


0068 


4A 




146 


0069 


EB 


00 


147 


006B 


BO 


00 


148 


006D 


EE 




149 


006E 


EB 


4B 


150 








151 








152 








153 


0070 






154 


0070 


50 




155 


0071 


83 


C2 04 


156 


0074 


BO 


03 


157 


0076 


EE 




158 


0077 


42 




159 


0078 


42 




160 


0079 


B7 


30 


161 


007B 


E8 


OOCA R 


162 


007E 


74 


08 


163 


0080 






164 


0080 


59 




165 


0081 


8A 


CI 


166 


0083 






167 


0083 


80 


CC 80 


168 


0086 


EB 


A8 


169 








170 


0088 






171 


0088 


4A 




172 


0089 






173 


0089 


B7 


20 


174 


008B 


E8 


OOCA R 


175 


008E 


75 


FO 


176 


0090 






177 


0090 


83 


EA 05 


178 


0093 


59 




179 


0094 


8A 


CI 


180 


0096 


EE 




181 


0097 


EB 


97 


182 








183 








184 








185 


0099 






166 


0099 


83 


C2 04 


187 


009C 


BO 


01 


188 


009E 


EE 




189 


009F 


42 




190 


00A0 


42 




191 


00A1 






192 


00A1 


B7 


20 


193 


00A3 


E8 


OOCA R 


194 


00A6 


75 


DB 


195 


00A8 






196 


00A8 


4A 




197 


00A9 






198 


00A9 


B7 


01 


199 


OOAB 


E8 


OOCA R 


200 


OOAE 


75 


D3 


201 


OOBO 






202 


OOBO 


80 


E4 IE 


203 








204 


00B3 


8B 


94 0000 R 


205 


00B7 


EC 




206 


00B8 


E9 


0030 R 


207 








208 








209 








210 


OOBB 






211 


OOBB 


8B 


94 0000 R 


212 


OOBF 


83 


C2 05 


213 


00C2 


EC 




214 


00C3 


8A 


EO 


215 


00C5 


42 




216 


00C6 


EC 




217 


00C7 


E9 


0030 R 



INITIALIZE THE COMMUNICATIONS PORT 



MOV 


AH.AL 


ADO 


DX.3 


MOV 


AL.80H 


OUT 


DX.AL 


DETERMINE BAUD RATE DIVIS 


MOV 


DL.AH 


MOV 


CL,4 


ROL 


DL.CL 


AND 


DX.OEH 


MOV 


Dl, OFFSET A1 


ADD 


DI.DX 


MOV 


DX.ORS232 BASE[SI 


INC 


DX 


MOV 


AL,CSl[D!]+1 


OUT 


DX.AL 


DEC 


DX 


JMP 


$+2 


MOV 


AL,CSl[DI] 


OUT 


DX.AL 


ADD 


DX,3 


MOV 


AL.AH 


AND 


AL.OIFH 


OUT 


DX.AL 


DEC 


DX 


DEC 


DX 


JMP 


t+2 


MOV 


AL.,0 


OUT 


DX.AL 


JMP 


SHORT A18 



| SET DLAB=1 



| GET PARAMETERS TO (DL) 



| ISOLATE THEM 

I BASE OF TABLE 

I PUT INTO INDEX REGISTER 

I POINT TO HIGH ORDER OF DIVISOR 



| I/O DELAY 

S GET LOW ORDER OF DIVISOR 

| SET LOW OF DIVISOR 

I GET PARAMETERS BACK 

| STRIP OFF THE BAUD BITS 

I LINE CONTROL TO 8 BITS 



I I/O DELAY 



SEND CHARACTER IN (AD OVER COMMO LINE 



PUSH 


AX 


ADD 


DX.4 


MOV 


AL.3 


OUT 


DX.AL 


INC 


DX 


INC 


DX 


MOV 


BH.30H 


CALL 


WAIT FOR STATUS 


JE 


A9 " 


POP 


CX 


MOV 


AL.CL 



A9( 








DEC 


DX 


A10I 








MOV 


BH.20H 




CALL 


WAIT FOR STATUS 




JNZ 


A7 ~ 


Alii 








SUB 


DX.5 




POP 


CX 




MOV 


AL.CL 




OUT 


DX.AL 




JMP 


A3 


, 


RECEIVE CHARACTER FROM COM 


A12: 








ADD 


DX.4 




MOV 


AL.1 




OUT 


DX.AL 




INC 


DX 




INC 


DX 


AI3: 








MOV 


BH.20H 




CALL 


WAIT FOR STATUS 




JNZ 


A8 " 


A15i 








DEC 


DX 


A16| 








MOV 


BH.1 




CALL 


WAIT FOR STATUS 




JNZ 


A8 ~ 


A17t 








AND 


AH, 0001 It 10B 




MOV 


DX.ORS232 BASE[S1] 




IN 


AL.DX 




JMP 


A3 


, 


COMMO 


PORT STATUS ROUTINE 


A18t 








MOV 


DX,ORS232 BASE[SI] 




ADD 


DX,5 




IN 


AL.DX 




MOV 


AH.AL 




INC 


DX 



SAVE CHAR TO SEND 

MODEM CONTROL REGISTER 

DTR AND RTS 

DATA TERMINAL READY, REQUEST TO SEND 

MODEM STATUS REGISTER 

DATA SET READY & CLEAR TO SEND 

ARE BOTH TRUE 

YES, READY TO TRANSMIT CHAR 



RELOAD DATA BYTE 



clear to send 

line Status register 

wait send 

IS TRANSMITTER ready 

TEST FOR TRANSMITTER READY 

RETURN WITH TIME OUT SET 

OUT CHAR 

DATA" PORT 

RECOVER IN CX TEMPORARILY 

MOVE CHAR TO AL FOR OUT, STATUS IN AH 

OUTPUT CHARACTER 

RETURN 



MODEM STATUS REGISTER 

WAIT_DSR 

DATA SET READY 

TEST FOR DSR 

RETURN WITH ERROR 

WAIT_DSR END 

LINE STATUS REGISTER 

WAIT RECV 

RECETVE BUFFER FULL 

TEST FOR RECEIVE BUFFER FULL 

SET TIME OUT ERROR 

GET CHAR 

TEST FOR ERROR CONDITIONS ON RECEIVE 

DATA PORT 

GET CHARACTER FROM LINE 

RETURN 



8 CONTROL PORT 

j GET LINE CONTROL STATUS 

» PUT IN (AH) FOR RETURN 

I POINT TO MODEM STATUS REGISTER 

J GET MODEM CONTROL STATUS 

I RETURN 



5-142 RS232 



218 








219 








220 








221 








222 








223 








224 








225 








226 








227 








228 


00CA 






229 


OOCA 


8A 


90 007C R 


230 








231 








232 








233 


OOCE 


55 




234 


OOCF 


53 




235 


OODO 


5D 




236 


00D1 


81 


E5 OOFF 


237 


00D5 


D1 


D5 


238 


00D7 


Dl 


D5 


239 


00D9 






240 


00D9 


2B 


C9 


241 


OODB 






242 


OODB 


EC 




243 


OODC 


8A 


EO 


244 


OODE 


22 


C7 


245 


OOEO 


3A 


C7 


246 


00E2 


74 


07 


247 








248 


00E4 


E2 


F5 


249 








250 


00E6 


4D 




251 


00E7 


75 


FO 


252 








253 


00E9 


OA 


FF 


254 


OOEB 






255 


OOEB 


5D 




256 


OOEC 


C3 




257 








258 


OOED 






259 








260 


OOED 






261 








262 


OOED 






263 









WAIT FOR STATUS ROUTINE 
(BH)» STATUS BIT(S) TO LOOK FOR 
(DX)« ADDRESS OF STATUS REG 
ZERO FLAG ON » STATUS FOUND 
ZERO FLAG OFF « TIMEOUT. 
(AH)> LAST STATUS READ 



WAIT FOR STATUS PROC NEAR 

MOV BL,»RS232_TIM_0UT[DI] 



, 


■ ADJUST 
PUSH 


OUTER LOOF 
BP 




PUSH 


BX 




POP 


BP 




AND 


BP.OOFFH 




RCL 


BP.1 




RCL 


BP.1 


WFSOt 








SUB 


CX.CX 


WFSt t 








IN 


AL.DX 




MOV 


AH.AL 




AND 


AL.BH 




CMP 


AL.BH 




JE 


WFS_END 




LOOP 


WFS1 




DEC 


BP 




JNZ 


WFSO 




OR 


BH.BH 


WFS_ENDt 






POP 
RET 


BP 


WA 1 T_FOR_STATUS 


ENDP 


RS232. 


. l0 _' 


ENDP 


CODE 


ENDS 
END 





J LOAD OUTER LOOP COUNT 



| SAVE (BP) 

t SAVE (BX) 

» USE BP FOR OUTER LOOP COUNT 

I STRIP HIGH BITS 

t MULTIPLY OUTER COUNT BY 4 



J GET STATUS 

t MOVE TO (AH) 

J ISOLATE BITS TO TEST 

t EXACTLY > TO MASK 

I RETURN WITH ZERO FLAG ON 



1 TRY AGAIN 



I SET ZERO FLAG OFF 
I RESTORE (BP) 



RS232 5-143 



PAGE I t 8 , 1 2 1 

TITLE VIDEO) 03/24/86 VIDEO DISPLAY BIOS 

.LIST 

CODE SEGMENT BYTE PUBLIC 



104 
105 
106 
107 
108 



PUBL I C 


ACT DISP PAGE 


PUBLIC 


reaB ac Current 


PUBLIC 


READ~CUR"SOR 


PUBLIC 


READ~DOT 


PUBLIC 


READ LPEN 


PUBLIC 


SCROCL DOWN 


PUBLIC 


SCROLL~UP 


PUBLIC 


SET COLOR 


PUBLIC 


SET~CPOS 


PUBLIC 


SET CTYPE 


PUBLIC 


SET"MODE 


PUBLIC 


WRITE AC CURRENT 


PUBLIC 


write c Current 


PUBLIC 


WRITE D5T 


PUBLIC 


WRITE TTY 


PUBLIC 


VIDEO 10 1 


PUBLIC 


VIDEO~STATE 


EXTRN 


BEEP (NEAR 


EXTRN 


CRT CHAR GEN I NEAR 


EXTRN 


DDS7NEAR 


EXTRN 


MS! WORD 


EXTRN 


M6IBYTE 


EXTRN 

- INT 10 H - 


M7iBYTE 



I SPEAKER BEEP ROUTINE 

; CHARACTER GENERATOR GRAPHICS TABLE 

; LOAD (DS) WITH DATA SEGMENT SELECTOR 

I REGEN BUFFER LENGTH TABLE 

I COLUMNS PER MODE TABLE 

t MODE SET VALUE PER MODE TABLE 



(AH)= 00H 


SET MODE (AL 






(AD 


= 00H 






(AL) 


= 01H 






(AL) 


= 02H 






(AL) 


s 03H 






(AL) 


= 04H 






(AL) 


s OSH 






(AL) 


= 06H 






(AL) 


= 07H 



VIDEO 10 

"THESE ROUTINES PROVIDE THE CRT DISPLAY INTERFACE 
THE FOLLOWING FUNCTIONS ARE PROVIDED! 

CONTAINS MODE VALUE 
40X25 BW MODE (POWER ON DEFAULT) 
40X25 COLOR 
80X25 BW 
80X25 COLOR 

GRAPHICS MODES 
320X200 COLOR 
320X200 BW MODE 
640X200 BW MODE 
80X25 MONOCHROME (USED INTERNAL TO VIDEO ONLY) 
••• NOTES -BW MODES OPERATE SAME AS COLOR MODES, BUT COLOR 
BURST IS NOT ENABLED 
-CURSOR IS NOT DISPLAYED IN GRAPHICS MODE 
(AH) = OIH SET CURSOR TYPE 

(CH) = BITS 4-0 = START LINE FOR CURSOR 

•• HARDWARE WILL ALWAYS CAUSE BLINK 
•• SETTING BIT 5 OR 6 WILL CAUSE ERRATIC BLINKING 
OR NO CURSOR AT ALL 
(CD = SITS 4-0 = END LINE FOR CURSOR 
(AH)= 02H SET CURSOR POSITION 

(DH.DL) = ROW, COLUMN (OOH.OOH) IS UPPER LEFT 
(BH) = PAGE NUMBER (MUST BE OOH FOR GRAPHICS MODES! 
(AH)= 03H READ CURSOR POSITION 

(BH) = PAGE NUMBER (MUST BE OOH FOR GRAPHICS MODES) 
ON EXIT (DH.DD = ROW, COLUMN OF CURRENT CURSOR 
(CH.CD = CURSOR MODE CURRENTLY SET 
(AH)= 04H READ LIGHT PEN POSITION 
ON EXIT! 

(AH) = OOH — LIGHT PEN SWITCH NOT DOWN/NOT TRIGGERED 
(AH) = OIH -- VALID LIGHT PEN VALUE IN REGISTERS 

(DH.DD = ROW, COLUMN OF CHARACTER LP POSITION 
(CH) = RASTER LINE (0-199) 
(BX) = PIXEL COLUMN (0-319,639) 
(AH)= 05H SELECT ACTIVE DISPLAY PAGE (VALID ONLY FOR ALPHA MODES) 

(AL) = NEW PAGE VALUE (0-7 FOR MODES 0*1, 0-3 FOR MODES 2«3) 
(AH)b 06H SCROLL ACTIVE PAGE UP 

(AL) = NUMBER OF LINES, ( LINES BLANKED AT BOTTOM OF WINDOW ) 

(AL) = OOH MEANS BLANK ENTIRE WINDOW 
(CH.CD = ROW, COLUMN OF UPPER LEFT CORNER OF SCROLL 
(DH.DL) = ROW, COLUMN OF LOWER RIGHT CORNER OF SCROLL 
(BH) = ATTRIBUTE TO BE USED ON BLANK LINE 
(AH)= 07H SCROLL ACTIVE PAGE DOWN 

(AD = NUMBER OF LINES, INPUT LINES BLANKED AT TOP OF WINDOW 

(AD = OOH MEANS BLANK ENTIRE WINDOW 
(CH.CD = ROW, COLUMN OF UPPER LEFT CORNER OF SCROLL 
(DH.DD = ROW, COLUMN OF LOWER RIGHT CORNER OF SCROLL 
(BH) = ATTRIBUTE TO BE USED ON BLANK LINE 

CHARACTER HANDLING ROUTINES 

(AH)= 08H READ ATTRIBUTE /CHARACTER AT CURRENT CURSOR POSITION 
(BH) = DISPLAY PAGE (VALID FOR ALPHA MODES ONLY) 
ON EXIT! 

(AL) = CHAR READ 

(AH) = ATTRIBUTE OF CHARACTER READ (ALPHA MODES ONLY) 
(AH)= 09H WRITE ATTRIBUTE /CHARACTER AT CURRENT CURSOR POSITION 
(BH) = DISPLAY PAGE (VALID FOR ALPHA MODES ONLY) 
(CX) = COUNT OF CHARACTERS TO WRITE 
(AL) = CHAR TO WRITE 

(BD s ATTRIBUTE OF CHARACTER (ALPHA) /COLOR OF CHAR (GRAPHICS)! 
SEE NOTE ON WRITE DOT FOR BIT 7 OF BL = 1. 
(AH)= OAH WRITE CHARACTER ONLY AT CURRENT CURSOR POSITION 

(BH) = DISPLAY PAGE (VALID FOR ALPHA MODES ONLY) 
(CX) = COUNT OF CHARACTERS TO WRITE 
(AL) = CHAR TO WRITE 

NOTE! USE FUNCTION (AH)= 09H IN GRAPHICS MODES 
FOR READ /WRITE CHARACTER INTERFACE WHILE IN GRAPHICS MODE, THE 
CHARACTERS ARE FORMED FROM A CHARACTER GENERATOR IMAGE 
MAINTAINED IN THE SYSTEM ROM. ONLY THE 1ST 128 CHARS 
ARE CONTAINED THERE. TO READ /WRITE THE SECOND 128 CHARS, 
THE USER MUST INITIALIZE THE POINTER AT INTERRUPT 1 FH 
(LOCATION 000 7CH) TO POINT TO THE IK BYTE TABLE CONTAINING 
THE CODE POINTS FOR THE SECOND 128 CHARS (128-255). 
FOR WRITE CHARACTER INTERFACE IN GRAPHICS MODE, THE REPLICATION FACTOR 
CONTAINED IN (CX) ON ENTRY WILL PRODUCE VALID RESULTS ONLY 
FOR CHARACTERS CONTAINED ON THE SAME ROW. CONTINUATION TO 
SUCCEEDING LINES WILL NOT PRODUCE CORRECTLY. 



5-144 VIDEOl 



137 
138 
139 



167 
168 
169 
170 



182 








183 








184 








185 








186 


0000 


005F 


R 


187 


0002 


0146 


R 


188 


0004 


016B 


R 


189 


0006 


0193 


R 


190 


0008 


0789 


R 


191 


000A 


01AA 


R 


192 


OOOC 


0213 


R 


193 


OOOE 


02B1 


R 


194 


0010 


0303 


R 


195 


0012 


0360 


R 


196 


0014 


0392 


R 


197 


0016 


01CC 


R 


198 


0018 


0454 


R 


199 


001 A 


0443 


R 


200 


00 tc 


0702 


R 


201 


001E 


0IF2 


R 


202 


0020 


Of 3D 


R 


203 


0022 


01 3D 


R 


204 


0024 


01 3D 


R 


205 


0026 


03BF 


R 


206 


= 0028 




207 








208 


0028 






209 


0028 


FB 




210 


0029 


FC 




21 1 


002A 


80 FC 14 


212 


002D 


73 2F 


213 








214 


002F 


06 




215 


0030 


IE 




216 


0031 


52 




217 


0032 


51 




218 


0033 


53 




219 


0034 


56 




220 


0035 


57 




221 


0036 


55 




222 


0037 


BE — 


— R 


223 


003A 


8E DE 


224 


003C 


8B FO 


225 


003E 


AO 0010 R 


226 


0041 


24 30 


227 


0043 


3C 30 


228 


0045 


BF B800 



GRAPHICS INTERFACE 

<AH) = OBH SET COLOR PALETTE 

(BH) = PALETTE COLOR ID BEING SET (0-127) 

(BL) = COLOR VALUE TO BE USED WITH THAT COLOR ID 

NOTE: FOR THE CURRENT COLOR CARD, THIS ENTRY POINT HAS 

MEANING ONLY FOR 320X200 GRAPHICS. 
COLOR ID: SELECTS THE BACKGROUND COLOR (0-15) 
COLOR ID s 1 SELECTS THE PALETTE TO BE USEDi 

= GREEN ( 1)/RED(2) /YELLOW (3) 

1 = CYAN(1)/MAGENTA(2)/WHITE(3) 

IN 40X25 OR 80X25 ALPHA MODES, THE VALUE SET FOR 

PALETTE COLOR INDICATES THE BORDER COLOR 
TO BE USED (VALUES 0-31, WHERE 16-31 SELECT 
THE HIGH INTENSITY BACKGROUND SET. 
(AH)= OCH WRITE DOT 

(DX) = ROW NUMBER 
(CX) = COLUMN NUMBER 
(AL) = COLOR VALUE 

IF BIT 7 OF AL = 1, THEN THE COLOR VALUE IS EXCLUSIVE 
OR.d WITH THE CURRENT CONTENTS OF THE DOT 
(AH) a ODH READ DOT 

(DX) = ROW NUMBER 

(CX) = COLUMN NUMBER 

(AL) RETURNS THE DOT READ 

ASCII TELETYPE ROUTINE FOR OUTPUT 

(AH)= OEH WRITE TELETYPE TO ACTIVE PAGE 

(AL) = CHAR TO WRITE 

(BL) = FOREGROUND COLOR IN GRAPHICS MODE 

NOTE ~ SCREEN WIDTH IS CONTROLLED BY PREVIOUS MODE SET 
(AH)= OFH CURRENT VIDEO STATE 

RETURNS THE CURRENT VIDEO STATE 

(AL) s MODE CURRENTLY SET ( SEE (AH)= 00H FOR EXPLANATION) 

(AH) = NUMBER OF CHARACTER COLUMNS ON SCREEN 

(BH) s CURRENT ACTIVE DISPLAY PAGE 
(AH)= 10H RESERVED 



(AH) = 


1 1H 


RESERVED 


(AH) = 


12H 


RESERVED 


(AH) = 


13H 


WRITE STRING 

ESiBP 



POINTER TO STRING TO BE WRITTEN 
CX - LENGTH OF CHARACTER STRING TO WRITTEN 
DX - CURSOR POSITION FOR STRING TO BE WRITTEN 
BH - PAGE NUMBER 
(AL)= 00H WRITE CHARACTER STRING 
BL - ATTR I BUTE 
STRING IS <CHAR,CHAR, ... ,CHAR> 
CURSOR NOT MOVED 
(AL)= 01H WRITE CHARACTER STRING AND MOVE CURSOR 
BL - ATTRIBUTE 
STRING IS <CHAR,CHAR, ... ,CHAR> 
CURSOR IS MOVED 
(AL)= 02H WRITE CHARACTER AND ATTRIBUTE STRING 
(VALID FOR ALPHA MODES ONLY) 
STRING IS <CHAR, ATTR, CHAR, ATTR .. 
CURSOR IS NOT MOVED 
(AL)= 03H WRITE CHARACTER AND ATTRIBUTE STRING AND MOVE CURSOR 
(VALID FOR ALPHA MODES ONLY) 
STRING IS <CHAR, ATTR, CHAR, ATTR .. ,CHAR,ATTR> 
CURSOR IS MOVED 
NOTE: CARRIAGE RETURN, LINE FEED, BACKSPACE, AND BELL ARE 

TREATED AS COMMANDS RATHER THAN PRINTABLE CHARACTERS. 

BX,CX,DX,SI,DI,BP,SP,DS,ES,SS PRESERVED DURING CALLS EXCEPT FOR 
BX.CX.DX RETURN VALUES ON FUNCTIONS 03H.04H.0DH AND ODH. ON ALL CALLS 
AX IS MODIFIED. 



,CHAR,ATTR> 



ASSUME CS : CODE , DS : DATA , ES : NOTH I NG 



DW 


OFFSET 11 


DW 


OFFSET 


DW 


OFFSET 


DW 


OFFSET f 


DW 


OFFSET 


DW 


OFFSET 


DW 


OFFSET 


DW 


OFFSET 


DW 


OFFSET 


DW 


OFFSET 


M 1 L EQU 


S-M1 


VIDEO 10 1 


PROC t 


" 5TI 




CLD 




CMP 


AH, MIL/2 


JNB 


M4 


PUSH 


ES 


PUSH 


DS 


PUSH 


DX 


PUSH 


CX 


PUSH 


BX 


PUSH 


SI 


PUSH 


DI 


PUSH 


BP 


MOV 


SI .DATA 


MOV 


DS.SI 


MOV 


SI, AX 


MOV 


AL.BYTE 


AND 


AL.30H 


CMP 


AL.30H 


MOV 


DI ,0B800 



OFFSET SET_MODE 

OFFSET SET CTYPE 

OFFSET SET CPOS 

OFFSET READ" CURSOR 

OFFSET READJ.PEN 

OFFSET ACT DISP PAGE 

OFFSET SCR5LL UP" 

OFFSET SCROLL DOWN 

OFFSET READ AC" CURRENT 

OFFSET WRITE"_AC" CURRENT 

write c Current 
set color 
wriTe dot 
read Got 

WR 1 TE"_TTY 

VIDEO_STATE 

VIDEO RETURN 

VIDEO_RETURN 

V1DE0_RETURN 

WRITE_STRING 



TABLE OF ROUTINES WITHIN VIDEO I/O 



I RESERVED 
I RESERVED 
J RESERVED 
I CASE 13H, 



*ITE STRING 



J ENTRY POINT FOR ORG 0F065H 

J INTERRUPTS BACK ON 

I SET DIRECTION FORWARD 

I TEST FOR WITHIN TABLE RANGE 

J BRANCH TO EXIT IF NOT A VALID COMMAND 



S SAVE WORK AND PARAMETER REGISTERS 



J POINT DS: TO DATA SEGMENT 



} SAVE COMMAND /DATA INTO (SI) REGISTER 
AL.BYTE PTR »EQUIP FLAG j GET THE EQUIPMENT FLAG VIDEO BITS 
j ISOLATE CRT SWITCHES 
I IS SETTING FOR MONOCHROME CARD? 
1 GET SEGMENT FOR COLOR CARD 



VIDEOl 5-145 



229 


0048 75 


03 


230 


004A BF 


BOOO 


231 


004D 




232 


004D 8E 


C7 


233 


004F 8A 


C4 


234 


0051 98 




235 


0052 D( 


EO 


236 


0054 96 




237 






238 


0055 8A 


26 0049 R 


239 






240 


0059 2Ei 


FF A4 0000 R 


24 1 






242 


005E 




243 


005E CF 




244 


005F 




245 






246 






247 






248 






249 






250 






25 1 






252 






253 






254 






255 






256 






257 
258 






005F 




259 


005F BA 


03D4 


260 


0062 8B 


3E 0010 R 


261 


0066 81 


E7 0030 


262 


006A 83 


FF 30 


263 


006D 75 


06 


264 


006F BO 


07 


265 


0071 B2 


B4 


266 


0073 EB 


OD 


267 


0075 




268 


0075 3C 


07 


269 


0077 72 


09 


270 


0079 BO 


00 


271 


007B 83 


FF 10 


272 


007E 74 


02 


273 


0080 BO 


02 


274 


0082 




275 


0082 A2 


0049 R 


276 


0085 89 


16 0063 R 


277 


0089 C6 


06 0084 R 18 


278 


008E IE 




279 


008F 50 




280 


0090 98 




281 


0091 SB 


FO 


282 


0093 2E 


8A 84 0000 E 


283 


0098 A2 


0065 R 


284 


009B 24 


37 


285 


0090 52 




286 


009E 83 


C2 04 


287 


OOAI EI 




288 


00A2 5A 




289 






290 


00A3 2B 


DB 


291 


00A5 8E 


OB 


292 


00A7 C5 


IE 0074 R 


293 






294 


OOAB 58 




295 


OOAC B9 


0010 


296 


OOAF 3C 


02 


297 


00B1 72 


OE 


298 


00B3 03 


D9 


299 


00B5 3C 


04 


300 


00B7 72 


08 


301 


00B9 03 


D9 


302 


OOBB 3C 


07 


303 


OOBD 72 


02 


304 


OOBF 03 


D9 


305 






306 






307 






308 


OOCI 




309 


00C1 50 




310 


00C2 8B 


47 OA 


311 


00C5 86 


EO 


312 


00C7 IE 




313 






314 


00C8 E8 


0000 E 


315 


OOCB A3 


0060 R 


316 






317 


OOCE IF 




318 


OOCF 32 


E4 


319 






320 






321 






322 


00D1 




323 


00D1 8A 


C4 


324 


00D3 EE 




325 


00D4 42 




326 


OODS FE 


C4 


327 


00D7 8A 


07 


328 


00D9 EE 




329 


OODA 43 




330 


OODB 4A 




331 


OODC E2 


F3 


332 


OODE 58 




333 


OODF IF 




334 






335 






336 






337 






338 


OOEO 33 


FF 


339 


00E2 89 


3E 004E R 


340 


00E6 C6 


06 0062 R 00 


341 


OOEB B9 


2000 


342 


OOEE 3C 


04 



JNE 


M2 






MOV 


Dl 


OBOOOH 


MOV 


ES 


DI 




MOV 


AL 


AH 




CBW 








SAL 


AX 






XCHG 


SI 


AX 




MOV 


AH 


•CRT. 


MODE 



VIDEO 10 I 



WORD PTR CSl[SI+OFFSET Ml 



ENDP 



S SET UP TO POINT AT VIDEO MEMORY AREAS 

I PLACE COMMAND IN LOW BYTE OF (AX) 

i AND FORM BYTE OFFSET WITH COMMAND 

I TIMES 2 FOR WORD TABLE LOOKUP 

j MOVE OFFSET INTO LOOK UP REGISTER (SI) 

! AND REStORE COMMAND /DATA INTO (AX) 

J MOVE CURRENT MODE INTO (AH) REGISTER 

J GO TO SELECTED FUNCTION 

I COMMAND NOT VALID 

! DO NOTHING IF NOT IN VALID RANGE 



SET MODE 

~ THIS ROUTINE INITIALIZES THE ATTACHMENT TO 
THE SELECTED MODE. THE SCREEN IS BLANKED. 
INPUT 

•EQUIP FLAG BITS 5-4 s MODE/WIDTH 
I1~» MONOCHROME (FORCES MODE 7) 
01 = COLOR ADAPTER 40x25 (MODE DEFAULT) 
10 a COLOR ADAPTER 80x25 (MODE 2 DEFAULT) 
(AL) » COLOR MODE REQUESTED ( RANGE - 6 ) 
OUTPUT 

NONE 





PROC NEAR 


MOV 


DX.03D4H 


MOV 


Dl, •EQUIP FLAG 


AND 


DI.30H 


CMP 


DI.30H 


JNE 


M8C 


MOV 


AL,7 


MOV 


DL.0B4H 


JMP 


SHORT M8 


CMP 


AL.7 


JB 


M8 


MOV 


AL,0 


CMP 


DI.10H 


JE 


M8 


MOV 


AL.2 


MOV 


•CRT MODE.AL 


MOV 


OADDR" 6845, DX 


MOV 


•ROWST25- 1 


PUSH 


DS 


PUSH 


AX 


CBW 




MOV 


SI, AX 


MOV 


AL,CSt[SI + OFFSET M7] 


MOV 


•CRT MODE SET.AL 


AND 


AL.037H ~ 


PUSH 


DX 


ADD 


DX.4 


OUT 


DX.AL 


POP 


DX 


ASSUME 


DSiABSO 


SUB 


BX.BX 


MOV 


DS.BX 


LDS 


BX.9PARM PTR 


ASSUME 


DStCODE ~ 


POP 


AX 


MOV 


CX.16 


CMP 


AL.2 


JC 


M9 


ADD 


BX.CX 


CMP 


AL,4 


JC 


M9 


ADD 


BX.CX 


CMP 


AL.7 



BX POINTS TO CORRECT ROW OF INIT 



PUSH 


AX 


MOV 


AX,[BX+10] 


XCHG 


AH.AL 


PUSH 


DS 


ASSUME 


DStDATA 


CALL 


DDS 


MOV 


•CURSOR MODE, AX 


ASSUME 


DStCODE~ 



MOV 




AL.AH 


OUT 




DX.AL 


INC 




DX 


INC 




AH 


MOV 




AL,[BX] 


OUT 




DX.AL 


INC 




BX 


DEC 




DX 


LOOP 




MIO 


POP 




AX 


POP 




DS 


ASSUME 


DStDATA 


FILL 


REGEN AREA WITH Bl 


XOR 




DI.DI 


MOV 




•CRT START, D I 


MOV 




•actTve PAGE.O 


MOV 




CX.8192" 


CMP 




AL.4 



ADDRESS OF COLOR CARD 

GET EQUIPMENT FLAGS SETTING 

ISOLATE CRT SWITCHES 

IS BW CARD INSTALLED AS PRIMARY 

SKIP AND CHECK IF COLOR 

ELSE INDICATE INTERNAL BW CARD MODE 

SET ADDRESS OF BW (MONOCHROME) CARD 

CONTINUE WITH FORCED MODE 7 

CHECK FOR VALID COLOR MODES 0-6 

CONTINUE IF BELOW MODE 7 

FORCE DEFAULT 40x25 BW MODE 

CHECK FOR ©EQUIP FLAG AT 40x25 COLOR 

CONTINUE WITH MODE IF NOT 

ELSE FORCE MODE 2 

SAVE MODE IN GLOBAL VARIABLE 

SAVE ADDRESS OF BASE 

INITIALIZE DEFAULT ROW COUNT OF 25 

SAVE POINTER TO DATA SEGMENT 

SAVE MODE NUMBER (AL) 

CLEAR HIGH BYTE OF MODE 

SET TABLE POINTER, INDEXED BY MODE 

GET THE MODE SET VALUE FROM TABLE 

SAVE THE MODE SET VALUE 

VIDEO OFF, SAVE HIGH RESOLUTION BIT 

SAVE OUTPUT PORT VALUE 

POINT TO CONTROL REGISTER 

RESET VIDEO TO OFF TO SUPPRESS ROLLING 

BACK TO BASE REGISTER 

SET UP FOR ABSO SEGMENT 
ESTABLISH VECTOR TABLE ADDRESSING 
GET POINTER TO VIDEO PARMS 

RECOVER MODE NUMBER IN (AL) 
LENGTH OF EACH ROW OF TABLE 
DETERMINE WHICH ONE TO USE 
MODE IS OR I 
NEXT ROW OF INITIALIZATION TABLE 



ALIZATION TABLE 

OUT INIT 

SAVE MODE IN (AL) 

GET THE CURSOR MODE FROM THE TABLE 

PUT CURSOR MODE IN CORRECT POSITION 

SAVE TABLE SEGMENT POINTER 



LOOP THROUGH TABLE, OUTPUTTING REGISTER ADDRESS, THEN VALUE FROM TABLE 



POINT TO DATA PORT 

NEXT REGISTER VALUE 

GET TABLE VALUE 

OUT TO CHIP 

NEXT IN TABLE 

BACK TO POINTER REGISTER 

DO THE WHOLE TABLE 

GET MODE BACK INTO (AL) 

RECOVER SEGMENT VALUE 



I SET UP POINTER FOR REGEN 

I START ADDRESS SAVED IN GLOBAL 

I SET PAGE VALUE 

I NUMBER OF WORDS IN COLOR CARD 

J TEST FOR GRAPHICS 
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343 

344 
34S 

346 
347 
346 

349 
350 
3SI 
352 
353 
354 
355 
356 
357 
358 
359 
360 
361 
362 
363 
364 
365 
366 
367 
366 
369 
370 
371 
372 
373 
374 
375 
376 
377 
378 
379 
360 
36 1 
382 
383 
384 
385 



389 
390 
39 1 
392 
393 
394 
395 
396 
397 
396 
399 
400 
40 1 
402 
403 
404 
405 
406 
407 
408 
409 
410 



415 
416 
417 
418 
419 
420 
421 
422 
423 
424 
425 
426 
427 
428 
429 
430 
431 
432 
433 
434 
435 
436 
437 



00P0 72 OA 

00P2 3C 07 

00P4 74 04 

00P6 33 CO 

00P6 EB 05 

OOPA 

OOPA B5 06 

OOFC 

OOPC B6 0720 

OOFF 

OOFF F3/ AB 



0101 8B 16 0063 R 

0105 83 C2 04 

0106 AO 0066 R 
01 OB EE 



01 OC 2Et 6A 64 0000 E 
OIK 98 

01 12 A3 004A R 



01 15 61 E6 OOOE 

01 19 2Et 6B 64 0000 I 

01 IE A3 004C R 

0121 B9 0008 

0124 BF 0050 R 

0127 IE 

0128 07 

0129 33 CO 
012B F3/ AB 



0I2D 42 

0I2E BO 30 

0130 80 3E 0049 R 06 

0135 75 02 

0137 BO 3F 

0139 



MI2 
AL,7 



MM t 
MI2I 
M13l 



I- 



MOV CH.08H 
MOV AX,» »+7»H 
REP STOSW 
ENABLE VIDEO AND CORRECT PORT SETTING 
DX,»ADDR_6845 



| NO GRAPHICS INIT 

I TEST FOR BW""CARD 

I BW CARD INIT 

I FlD- FOR GRAPHICS MODE 

I CLEAR BUFFER 

I BW CAffD INIT 

I BUFFER SIZE ON BW CARD (2048) 

t NO GRAPHICS INIT 

I FlD- CHAR FOR ALPHA + ATTRIBUTE 

I CLEAR BUFFER 

i fill The regen buffer with blanks 



MOV 
ADD 
MOV 
OUT 



DX,. 

AL,»CRT MODE SET 

DX.AL ~ 



» PREPARE TO OUTPUT TO VIDEO ENABLE PORT 
I POINT TO THE MODE CONTROL REGISTER 
j GET THE MODE SET VALUE 
I SET VIDEO ENABLE PORT 



AL,CSi[SI + OFFSET M6] 
•CRT_COLS,AX 
SET CURSOR POSITIONS 



MOV 
CBW 
MOV 



AND 
MOV 
MOV 
MOV 
MOV 
PUSH 



SI.000EH 

AX,CSi[SI + OFFSET MS] 

•CRT LEN.AX 

CX.8" 

D I, OFFSET »CURSOR POSN 

DS 

ES 



I GET NUMBER OF COLUMNS ON THIS SCREEN 

I CLEAR HIGH BYTE 

I INITIALIZE NUMBER OF COLUMNS COUNT 



j WORD OFFSET INTO CLEAR LENGTH TABLE 
I LENGTH TO CLEAR 

I SAVE LENGTH OF CRT — NOT USED FOR BW 
I CLEAR ALL CURSOR POSITIONS 



013 

013A A2 0066 R 



01 3D 
01 3D 5D 
0I3E 5F 
013F 6E 
0140 SB 



SET UP OVERSCAN REGISTER 

INC DX 

MOV AL.30H 

CMP »CRT MODE, 6 

JNZ Ml 4 "" 

MOV AL.3FH 



I FILL WITH ZEROES 



I SET OVERSCAN PORT TO A DEFAULT 

I 30H VALUE FOR ALL MODES EXCEPT 640X200 

I SEE IF THE MODE IS 640X200 BW 

I IF NOT 640X200, THEN GO TO REGULAR 

I IF IT IS 640X200, THEN PUT IN 3FH 



NORMAL RETURN FROM ALL VIDEO RETURNS 



59 



ES 
ENDP 



I VIDEO_RETURN_C 



I RECOVER SEGMENTS 
| ALL DONE 



SET CTYPE 

~ THIS ROUTINE SETS THE CURSOR VALUE 
INPUT 

(CX) HAS CURSOR VALUE CH-START LINE, 
OUTPUT 

NONE 



CL-STOP LINE 



0146 89 OE 0060 R 
014C E8 0151 R 
014F EB EC 



0151 

0151 8B 16 0063 R 

0155 8A C4 

0(57 EE 

0158 42 

0159 EB 00 
015B 8A C5 
0I5D EE 
015E 4A 
015F 8A C4 
0161 FE CO 

0163 EE 

0164 42 

0165 EB 00 
0167 8A CI 
0169 EE 
016A C3 



016 



SET 


CTYPE 


PROC NEAR 




MOV 


AH, 10 




MOV 


•CURSOR MODE.CX 




CALL 


M16 




JMP 


VIDEO_RETURN 
ROUTINE OUTPUTS THE 




THIS 


M16I 








MOV 


DX.OADDR 6845 




MOV 


AL.AH 




OUT 


DX.AL 




INC 


DX 




JMP 


t+2 




MOV 


AL.CH 




OUT 


DX.AL 




DEC 


DX 




MOV 


AL.AH 




INC 


AL 




OUT 


DX.AL 




INC 


DX 




JMP 


$+2 




MOV 


AL.CL 




OUT 


DX.AL 




RET 




SET 


CTYPE 


ENDP 



I 6845 REGISTER FOR CURSOR SET 
I SAVE IN DATA AREA 
j OUTPUT CX REGISTER 



I ADDRESS REGISTER 
» GET VALUE 
I REGISTER SET 
j DATA REGISTER 
I I/O DELAY 
I DATA 



I I/O DELAY 

I SECOND DATA VALUE 



445 
446 
447 
448 
449 
450 
451 
452 
453 
454 
455 
456 



01 6B 8A C7 
016D 98 
016E Dt EO 
0170 96 



SET CPOS 

~ THIS ROUTINE SETS THE CURRENT CURSOR POSITION TO THE 

NEW X-Y VALUES PASSED 
INPUT 

DX - ROW, COLUMN OF NEW CURSOR 

BH - DISPLAY PAGE OF CURSOR 
OUTPUT 

CURSOR IS SET AT 6845 IF DISPLAY PAGE IS CURRENT DISPLAY 



) 


PROC 


MOV 


AL.BH 


CBW 




SAL 


AX.1 


XCHG 


AX, SI 



NEAR 



t MOVE PAGE NUMBER TO WORK REGISTER 

| CONVERT PAGE TO WORD VALUE 

I WORD OFFSET 

I USE INDEX REGISTER 
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457 


0171 89 94 0050 R 


458 


0175 38 3E 0062 R 


459 


0179 75 05 


460 


0I7B 8B C2 


461 


017D E8 0182 R 


462 


0180 


463 


0180 EB BB 


464 


0182 


465 




466 




467 




468 


0182 


469 


0182 E8 0204 R 


470 


0185 8B C8 


471 


0187 03 OE 004E R 


472 


0I8B D1 F9 


473 


018D B4 OE 


474 


018F E8 0151 R 


475 


0192 C3 


476 


0193 


477 




478 




479 




480 




481 




482 




483 




484 




485 




486 




487 


0193 


488 


0193 8A DF 


489 


0195 32 FF 


490 


0197 D1 E3 


491 


0199 8B 97 0050 R 


492 


019D 8B OE 0060 R 


493 


01A1 5D 


494 


01A2 5F 


495 


01 A3 5E 


496 


0IA4 5B 


497 


01A5 58 


498 


01A6 58 


499 


01A7 IF 


500 


01A8 07 


501 


01A9 CF 


502 


01AA 


503 




604 




505 




506 




507 




508 




509 




510 




511 




512 


01AA 


513 


OIAA A2 0062 R 


514 


OS AD 98 


515 


OIAE 50 


516 


01AF F7 26 004C R 


517 


01B3 A3 004E R 


518 


01B6 8B C8 


519 


01B8 Dl F9 


520 


01BA B4 OC 


521 


01BC E8 0151 R 


522 


OIBF 5B 


523 


OICO Dl E3 


524 


0IC2 8B 87 0050 R 


525 


01C6 E8 0182 R 


526 


01C9 E9 013D R 


527 


01CC 


528 




529 




530 




531 




532 




533 




534 




535 




536 




537 




538 




539 




540 




541 




542 




543 




544 


01CC 


545 


01CC 8B 16 0063 R 


546 


OtDO 83 C2 05 


547 


01D3 AO 0066 R 


548 


01D6 OA FF 


549 


01D8 75 OE 


550 




551 




552 




553 


01DA 24 EO 


554 


01DC 80 E3 IF 


555 


01DF OA C3 


556 


01E1 


557 


01E1 EE 


558 


01E2 A2 0066 R 


559 


01E5 E9 013D R 


560 




561 




562 




563 


01E8 


564 


01E8 24 DF 


565 


OIEA DO EB 


566 


01EC 73 F3 


567 


01EE OC 20 


568 


01F0 EB EF 


569 


01F2 


570 





MOV ISI+OFFSET •CURSOR POSN],DX J SAVE THE POINTER 

CMP •ACTIVE_PAGE,BH 

JNZ Ml 7 J SET_CPOS RETURN 

MOV AX.DX | GET ROW/COLUMN TO AX 

CALL Ml 8 t CURSOR SET 

J SET_CP5S RETURN 

JMP VIDEO RETURN 

>S ENDP 

SET CURSOR POSITION, AX HAS ROW/COLUMN FOR CURSOR 

PROC 

CALL 

MOV 

ADD 

SAR 

MOV 

CALL 

RET 

ENDP 



NEAR 

POSITION 
CX.AX 
CX,*CRT START 



; DETERMINE LOCATION IN REGEN BUFFER 

J ADD IN THE START ADDRESS FOR THIS PAGE 
; DIVIDE BY 2 FOR CHAR ONLY COUNT 
| REGISTER NUMBER FOR CURSOR 
; OUTPUT THE VALUE TO THE 6845 



READ_CURSOR 

THIS ROUTINE READS THE CURRENT CURSOR VALUE FROM THE 

6845, FORMATS IT, AND SENDS IT BACK TO THE CALLER 
INPUT 

BH - PAGE OF CURSOR 
OUTPUT 

DX - ROW, COLUMN OF THE CURRENT CURSOR POSITION 

CX - CURRENT CURSOR MODE 

NEAR 



J WORD OFFSET 
DX,[BX+OFFSET •CURSOR_POSN] 



READ CURSOR 


PROC 


MOV 


BL.BI 


XOR 


BH.BI 


SAL 


BX.1 


MOV 


DX,[I 


MOV 


CX.9I 


POP 


BP 


POP 


Dl 


POP 


SI 


POP 


BX 


POP 


AX 


POP 


AX 


POP 


DS 


POP 


ES 


1RET 




READ CURSOR 


ENDP 



I DISCARD SAVED CX AND DX 



ACT DISP PAGE 

" THTS ROUTINE SETS THE ACTIVE DISPLAY PAGE, ALLOWING 

THE FULL USE OF THE MEMORY SET ASIDE FOR THE VIDEO ATTACHMENT 
INPUT 

AL HAS THE NEW ACTIVE DISPLAY PAGE 
OUTPUT 

THE 6845 IS RESET TO DISPLAY THAT PAGE 



ACT DISP PAGE 



PROC 



NEAR 



ACT DISP PAGE 



; SAVE ACTIVE PAGE VALUE 

i CONVERT (AL) TO WORD 

I SAVE PAGE VALUE 

; DISPLAY PAGE TIMES REGEN LENGTH 

t SAVE START ADDRESS FOR LATER 

1 START ADDRESS TO CX 

; DIVIDE BY 2 FOR 6845 HANDLING 

| 6845 REGISTER FOR START ADDRESS 

; RECOVER PAGE VALUE 

J *2 FOR WORD OFFSET 

POSN] I GET CURSOR FOR THIS PAGE 

; SET THE CURSOR POSITION 

VIDEO RETURN 

ENDP 



Ktov 


•ACTIVE PAGE.AL 


CBW 




PUSH 


AX 


MUL 


WORD PTR ©CRT LEN 


MOV 


•CRT START, AX 


MOV 


CX.A* 


SAR 


CX.1 


MOV 


AH, 12 


CALL 


MI6 


POP 


BX 


SAL 


BX.I 


MOV 


AX,[BX + OFFSET • 


CALL 


M16 



SET COLOR 

" THIS ROUTINE WILL ESTABLISH THE BACKGROUND COLOR, THE OVERSCAN COLOR, 
AND THE FOREGROUND COLOR SET FOR MEDIUM RESOLUTION GRAPHICS 
INPUT 

(BH) HAS COLOR ID 

IF BHsO, THE BACKGROUND COLOR VALUE IS SET 

FROM THE LOW BITS OF BL (0-31) 
IF BHrl, THE PALETTE SELECTION IS MADE 
BASED ON THE LOW BIT OF BL: 

= GREEN, RED, YELLOW FOR COLORS 1,2,3 

1 = BLUE, CYAN, MAGENTA FOR COLORS 1,2,3 
(BL) HAS THE COLOR VALUE TO BE USED 

OUTPUT 

THE COLOR SELECTION IS UPDATED 



SET COLOR 

MOV 
ADD 
MOV 



AL,»CRT PALETTE 



J I/O PORT FOR PALETTE 

I OVERSCAN PORT 

j GET THE CURRENT PALETTE VALUE 

t IS THIS COLOR 0? 

1 OUTPUT COLOR 1 



HANDLE COLOR BY SETTING THE BACKGROUND COLOR 



AL.OEOH 
BL.01FH 
AL.BL 



I TURN OFF LOW 5 BITS OF CURRENT 

i TURN OFF HIGH 3 BITS OF INPUT VALUE 

I PUT VALUE INTO REGISTER 

; OUTPUT THE PALETTE 

| OUTPUT COLOR SELECTION TO 3D9 PORT 

I SAVE THE COLOR VALUE 



HANDLE COLOR 1 BY SELECTING THE PALETTE TO BE USED 



AND 
SHR 
JNC 



M19 

AL.20H 
M19 
ENDP 



I TURN OFF PALETTE SELECT BIT 

I TEST THE LOW ORDER BIT OF BL 

i ALREADY DONE 

| TURN ON PALETTE SELECT BIT 

i GO DO IT 
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571 








572 








573 








574 








575 








576 








577 








57S 


01F2 






579 


01F2 


8A 


26 004A R 


580 


01F6 


A0 


0049 R 


581 


01F9 


8A 


3E 0062 R 


582 


01FD 


5D 




583 


01FE 


5F 




584 


01FF 


5E 




585 


0200 


59 




586 


0201 


E9 


0141 R 


587 


0204 






588 








589 








590 








591 








592 








593 








594 








595 








596 








597 


0204 






598 


0204 


53 




599 


0205 


93 




600 


0206 


A0 


004A R 


601 


0209 


F6 


E7 


602 


020B 


32 


FF 


603 


020D 


03 


C3 


604 


020F 


D1 


EO 


605 


021 1 


5B 




606 


0212 


C3 




607 


0213 






608 








609 









, 

I VIDEO STATE 

j RETURNS THE CURRENT VIDEO STATE IN AX 

j AH s NUMBER OF COLUMNS ON THE SCREEN 

i Al_ x CURRENT VIDEO MODE 

1 BH « CURRENT ACTIVE PAGE 



PROC NEAR 
AH, BYTE PTR ©CRT COLS 
AL,»CRT MODE 
BH.OACTTVE PAGE 



I GET NUMBER OF COLUMNS 
I CURRENT MODE 
J GET CURRENT ACTIVE PAGE 
; RECOVER REGISTERS 



VIDEO STATE 
~ MOV 

MOV 

MOV 

POP 

POP 

POP 

POP 

JMP 
V I DEO_STATE ENDP 

POSITION 

THIS SERVICE ROUTINE CALCULATES THE REGEN BUFFER ADDRESS 

OF A CHARACTER IN THE ALPHA MODE 
INPUT 

AX * ROW, COLUMN POSITION 
OUTPUT 

AX a OFFSET OF CHAR POSITION IN REGEN BUFFER 



POSITION 


PROC 


PUSH 


BX 


XCHG 


BX.AX 


MOV 


AL.BY" 


MUL 


BH 


XOR 


BH.BH 


ADD 


AX.BX 


SAL 


AX.1 


POP 


BX 


RET 




POSITION 


ENDP 



NEAR 



AL.BYTE PTR OCRT_COLS 



J SAVE REGISTER 

I SAVE ROW/COLUNM POSITION IN (BX) 

I GET COLUMNS PER ROW COUNT 

t DETERMINE BYTES TO ROW 



617 












618 












619 












620 












621 












622 












623 












624 


0213 










625 












626 


0213 


E8 


02EE 


R 




627 


0216 


80 


FC 04 




628 


0219 


72 


08 






629 


02 IB 


80 


FC 07 




630 


02 IE 


74 


03 






631 


0220 


E9 


04B0 


R 




632 


0223 










633 


0223 


53 








634 


0224 


8B 


CI 






635 


0226 


E8 


0260 


R 




636 


0229 


74 


31 






637 


022B 


03 


FO 






638 


022D 


8A 


E6 






639 


022F 


2A 


E3 






640 


0231 










641 


0231 


E8 


02A1 


R 




642 


0234 


03 


F5 






643 


0236 


03 


FD 






644 


0238 


FE 


CC 






645 


023A 


75 


F5 






646 


023C 










647 


023C 


58 








648 


023D 


BO 


20 






649 


023F 










650 


023F 


E8 


02AA 


R 




651 


0242 


03 


FD 






652 


0244 


FE 


CB 






653 


0246 


75 


F7 






654 


0248 










655 


0248 


E8 


0000 


E 




656 


024B 


80 


3E 0049 R 


07 


657 


0250 


74 


07 






658 


0252 


AO 


0065 


R 




659 


0255 


BA 


03D8 






660 


0258 


EE 








661 


0259 










662 


0259 


E9 


01 3D 


R 




663 


025C 










664 


025C 


8A 


DE 






665 


025E 


EB 


DC 






666 


0260 










667 












668 












669 












670 


0260 










671 


0260 


E8 


0204 


R 




672 


0263 


03 


06 004E R 




673 


0267 


8B 


F8 






674 


0269 


8B 


FO 






675 


026B 


2B 


D1 






676 


026D 


FE 


C6 






677 


026F 


FE 


C2 






678 


0271 


32 


ED 






679 


0273 


8B 


2E 004A R 




680 


0277 


03 


ED 






68 1 


0279 


AO 


004A 


R 




682 


027C 


F6 


E3 






683 


027E 


03 


CO 






684 


0280 


SO 









SCROLL UP 

THIS ROUTINE MOVES A BLOCK OF CHARACTERS UP 
ON THE SCREEN 

INPUT 

(AH) a CURRENT CRT MODE 

(AL) = NUMBER OF ROWS TO SCROLL 

(CX) = ROW /COLUMN OF UPPER LEFT CORNER 

(DX) = ROW /COLUMN OF LOWER RIGHT CORNER 

(BH) = ATTRIBUTE TO BE USED ON BLANKED LINE 

(DS) = DATA SEGMENT 

(ES) = REGEN BUFFER SEGMENT 

OUTPUT 

NONE -- THE REGEN BUFFER IS MODIFIED 



ASSUME 


DSt DATA, ESt DATA 


SCROLL_UP 


PROC NEAR 


CALL 


TEST LINE COUNT 


CMP 


AH, 4 


JC 


N1 


CMP 


AH, 7 


JE 


N1 


JMP 


GRAPH ICS_UP 


PUSH 


BX 


MOV 


AX.CX 


CALL 


SCROLL POSITION 


JZ 


N7 


ADD 


SI, AX 


MOV 


AH.DH 


SUB 


AH.BL 


CALL 


NIO 


ADD 


SI ,BP 


ADD 


DI.BP 


DEC 


AH 


JNZ 


N2 



MOV AL,« ' 

CALL N I 1 

ADD DI.BP 

DEC BL 

JNZ N4 

CALL DDS 

CMP OCRT MODE, 7 

JE N6 ~ 

MOV AL.OCRT MODE SET 

MOV DX.03D8R 

OUT DX.AL 

JMP VIDEO_RETURN 

MOV BL.DH 

JMP N3 

UP ENDP 

HANDLE COMMON SCROLL SET UP HERE 



SCROLL POSITION PROC 



CALL 


POSITION 


ADD 


AX, OCRT START 


MOV 


DI.AX 


MOV 


SI, AX 


SUB 


DX.CX 


INC 


DH 


INC 


DL 


XOR 


CH.CH 


MOV 


BP,»CRT COLS 


ADD 


BP.BP 


MOV 


AL.BYTE PTR Oi 


MUL 


BL 


ADD 


AX, AX 


PUSH 


AX 



TEST FOR GRAPHICS MODE 
HANDLE SEPARATELY 
TEST FOR BW CARD 



UP CONTINUE 

SAVE FILL ATTRIBUTE IN BH 

UPPER LEFT POSITION 

DO SETUP FOR SCROLL 

BLANK FIELD 

FROM ADDRESS 

* ROWS IN BLOCK 

* ROWS TO BE MOVED 
ROW LOOP 

MOVE ONE ROW 

POINT TO NEXT LINE IN BLOCK 

COUNT OF LINES TO MOVE 

ROW LOOP 

CLEA"R ENTRY 

RECOVER ATTRIBUTE IN AH 

FILL WITH BLANKS 

CLEAR LOOP 

CLEAR~THE ROW 

POINT TO NEXT LINE 

COUNTER OF LINES TO SCROLL 

CLEAR LOOP 

SCROLC_END 

IS THIS THE BLACK AND WHITE CARD 
IF SO, SKIP THE MODE RESET 
GET THE VALUE OF THE MODE SET 
ALWAYS SET COLOR CARD PORT 

VIDEO_RET_HERE 

BLANK FIELD 

GET ROW COUNT 

GO CLEAR THAT AREA 



CONVERT TO REGEN POINTER 
OFFSET OF ACTIVE PAGE 
TO ADDRESS FOR SCROLL 
FROM ADDRESS FOR SCROLL 
DX = #ROWS, #COLS IN BLOCK 

INCREMENT FOR ORIGIN 
SET HIGH BYTE OF COUNT TO ZERO 
GET NUMBER OF COLUMNS IN DISPLAY 
TIMES 2 FOR ATTRIBUTE BYTE 
GET CHARACTERS PER LINE COUNT 
DETERMINE OFFSET TO FROM ADDRESS 
•2 FOR ATTRIBUTE BYTE 
SAVE LINE COUNT 



VIDEOl 5-149 



686 


0281 


A0 


0049 R 


686 


0264 


06 




68T 


0266 


IF 




688 


0286 


3C 


02 


689 


0286 


72 


13 


690 


028A 


3C 


03 


691 


028C 


77 


OF 


692 








693 


028E 


52 




694 


028F 


BA 


03DA 


695 


0292 






696 


0292 


EC 




697 


0293 


A8 


08 


696 


0295 


74 


FB 


699 


0297 


BO 


25 


700 


0299 


B2 


D8 


701 


029B 


EE 




702 


029C 


5A 




703 


029D 






704 


0290 


56 




705 


029E 


OA 


DB 


706 


02A0 


C3 




707 


02A1 






708 








709 








710 


02A1 






711 


02AI 


8A 


CA 


712 


02A3 


56 




713 


02A4 


57 




714 


02A5 


F3/ A5 


715 


02A7 


5F 




716 


02A8 


SE 




717 


02A9 


C3 




718 


02AA 






719 








720 








721 


02AA 






722 


02AA 


8A 


CA 


723 


02AC 


57 




724 


02AD 


F3 


AB 


725 


02AF 


6F 




726 


02B0 


C3 




727 


02B1 






728 








729 








730 








731 








732 








733 








734 








735 








736 








737 








738 








739 








740 








741 








742 








743 








744 


02BI 






745 


02B1 


FD 




746 


02B2 


E8 


02EE R 


747 


02B5 


80 


FC 04 


748 


02B6 


72 


08 


749 


02BA 


80 


FC 07 


750 


02BO 


74 


03 


751 


02BF 


E9 


0507 R 


752 


02C2 






753 


02C2 


53 




754 


02C3 


8B 


C2 


755 


02C5 


E8 


0260 R 


756 


02C8 


74 


20 


757 


02CA 


2B 


FO 


756 


02CC 


8A 


E6 


759 


02CE 


2A 


E3 


760 


02D0 






761 


02D0 


E8 


02A1 R 


762 


02D3 


2B 


F5 


763 


02D5 


2B 


FD 


764 


02D7 


FE 


CC 


765 


02O9 


75 


F5 


766 


02DB 






767 


02DB 


56 




768 


02DC 


BO 


20 


769 


02DE 






770 


02DE 


E8 


02AA R 


771 


02E1 


2B 


FD 


772 


02E3 


FE 


CB 


773 


02E5 


75 


F7 


774 


02E7 


E9 


0248 R 


775 


02EA 






776 


02EA 


8A 


DE 


777 


02EC 


EB 


ED 


778 


02EE 






779 








780 








781 








782 








783 


02EE 






784 








785 


02EE 


6A 


D8 


786 


02F0 


OA 


CO 


787 


02F2 


74 


OE 


788 


02F4 


50 




789 


02F5 


8A 


C6 


790 


02F7 


2A 


C5 


791 


02F9 


FE 


CO 


792 


02FB 


3A 


C3 


793 


02FD 


58 




794 


02FE 


75 


02 


795 


0300 


2A 


DB 


796 


0302 






797 


0302 


C3 




798 


0303 









MOV 


AL.OCRT MODE 




PUSH 


ES 




POP 


DS 




CMP 


AL.2 




JB 


N9 




CMP 


AL,3 




JA 


N9 


|---_. 


PUSH 


DX 




MOV 


DX.3DAH 


N8t 








IN 


AL.DX 




TEST 


AL.RVRT 




JZ 


N6 




MOV 


AL.25H 




MOV 


DL.0D8H 




OUT 


DX.AL 




POP 


DX 


N9l 








POP 


AX 




OR 


BL.BL 




RET 




SCROLL. 


.POSITION ENDP 


1 


MOVE 


ROW 


N10 


PROC 


NEAR 




MOV 


CL.DL 




PUSH 


SI 




PUSH 


Dl 




REP 


MOVSW 




POP 


01 




POP 


SI 




RET 




N10 


ENDP 




1 


CLEAR 


ROW 


Nil 


PROC 


" NEAR 




MOV 


CL.DL 




PUSH 


Dl 




REP 


STOSW 




POP 


01 




RET 




Nil 


ENDP 





I GET CURRENT MODE 

I ESTABLISH ADDRESSING TO REGEN BUFFER 

I FOR BOTH POINTERS 

I TEST FOR COLOR CARD SPECIAL CASES HERE 

I HAVE TO HANDLE 60X28 SEPARATELY 



I 80X25 COLOR CARD SCROLL 

I GUARANTEED TO BE COLOR CARD HERE 
I WAIT DISP ENABLE 

i get Port 

I WAIT FOR VERTICAL RETRACE 
I WAIT DISP ENABLE 



I RESTORE LINE COUNT 

t SCROLL MEANS BLANK FIELD 

| RETURN WITH FLAGS SET 



t GET # OF COLS TO MOVE 



t SAVE START ADDRESS 

I MOVE THAT LINE ON SCREEN 



I RECOVER ADDRESSES 



I GET # COLUMNS TO CLEAR 
I STORE THE FILL CHARACTER 



scroll down 

This routine moves the characters within a defined 
block down on the screen, filling the top lines 
with a defined character 

INPUT 

(AH) > CURRENT CRT MODE 

(AD > NUMBER OF LINES TO SCROLL 

(CX) ■ UPPER LEFT CORNER OF REGION 

(DX) a LOWER RIGHT CORNER OF REGION 

(BH) -FILL CHARACTER 

(DS) • DATA SEGMENT 

(ES) ■ REGEN SEGMENT 
OUTPUT 

NONE — SCREEN IS SCROLLED 



SCROLL. 


DOWN 
" STD 


PROC NEAR 




CALL 


TEST LINE COUNT 




CMP 


AH,4" 




JC 


N12 




CMP 


AH, 7 




JE 


NI2 




JMP 


GRAPH ICS_DOWN 


N12l 








PUSH 


BX 




MOV 


AX.DX 




CALL 


SCROLL POSITION 




JZ 


NI6 




SUB 


SI, AX 




MOV 


AH.DH 




SUB 


AH.BL 


N13t 








CALL 


N10 




SUB 


SI.BP 




SUB 


DI.BP 




DEC 


AH 




JNZ 


NI3 


N14J 








POP 


AX 




MOV 


AL,' ♦ 


NISt 








CALL 


N1 1 




SUB 


DI.BP 




DEC 


BL 




JNZ 


NI5 




JMP 


N5 


NI6t 








MOV 


BL.OH 




JMP 


N14 


SCROLL. 


.DOWN 


ENDP 



I DIRECTION FOR SCROLL DOWN 

i 

I TEST FOR GRAPHICS 

I TEST FOR BW CARD 



t CONTINUE DOWN 

I SAVE ATTRIBUTE IN BH 

| LOWER RIGHT CORNER 

t GET REGEN LOCATION 

I SI IS FROM ADDRESS 

J GET TOTAL # ROWS 

I COUNT TO MOVE IN SCROLL 



I MOVE ONE ROW 



t RECOVER ATTRIBUTE IN AH 



TEST LINE COUNT PROC 



MOV 


BL.AL 


OR 


AL.AL 


JZ 


BL SET 


PUSH 


AX" 


MOV 


AL.DH 


SUB 


AL.CH 


INC 


AL 


CMP 


AL.BL 


POP 


AX 


JNE 


BL SET 


SUB 


BL.BL 


. SETt 




RET 




1ST LINE COUNT 


ENDP 



SCROLL END 



AMOUNT OF LINES IN WINDOW 



I SAVE LINE COUNT IN BL 

I TEST IF AL IS ALREADY ZERO 

I IF IT IS THEN RETURN... 

t SAVE AX 

I SUBTRACT LOWER ROW FROM UPPER ROW 

I ADJUST DIFFERENCE BY 1 

I LINE COUNT = AMOUNT OF ROWS IN WINDOW? 

I RESTORE AX 

I IF NOT THEN WE'RE ALL SET 

t OTHERWISE SET BL TO ZERO 



j RETURN 



5-150 VIDEOl 



799 








800 








SOI 








802 








803 








804 








808 








806 








807 








808 








809 








810 








Bt 1 








812 








813 








814 








818 


0303 






816 


0303 


80 


FC 04 


817 


0306 


72 


08 


818 








819 


0308 


80 


FC 07 


820 


030B 


74 


03 


821 








822 


030D 


E9 


0642 R 


823 


0310 






824 


0310 


E8 


032C R 


825 


0313 


8B 


F7 


826 


0315 


06 




827 


0316 


IF 




828 








829 








830 








831 


0317 


OA 


DB 


832 


0319 


75 


OD 


833 


031B 






834 


031B 


FB 




835 


031C 


90 




836 


03 ID 


FA 




837 


031E 


EC 




838 


031F 


A8 


01 


839 


0321 


75 


F8 


840 


0323 






841 


0323 


EC 




842 


0324 


A8 


09 


843 


0326 


74 


FB 


844 


0328 






845 


0328 


AD 




846 


0329 


E9 


01 3D R 


847 








848 


032C 






849 








850 








851 








852 


032C 






853 


032C 


86 


E3 


854 


032E 


8B 


E8 


855 


0330 


80 


EB 02 


856 


0333 


DO 


EB 


857 


0335 


8A 


C7 


858 


0337 


98 




859 


0338 


8B 


F8 


860 


033A 


D1 


E7 


861 


033C 


8B 


95 0050 R 


862 


0340 


74 


09 


863 








864 


0342 


33 


FF 


865 


0344 






866 


0344 


03 


3E 004C R 


867 


0348 


48 




868 


0349 


75 


F9 


869 








870 


034B 






871 


034B 


AO 


004A R 


872 


034E 


F6 


E6 


873 


0350 


32 


F6 


874 


0352 


03 


C2 


875 


0354 


D1 


EO 


876 


0356 


03 


F8 


877 


0358 


8B 


16 0063 R 


878 


035C 


83 


C2 06 


879 


035F 


C3 




880 









READ AC CURRENT 

"THIS ROUTINE READS THE ATTRIBUTE AND CHARACTER AT THE CURRENT 

CURSOR POSITION AND RETURNS THEM TO THE CALLER 
INPUT 

(AH) » CURRENT CRT MODE 

(BH) * DISPLAY PAGE ( ALPHA MODES ONLY ) 

(DS) « DATA SEGMENT 

(ES) * REGEN SEGMENT 



ASSUME DS't DATA, ESl DATA 



READ, 


AC CURRENT 


PROC NEAR 




CMP 


AH, 4 7 




JC 


PIO 




CMP 


AH, 7 




JE 


PIO 




JMP 


GRAPH ICS_READ 


PtOi 








CALL 


FIND POSITION 




MOV 


SI.DT 




PUSH 


ES 




POP 


DS 


1 


- WAIT FOR HORIZONTAL Rf 




OR 


BL.BL 




JNZ 


P13 


Pit t 


ST I 
NOP 
CLI 






IN 


AL.DX 




TEST 


AL.RHRZ 




JNZ 


PI 1 


P12t 








IN 


AL.DX 




TEST 


AL.RVRT+RHRZ 




JZ 


PI2 


P13J 


LODSW 





IS THIS GRAPHICS 



t IS THIS BW CARD 



| READ AC CONTINUE 

J GET REGER LOCATION AND PORT ADDRESS 

i ESTABLISH ADDRESSING IN SI 

I GET REGEN SEGMENT FOR QUICK ACCESS 



CHECK MODE FLAG FOR COLOR CARD IN 80 
ELSE SKIP RETRACE WAIT - DO FAST READ 

WAIT FOR HORZ RETRACE LOW OR VERTICAL 
ENABLE INTERRUPTS FIRST 
ALLOW FOR SMALL INTERRUPT WINDOW 
BLOCK INTERRUPTS FOR SINGLE LOOP 
GET STATUS FROM THE ADAPTER 
IS HORIZONTAL RETRACE LOW 
WAIT UNTIL IT IS 

NOW WAIT FOR EITHER RETRACE HIGH 
GET STATUS 

IS HORIZONTAL OR VERTICAL RETRACE HIGH 
WAIT UNTIL EITHER IS ACTIVE 



VIDEO_RETURN 



READ AC CURRENT ENDP 



FIND POSITION 


PROC NEAF 


XCHG 


AH.BL 


MOV 


BP.AX 


SUB 


BL.2 


SHR 


BL.1 


MOV 


AL.BH 


CBW 




MOV 


DI.AX 


SAL 


DI.1 


MOV 


DX,[D1+0FFSI 


JZ 


P21 


XOR 


DI.DI 


P20t 




ADD 


DI.9CRT LEN 


DEC 


AX 


JNZ 


P20 



XOR 


DH.DH 


ADD 


AX.DX 


SAL 


AX,1 


ADD 


Dl.AX 


MOV 


DX.OADDR 6845 


ADD 


DX.6 


RET 




FIND POSITION 


ENDP 



I SETUP FOR BUFFER READ OR WRITE 

; SWAP MODE TYPE WITH ATTRIBUTE 

I SAVE CHARACTER /ATTR IN (BP) REGISTER 

I CONVERT DISPLAY MODE TYPE TO A 

| ZERO VALUE FOR COLOR IN 80 COLUMN 

1 MOVE DISPLAY PAGE TO LOW BYTE 

I CLEAR HIGH BYTE FOR BYTE OFFSET 

; MOVE DISPLAY PAGE (COUNT) TO WORK REG 

I TIMES 2 FOR WORD OFFSET 
+OFFSET ©CURSOR POSN] | GET ROW /COLUMN OF THAT PAGE 

~ ; SKIP BUFFER ADJUSTMENT IF PAGE ZERO 

I ELSE SET BUFFER START ADDRESS TO ZERO 

; ADD LENGTH OF BUFFER FOR ONE PAGE 

I DECREMENT PAGE COUNT 

1 LOOP TILL PAGE COUNT EXHAUSTED 

t DETERMINE LOCATION IN REGEN IN PAGE 

I GET COLUMNS PER ROW COUNT 

I DETERMINE BYTES TO ROW 

i ADD IN COLUMN VALUE 

J • 2 FOR ATTRIBUTE BYTES 

t ADD LOCATION TO START OF REGEN PAGE 

» GET BASE ADDRESS OF ACTIVE DISPLAY 

; DX= STATUS PORT ADDRESS OF ADAPTER 

; BPs ATTR I BUTE /CHARACTER (FROM BL/AL) 

i DIs POSITION (OFFSET IN REGEN BUFFER) 

t BL= MODE FLAG (ZERO FOR 80X25 COLOR) 



AL.BYTE PTR »CRT COLS 



VTOEOl 5-151 



883 






884 






88S 






886 






887 






888 






889 






890 






891 






892 






893 






894 






895 






896 






897 






898 






899 


0360 




900 


0360 


80 FC 04 


901 


0363 


72 08 


902 


0365 


80 FC 07 


903 


0368 


74 03 


904 


036A 


E9 058E R 


90S 


036O 




906 


036D 


E8 032C R 


907 






908 


0370 


0A DB 


909 


0372 


74 06 


910 






911 


0374 


95 


912 


0375 


F3/ AB 


913 


0377 


EB 16 


914 






915 






916 






917 


0379 




918 


0379 


95 


919 


037A 




920 


037A 


FB 


921 


037B 


90 


922 


037C 


FA 


923 


037D 


EC 


924 


037E 


A8 08 


925 


0380 


75 09 


926 


0382 


A8 01 


927 


0384 


75 F4 


928 


0386 




929 


0386 


EC 


930 


0387 


A8 09 


931 


0389 


74 FB 


932 


038B 




933 


038B 


95 


934 


038C 


AB 


935 


038D 


E2 EA 


936 


038F 




937 


038F 


E9 01 3D R 


938 






939 


0392 




940 






941 






942 






943 






944 






945 






946 






947 






948 






949 






950 






951 






952 






953 






954 






955 






956 


0392 




957 


0392 


80 FC 04 


958 


0395 


72 08 


959 


0397 


80 FC 07 


960 


039A 


74 03 


961 


039C 


E9 058E R 


962 


039F 




963 


039F 


E8 032C R 


964 






965 






966 






967 






968 


03A2 




969 


03A2 


FB 


970 


03A3 


OA DB 


971 


03A5 


75 OF 


972 


03A7 


FA 


973 


03A8 


EC 


974 


03A9 


A8 08 


975 


03AB 


75 09 


976 


03AD 


A8 01 


977 


03AF 


75 F1 


978 


03B1 




979 


03BI 


EC 


980 


03B2 


A8 09 


981 


03B4 


74 FB 


982 


03B6 




983 


03B6 


8B C5 


984 


03B8 


AA 


985 


03B9 


47 


986 


03BA 


E2 E6 


987 






988 


03BC 


E9 01 3D R 


989 






990 


03BF 





WRITE AC CURRENT 

~THTS ROUTINE WRITES THE ATTRIBUTE AND CHARACTER 

AT THE CURRENT CURSOR POSITION 
INPUT 

(AH) = CURRENT CRT MODE 

(BH) = DISPLAY PAGE 

(CX) = COUNT OF CHARACTERS TO WRITE 

(AD = CHAR TO WRITE 

(BL) = ATTRIBUTE OF CHAR TO WRITE 

(DS) = DATA SEGMENT 

(ES) = REGEN SEGMENT 
OUTPUT 

DISPLAY REGEN BUFFER UPDATED 



WRITE_AC CURRENT 



! IS THIS GRAPHICS 
; IS THIS BW CARD 



FIND_POSITION 



XCHG AX.BP 
REP STOSW 
JMP SHORT P35 

WAIT FOR HORIZONTAL RETRACE OR VERTICAL RETRACE IF COLOR 80 



J WRITE_AC CONTINUE 

I GET REGEN LOCATION AND PORT ADDRESS 

S ADDRESS IN (DI) REGISTER 

I CHECK MODE FLAG FOR COLOR CARD AT 80 

; SKIP TO RETRACE WAIT IF COLOR AT 80 

J GET THE ATTR/CHAR SAVED FOR FAST WRITE 

» STRING WRITE THE ATTRIBUTE * CHARACTER 

I EXIT FAST WRITE ROUTINE 



P31 t 
P32J 



XCHG BP.AX 

ST I 

NOP 

CLI 

IN AL.DX 

TEST AL.RVRT 

JNZ P34 

TEST AL.RHRZ 

JNZ P32 



IN 



AL.DX 

AL.RVRT+RHRZ 

P33 



XCHG AX.B 

STOSW 

LOOP P3 1 



I LOOP FOR EACH ATTR/CHAR WRITE 

I PLACE ATTR/CHAR BACK IN SAVE REGISTER 

I WAIT FOR HORZ RETRACE LOW OR VERTICAL 

! ENABLE INTERRUPTS FIRST 

; ALLOW FOR INTERRUPT WINDOW 

; BLOCK INTERRUPTS FOR SINGLE LOOP 

J GET STATUS FROM THE ADAPTER 

; CHECK FOR VERTICAL RETRACE FIRST 

; DO FAST WRITE NOW IF VERTICAL RETRACE 

I IS HORIZONTAL RETRACE LOW THEN 

J WAIT UNTIL IT IS 

; WAIT FOR EITHER RETRACE HIGH 

! GET STATUS AGAIN 

1 IS HORIZONTAL OR VERTICAL RETRACE HIGH 

J WAIT UNTIL EITHER IS ACTIVE 

I GET THE ATTR/CHAR SAVED IN (BP) 

| WRITE THE ATTRIBUTE AND CHARACTER 

< a s MANY TIMES AS REQUESTED - TILL CX^C 



VIDEO RETURN 



WRiTE_AC CURRENT 



WR I TE C CURRENT 

"THIS routine writes the character at 

THE CURRENT CURSOR POSITION, ATTRIBUTE UNCHANGED 
INPUT 

(AH) = CURRENT CRT MODE 

(BH) = DISPLAY PAGE 

(CX) = COUNT OF CHARACTERS TO WRITE 

(AL) = CHAR TO WRITE 

(DS) = DATA SEGMENT 

(ES) = REGEN SEGMENT 
OUTPUT 

DISPLAY REGEN BUFFER UPDATED 



WRITE_C CURRENT PROC NEAR 

"CMP AH, 4 

JC P40 

CMP AH, 7 

JE P40 

JMP GRAPHICS WRITE 
P40: 

CALL FIND POSITION 



J IS THIS GRAPHICS 
I IS THIS BW CARD 



WAIT FOR HORIZONTAL RETRACE OR VERTICAL RETRACE IF COLOR 80 

I WAIT FOR HORZ RETRACE LOW OR VERTICAL 

ST I J ENABLE INTERRUPTS FIRST 

; CHECK MODE FLAG FOR COLOR CARD IN 80 

{ ELSE SKIP RETRACE WAIT - DO FAST WRITE 

I BLOCK INTERRUPTS FOR SINGLE LOOP 

I GET STATUS FROM THE ADAPTER 

I CHECK FOR VERTICAL RETRACE FIRST 

; DO FAST WRITE NOW IF VERTICAL RETRACE 

J IS HORIZONTAL RETRACE LOW THEN 

I WAIT UNTIL IT IS 

; WAIT FOR EITHER RETRACE HIGH 

} GET STATUS AGAIN 

S IS HORIZONTAL OR VERTICAL RETRACE HIGH 

I WAIT UNTIL EITHER RETRACE ACTIVE 

; GET THE CHARACTER SAVE IN (BP) 

| PUT THE CHARACTER INTO REGEN BUFFER 

J BUMP POINTER PAST ATTRIBUTE 

| AS MANY TIMES AS REQUESTED 

JMP V I DEO_RETURN 

WRITE C CURRENT ENDP 



OR 


BL.BL 


JNZ 


P43 


CLI 




IN 


AL.DX 


TEST 


AL.RVRT 


JNZ 


P43 


TEST 


AL.RHRZ 


JNZ 


P41 


IN 


AL.DX 


TEST 


AL.RVRT+RHRZ 


JZ 


P42 


MOV 


AX.BP 


STOSB 




INC 


DI 


LOOP 


P41 



5-152 VTOEOl 



IBM 


Parae 


na 


Computer 


VIDE01 — 


03/24/86 V 


991 








992 








993 








994 








995 








996 








997 








998 








999 








1000 








1001 








1002 








1003 








1004 








1005 








1006 


03BF 






1007 


03BF 


55 




1008 


03C0 


8B 


EC 


1009 


03C2 


8E 


46 10 


1010 


03C5 


5D 




101 1 


03C6 


98 




1012 


03C7 


8B 


F8 


1013 


03C9 


3C 


04 


1014 


03CB 


73 


73 


1015 








1016 


03CD 


E3 


71 


1017 








1018 


03CF 


8B 


F3 


1019 


03DI 


8A 


DF 


1020 


03D3 


32 


FF 


1021 


03D5 


87 


F3 


1022 


03D7 


Dl 


E6 


1023 


03D9 


FF 


B4 0050 R 


1024 


03DD 


B8 


0200 


1025 


03E0 


CD 


10 


1026 


03E2 






1027 


03E2 


26 


8A 46 00 


1028 


03E6 


45 




1029 








1030 








1031 








1032 


03E7 


3C 


08 


1033 


03E9 


74 


OC 


1034 


03EB 


3C 


OD 


1035 


03ED 


74 


08 


1036 


03EF 


3C 


OA 


1037 


03F1 


74 


04 


1038 


03F3 


3C 


07 


1039 


03F5 


75 


OA 


1040 


03F7 






1041 


03F7 


B4 


OE 


1042 


03F9 


CD 


10 


1043 


03FB 


8B 


94 0050 R 


1044 


03FF 


EB 


2D 


1045 








1046 


0401 






1047 


0401 


51 




1046 


0402 


53 




1049 


0403 


B9 


0001 


1050 


0406 


83 


FF 02 


1051 


0409 


72 


05 


1052 


040B 


26 


8A 5E 00 


1053 


040F 


45 




1054 


0410 






1055 


0410 


B4 


09 


1056 


0412 


CD 


10 


1057 


0414 


5B 




1058 


0415 


59 




1059 


0416 


FE 


C2 


1060 


0418 


3A 


16 004A R 


1061 


041C 


72 


10 


1062 


041E 


FE 


C6 


1063 


0420 


2A 


D2 


1064 


0422 


80 


FE 19 


1065 


0425 


72 


07 


1066 








1067 


0427 


B8 


OEOA 


1068 


042A 


CD 


10 


1069 


042C 


FE 


CE 


1070 


042E 






1071 


042E 


B8 


0200 


1072 


0431 


CD 


10 


1073 


0433 


E2 


AD 


1074 








1075 


0435 


5A 




1076 


0436 


97 




1077 


0437 


A8 


01 


1078 


0439 


75 


05 


1079 


043B 


B8 


0200 


1080 


043E 


CD 


10 


1081 


0440 






1082 


0440 


E9 


01 3D R 


1083 








1084 


0443 







Varalon 2.00 



(AL) a WRITE STRING COMMAND 0-3 

(BH) a DISPLAY PAGE (ACTIVE PAGE) 

(CX) = COUNT OF CHARACTERS TO WRITE, IF (CX) =0 THEN RETURN 

(DX) = CURSOR POSITION FOR START OF STRING WRITE 

(BL) a ATTRIBUTE OF CHARACTER TO WRITE IF (AL) = OR (AL) a 

(BP) a SOURCE STRING OFFSET 

[OE] = SOURCE STRING SEGMENT (FOR USE IN (ES) IN STACK +14) 



NONE 

WRITE STRING 
~ PUSH 
MOV 
MOV 
POP 
CBW 
MOV 
CMP 



JCXZ 

MOV 

MOV 

XOR 

XCHG 

SAL 

PUSH 

MOV 

INT 



BP.SP 
ES,[BP]+14+2 



DI ,AX 
AL.04 
P59 



P59 



I SAVE BUFFER OFFSET (BP) IN STACK 

J GET POINTER TO STACKED REGISTERS 

J RECOVER ENTRY (ES) SEGMENT REGISTER 

I RESTORE BUFFER OFFSET 

t CLEAR (AH) REGISTER 

| SAVE (AL) COMMAND IN (DI) REGISTER 

I TEST FOR INVALID WRITE STRING OPTION 

I IF OPTION INVALID THEN RETURN 

t IF ZERO LENGTH STRING THEN RETURN 



SI.BX < SAVE CURRENT CURSOR PAGE 

BL.BH i MOVE PAGE TO LOW BYTE 

BH.BH ; CLEAR HIGH BYTE 

SI.BX | MOVE OFFSET AND RESTORE PAGE REGISTER 

SI, I | CONVERT TO PAGE OFFSET (Sl= PAGE) 

[SI+OFFSET ©CURSOR POSN] | SAVE CURRENT CURSOR POSITION IN STACK 

AX.0200H | SET NEW CURSOR POSITION 

10H 



TEST FOR SPECIAL CHARACTER'S 

CMP AL.08H 

JE P51 

CMP AL.CR 

JE P51 

CMP AL.LF 

JE P51 

CMP AL.07H 

JNE P52 



MOV 
INT 
MOV 



PUSH 
PUSH 
MOV 
CMP 



MOV 
INT 
POP 
POP 
INC 
CMP 
JB 
INC 
SUB 
CMP 



MOV 
INT 
DEC 



LOOP 

POP 

XCHG 

TEST 

JNZ 

MOV 

INT 



WRITE_STRING 



; IS IT A BACKSPACE 

; BACK SPACE 

I IS IT CARRIAGE RETURN 

; CAR RET 

I IS TT A LINE FEED 

; LINE FEED 

S IS IT A BELL 

I IF NOT THEN DO WRITE CHARACTER 



AH.OEH J TTY_CHARACTER WRITE 

10H J WRITE TTY CHARACTER TO THE CRT 

DX, [SI+OFFSET ©CURSOR POSN] J GET CURRENT CURSOR POSITION 
SHORT P54 ~ | SET CURSOR POSITION AND CONTINUE 



SET CHARACTER WRITE AMOUNT TO ONE 

IS THE ATTRIBUTE IN THE STRING 

IF NOT THEN SKIP 

ELSE GET NEW ATTRIBUTE 

BUMP STRING POINTER 

GOT CHARACTER 
WRITE CHARACTER TO THE CRT 
RESTORE REGISTERS 

INCREMENT COLUMN COUNTER 

IF COLS ARE WITHIN RANGE FOR THIS MODE 

THEN GO TO COLUMNS SET 
BUMP ROW COUNTER BY ONE 
SET COLUMN COUNTER TO ZERO 
IF ROWS ARE LESS THAN 25 THEN 

GO TO ROWS COLUMNS SET 



DL.DL 
DH.25 
P54 



DX 

AX.DI 

AL.01H 

P59 

AX.0200H 

10H 

VIDEO RETURN 



ROW COLUMNS SET 
SET FlEW CURSSR POSITION COMMAND 
ESTABLISH NEW CURSOR POSITION 
DO IT ONCE MORE UNTIL (CX) a ZERO 

RESTORE OLD CURSOR COORDINATES 
RECOVER WRITE STRING COMMAND 
IF CURSOR WAS NOT TO BE MOVED THEN 
THEN EXIT WITHOUT RESETTING OLD VALUE I 
ELSE RESTORE OLD CURSOR POSITION 
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1085 






1086 






1087 






1088 






1089 






1090 






1091 






1092 






1093 






1094 






1095 






1096 






1097 






1098 






1099 






MOO 






1101 






1102 






1103 


0443 




1 104 


0443 


E8 0477 R 


1105 


0446 


26 t 8A 04 


1 106 


0449 


22 C4 


1107 


044B 


D2 EO 


1108 


044D 


8A CE 


1109 


044F D2 CO 


1 1 to 


0451 


E9 01 3D R 


11 11 


0454 




It 12 






1 I 13 


0454 




It 14 


0454 


50 


11 15 


0455 


50 


1 t 16 


0456 


E8 0477 R 


It 17 


0459 


D2 E8 


1 1 18 


045B 


22 C4 


1 t 19 


045D 


26 * 8A OC 


1 120 


0460 


5B 


1121 


0461 


F6 C3 80 


1122 


0464 


75 OD 


1123 


0466 


F6 D4 


1124 


0468 


22 CC 


1125 


046A 


OA CI 


1126 


046C 




1127 


046C 


26 t 88 04 


1128 


046F 


58 


1129 


0470 


E9 01 3D R 


1130 


0473 




1131 


0473 


32 CI 


1132 


0475 


EB F5 


1 133 


0477 




1134 






It 35 






It36 






1137 






ii3S 






1139 






1 140 






1141 






1142 






It43 






1 144 






1 145 






1146 






1147 


0477 




1148 






1 149 






1150 






1151 






1152 


0477 


96 


1153 


0478 


BO 28 


1154 


047A 


F6 E2 


1155 


047C 


A8 08 


1156 


047E 


74 03 


1157 


0480 


05 IFD8 


1158 


0483 




1159 


0483 


96 


1160 


0484 


8B Dl 


1161 






1162 






1163 






1164 






1165 






1166 






1167 






1168 






1169 






1170 


0486 


BB 02C0 


1171 


0489 


B9 0302 


1172 


048C 


80 3E 0049 R 06 


1173 


0491 


72 06 


1174 


0493 


BB 0180 


1175 


0496 


B9 0703 


1176 






1177 






1178 


0499 




1179 


0499 


22 EA 


1180 






1181 






1182 






1183 


049B 


D3 EA 


1 184 


049D 


03 F2 


1185 


049F 


8A F7 


1186 






1187 






1188 






1189 


04AI 


2A C9 


1190 


04A3 




1 191 


04A3 


DO C8 


1192 


04A5 


02 CD 


1193 


04A7 


FE CF 


1194 


04A9 


75 F8 


1 195 


04AB 


8A E3 


1196 


04AD 


D2 EC 


1197 


04AF 


C3 


1198 


04B0 





READ DOT — WRITE DOT 

THESE ROUTINES WILL WRITE A DOT, OR READ THE 

DOT AT THE INDICATED LOCATION 
ENTRY — 

DX = ROW (0-199) (THE ACTUAL VALUE DEPENDS ON THE MODE) 
CX ■ COLUMN ( 0-639) ( THE VALUES ARE NOT RANGE CHECKED ) 
AL = DOT VALUE TO WRITE (1,2 OR 4 BITS DEPENDING ON MODE, 
REQUIRED FOR WRITE DOT ONLY, RIGHT JUSTIFIED) 
BIT 7 OF AL a 1 INDICATES XOR THE VALUE INTO THE LOCATION 
DS * DATA SEGMENT 
ES = REGEN SEGMENT 

EXIT 

AL = DOT VALUE READ, RIGHT JUSTIFIED, READ ONLY 



ASSUME DSt DATA, ESt DATA 



READ_ 


DOT 


PROC NEAR 




CALL 


R3 




MOV 


AL,ES|[SI] 




AND 


AL.AH 




SHL 


AL.CL 




MOV 


CL.DH 




ROL 


AL.CL 




JMP 


VIDEO RETURN 


READ_ 


DOT 


ENDP ~ 


WRITE 


DOT 


PROC NEAR 




~ PUSH 


AX 




PUSH 


AX 




CALL 


R3 




SHR 


AL.CL 




AND 


AL.AH 




MOV 


CL,ESt[SI] 




POP 


BX 




TEST 


BL.80H 




JNZ 


R2 




NOT 


AH 




AND 


CL.AH 




OR 


AL.CL 


Rll 








MOV 


ESl[SI],AL 




POP 


AX 




JMP 


VIDEO_RETURN 


R2l 








XOR 


AL.CL 




JMP 


R1 


WRITE 


DOT 


ENDP 



I DETERMINE BYTE POSITION OF DOT 

; GET THE BYTE 

I MASK OFF THE OTHER BITS IN THE BYTE 

J LEFT JUSTIFY THE VALUE 

I GET NUMBER OF BITS IN RESULT 

J RIGHT JUSTIFY THE RESULT 

| RETURN FROM VIDEO I/O 



J SAVE DOT VALUE 

I TWICE 

| DETERMINE BYTE POSITION OF THE DOT 

t SHIFT TO SET UP THE BITS FOR OUTPUT 

I STRIP OFF THE OTHER BITS 

I GET THE CURRENT BYTE 

I RECOVER XOR FLAG 

; IS IT ON 

I YES, XOR THE DOT 

| SET MASK TO REMOVE THE INDICATED BITS 

t OR IN THE NEW VALUE OF THOSE BITS 

I FINISH DOT 

j RESTORE THE BYTE IN MEMORY 

j RETURN FROM VIDEO I/O 

| XOR DOT 

I EXCLUSIVE OR THE DOTS 

j FINISH UP THE WRITING 



| THIS SUBROUTINE DETERMINES THE REGEN BYTE LOCATION OF THE 
I INDICATED ROW COLUMN VALUE IN GRAPHICS MODE. 
I ENTRY — 



R3 



CX = COLUMN VALUE (0-639) 
EXIT — 
SI = OFFSET INTO REGEN BUFFER FOR BYTE OF INTEREST 
AH = MASK TO STRIP OFF THE BITS OF INTEREST 
CL s BITS TO SHIFT TO RIGHT JUSTIFY THE MASK IN AH 
DH = * BITS IN RESULT 
BX = MODIFIED 

PROC NEAR 

DETERMINE 1ST BYTE IN INDICATED ROW BY MULTIPLYING ROW VALUE BY 40 
( LOW BIT OF ROW DETERMINES EVEN/ODD, 80 BYTES/ROW ) 

} WILL SAVE AL AND AH DURING OPERATION 

; AXs ADDRESS OF START OF INDICATED ROW 

} TEST FOR EVEN /ODD ROW CALCULATED 

I JUMP IF EVEN ROW 

J OFFSET TO LOCATION OF ODD ROWS ADJUST 

I EVEN_ROW 

; MOVE POINTER TO (SI) AND RECOVER (AX) 

I COLUMN VALUE TO DX 



XCHG 


SI ,AX 


MOV 


AL.40 


MUL 


DL 


TEST 


AL.008H 


JZ 


R4 


ADD 


AX.2000H-40 


XCHG 


SI, AX 


MOV 


DX.CX 



DETERMINE GRAPHICS MODE CURRENTLY IN EFFECT 



| SET UP THE REGISTERS ACCORDING TO THE MODE 

I CH = MASK FOR LOW OF COLUMN ADDRESS ( 7/3 FOR HIGH /MED RES ) 

j CL a # OF ADDRESS BITS IN COLUMN VALUE ( 3/2 FOR H/M ) 

j BL » MASK TO SELECT BITS FROM POINTED BYTE ( 80H/C0H FOR H/M ) 

t BH x NUMBER OF VALID BITS IN POINTED BYTE ( 1/2 FOR H/M ) 



; SET PARMS FOR MED RES 

; HANDLE IF MED RES 

I SET PARMS FOR HIGH RES 

DETERMINE BIT OFFSET IN BYTE FROM COLUMN MASK 

AND CH.DL | ADDRESS OF PEL WITHIN BYTE TO CH 

DETERMINE BYTE OFFSET FOR THIS LOCATION IN COLUMN 



MOV 


BX.2C0H 


MOV 


CX.302H 


CMP 


©CRT MODE, 6 


JC 


R5 


MOV 


BX.I80H 


MOV 


CX.703H 



SHR 
ADD 
MOV 



DX.CL 
SI.DX 
DH.BH 



SHIFT BY CORRECT AMOUNT 

INCREMENT THE POINTER 

GET THE # OF BITS IN RESULT TO DH 



MULTIPLY BH (VALID BITS IN BYTE) BY CH (BIT OFFSET) 

SUB CL.CL | ZERO INTO STORAGE LOCATION 

; LEFT JUSTIFY VALUE IN AL (FOR WRITE) 

| ADD IN THE BIT OFFSET VALUE 

I LOOP CONTROL 

; ON EXIT, CL HAS COUNT TO RESTORE BITS 

I GET MASK TO AH 

S MOVE THE MASK TO CORRECT LOCATION 

j RETURN WITH EVERYTHING SET UP 



ROR 


AL.1 


ADD 


CL.CH 


DEC 


BH 


JNZ 


R6 


MOV 


AH.BL 


SHR 


AH.CL 


RET 




ENDP 
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8A 
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E8 
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F8 
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D1 
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81 
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DO 


E6 
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DO 


E6 
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80 
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04C8 


73 


04 
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1236 


04CA 


DO 


E2 


1237 


04CC 


D1 


E7 


1238 








1239 








1240 


04CE 






1241 


04CE 


06 




1242 


04CF 


IF 




1243 


04D0 


2A 


ED 


1244 


04D2 


DO 


E3 


1245 


04D4 


DO 


E3 


1246 


04D6 


74 


2B 


1247 


04D8 


BO 


50 


1248 


04DA 


F6 


E3 


1249 


04DC 


8B 


F7 


1250 


04DE 


03 


FO 


1251 


04E0 


8A 


E6 


1252 


04E2 


2A 


E3 


1253 








1254 








1255 


04E4 






1256 


04E4 


E8 


0564 R 


1257 


04E7 


81 


EE 1FB0 


1258 


04EB 


81 


EF 1FB0 


1259 


04EF 


FE 


CC 


1260 


04FI 


75 


F1 


1261 








1262 








1263 


04F3 






1264 


04F3 


8A 


C7 


1265 


04FS 






1266 


04F5 


E8 


057D R 


1267 


04F8 


81 


EF IFBO 


1268 


04FC 


FE 


CB 


1269 


04FE 


75 


F5 


1270 


0500 


E9 


01 3D R 


1271 








1272 


0503 






1273 


0503 


8A 


DE 


1274 


0505 


EB 


EC 


1275 


0507 






1276 








1277 








1278 








1279 








1280 








1281 








1282 








1283 








1284 








1285 








1286 








1287 








1288 








1289 








1290 








1291 


0507 






1292 


0507 


FD 




1293 


0508 


8A 


D8 


1294 


050A 


8B 


C2 


1295 








1296 








1297 








1298 








1299 


050C 


E8 


06F0 R 


1300 


050F 


8B 


F8 


1301 








1302 








1303 








1304 


051 1 


2B 


Dl 


1305 


0513 


81 


C2 0101 


1306 


0517 


DO 


E6 


1307 


0519 


DO 


E6 


1308 








1309 








1310 








1311 


051B 


80 


3E 0049 R 06 


1312 


0520 


73 


05 



, 

I SCROLL UP 

t THIS ROUTINE SCROLLS UP THE INFORMATION ON THE CRT 

I ENTRY — 

J CH.CL ■ UPPER LEFT CORNER OF REGION TO SCROLL 

t DH.DL > LOWER RIGHT CORNER OF REGION TO SCROLL 

I BOTH OF THE ABOVE ARE IN CHARACTER POSITIONS 

t BH > FILL VALUE FOR BLANKED LINES 

I AL ■ * LINES TO SCROLL (AL«0 MEANS BLANK THE ENTIRE FIELD) 

I DS > DATA SEGMENT 

I ES > REGEN SEGMENT 

I EXIT — 

t NOTHING, THE SCREEN IS SCROLLED 



GRAPHICS UP 

Rov 

MOV 



PROC 



NEAR 



GRAPH POSN 
DI,AX~ 



DETERMINE SIZE OF WINDOW 



DX.CX 
DX , 1 1 H 
DH, 1 



INTO AX REG 



j SAVE RESULT AS DESTINATION ADDRESS 



ADJUST VALUES 

MULTIPLY ROWS BY 4 AT 8 VERT DOTS /CHAR 
AND EVEN /ODD ROWS 



SUB 
ADD 
SAL 
SAL 

DETERMINE CRT MODE 

CMP OCRT MODE, 6 
JNC R7 " 

MEDIUM RES UP 
SAL DL.1 
SAL DI.1 

determine the source address in the buffer 

find source 

get Segments both pointing to regen 



IF ZERO, THEN BLANK ENTIRE FIELD 

80 BYTES/ROW 

DETERMINE OFFSET TO SOURCE 

SET UP SOURCE 

ADD IN OFFSET TO IT 
NUMBER OF ROWS IN FIELD 
DETERMINE NUMBER TO MOVE 





SUB 


CH.CH 




SAL 


BL.1 




SAL 


BL, 1 




JZ 


R1 1 




MOV 


AL.80 




MUL 


BL 




MOV 


Sl.DI 




ADD 


SI, AX 




MOV 


AH.DH 




SUB 


AH.BL 


1 


LOOP 


THROUGH, MOVING 


R8t 








CALL 


R17 




SUB 


SI.2000H-80 




SUB 


DI.2000H-S0 




DEC 


AH 




JNZ 


R8 


I 


FILL 


IN THE VACATED L 


R9t 








MOV 


AL.BH 


RIO! 








CALL 


RIB 




SUB 


Dl .2000H-80 




DEC 


BL 




JNZ 


RIO 




JMP 


V 1 DEO_RETURN 


Rill 








MOV 


BL.DH 




JMP 


R9 


GRAPHICS UP 


ENDP 



TIME, BOTH EVEN AND ODD FIELDS 
ROW LOOP 
MOVE ONE ROW 
MOVE TO NEXT ROW 



CLEAR THAT ROW 
POINT TO NEXT LINE 
NUMBER OF LINES TO FILL 
CLEAR LOOP 
EVERYTHING DONE 

BLANK FIELD 

SET BtlANK COUNT TO EVERYTHING IN FIELD 

CLEAR THE FIELD 



SCROLL DOWN 

THIS ROUTINE SCROLLS DOWN THE INFORMATION ON THE CRT 
ENTRY -- 

CH.CL = UPPER LEFT CORNER OF REGION TO SCROLL 

DH.DL = LOWER RIGHT CORNER OF REGION TO SCROLL 
BOTH OF THE ABOVE ARE IN CHARACTER POSITIONS 

BH = FILL VALUE FOR BLANKED LINES 

AL = # LINES TO SCROLL (ALsO MEANS BLANK THE ENTIRE FIELD) 

DS = DATA SEGMENT 

ES = REGEN SEGMENT 
EXIT — 

NOTHING, THE SCREEN IS SCROLLED 



DETERMINE SIZE OF WINDOW 



SUB 
ADD 
SAL 
SAL 



DX.CX 
DX.101H 
DH.1 
DH.1 



{ SET DIRECTION 

J SAVE LINE COUNT IN BL 

J GET LOWER RIGHT POSITION INTO AX REG 



I SAVE RESULT AS DESTINATION ADDRESS 



; ADJUST VALUES 

1 MULTIPLY ROWS BY 4 AT 8 VERT DOTS /CHAR 

I AND EVEN /ODD ROWS 



DETERMINE CRT MODE 
CMP OCRT MODE, 6 
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1315 


0522 


00 


E2 


1316 


0524 


Dt 


E7 


1317 


0526 


47 




1316 








1319 








1320 








1321 


0527 






1322 


0527 


06 




1323 


0528 


IF 




1324 


0529 


2A 


ED 


1325 


052B 


81 


C7 OOFO 


1326 


052F 


DO 


E3 


1327 


0531 


DO 


E3 


1328 


0533 


74 


2B 


1329 


0535 


BO 


50 


1330 


0537 


F6 


E3 


1331 


0539 


8B 


F7 


1332 


053B 


2B 


FO 


1333 


053D 


8A 


E6 


1334 


053F 


2A 


E3 


1335 








1336 








1337 








1338 


0541 






1339 


0541 


E8 


0564 R 


1340 


0544 


81 


EE 2050 


1341 


0548 


81 


EF 2050 


1342 


054C 


FE 


CC 


1343 


054E 


75 


F1 


1344 








1345 








1346 


0550 






1347 


0550 


8A 


C7 


1348 


0552 






1349 


0552 


E8 


057D R 


1350 


0555 


81 


EF 2050 


1351 


0559 


FE 


CB 


1352 


055B 


75 


F5 


1353 








1354 


055D 


E9 


01 3D R 


1355 








1356 


0560 






1357 


0560 


8A 


DE 


1358 


0562 


EB 


EC 


1359 


0564 






1360 








1361 








1362 








1363 


0564 






1364 


0564 


8A 


CA 


1365 


0566 


56 




















1367 


0568 


F3 


A4 


1368 


056A 


5F 




(369 


056B 


5E 




1370 


056C 


81 


C6 2000 


1371 


0570 


81 


C7 2000 


1372 


0574 


56 




1373 


0575 


57 




1374 


0576 


8A 


CA 


1375 


0578 


F3 


A4 


1376 


057A 


5F 




1377 


057B 


5E 




1378 


057C 


C3 




1379 


057D 






1380 








1381 








1382 








1383 


057D 






1384 


057D 


8A 


CA 


1385 


057F 


57 




1386 


0580 


F3 


AA 


1387 


0582 


5F 




1388 


0583 


81 


C7 2000 


1389 


0587 


57 




1390 


0588 


8A 


CA 


1391 


058A F3 


AA 


1392 


058C 


5F 




1393 


058D 


C3 




1394 


058E 






1395 








1396 








1397 








1398 








1399 








1400 








1401 








1402 








1403 








1404 








1405 








1406 








1407 








1408 








1409 








1410 








1411 








(412 








1413 








1414 








1415 








1416 








1417 








1418 








1419 








1420 








1421 








1422 








1423 








1424 








1425 








1426 









MEDIUM RES DOWN 
SAL DL.I 
SAL DI , I 
INC DI 



I # COLUMNS • 2, SINCE 2 BYTES /CHAR 
J OFFSET »2 SINCE 2 BYTES /CHAR 
| POINT TO LAST BYTE 



DETERMINE THE SOURCE ADDRESS IN THE BUFFER 



SUB 

ADD 

SAL 

SAL 

JZ 

MOV 

MUL 

MOV 

SUB 

MOV 



SI.DI 
SI, AX 
AH.DH 
AH.BL 



I ZERO TO HIGH OF COUNT REGISTER 
J POINT TO LAST ROW OF PIXELS 
I MULTIPLY NUMBER OF LINES BY 4 

I IF ZERO, THEN BLANK ENTIRE FIELD 

t 80 BYTES /ROW 

I DETERMINE OFFSET TO SOURCE 

I SET UP SOURCE 

| SUBTRACT THE OFFSET 

I NUMBER OF ROWS IN FIELD 

t DETERMINE NUMBER TO MOVE 



LOOP THROUGH, MOVING ONE ROW AT A TIME, BOTH EVEN AND ODD FIELDS 



CALL 

SUB 

SUB 

DEC 

JNZ 



R17 

SI.2000H+80 

DI.2000H+80 



R14i 
R15i 



R13 
FILL IN THE VACATED LINE(S) 



CALL 
SUB 
DEC 
JNZ 



MOV 

JMP 

IICS DOWN 



RI5 

VIDEO RETURN 



; ROW LOOP DOWN 

I MOVE ONE~ROW 

| MOVE TO NEXT ROW 



I CLEAR ENTRY DOWN 

I ATTRIBUTE TO" FILL WITH 

; CLEAR LOOP DOWN 

J CLEAR~A ROW 

t POINT TO NEXT LINE 

I NUMBER OF LINES TO FILL 

| CLEAR_LOOP_DOWN 

; EVERYTHING DONE 

t BLANK FIELD DOWN 

j SET BCANK C5UNT TO EVERYTHING IN FIELD 

J CLEAR THE FIELD 



ROUTINE TO MOVE ONE ROW OF INFORMATION 



PROC 
MOV 
PUSH 
PUSH 



POP 

ADD 

ADD 

PUSH 

PUSH 

MOV 



CLEAR A SINGLE ROW 



PROC 

MOV 

PUSH 

REP 

POP 

ADD 

PUSH 

MOV 



STOSB 

DI 

DI.2000H 



I NUMBER OF BYTES IN THE ROW 



; POINT TO THE ODD FIELD 

| SAVE THE POINTERS 

j COUNT BACK 

J MOVE THE ODD FIELD 



I NUMBER OF BYTES IN F 

J SAVE POINTER 

I STORE THE NEW VALUE 

I POINTER BACK 

I POINT TO ODD FIELD 



I FILL THE ODD FIELD 
j RETURN TO CALLER 



GRAPHICS WRITE 

THIS ROUTINE WRITES THE ASCII CHARACTER TO THE CURRENT 

POSITION ON THE SCREEN. 
ENTRY — 

AL > CHARACTER TO WRITE 

BL = COLOR ATTRIBUTE TO BE USED FOR FOREGROUND COLOR 

IF BIT 7 IS SET, THE CHAR IS XOR'D INTO THE REGEN BUFFER 
(0 IS USED FOR THE BACKGROUND COLOR) 

CX = NUMBER OF CHARS TO WRITE 

DS s DATA SEGMENT 

ES = REGEN SEGMENT 
EXIT — 

NOTHING IS RETURNED 

GRAPHICS READ 

THIS ROUTINE READS THE ASCII CHARACTER AT THE CURRENT CURSOR 
POSITION ON THE SCREEN BY MATCHING THE DOTS ON THE SCREEN TO THE 
CHARACTER GENERATOR CODE POINTS 
ENTRY — 

NONE (0 IS ASSUMED AS THE BACKGROUND COLOR) 
EXIT — 
AL s CHARACTER READ AT THAT POSITION (0 RETURNED IF NONE FOUND) 

FOR BOTH ROUTINES, THE IMAGES USED TO FORM CHARS ARE CONTAINED IN ROM 
FOR THE 1ST 128 CHARS. TO ACCESS CHARS IN THE SECOND HALF, THE USER 
MUST INITIALIZE THE VECTOR AT INTERRUPT 1FH (LOCATION 000 7CH) TO 
POINT TO THE USER SUPPLIED TABLE OF GRAPHIC IMAGES (8X8 BOXES). 
FAILURE TO DO SO WILL CAUSE IN STRANGE RESULTS 
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1427 








1428 


058E 






1429 


058E 


B4 00 




1430 


0590 


50 




1431 








1432 








1433 








1434 


0591 


E8 06ED R 




1435 


0594 


8B F8 




1436 








1437 








1438 








1439 


0596 


58 




1440 


0597 


3C 80 




1441 


0599 


73 06 




1442 








1443 








1444 








1445 


059B 


BE 0000 E 




1446 


059E 


OE 




1447 


059F 


EB 18 




1448 








1449 








1450 








1451 


05AI 






1452 


05A1 


2C 80 




1453 


05A3 


IE 




1454 


05A4 


2B F6 




1455 


05A6 


8E DE 




1456 








1457 


05A8 


C5 36 007C 


R 


1458 


05AC 


8C DA 




1459 








1460 


05AE 


IF 




1461 


05AF 


52 




1462 


05B0 


OB D6 




1463 


05B2 


75 05 




1464 








1465 


05B4 


58 




1466 


05B5 


BE 0000 E 




1467 


05B8 


OE 




1468 








1469 








1470 








1471 


05B9 






1472 


05B9 


D1 EO 




1473 


OSBB 


Dt EO 




1474 


05BD 


D1 EO 




1475 


05BF 


03 FO 




1476 


05C1 


80 3E 0049 


R 06 


1477 


05C6 


IF 




1478 


05C7 


72 2C 




1479 








1480 








1481 








1482 


05C9 






1483 


05C9 


57 




1484 


05CA 


56 




1485 


05CB 


B6 04 




1486 


05CD 






1487 


05CD 


AC 




1488 


OSCE 


F6 C3 80 




1489 


05D1 


75 16 




1490 


05D3 


AA 




1491 


05D4 


AC 




1492 


05D5 






1493 


05D5 


261 88 85 


1FFF 


1494 


05DA 


83 C7 4F 




1495 


05DO 


FE CE 




1496 


05DF 


75 EC 




1497 


05E1 


5E 




1498 


05E2 


5F 




1499 


05E3 


47 




1500 


05E4 


E2 E3 




1501 


05E6 


E9 01 3D R 




1502 








1503 


05E9 






1504 


05E9 


261 32 05 




1505 


05EC 


AA 




1506 


05ED 


AC 




1507 


05EE 


261 32 85 


1FFF 


1508 


05F3 


EB EO 




1509 








1510 








151 1 


05F5 






1512 


05F5 


8A D3 




1513 


05F7 


D1 E7 




1514 








1515 


05F9 


80 E3 03 




1516 


05FC 


BO 55 




1517 


05FE 


F6 E3 




1518 


0600 


8A D8 




1519 


0602 


8A F8 




1520 


0604 






1521 


0604 


57 




1522 


0605 


56 




1523 


0606 


B6 04 




1524 


0608 






1525 


0608 


AC 




1526 


0609 


E8 06C4 R 




1527 


060C 


23 C3 




1528 


060E 


86 EO 




1529 


0610 


F6 C2 80 




1530 


0613 


74 03 




1531 


0615 


26 i 33 05 




1532 


0618 






1533 


0618 


26 t 89 05 




1534 


061B 


AC 




1535 


06 1C 


E8 06C4 R 




1536 


061F 


23 C3 




1537 


0621 


86 EO 




1538 


0623 


F6 C2 80 




1539 


0626 


74 05 




1540 


0628 


26: 33 85 


2000 



ASSUME DSt DATA, ESt DATA 

IICS WRITE PROC NEAR 

ROV AH.O 

PUSH AX 

- DETERMINE POSITION IN REGEN BUFFER TO PUT CODE POINTS 



DETERMINE REGION TO GET CODE POINTS FROM 

POP AX 
CMP AL.80H 



J RECOVER CODE POINT 
I IS IT IN SECOND HALF 
J YES 



IMAGE IS IN FIRST HALF, CONTAINED IN ROM 

MOV SI, OFFSET CRT CHAR GEN | OFFSET OF IMAGES 
PUSH CS | SAVE SEGMENT ON STACK 

JMP SHORT S2 J DETERMINE_MODE 

IMAGE IS IN SECOND HALF, IN USER MEMORY 

} EXTEND CHAR 

J ZERO ORIGIN FOR SECOND HALF 

I SAVE DATA POINTER 

J ESTABLISH VECTOR ADDRESSING 



SUB 


AL.80H 


PUSH 


DS 


SUB 


SI, SI 


MOV 


DS.SI 


ASSUME 


DStABSO 


LDS 


SI.OEXT PTR 


MOV 


DX.DS ~ 


ASSUME 


DS:DATA 


POP 


DS 


PUSH 


DX 



MOV SI, OFFSET CRT CHAR GEN 
PUSH CS 

DETERMINE GRAPHICS MODE IN OPERATION 



I RECOVER DATA SEGMENT 
I SAVE TABLE SEGMENT ON STACK 
I CHECK FOR VALID TABLE DEFINED 
; CONTINUE IF DSt SI NOT 0000 : 0000 

J ELSE SET (AX) = 0000 FOR "NULL" 
I POINT TO DEFAULT TABLE OFFSET 
S IN THE CODE SEGMENT 



SAL 


AX, 1 


SAL 


AX,1 


SAL 


AX.1 


ADD 


SI, AX 


CMP 


•CRT MODE, 6 



HIGH RESOLUTION MODE 



PUSH 


DI 


PUSH 


SI 


MOV 


DH.4 


LODSB 




TEST 


BL.80H 


JNZ 


S6 


STOSB 




LODSB 




MOV 


ESt[DI+2000H-1],AL 


ADD 


DI.79 


DEC 


DH 


JNZ 


S4 


POP 


SI 


POP 


DI 


INC 


DI 


LOOP 


S3 


JMP 


VIDEO_RETURN 


XOR 


AL,ESl[DI] 


STOSB 




LODSB 




XOR 


AL,EStlDI+2000H-l] 


JMP 


S5 


MEDIUM 


RESOLUTION WRITE 


MOV 


DL.BL 


SAL 


01,1 


AND 


BL,3 


MOV 


AL.055H 


MUL 


BL 


MOV 


BL.AL 


MOV 


BH.AL 


PUSH 


DI 


PUSH 


SI 


MOV 


DH,4 


LODSB 




CALL 


S21 


AND 


AX.BX 


XCHG 


AH.AL 


TEST 


DL.80H 


JZ 


S10 


XOR 


AX,ESi[DI] 


MOV 


ESl[DI],AX 


LODSB 




CALL 


S21 


AND 


AX.BX 


XCHG 


AH.AL 


TEST 


DL.80H 


JZ 


SI 1 


XOR 


AX,ESl[DI+2000H] 



J SI HAS OFFSET OF DESIRED CODES 



5 RECOVER TABLE POINTER SEGMENT 
| TEST FOR MEDIUM RESOLUTION MODE 



i HIGH CHAR 

; SAVE~REGEN POINTER 

; SAVE CODE POINTER 

; NUMBER OF TIMES THROUGH LOOP 

} GET BYTE FROM CODE POINTS 
1 SHOULD WE USE THE FUNCTION 
| TO PUT CHAR IN 
I STORE IN REGEN BUFFER 



I STORE IN SECOND HALF 

i MOVE TO NEXT ROW IN REGEN 

I DONE WITH LOOP 



RECOVER REGEN POINTER 
POINT TO NEXT CHAR POSITION 
MORE CHARS TO WRITE 



{ EXCLUSIVE OR WITH CURRENT 
I STORE THE CODE POINT 
I AGAIN FOR ODD FIELD 

J BACK TO MAINSTREAM 



{ MED_RES WRITE 

I SAVE HIGH COLOR BIT 

J 0FFSET*2 SINCE 2 BYTES/CHAR 

J EXPAND BL TO FULL WORD OF COLOR 

J ISOLATE THE COLOR BITS ( LOW 2 BITS ) 

j GET BIT CONVERSION MULTIPLIER 

| EXPAND 2 COLOR BITS TO 4 REPLICATIONS 

I PLACE BACK IN WORK REGISTER 

; EXPAND TO 8 REPLICATIONS OF COLOR BITS! 

t MED CHAR 

| SAVE~REGEN POINTER 

| SAVE THE CODE POINTER 

i NUMBER OF LOOPS 

J GET CODE POINT 

; DOUBLE UP ALL THE BITS 

j CONVERT TO FOREGROUND COLOR ( BACK ) I 

J SWAP HIGH /LOW BYTES FOR WORD MOVE 

I IS THIS XOR FUNCTION 

I NO, STORE IT IN AS IT IS 

; DO FUNCTION WITH LOW/HIGH 

SECOND LOW 



; CONVERT TO COLOR 

j SWAP HIGH /LOW BYTES FOR WORD MOVE 

i AGAIN, IS THIS XOR FUNCTION 

| NO, JUST STORE THE VALUES 

| FUNCTION WITH FIRST HALF LOW 
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IS4t 
1542 
1543 
1544 
1545 
1546 
1547 
1548 
1549 
1550 
1551 
1552 
1553 
1554 
1555 
1556 
1557 
1558 
1559 
1560 
1561 
1562 
(563 
1564 
1565 
1566 
1567 
1568 
1569 
1570 
1571 
1572 
1573 
1574 
1575 
1576 
1577 
1578 
1579 
1580 
1581 
1582 
1583 
1584 
1585 
1586 
1587 
1588 
1589 
1590 
1591 
1592 
1593 
1594 
1595 
1596 
1597 
1598 
(599 
1600 
1601 
1602 
1603 
1604 
1605 
(606 
1607 
1608 
1609 
1610 
1611 
1612 
1613 
1614 
1615 
1616 
(6(7 
16(8 
1619 
1620 
1621 
(622 
1623 
1624 
(625 
(626 
1627 
1628 
1629 
1630 
1631 
1632 
1633 
1634 
1635 
1636 
1637 
(638 
(639 
(640 



1645 
(646 
1647 
1648 
1649 
1650 
1651 
1652 
1653 
1654 



062D 

062D 261 89 85 2000 

0632 83 C7 50 

0635 FE CE 

0637 75 CF 

0639 5E 

063A 5F 

063B 47 

063C 47 

0630 E2 C5 

063F E9 01 3D R 

0642 



0642 

0642 E8 06EO R 
0645 8B F0 
0647 83 EC 08 
064A 8B EC 



064C 80 3E 0049 R 06 

0651 06 

0652 IF 

0653 72 19 



0655 B6 04 

0657 

0657 8A 04 

0659 88 46 00 

065C 45 

0650 8A 84 2000 

0661 88 46 00 

0664 45 

0665 83 C6 50 
0668 FE CE 
066A 75 EB 
066C EB (6 



066E D1 E6 

0670 B6 04 

0672 

0672 E8 06D3 R 

0675 81 C6 1FFE 

0679 E8 06D3 R 
067C 81 EE 1FB2 

0680 FE CE 
0682 75 EE 



MOV 
ADO 
DEC 
JNZ 



INC 
INC 
LOOP 



GRAPHICS WRITE ENDP ~ 
, 

I GRAPHICS READ 

, 

GRAPHICS READ PROC 

Call S26 

HOV SI, AX 
SUB SP,8 
MOV BP.SP 



I KEEP GOING 

I RECOVER CODE POINTER 

I RECOVER REGEN POINTER 

j POINT TO NEXT CHAR POSITION 

J MORE TO WRITE 



I CONVERTED TO OFFSET IN REGEN 

I SAVE IN SI 

I ALLOCATE SPACE FOR THE READ CODE POINT 

I POINTER TO SAVE AREA 



t~ 



OETERMINE GRAPHICS MODES 
CMP »CRT MODE ,6 
PUSH ES ~ 



HIGH RESOLUTION READ 

GET VALUES FROM REGEN BUFFER AND CONVERT TO CODE POINT 

MOV DH,4 j NUMBER OF PASSES 

I GET FIRST BYTE 

I SAVE IN STORAGE AREA 

I NEXT LOCATION 

t GET LOWER REGION BYTE 

I ADJUST AND STORE 



63 ED 08 

8B F5 
BO 00 



0684 
0684 
0687 
0688 
0689 
068C 
068E 
0690 
0690 
0691 
0692 
0695 
0695 
0696 
0697 
069A 
069C 
0690 
069E 
06A0 
06A2 
06A5 
06A6 



06A8 3C 00 
06AA 74 12 
06AC 2B CO 
06AE 8E D8 

06B0 C4 3E 007C R 
06B4 8C CO 
06B6 OB C7 
06B8 74 04 
06BA BO 80 
06BC EB 02 



06BE 83 C4 08 
06C1 E9 01 3D R 
06C4 



06C4 
06C4 51 
06C5 B9 0008 
06C8 

06C8 DO C8 
06CA D1 DD 
06CC D1 FD 
06CE E2 F8 
06D0 95 
06D1 59 
06D2 C3 
06D3 





MOV 


AL,[SI] 




MOV 


[BPj.AL 




INC 


BP 




MOV 


AL,[SI+2000H] 




MOV 


[BP],AL 




INC 


BP 




ADD 


SI, 80 




DEC 


DH 




JNZ 


SI2 




JMP 


SHORT SI 5 


I 


■ MEDIUM 


RESOLUTION READ 


SI3: 


SAL 


SI.1 




MOV 


DH.4 


S14i 








CALL 


S23 




ADD 


SI.2000H-2 




CALL 


S23 




SUB 


SI.2000H-80+2 




DEC 


DH 




JNZ 


S14 


t 


■ SAVE AREA HAS CHARACTFF 


SlSt 








MOV 


Dl, OFFSET CRT ( 




PUSH 


CS 




POP 


ES 




SUB 


BP.8 




MOV 


SI.BP 




MOV 


AL.O 


S16i 








PUSH 


SS 




POP 


DS 




MOV 


DX.128 


S17| 








PUSH 


SI 




PUSH 


Dl 




MOV 


CX,4 




REPE 


CMPSW 




POP 


Dl 




POP 


SI 




JZ 


S18 




INC 


AL 




ADD 


DI.6 




DEC 


DX 




JNZ 


SI7 


1 


■ CHAR NOT MATCHED, MIGH1 




CMP 


AL.O 




JE 


S18 




SUB 


AX, AX 




MOV 


DS.AX 




ASSUME 


DSlABSO 




LES 


DI,»EXT PTR 




MOV 


AX.ES ~ 




OR 


AX.DI 




JZ 


S18 




MOV 


AL.I28 




JMP 


SI6 




ASSUME 


DStDATA 



I POINTER INTO REGEN 

; LOOP CONTROL 

I DO IT SOME MORE 

I GO MATCH THE SAVED CODE POINTS 



J GET BYTES FROM REGEN INTO SINGLE SAVE 

I GO TO LOWER REGION 

I GET THIS PAIR INTO SAVE 

I ADJUST POINTER BACK INTO UPPER 

; KEEP GOING UNTIL ALL 8 DONE 



MATrW I T 

V FIND CHAR 
I ! ESTABLISH ADDRESSING 



I CURRENT CODE POINT BEING MATCHED 

I ESTABLISH ADDRESSING TO STACK 
t FOR THE STRING COMPARE 
TO TEST AGAINST 



J SAVE SAVE AREA POINTER 

t SAVE CODE POINTER 

I NUMBER OF WORDS TO MATCH 

I COMPARE THE 8 BYTES AS WORDS 

I RECOVER THE POINTERS 

I IF ZERO FLAG SET, THEN MATCH OCCURRED 

1 NO MATCH, MOVE ON TO NEXT 

I NEXT CODE POINT 

I LOOP CONTROL 

I DO ALL OF THEM 

IN USER SUPPLIED SECOND HALF 

I ALO IF ONLY 1ST HALF SCANNED 
; IF = 0, THEN ALL HAS BEEN SCANNED 

1 ESTABLISH ADDRESSING TO VECTOR 

; GET POINTER 

I SEE IF THE POINTER REALLY EXISTS 

t IF ALL 0, THEN DOESN'T EXIST 

! NO SENSE LOOKING 

t ORIGIN FOR SECOND HALF 

J GO BACK AND TRY FOR IT 



I CHARACTER IS FOUND ( AL=0 IF NOT FOUND ) 

SIB: ADD SP.8 ; READJUST THE STACK, THROW AWAY SAVE 

JMP VIDEO RETURN j ALL DONE 
GRAPHICS_READ ENDP ~ 

t EXPAND BYTE 

i this Routine takes the byte in al and doubles all 

I OF THE BITS, TURNING THE 8 BITS INTO 16 BITS. 

t THE RESULT IS LEFT IN AX 

, 

S2 1 PROC NEAR 

PUSH CX | SAVE REGISTER 

MOV CX,8 | SHIFT COUNT REGISTER FOR ONE BYTE 

S22: 

ROR AL.1 | SHIFT BITS, LOW BIT INTO CARRY FLAG 

RCR BP,I j MOVE CARRY FLAG (LOW BIT) INTO RESULTS 

SAR BP.I t SIGN EXTEND HIGH BIT (DOUBLE IT) 

LOOP S22 | REPEAT FOR ALL 8 BITS 

XCHG AX.BP | MOVE RESULTS TO PARAMETER REGISTER 

POP CX | RECOVER REGISTER 

RET | ALL DONE 

S2 1 ENDP 
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1655 






1656 






1657 






1658 






1659 






1660 






1661 






1662 






1663 






1664 






1665 






1666 






1667 






1668 06D3 






1669 06D3 


AD 




1670 06D4 


86 


C4 


1671 06D6 


B9 


COOO 


1672 06D9 


B2 


00 


1673 06DB 






1674 06DB 


85 


CI 


1675 06DD 


74 


01 


1676 06DF 


F9 




1677 06E0 






1678 06E0 


DO 


D2 


1679 06E2 


D1 


E9 


1680 06E4 


Dl 


E9 


1681 06E6 


73 


F3 


1682 06E8 


88 


56 00 


1683 06EB 


45 




1684 06EC 


C3 




1685 06ED 






1686 






1687 






1688 






1689 






1690 






1691 






1692 






1693 






1694 






1695 






1696 






1697 06ED 






1698 06ED 


A1 


0050 R 


1699 06F0 






1700 06FO 


53 




1701 06F1 


8B 


D8 


1702 06F3 


AO 


004A R 


1703 06F6 


F6 


E4 


1704 06F8 


Dl 


EO 


1705 06FA 


Dl 


EO 


1706 06FC 


2A 


FF 


1707 06FE 


03 


C3 


1708 0700 


5B 




«709 0701 


C3 




1710 0702 






171 1 






1712 






1713 






1714 






1715 






1716 






1717 






1718 






1719 






1720 






1721 






1722 






1723 






1724 






1725 






1726 






1727 






1728 






1729 






1730 






1731 






1732 






1733 






1734 0702 






1735 0702 


97 




1736 0703 


B4 


03 


1737 0705 


8A 


3E 0062 R 


1738 0709 


CD 


10 


1739 070B 


8B 


C7 


1740 






1741 






1742 






1743 070D 


3C 


OD 


1744 070F 


76 


46 


1745 






1746 






1747 0711 


B4 


OA 


1748 0713 


B9 


0001 


1749 0716 


CD 


10 


1750 






1751 






1752 






1753 0718 


FE 


C2 


1754 07IA 


3A 


16 004A R 


1755 071E 


75 


33 


1756 0720 


B2 


00 


1757 0722 


80 


FE 18 


1758 0725 


75 


2A 


1759 






1760 






1761 0727 


B4 


02 


1762 0729 


CD 


10 


1763 






1764 






1765 






1766 072B 


AO 


0049 R 


1767 072E 


3C 


04 


1768 0730 


72 


06 



MED READ BYTE 

THIS ROUTINE WILL TAKE 2 BYTES FROM THE REGEN BUFFER, 

COMPARE AGAINST THE CURRENT FOREGROUND COLOR, AND PLACE 

THE CORRESPONDING ON /OFF BIT PATTERN INTO THE CURRENT 

POSITION IN THE SAVE AREA 
ENTRY — 

SI.DS « POINTER TO REGEN AREA OF INTEREST 

BX > EXPANDED FOREGROUND COLOR 

BP * POINTER TO SAVE AREA 
EXIT — 

SI AND BP ARE INCREMENTED 



PROC 


NEAR 


LODSW 




XCHG 


AL.AH 


MOV 


CX.OCOOOH 


MOV 


DL.O 


TEST 


AX.CX 


JZ 


S25 


STC 




RCL 


DL.1 


SHR 


CX.1 


SHR 


CX.1 


JNC 


S24 


MOV 


[BP].DL 


INC 


BP 


RET 




ENDP 





I GET FIRST BYTE AND SECOND BYTES 
j SWAP FOR COMPARE 
I 2 BIT MASK TO TEST THE ENTRIES 
| RESULT REGISTER 

I IS THIS SECTION BACKGROUND? 

I IF ZERO, IT IS BACKGROUND (CARRYbO) 

| WASN'T, SO SET CARRY 

I MOVE THAT BIT INTO THE RESULT 

I MOVE THE MASK TO THE RIGHT BY 2 BITS 
I DO IT AGAIN IF MASK DIDN'T FALL OUT 
J STORE RESULT IN SAVE AREA 
j ADJUST POINTER 
; ALL DONE 



V4 POSITION 
TRlS ROUTINE TAKES THE CURSOR POSITION CONTAINED IN 
THE MEMORY LOCATION, AND CONVERTS IT INTO AN OFFSET 
INTO THE REGEN BUFFER, ASSUMING ONE BYTE/CHAR. 
FOR MEDIUM RESOLUTION GRAPHICS, THE NUMBER MUST 
BE DOUBLED. 

ENTRY —NO REGISTERS, MEMORY LOCATION ©CURSOR POSN IS USED 

EXIT- 
AX CONTAINS OFFSET INTO REGEN BUFFER 



S26 



PROC 
MOV 
GRAPH POSN 

~ PUSH 
MOV 
MOV 
MUL 
SHL 
SHL 
SUB 
ADD 



NEAR 

AX.OCURSOR POSN 
LABEL NEAR 



t GET CURRENT CURSOR 

I SAVE REGISTER 

I SAVE A COPY OF CURRENT CURSOR 

I GET BYTES PER COLUMN 

t MULTIPLY BY ROWS 

| MULTIPLY • 4 SINCE 4 ROWS /BYTE 
I ISOLATE COLUMN VALUE 
I DETERMINE OFFSET 
I RECOVER POINTER 
t ALL DONE 



- WRITEJTTY 

THIS INTERFACE PROVIDES A TELETYPE LIKE INTERFACE TO THE 

VIDEO CARDS. THE INPUT CHARACTER IS WRITTEN TO THE CURRENT 
CURSOR POSITION, AND THE CURSOR IS MOVED TO THE NEXT POSITION. 
IF THE CURSOR LEAVES THE LAST COLUMN OF THE FIELD, THE COLUMN 
IS SET TO ZERO, AND THE ROW VALUE IS INCREMENTED. IF THE ROW 
ROW VALUE LEAVES THE FIELD, THE CURSOR IS PLACED ON THE LAST ROW, 
FIRST COLUMN, AND THE ENTIRE SCREEN IS SCROLLED UP ONE LINE. 
WHEN THE SCREEN IS SCROLLED UP, THE ATTRIBUTE FOR FILLING THE 
NEWLY BLANKED LINE IS READ FROM THE CURSOR POSITION ON THE PREVIOUS 
LINE BEFORE THE SCROLL, IN CHARACTER MODE. IN GRAPHICS MODE, 
THE COLOR IS USED. 

ENTRY -- 

(AH) ■ CURRENT CRT MODE 

(AL) x CHARACTER TO BE WRITTEN 

NOTE THAT BACK SPACE, CARRIAGE RETURN, BELL AND LINE FEED ARE 
HANDLED AS COMMANDS RATHER THAN AS DISPLAY GRAPHICS CHARACTERS 
(BL) » FOREGROUND COLOR FOR CHAR WRITE IF CURRENTLY IN A GRAPHICS MODE 

EXIT — 

ALL REGISTERS SAVED THROUGH VIDEO EXIT (INCLUDING (AX)) 



ASSUME DSiDATA 



WRITE TTY 


PROC NEAR 


~ XCHG 


DI.AX 


MOV 


AH.03H 


MOV 


BH, ©ACTIVE PAGE 


INT 


10H 


MOV 


AX.DI 



I SAVE (AX) REGISTER IN (Dl) FOR EXIT 

j READ CURSOR POSITION 

t GET CURRENT PAGE SETTING 

I READ THE CURRENT CURSOR POSITION 

j RECOVER CHARACTER FROM (Dl) REGISTER 



DX NOW HAS THE CURRENT CURSOR POSITION 



WRITE THE CHAR TO THE SCREEN 
MOV AH.OAH 
MOV CX.t 
INT 10H 



I WRITE CHARACTER ONLY COMMAND 
t ONLY ONE CHARACTER 
j WRITE THE CHARACTER 



POSITION THE CURSOR FOR NEXT CHAR 



INC DL 
CMP DL.BYTE 
JNZ U7 
MOV DL.O 
CMP DH.25-1 
JNZ U6 


PTR * 


SCROLL REQUIRED 
MOV AH.02H 
INT 10H 




DETERMINE VALUE 


TO F 


MOV AL,»CRT 
CMP AL.4 


.MODE 



I TEST FOR COLUMN OVERFLOW 

I SET CURSOR 

! COLURN FOR CURSOR 

I CHECK FOR LAST ROW 

j SET CURSOR INC 



SET THE CURSOR 



I GET THE CURRENT MODE 
t READ-CURSOR 
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1769 


0732 


3C 


07 


1770 


0734 


B7 


00 


1 771 


0736 


75 


06 


1772 


0738 






1773 


0738 


B4 


08 


1774 


073A 


CD 


10 


1775 


073C 


8A 


FC 


1776 


073E 






1777 


073E 


B8 


0601 


1778 


0741 


2B 


C9 


1779 


0743 


B6 


18 


1780 


0745 


8A 


16 004A R 


1781 


0749 


FE 


CA 


1782 


074B 






1783 


074B 


CD 


10 


1784 


074O 






1785 


074D 


97 




1786 


074E 


E9 


01 3D R 


1787 








1788 


0751 






1789 


0751 


FE 


C6 


1790 


0753 






1791 


0753 


B4 


02 


1792 


0755 


EB 


F4 


1793 








1794 








1795 


0757 






1796 


0757 


74 


13 


1797 


0759 


3C 


OA 


1798 


075B 


74 


13 


1799 


075D 


3C 


07 


1800 


075F 


74 


16 


1801 


0761 


3C 


08 


1802 


0763 


75 


AC 


1803 








1804 








1805 








1806 


0765 


OA 


D2 


1807 


0767 


74 


EA 


1808 


0769 


4A 




1809 


076A 


EB 


E7 


1810 








181 1 








1812 


076C 


B2 


00 


1813 


076E 


EB 


E3 


1814 








1815 








1816 


0770 


80 


FE 18 


1817 


0773 


75 


DC 


1818 


0775 


EB 


BO 


1819 








1820 








1821 


0777 


B9 


0533 


1822 


077A 


B3 


IF 


















1824 


077F 


EB 


CC 


1825 


0781 






1826 








1827 








1828 








1829 








1830 








1831 








1832 








1833 








1834 








1835 








1836 








1837 








1838 








1839 








1840 








1841 


0781 


03 


03 05 05 C 


1842 




03 


04 


1843 








1844 








1845 


0789 






1846 


0789 


B4 


00 


1847 


078B 


8B 


16 0063 R 


1848 


078F 


83 


C2 06 


1849 


0792 


EC 




1850 


0793 


A8 


04 


1851 


0795 


74 


03 


1852 


0797 


E9 


08 IC R 


1853 








1854 








1855 








1856 


079A 


A8 


02 


1857 


079C 


75 


03 


1858 


079E 


E9 


0826 R 


1859 








1860 








1861 








1862 


07A1 


B4 


10 


1863 








1864 








1865 








1866 


07A3 


8B 


16 0063 R 


1867 


07A7 


8A 


C4 


1868 


07A9 


EE 




1869 


07AA 


EB 


00 


1870 


07 AC 


42 




1871 


07 AD 


EC 




1872 


07AE 


8A 


E8 


1873 


07B0 


4A 




1874 


07B1 


FE 


C4 


1875 


07B3 


8A 


C4 


1876 


07B5 


EE 




1877 


07B6 


42 




1878 


07B7 


EB 


00 


1879 


07B9 


EC 




1880 


07BA 


8A 


E5 



VIDEO DISPLAY BIOS 



Version 2.00 



CMP 
MOV 
JNE 


AL,7 
BH,0 
U3 


MOV 
INT 
MOV 


AH.08H 

10H 

BH.AH 


MOV 
SUB 
MOV 
MOV 
DEC 


AX.0601H 

CX.CX 

DH.25-1 

DL.BYTE PTR »CRT COLS 

DL 


INT 


10H 


XCHG 
JMP 


AX.DI 

VIDEO RETURN 



CHECK FOR CONTROL CHARACTERS 



AL.LF 

U10 

AL.07H 



BACK SPACE FOUND 



BELL FOUND 

MOV CX.1331 

MOV BL.31 



WRITE_TTY 



ENDP 



; FILL WITH BACKGROUND 

| SCROLL-UP 

J READ-CURSOR 

{ GET READ CURSOR COMMAND 

; READ CHAR/ATTR AT CURRENT CURSOR 

; STORE IN BH 

J SCROLL-UP 

I SCROLL ONE LINE 

J UPPER LEFT CORNER 

J LOWER RIGHT ROW 

; LOWER RIGHT COLUMN 

I VIDEO-CALL-RETURN 

| SCROLL UP THE SCREEN 

J TTY -RETURN 

; RESTORE THE ENTRY CHARACTER FROM (DI) 

J RETURN TO CALLER 

I SET-CURSOR- INC 
; NEXT ROW 
I SET-CURSOR 

I ESTABLISH THE NEW CURSOR 



; WAS IT A CARRIAGE RETURN 

t IS IT A LINE FEED 

I GO TO LINE FEED 

; IS IT A BELL 

; GO TO BELL 

; IS IT A BACKSPACE 

{ IF NOT A CONTROL, DISPLAY IT 



{ IS IT ALREADY AT START OF LINE 

; SET_CURSOR 

j NO — JUST MOVE IT BACK 

J SET CURSOR 



J BOTTOM OF SCREEN 

I YES, SCROLL THE SCREEN 

I NO, JUST SET THE CURSOR 



I DIVISOR FOR 896 HZ TONE 

J SET COUNT FOR 31/64 SECOND FOR BEEP 

J SOUND ihfc rOD BELL 

J TTY_RETURN 



I LIGHT PEN 

| THIS ROUTINE TESTS THE LIGHT PEN SWITCH AND THE LIGHT 

J PEN TRIGGER. IF BOTH ARE SET, THE LOCATION OF THE LIGHT 

; PEN IS DETERMINED. OTHERWISE, A RETURN WITH NO INFORMATION 

I IS MADE. 

; ON EXIT: 

I (AH) = IF NO LIGHT PEN INFORMATION IS AVAILABLE 

i BX.CX.DX ARE DESTROYED 

; (AH) c 1 IF LIGHT PEN IS AVAILABLE 

i (DH.DL) = ROW, COLUMN OF CURRENT LIGHT PEN POSITION 

| (CH) = RASTER POSITION 

(BX) = BEST GUESS AT PIXEL HORIZONTAL POSITION 



I- 



J WAIT F 

READ LPEN 


OR LIGHT PEN TO 
PROC NEAR 


MOV 


AH.O 


MOV 


DX,«ADDR 6845 


ADD 


DX.6 


IN 


AL.DX 


TEST 


AL.004H 


JZ 


V6 A 



J SUBTRACT_TABLE 



I SET NO LIGHT PEN RETURN CODE 

I GET BASE ADDRESS OF 6845 

I POINT TO STATUS REGISTER 

J GET STATUS REGISTER 

J TEST LIGHT PEN SWITCH 

| GO IF YES 

J NOT SET, RETURN 



NOW TEST FOR LIGHT PEN TRIGGER 



TRIGGER HAS BEEN SET, READ THE VALUE IN 

MOV AH, 16 { LIGHT PEN REGISTERS ON 6845 

INPUT REGISTERS POINTED TO BY AH, AND CONVERT TO ROW COLUMN IN (DX) 

; ADDRESS REGISTER FOR 6845 

} REGISTER TO READ 

; SET IT UP 

J I/O DELAY 

; DATA REGISTER 

J GET THE VALUE 

J SAVE IN CX 

; ADDRESS REGISTER 

| SECOND DATA REGISTER 

; POINT TO DATA REGISTER 

; I/O DELAY 

I GET SECOND DATA VALUE 

I AX HAS INPUT VALUE 



MOV 


DX.OADDR 6845 


MOV 


AL.AH 


OUT 


DX.AL 


JMP 


t+2 


INC 


DX 


IN 


AL.DX 


MOV 


CH.AL 


DEC 


DX 


INC 


AH 


MOV 


AL.AH 


OUT 


DX.AL 


INC 


DX 


JMP 


t+2 


IN 


AL.DX 


MOV 


AH.CH 
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VIDE01 — 


- 03/24/86 


VIDEO DISPLAY 


BIOS 




04-21 


-86 


1881 












PAGE 










1882 












1 


•- AX HAS 


THE VALUE 1 


*EAD IN FROM THE 6845 


1883 






















1884 


07BC 


8A 


IE 


0049 


R 




MOV 


BL,»CRT MODE 




1885 


07C0 


2A 


FF 








SUB 


BH.BH "* 




| MODE VALUE TO BX 


1886 


07C2 


2El 


I 8A 


i 9F 1 


3781 R 




MOV 


BL,CS|V1[BX] 


1 DETERMINE AMOUNT TO SUBTRACT 


1887 


07C7 


2B 


C3 








SUB 


AX.BX 




J TAKE IT AWAY 


1888 


07C9 


8B 


IE 


004E 


R 




MOV 


BX.OCRT START 




1889 


07CD 


Dl 


EB 








SHR 


BX.1 






1890 


07CF 


2B 


C3 








SUB 


AX.BX 




I CONVERT TO CORRECT PAGE ORIGIN 


1891 


07DI 


79 


02 








JNS 


V2 




I IF POSITIVE, DETERMINE MODE 


1892 


07D3 


2B 


CO 








SUB 


AX, AX 




t «0 PLAYS AS 


1893 






















1894 












J 


- DETERMINE MODE OF 


OPERATION 




1895 






















1896 


07D5 










V2t 








I DETERMINE MODE 


1897 


07D5 


Bl 


03 








MOV 


CL.3 




j SET *8 SHTFT COUNT 


1898 


07D7 


80 


3E 


0049 


R 04 




CMP 


•CRT MODE 


,4 


1 DETERMINE IF GRAPHICS OR ALPHA 


1899 


07DC 


72 


2A 








JB 


V4 




t ALPHA_PEN 


1900 


07DE 


80 


3E 


0049 


R 07 




CMP 


•CRT MODE 


,7 




1901 


07E3 


74 


23 








JE 


V4 




t ALPHA PEN 


1902 






















1903 












, 


- GRAPHICS MODE 






1904 






















1905 


07E5 


B2 


28 








MOV 


DL.40 




I DIVISOR FOR GRAPHICS 


1906 


07E7 


F6 


F2 








D1V 


DL 




I DETERMINE ROW (AD AND COLUMN (AH) 


1907 




















| AL RANGE 0-99, AH RANGE 0-39 


1908 












1 


— DETERMINE GRAPHIC 


ROW POSITION 




1909 






















1910 


07E9 


8A 


E8 








MOV 


CH.AL 




1 SAVE ROW VALUE IN CH 


191 1 


07EB 


02 


ED 








ADD 


CH.CH 




t *2 FOR EVEN /ODD FIELD 


1912 


07ED 


8A 


DC 








MOV 


BL.AH 




| COLUMN VALUE TO BX 


1913 


07EF 


2A 


FF 








SUB 


BH.BH 




t MULTIPLY BY 8 FOR MEDIUM RES 


1914 


07FI 


80 


3E 


0049 


R 06 




CMP 


•CRT MODE 


,6 


I DETERMINE MEDIUM OR HIGH RES 


1915 


07F6 


75 


04 








JNE 


V3 




j NOT HIGH RES 


1916 


07F8 


Bl 


04 








MOV 


CL.4 




» SHI FT VADjE FOR HIGH RES 


1917 


07FA 


DO 


E4 








SAL 


AH, 1 




1 COLUMN VALUE TIMES 2 FOR HIGH RES 


1918 


07FC 










V3: 








| NOT HIGH RES 


1919 


07FC 


D3 


E3 








SHL 


BX.CL 




1 MULTlPLY~*16 FOR HIGH RES 


1920 






















1921 












I 


■- DETERMINE ALPHA CHAR POSITION 




1922 






















1923 


07FE 


8A 


D4 








MOV 


DL.AH 




; COLUMN VALUE FOR RETURN 


1924 


0800 


8A 


FO 








MOV 


DH.AL 




; ROW VALUE 


1925 


0802 


DO 


EE 








SHR 


DH, 1 




} DIVIDE BY 4 


1926 


0804 


DO 


EE 








SHR 


DH.t 




t FOR VALUE IN 0-24 RANGE 


1927 


0806 


EB 


12 








JMP 


SHORT V5 




I LIGHT_PEN_RETURN_SET 


1928 






















1929 












j 


- ALPHA 1 


MODE ON LIGHT PEN 




1930 






















1931 


0808 










V4t 








I ALPHA PEN 


1932 


0808 


F6 


36 


004A 


R 




D1V 


BYTE PTR < 


■CRT COLS 


i DETERMINE ROW, COLUMN VALUE 


1933 


080C 


8A 


FO 








MOV 


DH.AL 




I ROWS TO DH 


1934 


080E 


8A 


D4 








MOV 


DL.AH 




J COLS TO DL 


1935 


0810 


D2 


EO 








SAL 


AL.CL 




j MULTIPLY ROWS • 8 


1936 


0812 


8A 


E8 








MOV 


CH.AL 




} GET RASTER VALUE TO RETURN REGISTER 


1937 


0814 


8A 


DC 








MOV 


BL.AH 




I COLUMN VALUE 


1938 


0816 


32 


FF 








XOR 


BH.BH 




t TO BX 


1939 


0818 


D3 


E3 








SAL 


BX.CL 






1940 


081 A 










V5« 








1 LIGHT PEN RETURN SET 


1941 


081 A 


B4 


01 








MOV 


AH,1 




j indicate Every thing set 


1942 


081C 










V6t 








; LIGHT PEN RETURN 


1943 


08 1C 


52 










PUSH 


DX 




j save Return value (in case) 


1944 


08 ID 


8B 


16 


0063 


R 




MOV 


DX,»ADDR 1 


!>845 


i GET BASE ADDRESS 


1945 


0821 


83 


C2 


07 






ADD 


DX,7 




I POINT TO RESET PARM 


1946 


0824 


EE 










OUT 


DX.AL 




I ADDRESS, NOT DATA, IS IMPORTANT 


1947 


0825 


5A 










POP 


DX 




J RECOVER VALUE 


1948 


0826 










V7« 








1 RETURN NO RESET 


1949 


0826 


5D 










POP 


BP 






1950 


0827 


5F 










POP 


Dl 






1951 


0828 


5E 










POP 


SI 






1952 


0829 


IF 










POP 


DS 




I DISCARD SAVED BX.CX.DX 


1953 


082A 


IF 










POP 


DS 






1954 


082B 


IF 










POP 


DS 






1955 


082C 


IF 










POP 


DS 






1956 


082D 


07 










POP 


ES 






1957 


082E 


CF 










IRET 








1958 


082F 










READ 


LPEN 


ENDP 






1959 


082F 










CODE" 


ENDS 








1960 














END 
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TITLE 


BIOS 


- 06/10/85 BIOS 


.286C 






.LIST 






CODE 


SEGMENT 


BYTE PUBLIC 




PUBLIC 


EQUIPMENT 1 




PUBLIC 


MEMORY SllE DET 




PUBLIC 


NMI_INT_I ~ 




EXTRN 


C8042iNEAR 




EXTRN 


CMOS READ t NEAR 




EXTRN 


DltNEAR 




EXTRN 


D2:NEAR 




EXTRN 


D2AiNEAR 




EXTRN 


DDSiNEAR 




EXTRN 


OBF 42 (NEAR 




EXTRN 


PRT HEX t NEAR 




EXTRN 


PRT~SEG«NEAR 




EXTRN 


P MSGtNEAR 



i POST SEND 8042 COMMAND ROUTINE 

I READ CMOS LOCATION ROUTINE 

I "PARITY CHECK 1" MESSAGE 

I "PARITY CHECK 2" MESSAGE 

I "?????" UNKNOWN ADDRESS MESSAGE 

t LOAD (DS) WITH DATA SEGMENT SELECTOR 

I POST WAIT 8042 RESPONSE ROUTINE 

I DISPLAY CHARACTER ROUTINE 

I DISPLAY FIVE CHARACTER ADDRESS ROUTINE 

I DISPLAY MESSAGE STRING ROUTINE 

— INT 12 H 

memory size determine 

This Routine returns the amount of memory in the system as 
determined by the post routines. (up to 640k) 
note that the system may not be able to use i /0 memory unless 
there is a full complement of 5i2k bytes on the planar. 



INPUT 



NO REGISTERS 

THE OMEMORY SIZE VARIABLE IS SET DURING POWER ON DIAGNOSTICS 

ACCORDING TO" THE FOLLOWING ASSUMPTIONS: 



ALL INSTALLED MEMORY IS FUNCTIONAL. IF THE MEMORY TEST DURING 
POST INDICATES LESS, THEN THIS VALUE BECOMES THE DEFAULT. 
IF NON- VOLATILE MEMORY IS NOT VALID (NOT INITIALIZED OR BATTERY 
FAILURE) THEN ACTUAL MEMORY DETERMINED BECOMES THE DEFAULT. 



3. ALL MEMORY FROM TO 640K MUST BE CONTIGUOUS. 



: NUMBER OF CONTIGUOUS IK BLOCKS OF MEMORY 



0000 

0000 FB 

0001 IE 

0002 E8 0000 E 
0005 At 0013 R 

0008 IF 

0009 CF 
000A 



ASSUME CSlCODE.DSiDATA 

MEMORY SIZE DET ( PROC FAR 
~ STI~ " 
PUSH DS 
CALL DDS 

MOV AX, OMEMORY SIZE 
POP DS 



I INTERRUPTS BACK ON 

I SAVE SEGMENT 

I ESTABLISH ADDRESSING 

t GET VALUE 

i RECOVER SEGMENT 

t RETURN TO CALLER 



— INT II H- 

EQUIPMENT DETERMINATION 

THIS ROUTINE ATTEMPTS TO DETERMINE WHAT OPTIONAL 
DEVICES ARE ATTACHED TO THE SYSTEM. 
INPUT 

NO REGISTERS 

THE OEQUIP FLAG VARIABLE IS SET DURING THE POWER ON 
DIAGNOSTICS USING THE FOLLOWING HARDWARE ASSUMPTIONS! 
PORT 03FA a INTERRUPT ID REGISTER OF 8250 (PRIMARY) 

02FA a INTERRUPT ID REGISTER OF 8250 (SECONDARY) 
BITS 7-3 ARE ALWAYS 
PORT 0378 a OUTPUT PORT OF PRINTER (PRIMARY) 

0278 a OUTPUT PORT OF PRINTER (SECONDARY) 
03BC * OUTPUT PORT OF PRINTER (MONOCHROME-PRINTER) 
OUTPUT 

(AX) IS SET, BIT SIGNIFICANT, TO INDICATE ATTACHED I/O 
BIT 15,14 s NUMBER OF PRINTERS ATTACHED 
BIT 13 = INTERNAL MODEM INSTALLED 
BIT 12 NOT USED 

BIT 11,10,9 = NUMBER OF RS232 CARDS ATTACHED 
BIT 8 = NOT USED 

BIT 7,6 = NUMBER OF DISKETTE DRIVES 
00=1, 01s2 ONLY IF BIT a I 
BIT 5,4 a INITIAL VIDEO MODE 

00 - UNUSED 

01 - 40X25 BW USING COLOR CARD 

10 - 80X25 BW USING COLOR CARD 

11 - 80X25 BW USING BW CARD 

BIT 3 a NOT USED 

BIT 2 s NOT USED 

BIT I a MATH COPROCESSOR 

BIT a 1 (IPL DISKETTE INSTALLED) 

NO OTHER REGISTERS AFFECTED 



000 A 
000A FB 
000B IE 

000C E8 0000 E 
000F A1 OOtO R 
00(2 IF 
0013 CF 
0014 



EQUIPMENT 1 t 
STl 
PUSH 
CALL 
MOV 



DDS 
AX,OEQUIP_FLAG 



t ENTRY POINT FOR ORG 0F84DH 

I INTERRUPTS BACK ON 

t SAVE SEGMENT REGISTER 

S ESTABLISH ADDRESSING 

J GET THE CURRENT SETTINGS 

I RECOVER SEGMENT 

I RETURN TO CALLER 



5-162 BIOS 



BIOS ROUTINES 



Varalon 2.00 



109 










110 










11 1 










112 










113 










114 


0014 








115 


0014 


50 






116 










1 17 


0016 


E4 


61 




118 


0017 


A8 


CO 




119 


0019 


75 


07 




120 










(21 


00 IB 


BO 


OF 




122 


001D 


E6 


0000 


E 


123 


0020 


66 






124 


0021 


CF 






125 










126 










127 


0022 








128 


0022 


50 






(29 


0023 


BO 


BF 




130 


0025 


E8 


0000 


E 


131 


0028 


BO 


AD 




132 


002A 


E6 


0000 


E 


133 


002D 


E6 


0000 


E 


134 


0030 


B4 


00 




135 


0032 


AO 


0049 


R 


136 


0035 


CD 


10 




137 










138 










139 










140 


0037 


58 






(41 


0038 


BE 


0000 


E 


142 


003B 


A8 


80 




143 


003D 


74 


05 




144 










145 


003F 


50 






146 


0040 


E8 


0000 


E 


147 


0043 


56 






148 


0044 








149 


0044 


BE 


0000 


E 


150 


0047 


A6 


40 




151 


0049 


74 


03 




152 


004B 


E8 


0000 


E 


153 










154 










155 










(66 


004E 








(57 


004E 


E4 


61 




(58 


0050 


OC 


OC 




(59 


0052 


E6 


61 




160 


0054 


24 


F3 




161 


0056 


E6 


61 




162 










163 


0056 


FC 






164 


0059 


2B 


D2 




165 


005B 


2B 


F6 




166 


005D 


E4 


61 




167 


005F 


A8 


CO 




168 


0061 


75 


19 




169 










170 










171 










172 


0063 


8B 


IE 0013 R 


173 


0067 








174 


0067 


8E 


DA 




175 


0069 


B9 


8000 




176 


006C 


F3 


AD 




177 


006E 


E4 


61 




178 


0070 


A8 


CO 




179 


0072 


75 


10 




180 










181 


0074 


80 


C6 10 


182 


0077 


83 


EB 40 


163 


007A 


77 


EB 




184 


007C 








(65 


007C 


BE 


0000 


E 


(86 


007F 


E8 


0000 


E 


(87 


0082 


FA 






(88 


0083 


F4 






(89 










(90 


0084 








191 


0084 


E8 


0000 


E 


(92 


0087 


BO 


28 




(93 


0089 


E8 


0000 


E 


(94 


008C 


BO 


53 




(95 


008E 


E8 


0000 


E 


196 


0091 


BO 


29 




197 


0093 


E8 


0000 


E 


198 


0096 


FA 






199 


0097 


F4 






200 










201 


0098 








202 










203 


0098 








204 











PAGE 

I— HARDWARE INT 02 H — ( NMI LEVEL ) ■ 

NON-MASKABLE INTERRUPT ROUTINE (REAL MODE) 

THIS ROUTINE WILL PRINT A "PARITY CHECK 1 OR 2" MESSAGE AND ATTEMPT 
TO FIND THE STORAGE LOCATION IN BASE 640K CONTAINING THE BAD PARITY. 
IF FOUND, THE SEGMENT ADDRESS WILL BE PRINTED. IF NO PARITY ERROR 
CAN BE FOUND (INTERMITTENT READ PROBLEM) ????? WILL BE DISPLAYED 
WHERE THE ADDRESS WOULD NORMALLY GO. 



I SAVE ORIGINAL CONTENTS OF (AX) 



1 PROC 


NEAR 


"PUSH 


AX 


IN 


AL.PORT B 


TEST 


AL, PARITY ERR 


JNZ 


NMI_1 


MOV 


AL.CMOS SHUT DOWN 


CALL 


CMOS RElD 


POP 


AX " 


IRET 




PUSH 


AX 


MOV 


AL.CMOS SHUT DOWN+NMI 


CALL 


CMOS REA"D 


MOV 


al.dTs KBD 


CALL 


C8042 " 


CALL 


DDS 


MOV 


AH.O 


MOV 


AL,»CRT MODE 


INT 


10H 



t READ STATUS PORT 

I PARITY CHECK OR I/O CHECK ? 

; GO TO ERROR HALTS IF HARDWARE ERROR 

I ELSE ?? - LEAVE NMI ON 

I TOGGLE NMI USING COMMON READ ROUTINE 

I RESTORE ORIGINAL CONTENTS OF (AX) 

I EXIT NMI HANDLER BACK TO PROGRAM 



I HARDWARE ERROR 

t SAVE INITIAL CHECK MASK IN (AL) 

I MASK TRAP (NMI) INTERRUPTS OFF 

I OPEN STANDBY LATCH BEFORE POWER DOWN 

t DISABLE THE KEYBOARD 

t SEND COMMAND TO ADAPTER 

I ADDRESS DATA SEGMENT 

I INITIALIZE AND SET MODE FOR VIDEO 

t GET CURRENT MODE 

1 CALL VIDEO 10 TO CLEAR SCREEN 



DISPLAY "PARITY CHECK ?" ERROR MESSAGES 



MOV 
TEST 
JZ 


SI, OFFSET D1 
AL, PARITY CHECK 
NMI_2 


PUSH 
CALL 
POP 


AX 

P MSG 
AX 


MOV 
TEST 


SI .OFFSET D2 
AL,IO_CHECK 



CALL P_MS"G 

TEST FOR HOT NMI ON PLANAR PARITY LINE 



I RECOVER INITIAL CHECK STATUS 

I PLANAR ERROR, ADDRESS "PARITY CHECK I" 

t CHECK FOR PLANAR ERROR 

I SKIP IF NOT 

J SAVE STATUS 

I DISPLAY "PARITY CHECK 1" MESSAGE 

1 AND RECOVER STATUS 

I ADDRESS OF "PARITY CHECK 2" MESSAGE 
I I/O PARITY CHECK ? 
I SKIP IF CORRECT ERROR DISPLAYED 
J DISPLAY "PARITY CHECK 2" ERROR 



IN 


AL.PORT B 


OR 


AL.RAM Par OFF 


OUT 


PORT B,AL 


AND 


al.rXm PAR ON 


OUT 


PORT_B,AL 


CLD 




SUB 


DX.DX 


SUB 


SI, SI 


IN 


AL.PORT B 


TEST 


AL, PARITY ERR 


JNZ 


NMI 5 



; TOGGLE PARITY CHECK ENABLES 
S TO CLEAR THE PENDING CHECK 



I SET DIRECTION FLAG TO INCREMENT 

; POINT (DX) AT START OF REAL MEMORY 

I SET (SI) TO START OF (DSt) 

I READ CURRENT PARITY CHECK LATCH 

I CHECK FOR HOT NMI SOURCE 

I SKIP IF ERROR NOT RESET (DISPLAY ???) 



SEE IF LOCATION THAT CAUSED PARITY CHECK CAN BE FOUND IN BASE MEMORY 



BX,»MEMORY_SIZE 



MOV 


DS.DX 


MOV 


CX,4000H«2 


REP 


LODSW 


IN 


AL.PORT B 


TEST 


AL, PARITY ERR 


JNZ 


NMI_6 


ADD 


DH.OtOH 


SUB 


BX,16D*4 


JA 


NMI_4 


MOV 


SI, OFFSET D2A 


CALL 


P MSG 


CLI 




HLT 




CALL 


PRT SEG 


MOV 


AL.M' 


CALL 


PRT HEX 


MOV 


AL, T S« 


CALL 


PRT HEX 


MOV 


AL.T)' 


CALL 


PRT HEX 



t GET BASE MEMORY SIZE WORD 

I POINT TO 64K SEGMENT 

I SET WORD COUNT FOR 64 KB SCAN 

I READ 64 KB OF MEMORY 

} READ PARITY CHECK LATCHES 

J CHECK FOR ANY PARITY ERROR PENDING 

I GO PRINT SEGMENT ADDRESS IF ERROR 

} POINT TO NEXT 64K BLOCK 

I DECREMENT COUNT OF (024 BYTE SEGMENTS 

I LOOP TILL ALL 64K SEGMENTS DONE 



} HALT SYSTEM 



I HALT SYSTEM 



MI_INT_t ENDP 



BIOS 5-163 



06/10/85 INTERRUPT t 5H BIOS ROUTINES 



; READ CMOS LOCATION ROUTINE 

t WRITE CMOS LOCATION ROUTINE 

I SYSTEM/BIOS CONFIGURATION TABLE 

; LOAD (DS) WITH DATA SEGMENT SELECTOR 

; 80286 HARDWARE RESET ROUTINE 



PAGE 1 18,121 

TITLE BIOS1 

.286C 

.LIST 

CODE SEGMENT BYTE PUBLIC 

PUBLIC CASSETTE_IO_1 
PUBLIC GATE A20 
PUBLIC SHUT? 

EXTRN CMOS READ: NEAR 

EXTRN CMOS WRITEt NEAR 

EXTRN CONF~TBL«NEAR 

EXTRN DDSiHEAR 

EXTRN PROC_SHUTDOWN:NEAR 

I INT 15 H 

INPUT - CASSETTE I/O FUNCTIONS 

(AH) = 00H 

(AH) = 01H 

(AH) = 02H 

(AH) = 03H 
RETURNS FOR THESE FUNCTIONS ALWAYS (AH) = 86H, CY a 1) 
IF CASSETTE PORT NOT PRESENT 

INPUT - UNUSED FUNCTIONS 

(AH) a 04H THROUGH 7FH 
RETURNS FOR THESE FUNCTIONS ALWAYS (AH) = 86H, CY = 1 ) 
(UNLESS INTERCEPTED BY SYSTEM HANDLERS) 
NOTE: THE KEYBOARD INTERRUPT HANDLER INTERRUPTS WITH AH=4FH 

TENSIONS 

(AH) = 80H DEVICE OPEN 

(BX) a DEVICE ID 
(CX) a PROCESS ID 

(AH) = 81H DEVICE CLOSE 

(BX) a DEVICE ID 
(CX) = PROCESS ID 



(AH) = 82H 



EVENT WAIT 

(AL) a 00H SET INTERVAL 
(ES:BX) POINTER TO A BYTE IN CALLERS MEMORY 

THAT WILL HAVE THE HIGH ORDER BIT SET 
AS SOON AS POSSIBLE AFTER THE INTERVAL 
EXPIRES. 
(CX.DX) NUMBER OF MICROSECONDS TO ELAPSE BEFORE 
POSTING. 
(AL) = 0!H CANCEL 



(AH) a 84H JOYSTICK SUPPORT 

(DX) = 00H - READ THE CURRENT SWITCH SETTINGS 

RETURNS AL a SWITCH SETTINGS (BITS 7-4) 

(DX) a 01H - READ THE RESISTIVE INPUTS 

RETURNS AX = A(x) VALUE 

BX a A(y) VALUE 

CX = B(x) VALUE 

DX a B(y) VALUE 

(AH) a 85H SYSTEM REQUEST KEY PRESSED 
(AL) = 00H MAKE OF KEY 
(AL) = 01H BREAK OF KEY 

(AH) = 86H WAIT 

(CX.DX) NUMBER OF MICROSECONDS TO ELAPSE BEFORE 
RETURN TO CALLER 

(AH) = 87H MOVE BLOCK 

(CX) NUMBER OF WORDS TO MOVE 
(ES:SI) POINTER TO DESCRIPTOR TABLE 

(AH) a 88H EXTENDED MEMORY SIZE DETERMINE 

(AH) = 89H PROCESSOR TO VIRTUAL MODE 

(AH) a 90H 

(AH) = 9IH INTERRUPT COMPLETE FLAG SET 

(AL) TYPE CODE 

00H -> 7FH 

SERIALLY REUSABLE DEVICES 

OPERATING SYSTEM MUST SERIALIZE ACCESS 

80H -> BFH 

REENTRANT DEVICES! ES:BX IS USED TO 
DISTINGUISH DIFFERENT CALLS (MULTIPLE I/O 
CALLS ARE ALLOWED SIMULTANEOUSLY) 

COH -> FFH 

WAIT ONLY CALLS — THERE IS NO 
COMPLEMENTARY 'POST' FOR THESE WAITS. 
THESE ARE TIMEOUT ONLY. TIMES ARE 
FUNCTION NUMBER DEPENDENT. 



TYPE DESCRIPTION 



TIMEOUT 



00H a DISK YES 

01H a DISKETTE YES 

02H a KEYBOARD NO 

8 OH a NETWORK NO 

ES:BX --> NCB 
FDH a DISKETTE MOTOR START YES 

FEH a PRINTER YES 
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1 12 








113 








114 








1 IS 








116 








1 17 








1 18 








1 19 








120 








121 








122 








123 








124 








125 








126 








127 








128 








129 








130 








131 








132 








133 








134 








135 








136 


0000 






137 


0000 


FB 




138 


0001 


80 


FC 80 


139 


0004 


72 


4C 


140 


0006 


80 


FC CO 


141 


0009 


74 


4F 


142 


000B 


80 


EC 80 


143 


OOOE 


74 


48 


144 


0010 


FE 


CC 


145 


0012 


74 


44 


146 


0014 


FE 


CC 


147 


0016 


74 


40 


148 


0018 


FE 


CC 


149 


001 A 


74 


47 


150 


00 tc 


FE 


CC 


151 


001E 


75 


03 


152 


0020 


E9 


OODB R 


153 


0023 






154 


0023 


FE 


CC 


155 


0025 


74 


31 


156 


0027 


FE 


CC 


157 


0029 


74 


07 


158 


002B 


FE 


CC 


159 


002D 


75 


06 


160 


002F 


E9 


01D6 R 


161 








162 


0032 


E9 


0175 R 


163 








164 


0035 


FE 


CC 


165 








166 


0037 


75 


03 


167 


0039 


E9 


03FC R 


168 








169 


003C 


FE 


CC 


170 


003E 


75 


03 


171 


0040 


E9 


0408 R 


172 








173 


0043 


80 


EC 07 


174 


0046 


75 


03 


175 


0048 


E9 


0491 R 


176 








177 


004B 


FE 


CC 


178 


004D 


75 


03 


179 


004F 


E9 


0495 R 


180 








181 


0052 


B4 


86 


182 


0054 


F9 




183 


0055 






184 


0055 


CA 


0002 


185 








186 








187 


0058 






188 








189 


0058 






190 








191 


0058 






192 








193 


0058 






194 


0058 


EB 


FB 


195 


005A 






196 








197 


005A 






198 


005A 


OE 




199 


005B 


07 




200 


005C 


BB 


0000 E 


201 


005F 


32 


E4 


202 


0061 


EB 


F2 


203 


0063 






204 








205 


0063 






206 








207 


0063 


IE 




208 


0064 


E8 


0000 E 


209 


0067 


OA 


CO 


210 


0069 


74 


08 


21 1 


006B 


FE 


C8 


212 


006D 


74 


45 


213 


006F 


IF 




214 


0070 


F9 




215 


0071 


EB 


E2 


216 








217 


0073 






218 


0073 


FA 




219 


0074 


F6 


06 OOAO R 


220 


0079 


74 


05 


221 


007B 


FB 




222 


007C 


IF 




223 


007D 


F9 




224 


007E 


EB 


D5 


225 









(AH) = COH 



RETURN CONFIGURATION PARAMETERS POINTER 
RETURNS 
(AH) « OOH AND CY* (IF PRESENT ELSE 86 AND CY* 
(ESJBX) = PARAMETER TABLE ADDRESS POINTER 



8 length of following table 

model byte system model byte 

type Byte system model type byte 

biosj-evel bios revision level 

? 10000000 = dma channel 3 use by bios 
01000000 = cascaded interrupt level 2 
00100000 = real time clock available 
00010000 n keyboard scan code hook 1ah 

reserved 

reserved 

reserved 

reserved 





ASSUME 


CS:CODE 


CASSETTE 10 1 


PROC FAR 




5T1" 






CMP 


AH.080H 




JB 


CI 




CMP 


AH.OCOH 




JE 


CONF PARMS 




SUB 


AH,08"0H 




JZ 


DEV OPEN 




DEC 


AH ~ 




JZ 


DEV CLOSE 




DEC 


AH 




JZ 


PROG TERM 




DEC 


AH 




JZ 


EVENT WAIT 




DEC 


AH 




JNZ 


NOT JOYSTICK 




JMP 


JOY~STICK 


NOT_JOY STICK: 






DEC 


AH 




JZ 


SYS REQ 




DEC 


AH ~ 




JZ 


CI A 




DEC 


AH~ 




JNZ 


CI B 




JMP 


BLBCKMOVE 


C1_Al 


JMP 


WAIT 


C1_Bt 


DEC 


AH 




JNZ 


CI C 




JMP 


EXT_MEMORY 


C1_Cl 


DEC 


AH 




JNZ 


CI D 




JMP 


SET_VMODE 


C1_Di 


SUB 


AH, 7 




JNZ 


CI E 




JMP 


DEVlCE_BUSY 


C1_E« 


DEC 


AH 




JNZ 


CI 




JMP 


INT_COMPLETE 


CI: 


MOV 
STC 


AH.86H 


C1_F: 








RET 


2 


DEVJ3PEN: 




DEVJXOSE: 




PROG_TERM: 




SYS_REQ: 






JMP 


CI F 


CASSETTE_IO_1 


ENBP 


CONF_PARMS 


PROC NEAR 




PUSH 


CS 




POP 


ES 




MOV 


BX, OFFSET CONF TBL 




XOR 


AH, AH 




JMP 


CI F 


CONF_PARMS 


ENBP 


EVENT. 


WAIT 


PROC NEAR 




" ASSUME 


DS:DATA 




PUSH 


DS 




CALL 


DDS 




OR 


AL.AL 




JZ 


EVENT WAIT 2 




DEC 


AL 




JZ 


EVENT WAIT 3 




POP 


DS 




STC 






JMP 


C1_F 


EVENT 


_WAIT 2: 
CLT 






TEST 


ORTC WAIT FLAG, 01 




JZ 


EVENT WAIT 1 




STI 


~ 




POP 


DS 




STC 





ENABLE INTERRUPTS 

CHECK FOR RANGE 

RETURN IF 00-7FH 

CHECK FOR CONFIGURATION PARAMETERS 



DEVICE CLOSE 
PROGRAM TERMINATION 
EVENT WAIT 

JOYSTICK BIOS 

SYSTEM REQUEST KEY 
WAIT 

MOVE BLOCK 
WAIT 



GO GET THE EXTENDED MEMORY 



FAR RETURN EXIT FROM ROUTINES 
NULL HANDLERS 



t GET CODE SEGMENT 

; PLACE IN SELECTOR POINTER 

| GET OFFSET OF PARAMETER TABLE 

1 CLEAR AH AND SET CARRY OFF 

» EXIT THROUGH COMMON RETURN 



i RESTORE DATA SEGMENT 
I SET CARRY 
j EXIT 



I NO INTERRUPTS ALLOWED 

I CHECK FOR FUNCTION ACTIVE 



; ENABLE INTERRUPTS 
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226 
227 
228 
229 

230 
231 
232 
233 
234 
235 
236 
237 
238 
239 
240 
24 1 
242 
243 
244 
245 
246 
247 
248 
249 
250 
25 1 
252 
253 
254 
255 
256 
257 
258 
259 
260 
261 
262 
263 
264 
265 
266 
267 
268 
269 
270 
271 
272 
273 
274 
275 
276 
277 
278 
279 
280 
281 
282 
283 
284 
285 
286 
287 
288 
289 
290 
291 
292 
293 
294 
295 
296 
297 
296 
299 
300 
301 
302 
303 
304 
305 
306 
307 
308 
309 
310 
31 1 
312 
313 
314 
315 
316 
317 
318 
319 
320 
321 
322 
323 
324 
325 
326 
327 
328 
329 
330 
331 
332 
333 
334 
335 
336 
337 
338 
339 



E4 At 

EB 00 

24 FE 

E6 At 

SC 06 009A R 

89 IE 0098 R 

89 0E 009E R 

89 16 009C R 

C6 06 OOAO R 01 

BO OB 

E8 0000 E 

24 7F 

OC 40 

50 

8A EO 

BO OB 

E8 0000 E 



0080 
0080 
0082 
0084 
0086 
0088 
008C 
0090 
0094 
0098 
009D 
009F 
00A2 
00A4 
00A6 
00A7 
00A9 
OOAB 
OOAE 
OOAF 
OOBO 
00B1 
00B2 



00B4 

00B4 FA 

00B5 F6 06 OOAO R 02 

OOBA 74 05 

OOBC FB 
OOBO IF 
OOBE F9 
OOBF EB 94 

OOCI 

00C1 50 

00C2 B8 OBOB 

00C5 E8 0000 E 

00C6 24 BF 

OOCA 86 EO 

OOCC E8 0000 E 

OOCF 58 

OODO C6 06 OOAO R 00 

00D5 FB 

00D6 IF 

00D7 F8 

00D8 E9 0055 R 

OODB 



EVENT WAIT 1 

" IN" 



AL.INTB01 
$+2 

AL.OFEH 
INTB01.AL 

•user flag seg.es 
•user~flag7bx 

•RTC RlGH.CX 
•RTC~LOW,DX 
•RTC~WAIT FLAG, 01 
AL.CRfaS REG B 

cmos rexd ~ 
al.oTfh 

AL.040H 

AX 

AH.AL 

AL.CMOS REG B 

CMOS WRTTE " 



AND 

OUT 

MOV 

MOV 

MOV 

MOV 

MOV 

MOV 

CALL 

AND 

OR 

PUSH 

MOV 

MOV 

CALL 

POP 

POP 

ST1 

CLC 



EVENT WAIT 3 I 
~ CLT 

TEST CRTC WAIT FLAG.02H 
JZ EVENT_WAlT_4 

ST I 

POP DS 

STC 



EVENT WAIT 4i 
~ PUSH 
MOV 
CALL 
AND 
XCHG 
CALL 
POP 
MOV 
ST I 
POP 
CLC 



AX 

AX,X*CMOS REG B 

CMOS READ" 

AL.OBFH 

AH.AL 

CMOS WRITE 

AX ~ 

•RTC WAIT FLAG.O 



OODB 
OODB FB 
OODC 8B C2 
OODE BA 0201 
00E1 OA CO 
00E3 74 OB 
00E5 FE C8 
00E7 74 OC 
00E9 E9 0052 R 
OOEC 
OOEC FB 
OOED E9 0055 R 

OOFO 
OOFO EC 
00F1 24 FO 
00F3 EB F7 



00F5 
00F5 
00F7 
OOF A 
OOFB 
OOFD 
0100 
0101 
0103 
0106 
0107 
0109 
OIOC 
010E 
01 OF 
0110 



B3 08 

E8 0113 R 

8B Dt 



011 

01 13 

0113 52 

0114 FA 

0115 BO 00 
0117 E6 43 
0119 EB 00 
01 IB E4 40 
01 ID EB 00 
01 IF 8A EO 
0121 E4 40 
0123 86 EO 



ENSURE INTERRUPT UNMASKED 



» SET UP TRANSFER TABLE 



j SET ON FUNCTION ACTIVE SWITCH 

; ENABLE PIE 

I READ CMOS LOCATION 

I CLEAR SET 

I ENABLE PIE 

I SAVE AH 

I PLACE DATA INTO DATA REGISTER 

I ADDRESS ALARM REGISTER 

I PLACE DATA IN AH INTO ALARM REGISTER 

I RESTORE AH 



I DISABLE INTERRUPTS 

J CHECK FOR "WAIT" IN PROGRESS 

t SKIP TO CANCEL CURRENT "EVENT_WAIT" 

; ENABLE INTERRUPTS 

I CLEAR STACK 

I AND SET CARRY FLAG FOR ERROR REQUEST 

; EXIT 



I SAVE (WITH INTERRUPTS DISABLED) 

J TURN OFF PIE 

I GET ALARM REGISTER 

! CLEAR PIE 

J PLACE INTO WRITE REGISTER 

I WRITE BACK TO ALARM REGISTER 

t RESTORE AH 

I SET FUNCTION ACTIVE FLAG OFF 

I ENABLE INTERRUPTS 

I RESTORE DATA SEGMENT 

I SET CARRY OFF 

t RETURN 



event wait endp 
— uoy stick — 

This routine will read the joystick port 

INPUT 

(DX)=0 READ THE CURRENT SWITCHES 

RETURNS (AD* SWITCH SETTINGS IN BITS 7-< 

(DX)«I READ THE RESISTIVE INPUTS 

RETURNS (AX)=A(x) VALUE 

(BX)sA(y) VALUE 

(CX)=B(x) VALUE 

(DX)aB(y) VALUE 

CY FLAG ON IF NO ADAPTER CARD OR INVALID CALL 



JOY STICK 

ST I 
MOV 
MOV 



AX.DX 
DX.201H 
AL.AL 
JOY 2 



IN 


AL.DX 


AND 


AL.OFOH 


JMP 


JOY_l 


r 3i 




MOV 


BL.I 


CALL 


TEST CORD 


PUSH 


CX 


MOV 


BL.2 


CALL 


TEST CORD 


PUSH 


CX ~ 


MOV 


BL.4 


CALL 


TEST CORD 


PUSH 


CX ~ 


MOV 


BL,8 


CALL 


TEST CORD 


MOV 


DX.C5? 


POP 


CX 


POP 


BX 


POP 


AX 


JMP 


JOY_l 


3T CORD 


PROC NEAR 


PUSH 


DX 


CLI 




MOV 


AL.O 


OUT 


TIMER+3.AL 


JMP 


$+2 


IN 


AL, TIMER 


JMP 


1 + 2 


MOV 


AH.AL 


IN 


AL, TIMER 


XCHG 


AH.AL 



J INTERRUPTS BACK ON 

I GET SUB FUNCTION CODE 

I ADDRESS OF PORT 

I READ SWITCHES 



GO TO COMMON RETURN 



I SAVE A(X) VALUE 
J SAVE A(Y) VALUE 
i SAVE B(X) VALUE 



j SAVE B(Y) VALUE 
J GET B(X) VALUE 
I GET A(Y) VALUE 
I GET A(X) VALUE 
I FINISHED - RETURN 



I SAVE 

t BLOCK INTERRUPTS WHILE READING 

J SET UP TO LATCH TIMER 



I READ LOW BYTE OF TIMER 
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340 


0125 


50 






341 


0126 


B9 


04FF 




342 


0129 


EE 






343 


012A 


EB 


00 




344 


012C 








345 


012C 


EC 






346 


01 2D 


84 


C3 




347 


012F 


EO 


FB 




34S 


0131 


83 


F9 00 




349 


0134 


59 






350 


0135 


75 


04 




35 1 


0137 


2B 


C9 




352 


0139 


EB 


28 




353 


013B 








354 


0I3B 


BO 


00 




355 


01 3D 


E6 


43 




356 


013F 


EB 


00 




357 


0141 


E4 


40 




358 


0143 


8A 


EO 




359 


0145 


EB 


00 




360 


0147 


E4 


40 




361 


0149 


86 


EO 




362 










363 


014B 


3B 


C8 




364 


014D 


73 


OB 




365 


014F 


52 






366 


0150 


BA 


FFFF 




367 










368 


0153 


2B 


DO 




369 


0155 


03 


CA 




370 


0157 


5A 






371 


0158 


EB 


02 




372 










373 


01SA 








374 


015A 


2B 


C8 




375 


015C 








376 


0I5C 


81 


El 1FF0 




377 


0160 


CI 


E9 04 




378 










379 


0163 








380 


0163 


FB 






381 


0164 


BA 


0201 




382 


0167 


51 






383 


0168 


50 






384 


0169 


B9 


04FF 




385 


016C 








386 


016C 


EC 






387 


016D 


A8 


OF 




388 


0I6F 


EO 


FB 




389 










390 


0171 


58 






391 


0172 


59 






392 


0173 


5A 






393 










394 


0174 


C3 






395 










396 


0175 








397 


0175 








398 










399 


0176 








400 


0175 


IE 






401 


0176 


E8 


0000 E 




402 


0179 


FA 






403 


017A 


F6 


06 OOAO R 01 




404 


017F 


74 


06 




405 


0181 


FB 






406 


0182 


IF 






407 


0183 


F9 






408 


0184 


E9 


0055 R 




409 


0187 








410 


0187 


E4 


At 




411 


0189 


EB 


00 




412 


01BB 


24 


FE 




413 


018D 


E6 


At 




414 


018F 


8C 


IE 009A R 




415 


0193 


C7 


06 0098 R OOAO 


R 


416 


0199 


89 


OE 009E R 




417 


019D 


89 


16 009C R 




418 


01AI 


C6 


06 OOAO R 03 




419 


01A6 


50 






420 


01A7 


B8 


OBOB 




421 


01AA 


E8 


0000 E 




422 


01AD 


24 


7F 




423 


01AF 


OC 


40 




424 


01B1 


86 


EO 




425 


01B3 


E8 


0000 E 




426 


01B6 


58 






427 










428 










429 










430 


01B7 


FB 






431 


01B8 


51 






432 


01B9 


52 






433 


01BA 


87 


D1 




434 


01BC 








435 


01BC 


F6 


06 OOAO R 80 




436 


01C1 


El 


F9 




437 


01C3 


75 


05 




438 


01C5 


83 


EA 01 




439 


01C8 


73 


F2 




440 


01CA 








441 


01CA 


C6 


06 OOAO R 00 




442 


01CF 


5A 






443 


01 DO 


59 






444 


01D1 


IF 






445 


01D2 


F8 






446 


01D3 


E9 


0055 R 




447 










448 


01D6 









PUSH 


AX 


MOV 


CX.4FFH 


OUT 


DX.AL 


JHP 


t+2 


TEST CORD 1 I 




" iR 


AL.DX 


TEST 


AL.BL 


LOOPNZ 


TEST CORD 1 


CMP 


CX.O 


POP 


CX 


JNZ 


SHORT TEST CORD 2 


SUB 


CX.CX 


JMP 


SHORT TEST_C0RD_3 


TEST CORD 2 1 




MOV 


AL.,0 


OUT 


TIMER+3.AL 


JMP 


$+2 


IN 


AL, TIMER 


MOV 


AH.AL 


JMP 


S+2 


IN 


AL, TIMER 


XCHG 


AH, AI- 


CMP 


CX, AX 


JAE 


TEST CORD 4 


PUSH 


DX ~ 


MOV 


DX.-1 


SUB 


DX.AX 


ADD 


CX.DX 


POP 


DX 


JMP 


SHORT TEST_C0RD_5 


TEST CORD 4| 




" SOB 


CX.AX 


TEST CORD 5t 




AND 


CX.1FF0H 


SHR 


CX.4 


TEST CORD 3i 




~ STI 




MOV 


DX.20IH 


PUSH 


CX 


PUSH 


AX 


MOV 


CX.4FFH 


TEST CORD 6| 




" iR 


AL.DX 


TEST 


AL.OFH 



LOOPNZ TEST CORD 6 



TEST CORD 


ENDP 


JOYSTICK 


ENDP 


WAIT 


PROC 


NEAR 




PUSH 


DS 




CALL 


DDS 




CLI 






TEST 


ORTC WAIT FLAG, 01 




JZ 


WAIT~1 




STI 






POP 


DS 




STC 






JMP 


C1_F 


WAIT_I t 








IN 


AL.INTB01 




JMP 


$+2 




AND 


AL.OFEH 




OUT 


INTBOI.AL 




MOV 


•USER FLAG SEG.DS 




MOV 


•user~flag7offset OF 




MOV 


•RTC RlGH.CX 




MOV 


•RTC~LOW,DX 




MOV 


•RTC~WAIT FLAG, 03 




PUSH 


AX ~ 




MOV 


AX,X*CMOS REG B 




CALL 


CMOS READ" 




AND 


al.oTfh 




OR 


AL.040H 




XCHG 


AH.AL 




CALL 


CMOS WRITE 




POP 


AX ~ 


1 


WAIT 


TILL RTC TIMEOUT POSTEC 




STI 






PUSH 


CX 




PUSH 


DX 




XCHG 


DX.CX 


WAIT_2t 








TEST 


•RTC WAIT FLAG.080H 




LOOPZ 


WAIT~2 




JNZ 


WAIT"9 




SUB 


DX.1 




JNC 


WAIT_2 


WAIT_9t 








MOV 


•RTC WAIT FLAG.O 




POP 


DX " 




POP 


CX 




POP 


DS 




CLC 





t SAVE 

J SET COUNT 

j FIRE TIMER 



I ORIGINAL COUNT 



| SET UP TO LATCH TIMER 



t READ LOW BYTE OF TIMER 



I ADJUST FOR WRAP 



j SET COUNT 



ENABLE INTERRUPTS PRIOR TO RETURN 



I ENSURE INTERRUPT UNMASKED 



SET UP TRANSFER TABLE 



j SET ON "WAIT" FUNCTION ACTIVE SWITCHES 

i SAVE (AH) 

I ENABLE PIE 

I READ ALARM BYTE 

I CLEAR SIT BIT 

t ENABLE PIE BIT 

j DATA TO WORK REGISTER 

; WRITE NEW ALARM BYTE 

; RESTORE (AH) 



(WITH ERROR TIMEOUT) 
1 ENABLE INTERRUPTS 



t CHECK FOR END OF WAIT - CLEAR CARRY 

I DECREMENT TIMEOUT DELAY TILL WAIT END 

t EXIT IF RTC TIMER WAIT ENDED FLAG SET 

I DECREMENT ERROR TIMEOUT COUNTER 

J LOOP TILL COUNTERS TIMEOUT 

j SET FUNCTION INACTIVE 

t RESTORE CALLERS PARAMETERS 

I CLEAR CARRY FLAG 



BIOS1 5-167 



449 
4S0 
45 1 
452 

453 
454 
455 
456 
457 
458 
459 
460 
46 1 
462 
463 
464 
465 
466 
467 
468 
469 
470 
471 
472 
473 
474 
475 
476 
477 
478 
479 
480 
481 
482 
483 
484 
485 
486 
487 
468 
489 
490 
491 
492 
493 
494 
495 
496 
497 
498 
499 
500 
501 
502 
503 
504 
505 
506 
507 
508 
509 
510 
51 I 
512 
513 
514 
515 
516 
517 
518 
519 
520 
521 
522 
523 
524 
525 
526 
527 
528 
529 
530 
531 
532 
533 
534 
535 
536 
537 
538 
539 



— INT 15 H — ( FUNCTION 87 H - BLOCK MOVE ) — 

THIS BIOS FUNCTION PROVIDES A MEANS FOR A REAL MODE PROGRAM OR SYSTEM 
TO TRANSFER A BLOCK OF STORAGE TO AND FROM STORAGE ABOVE THE I MEG 
ADDRESS RANGE IN PROTECTED MODE SPACE BY SWITCHING TO PROTECTED MODE. 

ENTRY I 

(AH) ■ 87H (FUNCTION CALL) - BLOCK MOVE. 

(CX) a WORD COUNT OF STORAGE BLOCK TO BE MOVED. 

NOTE! MAX COUNT * 8000H FOR 32K WORDS (65K BYTES) 
ES:SI = LOCATION OF A GDT TABLE BUILT BY ROUTINE USING THIS FUNCTION. 

(ESjSI) POINTS TO A DESCRIPTOR TABLE (GDT) BUILT BEFORE INTERRUPTING 
TO THIS FUNCTION. THE DESCRIPTORS ARE USE TO PERFORM THE BLOCK 
MOVE IN THE PROTECTED MODE. THE SOURCE AND TARGET DESCRIPTORS 
BUILT BY THE USER MUST HAVE A SEGMENT LENGTH = 2 • CX-1 OR GREATER. 
THE DATA ACCESS RIGHTS BYTE MUST BE SET TO CPLO-R/W (93H). THE 
24 BIT ADDRESS (BYTE HI, WORD LOW) MUST BE SET TO THE TARGET/ SOURCE. 

LARGE BLOCK MOVES 



(AH) » 00H IF SUCCESSFUL 

(AH) * OIH IF MEMORY PARITY (PARITY ERROR REGISTERS ARE CLEARED) 
(AH) = 02H IF ANY OTHER EXCEPTION INTERRUPT ERROR OCCURRED 
(AH) = 03H IF GATE ADDRESS LINE 20 FAILED 

ALL REGISTERS ARE RESTORED EXCEPT (AH). 



DESCRIPTION! 



1. SAVE ENTRY REGISTERS AND SETUP FOR SHUTDOWN EXIT. 

2. THE REQUIRED ENTRIES ARE BUILT IN THE GDT AT (EStSI). 

3. GATE ADDRESS LINE 20 ACTIVE, CLI AND SET SHUTDOWN CODES. 

4. THE IDTR IS LOADED AND POINTS TO A ROM RESIDENT TABLE. 

5. THE GDTR IS LOADED FROM THE OFFSET POINTER (EStSI). 

6. THE PROCESSOR IS PUT INTO PROTECTED MODE. 

7. LOAD (DS) AND (ES) WITH SELECTORS FOR THE SOURCE AND TARGET. 

8. DStSI (SOURCE) (EStDI) (TARGET) REP MOVSW IS EXECUTED. 

9. CHECK MADE FOR PARITY ERRORS. 

10. REAL MODE RESTORED WHEN SHUTDOWN 09H IS EXECUTED. 

11. ERRORS ARE CHECKED FOR AND RETURN CODES ARE SET FOR (AH). 

12. ADDRESS LINE 20 GATE IS DISABLED. 

13. RETURN WITH REGISTERS RESTORED AND STATUS RETURN CODE. 

(FOR PC-AT COMPATIBILITY ZF=I IF SUCCESSFUL, ZF=0 IF ERROR.) 

THE FOLLOWING DIAGRAM DEPICTS THE ORGANIZATION OF A BLOCK MOVE GDT. 



2. THE SECOND DESCRIPTOR POINTS TO THE GDT 
TABLE AS A DATA SEGMENT. 

(USER INITIALIZED TO - MODIFIED BY BIOS) 

3. THE THIRD DESCRIPTOR POINTS TO THE SOURCE 
TO BE MOVED. (FROM) 

(USER INITIALIZED) 

4. THE FOURTH DESCRIPTOR POINTS TO THE 
DESTINATION SEGMENT. (TO) 

(USER INITIALIZED) 

5. THE FIFTH IS A DESCRIPTOR THAT BIOS USES 
TO CREATE THE PROTECTED MODE CODE SEGMENT. 

(USER INITIALIZED TO - MODIFIED BY BIOS) 

6. THE SIXTH DESCRIPTOR IS USED BY BIOS TO 
CREATE A PROTECTED MODE STACK SEGMENT. 

(USER INITIALIZED TO - MODIFIED BY BIOS) 
(POINTS TO USERS STACK) 



SAMPLE OF SOURCE OR TARGET DESCRIPTOR 
SOURCE_TARGET_DEF STRUC 



seg limit dw 

lo Word dw 

hi "byte db 

data acc_rights db 

reserved dw 

source target def i 



I SEGMENT LIMIT (1-65536 BYTES) 

I 24 BIT SEGMENT PHYSICAL 
i ADDRESS (0 TO ( 1 6M- 1 ) ) 

| ACCESS RIGHTS BYTE (CPLO-R/W) 

; RESERVED WORD (MUST BE ZERO) 



542 
543 
544 
545 
546 
547 



552 
553 

554 
555 

556 
557 
558 

559 
560 
561 
562 



????????? 
????????? 
????????? 
????????? 
????????? 
????????? 



0000 ????? 
0008 ????? 
0010 ????? 
0018 ????? 
0020 ????? 
0028 ????? 
0030 

0ID6 

0ID6 FC 
0ID7 60 
01D8 06 
0ID9 IE 



01 DA E8 0000 E 



THE GLOBAL DESCRIPTOR TABLE (ACTUAL LOCATION POINTED TO BY EStSI) 



J FIRST DESCRIPTOR NOT ACCESSIBLE 

t LOCATION OF CALLING ROUTINE GDT 

t SOURCE DESCRIPTOR 

J TARGET DESCRIPTOR 

I BIOS CODE DESCRIPTOR 

J STACK DESCRIPTOR 



BLOCKMOVE GDT DEF 


STRUC 


~ - DQ 




CGDT LOC DQ 




SOURCE DQ 




TARGET DQ 




BIOS CS DQ 




TEMP~SS DQ 




blocRmove_gdt_def 


ENDS 


BLOCKMOVE PROC 


NEAR 


CLD 




PUSHA 




PUSH ES 




PUSH DS 




1 SAVE THE CALLING ROUTINE 


CALL DDS 





| SET DIRECTION FORWARD 

J SAVE GENERAL PURPOSE REGISTERS 

; SAVE USERS EXTRA SEGMENT 

; SAVE USERS DATA SEGMENT 



SET DS TO DATA AREA 
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IBM 


Parse 


>ni 


Computer > 


B | 0S1 


- 06/10/85 INI 


563 


01DD 


8C 


16 0069 R 


564 


01E1 


89 


26 0067 R 


565 








566 








567 








568 








569 








570 








571 


01E5 


8C 


CO 


5T2 


01E7 


8E 


D8 


573 


0IE9 


8A 


F4 


574 


01EB 


CO 


EE 04 


575 


01EE 


CI 


EO 04 


576 


01FI 


03 


C6 


577 


01F3 


80 


D6 00 


578 








579 








580 








581 


01F6 


C7 


44 08 FFFF 


582 


01FB 


89 


44 OA 


583 


01FE 


88 


74 OC 


584 


0201 


C7 


44 OE 0000 


585 








586 








587 








588 


0206 


C7 


44 20 FFFF 


589 


020B 


C7 


44 22 0000 


590 


0210 


C6 


44 24 OF 


591 


0214 


C6 


44 25 9B 


592 


0218 


C7 


44 26 0000 


593 








594 








595 








596 


021D 


8C 


DO 


597 


02 IF 


8A 


F4 


598 


0221 


CO 


EE 04 


599 


0224 


CI 


EO 04 


600 








601 








602 








603 


0227 


C7 


44 28 FFFF 


604 


022C 


89 


44 2A 


605 


022F 


88 


74 2C 


606 


0232 


C6 


44 2D 93 


607 








608 








609 








610 


0236 


B4 


DF 


61 1 


0238 


E8 


03DA R 


612 


023B 


3C 


00 


613 


023D 


74 


06 


614 








615 


023F 


BO 


03 


616 


0241 


E6 


80 


617 


0243 


EB 


51 


618 








619 








620 








621 


0245 






622 


0245 


B8 


098F 


623 


0248 


E8 


0000 E 


624 








625 








626 








627 


024B 


2A 


CO 


628 


024D 


E6 


80 


629 








630 








631 








632 


024F 


BD 


02D4 R 


633 








634 


0252 


2E 




635 








636 


0253 


OF 




637 


0254 






638 


0254 


8B 


5E 00 


639 


0257 






640 


0254 






641 


0254 


01 




642 


0257 






643 








644 








645 


0257 


OF 




646 


0258 






647 


0258 


8B 


54 08 


648 


025B 






649 


0258 






650 


0258 


01 




651 


025B 






652 








653 








654 








655 








656 


025B 


B8 


0001 


657 








658 


025E 


OF 


01 FO 


659 


0261 


EA 




660 


0262 


0266 R 


661 


0264 


0020 


662 


0266 






663 








664 








665 








666 


0266 


B8 


0028 


667 


0269 


8E 


DO 


668 


026B 


B8 


0010 


669 


026E 


8E 


D8 


670 


0270 


B8 


0018 


671 


0273 


8E 


CO 


672 


0275 


2B 


F6 


673 


0277 


2B 


FF 


674 








675 


0279 


F3 


A5 


676 









= = SET UP THE PROTECTED MODE DEFINITIONS »:» 

— MAKE A 24 BIT ADDRESS OUT OF THE ESlSI FOR THE GDT POINTER 



ASSUME 
MOV 
MOV 
MOV 
SHR 
SHI- 
ADD 
ADC 



DSt NOTHING 

AX.ES 

DS.AX 

DH.AH 

DH.4 

AX, 4 

AX, SI 

DH.O 



I POINT (DS) TO USERS CONTROL BLOCK 

J GET THE GDT DATA SEGMENT 

J MOVE THE GDT SEGMENT POINTER TO (DS) 

S BUILD HIGH BYTE OF THE 24 BIT ADDRESS 

I USE ONLY HIGH NIBBLE SHIFT - RIGHT 4 

J STRIP HIGH NIBBLE FROM (AX) 

I ADD THE GDT OFFSET TO DEVELOP LOW WORD 

I ADJUST HIGH BYTE IF CARRY FROM LOW 



SET THE GDT LOC 



1XGDT LOC.SEG LIMIT, MAX SEGJ-EN 
.CGDT~LOC.BASE LO WORD,A"X | SET THE LOW WORD 
.CGDT~LOC.BASE_HI BYTE.DH t SET THE HIGH BYTE 
.CGDT~LOC.DAT A RESERVED, J RESERVED 



MOV 
MOV 
MOV 
MOV 



SET UP THE CODE SEGMENT DESCRIPTOR 



MOV 
MOV 
MOV 
MOV 
MOV 



.BIOS CS.SEG LIMIT, MAX SEG LEN 

,BIOS~CS.BASE_LO_WORD,C"SEGO_LO ; LOW WORD OF (CS)= 
.BIOS_CS.BASE HI BYTE.CSEGO HI | HIGH BYTE OF (CS)= OFH 
.BIOS CS.DATA~ACC RIGHTS.CPCO CODE ACCESS 
.BIOS~CS.DATA RESERVED, | RESERVED 



MAKE A 24 BIT ADDRESS OUT OF THE (SS) - ( (SP) REMAINS USER (SP) ) 



MOV 
MOV 
SHR 
SHL 



J GET THE CURRENT STACK SEGMENT 
I FORM HIGH BYTE OF 24 BIT ADDRESS 
; FORM HIGH BYTE - SHIFT RIGHT 4 
1 STRIP HIGH NIBBLE FROM (AX) 



SS IS NOW IN POSITION FOR A 24 BIT ADDRESS — > SETUP THE (SS) DESCRIPTOR 

MOV rsi].TEMP_SS.SEG LI MIT, MAX SEG_LEN | SET THE SS SEGMENT LIMIT 

MOV [SI I. TEMP SS.BASE LO WORD,A~X } SET THE LOW WORD 

MOV [SI]. TEMP SS.BASE HI "BYTE, DH | SET THE HIGH BYTE 

MOV [SI].TEMP~SS.DATA_ACC"_RIGHTS,CPLO_DATA_ACCESS ; SET CPL 

GATE ADDRESS BIT 20 ON (DISABLE INTERRUPTS) 



MOV 
CALL 
CMP 
JZ 



AH, ENABLE BIT20 

GATE_A20 

AL.O 

BL4 



| GET ENABLE MASK 

I ENABLE A20 AND CLEAR INTERRUPTS 

; WAS THE COMMAND ACCEPTED? 

t GO IF YES 



MOV 
OUT 
JMP 



I SET THE ERROR FLAG IF NOT 
J EARLY ERROR EXIT 
SET SHUTDOWN RETURN ADDRESS AND DISABLE NMI 



AL.03H 

MFG PORT.AL 

SHORT SHUT9 



CLEAR EXCEPTION ERROR FLAG 

SUB AL.AL 

OUT MFG_PORT,AL 

LOAD THE IDT AND GDT 

P, OFFSET ROM_IDT_LOC 



J SET ERROR FLAG LOCATION TO 



??0001 
??0002 



??0003 
??0004 



SEGOV CS 

DB 02EH 

LIDT [BP] 

DB OOFH 

LABEL BYTE 

MOV BX.WORD PTR [BP] 

LABEL BYTE 

ORG OFFSET CS I 770001 

DB 00 1H 

ORG OFFSET CSt 770002 

LGDT [SI].CGDT LOC 

DB OOFH 

LABEL BYTE 

MOV DX.WORD PTR [ S I ] . CGDT_LOC 

LABEL BYTE 

ORG OFFSET CSt 770003 

DB 00 1H 

ORG OFFSET CS I 770004 



SWITCH TO VIRTUAL MODE 
MOV AX, VIRTUAL ENABLE 



LOAD THE IDT 
I REGISTER FROM THIS AREA 



; LOAD GLOBAL DESCRIPTOR TABLE REGISTER 



00FH.001H.0F0H 
OEAH 

OFFSET VIRT 
BIOS CS 



J PURGE PRE-FETCH QUEUE WITH FAR JUMP 

J - TO OFFSET 

J - IN SEGMENT -PROTECTED MODE SELECTOR I 



IN PROTECTED MODE - SETUP STACK SELECTOR AND SOURCE/TARGET SELECTORS 

J USER'S SS+SP IS NOT A DESCRIPTOR 

I LOAD STACK SELECTOR 

} GET THE SOURCE ENTRY 

t LOAD SOURCE SELECTOR 

; GET THE TARGET ENTRY 

I LOAD TARGET SELECTOR 

t SET SOURCE INDEX REGISTER TO ZERO 

I SET TARGET INDEX REGISTER TO ZERO 

I MOVE THE BLOCK COUNT PASSED IN (CX) 



MOV 


AX, TEMP SS 


MOV 


SS.AX 


MOV 


AX, SOURCE 


MOV 


DS.AX 


MOV 


AX, TARGET 


MOV 


ES.AX 


SUB 


SI, SI 


SUB 


DI.DI 
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677 










676 










679 


027B 


E4 


61 




680 


0270 


24 


CO 




681 


027F 


74 


12 




682 










683 










684 










685 


0281 


SB 


05 




686 


0263 


89 


05 




687 


0285 


BO 


01 




688 


0287 


E6 


80 




689 


0269 


E4 


61 




690 


028B 


OC 


OC 




691 


0280 


E6 


61 




692 


028F 


24 


F3 




693 


0291 


E6 


61 




694 










695 










696 










697 


0293 








698 


0293 


E9 


0000 E 




699 










700 










701 










702 










703 










704 


0296 








705 










706 


0296 


B8 


— — R 




707 


0299 


8E 


D8 




708 


029B 


8E 


16 0069 


R 


709 


029F 


8B 


26 0067 


R 


710 










71 1 










712 










713 


02A3 


B4 


DD 




714 


02A5 


E8 


03DA R 




715 


02A8 


3C 


00 




716 


02AA 


74 


OA 




717 










718 


02 AC 


E4 


80 




719 


02AE 


3C 


00 




720 


02B0 


75 


04 




721 


02B2 


BO 


03 




722 


02B4 


E6 


80 




723 










724 










725 










726 


02B6 








727 


02B6 


B8 


OOOF 




728 


02B9 


E6 


70 




729 


02BB 


IF 






730 


02BC 


07 










E4 


7i 




732 










733 


02BF 


E4 


80 




734 


02C1 


8B 


EC 




735 


02C3 


88 


46 OF 




736 


02C6 


3A 


EO 




737 


02C8 


61 






738 


02C9 


FB 






739 


02CA 








740 


02CA 


CA 


0002 




741 


02CD 








742 










743 










744 










745 


02CD 








746 


02CD 


BO 


02 




747 


02CF 


E6 


80 




748 


02D1 


E9 


0000 E 




749 










750 










751 










752 


02D4 








753 


0204 


0100 




754 


02D6 


02DA R 




755 


02D8 


OF 






756 


02D9 


00 






757 










758 










759 










760 


02DA 








761 


02DA 


02CO R 




762 


02DC 


0020 




763 


02DE 


00 






764 


02DF 


87 






765 


02E0 


0000 




766 










767 


02E2 


02CD R 




768 


02E4 


0020 




769 


02E6 


00 






770 


02E7 


87 






771 


02E8 


0000 




772 










773 


02EA 


02CD R 




774 


02EC 


0020 




775 


02EE 


00 






776 


02EF 


87 






777 


02F0 


0000 




778 










779 


02F2 


02CD R 




780 


02F4 


0020 




781 


02F6 


00 






782 


02F7 


87 






783 


02F8 


0000 




784 










785 


02FA 


02CO R 




786 


02FC 


0020 




787 


02FE 


00 






788 


02FF 


87 






789 


0300 


0000 




790 











CHECK FOR MEMORY PARITY BEFORE SHUTDOWN 



AL.PORT B 
AL, PARITY ERR 
D0NE1 



CLEAR PARITY 



MOV 
MOV 
MOV 
OUT 



OUT 
AND 
OUT 



AX.DSifDI] 
DS»[DlJ,AX 
AL.01 

MFG PORT.AL 
AL.PORT B 
AL.RAM PAR OFF 
PORT BTAL ~ 
AL.RAM PAR ON 
PORT BTAL ~ 



CAUSE A SHUTDOWN 



PROC SHUTDOWN 



ASSUME 

MOV 

MOV 

MOV 

MOV 



DStDATA 

AX, DATA 

DS.AX 

SS.OIO ROM SEG 

SP,OIO~ROM~INIT 



GATE ADDRESS BIT 20 OFF 

MOV AH, DISABLE BIT20 

CALL GATE A20 ~ 

CMP AL.O" 

JZ DONE3 



I GET THE PARITY LATCHES 
I STRIP UNWANTED BITS 
I GO IF NO PARITY ERROR 



FETCH CURRENT SOURCE DATA 

WRITE IT BACK 

SET PARITY CHECK ERROR = 



I TOGGLE PARITY CHECK LATCHES 
| TO CLEAR THE PENDING ERROR 
t AND ENABLE CHECKING 



I GO RESET PROCESSOR AND SHUTDOWN 



I RESTORE USERS STACK 
I SET DS TO DATA AREA 



| DISABLE MASK 

t GATE ADDRESS 20 LINE OFF 

I COMMAND ACCEPTED? 

I GO IF YES 

I CHECK FOR ANY OTHER ERROR FIRST 

t WAS THERE AN ERROR? 

| REPORT FIRST ERROR IF YES 

I ELSE SET GATE A20 ERROR FLAG 



I CLEAR (AH) TO ZERO AND (AL) TO DEFAULT 

; ENABLE NMI INTERRUPTS 

j RESTORE USER DATA SEGMENT 

I RESTORE USER EXTRA SEGMENT 

I OPEN CMOS STANDBY LATCH 

I GET THE ENDING STATUS RETURN CODE 

. poINT T£J REGISTERS IN THE STACK 

t PLACE ERROR CODE INTO STACK AT (AH) 

; SET THE ZF « CY FLAGS WITH RETURN CODE 

j RESTORE THE GENERAL PURPOSE REGISTERS 

t TURN INTERRUPTS ON 

I RETURN WITH FLAGS SET — (AH)= CODE 
j (CY»0,ZF=1)« OK (CY=1 ,ZF=0)= ERROR 



; GET EXCEPTION ERROR CODE 

I SET EXCEPTION INTERRUPT OCCURRED FLAG 

I CAUSE A EARLY SHUTDOWN 



I LENGTH OF ROM IDT TABLE 

t LOW WORD OF BASE ADDRESS 

I HIGH BYTE OF BASE ADDRESS 

DB j RESERVED 

THE ROM EXCEPTION INTERRUPT VECTOR GATES FOR BLOCK MOVE 

I i EXCEPTION 00 

DW EX INT s DESTINATION OFFSET 

DW Bl5S CS ; DESTINATION SEGMENT SELECTOR 

DB j WORD COPY COUNT 

DB TRAP GATE | GATE TYPE - ACCESS RIGHTS BYTE 

DW » RESERVED 

I EXCEPTION 01 

DW EX INT j DESTINATION OFFSET 

DW Bl5S CS » DESTINATION SEGMENT SELECTOR 

DB | WORD COPY COUNT 

DB TRAP GATE j GATE TYPE - ACCESS RIGHTS BYTE 

DW | RESERVED 

I EXCEPTION 02 

DW EX INT | DESTINATION OFFSET 

DW Bl5S CS t DESTINATION SEGMENT SELECTOR 

DB | WORD COPY COUNT 

DB TRAP GATE ; GATE TYPE - ACCESS RIGHTS BYTE 

DW t RESERVED 

; EXCEPTION 03 

DW EX INT j DESTINATION OFFSET 

DW BIO'S CS | DESTINATION SEGMENT SELECTOR 

DB j WORD COPY COUNT 

DB TRAP GATE j GATE TYPE - ACCESS RIGHTS BYTE 

DW ~ j RESERVED 

I EXCEPTION 04 

DW EX INT | DESTINATION OFFSET 

DW BlBS CS j DESTINATION SEGMENT SELECTOR 

DB j WORD COPY COUNT 

DB TRAP GATE j GATE TYPE - ACCESS RIGHTS BYTE 

DW j RESERVED 

I EXCEPTION 05 





IN 


AL.MFG PORT 




CMP 


AL.O " 




JNZ 


DONE3 




MOV 


AL.03H 




OUT 


MFG_PORT,AL 


, 


RESTORE 


THE USERS REGISTERS 


DONE3I 








MOV 


AX, CMOS SHUT DOWN 




OUT 


CMOS POft"T,AL~ 




POP 


DS " 




POP 


ES 




IN 


AL,CMOS_DATA 




IN 


AL.MFG PORT 




MOV 


SP.SP ~ 




MOV 


[BP+I5],AL 




CMP 


AH.AL 




ROPA 






STI 




D0NE4 


PROC 


FAR 




RET 


2 


D0NE4 


ENDP 




, 


BLOCK MOVE EXCEPTION INTERRl 


EX_INT« 








MOV 


AL.02H 




OUT 


MFG PORT.AL 




JMP 


PROC"_SHUTDOWN 


I— " 


ROM IDT 


LOCATION 


ROM_ID7 


' LOCi 






~DW 


ROM IDT END-ROM IDT 




DW 


ROM" IDT 




DB 


CSEG*« HI 



5-170 BIOS1 



B | 0S1 


06/10/85 


791 


0302 


02CD 


R 


792 


0304 


0020 




793 


0306 


00 




794 


0307 


87 




795 


0308 


0000 




796 








797 


030A 


02CD 


R 


798 


030C 


0020 




799 


030E 


00 




800 


030F 


87 




801 


0310 


0000 




802 








803 


0312 


02CD 


R 


804 


0314 


0020 




805 


0316 


00 




806 


0317 


87 




807 


0318 


0000 




808 








809 


031 A 


02CD 


R 


810 


031C 


0020 




81 1 


031E 


00 




812 


031F 


87 




813 


0320 


0000 




814 








815 


0322 


02CD 


R 


816 


0324 


0020 




817 


0326 


00 




818 


0327 


87 




819 


0328 


0000 




820 








821 


032A 


02CD 


R 


822 


032C 


0020 




823 


032E 


00 




824 


032F 


87 




825 


0330 


0000 




826 








827 


0332 


02CD 


R 


828 


0334 


0020 




829 


0336 


00 




630 


0337 


87 




831 


0338 


0000 




832 








833 


033A 


02CD 


R 


834 


033C 


0020 




835 


033E 


00 




836 


033F 


87 




837 


0340 


0000 




838 








839 


0342 


02CD 


R 


840 


0344 


0020 




841 


0346 


00 




842 


0347 


87 




843 


0348 


0000 




844 








845 


034A 


02CD 


R 


846 


034C 


0020 




847 


034E 


00 




848 


034F 


87 




849 


0350 


0000 




850 








851 


0352 


02CD 


R 


852 


0354 


0020 




853 


0356 


00 




854 


0357 


87 




855 


0358 


0000 




856 








857 


035A 


02CD 


R 


858 


035C 


0020 




859 


035E 


00 




860 


035F 


87 




861 


0360 


0000 




862 








863 


0362 


02CD 


R 


864 


0364 


0020 




865 


0366 


00 




866 


0367 


87 




867 


0368 


0000 




868 








869 


036A 


02CO 


R 


870 


036C 


0020 




871 


036E 


00 




872 


036F 


87 




873 


0370 


0000 




874 








875 


0372 


02CD 


R 


876 


0374 


0020 




877 


0376 


00 




878 


0377 


87 




879 


0378 


0000 




880 








881 


037A 


02CD 


R 


882 


037C 


0020 




883 


037E 


00 




884 


037F 


87 




885 


0380 


0000 




886 








887 


0382 


02CD 


R 


888 


0384 


0020 




889 


0386 


00 




890 


0387 


87 




891 


0388 


0000 




892 








893 


038A 


02CD 


R 


894 


038C 


0020 




895 


038E 


00 




896 


038F 


87 




897 


0390 


0000 




898 








899 


0392 


02CD 


R 


900 


0394 


0020 




901 


0396 


00 




902 


0397 


87 




903 


0398 


0000 




904 









INTERRUPT 16H BIOS ROUTINES 



TRAP GATE 



TRAP GATE 



DESTINATION OFFSET 

DESTINATION SEGMENT SELECTOR 

WORD COPY COUNT 

GATE TYPE - ACCESS RIGHTS BYTE 

RESERVED 

EXCEPTION 06 
DESTINATION OFFSET 
DESTINATION SEGMENT SELECTOR 
WORD COPY COUNT 

GATE TYPE - ACCESS RIGHTS BYTE 
RESERVED 

EXCEPTION 07 
DESTINATION OFFSET 
DESTINATION SEGMENT SELECTOR 
WORD COPY COUNT 

GATE TYPE - ACCESS RIGHTS BYTE 
RESERVED 

EXCEPTION 08 
DESTINATION OFFSET 
DESTINATION SEGMENT SELECTOR 
WORD COPY COUNT 

GATE TYPE - ACCESS RIGHTS BYTE 
RESERVED 

EXCEPTION 09 
DESTINATION OFFSET 
DESTINATION SEGMENT SELECTOR 
WORD COPY COUNT 

GATE TYPE - ACCESS RIGHTS BYTE 
RESERVED 

EXCEPTION 10 
DESTINATION OFFSET 
DESTINATION SEGMENT SELECTOR 
WORD COPY COUNT 

GATE TYPE - ACCESS RIGHTS BYTE 
RESERVED 

EXCEPTION 1 1 
DESTINATION OFFSET 
DESTINATION SEGMENT SELECTOR 
WORD COPY COUNT 

GATE TYPE - ACCESS RIGHTS BYTE 
RESERVED 

EXCEPTION 12 
DESTINATION OFFSET 
DESTINATION SEGMENT SELECTOR 
WORD COPY COUNT 

GATE TYPE - ACCESS RIGHTS BYTE 
RESERVED 

EXCEPTION 13 
DESTINATION OFFSET 
DESTINATION SEGMENT SELECTOR 
WORD COPY COUNT 

GATE TYPE - ACCESS RIGHTS BYTE 
RESERVED 

EXCEPTION 14 
DESTINATION OFFSET 
DESTINATION SEGMENT SELECTOR 
WORD COPY COUNT 

GATE TYPE - ACCESS RIGHTS BYTE 
RESERVED 

EXCEPTION 15 
DESTINATION OFFSET 
DESTINATION SEGMENT SELECTOR 
WORD COPY COUNT 

GATE TYPE - ACCESS RIGHTS BYTE 
RESERVED 

EXCEPTION 16 
DESTINATION OFFSET 
DESTINATION SEGMENT SELECTOR 
WORD COPY COUNT 

GATE TYPE - ACCESS RIGHTS BYTE 
RESERVED 

EXCEPTION 17 
DESTINATION OFFSET 
DESTINATION SEGMENT SELECTOR 
WORD COPY COUNT 

GATE TYPE - ACCESS RIGHTS BYTE 
RESERVED 

EXCEPTION 18 
DESTINATION OFFSET 
DESTINATION SEGMENT SELECTOR 
WORD COPY COUNT 

GATE TYPE - ACCESS RIGHTS BYTE 
RESERVED 

EXCEPTION 19 
DESTINATION OFFSET 
DESTINATION SEGMENT SELECTOR 
WORD COPY COUNT 

GATE TYPE - ACCESS RIGHTS BYTE 
RESERVED 

EXCEPTION 20 
DESTINATION OFFSET 
DESTINATION SEGMENT SELECTOR 
WORD COPY COUNT 

GATE TYPE - ACCESS RIGHTS BYTE 
RESERVED 

EXCEPTION 21 
DESTINATION OFFSET 
DESTINATION SEGMENT SELECTOR 
WORD COPY COUNT 

GATE TYPE - ACCESS RIGHTS BYTE 
RESERVED 

EXCEPTION 22 
DESTINATION OFFSET 
DESTINATION SEGMENT SELECTOR 
WORD COPY COUNT 

GATE TYPE - ACCESS RIGHTS BYTE 
RESERVED 

EXCEPTION 23 
DESTINATION OFFSET 
DESTINATION SEGMENT SELECTOR 
WORD COPY COUNT 

GATE TYPE - ACCESS RIGHTS BYTE 
RESERVED 

EXCEPTION 24 



BIOS1 5-171 



IBM 


Parsons 1 Compu 


BIOS 


, .... 


■ 06/10/85 


905 


039A 


02CD R 


906 


039C 


0020 


907 


039E 


00 


908 


039F 


87 


909 


03A0 


0000 


910 






911 


03A2 


02CD R 


912 


03A4 


0020 


913 


03A6 


00 


914 


03A7 


87 


915 


03A8 


0000 


916 






917 


03AA 


02CD R 


918 


03AC 


0020 


919 


03AE 


00 


920 


03AF 


87 


921 


03B0 


0000 


922 






923 


03B2 


02CD R 


924 


03B4 


0020 


925 


03B6 


00 


926 


03B7 


87 


927 


03B8 


0000 


928 






929 


03BA 


02CD R 


930 


03BC 


0020 


93 1 


03BE 


00 


932 


03BF 


87 


933 


03C0 


0000 


934 






935 


03C2 


02CD R 


936 


03C4 


0020 


937 


03C6 


00 


938 


03C7 


87 


939 


03C8 


0000 


940 






941 


03CA 


02CD R 


942 


03CC 


0020 


943 


03CE 


00 


944 


03CF 


87 


945 


03D0 


0000 


946 






947 


03D2 


02CD R 


948 


0304 


0020 


949 


03D6 


00 


950 


03D7 


87 


951 


03D8 


0000 


952 


03DA 




953 






954 


03DA 





DW 


Bl5S CS 


DB 





DB 


TRAP GATE 


DW 





DW 


EX INT 


DW 


Bl5S CS 


DB 





DB 


TRAP GATE 


DW 


~ 


DW 


EX INT 


DW 


BIG'S CS 


DB 





DB 


TRAP GATE 


DW 





DW 


EX INT 


DW 


BlSS CS 


DB 





DB 


TRAP GATE 


DW 





DW 


EX INT 


DW 


BlSS CS 


DB 





DB 


TRAP GATE 


DW 





DW 


EX INT 


DW 


BlSS CS 


DB 





DB 


TRAP GATE 


DW 





DT END: 





DESTINATION OFFSET 

DESTINATION SEGMENT SELECTOR 

WORD COPY COUNT 

GATE TYPE - ACCESS RIGHTS BYTE 

RESERVED 

EXCEPTION 25 
DESTINATION OFFSET 
DESTINATION SEGMENT SELECTOR 
WORD COPY COUNT 

GATE TYPE - ACCESS RIGHTS BYTE 
RESERVED 

EXCEPTION 26 
DESTINATION OFFSET 
DESTINATION SEGMENT SELECTOR 
WORD COPY COUNT 

GATE TYPE - ACCESS RIGHTS BYTE 
RESERVED 

EXCEPTION 27 
DESTINATION OFFSET 
DESTINATION SEGMENT SELECTOR 
WORD COPY COUNT 

GATE TYPE - ACCESS RIGHTS BYTE 
RESERVED 

EXCEPTION 28 
DESTINATION OFFSET 
DESTINATION SEGMENT SELECTOR 
WORD COPY COUNT 

GATE TYPE - ACCESS RIGHTS BYTE 
RESERVED 

EXCEPTION 29 
DESTINATION OFFSET 
DESTINATION SEGMENT SELECTOR 
WORD COPY COUNT 

GATE TYPE - ACCESS RIGHTS BYTE 
RESERVED 

EXCEPTION 30 
DESTINATION OFFSET 
DESTINATION SEGMENT SELECTOR 
WORD COPY COUNT 

GATE TYPE - ACCESS RIGHTS BYTE 
RESERVED 

EXCEPTION 31 
DESTINATION OFFSET 
DESTINATION SEGMENT SELECTOR 
WORD COPY COUNT 

GATE TYPE - ACCESS RIGHTS BYTE 
RESERVED 
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955 








956 








957 








958 








959 








960 








96 1 








962 








963 








964 








965 








966 








967 








968 








969 








970 


03DA 






971 


03OA 


51 




972 


03DB 


FA 




973 


03DC 


E8 


03F3 R 


974 


03DF 


75 


10 


975 


03E1 


BO 


D1 


976 


03E3 


E6 


64 


977 


03E5 


E8 


03F3 R 


978 


03E8 


75 


07 


979 


03EA 


8A 


C4 


980 


03EC 


E6 


60 


981 


03EE 


E8 


03F3 R 


982 








983 








984 








965 


03F1 






986 


03F1 


59 




987 


03F2 


C3 




988 








989 








990 








991 








992 








993 








994 








995 








996 








997 








998 


03F3 






999 


03F3 


2B 


C9 


1000 


03F5 






1001 


03F5 


E4 


64 


1002 


03F7 


24 


02 


1003 


03F9 


EO 


FA 


1004 


03FB 


C3 




1005 


03FC 






(006 








1007 








1008 








1009 








1010 








1011 








1012 








1013 








1014 








1015 








1016 








1017 








1018 








1019 








1020 








1021 








(022 








1023 








1024 








(025 








1026 








1027 








1028 








(029 








1030 








1031 


03FC 






(032 








1033 


03FC 


B8 


3031 


1034 


03FF 


E8 


0000 E 


1035 


0402 


86 


C4 


1036 


0404 


EB 


0000 E 


1037 


0407 


CF 




1038 








1039 


0408 







GATE_A20 

THIS ROUTINE CONTROLS A SIGNAL WHICH GATES ADDRESS BIT 20. 

THE GATE A20 SIGNAL IS AN OUTPUT OF THE 8042 SLAVE PROCESSOR. 

ADDRESS BIT 20 SHOULD BE GATED ON BEFORE ENTERING PROTECTED MODE. 

IT SHOULD BE GATED OFF AFTER ENTERING REAL MODE FROM PROTECTED 

MODE. INTERRUPTS ARE LEFT DISABLED ON EXIT. 
INPUT 



PUSH 

CLI 

CALL 

JNZ 

MOV 

OUT 

CALL 

JNZ 

MOV 

OUT 

CALL 



CX 

EMPTY 8042 
GATE A"20 RETURN 
AL.OBlH 

STATUS PORT.AL 
EMPTY S042 
GATE A"20 RETURN 
AL.AH 
PORT A,AL 
EMPTY 8042 



t SAVE USERS (CX) 

I DISABLE INTERRUPTS WHILE USING 8042 

I INSURE 8042 INPUT BUFFER EMPTY 

t EXIT IF 8042 UNABLE TO ACCEPT COMMAND 

I 8042 COMMAND TO WRITE OUTPUT PORT 

j OUTPUT COMMAND TO 8042 

t WAIT FOR 8042 TO ACCEPT COMMAND 

I EXIT IF 8042 UNABLE TO ACCEPT COMMAND 

J 8042 PORT DATA 

t OUTPUT PORT DATA TO 8042 

J WAIT FOR 8042 TO ACCEPT PORT DATA 



8042 OUTPUT WILL SWITCH WITHIN 20 MICRO SECONDS OF ACCEPTING PORT DATA 



GATE A20 RETURN t 

Pop ( 

RET 



| RESTORE USERS (CX) 



EMPTY 8042 

"THIS ROUTINE WAITS FOR THE 8042 INPUT BUFFER TO EMPTY. 
INPUT 



IADs 00H 
(AD* 02H 
(CX) 



8042 INPUT BUFFER EMPTY (ZERO FLAG SET) 

TIME OUT, 8042 INPUT BUFFER FULL (NON-ZERO FLAG SET) 

- MODIFIED 



EMPTY 8042: 

~ SUB CX.CX 
EMPTY Lt 

" IN AL, STATUS PORT 
AND AL.1NPT BDF FULL 
LOOPNZ EMPTY L~ 
RET 
GATE A20 ENDP 



I (CX)«0, WILL BE USED AS TIME OUT VALUE 

t READ 8042 STATUS PORT 

I TEST INPUT BUFFER FULL FLAG (BIT 1) 

I LOOP UNTIL BUFFER EMPTY OR TIME OUT 



— INT 15 H — ( FUNCTION 88 H - I/O MEMORY SIZE DETERMINE ) 

EXT MEMORY 

" THIS ROUTINE RETURNS THE AMOUNT OF MEMORY IN THE SYSTEM THAT IS 
LOCATED STARTING AT THE 1024K ADDRESSING RANGE, AS DETERMINED BY 
THE POST ROUTINES. 

NOTE THAT THE SYSTEM MAY NOT BE ABLE TO USE I/O MEMORY UNLESS THERE 
IS A FULL COMPLEMENT OF 5I2K OR 640 BYTES ON THE PLANAR. THIS SIZE 
SIZE IS STORED IN CMOS AT ADDRESS LOCATIONS 30H AND 31H. 



INPUT 



AH « 88H 



IORY PROC 

MOV AX, CMOS U M S LO»H+CMOS U M S HI J ADDRESS HIGH/LOW BYTES 

CALL CMOS REXD ~;"gET~THE HIGH BYTE OF I/O MEMORY 

XCHG AL.AH* i PUT HIGH BYTE IN POSITION (AH) 

CALL CMOS READ ; GET THE LOW BYTE OF I/O MEMORY 

I RET ; RETURN TO USER 

IORY ENDP 
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1040 
1041 
1042 
1043 
t044 
1045 
1046 
1047 
1048 
1049 
1090 
1051 
1052 
1053 
1054 
1055 
1056 
1057 
1058 
1059 
1060 
1061 
1062 
1063 
1064 
1065 
1066 
1067 
1068 
1069 
1070 
1071 
1072 
1073 
1074 
1075 
1076 
1077 
1078 
1079 
1080 
1081 
1082 
1083 
1084 
1085 
1086 
1087 
1088 
1089 
1090 
1091 
1092 
1093 

1095 
1096 
1097 
1098 
1099 
1 100 
1101 
1102 
1103 
1104 
1105 
1106 
1107 
1 108 
1109 
1110 
lilt 
1112 



11 15 

I 1 16 

II 17 
11 18 
1119 
1120 
1121 
I 122 
1123 
1 124 
1125 
1126 
1127 
1 128 
1129 
1130 
1131 
1132 
I 133 
1134 
1135 
1 136 
1137 
1138 
1 139 



140 
41 



PAGE 
— INT 15 H ( FUNCTION 89 H ) - 

PURPOSE I 

THIS BIOS FUNCTION PROVIDES A MEANS TO THE USER TO SWITCH INTO 
VIRTUAL (PROTECTED) MODE. UPON COMPLETION OF THIS FUNCTION THE 
PROCESSOR WILL BE IN VIRTUAL (PROTECTED) MODE AND CONTROL WILL 
BE TRANSFERRED TO THE CODE SEGMENT THAT WAS SPECIFIED BY THE USER. 

ENTRY REQUIREMENTS: 

(ESlSI) POINTS TO A DESCRIPTOR TABLE (GDT) BUILT BEFORE INTERRUPTING 
TO THIS FUNCTION. THESE DESCRIPTORS ARE USED BY THIS FUNCTION TO 
INITIALIZE THE IDTR, THE GDTR AND THE STACK SEGMENT SELECTOR. THE 
DATA SEGMENT (DS) SELECTOR AND THE EXTRA SEGMENT (ES) SELECTOR WILL 
BE INITIALIZE TO DESCRIPTORS BUILT BY THE ROUTINE USING THIS FUNCTION. 
BH - OFFSET INTO THE INTERRUPT DESCRIPTOR TABLE STATING WHERE THE 

FIRST EIGHT HARDWARE INTERRUPTS WILL BEGIN. ( INTERRUPT LEVEL 1 ) 
BL - OFFSET INTO THE INTERRUPT DESCRIPTOR TABLE STATING WHERE THE 

SECOND EIGHT HARDWARE INTERRUPTS BEGIN. ( INTERRUPT LEVEL 2 ) 

THE DESCRIPTORS ARE DEFINED AS FOLLOWS I 

1. THE FIRST DESCRIPTOR IS THE REQUIRED DUMMY. 
(USER INITIALIZED TO 0) 

2. THE SECOND DESCRIPTOR POINTS TO THE GDT TABLE AS 
A DATA SEGMENT. 

(USER INITIALIZED) 

3. THE THIRD DESCRIPTOR POINTS TO THE USER DEFINED 
INTERRUPT DESCRIPTOR TABLE (IDT). 

(USER INITIALIZED) 

4. THE FORTH DESCRIPTOR POINTS TO THE USER'S DATA 
SEGMENT (DS). 

(USER INITIALIZED) 

5. THE FIFTH DESCRIPTOR POINTS TO THE USER'S EXTRA 
SEGMENT (ES) . 

(USER INITIALIZED) 

6. THE SIXTH DESCRIPTOR POINTS TO THE USER'S STACK 
SEGMENT (SS) . 

(USER INITIALIZED) 

7. THE SEVENTH DESCRIPTOR POINTS TO THE CODE SEGMENT 
THAT THIS FUNCTION WILL RETURN TO. 

(USER INITIALIZED TO THE USER'S CODE SEGMENT.) 

8. THE EIGHTH DESCRIPTOR IS USED BY THIS FUNCTION TO 
ESTABLISH A CODE SEGMENT FOR ITSELF. THIS IS 
NEEDED SO THAT THIS FUNCTION CAN COMPLETE IT'S 
EXECUTION WHILE IN PROTECTED MODE. WHEN CONTROL 
GETS PASSED TO THE USER'S CODE THIS DESCRIPTOR CAN 
BE USED BY HIM IN ANY WAY HE CHOOSES. 

NOTE - EACH DESCRIPTOR MUST CONTAIN ALL THE NECESSARY DATA 

I.E. THE LIMIT, BASE ADDRESS AND THE ACCESS RIGHTS BYTE. 

AHs 89H (FUNCTION CALL) 

EStSI a LOCATION OF THE GDT TABLE BUILD BY ROUTINE 

USING THIS FUNCTION. 

EXIT PARAMETERS! 



(BP) DESTROYED 



CONSIDERATIONS! 



NO BIOS AVAILABLE TO USER. USER MUST HANDLE ALL 

I/O COMMANDS. 

INTERRUPTS - INTERRUPT VECTOR LOCATIONS MUST BE 

MOVED. DUE TO THE 286 RESERVED AREAS. THE 

HARDWARE INTERRUPT CONTROLLERS MUST BE REINITIALIZED 

TO DEFINE LOCATIONS THAT DO NOT RESIDE IN THE 286 

RESERVED AREAS. 

EXCEPTION INTERRUPT TABLE AND HANDLER MUST BE 

INITIALIZED BY THE USER. 

THE INTERRUPT DESCRIPTOR TABLE MUST NOT OVERLAP 

THE REAL MODE BIOS INTERRUPT DESCRIPTOR TABLE. 

THE FOLLOWING GIVES AN IDEA OF WHAT THE USER CODE 

SHOULD LOOK LIKE WHEN INVOKING THIS FUNCTION. 



VIRTUAL MODE ■ 



"USER 


CODE" 










MOV 


AX 


GDT 


SEGMENT 






MOV 


ES 


AX 










MOV 


SI 


GDT 


OFFSET 






MOV 


BH 


HARDWARE 


INT 


LEVEL 1 


OFFSET 


MOV 


BL 


HARDWARE 


INT 


LEVEL 2 


OFFSET 


MOV 


AH 


89H 










INT 


15H 










"USER 


CODE" 











DESCRIPTION! 



CLI (NO INTERRUPTS ALLOWED) WHILE THIS FUNCTION IS EXECUTING. 

ADDRESS LINE 20 IS GATED ACTIVE. 

THE CURRENT USER STACK SEGMENT DESCRIPTOR IS INITIALIZED. 

THE GDTR IS LOADED WITH THE GDT BASE ADDRESS. 

THE IDTR IS LOADED WITH THE IDT BASE ADDRESS. 

THE 8259 IS REINITIALIZED WITH THE NEW INTERRUPT OFFSETS. 

THE PROCESSOR IS PUT IN VIRTUAL MODE WITH THE CODE 

SEGMENT DESIGNATED FOR THIS FUNCTION. 

DATA SEGMENT IS LOADED WITH THE USER DEFINED 

SELECTOR FOR THE DS REGISTER. 

EXTRA SEGMENT IS LOADED WITH THE USER DEFINED 

SELECTOR FOR THE ES REGISTER. 

STACK SEGMENT IS LOADED WITH THE USER DEFINED 

SELECTOR FOR THE SS REGISTER. 

CODE SEGMENT DESCRIPTOR SELECTOR VALUE IS 

SUBSTITUTED ON THE STACK FOR RETURN TO USER. 

WE TRANSFER CONTROL TO THE USER WITH INTERRUPTS DISABLED. 
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1 147 
t 148 
1 149 
1 ISO 
1 151 
1 152 
1 153 
1 154 
1 155 
1 156 
1 157 
1 158 
1159 
1 160 
1161 
1 162 
1 163 
1 164 
1 165 
1 166 
1 167 



(EStSI)~» 



1 177 








t 178 








1 179 








1 180 








1181 








1 182 








1 183 








1 184 








1 185 








1 186 








1 187 








1 188 








1 189 


0000 


????????? 


1 190 


0008 


????????? 


1 191 


0010 


????????? 


1 192 


0018 


????????? 


1 193 


0020 


????????? 


1 194 


0028 


????????? 


1 195 


0030 


????????? 


1196 


0038 


????????? 


1197 


0040 






1 198 








1 199 








1200 








1201 


0408 






1202 


0408 






1203 








1204 








1205 








1206 


0408 


FA 




1207 


0409 


B4 


DF 


1208 


040B 


E8 


03DA R 


1209 


040E 


3C 


00 


1210 


0410 


74 


04 


1211 


0412 


B4 


FF 


1212 


0414 


F9 




1213 


0415 


CF 




1214 








1215 








1216 


0416 






1217 


0416 


06 




1218 


0417 


IF 




1219 








1220 








1221 








1222 








1223 








1224 


0418 


BO 


1 1 


1225 


041A 


E6 


20 


1226 


04IC 


EB 


00 


1227 


041E 


8A 


C7 


1228 


0420 


E6 


21 


1229 


0422 


EB 


00 


1230 


0424 


BO 


04 


1231 


0426 


E6 


21 


1232 


0428 


EB 


00 


1233 


042A 


BO 


01 


1234 


042C 


E6 


21 


1235 


042E 


EB 


00 


1236 


0430 


BO 


FF 


1237 


0432 


E6 


21 


1238 








1239 








1240 








1241 








1242 








1243 


0434 


BO 


1 1 


1244 


0436 


E6 


AO 


1245 


0438 


EB 


00 


1246 


043A 


8A 


C3 


1247 


043C 


E6 


A) 


1248 


043E 


BO 


02 


1249 


0440 


EB 


00 


1250 


0442 


E6 


A1 


1251 


0444 


EB 


00 


1252 


0446 


BO 


01 


1253 


0448 


E6 


A1 


1254 


044A 


EB 


00 


1255 


044C 


BO 


FF 


1256 


044E 


E6 


A1 



THE GLOBAL DESCRIPTOR TABLE (ACTUAL LOCATION POINTED TO BY ESjSI) 



VIRTUAL_ENABLE_GDT_DEF STRUC 



- 


DQ ? 


GDTPTR 


DO. ? 


IDTPTR 


DQ ? 


USER DS 


DQ ? 


USER ES 


DQ ? 


USER SS 


DQ ? 


USER CS 


DQ ? 


BIO CS 


DQ ? 


virTual_enable_ 


GDT DEF ENDS 


ASSUME DSiDATA 


X VIRTUAL 


PROC FAR 


sEt_vmode« 




1 ENABLE 


ADDRESS LATCH Bl 


CLI 




MOV 


AH, ENABLE BIT20 


CALL 


GATE A20 


CMP 


AL.O 


JZ 


BIT20 ON 


MOV 


ah.ofFh 


STC 




I RET 




BIT20 ONi 




" PUSH 


ES 


POP 


DS 



t FIRST DESCRIPTOR NOT ACCESSIBLE 
I GDT DESCRIPTOR 
I IDT DESCRIPTOR 
I USER DATA SEGMENT DESCRIPTOR 
I USER EXTRA SEGMENT DESCRIPTOR 
I USER STACK SEGMENT DESCRIPTOR 
J USER CODE SEGMENT DESCRIPTOR 
I TEMPORARY BIOS DESCRIPTOR 



t WAS THE COMMAND ACCEPTED? 

j GO IF YES 

I SET THE ERROR FLAG 

I SET CARRY 

J EARLY EXIT 



t REINITIALIZE THE 8259 INTERRUPT CONTROLLER #1 TO THE USER SPECIFIED OFFSET 



AL.1 1H 

INTAOO.AL 

S+2 

AL.BH 

INTA01 ,AL 

$+2 

AL.04H 

INTA01 ,AL 

S+2 

AL.01H 

INTA01 ,AL 

S+2 

AL.OFFH 

INTA01 ,AL 



I SEND ICW3 - MASTER LEVEL 2 
I SEND ICW4 - MASTER ,8086 MODE 
j MASK OFF ALL INTERRUPTS 



» REINITIALIZE THE 8259 INTERRUPT CONTROLLER #2 TO THE USER SPECIFIED OFFSET 



I SEND ICW3 - SLAVE LEVEL 2 
I SEND ICW4 - SLAVE, 8086 MODE 
I MASK OFF ALL INTERRUPTS 



MOV 


AL.1 1H 


OUT 


INTBOO.AL 




S+2 


MOV 


AL.BL 


OUT 


INTB01.AL 


MOV 


AL.02H 


JMP 


S+2 


OUT 


1NTB01.AL 


JMP 


S+2 


MOV 


AL.01H 


OUT 


INTB01 ,AL 


JMP 


S+2 


MOV 


AL.OFFH 


OUT 


INTB01.AL 
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INTERRUPT 15H BIOS ROUTINES 



1257 
1258 
1259 
1260 
1261 
1262 
1263 
1264 
1265 
1266 
1267 
1268 
1269 
1270 
1271 
1272 
1273 
1274 
1275 
1276 
1277 
1278 
1279 
1280 
1281 
1282 
1283 
1284 
1285 
1286 
1287 
1288 
1289 
1290 
1291 
1292 
1293 
1294 
1295 
1296 
1297 
1298 
1299 
1300 
1301 
1302 
1303 
1304 
1305 
1306 
1307 
1308 
1309 
1310 
1311 
1312 
1313 
1314 
1315 
1316 
1317 
1318 
1319 
1320 
1321 
1322 
1323 
1324 
1325 
1326 
1327 
1328 
1329 
1330 
1331 
1332 
1333 
1334 
1335 



| SETUP BIOS CODE SEGMENT DESCRIPTOR 



0450 C7 44 38 FFFF 
0455 C6 44 3C OF 
0459 C7 44 3A 0000 
045E C6 44 3D 9B 
0462 C7 44 3E 0000 



0467 OF 
0468 

0466 8B 54 08 

046B 

0468 

0468 01 
046B 

046B OF 

046C 

046C 8B 5C 10 

046F 

046C 

046C 01 

046F 

046F B8 0001 

0472 OF 01 FO 

0475 EA 

0476 047A R 
0478 0038 



047A 88 0018 
047D 8E D8 
047F B8 0020 
0482 8E CO 
0484 B8 0028 
0487 8E DO 



0489 5B 

048A 83 C4 04 
048D 6A 30 
048F 53 

0490 CB 



MOV 
MOV 
MOV 
MOV 
MOV 



.BIO CS.SEG_LIMIT.MAX SEG LEN ; SET LENGTH 
.BIO_CS.BASE_HI_BYTE,CSEG» HI | SET HIGH BYTE OF CS=0F 
.BIO_CS.BASE_LO WORD,CSEG*J_0 J SET LOW WORD OF CS=0 
.BIO CS.DATA ACC" RIGHTS,CPL0_CODE_ACCESS 
.BIO~CS.DATA_RESE"RVED,0 { ZERO RESERVED AREA 



ENABLE PROTECTED MODE 





LGDT 


[SIJ.GDTPTR 




DB 


OOFH 


??0005 


LABEL 


BYTE 




MOV 


DX.WORD PTR [SIJ.GDTPTR 


??0006 


LABEL 


BYTE 




ORG 


OFFSET CS J? ?0005 




DB 


001H 




ORG 


OFFSET CS: ??0006 




LIDT 


[SIJ.IDTPTR 




DB 


OOFH 


??0007 


LABEL 


BYTE 




MOV 


BX , WORD PTR [ S 1 ] . I DTPTR 


??0008 


LABEL 


BYTE 




ORG 


OFFSET CS t 7 70007 




DB 


001H 




ORG 


OFFSET CSs 7 70008 




MOV 


AX, VIRTUAL ENABLE 




LMSW 


AX 




DB 


00FH,001H,0F0H 




DB 


OEAH 




DW 


OFFSET VMODE 




DW 


BIO CS 



I LOAD GLOBAL DESCRIPTOR TABLE REGISTER 



I INTERRUPT DESCRIPTOR TABLE REGISTER 



PURGE PRE-FETCH QUEUE WITH FAR JUMP 

- TO OFFSET 

- IN SEGMENT -PROTECTED MODE SELECTOR 



SETUP USER SEGMENT REGISTERS 



MOV 


AX, USER DS 


MOV 


DS.AX 


MOV 


AX .USER ES 


MOV 


ES.AX 


MOV 


AX, USER SS 


MOV 


SS.AX 



; SETUP USER'S DATA SEGMENT 

I TO PROTECTED MODE SELECTORS 

; SETUP USER'S EXTRA SEGMENT 

j SETUP USER'S STACK SEGMENT 



POP 


BX 


ADD 


SP : 4 


PUSH 


USER CS 


PUSH 


BX 


RET 





I GET RETURN IP FROM THE STACK 

; NORMALIZE STACK POINTER 

; SET STACK FOR A RETURN FAR 

I RETURN TO USER IN VIRTUAL MODE 



0491 



0491 

0491 F8 

0492 E9 0055 R 
0495 



X_VIRTUAL ENDP 
— DEVICE BUSY AND INTERRUPT COMPLETE 



- SEE PROLOGUE 



0495 
0495 CF 
0496 



DEVICE_BUSY 

INT COMPLETE 

I RET 

INT COMPLETE 



PROC 

C1_F 
ENDP 

PROC 

ENDP 
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PAGE 1 
TITLE i 
.286C 
• LIST 
CODE 



IIOS2 06/10/85 BIOS INTERRUPT ROUTINES 

SEGMENT BYTE PUBLIC 

PUBLIC PRINT SCREEN I 

PUBLIC RTC |RT 

PUBLIC TIME OF DAY 1 

PUBLIC TIMER" INT 1 



EXTRN CMOS_READ:NEAR 
EXTRN CMOS WRITE: NEAR 
EXTRN DDStREAR 



; READ CMOS LOCATION ROUTINE 
I WRITE CMOS LOCATION ROUTINE 
J LOAD (DS) WITH DATA SEGMENT SELECTOR 



READ THE CURRENT CLOCK SETTING AND RETURN WITH, 
(CX) = HIGH PORTION OF COUNT 
(DX) a LOW PORTION OF COUNT 

(AL) = TIMER HAS NOT PASSED 24 HOURS SINCE LAST READ 
I IF ON ANOTHER DAY. (RESET TO ZERO AFTER READ) 

(AH) = OtH SET THE CURRENT CLOCK USING, 

(CX) = HIGH PORTION OF COUNT 
(DX) = LOW PORTION OF COUNT. 



80 


0000 




81 


0000 


FB 


82 


0001 


80 FC 08 


83 


0004 


F5 


84 


0005 


72 17 


86 


0007 


IE 


87 


0008 


E8 0000 E 


88 


000B 


56 


89 


OOOC 


CI E8 08 


90 


000F 


03 CO 


91 


001 1 


8B FO 


92 


0013 


FA 


93 


0014 


2E: FF 94 0021 


95 


0019 


FB 


96 


001 A 


B4 00 


97 


00 1C 


5E 


98 


001D 


IF 


99 


001E 




100 


001E 


CA 0002 


101 






102 






103 


0021 


0031 R 


104 


0023 


0042 R 


105 


0025 


0050 R 


106 


0027 


0075 R 


107 


0029 


00A8 R 


108 


002B 


OOCB R 


109 


002D 


0104 R 


1 10 


002F 


0145 R 


1 1 1 


= 0031 


1 12 






1 13 


0031 





(AH) = 02H READ THE REAL TIME CLOCK AND RETURN WITH, 
(CH) = HOURS IN BCD (00-23) 
(CD s MINUTES IN BCD (00-59) 
(DH) = SECONDS IN BCD (00-59) 
(DL) = DAYLIGHT SAVINGS ENABLE (00-01). 

(AH) = 03H SET THE REAL TIME CLOCK USING, 
(CH) = HOURS IN BCD (00-23) 
(CD = MINUTES IN BCD (00-59) 
(DH) = SECONDS IN BCD (00-59) 
(DL) =01 IF DAYLIGHT SAVINGS ENABLE OPTION, ELSE 00. 

NOTE: (DD= 00 IF DAYLIGHT SAVINGS TIME ENABLE IS NOT ENABLED. 
(DD= 01 ENABLES TWO SPECIAL UPDATES THE LAST SUNDAY IN 
APRIL <1:59t59 — > 3:00:00 AM) AND THE LAST SUNDAY IN 
OCTOBER (1:59:59 — > 1:00:00 AM) THE FIRST TIME. 

(AH) = 04H READ THE DATE FROM THE REAL TIME CLOCK AND RETURN WITH, 
(CH) = CENTURY IN BCD (19 OR 20) 
(CD = YEAR IN BCD (00-99) 
(DH) = MONTH IN BCD (01-12) 
(DL) = DAY IN BCD (01-31) . 

(AH) = 05H SET THE DATE INTO THE REAL TIME CLOCK USING, 
(CH) r CENTURY IN BCD (19 OR 20) 
(CD = YEAR IN BCD (00 - 99) 
(DH) = MONTH IN BCD (01 - 12) 
(DL) = DAY IN BCD (01-31) . 

(AH) = 06H SET THE ALARM TO INTERRUPT AT SPECIFIED TIME, 
(CH) = HOURS IN BCD (00-23 (OR FFH) ) 
(CD = MINUTES IN BCD (00-59 (OR FFH)) 
(DH) = SECONDS IN BCD (00-59 (OR FFH)). 

(AH) s 07H RESET THE ALARM INTERRUPT FUNCTION. 

ES: FOR ALL RETURNS CY= FOR SUCCESSFUL OPERATION. 

FOR (AH)= 2, 4, 6 - CARRY FLAG SET IF REAL TIME CLOCK NOT OPERATING. 
FOR (AH)= 6 - CARRY FLAG SET IF ALARM ALREADY ENABLED. 
FOR THE ALARM FUNCTION (AH = 6) THE USER MUST SUPPLY A ROUTINE AND 
INTERCEPT THE CORRECT ADDRESS IN THE VECTOR TABLE FOR INTERRUPT 4AH. 
USE OFFH FOR ANY "DO NOT CARE" POSITION FOR INTERVAL INTERRUPTS. 
INTERRUPTS ARE DISABLED DURING DATA MODIFICATION. 
AH & AL ARE RETURNED MODIFIED AND NOT DEFINED EXCEPT WHERE INDICATED. 



INTERRUPTS BACK ON 

CHECK IF COMMAND IN VALID RANGE (0-7) 
COMPLEMENT CARRY FOR ERROR EXIT 
EXIT WITH CARRY = 1 IF NOT VALID 

SAVE USERS (DS) SEGMENT 
GET DATA SEGMENT SELECTOR 
SAVE WORK REGISTER 
CONVERT FUNCTION TO BYTE OFFSET 
CONVERT FUNCTION TO WORD OFFSET (CY=0) 
PLACE INTO ADDRESSING REGISTER 
NO INTERRUPTS DURING TIME FUNCTIONS 
VECTOR TO FUNCTION REQUESTED WITH CY=0 
RETURN WITH CARRY FLAG SET FOR RESULT | 
INTERRUPTS BACK ON 
CLEAR (AH) TO ZERO 
RECOVER USERS REGISTER 
RECOVER USERS SEGMENT SELECTOR 
RETURN WITH CY= IF NO ERROR 



ASSUME 


CS : CODE, DS: DATA 


TIME OF DAY 1 


PROC FAR 


STI 




CMP 


AH, (RTC_TBE-RTC_TB) /2 


CMC 




JC 


TIME_9 


PUSH 


DS 


CALL 


DDS 


PUSH 


SI 


SHR 


AX, 8 


ADD 


AX, AX 


MOV 


SI ,AX 


CD 




CALL 


CS:ISI]+OFFSET RTC_TB 


STI 




MOV 


AH.O 


POP 


SI 


POP 


DS 



RTC TB DW 



TIME_OF_DAY 



RTC_00 
RTC 10 
RTC_20 
RTC_30 
RTC 40 
RTC_50 
RTC_60 
RTC 70 



ROUTINE VECTOR TABLE (AH)= 

= READ CURRENT CLOCK COUNT 

1 = SET CLOCK COUNT 

2 = READ THE REAL TIME CLOCK TIME 

3 = SET REAL TIME CLOCK TIME 

4 = READ THE REAL TIME CLOCK DATE 

5 = SET REAL TIME CLOCK DATE 

6 = SET THE REAL TIME CLOCK ALARM 

7 = RESET ALARM 



BIOS2 5-177 



Varsion 2.00 



I 14 
115 
116 
117 



122 
123 
124 
125 
126 
127 



0031 

0031 A0 0070 R 

0034 C6 06 0070 R 00 

0039 8B OE 006E R 

003D 8B 16 006C R 

0041 C3 

0042 

0042 89 16 006C R 
0046 89 OE 006E R 
004A C6 06 0070 R 00 
004F C3 

0050 

0050 E8 016B R 

0053 72 IF 



PAGE 

RTC 00 PROC 
MOV 
MOV 
MOV 
MOV 
RET 



RTC 10 t 



132 
133 
134 
135 
136 
137 
138 
139 
140 
141 
142 
143 
144 
145 



172 
173 
174 
175 
176 
177 
178 
179 
160 



187 
188 
189 
190 
191 
192 
193 
194 
195 
196 
197 
198 
199 
200 
201 
202 
203 
204 
205 
206 
207 
208 
209 
210 
211 
212 
213 
214 
215 
216 
217 
218 
219 



0055 
0057 
Q05A 
005C 
005E 
0061 
0063 
0065 
0067 
006A 
006C 
006E 
0071 
0073 
0074 
0074 



BO 00 

E8 0000 E 

8A FO 

BO OB 

E8 0000 E 

24 01 

8A DO 

BO 02 

E8 0000 E 

8A C8 

BO 04 

E8 0000 E 

8A E8 

F8 

C3 



0075 

0075 E8 016B R 
0078 73 03 
007A E8 0154 R 
007D 

007D 8A E6 
007F BO 00 
0081 E8 0000 E 
0084 8A El 
0086 BO 02 
0088 E8 0000 E 
008B 8A E5 
008O BO 04 
008F E8 0000 E 
0092 B8 OBOB 
0095 E8 0000 E 
0098 24 62 
009A OC 02 
009C 80 E2 01 
009F OA C2 
00A1 86 EO 
00A3 E8 0000 E 
00A6 F8 
00A7 C3 

00A8 

00A8 E8 016B R 

OOAB 72 <0 

OOAD BO 07 
OOAF E8 0000 E 
00B2 8A DO 
00B4 BO 08 
00B6 E8 0000 E 
00B9 8A FO 
OOBB BO 09 
OOBD E8 0000 E 
OOCO 8A C8 
00C2 BO 32 
00C4 E8 0000 E 
00C7 8A E8 
00C9 F8 
OOCA 
OOCA C3 



OOCB 
OOCB 
OOCE 
OODO 
0003 
00D3 
00D6 
00D9 
OODB 
OOOD 
OOEO 
00E2 
00E4 
00E7 
00E9 
OOEB 
OOEE 
OOFO 
0OF2 
0OF5 
00F8 
OOFB 
OOFD 
OOFF 
0102 
0103 



E8 016B R 

73 03 

E8 0154 R 

B8 0006 

E8 0000 E 

8A E2 

BO 07 

E8 0000 E 

8A E6 

BO 08 

E8 0000 E 

8A El 

BO 09 

E8 0000 E 

8A E5 

BO 32 

E8 0000 E 

B8 OBOB 

E8 0000 E 

24 7F 

86 EO 

E8 0000 E 



MOV 
MOV 
MOV 



MOV 

CALL 

MOV 

MOV 

CALL 

AND 

MOV 

MOV 

CALL 

MOV 

MOV 

CALL 

MOV 

CLC 

RET 



MOV 

MOV 

CALL 

MOV 

MOV 

CALL 

MOV 

MOV 

CALL 

MOV 

CALL 

AND 

OR 

AND 

OR 

XCHG 

CALL 

CLC 

RET 



MOV 

CALL 

MOV 

MOV 

CALL 

MOV 

MOV 

CALL 

MOV 

MOV 

CALL 

MOV 

CLC 

RET 



CALL 

JNC 

CALL 

MOV 

CALL 

MOV 

MOV 

CALL 

MOV 

MOV 

CALL 

MOV 

MOV 

CALL 

MOV 

MOV 

CALL 

MOV 

CALL 

AND 

XCHG 

CALL 

CLC 

RET 



NEAR 

AL.OT1MER OFL 
©TIMER OFC.O 
CXiOTIMER HIGH 
DX,OTIMER~LOW 



•TIMER LOW.DX 
•TIMER~HICH,CX 
OTIMER OFL.O 



AL.CMOS SECONDS 
CMOS REXD 
DH.AC 

AL.CMOS REG B 
CMOS REA"D ~ 
AL, 00*00000 IB 
DL.AL 

AL.CMOS MINUTES 
CMOS READ 
CL.AC 

AL.CMOS HOURS 
CMOS REXD 
CH.AL" 



UPD I PR 
RTC 35 
RTC~STA 

AH.DH 

AL.CMOS SECONDS 

CMOS WRTTE 

AH.CC 

AL.CMOS MINUTES 

CMOS WRTTE 

AH.CH 

AL.CMOS HOURS 

CMOS WRITE 

AX.X'CMOS REG B 

CMOS READ" ~ 

AL.0T100010B 

AL, 0000001 OB 

DL.OOOOOOOtB 

AL.DL 

AH.AL 

CMOS WRITE 



AL.CMOS DAY MONTH 

CMOS REA"D ~ 

DL.AL" 

AL.CMOS MONTH 

CMOS READ 

DH.AC 

AL.CMOS YEAR 

CMOS REA"D 

CL.AC 

AL.CMOS CENTURY 

CMOS REXD 

CH.AC 



UPD I PR 

RTC~55 

RTC~STA 

AX, CMOS DAY WEEK 

CMOS WRTTE 

AH, DC 

AL.CMOS DAY MONTH 

CMOS WRTTE ~ 

AH.DR 

AL.CMOS MONTH 

CMOS WRTTE 

AH.CC 

AL.CMOS YEAR 

CMOS WRTTE 

AH.CR 

AL.CMOS CENTURY 

CMOS WRTTE 

AX,X T CMOS REG B 

CMOS READ"" 

AL.OTFH 

AH.AL 

CMOS WRITE 



READ TIME COUNT 
! GET THE OVERFLOW FLAG 

AND THEN RESET THE OVERFLOW FLAG 

GET COUNT OF TIME HIGH WORD 

GET COUNT OF TIME LOW WORD 
; RETURN WITH NO CARRY 

SET TIME COUNT 
SET TIME COUNT LOW WORD 
SET THE TIME COUNT HIGH WORD 
RESET OVERFLOW FLAG 
: RETURN WITH NO CARRY 

GET RTC TIME 
! CHECK FOR UPDATE IN PROCESS 
EXIT IF ERROR (CYa I) 

SET ADDRESS OF SECONDS 

GET SECONDS 

SAVE 

ADDRESS ALARM REGISTER 

READ CURRENT VALUE OF DSE BIT 

MASK FOR VALID DSE BIT 

SET (DL) TO ZERO FOR NO DSE BIT 

SET ADDRESS OF MINUTES 

GET MINUTES 

SAVE 

SET ADDRESS OF HOURS 

GET HOURS 

SAVE 

SET CYa 

RETURN WITH RESULT IN CARRY FLAG 

SET RTC TIME 
CHECK FOR UPDATE IN PROCESS 
GO AROUND IF CLOCK OPERATING 
ELSE TRY INITIALIZING CLOCK 

GET TIME BYTE - SECONDS 

ADDRESS SECONDS 

UPDATE SECONDS 

GET TIME BYTE - MINUTES 

ADDRESS MINUTES 

UPDATE MINUTES 

GET TIME BYTE - HOURS 

ADDRESS HOURS 

UPDATE ADDRESS 

ADDRESS ALARM REG I STER 

READ CURRENT VALUE 

MASK FOR VALID BIT POSITIONS 

TURN ON 24 HOUR MODE 

USE ONLY THE DSE BIT 

GET DAY LIGHT SAVINGS TIME BIT (DSE) 

PLACE IN WORK REGISTER AND GET ADDRESS 

SET NEW ALARM BITS 

SET CYa 

RETURN WITH CYa 

GET RTC DATE 
CHECK FOR UPDATE IN PROCESS 
EXIT IF ERROR (CYa I ) 

ADDRESS DAY OF MONTH 

READ DAY OF MONTH 

SAVE 

ADDRESS MONTH 
. READ MONTH 

SAVE 

ADDRESS YEAR 
1 READ YEAR 

SAVE 

ADDRESS CENTURY LOCATION 

GET CENTURY BYTE 

SAVE 

SET CY=0 

RETURN WITH RESULTS IN CARRY FLAG 

SET RTC DATE 
CHECK FOR UPDATE IN PROCESS 
! GO AROUND IF NO ERROR 
; ELSE INITIALIZE CLOCK 

ADDRESS OF DAY OF WEEK BYTE 

LOAD ZEROS TO DAY OF WEEK 

GET DAY OF MONTH BYTE 

ADDRESS DAY OF MONTH BYTE 

WRITE OF DAY OF MONTH REGISTER 

GET MONTH 

ADDRESS MONTH BYTE 

WRITE MONTH REGISTER 

GET YEAR BYTE 

ADDRESS YEAR REGISTER 

WRITE YEAR REGISTER 

GET CENTURY BYTE 

ADDRESS CENTURY BYTE 

WRITE CENTURY LOCATION 

ADDRESS ALARM REG I STER 

READ CURRENT SETTINGS 

CLEAR 'SET BIT' 

MOVE TO WORK REGISTER 

AND START CLOCK UPDATING 
SET CYa 
RETURN CYaO 
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22 1 
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222 


0104 


BO 


OB 
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E6 
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E 
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0109 


A8 
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010C 


76 


33 
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010E 


E8 


016B 


R 
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Oil 1 


73 


03 




230 


0113 


E8 


0154 


R 


231 


0116 
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0116 


8A 


E6 
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0116 


BO 


01 
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01 IA 


E8 


0000 


E 


235 


01 ID 


8A 


El 




236 


01 IF 


BO 


03 




23T 


0121 


E6 


0000 


E 


236 


0124 


8A 


ES 




239 


0126 


BO 


05 




240 


0126 


E8 


0000 


E 


24 1 


012B 


E4 


Al 




242 


01 2D 


24 


FE 
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0I2F 


E6 


Al 




244 


0131 


B8 


OBOB 




245 


0134 


E8 


0000 


E 


246 


0137 


24 


7F 




247 


0139 


OC 


20 




248 


013B 


86 


EO 




249 


01 3D 


E8 


0000 


E 


250 


0140 


F8 






25 1 


0141 








252 


0141 


B8 


0000 




253 


0144 


C3 






254 










255 


0145 








256 


0146 


B6 


OBOB 




257 


0148 


E6 


0000 


E 


258 


014B 


24 


57 




269 


014D 


86 


EO 




260 


014F 


E8 


0000 


E 


26 1 


0152 


F8 






262 


0163 


C3 






263 
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0154 
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266 


0154 








267 


0154 


B8 


260A 




268 


0157 


E8 


0000 


E 


269 


015A 


B8 


B20B 




270 


016D 


E8 


0000 


E 


271 


0160 


BO 


OC 




272 


0162 


EB 


0000 


E 


273 


0165 


BO 


OD 




274 


0167 


E8 


0000 


E 


275 


016A 


C3 






276 










277 


016B 








278 










279 


016B 








260 


016B 


51 






26 1 


016C 


B9 


0320 




262 


016F 








263 


016F 


BO 


OA 




284 


0171 


FA 






265 


0172 


E8 


0000 


E 


286 


0175 


A6 


80 




267 


0177 


74 


06 




288 


0179 


FB 






269 


017A 


E2 


F3 




290 


017C 


33 


CO 




291 


017E 


F9 






292 


017F 








293 


017F 


59 






294 


0180 


FA 






295 


0181 


C3 






296 










297 


0162 









MOV 
CALL 
TEST 
STC 

JNZ 

CALL 

JNC 

CALL 

MOV 

MOV 

CALL 

MOV 

MOV 

CALL 

MOV 

MOV 

CALL 

IN 

AND 

OUT 

MOV 

CALL 

AND 

OR 

XCHG 

CALL 

CLC 



MOV 

CALL 

AND 

XCHG 

CALL 

CLC 

RET 

RTC_00 ENDP 

RTC STA PROC 
MOV 
CALL 
MOV 
CALL 
MOV 
CALL 
MOV 
CALL 
RET 

RTC_STA ENDP 

UPD I PR PROC 
PUSH 
MOV 

UPD IOi 

MOV 

CLI 

CALL 

TEST 

JZ 

ST I 

LOOP 

XOR 

STC 



UPD I PR ENDP 



AL.CMOS REG B 
CMOS REA"D ~ 
AL,20*H 



UPD I PR 
RTC"65 
RTC~STA 

AH.DH 

AL.CMOS SEC ALARM 

CMOS WRTTE " 

AH.CL" 



AH.CR 

al.cmos hr alarm 
cmos wrtte" 
al.iHtboi 

AL.OFEH 
INTBOI ,AL 
AX,X*CMOS REG B 
CMOS READ"" 
AL.OTFH 
AL.20H 
AH.AL 
CMOS WRITE 



AX, X "CMOS REG B 

CMOS READ" 

AL.57H 

AH.AL 

CMOS WRITE 



NEAR 

AX,26H*H+CM0S REG A 
CMOS WRITE 
AX,82H*H+CM0S REG B 
CMOS WRITE ~ " 
AL.CHOS REG C 
CMOS REXD ~ 
AL.CROS REG D 
CMOS REXD ~ 



NEAR 

CX 

CX.800 

AL,CMOS_REG_A 

CMOS READ 
AL,80~H 
UPD 90 



SET RTC ALARM 
ADDRESS ALARM 
READ ALARM REGISTER 
CHECK FOR ALARM ALREADY ENABLED 
SET CARRY IN CASE OF ERROR 
ERROR EXIT IF ALARM SET 

CHECK FOR UPDATE IN PROCESS 
SKIP INITIALIZATION IF NO ERROR 
ELSE INITIALIZE CLOCK 

GET SECONDS BYTE 

ADDRESS THE SECONDS ALARM REGISTER 

INSERT SECONDS 

GET MINUTES PARAMETER 

ADDRESS MINUTES ALARM REGISTER 

INSERT MINUTES 

GET HOURS PARAMETER 

ADDRESS HOUR ALARM REGISTER 

INSERT HOURS 

READ SECOND INTERRUPT MASK REGISTER 

ENABLE ALARM TIMER BIT (CY= 0) 

WRITE UPDATED MASK 

ADDRESS ALARM REGISTER 

READ CURRENT ALARM REGISTER 

ENSURE SET BIT TURNED OFF 

TURN ON ALARM ENABLE 

MOVE MASK TO OUTPUT REGISTER 

WRITE NEW ALARM MASK 

SET CY* 



RESET ALARM 
ADDRESS ALARM REGISTER (TO BOTH AH.AL) 
READ ALARM REGISTER 
TURN OFF ALARM ENABLE 
SAVE DATA AND RECOVER ADDRESS 
RESTORE NEW VALUE 
SET CYs 
RETURN WITH NO CARRY 



I INITIALIZE REAL TIME CLOCK 

I ADDRESS REGISTER A AND LOAD DATA MASK 

j INITIALIZE STATUS REGISTER A 

I SET "SET BIT" FOR CLOCK INITIALIZATION 

I AND 24 HOUR MODE TO REGISTER B 

I ADDRESS REGISTER C 

I READ REGISTER C TO INITIALIZE 

I ADDRESS REGISTER D 

j READ REGISTER D TO INITIALIZE 



| WAIT TILL UPDATE NOT IN PROGRESS 

I SAVE CALLERS REGISTER 

I SET TIMEOUT LOOP COUNT 

I ADDRESS STATUS REGISTER A 

I NO TIMER INTERRUPTS DURING UPDATES 

j READ UPDATE IN PROCESS FLAG 

| IF UIP BIT IS ON ( CANNOT READ TIME ) 

J EXIT WITH CY= IF CAN READ CLOCK NOW 

I ALLOW INTERRUPTS WHILE WAITING 

| LOOP TILL READY OR TIMEOUT 

t CLEAR RESULTS IF ERROR 

I SET CARRY FOR ERROR 

i RESTORE CALLERS REGISTER 

t INTERRUPTS OFF DURING SET 

I RETURN WITH CY FLAG SET 
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309 
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319 
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326 
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376 
376 
377 
378 
379 
360 
381 
382 
383 
384 
385 
386 
387 
388 
389 
390 
391 



0182 

0182 IE 

0183 50 

0184 57 

0185 

0185 B8 8B8C 
0188 E6 70 
018A 90 
018B E4 71 
018D A8 60 
018F 74 5C 

0191 86 E0 
0193 E6 70 
0195 90 
0(96 E4 71 
0198 22 C4 
019A A8 40 
019C 74 3F 
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HARDWARE INT 70 H -- ( IRQ LEVEL 8 ) 

ALARM INTERRUPT HANDLER (RTC) 

THIS ROUTINE HANDLES THE PERIODIC AND ALARM INTERRUPTS FROM THE CMOS 
TIMER. INPUT FREQUENCY IS 1.024 KHZ OR APPROXIMATELY 1024 INTERRUPTS 
EVERY SECOND FOR THE PERIODIC INTERRUPT. FOR THE ALARM FUNCTION, 
THE INTERRUPT WILL OCCUR AT THE DESIGNATED TIME. 

INTERRUPTS ARE ENABLED WHEN THE EVENT OR ALARM FUNCTION IS ACTIVATED. 
FOR THE EVENT INTERRUPT, THE HANDLER WILL DECREMENT THE WAIT COUNTER 
AND WHEN IT EXPIRES WILL SET THE DESIGNATED LOCATION TO 80H. FOR 
THE ALARM INTERRUPT, THE USER MUST PROVIDE A ROUTINE TO INTERCEPT 
THE CORRECT ADDRESS FROM THE VECTOR TABLE INVOKED BY INTERRUPT 4AH 
PRIOR TO SETTING THE REAL TIME CLOCK ALARM (INT I AH, AH= 06H) . 



FAR ; ALARM INTERRUPT 

DS | LEAVE INTERRUPTS DISABLED 

AX | SAVE REGISTERS 

DI 

i check for second interrupt 
ax, (cmos reg b+nmi ) »h+cmos reg c+nmi | alarm and status 
cmos porT.al i Write alarm flag mask address 

j I/O DELAY 
AL.CMOS DATA | READ AND RESET INTERRUPT REQUEST FLAGS 

AL,OI100"OOOB | CHECK FOR EITHER INTERRUPT PENDING 

RTC_I_9 | EXIT IF NOT A VALID RTC INTERRUPT 

AH.AL ; SAVE FLAGS AND GET ENABLE ADDRESS 

CMOS PORT.AL J WRITE ALARM ENABLE MASK ADDRESS 

; I/O DELAY 

AL.CMOS DATA | READ CURRENT ALARM ENABLE MASK 

AL.AH ~ J ALLOW ONLY SOURCES THAT ARE ENABLED 

AL.01000000B ; CHECK FOR PERIODIC INTERRUPT 

RTC I 5 | SKIP IF NOT A PERIODIC INTERRUPT 



RTC_ 


INT 


PROC 
PUSH 
PUSH 
PUSH 


RTC. 


l_l 


MOV 
OUT 
NOP 



XCHG 

OUT 

NOP 



1- 

019E E8 0000 E 


DECREE 

CALL 


ENT WAIT COUNT 
DDS 


01 At 81 2E 009C R 03D0 


SUB 


•RTC LOW, 0976 


01A7 83 IE 009E R 00 


SBB 


ORTC~HIGH,0 


01 AC 73 2F 


TURN C 


RTC_T_5 
FF PERIODIC INT 



01AE 50 

01AF B8 8B8B 

01B2 E6 70 

01B4 90 

01B5 E4 71 

01B7 24 BF 

01B9 86 C4 

OIBB E6 70 

01BD 86 C4 

01BF E6 71 

01C1 58 

01C2 F& 06 00A0 R 02 

01C7 C6 06 OOAO R 00 

01CC C5 3E 0098 R 

01 DO C6 05 80 

01D3 74 08 



01 El BO OF 
01E3 E6 70 
01E5 FB 
0IE6 52 
0IE7 CD 4A 
01E9 5A 
01EA FA 
01EB 



01E 



01 ED 

01 ED BO OF 
01EF E6 70 
01F1 90 
01F2 E4 71 
01F4 BO 20 
01F6 E6 AO 
01F8 E6 20 
01 FA 5F 
01FB 58 
01FC IF 
01FD CF 



PUSH 

MOV 

OUT 

NOP 

IN 

AND 

XCHG 

OUT 

XCHG 

OUT 

POP 

TEST 

MOV 

LDS 

MOV 



JZ 

MOV 

OUT 

ST I 

PUSH 

INT 

POP 

CLI 



MOV 
OUT 
NOP 
IN 
MOV 
OUT 
OUT 



AL,CMOS_DATA 

AL.OBFH 

AL.AH 

CMOSPORT.AL 

AL.AH 

CMOS DATA.AL 

AX 

9RTC WAIT FLAG.02H 

ORTC~WAIT"FLAG,0 

D I, DWORD PTR »USER_FLAG 

BYTE PTR [DI],80H 

RTC I 5 



J ESTABLISH DATA SEGMENT ADDRESSABILITY 
| DECREMENT COUNT LOW BY 1 / 1 024 
; ADJUST HIGH WORD FOR LOW WORD BORROW 
I SKIP TILL 32 BIT WORD LESS THAN ZERO 



SAVE INTERRUPT FLAG MASK 

INTERRUPT ENABLE REGISTER 

WRITE ADDRESS TO CMOS CLOCK 

I/O DELAY 

READ CURRENT ENABLES 

TURN OFF PIE 

GET CMOS ADDRESS AND SAVE VALUE 

ADDRESS REGISTER B 

GET NEW INTERRUPT ENABLE MASK 

SET MASK IN INTERRUPT ENABLE REGISTER 

GET INTERRUPT SOURCE BACK 

CHECK FOR "WAIT" FUNCTION ACTIVE 
SET FUNCTION ACTIVE FLAGS OFF 
SET UP (DS:DI) TO POINT TO USER FLAG 
TURN ON USERS POSTED FLAG 
KIP IF "EVENT WAIT" FUNCTION 



AL.CMOS DATA 
AL.EOl 
INTBOO.AL 
INTAOO.AL 



POINT TO DEFAULT READ ONLY REGISTER 
ENABLE NMI AND CMOS ADDRESS TO DEFAULT 
INTERRUPTS BACK ON NOW 

TRANSFER TO USER ROUTINE 

BLOCK INTERRUPT FOR RETRY 
RESTART ROUTINE TO HANDLE DELAYED 
ENTRY AND SECOND EVENT BEFORE DONE 



EXIT - NO PENDING INTERRUPTS 
POINT TO DEFAULT READ ONLY REGISTER 
ENABLE NMI AND CMOS ADDRESS TO DEFAULT 
I/O DELAY 

OPEN STANDBY LATCH 
END OF INTERRUPT MASK TO 8259 - 2 

TO 8259 - 2 

TO 8259 - 1 
RESTORE REGISTERS 



I END OF INTERRUPT 



01FE 



RTC_INT ENDP 
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0200 


53 
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51 




416 
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52 
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8A 


2E 0084 R 


428 


021D 


FE 
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429 
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431 








432 
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435 








436 








437 


021F 


33 


D2 


438 


0221 


B4 


02 


439 


0223 


CD 


17 


440 


0225 


80 


F4 80 


441 


0228 


F6 


C4 AO 


442 


022B 


75 


4E 


443 








444 


022D 


EB 


0287 R 


445 








446 


0230 


51 




447 


0231 


B4 


03 


448 


0233 


CD 


10 


449 


0235 


59 




450 


0236 


52 




451 


0237 


33 


D2 


452 








453 








454 








455 








456 


0239 






457 


0239 


B4 


02 


458 


023B 


CD 


10 


459 


023D 


B4 


08 


460 


023F 


CD 


10 


461 


0241 


0A 


CO 


462 


0243 


75 


02 


463 


0245 


BO 


20 


464 


0247 






465 


0247 


52 




466 


0248 


33 


D2 


467 


024A 


32 


E4 


468 


024C 


CD 


17 


469 


024E 


5A 




470 


024F 


F6 


C4 29 


471 


0252 


75 


22 


472 


0254 


FE 


C2 


473 


0256 


3A 


CA 


474 


0258 


75 


DF 


475 


025A 


32 


D2 


476 


025C 


8A 


E2 


477 


025E 


52 




478 


025F 


E8 


0287 R 


479 


0262 


5A 




480 


0263 


FE 


C6 


481 


0265 


3A 


EE 


482 


0267 


75 


DO 


483 








484 


0269 


5A 




485 


026A 


B4 


02 


486 


026C 


CD 


10 


487 


026E 


FA 




488 


026F 


C6 


06 0100 R 00 


489 


0274 


EB 


OB 
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0276 






492 


0276 


5A 
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0277 


B4 


02 


494 


0279 


CD 


10 


495 


027B 






496 


027B 


FA 




497 


027C 


C6 


06 0100 R FF 


498 


0281 






499 


0281 


5A 




500 


0282 


59 




501 


0283 
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502 


0284 


58 




503 


0285 


IF 




504 


0286 


CF 




505 


0287 







PAGE 
— INT 05 H 

PRINT SCREEN 

"THIS LOGIC WILL BE INVOKED BY INTERRUPT 05H TO PRINT THE SCREEN. 
THE CURSOR POSITION AT THE TIME THIS ROUTINE IS INVOKED WILL BE 
SAVED AND RESTORED UPON COMPLETION. THE ROUTINE IS INTENDED TO 
RUN WITH INTERRUPTS ENABLED. IF A SUBSEQUENT PRINT SCREEN KEY 
IS DEPRESSED WHILE THIS ROUTINE IS PRINTING IT WILL BE IGNORED. 
THE BASE PRINTERS STATUS IS CHECKED FOR NOT BUSY AND NOT OUT OF 
PAPER. AN INITIAL STATUS ERROR WILL ABEND THE PRINT REQUEST. 
ADDRESS 0050:0000 CONTAINS THE STATUS OF THE PRINT SCREEN I 

50:0 =0 PRINT SCREEN HAS NOT BEEN CALLED OR UPON RETURN 

FROM A CALL THIS INDICATES A SUCCESSFUL OPERATION, 
si PRINT SCREEN IS IN PROGRESS - IGNORE THIS REQUEST. 
= 255 ERROR ENCOUNTERED DURING PRINTING. 



PRINT_SCREEN_I PROC 



PUSH 


DS 


PUSH 


AX 


PUSH 


BX 


PUSH 


CX 


PUSH 


DX 


CALL 


DDS 


CMP 


•STATUS BYTE, 1 


JE 


PR 190 


MOV 


•STATUS BYTE.1 


ST1 




MOV 


AH.OFH 


INT 


10H 


MOV 


CL.AH 


MOV 


CH,»ROWS 


INC 


CH 



I DELAY INTERRUPT ENABLE TILL FLAG SET 
! SAVE WORK REGISTERS 



! USE 0040:0100 FOR STATUS AREA STORAGE 

J GET STATUS BYTE DATA SEGMENT 

! SEE IF PRINT ALREADY IN PROGRESS 

I EXIT IF PRINT ALREADY IN PROGRESS 

I INDICATE PRINT NOW IN PROGRESS 

S MUST RUN WITH INTERRUPTS ENABLED 

J WILL REQUEST THE CURRENT SCREEN MODE 

; (AL)= MODE 

I (AH)= NUMBER COLUMNS /LINE 

i <BH) = VISUAL PAGE 

i WILL MAKE USE OF (CX) REGISTER TO 

; CONTROL ROWS ON SCREEN « COLUMNS 

I ADJUST ROWS ON DISPLAY COUNT 

; (CL)= NUMBER COLUMNS /LINE 

; (CH)= NUMBER OF ROWS ON DISPLAY 



AT THIS POINT WE KNOW THE COLUMNS /LINE COUNT IS IN (CD 
AND THE NUMBER OF ROWS ON THE DISPLAY IS IN (CH) . 
THE PAGE IF APPLICABLE IS IN (BH) . THE STACK HAS 
(DS) , (AX) ,(BX) , (CX) , (DX) PUSHED. 



XOR 


DX.DX 


MOV 


AH.02H 


INT 


17H 


XOR 


AH.080H 


TEST 


AH.OAOH 


JNZ 


PR 180 


CALL 


CRLF 


PUSH 


CX 


MOV 


AH.03H 


INT 


10H 


POP 


CX 


PUSH 


DX 


XOR 


DX.DX 



J FIRST PRINTER 

I SET PRINTER STATUS REQUEST COMMAND 

| REQUEST CURRENT PRINTER STATUS 

J CHECK FOR PRINTER BUSY (NOT CONNECTED) 

I OR OUT OF PAPER 

J ERROR EXIT IF PRINTER STATUS ERROR 

I CARRIAGE RETURN LINE FEED TO PRINTER 

i SAVE SCREEN BOUNDS 

J NOW READ THE CURRENT CURSOR POSITION 

; AND RESTORE AT END OF ROUTINE 

i RECALL SCREEN BOUNDS 

} PRESERVE THE ORIGINAL POSITION 

; INITIAL CURSOR (0,0) AND FIRST PRINTER 





MOV 


AH.02H ; 




INT 


10H ; 




MOV 


AH.08H ; 




INT 


10H ; 




OR 


AL.AL t 




JNZ 


PR 120 t 




MOV 


AL,' ' J 


PR 120: 








PUSH 


DX $ 




XOR 


DX.DX I 




XOR 


AH, AH | 




INT 


17H J 




POP 


DX ; 




TEST 


AH.29H | 




JNZ 


PR I 70 t 




INC 


DL I 




CMP 


CL.DL J 




JNZ 


PR 1 1 ; 




XOR 


DL.DL ; 




MOV 


AH.DL S 




PUSH 


DX : 




CALL 


CRLF ; 




POP 


DX ; 




INC 


DH : 




CMP 


CH.DH ; 




JNZ 


PRI10 | 




POP 


DX t 




MOV 


AH.02H ; 




INT 


10H ; 




CLI 






MOV 


•STATUS BYTE.O J 




JMP 


SHORT PR 190 | 


PRI70: 








POP 


DX { 




MOV 


AH.02H ; 




INT 


10H I 


PRI80: 


CLI 






MOV 


•STATUS_BYTE,OFFH J 


PR 190: 








POP 


DX i 




POP 


CX I 




POP 


BX 




POP 


AX 




POP 


DS 




IRET 


J 


PRINT_ 


SCREEN 1 


ENDP 



INDICATE CURSOR SET REQUEST 

NEW CURSOR POSITION ESTABLISHED 

INDICATE READ CHARACTER FROM DISPLAY 

CHARACTER NOW IN (AL) 

SEE IF VALID CHAR 

JUMP IF VALID CHAR 

ELSE MAKE IT A BLANK 

SAVE CURSOR POSITION 

INDICATE FIRST PRINTER (DX= 0) 

INDICATE PRINT CHARACTER IN (AL) 

PRINT THE CHARACTER 

RECALL CURSOR POSITION 

TEST FOR PRINTER ERROR 

EXIT IF ERROR DETECTED 

ADVANCE TO NEXT COLUMN 

SEE IF AT END OF LINE 

IF NOT LOOP FOR NEXT COLUMN 

BACK TO COLUMN 

(AH)=0 

SAVE NEW CURSOR POSITION 

LINE FEED CARRIAGE RETURN 

RECALL CURSOR POSITION 

ADVANCE TO NEXT LINE 

FINISHED? 

IF NOT LOOP FOR NEXT LINE 

GET CURSOR POSITION 

INDICATE REQUEST CURSOR SET 

CURSOR POSITION RESTORED 

BLOCK INTERRUPTS TILL STACK CLEARED 

MOVE OK RESULTS FLAG TO STATUS_BYTE 

EXIT PRINTER ROUTINE 

ERROR EXIT 
GET CURSOR POSITION 
INDICATE REQUEST CURSOR SET 
CURSOR POSITION RESTORED 



| RETURN WITH INITIAL INTERRUPT MASK 
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506 
507 
505 
509 
510 
S 1 1 
5)2 
513 
514 
515 
516 
517 
516 
519 
520 
521 
522 
523 
524 
525 
526 
527 
525 
529 
530 
531 
532 
533 
534 
535 
536 
537 



542 
543 
544 
545 



549 
550 
551 
552 
553 
554 
555 
556 
557 
556 
559 



562 
563 
564 
565 
566 
567 
568 
569 
570 
571 
572 
573 
574 
575 
576 
577 
578 
579 
580 
581 
582 
583 



CARRIAGE RETURN, LINE FEED SUBROUTINE 



0287 

0287 33 D2 
0289 B8 000D 
028C CD 17 
028E B8 000A 
0291 CD 17 
0293 C3 
0294 



XOR 
MOV 
INT 
MOV 
INT 
RET 



NEAR 

DX.DX 

AX.CR 

17H 

AX.LF 

I7H 



I SEND CR.LF TO FIRST PRINTER 

t ASSUME FIRST PRINTER (DX> 0) 

I GET THE PRINT CHARACTER COMMAND AND 

I THE CARRIAGE RETURN CHARACTER 

t NOW GET THE LINE FEED AND 

I SEND IT TO THE BIOS PRINTER ROUTINE 



I— HARDWARE INT 08 H — ( IRQ LEVEL ) - 

THIS ROUTINE HANDLES THE TIMER INTERRUPT FROM FROM CHANNEL OF 
THE 8254 TIMER. INPUT FREQUENCY IS 1.19318 MHZ AND THE DIVISOR 
IS 65536, RESULTING IN APPROXIMATELY 18.2 INTERRUPTS EVERY SECOND. 

THE INTERRUPT HANDLER MAINTAINS A COUNT (40l6C) OF INTERRUPTS SINCE 

POWER ON TIME, WHICH MAY BE USED TO ESTABLISH TIME OF DAY. 

THE INTERRUPT HANDLER ALSO DECREMENTS THE MOTOR CONTROL COUNT (40s 40) 

OF THE DISKETTE, AND WHEN IT EXPIRES, WILL TURN OFF THE 

DISKETTE MOTORU), AND RESET THE MOTOR RUNNING FLAGS. 

THE INTERRUPT HANDLER WILL ALSO INVOKE A USER ROUTINE THROUGH 

INTERRUPT 1CH AT EVERY TIME TICK. THE USER MUST CODE A 

ROUTINE AND PLACE THE CORRECT ADDRESS IN THE VECTOR TABLE. 



0294 

0294 FB 

0295 IE 

0296 50 

0297 52 

0298 E8 0000 E 
029B FF 06 006C R 
029F 75 04 

02AI FF 06 006E R 

02A5 

02A5 83 3E 006E R 18 

02AA 75 15 

02AC 81 3E 006C R 00B0 

02B2 75 OD 



02B4 2B CO 
02B6 A3 006E R 
02B9 A3 006C R 
02BC C6 06 0070 R 01 



02CI 

02C1 FE OE 0040 R 

02C5 75 OB 

02C7 80 26 003F R FO 

02CC BO OC 

02CE BA 03F2 

02D1 EE 



PUSH 

PUSH 

PUSH 

CALL 

INC 

JNZ 

INC 

CMP 
JNZ 
CMP 
JNZ 



PROC FAR 



DDS 

OTIMER LOW 

T4 

•TIMER HIGH 



•TIMER HIGH.018H 

T5 

•TIMER LOW.0B0H 



I INTERRUPTS BACK ON 



I SAVE MACHINE STATE 

I ESTABLISH ADDRESSABILITY 

I INCREMENT TIME 

I GO TO TEST DAY 

I INCREMENT HIGH WORD OF TIME 

I TEST DAY 

I TEST FOR CCUNT EQUALING 24 HOURS 

I GO TO DISKETTE CTL 



TIMER HAS GONE 24 HOURS 



SUB 
MOV 
MOV 
MOV 



AX, AX 

•TIMER HIGH, AX 

•TIMER~LOW,AX 

•TIMER""OFL,1 



TEST FOR DISKETTE TIME OUT 



02D4 5A 
02D5 BO 20 
02D7 FA 
02D8 E6 20 
02DA 58 
02DB IF 
02DC CF 

02DD 



DEC 
JNZ 
AND 
MOV 
MOV 
OUT 



MOV 
CLI 
OUT 
POP 
POP 
I RET 



•MOTOR COUNT 

T6 

•MOTOR STATUS, OFOH 

AL.OCH"" 

DX.03F2H 



AL.EOI 
INTAOO.AL 



| GO TO DISKETTE_CTL 



I DECREMENT DISKETTE MOTOR CONTROL 

I RETURN IF COUNT NOT OUT 

I TURN OFF MOTOR RUNNING BITS 

J FDC CTL PORT 

t TURN OFF THE MOTOR 



I RESTORE (DX) 

I GET END OF INTERRUPT MASK 

$ DISABLE INTERRUPTS TILL STACK CLEARED 

j END OF INTERRUPT TO 8259 - 1 



TIMER INT 1 



5-182 BIOS2 



COMPATIBILITY MODULE 



PAGE 118,121 




TITLE ORGS ---- 


- 04/21/86 COMPATIBILI' 


.LIST 




CODE SEGMENT 


BYTE PUBLIC 


PUBLIC 


A1 


PUBLIC 


CONF TBL 


PUBLIC 


crt Char gen 


PUBLIC 


Dl 


PUBLIC 


D2 


PUBLIC 


D2A 


PUBLIC 


DISK BASE 


PUBLIC 


DUMMY RETURN 


PUBLIC 


E101 ~ 


PUBLIC 


El 02 


PUBLIC 


EI03 


PUBLIC 


E104 


PUBLIC 


E105 


PUBLIC 


E106 


PUBLIC 


E107 


PUBLIC 


E108 


PUBLIC 


E109 


PUBLIC 


E161 


PUBLIC 


E162 


PUBLIC 


E163 


PUBLIC 


E164 


PUBLIC 


E201 


PUBLIC 


E202 


PUBLIC 


E203 


PUBLIC 


E301 


PUBLIC 


E302 


PUBLIC 


E303 


PUBLIC 


E304 


PUBLIC 


E401 


PUBLIC 


E50I 


PUBLIC 


E601 


PUBLIC 


E602 


PUBLIC 


F1780 


PUBLIC 


FI781 


PUBLIC 


FI782 


PUBLIC 


F1790 


PUBLIC 


F179I 


PUBLIC 


F3A 


PUBLIC 


F3D 


PUBLIC 


F3D1 


PUBLIC 


FD TBL 


PUBLIC 


flBppy 


PUBLIC 


HRD 


PUBLIC 


K6 


PUBLIC 


K6L 


PUBLIC 


K7 


PUBLIC 


K8 


PUBLIC 


K10 


PUBLIC 


K1 ( 


PUBLIC 


K12 


PUBLIC 


KI4 


PUBLIC 


K1S 


PUBLIC 


M4 


PUBLIC 


MS 


PUBLIC 


M6 


PUBLIC 


M7 


PUBLIC 


NMI INT 


PUBLIC 


PRINT SCREEN 


PUBLIC 


P R~ 


PUBLIC 


SEEKS 1 


PUBLIC 


SLAVE'VECTOR TABLE 


PUBLIC 


TUTOR- 


PUBLIC 


VECTOR TABLE 


PUBLIC 


video_Parms 


EXTRN 


BOOT STRAP 1 (NEAR 


EXTRN 


CASSETTE iC 1 iNEAR 


EXTRN 


DlltNEAR- ~ 


EXTRN 


DISK INT ItNEAR 


EXTRN 


disk'setOpinear 


EXTRN 


DISKETTE 10 1 sNEAR 


EXTRN 


DSKETTE SETUP » NEAR 


EXTRN 


EQUIPMENT 1 INEAR 


EXTRN 


INT 287INEAR 


EXTRN 


K 1 67NEAR 


EXTRN 


KEYBOARD 10 ItNEAR 


EXTRN 


KB INT l7NEA"R 


EXTRN 


MERORY'SIZE DET is NEAR 


EXTRN 


NMI INT llNEAR ~ 


EXTRN 


PRINT SCREEN ItNEAR 


EXTRN 


PRINTER 10 ("NEAR 


EXTRN 


RE DIRECT! NEAR 


EXTRN 


RS232 10 1 INEAR 


EXTRN 


RTC iRTlREAR 


EXTRN 


SEEK" i NEAR 


EXTRN 


START 1 tNEAR 


EXTRN 


TIME 5F DAY ItNEAR 


EXTRN 


TIMER |RT 17NEAR 


EXTRN 


VIDEO'lO TtNEAR 



ASSUME CSt CODE, DSt DATA 



104 
105 
106 



THIS MODULE HAS BEEN ADDED TO FACILITATE THE EXPANSION OF THIS PROGRAM. 
IT ALLOWS FOR THE FIXED ORG STATEMENT ENTRY POINTS THAT HAVE TO REMAIN 
AT THE SAME ADDRESSES. THE USE OF ENTRY POINTS AND TABLES WITHIN THIS 
MODULE SHOULD BE AVOIDED AND ARE INCLUDED ONLY TO SUPPORT EXISTING CODE 
THAT VIOLATE THE STRUCTURE AND DESIGN OF BIOS. ALL BIOS ACCESS SHOULD 
USE THE DOCUMENTED INTERRUPT VECTOR INTERFACE FOR COMPATIBILITY. 




ORGS 5-183 



1 08 PAGE 

109 I 

110 I COPYRIGHT NOTICE J 

in ; 

112 ||- ORG 0E000H 

113 0000 ORG 00000H 
114 

115 0000 37 38 58 37 34 36 OB '78X7462 COPR. IBM 1981, 1986 

116 32 20 43 4F SO 52 

117 2E 20 49 42 4D 20 

118 31 39 38 31 2C 20 

119 31 39 38 36 20 20 

120 20 20 



126 


0020 50 


41 52 49 


54 


59 


127 


20 


43 48 45 


43 


4B 


128 


20 


31 OD OA 






129 


0030 50 


41 62 49 


54 


59 


130 


20 


43 48 45 


43 


4B 


131 


20 


32 00 OA 






132 


0040 3F 


3F 3F 3F 


3F 


00 


133 


OA 








134 


= 0047 








135 










136 


005B 








137 


005B 








138 


005B E9 


0000 E 







PARITY ERROR MESSAGES t 

DB 'PARITY CHECK I'.CR.LF { PLANAR BOARD PARITY CHECK LATCH SET 

OB 'PARITY CHECK 2',CR,LF J I/O CHANNEL CHECK LATCH SET 

DB '?????', CR.LF 

s 

ORG 0E05BH 
ORG 0005BH 



141 | POST ERROR MESSAGES t 

142 I - - 

143 

144 005E 20 31 30 31 2D 53 E101 DB ' 101-System Board Error', CR.LF { INTERRUPT FAILURE 

145 79 73 74 65 6D 20 

146 42 6F 61 72 64 20 

147 45 72 72 6F 72 OD 

148 OA 

149 0077 20 31 30 32 2D 53 EI02 DB ' 102-System Board Error', CR.LF | TIMER FAILURE 

150 79 73 74 65 6D 20 

151 42 6F 61 72 64 20 

152 45 72 72 6F 72 OD 

153 OA 

154 0090 20 31 30 33 2D 53 E103 DB ' 103-Syatem Board Error '.CR.LF { TIMER INTERRUPT FAILURE 

155 79 73 74 65 6D 20 

156 42 6F 61 72 64 20 

157 45 72 72 6F 72 OD 

158 OA 

159 00A9 20 31 30 34 2D 53 E104 DB ' 104-Syatem Board Error '.CR.LF | PROTECTED MODE FAILURE 

160 79 73 74 65 6D 20 

161 42 6F 61 72 64 20 

162 45 19 19 *F 73 OD 

163 OA 

164 00C2 20 31 30 35 2D 53 E105 DB • 105-System Board Error '.CR.LF ; LAST 8042 COMMAND NOT ACCEPTED 

165 79 73 74 65 6D 20 

166 42 6F 61 72 64 20 



167 




45 


72 


72 


6F 


72 OD 


168 




OA 










169 


OODB 


20 


31 


30 


36 


2D 53 


170 




79 


73 


74 


65 


6D 20 


171 




42 


6F 


61 


72 


64 20 


172 




45 


72 


72 


6F 


72 OD 


173 




OA 










174 


00F4 


20 


31 


30 


37 


2D 53 


175 




79 


73 


74 


65 


6D 20 


176 




42 


6F 


61 


72 


64 20 


177 




45 


72 


72 


6F 


72 OD 


178 




OA 










179 


010D 


20 


31 


30 


38 


2D 53 


180 




79 


73 


74 


65 


6D 20 


181 




42 


6F 


61 


72 


64 20 


182 




45 


72 


72 


6F 


72 OD 


183 




OA 










184 


0126 


20 


31 


30 


39 


2D 53 



79 73 74 65 6D 20 
42 6F 61 72 64 20 
45 72 72 6F 72 OD 



189 


013F 


20 


31 


36 


31 


2D 53 


190 




79 


73 


74 


65 


6D 20 


191 




4F 


70 


74 


69 


6F 6E 


192 




73 


20 


4E 


6F 


74 20 


193 




53 


65 


74 


2D 


28 52 


194 




75 


6E 


20 


53 


45 54 


195 




55 


50 


29 


OD 


OA 


196 


0168 


20 


31 


36 


32 


2D 53 


197 




79 


73 


74 


65 


6D 20 


198 




4F 


70 


74 


69 


6F 6E 


199 




73 


20 


4E 


6F 


74 20 


200 




53 


65 


74 


2D 


28 52 


201 




75 


6E 


20 


53 


45 54 


202 




55 


50 


29 


OD 


OA 


203 


0191 


20 


31 


36 


33 


2D 54 


204 




69 


6D 


65 


20 


26 20 


205 




44 


61 


74 


65 


20 4E 


206 




6F 


74 


20 


53 


65 74 


207 




2D 


28 


52 


75 


6E 20 


208 




53 


45 


54 


55 


50 29 


209 




OD 


OA 








210 


01B7 


20 


31 


36 


34 


2D 4D 


211 




65 


6D 


6F 


72 


79 20 


212 




53 


69 


7A 


65 


20 45 


213 




72 


72 


6F 


72 


2D 28 


214 




52 


75 


6E 


20 


53 45 


215 




54 


55 


50 


29 


OD OA 


216 


01DB 


20 


32 


30 


31 


2D 4D 


217 




65 


6D 


6F 


72 


79 20 


218 




45 


72 


72 


6F 


72 OD 


219 




OA 










220 


01EE 


20 


32 


30 


32 


2D 4D 


221 




65 


60 


6F 


72 


79 20 



106-Systam Board Error '.CR.LF | CONVERTING LOGIC TEST 
107-System Board Error '.CR.LF | HOT NMI TEST 
108-Systam Board Error *,CR,LF | TIMER BUS TEST 
109-System Board Error', CR.LF | LOW MEG CHIP SELECT TEST 
161-System Opt i ons Not Set-(Run SETUP )', CR , LF | DEAD BATTERY 

162-System Options Not Set- (Run SETUP) ' ,CR,LF | CHECKSUM/CONFIG 

163-Time & Date Not Set-(Run SETUP) • ,CR,LF jCLOCK NOT UPDATING 

164-Memory Size Error-(Run SETUP) ' ,CR,LF ; CMOS DOES NOT MATCH 

201-Memory Error', CR.LF 

202-Memory Address Error', CR.LF | LINE ERROR 00->l5 



5-184 ORGS 



222 
223 
224 
225 
226 
227 
228 
229 
230 
23 1 
232 
233 
234 
235 
236 
237 
238 
239 
240 
24 1 
242 
243 
244 
245 
246 
247 
248 
249 
250 
251 
252 
253 
254 
255 
256 
257 
258 
259 
260 
261 
262 
263 
264 
265 
266 
267 
268 
269 
270 
271 
272 
273 
274 
275 
276 
277 
278 
279 
280 
281 
282 
283 
284 
285 
286 
287 
288 
289 
290 
291 
292 
293 
294 
295 
296 
297 
298 
299 
300 
301 
302 
303 
304 
305 
306 
307 
308 
309 
310 
31 1 
312 
313 
314 



: 20 45 

! 0D OA 

> 32 30 

6D 6F 

64 64 

I 20 45 

OD OA 

33 30 

i 79 62 

20 45 

OD OA 

33 30 

' 73 74 

6E 69 

79 6C 

69 73 

I 6B 65 

28 52 

i 45 20 



59 29 OD OA 



02C3 

= 02C3 

02C3 E9 0000 E 



33 2D 4D 
72 79 20 
72 65 73 
72 72 6F 

31 2D 4B 
6F 61 72 
72 72 6F 

32 2D 53 
65 6D 20 
74 20 4B 
6F 63 6B 
20 4C 6F 
64 OD OA 
45 53 55 
3D 20 22 
20 4B 45 



72 



i 33 30 

79 62 

20 4F 

' 73 74 

6E 69 

72 6F 



20 4F 

1 73 74 

6E 69 

72 6F 

34 30 
54 20 
72 OD 

35 30 
54 20 

72 OD 

36 30 

73 6B 
20 45 
OD OA 



33 2D 4B 
6F 61 72 
72 20 53 
65 6D 20 
74 20 45 
72 OD OA 

34 2D 4B 
6F 61 72 
72 20 53 
65 6D 20 
74 20 45 
72 OD OA 
31 2D 43 
45 72 72 
OA 



31 2D 44 
65 74 74 
72 72 6F 



0343 20 36 30 32 2D 44 
69 73 6B 65 74 74 
65 20 42 6F 6F 74 
20 52 65 63 6F 72 
64 20 45 72 72 6F 
72 OD OA 



0364 31 



37 38 30 2D 

73 6B 20 30 

61 69 6C 75 

OD OA 

37 38 31 2D 

73 6B 20 31 

61 69 6C 75 

OD OA 

37 38 32 2D 

73 6B 20 43 

74 72 6F 6C 

72 20 46 61 

75 72 65 OD 
37 39 30 2D 

73 6B 20 30 

72 72 6F 72 

37 39 31 2D 

73 6B 20 31 
72 72 6F 72 



OA 
03DF 20 20 20 20 2D 55 
6E 6C 6F 63 6B 20 
53 79 73 74 65 6D 
20 55 6E 69 74 20 
4B 65 79 6C 6F 63 
6B 20 OD OA 



E203 DB ' 203-Msmory Address Error', CR.LF | LINE ERROR 16->23 

E301 DB • 301-Ksybosrd Error', CR.LF ; KEYBOARD ERROR 

E302 DB • 302-System Unit Keylock is Locked' .CR.LF ; KEYBOARD LOCK ON 



F3D DB 



(RESUME = "F1" KEY)',CR,LF 



; - ORG 0E2C3H 

ORG 002C3H 

MI_INT EQU $ 

JMP NMI_INT 



E303 DB 



S VECTOR ON TO MOVED NM1 CODE 
303-Keyboard Or System Unit Error '.CR.LF 



I KEYBOARD/ SYSTEM ERROR 

E304 DB • 304-K«ybo»rd Or System Unit Error', CR.LF J KEYBOARD CLOCK HIGH 



E401 
E501 
E601 



401 -CRT Error '.CR.LF 
501-CRT Error' ,CR,LF 
601-Dlskette Error', CR.LF 



t MONOCHROME 

I COLOR 

} DISKETTE ERROR 



I- 



F1781 DB 



44 F1782 DB 



•1781-Dlsk I Fal lure'.CR.LF 



1782-Dlsk Controller Fa I lure' ,CR,LF 



44 FI790 DB -1790-Dlsk Error '.CR.LF 



44 F1791 DB 



F3A DB 
F3D1 DB 



•1791-Dlsk 1 Error', CR.LF 



•ROM Error '.CR.LF J ROM CHECKSUM 

• -Unlock System Unit Keylock '.CR.LF 



ORGS 5-185 



ORGS 
315 




04/21 /8< 


316 






317 






316 






319 






320 






321 






322 






323 






324 






325 






326 






327 






328 






329 






330 






331 






332 






333 






334 






335 






336 






337 






336 






339 






340 






341 






342 






343 






344 


0401 




345 






346 






347 






348 


0401 


0132 


349 


0403 


04 


350 


0404 


0000 


351 


0406 


0080 


352 


0408 


00 


353 


0409 


00 


354 


040A 


00 00 00 


355 


040D 


0131 


356 


040F 


1 1 


357 


0410 


00 


358 






359 






360 






361 


041 1 


0267 


362 


0413 


04 


363 


0414 


0000 


364 


0416 


012C 


365 


0418 


00 


366 


0419 


00 


367 


041 A 


00 00 00 


368 


041D 


0267 


369 


041F 


1 1 


370 


0420 


00 


371 






372 






373 






374 


0421 


0267 


375 


0423 


06 


376 


0424 


0000 


377 


0426 


012C 


378 


0428 


00 


379 


0429 


00 


360 


042A 


00 00 00 


381 


042D 


0267 


382 


042F 


1 1 


383 


0430 


00 


384 






385 






386 






387 


0431 


03AC 


388 


0433 


08 


389 


0434 


0000 


390 


0436 


0200 


391 


0438 


00 


392 


0439 


00 


393 


043A 


00 00 00 


394 


0430 


03AC 


395 


043F 


11 


396 


0440 


00 


397 






398 






399 






400 


0441 


03AC 


401 


0443 


06 


402 


0444 


0000 


403 


0446 


0200 


404 


0448 


00 


405 


0449 


00 


406 


044A 


00 00 00 


407 


044D 


03AC 


408 


044F 


11 


409 


0450 


00 


410 






411 






412 






413 


0451 


0267 


414 


0453 


04 


415 


0454 


0000 


416 


0456 


FFFF 


417 


0458 


00 


418 


0459 


00 


419 


045A 


00 00 00 


420 


045D 


0267 


421 


045F 


1 t 


422 


0460 


00 



INITIALIZE DRIVE CHARACTERISTICS 
FIXED DISK PARAMETER TABLE 
- THE TABLE IS COMPOSED OF A BLOCK DEFINED ASt 



+2 



(1 WORD) - MAXIMUM NUMBER OF CYLINDERS 

(1 BYTE) - MAXIMUM NUMBER OF HEADS 

(1 WORD) - NOT USED/ SEE PC-XT 

(1 WORD) - STARTING WRITE PRECOMPENSATION CYL 

(1 BYTE) - NOT USED/ SEE PC-XT 

(I BYTE) - CONTROL BYTE 

BIT 7 DISABLE RETRIES -OR- 
BIT 6 DISABLE RETRIES 
BIT 3 MORE THAN 8 HEADS 

(3 BYTES)- NOT USED /SEE PC-XT 

(1 WORD) - LANDING ZONE 

(1 BYTE) - NUMBER OF SECTORS /TRACK 

(1 BYTE) - RESERVED FOR FUTURE USE 

- TO DYNAMICALLY DEFINE A SET OF PARAMETERS 
BUILD A TABLE FOR UP TO 15 TYPES AND PLACE 
THE CORRESPONDING VECTOR INTO INTERRUPT 41 
FOR DRIVE AND INTERRUPT 46 FOR DRIVE 1. 



DRIVE 


TYPE 01 


DW 


0306D 


DB 


04D 


DW 





DW 


0128D 


DB 





DB 





DB 


0,0,0 


DW 


0305D 


DB 


17D 


DB 





DRIVE 


TYPE 02 


DW 


0615D 


DB 


04D 


DW 





DW 


0300D 


DB 





DB 





DB 


0,0,0 


DW 


061 50 


DB 


17D 


DB 





DRIVE 


TYPE 03 


DW 


0615D 


DB 


06D 


DW 





DW 


0300D 


DB 





DB 





DB 


0,0,0 


DW 


0615D 


DB 


17D 


DB 





DRIVE 


TYPE 04 


DW 


0940D 


DB 


08D 



DRIVE TYPE 05 



DW 


0940D 


DB 


17D 


DB 





DRIVE 


TYPE 06 


DW 


0615D 


DB 


04D 


DW 





DW 


OFFFFI 


DB 





DB 





DB 


0,0,0 


DW 


0615D 



WRITE PRE-COMPENSATION CYLINDER 
CONTROL BYTE 



WRITE PRE-COMPENSATION CYLINDER 
CONTROL BYTE 



SECTORS /TRACK 



WRITE PRE-COMPENSATION CYLINDER 
CONTROL BYTE 



WRITE PRE-COMPENSATION CYLINDER 



CONTROL BYTE 



WRITE PRE-COMPENSATION CYLINDER 



CONTROL BYTE 



NO WRITE PRE-COMPENSATION 
CONTROL BYTE 



5-186 ORGS 



urcba 
423 




- q+icmb 


424 






425 






426 


0461 


01CE 


427 


0463 


08 


428 


0464 


0000 


429 


0466 


0100 


430 


0468 


00 


431 


0469 


00 


432 


046A 


00 00 00 


433 


046D 


01FF 


434 


046F 


1 1 


435 


0470 


00 


436 






437 






438 






439 


0471 


02DD 


440 


0473 


05 


44) 


0474 


0000 


442 


0476 


FFFF 


443 


0478 


00 


444 


0479 


00 


445 


047A 


00 00 00 


446 


047D 


02DD 


447 


047F 


1 1 


448 


0480 


00 


449 






450 






451 






452 


0481 


0384 


453 


0483 


OF 


454 


0484 


0000 


455 


0486 


FFFF 


456 


0488 


00 


457 


0489 


08 


458 


048A 


00 00 00 


459 


04BD 


0385 


460 


048F 


1 1 


461 


0490 


00 


462 






463 






464 






465 


0491 


0334 


466 


0493 


03 


467 


0494 


0000 


468 


0496 


FFFF 


469 


0498 


00 


470 


0499 


00 


471 


049A 


00 00 00 


472 


049D 


0334 


473 


049F 


1 1 


474 


04A0 


00 


475 






476 






477 






478 


04A1 


0357 


479 


04A3 


05 


480 


04A4 


0000 


481 


04A6 


FFFF 


482 


04A8 


00 


483 


04A9 


00 


484 


04AA 


00 00 00 


485 


04AD 


0357 


486 


04AF 


1 1 


487 


04B0 


00 


488 






489 






490 






491 


04B1 


0357 


492 


04B3 


07 


493 


04B4 


0000 


494 


04B6 


FFFF 


495 


04B8 


00 


496 


04B9 


00 


497 


04BA 


00 00 00 


498 


04BD 


0357 


499 


04BF 


1 1 


500 


04C0 


00 


501 






502 






503 






504 


04C1 


0132 


505 


04C3 


08 


506 


04C4 


0000 


507 


04C6 


0080 


508 


04C8 


00 


509 


04C9 


00 


510 


04CA 


00 00 00 


511 


04CD 


013F 


512 


04CF 




513 


04D0 


00 


514 






515 






516 






517 


04D1 


02DD 


518 


04D3 


07 


519 


04D4 


0000 


520 


04D6 


FFFF 


521 


04D8 


00 


522 


04D9 


00 


523 


04DA 


00 00 00 


524 


04DD 


02DO 


525 


04DF 


1 1 


526 


04E0 


00 



DRIVE TYPE 07 



0,0,0 
051 ID 
17D 



DRIVE TYPE 08 



0,0,0 
0733D 
17D 



DRIVE TYPE 09 



008H 
0,0,0 
090 ID 
17D 



DRIVE TYPE 10 



DW 


0820D 


DB 


03D 


DW 





DW 


OFFFFH 


DB 





DB 





DB 


0,0,0 


DW 


0820D 


DB 


17D 


DB 





DRIVE 


TYPE 1 1 


DW 


0855D 


DB 


05D 



0,0,0 
0855D 
17D 



DRIVE TYPE 12 



DRIVE TYPE 



DB 
DW 
DB 
DB 


0,0,0 
0319D 
17D 



DRIVE 


TYPE 14 


DW 
DB 


0733D 
07D 



0,0,0 
0733D 
17D 



WRITE PRE-COMPENSATION CYLINDER 
CONTROL BYTE 



NO WRITE PRE-COMPENSATION 
CONTROL BYTE 



NO WRITE PRE-COMPENSATION 
CONTROL BYTE 



NO WRITE PRE-COMPENSATION 
CONTROL BYTE 



NO WRITE PRE-COMPENSATION 
CONTROL BYTE 



NO WRITE PRE-COMPENSATION 
CONTROL BYTE 



WRITE PRE-COMPENSATION CYLINDER 



CONTROL BYTE 



NO WRITE PRE-COMPENSATION 
CONTROL BYTE 



ORGS 5-187 



527 




■ U*/«l/OC 


528 






529 






530 


04EI 


0000 


531 


04E3 


00 


532 


04E4 


0000 


533 


04E6 


0000 


534 


04E8 


00 


535 


04E9 


00 


536 


04EA 


00 00 00 


537 


04ED 


0000 


538 


04EF 


00 


539 


04F0 


00 


540 






541 






542 






543 


04F1 


0264 


544 


04F3 


04 


545 


04F4 


0000 


546 


04F6 


0000 


547 


04F8 


00 


548 


04F9 


00 


549 


04FA 


00 00 00 


550 


04FD 


0297 


551 


04FF 


1 1 


552 


0500 


00 


553 






554 






555 






556 


0501 


0301 


557 


0503 


05 


558 


0504 


0000 


559 


0506 


012C 


560 


0508 


00 


561 


0509 


00 


562 


050A 


00 00 00 


563 


050D 


03D1 


564 


050F 


1 1 


565 


0510 


00 


566 






567 






568 






569 


0511 


03DI 


570 


0513 


07 


571 


0514 


0000 


572 


0516 


FFFF 


573 


0518 


00 


574 


0519 


00 


575 


051 A 


00 00 00 


576 


051D 


03DI 


577 


051F 


11 


578 


0520 


00 


579 






580 






581 






582 


0521 


0400 


583 


0523 


07 


584 


0524 


0000 


585 


0526 


0200 


586 


0528 


00 


587 


0529 


00 


588 


052A 


00 00 00 


589 


052D 


03FF 


590 


052F 


1 1 


591 


0530 


00 


592 






593 






594 






595 


0531 


02DD 


596 


0533 


05 


597 


0534 


0000 


598 


0536 


012C 


599 


0538 


00 


600 


0539 


00 


601 


053A 


00 00 00 


602 


053D 


02DC 


603 


053F 


11 


604 


0540 


00 


605 






606 






607 






608 


0541 


02DD 


609 


0543 


07 


610 


0544 


0000 


61 1 


0546 


012C 


612 


0548 


00 


613 


0549 


00 


614 


054A 


00 00 00 


615 


054D 


02DC 


616 


054F 




617 


0550 


00 


618 






619 






620 






621 


0551 


02DD 


622 


0553 


05 


623 


0554 


0000 


624 


0556 


0I2C 


625 


0558 


00 


626 


0559 


00 


627 


055A 


00 00 00 


628 


055D 


02OD 


629 


055F 




630 


0560 


00 



DRIVE TYPE 15 



DRIVE TYPE 16 



DB 
DW 
DB 
DB 


0,0,0 
0663D 
17D 



DRIVE 


TYPE 17 


DW 
DB 


0977D 
05D 



DRIVE TYPE 18 



DB 
DW 
DB 
DB 


0,0,0 
0977D 
17D 



DRIVE 


TYPE ! 9 


DW 
DB 


1024D 
07D 



0,0,0 
1023D 
17D 



DRIVE TYPE 20 



0,0,0 
0732D 
17D 



DRIVE TYPE 21 



0,0,0 
0732D 
I7D 



DRIVE TYPE 22 



DO NOT USE # * 



WRITE PRE-COMPENSATION CYLINDER 
CONTROL BYTE 



WRITE PRE-COMPENSATION ALL CYLINDER 
! CONTROL BYTE 



WRITE PRE-COMPENSATION CYL 
CONTROL BYTE 



0,0,0 
0733D 
17D 



NO WRITE PRE-COMPENSATION 
CONTROL BYTE 



WRITE PRE-COMPENSATION CYLINDER 
CONTROL BYTE 



WRITE PRE-COMPENSATION CYL 
CONTROL BYTE 



WRITE PRE-COMPENSATION CYL 
CONTROL BYTE 



WRITE PRE-COMPENSATION CYL 
CONTROL BYTE 



5-188 ORGS 



twos 
63 1 




- g*/zi/o< 


632 






633 






634 


0561 


0132 


635 


0563 


04 


636 


0564 


0000 


637 


0566 


0000 


638 


0568 


00 


639 


0569 


00 


640 


056A 


00 00 00 


641 


056D 


0150 


642 


056F 




643 


0570 


00 


644 






645 






646 






647 


0571 


0264 


648 


0573 


04 


649 


0574 


0000 


650 


0576 


0131 


651 


0578 


00 


652 


0679 


00 


653 


057A 


00 00 00 


654 


057D 


0297 


655 


057F 


1 1 


656 


0580 


00 


657 






658 






659 






660 


0581 


0000 


661 


0583 


00 


662 


0584 


0000 


663 


0586 


0000 


664 


0588 


00 


665 


0589 


00 


666 


058A 


00 00 00 


667 


058D 


0000 


668 


058F 


00 


669 


0590 


00 


670 






671 






672 






673 


0591 


0000 


674 


0593 


00 


675 


0594 


0000 


676 


0596 


0000 


677 


0598 


00 


678 


0599 


00 


679 


059A 


00 00 00 


680 


059D 


0000 


681 


059F 


00 


682 


05A0 


00 


683 






684 






685 






686 


05A1 


0000 


687 


05A3 


00 


688 


05A4 


0000 


689 


05A6 


0000 


690 


05A8 


00 


691 


05A9 


00 


692 


05AA 


00 00 00 


693 


05AD 


0000 


694 


05AF 


00 


695 


05B0 


00 


696 






697 






698 






699 


05B1 


0000 


700 


05B3 


00 


701 


05B4 


0000 


702 


05B6 


0000 


703 


05B8 


00 


704 


05B9 


00 


705 


05BA 


00 00 00 


706 


05BD 


0000 


707 


05BF 


00 


708 


05C0 


00 


709 






710 






711 






712 


05C1 


0000 


713 


05C3 


00 


714 


05C4 


0000 


715 


05C6 


0000 


716 


05C8 


00 


717 


05C9 


00 


718 


05CA 


00 00 00 


719 


05CD 


0000 


720 


05CF 


00 


721 


0500 


00 


722 






723 






724 






725 


OSDt 


0000 


726 


05D3 


00 


727 


0504 


0000 


728 


05D6 


0000 


729 


05D8 


00 


730 


0509 


00 


731 


05DA 


00 00 00 


732 


05DD 


0000 


733 


05DF 


00 


734 


05E0 


00 



DRIVE 


TYPE 23 


DW 


0306D 


DB 


04D 


DW 





DW 


0000D 


DB 





DB 





DB 


0,0,0 


DW 


0336D 


DB 


17D 


DB 





DRIVE 


TYPE 24 


DW 


061 2D 


DB 


04D 


DW 





DW 


030SD 


DB 





DB 





DB 


0,0,0 


DW 


0663D 


DB 


17D 


DB 





DRIVE 


TYPE 25 


DW 


0000D 


DB 


00D 


DW 





DW 


0000D 


DB 





DB 





DB 


0,0,0 


DW 


0000D 


DB 


00D 


DB 





DRIVE 


TYPE 26 


DW 


0000D 


DB 


00D 


DW 





DW 


0000D 


DB 





DB 





DB 


0,0,0 


DW 


0000D 


DB 


00D 


DB 





DRIVE 


TYPE 27 


DW 


0000D 


DB 


00D 


DW 





DW 


0000D 


DB 





DB 





DB 


0,0,0 


DW 


0000D 


DB 


00D 


DB 





DRIVE 


TYPE 28 


DW 


0000D 


DB 


OOD 


DW 





DW 


0000D 


DB 





DB 





DB 


0,0,0 


DW 


0000D 


DB 


OOD 


DB 





DRIVE 


TYPE 29 


DW 


OOOOD 


DB 


OOD 


DW 





DW 


OOOOD 


DB 





DB 





DB 


0,0,0 


DW 


OOOOD 


DB 


OOD 


DB 





DRIVE 


TYPE 30 


DW 


OOOOD 


DB 


OOD 


DW 





DW 


OOOOD 


DB 





DB 





DB 


0,0,0 


DW 


OOOOD 


DB 


OOD 



WRITE PRE-COMPENSATION ALL CYL 
CONTROL BYTE 



WRITE PRE-COMPENSATION CYL 
CONTROL BYTE 



WRITE PRE-COMPENSATION CYL 
CONTROL BYTE 



WRITE PRE-COMPENSATION CYL 
CONTROL BYTE 



WRITE PRE-COMPENSATION CYL 
CONTROL BYTE 



WRITE PRE-COMPENSATION CYL 
CONTROL BYTE 



WRITE PRE-COMPENSATION CYL 
CONTROL BYTE 



WRITE PRE-COMPENSATION CYL 
CONTROL BYTE 



ORGS 5-189 



IBM 
ORGS 


Para 


tnat Coma 
- 04/21/6 


738 






736 






737 






738 


08EI 


0000 


739 


OSES 


00 


740 


08E4 


0000 


741 


08E6 


0000 


742 


06E8 


00 


743 


06E9 


00 


744 


06EA 


00 00 00 


748 


06ED 


0000 


746 


08EF 


00 


747 


06P0 


00 


748 






749 






780 






781 


08FI 


0000 


782 


08F3 


00 


783 


0SF4 


0000 


784 


06P6 


0000 


788 


0SF6 


00 


786 


08P9 


00 


787 


06FA 


00 00 00 


786 


06FD 


0000 


789 


08FF 


00 


760 


0600 


00 


761 






762 






763 






764 


0601 


0000 


766 


0603 


00 


766 


0604 


0000 


767 


0606 


0000 


766 


0608 


00 


769 


0609 


00 


770 


060A 


00 00 00 


771 


060D 


0000 


772 


060F 


00 


773 


0610 


00 


774 






776 






776 






777 


0611 


0000 


778 


0613 


00 


779 


0614 


0000 


780 


0616 


0000 


781 


0616 


00 


782 


0619 


00 


783 


061A 


00 00 00 


784 


06ID 


0000 


768 


06IF 


00 


786 


0620 


00 


787 






788 






769 






790 


0621 


0000 


791 


0623 


00 


792 


0624 


0000 


793 


0626 


0000 


794 


0626 


00 


796 


0629 


00 


796 


062A 


00 00 00 


797 


0620 


0000 


796 


062F 


00 


799 


0630 


00 


600 






601 






802 






603 


0631 


0000 


604 


0633 


00 


806 


0634 


0000 


806 


0636 


0000 


807 


0638 


00 


806 


0639 


00 


809 


063A 


00 00 00 


610 


0630 


0000 


611 


063F 


00 


612 


0640 


00 


613 






614 






618 






616 


0641 


0000 


617 


0643 


00 


618 


0644 


0000 


619 


0646 


0000 


620 


0646 


00 


821 


0649 


00 


822 


064A 


00 00 00 


623 


064D 


0000 


624 


064F 


00 


628 


0660 


00 


626 






627 






628 






629 


0661 


0000 


630 


0663 


00 


631 


0664 


0000 


832 


0656 


0000 


633 


0686 


00 


634 


0669 


00 


636 


068A 


00 00 00 


836 


0650 


0000 


837 


06SF 


00 


836 


0660 


00 



utar MACRO Assembler Viral on 2.00 
6 COMPATIBILITY MODULE 



DRIVE TYPE 31 



00O 



000OD 



DRIVE TYPE 32 ••• RESERVED* • 



DB 
DRIVE ' 



0000D 

00D 





DRIVE 


TYPE 34 


Off 


0000D 


DB 


000 


DW 





DW 


0000D 


DB 





OB 





DB 


0,0,0 


DW 


00000 



DRIVE 


TYPE 36 


DW 


0000D 


DB 


000 


DW 





DW 


00000 


DB 





DB 





DB 


0,0,0 


DW 


0000D 


DB 


00D 


OB 





DRIVE 


TYPE 37 


DW 


0000D 


DB 


000 



RIVE TYPE 36 



0,0,0 
00000 
000 



WRITE PRE-COMPENSATION CYL 
CONTROL BYTE 



WRITE PRE-COMPENSATION CYL 
CONTROL BYTE 



WRITE PRE-COMPENSATION CYL 
CONTROL BYTE 



WRITE PRE-COMPENSATION CYL 
CONTROL BYTE 



WRITE PRE-COMPENSATION CYL 
CONTROL BYTE 



WRITE PRE-COMPENSATION CYL 
CONTROL BYTE 



WRITE PRE-COMPENSATION CYL 
CONTROL BYTE 



WRITE PRE-COMPENSATION CYL 
CONTROL BYTE 



5-190 ORGS 



COMPATIBILITY MODULE 



845 
846 
847 



852 
853 
8S4 
855 

856 
857 
858 

859 



869 
870 
87) 
872 
873 
874 
875 
876 
877 
878 
879 
880 
88 1 
882 
883 



887 
888 

889 
890 
891 
892 
893 
894 
895 
896 
897 
898 
899 
900 
90 1 
902 
903 
904 
905 
906 
907 
908 
909 
910 
911 
912 
913 
914 
915 
916 
917 
918 
919 
920 
921 
922 
923 
924 
925 
926 
927 
928 
929 
930 
931 
932 
933 
934 
935 
936 
937 
938 
939 
940 



0661 0000 

0663 00 

0664 0000 
0666 0000 

0668 00 

0669 00 

066A 00 00 00 
066D 0000 
066F 00 

0670 00 



0671 0000 

0673 00 

0674 0000 
0676 0000 

0678 00 

0679 00 

067A 00 00 00 
067D 0000 
067F 00 

0680 00 



0681 0000 

0683 00 

0684 0000 
0686 0000 

0688 00 

0689 00 

068A 00 00 00 
068D 0000 
068F 00 

0690 00 



0691 0000 

0693 00 

0694 0000 
0696 0000 

0698 00 

0699 00 

069A 00 00 00 
069D 0000 
069F 00 
06A0 00 



06A1 0000 
06A3 00 
06A4 0000 
06A6 0000 
06A8 00 
06A9 00 
06AA 00 00 00 
06AO 0000 
06AF 00 
06B0 00 



06B1 0000 
06B3 00 
06B4 0000 
06B6 0000 
06B8 00 
06B9 00 
06BA 00 00 00 
06BD 0000 
06BF 00 
06C0 00 



06C1 0000 
06C3 00 
06C4 0000 
06C6 0000 
06C8 00 
06C9 00 
06CA 00 00 00 
06CD 0000 
06CF 00 
06D0 00 



06D1 0000 
06D3 00 
06D4 0000 
06D6 0000 
06D8 00 
06D9 00 
06DA 00 00 00 
06DD 0000 
06DF 00 
06E0 00 



DRIVE 


TYPE 39 


DW 


0000D 


DB 


00D 


DW 





DW 


OOOOD 


DB 





DB 





DB 


0,0,0 


DW 


OOOOD 


DB 


00D 


DB 





DRIVE 


TYPE 40 


DW 


OOOOD 


DB 


00D 


DW 





DW 


OOOOD 


DB 





DB 





DB 


0,0,0 


DW 


OOOOD 


DB 


00D 


DB 





DRIVE 


TYPE 41 


DW 


OOOOD 


DB 


00D 


DW 





DW 


OOOOD 


DB 





DB 





DB 


0,0,0 


DW 


OOOOD 


DB 


00D 


DB 





DRIVE 


TYPE 42 


DW 


OOOOD 


DB 


00D 


DW 





DW 


OOOOD 


DB 





DB 





DB 


0,0,0 


DW 


OOOOD 


DB 


00D 


DB 





DRIVE 


TYPE 43 


DW 


OOOOD 


DB 


00D 


DW 





DW 


OOOOD 


DB 





DB 





DB 


0,0,0 


DW 


OOOOD 


DB 


OOD 


DB 





DRIVE 


TYPE 44 


DW 


OOOOD 


DB 


OOD 


DW 





DW 


OOOOD 


DB 





DB 





DB 


0,0,0 


DW 


OOOOD 


DB 


OOD 


DB 





DRIVE 


TYPE 45 


DW 


OOOOD 


DB 


OOD 


DW 





DW 


OOOOD 


DB 





DB 





DB 


0,0,0 


DW 


OOOOD 


DB 


OOD 


DB 





DRIVE 


TYPE 46 


DW 


OOOOD 


DB 


OOD 


DW 





DW 


OOOOD 


DB 





DB 





DB 


0,0,0 


DW 


OOOOD 


DB 


OOD 



WRITE PRE-COMPENSATION CYL 
CONTROL BYTE 



WRITE PRE-COMPENSATION CYL 



CONTROL BYTE 



WRITE PRE-COMPENSATION CYL 
CONTROL BYTE 



WRITE PRE-COMPENSATION CYL 
CONTROL BYTE 



WRITE PRE-COMPENSATION CYL 
CONTROL BYTE 



WRITE PRE-COMPENSATION CYL 



CONTROL BYTE 



WRITE PRE-COMPENSATION CYL 
CONTROL BYTE 



WRITE PRE-COMPENSATION CYL 



CONTROL BYTE 



ORGS 5-191 



Cenpu 
21/86 



DRIVE TYPE 47 



946 


06EI 00C 


10 






947 


06E3 00 








948 


06E4 0000 






949 


06E6 0000 






980 


06E6 00 








98 1 


06E9 00 








982 


06EA 00 


00 00 






983 


06EO 0000 






964 


06EF 00 








988 


06F0 00 








986 










987 










968 










969 










960 


• 06F1 








961 










962 


06F2 








963 


■ 06F2 








964 


06F2 E9 


0000 E 




966 










966 










967 


06F8 








966 


06F6 0008 






969 


06F7 FC 








970 


06F8 02 








971 


06F9 00 








972 


06FA 70 








973 










974 










976 










976 


06FB 00 








977 


06FC 00 








978 


06FD 00 








979 


06FE 00 








980 


> 06FF 








961 










982 










983 










984 


« 06FF 








986 










986 


0729 








987 


0729 0417 






968 


072B 0300 






969 


072D 0180 






990 


072F 00C0 






991 


0731 0060 






992 


0733 0030 






993 


0736 0018 






994 


0737 000C 






998 










996 




















998 










999 


0739 








1000 


> 0739 








1001 


0739 E9 


0000 E 




1002 










1003 










1004 










1006 










(006 


082E 








1007 


> 062E 








1006 


082E E9 


0000 E 




1009 










1010 










1011 










1012 










1013 










1014 


087E 








1016 










1016 










1017 


087E 








1016 


067E 52 








1019 


067F 3A 


46 46 


36 


ID 


1020 


0864 2A 


36 






1021 


> 0008 








1022 










1023 










1024 


0886 








1028 


0886 80 








1026 


0887 40 


20 10 


08 


04 


1027 


088C 02 


01 






1028 










1029 










1030 










1031 


068E 








(032 


068E IB 


FF 00 


FF 


FF 


1033 


0694 IE 


FF FF 


FF 


FF 


(034 


069A FF 


7F 94 


It 


(7 


1038 


08A0 12 


14 19 


16 


09 


1036 


08A6 10 


IB 10 


OA 


FF 


1037 


06AC 13 


04 06 


07 


08 


1036 


06B2 OB 


OC FF 


FF 


FF 


1039 


08B6 1C 


IA 16 


03 


16 


1040 


08BE OE 


00 FF 


FF 


FF 


1041 


06C4 96 


FF 20 


FF 




1042 










1043 


08C6 6E 


6F 60 


61 


62 


1044 


08CE 64 


66 66 


67 


FF 


1045 


0804 77 


8D 64 


6E 


73 


1046 


08DA 74 


90 76 


91 


76 


(047 


08E0 93 


FF FF 


FF 


69 



DW 


0000D 


OB 


00D 


DW 





DW 


OOOOD 


OB 





OB 





OB 


0,0,0 


DW 


00000 


OB 


000 



I CYLINDERS 
t HEADS 

I WRITE PRE-COMPENSATION CYL 

I CONTROL BYTE 



I- 



BOOT LOADER INTERRUPT 



IP ■ t - . 

It- ORG 0E6F2H 

ORG 006F2H 

BOOT STRAP EQU t 

JMP BOOT STRAP 1 



CONF E-CONF TBL-2 
MODEL" BYTE 
SUB MODEL BYTE 
BIO? LEVEC 
OlllffOOOB 



t 

IP 


- BAUD f 


(ATE INITI 
• 


II- 


ORG 


0E729H 




ORG 


00729H 


Al 


DW 


1047 




DW 


768 




DW 


384 




DW 


192 



t VECTOR ON TO MOVED BOOT CODE 

t USE INT IS H AH- OCOH 

I CONFIGURATION TABLE FOR THIS SYSTEM 

I LENGTH OF FOLLOWING TABLE 

t SYSTEM MODEL BYTE 

| SYSTEM SUB MODEL TYPE BYTE 

I BIOS REVISION LEVEL 

I 10000000 a DMA CHANNEL 3 USE BY BIOS 

I 01000000 > CASCADED INTERRUPT LEVEL 2 

I 00100000 • REAL TIME CLOCK AVAILABLE 

t 00010000 ■ KEYBOARD SCAN CODE HOOK (AH 

t RESERVED 

t RESERVED 

I RESERVED 

I RESERVED 

I RESERVED FOR EXPANSION 



| TABLE OF VALUES 
I FOR INITIALIZATION 



0E739H 
00739H 
EQU S 
RS232 10 1 



II- ORG 0E82EH 

ORG 0082EH 

KEYBOARD 10 EQU S 

3MP KEYBOARD 10 1 



I 1200 

I 2400 

I 4800 

I 9600 



I VECTOR ON TO MOVED RS232 CODE 



I VECTOR ON TO MOVED KEYBOARD CODE 



KEY IDENTIFICATION SCAN TABLES 



ORG 0E87EH 
ORG 0067EH 

TABLE OF SHIFT KEYS AND MASK VALUES 

KEY TABLE 

LABEL BYTE 

DB INS KEY | INSERT KEY 

OB CAP? KEY.NUM KEY, SCROLL KEY, ALT KEY.CTL KEY 



EQU 



LEFT""KEY, RIGHT KEY 
I-K6" 



■ MASK TABLE 
LABEC BYTE 

OB INS SHIFT | INSERT MODE SHIFT 

DB CAPS* SHIFT.NUM SHIFT, SCROLL SHI FT, ALT SHIFT.CTL SHIFT 
DB LEFT-SHIFT, RIGHT SHIFT ~ 



TABLES FOR CTRL CASE 



BYTE 

27,-1,00,-1,-1,-1 

30,-1,-1,-1,-1,31 

-1,127,148,17,23,6 

16,20,26,21,09,16 

16,27,29,(0,-1,01 

19,04,06,07,06,10 

11,12,-1,-1,-1,-1 

26,26,24,03,22,02 

14,13,-1,-1,-1,-1 

ISO.-! , • ',-1 

94,98,96,97,98,99 
100, 101, 102, 103, -1, - 
1(9,(41,(32,142,(16 
1(6, (44, ((7, (46, " 
147,-1,-1,-1 « — 



- CHARACTERS 
, 2, 3, 4, 5 



I Esc, 1 

I 6, 7, _. .. .. 

I -, Bkap, Tab, Q, W, E 

| R, T, Y, U, 1,0 

I P, (,]t Enter, Ctrl, A 

I S, D, F, G, H, J 

I K, L, l, •, ', LShift 

I Bkalaah, Z, X, C, V, B 

I N, M, ,, ., /, RShlft 

I *, Alt, Spaca, CL 

| — FUNCTIONS 

I Fl - F6 

m,-i,-i | F7 - FIO, NL, SL 

42,116,143 | Hoffla, Up, PgUp, -, Laft, Pad5 

48,116,146 | Right, +, End, Down, PgDn, Ina 

137,136 | Dal, SyaRaq, Undaf, WT, Fit, F12 



5-192 ORGS 



COMPATIBILITY MODULE 



1048 
1049 
1050 
1051 
1052 
1053 
1054 
1055 
1056 
1057 
1058 
1059 
1060 
106) 
1062 
1063 
1064 
1065 
1066 
1067 
1068 
1069 
1070 
1071 
1072 
1073 
1074 
1075 
1076 
1077 
1078 
1079 
1080 
1081 
1082 
1083 
1084 
1085 
1086 
1087 
1088 
1089 
1090 
1091 
1092 
1093 
1094 
1095 
1096 
1097 
1098 
1099 
1 100 
1 101 
1102 
1 103 
1104 
1 105 
1 106 
1107 



TABLES FOR LONER CASE 



08E6 
08E6 IB 
08EC 36 
08F2 3D 
08F8 72 
08FE 70 
0904 73 
090A 6B 
0910 5C 
0916 6E 
09 IB FF 



31 32 33 34 : 

37 38 39 30 i 
08 09 71 77 I 
74 79 75 69 I 
SB 50 OD FF I 
64 66 67 68 I 
6C 3B 27 60 I 
7A 78 63 76 ( 
6D 2C 2E 2F 
2A FF 20 FF 



0920 3B 3C 3D 3E 3F 
0925 40 41 42 43 44 
092A FF FF 



092C 

092C 47 48 49 FF 4B I 

0932 4D FF 4F 50 51 < 

0938 53 

0939 FF FF 5C 85 86 



0987 

> 0987 

0987 E9 0000 E 



BYTE 

27, '12345' 

♦67890-' 

'■' ,08,09, 'qwa' 

♦rtyu lo' 

•p[]'tODH,-l,*a 

•adfnhj' 

"kl|T'«,-l 

92,'xxcvb' 
•nm,./' 



I LC TABLE SCAN 

DB 69,60,61 ,62,63 
DB 64,65,66,67,68 
DB -1,-1 

I KEYPAD TABLE 

K15 LABEL BYTE 

DB 71,72,73,-1,75,-1 

DB 77,-1,79,80,81,82 

OB 83 

DB -1,-1,92,133,134 

j KEYBOARD INTERRUPT 

II- ORG 0E987H 

ORG 00987H 

KB INT EQU $ 

JMP KB INT 1 



I LETTERS, Ratiirn, Ctrl 
I LETTERS, L Shift 

I R Shift,*, Alt, Space, CL 

| BASE STATE OF Fl - FIO 
I NL, SL 

| BASE STATE OF KEYPAD KEYS 
I SyaRq, Undaf, NT, Fit, FI2 



TABLES FOR UPPER 



| VECTOR ON TO MOVED KEYBOARD HANDLER 
CASE 



098A 
098A 
0990 
0996 
099C 
09A2 
09A6 
09AE 
09B4 
09BA 
09BF 



IB 21 40 
5E 26 2A 
2B 08 00 

52 54 59 
SO 7B 7D 

53 44 46 
4B 4C 3A 
7C 5A 58 
4E 40 3C 
FF 2A FF 



OD FF - 
47 48 ' 
22 7E I 
43 56 < 
3E 3F 
20 FF 



09C4 

09C4 54 55 56 57 58 
09C9 59 5A 5B 5C 5D 
09CE FF FF 



09D0 

0900 37 38 39 2D 34 i 

36 2B 31 32 33 ■ 

2E 
09DD FF FF 7C 87 88 



K 1 1 LABEL BYTE 

DB 27,'I«#SX' 

DB 94,'**() ' 

DB •+ ',08,05, 'QUE' 

DB 'RTYUIO' 

DB 'PU'tODH.-l ,'A' 

DB 'SDFGHJ' 

DB 'KH"', 126,-1 

DB 124,'ZXCVB' 

DB 'NM<>?' 

DB -1,' ,, ,-1,' ',-1 

, uc TABLE SCAN 

K 1 2 LABEL BYTE 

DB 84,85,86,87,88 

DB 89,90,91,92,93 



■ NUM STATE TABLE 
LABEL BYTE 
DB • 789-456+ 1230.' 



-I ,-1 ,124,135,136 



I LETTERS, Raturn, Ctrl 
I LETTERS, L Shift 

| R Shift,*, Alt, Spaoa, CL 

I SHIFTED STATE OF Fl - FIO 
I NL, SL 

I NUMLOCK STATE OF KEYPAD KEYS 
I SyaRq, Undaf, WT, Fit, F12 



ORGS 5-193 



ORGS 
1108 


— — 0' 


1/21/ 


S6 


1109 








mo 








1111 








1112 


0C59 






1113 


« 0C59 






11 14 


0C59 E9 


0000 


E 



I DISKETTE I/O 

t I - ORG 0ECS9H 

ORG 00C59H 

DISKETTE 10 EQU S 

JMP DISKETTE 10 1 



1 1 19 


0F57 




1120 


> 0F57 


1121 


0F57 


E9 0000 E 


1122 






1123 






1124 






1125 






1126 


0FC7 




1127 






1128 






1129 






1130 






1131 






1(32 






1133 






1134 






1135 






1136 


0FC7 




(137 






1138 


0FC7 


DF 


1139 


0FC8 


02 


1140 


0FC9 


25 


1141 


OFCA 


02 


1 142 


OFCB 


OF 


1 143 


OFCC 


IB 


1144 


OFCD ff 


1145 


OFCE 


54 


1146 


OFCF 


F6 


1147 


OFDO 


OF 


1148 


OFDI 


08 


1149 






1150 






1151 






1152 






1153 


0FD2 




1154 


> 0FD2 


(155 


0FD2 


E9 0000 E 


1 156 






1 157 






It 58 






1(59 







, DISKETTE INTERRUPT 

j I- ORG 0EF57H 

ORG 00F57H 

DISK_INT EQU S 

JMP DISK_INT_1 

t DISKETTE PARAMETERS 



| VECTOR ON TO MOVED DISKETTE CODE 



J VECTOR ON TO MOVED DISKETTE HANDLER 



I DISK BASE 

| ~ THIS IS THE SET OF PARAMETERS REQUIRED FOR 

I DISKETTE OPERATION. THEY ARE POINTED AT BY THE 

J DATA VARIABLE ODISK POINTER. TO MODIFY THE PARAMETERS, 

J BUILD ANOTHER PARAMETER BLOCK AND POINT AT IT 



LABEL BYTE 



DB 


MOTOR WAIT 


DB 


2 


DB 


15 


DB 


01BH 


DB 


OFFH 


DB 


054H 


DB 


0F6H 


DB 


(5 


DB 


8 


J PRINTER 


I/O 


II- ORG 


0EFD2H 


ORG 


0OFD2H 


PRINTER 10 


EQU S 


"JMP 


PRINTER 10 


t FOR POS 


SIBLE COMPA1 



I SRTsD, HD UNLOAD=0F - 1ST SPECIFY BYTE 

I HD LOAD= I, MODEaDMA - 2ND SPECIFY BYTE 

I WAIT TIME AFTER OPERATION TILL MOTOR OFF 

I 512 BYTES /SECTOR 

I EOT ( LAST SECTOR ON TRACK) 

| GAP LENGTH 

I DTL 

I GAP LENGTH FOR FORMAT 

I FILL BYTE FOR FORMAT 

I HEAD SETTLE TIME (MILLISECONDS) 

I MOTOR START TIME (1/8 SECONDS) 



VECTOR ON TO MOVED PRINTER CODE 



FOR POSSIBLE COMPATIBILITY ENTRY POINTS 

ORG 0F045H 
ORG t 045H 
ASSUME CSt CODE, DSl DATA 



1045 0000 E 

1047 0000 E 

1049 0000 E 

I04B 0000 E 

(04D 0000 E 

I04F 0000 E 

1051 0000 E 

1053 0000 E 

1055 0000 E 

1057 0000 E 

1059 0000 E 

I05B 0000 E 

10SD 0000 E 

105F 0000 E 

1061 0000 E 

1063 0006 E 
x 0020 



1190 

1191 

1192 

1193 

1194 

1195 

1196 

1197 

1198 

1 199 

1200 : 

1201 

1202 

1203 

1204 

1205 

1206 

1207 

1208 

1209 

1210 

1211 

1212 

1213 < 

1214 

1215 I0B4 71 50 5A OA IF 06 

(216 19 

12(7 

1218 

1219 

1220 I0C4 38 28 2D OA 7F 06 

1221 64 



1065 

1065 
1065 E9 0000 E 



I0AB 1C 02 07 06 07 
10B0 00 00 00 00 

I s 0010 



EXTRN 


SET MODE t NEAR 


EXTRN 


SET~CTYPEiNEAR 


EXTRN 


SET~CPOS:NEAR 


EXTRN 


READ" CURSOR I NEAR 


EXTRN 


READ LPENtNEAR 


EXTRN 


ACT BlSP PAGE J NEAR 


EXTRN 


SCR5LL 


JPlNEAR 


EXTRN 


scroll" 


SOWN t NEAR 


EXTRN 


READ AC" 


CURRENTS NEAR 


EXTRN 


WRITE AS CURRENT: NEAR 


EXTRN 


WRITE~C 


CURRENT: NEAR 


EXTRN 


SET CBlBRsNEAR 


EXTRN 


WRITE DOT: NEAR 


EXTRN 


READ BOT : NEAR 


EXTRN 


WRITE TTYiNEAR 


EXTRN 


VIDEO~STATE:NEAR 


Ml DW 


OFFSET 


SET MODE 


DW 


OFFSET 


SET CTYPE 


DW 


OFFSET 


SET~CPOS 


DW 


OFFSET 


REA5 CURSOR 


DW 


OFFSET 


READ~LPEN 


DW 


OFFSET 


ACT 5 ISP PAGE 


DW 


OFFSET 


SCR5LL UP" 


DW 


OFFSET 


SCROLL~DOWN 


DW 


OFFSET 


READ AC" CURRENT 


DW 


OFFSET 


WRITE AS CURRENT 


DW 


OFFSET 


write c Current 


DW 


OFFSET 


set cBlBr 


DW 


OFFSET 


wriTe dot 


DW 


OFFSET 


READ BOT 


DW 


OFFSET 


WRITE TTY 


DW 


OFFSET 


VIDEO_STATE 


MIL EQU 


I-M1 




1 | - ORG 


0F065H 




ORG 


01065H 




VIDEO 10 


EQU 


S 


JMP 


VIDEO_IO_1 


I VIDEO 


PARAMETERS INI T_T ABLE 


1 1 - ORG 


0F0A4H 




ORG 


1 0A4H 




VIDEO PARMS 


LABEL 


BYTE 


DB 


38H.28H 


.2DH.0AH.1FH, 6,191 


DB 


ICH.2,7 


,6,7 


DB 


0,0,0,0 




M4 EQU 


l-VIDEO 


_PARMS 


DB 


71H.50H 


,5AH,0AH,1FH,6,19 


DB 


1CH.2.7 


,6,7 


DB 


0,0,0,0 





TABLE OF ROUTINES WITHIN VIDEO I/O 
EXIT STACK VALUES MAY BE 
DIFFERENT DEPENDING ON THE 
SYSTEM AND MODEL 



| VECTOR ON TO MOVED VIDEO CODE 



I SET UP FOR 40X25 



I SET UP FOR 80X25 



38H , 28H , 2DH , OAH , 7FH , 6 , 64H 



I SET UP FOR GRAPHICS 



5-194 ORGS 



1222 
1223 
1224 
1226 
1226 
1227 
1228 
1229 
1230 
1231 
1232 
1233 
1234 
1235 
1236 
123T 
1238 
1239 
1240 
1241 
1242 
1243 
1244 
1245 
1246 
1247 
1248 
1249 
1250 
1251 
1252 
1253 
(254 
1255 
1256 
1257 
1258 
1259 
1260 
1261 
1262 
1263 
1264 
1265 
1266 
1267 
1268 
1269 
1270 
1271 
1272 
1273 
1274 
1275 
1276 
1277 
1278 
1279 
1280 
1281 
1282 
1283 
1284 
1285 
1286 
1287 
1288 
1289 
1290 
1291 
1292 
1293 
1294 
1295 
1296 
1297 
1298 
1299 
1300 
1301 
1302 
1303 
1304 
1305 
1306 
1307 
1308 
1309 
1310 
131 1 
1312 
1313 
1314 
1315 
1316 
1317 
1318 
1319 
1320 
1321 
1322 
1323 
1324 
1325 
1326 
1327 
1328 
1329 
1330 
1331 
1332 
1333 
1334 



10D4 61 50 52 OF 19 06 



10E4 0800 
10E6 1000 
10E8 4000 
10EA 4000 



70H,2,1,6,7 
0,0,0,0 



61H,50H,52H,0FH,19H,6,19H 



I SET UP FOR 80X25 BtW CARD 



1841 E9 0000 E 



I84D 

> 184D 

184D E9 0000 E 



1859 

> 1859 

1859 E9 0000 E 



1A6E 
1A6E 
1A6E 

1A76 

IA7E 

1A86 

IA8E 

IA96 

1A9E 



IAAE 
1AB6 
1ABE 
1AC6 
1ACE 
IAD6 
1ADE 
1AE6 

1AEE 
1AF6 
1AFE 
1B06 
1B0E 
IB16 
1B1E 
IB26 



00 00 
00 00 
7E 81 
81 7E 
7E FF 
FF 7E 
6C FE 
10 00 
10 38 
(0 00 
38 7C 
38 7C 
10 10 
38 7C 
00 00 
00 00 
FF FF 
FF FF 
00 3C 
3C 00 
FF C3 
C3 FF 
OF 07 
CC 78 
3C 66 
7E 18 
3F 33 
FO EO 
7F 63 
E6 CO 
99 5A 
5A 99 

80 EO 
80 00 
02 OE 
02 00 
18 3C 
3C 18 
66 66 
66 00 
7F DB 
IB 00 
3E 63 
CC 78 
00 00 
7E 00 
18 3C 
18 FF 
18 3C 
18 00 
18 18 
18 00 
00 18 
00 00 
00 30 
00 00 
00 00 
00 00 
00 24 
00 00 
00 18 
00 00 



00 00 00 00 
AS 81 BD 99 
DB FF C3 E7 
FE FE 7C 38 
7C FE 7C 38 
38 FE FE 7C 
38 7C FE 7C 
18 3C 3C 18 
E7 C3 C3 E7 
66 42 42 66 
99 BD BD 99 
OF 7D CC CC 
66 66 3C 18 
3F 30 30 70 
7F 63 63 67 
3C E7 E7 3C 

F8 FE F8 EO 
3E FE 3E OE 
7E 18 18 7E 



>6 00 
DB 7B IB IB 
38 6C 6C 38 
00 00 7E 7E 
7E 18 7E 3C 
7E 18 18 18 
18 18 7E 3C 
OC FE OC 18 
60 FE 60 30 
CO CO CO FE 
66 FF 66 24 
3C 7E FF FF 
FF 7E 3C 18 



I9H,2,0DH,0BH,0CH 
0,0,0,0 

2048 
4096 
16384 
16384 



I TABLE OF REGEN LENGTHS 
I 40X25 
t 80X25 
t GRAPHICS 



DW 
DW 

I COLUMNS 

M6 DB 40,40,80,80,40,40,80,80 

J C_REG_TAB 

H7 DB 2CH,2BH,2DH,29H,2AH,2EH,1EH,29H | TABLE OF MODE SETS 

I MEMORY SIZE 

II- ORG 0F841H 

ORG 01841H 
MEMORY_S I ZE_DET EQU $ 

JMP MEM0RY_SIZE_DET_1 

, EQUIPMENT DETERMINE 

1 1 - ORG 0F84DH 

ORG 1 84DH 

EQUIPMENT EQU I 

JMP EQUIPMENTS 

I CASSETTE (NO BIOS SUPPORT) 

II- ORG 0F859H 

ORG 1 8S9H 

CASSETTE 10 EQU S 

UMP CASSETTE 10 1 



I VECTOR ON TO MOVED BIOS CODE 



I VECTOR ON TO MOVED BIOS CODE 



I VECTOR ON TO MOVED BIOS CODE 



I CHARACTER GENERATOR GRAPHICS FOR 320X200 AND 640X200 GRAPHICS 

I 

II- 



ORG 
ORG 

CRT CHAR GEN 
BB 



0FA6EH 
1 A6EH 
LABEL BYTE 
OOOH, OOOH, OOOH, 

07EH,081H,0A5H, 

07EH.0FFH.0DBH, 

06CH.0FEH.0FEH, 

010H.038H.07CH, 

038H,07CH,038H, 

010H,010H,038H, 

000H,000H,018H, 

OFFH.OFFH, 0E7H, 

OO0H.O3CH.066H, 

0FFH.0C3H.099H, 

00FH,007H,00FH, 

03CH,066H,066H, 

03FH.033H.03FH, 

07FH.063H.07FH, 

099H.05AH.03CH, 



080H, 
002H, 
018H, 
066H, 
07FH, 
03EH, 
000H, 
018H, 
018H, 
018H, 
000H, 
000H, 
000H, 
000H, 
000H, 
OOOH, 



0E0H.0F8H, 
00EH.03EH, 
03CH.07EH, 
066H.066H, 
ODBH.ODBH, 
063H.038H, 
OOOH, OOOH, 
03CH.07EH, 
03CH.07EH, 
018H.018H, 
018H.00CH, 
030H.060H, 
OOOH, OCOH, 
024H.066H, 
018H.03CH, 
OFFH.OFFH, 



OOOH, 
081H, 
OFFH, 
OFEH, 
OFEH, 
OFEH, 
07CH, 
03CH, 
0C3H, 
042H, 
OBDH, 
07DH, 
066H, 
030H, 
063H, 
0E7H, 

OFEH, 
OFEH, 
0I8H, 
066H, 
07BH, 
06CH, 
OOOH, 
018H, 
0I8H, 
0I8H, 
OFEH, 
OFEH, 
OCOH, 
OFFH, 
07EH, 
07EH, 



OOOH, 
OBDH, 
0C3H, 
07CH, 
07CH, 
OFEH, 
OFEH, 
03CH, 
0C3H, 
042H, 
OBDH, 
OCCH, 
03CH, 
030H, 
063H, 
0E7H, 

0F8H, 
03EH, 
018H, 
066H, 
01BH, 
06CH, 
07EH, 
07EH, 
018H, 
07EH, 
OOCH, 
060H, 
OCOH, 
066H, 
OFFH, 
03CH, 



OOOH, 
099H, 
0E7H, 
038H, 
038H, 
07CH, 
07CH, 
018H, 
0E7H, 
066H, 
099H, 
OCCH, 
018H, 
070H, 
067H, 
03CH, 

OEOH, 
OOEH, 
07EH, 
OOOH, 
01BH, 
038H, 
07EH, 
03CH, 
018H, 
03CH, 
018H, 
030H, 
OFEH, 
024H, 
OFFH, 
01BH, 



OOOH, OOOH 
081H.07EH 
0FFH.07EH 
010H.000H 
010H.000H 
038H.07CH 
038H.07CH 
OOOH, OOOH 
OFFH.OFFH 
03CH.000H 
0C3H.0FFH 
0CCH.078H 
07EH.01BH 
OFOH.OEOH 
0E6H.0C0H 
05AH.099H 

080H.000H 
002H.000H 
03CH.018H 
066H.000H 
01BH.OOOH 
0CCH.078H 
07EH.000H 
01 8H, OFFH 
018H.000H 
0I8H.000H 
OOOH, OOOH 
OOOH, OOOH 
OOOH, OOOH 
OOOH, OOOH 
OOOH, OOOH 
OOOH, OOOH 



D^OO 
D_01 
D_02 
D_03 
D_04 
D_05 
D_06 
D_07 
D_08 
D_09 
D_0A 
D_OB 
D_OC 
D_OD 
D_OE 
D_OF 

D 10 



D_18 
D_19 
D_IA 
D_1B 
D_1C 
D_1D 
D_IE 
D IF 



BLANK 

SMILING FACE 

SMILING FACE N 

HEART 

DIAMOND 

CLUB 

SPADE 

BULLET 

BULLET NEG 

CIRCLE 

CIRCLE NEG 

MALE 

FEMALE 

EIGHTH NOTE 

TWO 1/16 NOTE 

SUN 

R ARROWHEAD 
L ARROWHEAD 
ARROW 2 VERT 
2 EXCLAMATIONS | 
PARAGRAPH 
SECTION 
RECTANGLE 
ARROW 2 VRT UP | 
ARROW VRT UP 
ARROW VRT DOWN | 
ARROW RIGHT 
ARROW LEFT 
NOT INVERTED 
ARROW 2 HORZ 
ARROWHEAD UP 
ARROWHEAD DOWN 
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urtua 
1336 


1B6E 


- u 
00 


00 


00 


00 


JUM 

00 


00 


1337 




00 


00 










1338 


IB76 


30 


78 


78 


30 


30 


00 


1339 




30 


00 










1340 


IB7E 


6C 


6C 


6C 


00 


00 


00 


1341 




00 


00 










1342 


IB86 


6C 


6C 


FE 


6C 


FE 


6C 


1343 




6C 


00 










1344 


1B8E 


30 


7C 


CO 


78 


OC 


F8 


134S 




30 


00 










1346 


1B96 


00 


C6 


CC 


18 


30 


66 


1347 




C6 


00 










1348 


1B9E 


38 


6C 


38 


76 


DC 


CC 


1349 




76 


00 










1350 


1BA6 


60 


60 


CO 


00 


00 


00 


1351 




00 


00 










1352 


1BAE 


18 


30 


60 


60 


60 


30 


1353 




18 


00 










1354 


1BB6 


60 


30 


18 


18 


18 


30 


1355 




60 


00 










1356 


1BBE 


00 


66 


3C 


FF 


3C 


66 


1357 




00 


00 










1358 


IBC6 


00 


30 


30 


FC 


30 


30 


1359 




00 


00 










1360 


IBCE 


00 


00 


00 


00 


00 


30 


1361 




30 


60 










1362 


1B06 


00 


00 


00 


FC 


00 


00 


1363 




00 


00 










1364 


IBDE 


00 


00 


00 


00 


00 


30 


1365 




30 


00 










1366 


1BE6 


06 


OC 


18 


30 


60 


CO 


1367 




80 


00 










1368 
















1369 


IBEE 


7C 


C6 


CE 


DE 


F6 


E6 


1370 




7C 


00 










1371 


IBF6 


30 


70 


30 


30 


30 


30 


1372 




FC 


00 










1373 


1BFE 


78 


CC 


OC 


38 


60 


CC 


1374 




FC 


00 










1375 


IC06 


78 


CC 


OC 


38 


OC 


CC 


(376 




78 


00 










1377 


1C0E 


1C 


3C 


6C 


CC 


FE 


OC 


1378 




IE 


00 










1379 


IC16 


FC 


CO 


F8 


OC 


OC 


CC 


1380 




78 


00 










1381 


1C1E 


38 


60 


CO 


F8 


CC 


CC 


1382 




78 


00 










1383 


1C26 


FC 


CC 


OC 


18 


30 


30 


1384 




30 


00 










1385 


1C2E 


78 


CC 


CC 


78 


CC 


CC 


1386 




78 


00 










1387 


1C36 


78 


CC 


CC 


7C 


OC 


18 


1388 




70 


00 










1389 


IC3E 


00 


30 


30 


00 


00 


30 


































1391 


1C46 


00 


30 


30 


00 


00 


30 


1392 




30 


60 










1393 


IC4E 


18 


30 


60 


CO 


60 


30 


1394 




18 


00 










1395 


1C56 


00 


00 


FC 


00 


00 


FC 


1396 




00 


00 










1397 


1C5E 


60 


30 


18 


OC 


18 


30 


1398 




60 


00 










1399 


1C66 


78 


CC 


OC 


18 


30 


00 


1400 




30 


00 










1401 
















1402 


1C6E 


7C 


C6 


DE 


DE 


DE 


CO 


1403 




78 


00 










1404 


IC76 


30 


78 


CC 


CC 


FC 


CC 


1405 




CC 


00 










1406 


1C7E 


FC 


66 


66 


7C 


66 


66 


1407 




FC 


00 










1408 


IC86 


3C 


66 


CO 


CO 


CO 


66 


1409 




3C 


00 










1410 


1C8E 


F8 


6C 


66 


66 


66 


6C 


1411 




F8 


00 










1412 


IC96 


FE 


62 


68 


78 


68 


62 


1413 




FE 


00 










1414 


1C9E 


FE 


62 


68 


78 


68 


60 


1415 




F0 


00 










1416 


ICA6 


3C 


66 


CO 


CO 


CE 


66 


1417 




3E 


00 










1418 


1CAE 


CC 


CC 


CC 


FC 


CC 


CC 


1419 




CC 


00 










1420 


1CB6 


78 


30 


30 


30 


30 


30 


1421 




78 


00 










1422 


ICBE 


IE 


OC 


OC 


OC 


CC 


CC 


1423 




78 


00 










1424 


1CC6 


E6 


66 


6C 


78 


6C 


66 


1425 




E6 


00 










1426 


ICCE 


FO 


60 


60 


60 


62 


66 


1427 




FE 


00 










1428 


1CD6 


C6 


EE 


FE 


FE 


D6 


C6 


1429 




C6 


00 










1430 


1CDE 


C6 


E6 


F6 


DE 


CE 


C6 


1431 




C6 


00 










1432 


ICE6 


38 


6C 


C6 


C6 


C6 


6C 


1433 




38 


00 










1434 
















1435 


1CEE 


FC 


66 


66 


7C 


60 


60 


1436 




FO 


00 










1437 


ICF6 


78 


CC 


CC 


CC 


DC 


78 


1438 




1C 


00 










1439 


1CFE 


FC 


66 


66 


7C 


6C 


66 


1440 




E6 


00 










1441 


ID06 


78 


CC 


EO 


70 


1C 


CC 


1442 




78 


00 










1443 


IDOE 


FC 


B4 


30 


30 


30 


30 


1444 




78 


00 










1445 


1D16 


CC 


CC 


CC 


CC 


CC 


CC 


1446 




FC 


00 










1447 


(DIE 


CC 


CC 


CC 


CC 


CC 


78 


1448 




30 


00 










1449 


ID26 


C6 


C6 


C6 


D6 


FE 


EE 



OOOH, 
030H, 
06CH, 
06CH, 
030H, 
OOOH, 
038H, 
060H, 
0I8H, 
060H, 
OOOH, 
OOOH, 
OOOH, 
OOOH, 
OOOH, 
006H, 

07CH, 
030H, 
078H, 
078H, 
01CH, 
OFCH, 
038H, 
OFCH, 
078H, 
078H, 
OOOH, 
OOOH, 
018H, 
OOOH, 
060H, 
078H, 

07CH, 
030H, 
OFCH, 
03CH, 
0F8H, 
OFEH, 
OFEH, 
03CH, 
OCCH, 
078H, 
01 EH, 
0E6H, 
OFOH, 
0C6H, 
0C6H, 
038H, 



OOOH, 
078H, 
06CH, 
06CH, 
07CH, 
0C6H, 
06CH, 
060H, 
030H, 
030H, 
066H, 
030H, 
OOOH, 
OOOH, 
OOOH, 
OOCH, 

0C6H, 
070H, 
OCCH, 
OCCH, 
03CH, 
OCOH, 
060H, 
OCCH, 
OCCH, 
OCCH, 
030H, 
030H, 
030H, 
OOOH, 
030H, 
OCCH, 

0C6H, 
078H, 
066H, 
066H, 
06CH, 
062H, 
062H, 
066H, 
OCCH, 
030H, 
OOCH, 
066H, 
060H, 
OEEH, 
0E6H, 
06CH, 



OOOH, 
078H, 
06CH, 
OFEH, 
OCOH, 
OCCH, 
038H, 
OCOH, 
060H, 
018H, 
03CH, 
030H, 
OOOH, 
OOOH, 
OOOH, 
018H, 

OCEH, 
030H, 
OOCH, 
OOCH, 
06CH, 
0F8H, 
OCOH, 
OOCH, 
OCCH, 
OCCH, 
030H, 
030H, 
060H, 
OFCH, 
018H, 
OOCH, 

ODEH, 
OCCH, 
066H, 
OCOH, 
066H, 
068H, 
068H, 
OCOH, 
OCCH, 
030H, 
OOCH, 
06CH, 
060H, 
OFEH, 
0F6H, 
0C6H, 



OOOH, 
030H, 
OOOH, 
06CH, 
078H, 
018H, 
076H, 
OOOH, 
060H, 
018H, 
OFFH, 
OFCH, 
OOOH, 
OFCH 
OOOH 
030H 



OOOH, 
030H, 
OOOH, 
OFEH, 
OOCH, 
030H, 
ODCH, 
OOOH, 
060H, 
018H, 
03CH, 
030H, 
OOOH, 
OOOH, 
OOOH, 
060H, 



0DEH.0F6H, 
030H.030H, 
038H.060H, 
O38H.00CH, 
OCCH, OFEH, 
OOCH, OOCH, 
0F8H.0CCH, 
018H.030H, 
078H.0CCH, 
07CH.00CH, 
OOOH, OOOH, 
OOOH, OOOH, 
0C0H.060H, 
OOOH, OOOH, 
0OCH.OI8H, 
018H.030H, 

ODEH, ODEH, 
OCCH, OFCH, 
07CH.066H, 
OCOH, OCOH, 
066H.066H, 
078H.068H, 
078H.068H, 
OCOH, OCEH, 
OFCH, OCCH, 
030H.030H, 
OOCH, OCCH, 
078H.06CH, 
060H.062H, 
0FEH.0D6H, 
ODEH, OCEH, 
0C6H.0C6H, 



0FCH.066H, 
078H.0CCH, 
0FCH.066H, 
078H.0CCH, 
0FCH.0B4H, 
OCCH, OCCH, 
OCCH, OCCH, 
0C6H.0C6H, 



066H.07CH, 
OCCH, OCCH, 
066H.07CH, 
0E0H.070H, 
030H.030H, 
OCCH, OCCH, 
OCCH, OCCH, 
0C6H.0D6H, 



060H, 
ODCH, 
06CH, 
01CH, 
030H, 
OCCH, 
OCCH, 
OFEH, 



OOOH, 
OOOH, 
OOOH, 
06CH, 
0F8H, 
066H, 
OCCH, 
OOOH, 
030H, 
030H, 
066H, 
030H, 
030H, 
OOOH, 
030H, 
OCOH, 

0E6H, 
030H, 
OCCH, 
OCCH, 
OOCH, 
OCCH, 
OCCH, 
030H, 
OCCH, 
0I8H, 
030H, 
030H, 
030H, 
OFCH, 
030H, 
OOOH, 

OCOH, 
OCCH, 
066H, 
066H, 
06CH, 
062H, 
060H, 
066H, 
OCCH, 
030H, 
OCCH, 
066H, 
066H, 
0C6H, 
0C6H, 
06CH, 

060H, 
078H, 
066H, 
OCCH, 
030H, 
OCCH, 
078H, 
OEEH, 



OOOH, OOOH ; 

030H.OOOH 

OOOH, OOOH 

06CH.000H 

O3OH.OO0H 

0C6H.000H 

076H.O0OH 

OOOH, OOOH 

018H.000H 

060H.OOOH 

OOOH, OOOH 

OOOH, OOOH 

030H.060H 

OOOH, OOOH 

030H.000H 

080H.000H 

07CH.OO0H 
OFCH, OOOH : 
OFCH, OOOH 
078H.000H : 
01EH.000H : 
078H.000H 
078H.000H ; 
030H.OOOH 
078H.OOOH : 
070H.OOOH 
030H.000H ; 
030H.060H ; 
018H.000H ! 
OOOH, OOOH i 
060H.OOOH ; 
030H.000H ; 

078H.000H ; 
OCCH, OOOH ! 
OFCH, OOOH ; 
03CH.OOOH : 
0F8H.000H i 
OFEH, OOOH ; 
OFOH, OOOH ! 
03EH.000H 
OCCH, OOOH ; 
078H.000H 
078H.000H ; 
0E6H.000H ; 
OFEH, OOOH : 
0C6H.000H : 
0C6H.OOOH 
038H.000H 

OFOH, OOOH 
01CH.000H 
0E6H.000H 
078H.000H 
078H.000H 
OFCH, OOOH 
030H.000H 
0C6H.000H 



D_20 
D_2I ! 
D_22 " 
D_23 # 
D_24 S 
D_25 % 
D_26 « 
D_27 • 
D_28 ( 
D_29 ) 
D_2A • 
D_2B + 
D_2C , 
D_2D - 
D_2E . 
D_2F / 

D_30 
D_3I 1 
D_32 2 
D_33 3 
D_34 4 
D_35 5 
D_36 6 
D_37 7 
D_38 8 
D_39 9 
D__3A 
D_3B 
D_3C ■ 
D_3D : 
D_3E : 
D 3F 



SPACE 

EXCLAMATION 

QUOTAT KIN 

LB. 

DOLLAR SIGN 

PERCENT 

AMPERSAND 

APOSTROPHE 

L. PARENTHESIS 

R. PARENTHESIS 

ASTERISK 

PLUS 

COMMA 

DASH 

PERIOD 

SLASH 



COLON 
SEMICOLON 
LESS THAN 
EQUAL 

GREATER THAN 
QUESTION MARK 



D_40 • AT 
D_41 A 
D_42 B 
D_43 C 
D_44 D 
D_45 E 
D_46 F 
D_47 G 
D_48 H 
D_49 I 
D_4A J 
D_4B K 
D_4C L 
D_4D M 
D_4E N 
D_4F 

D_50 P 
D_51 Q 
D_52 R 
D_53 S 
D_54 T 
D_55 U 
D_56 V 
D 57 W 



5-196 ORGS 



1450 
1451 
1452 
1453 
1454 
1455 
1456 
1457 
1458 
1459 
1460 
1461 



1465 
1466 
1467 
1468 
1469 
1470 
1471 
1472 
1473 
1474 
1475 
1476 
1477 
1478 
1479 
1480 
1481 
1482 
1483 
1484 
1485 
1486 
1487 
1488 
1489 
1490 
1491 
1492 
1493 
1494 
1495 
1496 
1497 
1498 
1499 
1500 
1501 
1502 
1503 
1504 
1505 
1506 
1507 
1508 
1509 
1510 



1514 
1515 
1516 
1517 
1518 
1519 
1520 
1521 
1522 
1523 
1524 
1525 
1526 
1527 
1528 
1529 
1530 
1531 
1532 
1533 
1534 
1535 
1536 
1537 
1538 
1539 
1540 
1541 



1D2E 
1D36 
1D3E 
ID46 
ID4E 
ID56 
1D5E 
1066 

ID6E 
1D76 
1D7E 
1D86 
10BE 
ID96 
ID9E 
1DA6 
1DAE 
1DB6 
1DBE 
1DC6 
1DCE 
10D6 
(DDE 
IDE6 

IDEE 
IDF6 
1DFE 
IE06 
1E0E 
IE16 
1E1E 
1E26 
1E2E 
1E36 
1E3E 
1E46 
1E4E 
1E56 
1E5E 
1E66 



C6 00 
C6 C6 
C6 00 
CC CC 
78 00 
FE C6 
FE 00 
78 60 
78 00 
CO 60 
02 00 
78 18 
78 00 
10 38 
00 00 
00 00 
00 FF 

30 30 
00 00 
00 00 
76 00 
EO 60 
DC 00 
00 00 
78 00 
1C OC 
76 00 
00 00 
78 00 
38 6C 
FO 00 
00 00 
OC F8 
EO 60 
E6 00 
30 00 
78 00 
OC 00 
CC 78 
EO 60 
E6 00 
70 30 
78 00 
00 00 
C6 00 
00 00 
CC 00 
00 00 
78 00 

00 00 
60 FO 
00 00 
OC IE 
00 00 
FO 00 
00 00 
F8 00 
10 30 
18 00 
00 00 
76 00 
00 00 
30 00 
00 00 
6C 00 
00 00 
C6 00 
00 00 
OC F8 
00 00 
FC 00 
IC 30 
IC 00 
18 18 
18 00 
EO 30 
EO 00 
76 DC 
00 00 
00 10 
FE 00 



6C 38 38 6C 
CC 78 30 30 
BC 18 32 66 
60 60 60 60 
30 18 OC 06 
18 18 18 18 
6C C6 00 00 
00 00 00 00 

18 00 00 00 
78 OC 7C CC 
60 7C 66 66 
78 CC CO CC 
OC 7C CC CC 
78 CC FC CO 
60 FO 60 60 
76 CC CC 7C 
6C 76 66 66 
70 30 30 30 
OC OC OC CC 
66 6C 78 6C 
30 30 30 30 
CC FE FE D6 
F8 CC CC CC 
78 CC CC CC 

DC 66 66 7C 
76 CC CC 7C 
DC 76 66 60 
7C CO 78 OC 
7C 30 30 34 
CC CC CC CC 
CC CC CC 78 
C6 D6 FE FE 
C6 6C 38 6C 
CC CC CC 7C 
FC 98 30 64 
30 EO 30 30 
18 00 18 18 
30 IC 30 30 
00 00 00 00 
38 6C C6 C6 



DB 


OC6H,OC6H,06CH,038H,038H,06CH,OC6H,OOOH 


D_58 


X 




DB 


0CCH,0CCH,0CCH,078H,030H,030H,078H,000H 


D_59 


Y 




DB 


0FEH,0C6H,08CH,018H,032H,066H,0FEH,000H 


D_5A 


Z 




DB 


078H,060H,060H,060H,060H,060H,078H,OOOH 


D_5B 


[ 


LEFT BRACKET 


DB 


OCOH,060H,030H,OI8H,OOCH,006H,002H,OOOH 


D_5C 


t 


BACKSLASH 


DB 


078H,018H,018H,018H,018H,018H,078H,OOOH 


D_5D 


] 


RIGHT BRACKET 


DB 


010H,038H,06CH,OC6H,OOOH,OOOH,OOOH,OOOH 


D_5E 


t 


CIRCUMFLEX 


DB 


0O0H,OOOH,0OOH,OOOH,OOOH,O0OH,OOOH,0FFH 


D_5F 


- 


UNDERSCORE 


DB 


030H, 030H,0 1 8H, OOOH, OOOH, OOOH, OOOH, OOOH 


D_60 


• 


APOSTROPHE RE 


DB 


OOOH, OOOH, 078H, OOCH , 07CH, OCCH , 076H , OOOH 


D_61 


• 




DB 


0E0H,060H,060H,07CH,066H,066H,ODCH,00OH 


D_62 


b 




DB 


OOOH, OOOH, 078H, OCCH, OCOH, OCCH, 078H, OOOH 


D_63 


c 




DB 


OICH, OOCH, OOCH, 07CH, OCCH, OCCH, 076H, OOOH 


D_64 


d 




DB 


OOOH, OOOH, 078H, OCCH, OFCH, OCOH, 078H, OOOH 


D_65 


• 




DB 


038H , 06CH , 060H , OFOH , 060H , 060H , OFOH , OOOH 


D_66 


f 




DB 


OOOH, OOOH, 076H, OCCH, OCCH, 07CH, OOCH, 0F8H 


D_67 


8 




DB 


OEOH,060H,06CH,076H,066H,066H,OE6H,OOOH 


D_68 


h 




DB 


030H, OOOH, 070H,030H,030H,030H,078H, OOOH 


D_69 


1 




DB 


OOCH, OOOH, OOCH, OOCH, OOCH, OCCH, OCCH, 078H 


D_6A 


J 




DB 


0E0H,060H,066H,06CH,078H,06CH,0E6H,000H 


D_6B 


k 




DB 


070H,030H,030H,030H,030H,030H,078H,OOOH 


D_6C 


I 




DB 


OOOH, OOOH, OCCH, 0FEH,0FEH,0D6H,0C6H, OOOH 


D_6D 


m 




DB 


OOOH, OOOH, 0F8H, OCCH, OCCH, OCCH, OCCH, OOOH 


D_6E 


n 




DB 


OOOH, OOOH, 078H, OCCH, OCCH, OCCH, 078H, OOOH 


D_6F 


• 




DB 


OOOH, OOOH, 0DCH,066H,066H,07CH,060H, OFOH 


D_70 


P 




DB 


OOOH, OOOH, 076H, OCCH, OCCH, 07CH, OOCH, 1 EH 


D_71 


«l 




DB 


OOOH, OOOH, 0DCH,076H,066H,060H, OFOH, OOOH 


D_72 


r 




DB 


OOOH, OOOH, 07CH, OCOH, 078H, OOCH, 0F8H, OOOH 


D_73 


s 




DB 


010H,030H,07CH,030H,030H,034H,018H,OOOH 


D_74 


t 




DB 


OOOH, OOOH, OCCH, OCCH, OCCH, OCCH, 076H, OOOH 


D_75 


u 




DB 


OOOH, OOOH, OCCH, OCCH, OCCH, 078H.030H, OOOH 


D_76 


y 




DB 


OOOH, OOOH, 0C6H,0D6H,0FEH,0FEH,06CH, OOOH 


D_77 


w 




DB 


OOOH, OOOH, 0C6H, 06CH, 038H, 06CH, 0C6H, OOOH 


D_78 


X 




DB 


OOOH, OOOH, OCCH, OCCH, OCCH, 07CH, OOCH, 0F8H 


D_79 


y 




DB 


OOOH, OOOH, OFCH, 098H, 030H.064H, OFCH, OOOH 


D_7A 


z 




DB 


01CH,030H,030H,OEOH,030H,030H, OICH, OOOH 


D_7B 


i 


LEFT BRACE 


DB 


1 8H, 1 8H, 1 8H, OOOH, 1 8H,0 1 8H,0 1 8H, OOOH 


D_7C 


1 


BROKEN STROKE 


DB 


OEOH , 030H , 030H , 1 CH , 030H , 030H , OEOH , OOOH 


D_7D 


» 


RIGHT BRACE 


DB 


076H.0DCH, OOOH, OOOH, OOOH, OOOH, OOOH, OOOH 


D_7E 


t 


TILDE 


DB 


OOOH, 1 OH, 038H, 06CH, 0C6H, 0C6H, OFEH, OOOH 


D_7F 




DELTA 


TIME 


OF DAY 









1E6E 

= 1E6E 

1E6E E9 0000 E 



IEA5 

* 1EA5 

1EA5 E9 0000 E 



i i - ORG 0FE6EH 

ORG 1 E6EH 

TIME OF DAY EQU $ 

" "JMP TIME_0F_DAY_1 

1 TIMER INTERRUPT 

SI - ORG 0FEA5H 

ORG 1 EA5H 

TIMER_INT EQU $ 

JMP TIMER INT 1 



t VECTOR ON TO MOVED BIOS CODE 



i VECTOR ON TO MOVED BIOS CODE 



ORGS 5-197 



04/21/86 COMPATIBILITY MODULE 



1547 
1548 
1549 
1550 
1551 
1552 
1553 
1554 
1555 
1556 
1557 
1558 
1559 
1560 
1561 
1562 
(563 
1564 
1565 
1566 
1567 
1566 
1569 
1570 
1571 
1572 
1573 
1674 
1575 
1576 
1577 
1678 
1579 
1580 



IEF3 
IEF3 

IEF3 1EA5 R 

1EF5 0987 R 

IEF7 0000 E 

1EF9 0000 E 

IEFB 0000 E 

1EFD 0000 E 

1EFF 0F57 R 

1F0I 0000 E 



IF03 1065 R 

IF05 1840 R 

1F07 1841 R 

IF09 0C59 R 

1F0B 0739 R 

IFOO 1869 R 

IFOF 082E R 

IF11 0FD2 R 

IFI3 0000 

IFI5 06F2 R 

IFI7 1E6E R 

IFI9 IF53 R 

IFIB IF53 R 

IFIO 10A4 R 

1F1F 0FC7 R 

IF2I 0000 



1683 IF23 0000 E 
1584 1F25 0000 E 
1586 1F27 0000 E 
IF29 0000 E 
IF2B 0000 E 
1F2D 0000 E 
IF2F 0000 E 
IF31 0000 E 



1587 

1586 

1589 

1590 

1591 

1592 

1593 

1694 

1595 

1596 

1597 

1596 

1599 

1600 

1601 

1602 

1603 

1604 

1605 

1606 

1607 

1606 

1609 

1610 

1611 

1612 

1613 

1614 ! 

16)8 

(616 

1617 

1616 

1619 

1620 

1621 

1622 

1623 

1624 

1625 

1626 

1627 

1628 

1629 

1630 

1631 



IFS3 
« 1F53 
IF53 CF 



(F54 

> (F54 

1F54 E9 0000 E 



1FF0 EA 
IFF I 005B R 
1FF3 FOOO 



I VECTOR TABLE 

t I - ORG 0FEF3H 

ORG 1 EF3H 

VECTOR TABLE LABEL WORD 

DW OFFSET TIMER INT 

DW OFFSET KB INT 

DW OFFSET DTl 

DW OFFSET D1 I 

DW OFFSET D11 

DW OFFSET DM 

DW OFFSET DISK INT 

DW OFFSET D11~ 



INT 08H - HARDWARE TIMER 

INT 09H - KEYBOARD 

INT OAH - SLAVE INTERRUPT INPUT 

INT OBH • 

INT OCH ■ 

INT ODH ■ 

INT OEH ■ 

INT OFH • 



IRQ 
IRQ 
IRQ 
IRQ 
IRQ 



I- 



SOFTWARE INTERRUPTS (BIOS CALLS AND POINTERS ) 



OFFSET 
OFFSET 
OFFSET 
OFFSET 
OFFSET 
OFFSET 
OFFSET 
OFFSET 
O000OH 
OFFSET 
OFFSET 
OFFSET 
OFFSET 
OFFSET 
OFFSET 
00000H 



SLAVE_VECTOR TABLE 



VIDEO 10 
EQUIPMENT 
MEMORY SIZE DET 
DISKETTE 10" 
RS232 IO~ 

cassette 10 
keyboard" 10 
printer_to 

boot strap 
time"of day 
dummy return 
dummy"return 
video~parms 
disk Base 



LABEL WORD 



INT I OH — VIDEO DISPLAY 

INT 1IH — GET EQUIPMENT FLAG WORD 

INT 12H — GET REAL MODE MEMORY SIZE 

INT 13H — DISKETTE 

INT I4H — COMMUNICATION ADAPTER 

INT 15H — EXPANDED BIOS FUNCTION CALL 

INT 16H — KEYBOARD INPUT 

INT 17H — PRINTER OUTPUT 

INT 18H -- 0F600H INSERTED FOR BASIC 

INT I9H — BOOT FROM SYSTEM MEDIA 

INT IAH — TIME OF DAY 

INT 1BH — KEYBOARD BREAK ADDRESS 

INT 1CH — TIMER BREAK ADDRESS 

INT 1DH — VIDEO PARAMETERS 

INT 1EH — DISKETTE PARAMETERS 

INT IFH — POINTER TO VIDEO EXTENSION 

( INTERRUPT 7 OH THRU 7FH ) 

INT 70H - REAL TIME CLOCK IRQ 8 

INT 71H - REDIRECT TO INT OAH IRQ 9 

INT 72H - IRQ 10 

INT 73H - IRQ 1 1 

INT 74H - IRQ 12 

INT 75H - -MATH COPROCESSOR IRQ 13 

INT 76H - -FIXED DISK IRQ 14 

INT 77H - IRQ (5 



I BIOS DUMMY (NULL) INTERRUPT RETURN 



DW OFFSET RTC INT 

DW OFFSET RE BlRECT 

DW OFFSET DTl 

DW OFFSET D! 1 

DW OFFSET D11 

DW OFFSET INT 287 

DW OFFSET DlT 

DW OFFSET D1I 

» DUMMY INTERRUPT HANDLER 

J I - ORG 0FF53H 
ORG 0IF53H 

DUMMY_RETURN EQU I 

I RET 

, PRINT SCREEN 

$ I - ORG 0FF54H 

ORG 01F54H 
PRINT SCREEN EQU S 

JMP PRINT SCREEN 1 | VECTOR ON TO MOVED BIOS CODE 
.LIST ~ | TUTOR 
, 

f ! 

I POWER ON flESET VECTOR j 

t t 

, 

1 1 - ORG OFFFOH 
ORG 1 FFOH 

I POWER ON RESET 

P_0_R LABEL FAR | POWER ON RESTART EXECUTION LOCATION 

OB OEAH i HARD CODE FAR JUMP TO SET 

DW OFFSET RESET | OFFSET 

DW 0F000H | SEGMENT 



OB 



•04/21/86* 



RELEASE MARKER 



I THIS PC'S ID ( MODEL BYTE ) 
I CHECKSUM AT LAST LOCATION 
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6-2 Instruction Set 



80286 Instruction Set 



Data Transfer 

MOV = move 

Register to Register/Memory 



1000100w mod reg r/w 



Register/Memory to Register 



1000101w 



mod reg r/w 



Immediate to Register/Memory 




1 10001 1w 


mod 000 r/w 


data 


data if w ■ 1 



Immediate to Register 



101 Iwreg 


data 


data if w ■ 1 



Memory to Accumulator 



1010000w 


addr-low 


addr-high 



Accumulator to Memory 



101 000 1w 


addr-low 


addr-high 



Register/Memory to Segment Register 



10001110 modOreg r/w reg * 01 



Segment Register to Register/Memory 



10001100 modOreg r/w 



PUSH = Push 

Memory 



11111111 



modi 10 r/w 
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Register 



OlOIOreg 



Segment Register 



OOOregllO 



Immediate 



01 IOIOsO 


data 


data if s = 



PUSHA = Push All 



on ooooo 



POP = Pop 

Memory 



1Q001 1 1 1 modOOO r/m 



Register 



01011reg 



Segment Register 



000reg111 reg # 01 



POPA = PopAll 



01100001 



XCHG = Exchange 



Registe 


ir/Memory with Register 


100001 1w 


mod reg r/m 


Register with Accumulator 


1001 Or eg 
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IN = Input From 

Fixed Port 



IIIOOlOw 


port 


Variable Port 


1 1 1 1 1 Ow 



OUT = Output To 

Fixed Port 



mooiiw 


port 


Variable Port 


IIIOIIIw 


XLAT = Translate Byte to AL 


11010111 


LEA = Load EA to Register 


10001101 


mod reg r/m 


LDS = Load Pointer to DS 


11000101 


mod reg r/m mod # 1 1 


LES = Load Pointer to ES 


11000100 


mod reg r/m mod *£ 1 1 


LAHF = Load AH with Flags 


10011111 


S AHF = Store AH with Flags 


10011110 
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PUSHF « Push Flags 



10011100 



POPF = Pop Flags 



10011101 



Arithmetic 

ADD = Add 

Register/Memory with Register to Either 



OOOOOOOw 


mod reg r/m 


Immediate to Register Memory 


1 00000s w 


modOOO r/m 


data 


data 


if sw s 


- 01 


Immediate to Accumulator 


nnnnnm... 

wvw i vn 




J-.*.-. :r ... . 
ua ua ii w - 


s 1 







ADC = Add with Cany 

Register/Memory with Register to Either 



OOOIOOdw 


mod reg r/m 


Immediate to Register/Memory 


lOOOOOsw 


modOOO r/m 


data 


data 


if sw = 


01 


Immediate to Accumulator 


0001010w 


data 


data if w = 


■ 1 







INC = Increment 

Register/Memory 



1111111W 



modOOO r/m 
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Register 



01 000 reg 



SUB - Subtract 

Register/Memory with Register to Either 



OOlOIOdw 


mod reg r/m 


Immediate from Register/Memory 


100000sw 


mod 101 r/m 


data 


data 


if sw = 


01 


Immediate from Accumulator 


0010110w 


data 


data if w = 


■ 1 







SBB = Subtract with Borrow 

Register/Memory with Register to Either 



ooonodw 


mod reg r/m 


Immediate to Register /Memory 


lOOOOOsw 


mod011 r/m 


data 


data 


if sw = 


01 


Immediate to Accumulator 


0001 110w 


data 


data if w = 


- 1 







DEC m Decrement 

Register /Memory 



1111111W 


modOOl r/m 


Register 


01001reg 



CMP*= Compare 

Register/Memory with Register 



0#111O1w mod reg r/m 
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Register with Register/Memory 



0011100w mod reg r/m 



Immediate with Register/Memory 






lOOOOOsw 


modi 11 r/m 


data 


data if sw = 


01 



Immediate with Accumulator 



0001 110w 


data 


data if w ■ 1 



NEG = Change Sign 



1111011w mod011 r/m 



AAA = ASCII Adjust for Add 



00110111 



DAA = Decimal Adjust for Add 



00100111 



AAS = ASCII Adjust for Subtract 



00111111 



DAS = Decimal Adjust for Subtract 



00110111 



MUL = Multiply (Unsigned) 



1 1 1 101 1w rnodlOO r/m 



IM UL = Integer Multiply (Signed) 



1111011w mod101 r/m 
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IIMUL = Integer Immediate Multiply (Signed) 



01 1010s 1 


mod reg r/m 


Data 


Data 


if s =0 


DIV = Divide (Unsigned) 


1111011w 


modi 10 r/m 


IDIV = Integer Divide (Signed) 


1 1 1 101 1w 


modi 11 r/m 


AAM = ASCII Adjust for Multiply 


11010100 


00001010 


AAD = ASCII Adjust for Divide 


11010101 


00001010 


CBW = Convert Byte to Word 


10011000 


CWD = Convert Word to Double Word 


10011001 



Logic 



Shift/Rotate Instructions 

Register/Memory by 1 



1101000w 



mod TTT r/m 



Register/Memory by CL 



1101001w mod TTT r/m 



Register/Memory by Count 



1100000w 


mod TTT r/m 


count 



Instruction Set 6-9 



T T T 


Instruction 


000 


ROL 


001 


ROR 


010 


RCL 


011 


RCR 


100 


SHL/SAL 


101 


SHR 


111 


SAR 



AND- And 



Regist* 


sr/Memory and Regi 


ster to tithe 


IV 




OOlOOOdw 


mod reg r/m 


Immediate to Register/Memory 


1000000w 


modOOO r/m 


data 


data if 


w = 1 


Immediate to Accumulator 


0010010w 


data 


data if w 


= 1 





TEST = AND Function to Flags; No Result 

Register/Memory and Register 



1000010w mod reg r/m 



Immediate Data and Register/Memory 



1111011w 


modOOO r/m 


data 


data if w = 1 



Immediate to Accumulator 



00001 10w 


data 


data if w = 1 



Or = Or 



Register/Memory and Register to Either 



0000 10dw 


mod reg r/m 


Immediate to Regi ster /Memory 


1000000w 


modOOl r/m 


data 


data if w = 


1 
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Immediate to Accumulator 



0000 11 Ow 


data 


data 


if w 


- 1 


XOR = Exclusive OR 

Register/Memory and Register to 


Either 


OOllOOdw 


mod reg r/m 


Immediate to Register/Memory 


1000000W 


modi 10 r/m 


data 


data if w = 1 


Immediate to Accumulator 


OOlOOlOw 


data 


data 


if w 


= 1 


NOT = Invert Register/Memory 


1 1 1 101 1w 


mod010 r/m 



String Manipulation 

MOVS = Move Byte Word 



1010010w 



CMPS = Compare Byte Word 



101001 1w 



SCAS = Scan Byte Word 



10101 1 1w 



LODS = Load Byte Word to AL/AX 



10101 10w 
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STOS = Store Byte Word from AL/AX 



1010101w 



INS = Input Byte from DX Port 



01 101 10w 



OUTS - Output Byte Word to DX Port 



01 10111w 



REP/REPNE, REPZ/REPNZ = Repeat String 

Repeat Move String 



11110011 


■loiooiow 


Repeat Compare String (z/Not z) 


1111001z 


101001 1w 




1111001Z 


1010111w 


Repeat Load String 


11110011 


10101 lOw 


Repeat Store String 


11110011 


1010101W 


Repeat Input String 


11110011 


0110110W 


Repeat Output String 


11110011 


101001 1w 
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Control Transfer 



CALL = Call 

Direct Within Segment 



11101000 


disp-low 


disp-high 



Register /Memory Indirect Within Segment 



11111111 modOlO r/m 



Direct Intersegment 



10011010 



Segment Offset Segment Selector 



Indirect Intersegment 



11111111 mod011 r/m (mod * 11) 



JMP = Unconditional Jump 

Short/Long 



11101011 disp-low 



Direct within Segment 



11101001 


disp-low 


disp-high 



Register/Memory Indirect Within Segment 


11111111 


mod 100 r/m 



Direct Intersegment 



11101010 Segment Offset Segment Selector 



Indirect Intersegment 


11111111 


mod 101 r/m (mod * 1 1 ) 



RET = Return from Call 

Within Segment 



11000011 
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Within Segment Adding Immediate to SP 



11000010 


data- low 


data-high 



Intersegment 



11001011 



Intersegment Adding Immediate to SP 



11001010 


data- low 


data-high 



JE/ JZ = Jump on Equal/Zero 



01110100 



disp 



JL/ JNGE = Jump on Less/Not Greater, or Equal 



01111100 disp 



JLE/ JNG = Jump on Less, or Equal/Not Greater 



ftiinnn ^icn 



JB/JNAE = Jump on Below/Not Above, or Equal 



01110010 disp 



JBE/JNA = Jump on Below, or Equal/Not Above 



01110110 disp 



JP/JPE = Jump on Parity/Parity Even 



01111010 disp 



JO = Jump on Overflow 



01110000 



disp 



JS = Jump on Sign 



01111000 



disp 
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JNE/ JNZ = Jump on Not Equal/Not Zero 


01110101 


disp 


JNL/JGE = Jump on Not Less/Greater, or Equal 


01111101 


disp 


JNLE/JG = Jump on Not Less, or Equal/Greater 


01111111 


disp 


JNB/JAE = Jump on Not Below/ Above, or Equal 


01110011 


disp 


JNBE/JA = Jump on Not Below, or Equal/ Above 


01110111 


disp 


JNP/ JPO = Jump on Not Parity/Parity Odd 


01111011 


disp 


JNO = Jump on Not Overflow 


01110001 


disp 


JNS = Jump on Not Sign 


01111011 


disp 


LOOP = Loop CX Times 


11100010 


disp 


LOOPZ/LOOPE = Loop while Zero/Equal 


11100001 


disp 
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LOOPNZ/LOOPNE = Loop while Not Zero/Not Equal 



11100000 disp 



JCXZ = Jump on CX Zero 



11100011 disp 



ENTER = Enter Procedure 



11001000 


data- low 


data-high 



LEAVE = Leave Procedure 



11001001 



INT - Interrupt 

Type Specified 



11001101 



Type 



Type 3 



11001100 



INTO = Interrupt on Overflow 



11001110 



IRET = Interrupt Return 



11001111 



BOUND = Detect Value Out of Range 



01100010 mod reg r/m 
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Processor Control 

CLC = Clear Carry 



11111000 



CMC = Complement Carry 



11110101 



STC - Set Carry 



11111001 



CLD = Clear Direction 



11111100 



STD = Set Direction 



11111101 



CLI Clear Interrupt 



11111010 



STI = Set Interrupt 



11111011 



HLT = Halt 



11110100 



WATT = Wait 



10011011 



LOCK = Bus Lock Prefix 



11110000 
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CTS « Clear Task Switched Flag 


00001111 


00000110 


ESC = Processor Extension Escape 


11011TTT 


modLLL r/m 



Protection Control 

LGDT = Load Global Descriptor Table Register 



00001111 


00000001 


mod010 r/m 



SGDT = Store Global Descriptor Table Register 



00001111 


00000001 


modOOO r/m 



LIDT = Load Interrupt Descriptor Table Register 



00001 1 1 1 


nnnnonm 

W WWW 1 


m ~Ar\ 11 ~ /«. 

III'U'U'U II 1 / III 



SIDT = Store Interrupt Descriptor Table Register 



00001111 


00000001 


modOOl r/m 



LLDT = Load Local Descriptor Table Register from 
Register/Memory 



00001111 


00000000 


mod010 r/m 



SLDT = Store Local Descriptor Table Register from 
Register/Memory 



00001111 


00000000 


modOOO r/m 



LTR = Load Task Register from Register/Memory 



00001111 


00000000 


mod011 r/m 
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STR m Store Task Register to Register/Memory 



00001111 


00000000 


modOOl r/m 



LMSW = Load Machine Status Word from Register/Memory 



00001111 


00000001 


modi 10 r/m 



SMSW - Store Machine Status Word 



00001111 


00000001 


mod 100 r/m 



LAR = Load Access Rights from Register/Memory 



00001111 


00000010 


mod reg r/m 



LSL = Load Segment Limit from Register/Memory 



00001111 


00000011 


mod reg r/m 



ARPL = Adjust Requested Privilege Level from Register/Memory 





01100011 


mod reg r/m 



VERR = Verify Read Access; Register/Memory 



00001111 


00000000 


mod 100 r/m 



VERR = Verify Write Access 



00001111 


00000000 


mod 101 r/m 
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The effective address (EA) of the memory operand is computed 
according to the mod and r/m fields: 

If mod sb 1 1, then r/m is treated as a reg field. 

If mod = 00, then disp = 0, disp-low and disp-high are 

absent. 

If mod = 01, then disp = disp-low sign-extended to 16 bits, 

disp-high is absent. 

If mod =10, then disp = disp-high: disp-low. 

If r/m = 000, then EA = (BX) + (SI) + DISP 
If r/m = 001, then EA = (BX) + (SI) + DISP 
If r/m = 010, then EA = (BP) + (SI) + DISP 
If r/m = 011, then EA = (BP) + (DI) + DISP 
If r/m = 100, then EA = (SI) + DISP 
If r/m = 101, then EA = (DI) + DISP 
If r/m = 1 10, then EA = (BP) + DISP 
If r/m = 1 1 1 , then EA = (BX) + DISP 

DISP follows the second byte of the instruction (before data if 
required). 

Note: An exception to the above statements occurs when 
mod=00 and r/m=110, in which case EA = disp-high; disp-low. 

Segment Override Prefix 



001reg001 
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The 2-bit and 3-bit reg fields are defined as follows: 

2-Bit reg Field 



reg 


Segment Register 


reg 


Segment Register 


00 
01 


ES 
CS 


10 

11 


SS 

DS 



3-Bit reg Field 



16-bit (w = 1) 


8-bit (w - 0) 


000 AX 


000 AL 


001 CX 


001 CL 


010 DX 


010 DL 


011 BX 


011 BL 


100 SP 


100 AH 


101 BP 


101 CH 


110 SI 


110 DH 


111 Dl 


111 BH 



The physical addresses of all operands addressed by the BP 
register are computed using the SS segment register. The physical 
addresses of the destination operands of the string primitive 
operations (those addressed by the DI register) are computed 
using the ES segment, which may not be overridden. 
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80287 Coprocessor Instruction Set 



The following is an instruction set summary for the 80287 
coprocessor. In the following, the bit pattern for escape is 11011. 

Data Transfer 



FLD = Load 



Integer 


/Real Memory to ST(0) 


escape MF 1 


mod 000 r/m 


Long Integer Memory to ST(0) 


escape 1 1 1 


mod 101 r/m 


Temporary Real Memory to ST(0) 


escape 01 1 


mod 101 r/m 


BCD Memory to ST(0) 


escape 111 


mod 100 r/m 


ST(i) to ST(0) 


escape 001 


11000ST(!) 


FST = Store 

ST(0) to Integer/Real Memory 


escape MF 1 


mod 010 r/m 


ST(0) to ST(i) 


escape 101 


11010 ST(i) 


FSTP = Store and Pop 

ST(0) to Integer/Real Memory 


escape MF 1 


mod 01 1 r/m 
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ST(O) to Long Integer Memory 


escape 1 1 1 


mod 111 r/m 


ST(0) to Temporary Real Memory 


escape 01 1 


mod 111 r/m 


ST(0) to BCD Memory 


escape 1 1 1 


mod 110 r/m 


ST(0) to ST(i) 


escape 101 


11011 ST(i) 


FXCH = Exchange ST(i) and ST(0) 


escape 001 


11001 ST(i) 



Comparison 



FCOM = Compare 

Integer/Real Memory to ST(0) 



escape MF 


mod 010 r/m 


ST(i) to ST(0) 


escape 000 


11010 ST(i) 



FCOMP = Compare and Pop 

Integer/Real Memory to ST(0) 



escape MF mod 011 r/m 



ST( I ) to ST(0) 



escape 000 11010 ST(i) 



FCOMPP = Compare ST(i) to ST(0) and Pop Twice 



escape 110 11011001 
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FTST m Test ST(O) 



escape 001 


11100100 


FXAM = Examine ST(0) 


escape 001 


11100101 



Constants 

FLDZ = Load + 0.0 into ST(0) 



escape 000 


11101110 


FLD1 - Load + 1.0 into ST(0) 


escape 001 


11101000 


FLDP1 = Load it into ST(0) 


SSCapc uv 1 


11101011 


FLDL2T = Load log 2 10 into ST(0) 


escape 001 


11101001 


FLDLG2 = Load log 10 2 into ST(0) 


escape 001 


11101100 


FLDLN2 = Load lofe 2 into ST(0) 


escape 001 


11101101 
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Arithmetic 



FADD = Addition 

Integer/Real Memory with ST(0) 



FSUB = Subtraction 

Integer/Real Memory with ST(0) 



FMUL = MultipBcation 

Integer/Real Memory with ST(0) 



FDIV = Division 

Integer/Real Memory with ST(0) 



escape MF 


mod 000 r/m 


ST(i) and ST(0) 


escape dPO 


11000 ST(i) 



escape MF 


mod 10R r/m 


ST(i) and ST(0) 


escape dPO 


1110R r/m 



escape MF 


mod 001 r/m 


ST(i) and ST(0) 


escape dPO 


11001 r/m 



escape MF 


mod 11R r/m 


ST(i) and ST(0) 


escape dPO 


1111R r/m 


FSQRT = Square Root of ST(0) 


escape 001 


11111010 
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FSCALE - Scale ST(O) by ST(1) 



escape 001 


11111101 


FPREM m Partial Remainder of ST(0) + ST(1) 


escape 001 


11111000 


FRNDINT = Round ST(0) to Integer 


escape 001 


11111100 


EXTRACT m Extract Components of ST(0) 


escape 001 


11110100 


FABS = Absolute Value of ST(0) 


escape 001 


11100001 


FCHS = Change Sign of ST(0) 


escape 001 


11100000 



Transcendental 

FPTAN = Partial Tangent of ST(0) 



escape 001 


11110010 


FPATAN = Partial Arctangent of ST(0) - 


- ST(1) 


escape 001 


11110011 


F2XM1 = 2 ST «» -1 


escape 001 


11110000 


FYL2X = ST(1) x Log 2 [ST(0)] 


escape 001 


11110001 
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FYL2XP1 = ST(1) x Log 2 [ST(O) + 1] 



escape 001 


11111001 


FINIT= Initialize NPX 


escape 01 1 


11100011 


FSETPM = Enter Protected Mode 


escape 01 1 


11100100 


FSTSWAX = Store Control Word 


escape 1 1 1 


11100000 


FLDCW = Load Control Word 


escape 001 


mod 101 r/m 


FSTCW = Store Control Word 


escape 001 


mod 1 1 1 r/m 


FSTSW = Store Status Word 


escape 101 


mod 101 r/m 


FCLEX = Clear Exceptions 


escape 01 1 


11100010 


FSTENV = Store Environment 


escape 001 


mod 110 r/m 


FLDENV = Load Environment 


escape 001 


mod 100 r/m 
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FSAVE = Save State 


escape 101 


mod 110 r/m 


FRSTOR = Restore State 


escape 101 


mod 100 r/m 


FINCSTP = Increment Stack Pointer 


escape 001 


11110111 


FDECSTP = Decrement Stack Pointer 


escape 001 


111100110 


FFREE = Free ST(i) 


escape 101 


•li000$T(i) 


FNOP = No Operation 


escape 101 


11010000 
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MF is assigned as follows: 



MF 



Memory Format 



00 32-bit Real 

01 32-bit Integer 

10 64-bit Real 

11 16-bit Integer 

The other abbreviations are as follows: 



Term 


Definition 


Bit = 


Bit # 


ST 

d 
P 
R 


Stack top 

Destination 

Pop 

Reverse 


Stack top 

Dest. is ST(0) 

No pop 

Dest. (op) source 


(i) 38 ith register 
the top 
Dest. is ST(i) 
Pop 
Source (op) dest. 


from 


* When d=1, reverse the sense of R. 
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Notes: 
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SECTION 7. CHARACTERS, 
KEYSTROKES, AND COLORS 



Character Codes 
Quick Reference 



. 7-3 
7-14 



Characters, Keystrokes, and Colors 7- 1 



7-2 Characters, Keystrokes, and Colors 



Character Codes 



Value 


As Characters 


As Text Attributes 


Color/Graphics 
Monitor Adapter 


IBM 

Monochrome 

Display 

Adapter 


Hex 


Dec 


Symbol 


Keystrokes 


Modes 


Background 


Foreground 


00 





Blank 
(Null) 


Ctrl 2 




Black 


Black 


Non-Display 


01 


1 


© 


Ctrl A 




Black 


Blue 


Underline 


02 


2 


9 


CtrIB 




Black 


Green 


Normal 


03 


3 


V 


CtrIC 




Black 


Cyan 


Normal 


04 


4 


♦ 


CtrlD 




Black 


Red 


Normal 


05 


5 


+ 


CtrlE 




Black 


Magenta 


Normal 


06 


6 


* 


CtrIF 




Black 


Brown 


Normal 


07 


7 


■; • 


CtrIG 




Black 


Light Grey 


Normal 


08 


8 




Ctrl H, 
Backspace, 
Shift 
Backspace 




Black 


Dark Grey 


Non-Display 


09 


9 


o 


Ctrll 




Black 


Light Blue 


High Intensity 
Underline 


0A 


,0 


H 


Ctrl J, 
Ctrl ^^ | 




Black 


Light Green 


High Intensity 


OB 


11 


cf 


CtrIK 




Black 


Light Cyan 


High Intensity 


OC 


12 


$ 


Ctrl L 




Black 


Light Red 


High Intensity 


OD 


13 


J> 


Ctrl M. ^ i. 
Shift m i 




Black 


Light 
Magenta 


High Intensity 


OE 


14 


4 


CtrIN 




Black 


Yellow 


High Intensity 


OF 


15 


# 


CtrlO 




Black 


White 


High Intensity 


10 


16 


»■ 


CtrIP 




Blue 


Black 


Normal 


11 


17 


•^ 


CtrlQ 




Blue 


Blue 


Underline 


12 


18 


I 


CtrlR 




Blue 


Green 


Normal 


13 


19 


n 


Ctrl S 




Blue 


Cyan 


Normal 


14 


20 


TT 


CtrIT 




Blue 


Red 


Normal 


15 


21 


§ 


CtrlU 




Blue 


Magenta 


Normal 


16 


22 


■ 


CtrlV 




Blue 


Brown 


Normal 


17 


23 


JL 


CtrlW 




Blue 


Light Grey 


Normal 



Characters, Keystrokes, and Colors 7-3 







As Characters 


As Text Attributes 


Value 


Color/Graphics 
Monitor Adapter 


IBM 

Monochrome 

Display 

Adapter 


Hex 


Dec 


Symbol 


Keystrokes 


Modes 


Background 


Foreground 


18 


24 


r 


CtrIX 




Blue 


Dark Grey 


High Intensity 


19 


25 


i 


CtrlY 




Blue 


Light Blue 


High Intensity 
Underline 


1A 


26 


- 


CtrIZ 




Blue 


Light Green 


High Intensity 


1B 


27 


- 


Ctrl [, 
Esc, Shift 
Esc, CrtI 
Esc 




Blue 


Light Cyan 


High Intensity 


1C 


28 


L_ 


Ctrl\ 




Blue 


Light Red 


High Intensity 


1D 


29 


~ 


Ctrl] 




Blue 


Light 
Magenta 


High Intensity 


1E 


30 


▲ 


Ctrl 6 




Blue 


Yellow 


High Intensity 


1F 


31 


T 


Ctrl — 




Blue 


White 


High Intensity 


20 


32 


Blank 
Space 


Space Bar, 
Shift, 
Space, 
Ctri Space, 
Alt Space 




Green 


Black 


Normal 


21 


33 


! 


! 


Shift 


Green 


Blue 


Underline 


22 


34 


a 


n 


Shift 


Green 


Green 


Normal 


23 


35 


# 


# 


Shift 


Green 


Cyan 


Normal 


24 


36 


$ 


$ 


Shift 


Green 


Red 


Normal 


25 


37 


% 


% 


Shift 


Green 


Magenta 


Normal 


26 


38 


& 


& 


Shift 


Green 


Brown 


Normal 


27 


39 


i 


i 




Green 


Light Grey 


Normal 


28 


40 


( 


( 


Shift 


Green 


Dark Grey 


High Intensity 


29 


41 


) 


) 


Shift 


Green 


Light Blue 


High Intensity 
Underline 


2A 


42 


• 


• 


Notel 


Green 


Light Green 


High Intensity 


2B 


43 


+ 


+ 


Shift 


Green 


Light Cyan 


High Intensity 


2C 


44 


i 


i 




Green 


Light Red 


High Intensity 


2D 


45 


- 


- 




Green 


Light 
Magenta 


High Intensity 


2E 


46 


• 


• 


Note 2 


Green 


Yellow 


High Intensity 



7-4 Characters, Keystrokes, and Colors 



Value 


As Characters 


As Text Attributes 


Color/Graphics 
Monitor Adapter 


IBM 

Monochrome 

Display 

Adapter 


Hex 


Dec 


Symbol 


Keystrokes 


Modes 


Background 


Foreground 


2F 


47 


/ 


/ 




Green 


White 


High Intensity 


30 


48 








Note 3 


Cyan 


Black 


Normal 


31 


49 


1 


1 


Note 3 


Cyan 


Blue 


Underline 


32 


50 


2 


2 


Note 3 


Cyan 


Green 


Normal 


33 


51 


3 


3 


Note 3 


Cyan 


Cyan 


Normal 


34 


52 


4 


4 


Note 3 


Cyan 


Red 


Normal 


35 


53 


5 


5 


Note 3 


Cyan 


Magenta 


Normal 


36 


54 


6 


6 


Note 3 


Cyan 


Brown 


Normal 


37 


55 


7 


7 


Note 3 


Cyan 


Light Grey 


Normal 


38 


56 


8 


8 


Note 3 


Cyan 


Dark Grey 


High Intensity 


39 


57 


9 


9 


Note 3 


Cyan 


Light Blue 


High Intensity 
Underline 


3A 


58 






Shift 


Cyan 


Light Green 


High Intensity 


3B 


59 


; 


; 




Cyan 


Light Cyan 


High Intensity 


3C 


60 


< 


< 


Shift 


Cyan 


Light Red 


High Intensity 


3D 


61 


= 


= 




Cyan 


Light 
Magenta 


High Intensity 


3E 


62 


> 


> 


Shift 


Cyan 


Yellow 


High Intensity 


3F 


63 


? 


? 


Shift 


Cyan 


White 


High Intensity 


40 


64 


@ 


@ 


Shift 


Red 


Black 


Normal 


41 


65 


A 


A 


Note 4 


Red 


Blue 


Underline 


42 


66 


B 


B 


Note 4 


Red 


Green 


Normal 


43 


67 


C 


C 


Note 4 


Red 


Cyan 


Normal 


44 


68 


D 


D 


Note 4 


Red 


Red 


Normal 


45 


69 


E 


E 


Note 4 


Red 


Magenta 


Normal 


46 


70 


F 


F 


Note 4 


Red 


Brown 


Normal 


47 


71 


G 


G 


Note 4 


Red 


Light Grey 


Normal 


48 


72 


H 


H 


Note 4 


Red 


Dark Grey 


High Intensity 


49 


73 


I 


I 


Note 4 


Red 


Light Blue 


High Intensity 
Underline 


4A 


74 


J 


J 


Note 4 


Red 


Light Green 


High Intensity 



Characters, Keystrokes, and Colors 7-5 







As Characters 


As Text Attributes 


Value 


Color/Graphics 
Monitor Adapter 


IBM 

Monochrome 

Display 

Adapter 


Hex 


Dec 


Symbol 


Keystrokes 


Modes 


Background 


Foreground 


4B 


75 


K 


K 


Note 4 


Red 


Light Cyan 


High Intensity 


4C 


76 


L 


L 


Note 4 


Red 


Light Red 


High Intensity 


4D 


77 


M 


M 


Note 4 


Red 


Light 
Magenta 


High Intensity 


4E 


78 


N 


N 


Note 4 


Red 


Yellow 


High Intensity 


4F 


79 








Note 4 


Red 


White 


High Intensity 


50 


80 


>. 


P 


Note 4 


Magenta 


Black 


Normal 


61 


81 


Q 


Q 


Note 4 


Magenta 


Blue 


Underline 


52 


82 


R 


R 


Note 4 


Magenta 


Green 


Normal 


53 


83 


S 


S 


Note 4 


Magenta 


Cyan 


Normal 


54 


84 


T 


T 


Note 4 


Magenta 


Red 


Normal 


55 


85 


U 


U 


Note 4 


Magenta 


Magenta 


Normal 


56 


86 


V 


V 


Note 4 


Magenta 


Brown 


Normal 


57 


87 


W 


W 


Note 4 


Magenta 


Light Grey 


Normal 


58 


88 


X 


X 


Note 4 


Magenta 


Dark Grey 


High Intensity 


59 


89 


Y 


Y 


Note 4 


Magenta 


Light Blue 


High Intensity 
Underline 


5A 


90 


Z 


Z 


Note 4 


Magenta 


Light Green 


High Intensity 


5B 


91 


[ 


I 




Magenta 


Light Cyan 


High Intensity 


5C 


92 


V 


\ 




Magenta 


Light Red 


High Intensity 


5D 


93 


] 


] 




Magenta 


Light 
Magenta 


High Intensity 


5E 


94 


/\ 


/\ 


Shift 


Magenta 


Yellow 


High Intensity 


5F 


95 


- 


- 


Shift 


Magenta 


White 


High Intensity 


60 


96 


t 


t 




Brown 


Black 


Normal 


61 


97 


a 


a 


Note 5 


Brown 


Blue 


Underline 


62 


98 


b 


b 


Note 5 


Brown 


Green 


Normal 


63 


99 


c 


c 


Note 5 


Brown 


Cyan 


Normal 


64 


100 


d 


d 


Note 5 


Brown 


Red 


Normal 


65 


101 


e 


e 


Note 5 


Brown 


Magenta 


Normal 


66 


102 


f 


f 


Note 5 


Brown 


Brown 


Normal 



7-6 Characters, Keystrokes, and Colors 







As Characters 


As Text Attributes 


Value 


Color/Graphics 
Monitor Adapter 


IBM 

Monochrome 

Display 

Adapter 


Hex 


Dec 


Symbol 


Keystrokes 


Modes 


Background 


Foreground 


67 


103 


g 


g 


Note 5 


Brown 


Light Grey 


Normal 


68 


104 


h 


h 


Note 5 


Brown 


Dark Grey 


High Intensity 


69 


106 


i 


i 


Note 5 


Brown 


Light Blue 


High Intensity 
Underline 


6A 


106 


J 


J 


Note 5 


Brown 


Light Green 


High Intensity 


6B 


107 


k 


k 


Note 5 


Brown 


Light Cyan 


High Intensity 


6C 


108 


I 


I 


Note 5 


Brown 


Light Red 


High Intensity 


6D 


109 


m 


m 


Note 5 


Brown 


Light 
Magenta 


High Intensity 


6E 


110 


n 


n 


Note 5 


Brown 


Yellow 


High Intensity 


6F 


111 








Note 5 


Brown 


White 


High Intensity 


70 


112 


P 


P 


Note 5 


Light Grey 


Black 


Reverse Video 


71 


113 


q 


q 


Note 5 


Light Grey 


Blue 


Underline 


72 


114 


r 


r 


Note 5 


Light Grey 


Green 


Normal 


73 


115 


s 


s 


Note 5 


Light Grey 


Cyan 


Normal 


74 


116 


t 


t 


Note 5 


Light Grey 


Red 


Normal 


75 


117 


u 


u 


Note 5 


Light Grey 


Magenta 


Normal 


76 


118 


V 


V 


Note 5 


Light Grey 


Brown 


Normal 


77 


119 


w 


w 


Note5 


Light Grey 


Light Grey 


Normal 


78 


120 


X 


X 


Note 5 


Light Grey 


Dark Grey 


Reverse Video 


79 


121 


y 


y 


Note 5 


Light Grey 


Light Blue 


High Intensity 
Underline 


7A 


122 


z 


z 


Note 5 


Light Grey 


Light Green 


High Intensity 


7B 


123 


{ 


{ 


Shift 


Light Grey 


Light Cyan 


High Intensity 


7C 


124 


! 


I 


Shift 


Light Grey 


Light Red 


High Intensity 


7D 


125 


} 


} 


Shift 


Light Grey 


Light 
Magenta 


High Intensity 


7E 


126 


~ 


~ 


Shift 


Light Grey 


Yellow 


High Intensity 


7F 


127 


A 


Ctrl — 




Light Grey 


White 


High Intensity 



Characters, Keystrokes, and Colors 7-7 







As Characters 


As Text Attributes 


Value 


Color/Graphics 
Monitor Adapter 


IBM 

Monochrome 

Display 

Adapter 


Hex 


Dec 


Symbol 


Keystrokes 


Modes 


Background 


Foreground 


* * * * 


80 to FF Hex are Flashing in both Color & IBM Monochrome * * * * 


80 


128 


Q 


Alt 128 


Note 6 


Black 


Black 


Non-Display 


81 


129 


u 


Alt 129 


Note 6 


Black 


Blue 


Underline 


82 


130 


e 


Alt 130 


Note 6 


Black 


Green 


Normal 


83 


131 


a 


Alt 131 


Note 6 


Black 


Cyan 


Normal 


84 


132 


a 


Alt 132 


Note 6 


Black 


Red 


Normal 


85 


133 


a 


Alt 133 


Note 6 


Black 


Magenta 


Normal 


86 


134 


a 


Alt 134 


Note 6 


Black 


Brown 


Normal 


87 


135 


c 


Alt 135 


Note 6 


Black 


Light Grey 


Normal 


88 


136 


e 


Alt 136 


Note 6 


Black 


Dark Grey 


Non-Display 


89 


137 


e 


Alt 137 


Note 6 


Black 


Light Blue 


High Intensity 
Underline 


8A 


138 


e 


Alt 1 38 


Note 6 


Black 


Light Green 


High Intensity 


8B 


139 


V 


Alt 139 


Note 6 


Black 


Light Cyan 


High Intensity 


8C 


140 


T 


Alt 140 


Note 6 


Black 


Light Red 


High Intensity 


8D 


141 


] 


Alt 141 


Note 6 


Black 


Light 
Magenta 


High Intensity 


8E 


142 


A 


Alt 142 


Note 6 


Black 


Yellow 


High Intensity 


8F 


143 


A 


Alt 1 43 


Note 6 


Black 


White 


High Intensity 


90 


144 


E 


Alt 144 


Note 6 


Blue 


Black 


Normal 


91 


145 


ae 


Alt 1 45 


Note 6 


Blue 


Blue 


Underline 


92 


146 


/E 


Alt 146 


Note 6 


Blue 


Green 


Normal 


93 


147 


6 


Alt 147 


Note 6 


Blue 


Cyan 


Normal 


94 


148 


6 


Alt 1 48 


Note 6 


Blue 


Red 


Normal 


95 


149 


6 


Alt 149 


Note 6 


Blue 


Magenta 


Normal 


96 


150 


u 


Alt 1 50 


Note 6 


Blue 


Brown 


Normal 


97 


151 


u 


Alt 151 


Note 6 


Blue 


Light Grey 


Normal 


98 


152 


y 


Alt 1 52 


Note 6 


Blue 


Dark Grey 


High Intensity 


99 


153 


6 


Alt 153 


Note 6 


Blue 


Light Blue 


High Intensity 
Underline 


9A 


154 


u 


Alt 1 54 


Note 6 


Blue 


Light Green 


High Intensity 



7-8 Characters, Keystrokes, and Colors 







As Characters 


As Text Attributes 


Value 


Color/Graphics 
Monitor Adapter 


IBM 

Monochrome 

Display 

Adapter 


Hex 


Dec 


Symbol 


Keystrokes 


Modes 


Background 


Foreground 


9B 


155 


<U 


Alt 155 


Note 6 


Blue 


Light Cyan 


High Intensity 


9C 


156 


£ 


Alt 1 56 


Note 6 


Blue 


Light Red 


High Intensity 


9D 


157 


¥ 


Alt 157 


Note 6 


Blue 


Light 
Magenta 


High Intensity 


9E 


158 


Pt 


Alt 1 58 


Note 6 


Blue 


Yellow 


High Intensity 


9F 


159 


/ 


Alt 159 


Note 6 


Blue 


White 


High Intensity 


AO 


160 


a 


Alt 160 


Note 6 


Green 


Black 


Normal 


A1 


161 


\ 


Alt 161 


Note 6 


Green 


Blue 


Underline 


A2 


162 


6 


Alt 162 


Note 6 


Green 


Green 


Normal 


A3 


163 


u 


Alt 1 63 


Note 6 


Green 


Cyan 


Normal 


A4 


164 


n 


Alt 1 64 


Note 6 


Green 


Red 


Normal 


A5 


165 


N 


Alt 1 65 


Note 6 


Green 


Magenta 


Normal 


A6 


166 


a_ 


Alt 1 66 


Note 6 


Green 


Brown 


Normal 


A7 


167 


0_ 


Alt 1 67 


Note 6 


Green 


Light Grey 


Normal 


A8 


168 


6 


Alt 1 68 


Note 6 


Green 


Dark Grey 


High Intensity 


A9 


169 


■" 


Alt 1 69 


Note 6 


Green 


Light Blue 


High Intensity 
Underline 


AA 


170 


I 


Alt 1 70 


Note 6 


Green 


Light Green 


High Intensity 


AB 


171 


y 2 


Alt 171 


Note 6 


Green 


Light Cyan 


High Intensity 


AC 


172 


1 /4 


Alt 172 


Note 6 


Green 


Light Red 


High Intensity 


AD 


173 


i 


Alt 173 


Note 6 


Green 


Light 
Magenta 


High Intensity 


AE 


174 


« 


Alt 1 74 


Note 6 


Green 


Yellow 


High Intensity 


AF 


175 


» 


Alt 175 


Note 6 


Green 


White 


High Intensity 


BO 


176 




Alt 176 


Note 6 


Cyan 


Black 


Normal 


B1 


177 


1 


Alt 177 


Note 6 


Cyan 


Blue 


Underline 


B2 


178 


i 


Alt 178 


Note 6 


Cyan 


Green 


Normal 


B3 


179 






Alt 179 


Note 6 


Cyan 


Cyan 


Normal 


B4 


180 






Alt 1 80 


Note 6 


Cyan 


Red 


Normal 


B5 


181 






Alt 181 


Note 6 


Cyan 


Magenta 


Normal 


B6 


182 






Alt 182 


Note 6 


Cyan 


Brown 


Normal 



Characters, Keystrokes, and Colors 7-9 















As Text Attributes 


Value 


As Characters 


Color/Graphics 
Monitor Adapter 


IBM 

Monochrome 

Display 

Adapter 


Hex 


Dec 


Symbol 


Keystrokes 


Modes 


Background 


Foreground 


B7 


183 




Alt 183 


Note 6 


Cyan 


Light Grey 


Normal 


II 


B8 


184 


=J 


Alt 184 


Note 6 


Cyan 


Dark Grey 


High Intensity 


B9 


185 


H 




Alt 185 


Note 6 


Cyan 


Light Blue 


High Intensity 
Underline 


BA 


186 






Alt 186 


Note 6 


Cyan 


Light Green 


High Intensity 


BB 


187 




Alt 187 


Note 6 


Cyan 


Light Cyan 


High Intensity 


n 




BC 


188 


zj 




Alt 188 


Note 6 


Cyan 


Light Red 


High Intensity 


BD 


189 






Alt 189 


Note 6 


Cyan 


Light 
Magenta 


High Intensity 




BE 


190 


=i 


Alt 190 


Note 6 


Cyan 


Yellow 


High Intensity 


BF 


191 






Alt 191 


Note 6 


Cyan 


White 


High Intensity 


CO 


192 






Alt 1 92 


Note 6 


Red 


Black 


Normal 




C1 


193 


i 


Alt 1 93 


Note 6 


Red 


Blue 


Underline 




C2 


194 




Alt 1 94 


Note 6 


Red 


Green 


Normal 


i 


C3 


195 


\— 


Alt 195 


Note 6 


Red 


Cyan 


Normal 


C4 


196 




Alt 1 96 


Note 6 


Red 


Red 


Normal 




C5 


197 


i 


Alt 1 97 


Note 6 


Red 


Magenta 


Norma! 


i j 


C6 


198 







Alt 198 


Note 6 


Red 


Brown 


Normal 




C7 


199 






Alt 199 


Note 6 


Red 


Light Grey 


Normal 


C8 


200 






Alt 200 


Note 6 


Red 


Dark Grey 


High Intensity 


C9 


201 




Alt 201 


Note 6 


Red 


Light Blue 


High Intensity 
Underline 






CA 


202 






Alt 202 


Note 6 


Red 


Light Green 


High Intensity 




CB 


203 




Alt 203 


Note 6 


Red 


Light Cyan 


High Intensity 




i — 


CC 


204 




I 


Alt 204 


Note 6 


Red 


Light Red 


High Intensity 


CD 


205 




Alt 205 


Note 6 


Red 


Light 
Magenta 


High Intensity 






CE 


206 


_l I 


Alt 206 


Note 6 


Red 


Yellow 


High Intensity 


CF 


207 


"i 


Alt 207 


Note 6 


Red 


White 


High Intensity 




DO 


208 


i i 


Alt 208 


Note 6 


Magenta 


Black 


Normal 





7-10 Characters, Keystrokes, and Colors 















As Text Attributes 


Value 


As Characters 


Color/Graphics 
Monitor Adapter 


IBM 

Monochrome 

Display 

Adapter 


Hex 


Dec 


Symbol 


Keystrokes 


Modes 


Background 


Foreground 


D1 


209 




Alt 209 


Note 6 


Magenta 


Blue 


Underline 




I 


D2 


210 




Alt 210 


Note 6 


Magenta 


Green 


Normal 






D3 


211 






Alt 211 


Note 6 


Magenta 


Cyan 


Normal 




D4 


212 






Alt 212 


Note 6 


Magenta 


Red 


Normal 






D5 


213 






Alt 213 


Note 6 


Magenta 


Magenta 


Normal 




D6 


214 




Alt 214 


Note 6 


Magenta 


Brown 


Normal 






D7 


215 






Alt 215 


Note 6 


Magenta 


Light Grey 


Normal 






D8 


216 






Alt 216 


Note 6 


Magenta 


Dark Grey 


High intensity 










D9 


217 






Alt 217 


Note 6 


Magenta 


Light Blue 


High Intensity 
Underline 


DA 


218 






Alt 218 


Note 6 


Magenta 


Light Green 


High Intensity 




DB 


219 ■ Alt 219 


Note 6 


Magenta 


Light Cyan 


High Intensity 


DG 


220 


— 


Alt 220 


Note 6 


Magenta 


Light Red 


High Intensity 


DD 


221 


ir 


Alt 221 


Note 6 


Magenta 


Light 
Magenta 


High Intensity 


DE 


222 






Alt 222 


Note 6 


Magenta 


Yellow 


High Intensity 


DF 


223 


■ 




Alt 223 


Note 6 


Magenta 


White 


High Intensity 


EO 


224 


a 


Alt 224 


Note 6 


Brown 


Black 


Normal 


E1 


225 


P 


Alt 225 


Note 6 


Brown 


Blue 


Underline 


E2 


226 


r 


Alt 226 


Note 6 


Brown 


Green 


Normal 


E3 


227 


TT 


Alt 227 


Note 6 


Brown 


Cyan 


Normal 


E4 


228 


L 


Alt 228 


Note 6 


Brown 


Red 


Normal 


E5 


229 


a 


Alt 229 


Note 6 


Brown 


Magenta 


Normal 


E6 


230 


> 


Alt 230 


Note 6 


Brown 


Brown 


Normal 


E7 


231 


T 


Alt 231 


Note 6 


Brown 


Light Grey 


Normal 


E8 


232 


<D 


Alt 232 


Note 6 


Brown 


Dark Grey 


High Intensity 


E9 


233 


9 


Alt 233 


Note 6 


Brown 


Light Blue 


High Intensity 
Underline 


EA 


234 


CI 


Alt 234 


Note 6 


Brown 


Light Green 


High Intensity 


EB 


235 


8 


Alt 235 


Note 6 


Brown 


Light Cyan 


High Intensity 



Characters, Keystrokes, and Colors 7-11 







As Characters 


As Text Attributes 


Value 


Color/Graphics 
Monitor Adapter 


IBM 

Monochrome 

Display 

Adapter 


Hex 


Dec 


Symbol 


Keystrokes 


Modes 


Background 


Foreground 


EC 


236 


CO 


Alt 236 


Note 6 


Brown 


Light Red 


High Intensity 


ED 


237 





Alt 237 


Note 6 


Brown 


Light 
Magenta 


High Intensity 


EE 


238 


e 


Alt 238 


Note 6 


Brown 


Yellow 


High Intensity 


EF 


239 


n 


Alt 239 


Note 6 


Brown 


White 


High Intensity 


FO 


240 


s 


Alt 240 


Note 6 


Light Grey 


Black 


Reverse Video 


F1 


241 


± 


Alt 241 


Note 6 


Light Grey 


Blue 


Underline 


F2 


242 


> 


Alt 242 


Note 6 


Light Grey 


Green 


Normal 


F3 


243 


< 


Alt 243 


Note 6 


Light Grey 


Cyan 


Normal 


F4 


244 


f 


Alt 244 


Note 6 


Light Grey 


Red 


Normal 


F5 


245 


J 


Alt 245 


Note 6 


Light Grey 


Magenta 


Normal 


F6 


246 


+ 


Alt 246 


Note 6 


Light Grey 


Brown 


Normal 


F7 


247 


** 


Alt 247 


Note 6 


Light Grey 


Light Grey 


Normal 


F8 


248 


o 


Alt 248 


Note 6 


Light Grey 


Dark Grey 


Reverse Video 


F9 


249 


• 


Alt 249 


Note 6 


Light Grey 


Light Blue 


High Intensity 
Underline 


FA 


250 


e 


Alt 250 


Note 6 


Light Grey 


Light Green 


High Intensity 


FB 


251 


/- 


Alt 251 


Note 6 


Light Grey 


Light Cyan 


High Intensity 


FC 


252 


n 


Alt 252 


Note 6 


Light Grey 


Light Red 


High Intensity 


FD 


253 


2 


Alt 253 


Note 6 


Light Grey 


Light 
Magenta 


High Intensity 


FE 


254 


■ 


Alt 254 


Note 6 


Light Grey 


Yellow 


High Intensity 


FF 


255 


BLANK 


Alt 255 


Note 6 


Light Grey 


White 


High Intensity 
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Notes 

1. Asterisk (*) can be typed using two methods: press the (*) 
key or, in the shift mode, press the 8 key. 

2. Period (.) can be typed using two methods: press the . key 
or, in the shift or Num Lock mode, press the Del key. 

3. Numeric characters 0-9 can be typed using two methods: 
press the numeric keys on the top row of the keyboard or, in 
the shift or Num Lock mode, press the numeric keys in the 
keypad portion of the keyboard. 

4. Uppercase alphabetic characters (A-Z) can be typed in two 
modes: the shift mode or the Caps Lock mode. 

5. Lowercase alphabetic characters (a-z) can be typed in two 
modes: in the normal mode or in Caps Lock and shift mode 
combined. 

6. The three digits after the Alt key must be typed from the 
numeric keypad. Character codes 1-255 may be entered in 
this fashion (with Caps Lock activated, character codes 
97- 1 22 will display uppercase) . 
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Quick Reference 



DECIMAL 
VALUE 


* 





16 


32 


48 


64 


80 


96 


112 


♦ 


HEXA- 
DECIMAL 
VALUE 





1 


2 


3 


4 


5 


6 


7 








BLANK 
(NULL) 


•► 


BLANK 
(SPACE) 





@ 


P 


t 


P 


1 


1 


© 


- 


• 


1 


A 


Q 


a 


q 


2 


2 


e 


X 


II 


2 


B 


R 


b 


r 


3 


3 


V 


M 

• • 


# 


3 


C 


S 


c 


s 


4 


4 


♦ 


11 


$ 


4 


D 


T 


d 


t 


5 


5 


* 


§ 


% 


5 


E 


U 


e 


u 


6 


6 


* 


- 


& 


6 


F 


V 


f 


V 


7 


7 


• 


t 


t 


7 


G 


w 


g 


w 


8 


n i 


( 


8 


H 


X 


h 


X 


9 


9 O 


1 


) 


9 


I 


Y 


• 

1 


y 


10 


Aia^ 


* 


• 


J 


Z 


• 

J 


z 


11 


B 


cf 


<- 


+ 


• 
5 


K 


[ 


k 


{ 


12 


C 


9 


1 


* 


< 


L 


\ 


1 


1 
1 


13 


D 


J> 


< — ► 


— , 


= 


M 


] 


m 


} 


14 


E 


J 


A 


• 


> 


N 


A 


n 


*\ 


15 


F 


# 


T 


/ 


• 


O 




o 


A 
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DECIMAL 
VALUE 


* 


128 


144 


160 


176 


192 


208 


224 


240 


♦ 


HEXA- 
DECIMAL 
VALUE 


8 


9 


A 


B 


C 


D 


E 


F 








C 


E 


S 

a 


::: 










OC 


= 






1 


1 


• • 

U 


as 


1 


•1: 








P 


+ 






2 


2 


e 


iE 


O 










r 


> 










3 


3 


a 


o 


u 














7T 


< 


4 


4 


• • 

a 


• • 

o 


n 












Z 


r 


5 


5 


V 

a 


V 

o 


N 














(7 


J 


6 


6 


a 


u 


a 














A< 


• 
• 


7 


7 


? 


u 


o 












T 














8 


8 


e 


• • 

y 


• 












o 


O 














9 


9 


• • 

e 


• • 

o 


i 














e 


• 


10 


A 


e 


• • 

u 


— i 














n 


• 


11 


B 


• • 

l 


<t 


Vi 








m 8 


V" 


12 


C 


l 


£ 


v 4 










OO 


n 








13 


D 


V 

1 


¥ 


• 















2 


14 


E 


• • 

A 


Ft 


« 






1 








6 


1 


15 


F 


A 


/ 


» 










n 


BLANK 
'FF' 
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Notes: 
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8-2 Compatibility 



This section describes the differences among the members of the 
IBM Personal Computer family. It also contains information 
necessary to design hardware and programs that will be 
compatible with all members of the IBM Personal Computer 
family. 



Hardware Considerations 



To design compatible hardware or programs, you must consider 
hardware differences among the IBM Personal Computers. The 
following are hardware features of the IBM Personal Computer 
XT Model 286 that are not supported by all of the IBM Personal 
Computer family. 



System Board 

The IBM Personal Computer XT Model 286 system board uses 
an Intel 80286-6 Microprocessor. This microprocessor uses the 
80287 Math Coprocessor and is generally compatible with the 
Intel 8088 Microprocessor used in other IBM Personal 
Computers. 

The following table identifies the microprocessor and describes 
the I/O channel used with each type of IBM Personal Computer. 



System Name 


System Unit 
Microprocessor 


1/0 Channel Description 


Personal Computer 


8088 


5 62-Pin 


PCjr 


8088 


Not Compatible 


Personal Computer XT 


8088 


8 62-Pin 


Portable Personal 
Computer 


8088 


8 62-Pin 


Personal Computer XT 
Model 286 


80286-6 


3 62-pin 
5 98-Pin (62 Pin + 36 Pin) 


Personal Computer AT 


80286(-6 or -8) 


2 62-pin 
6 98-Pin (62 Pin + 36 Pin) 



System Hardware Identification Chart 
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The faster processing capability of the 80286, compared to the 
8088, creates special programming considerations, which are 
discussed later in this section under "Application Guidelines." 

Adapters designed to use all 98 pins on the 98-pin connectors are 
not compatible with all members of the IBM Personal Computer 
family. Some options not supported by the IBM Personal 
Computer XT Model 286 are: 

Expansion Unit 

AT 128KB Memory Expansion 

AT 512KB Memory Expansion 

AT 128/640KB Memory Expansion 

AT Fixed Disk And Diskette Drive Adapter 

256KB Memory Expansion 

64/256KB Memory Expansion 

64KB Memory Module Kit 

Full-high diskette drives 

AT 30MB Fixed Disk Drive 

AT 20MB Fixed Disk Drive 

10MB Fixed Disk Drive 

AT Prototype Card 

Diskette Drive Adapter 

Fixed Disk Adapter 

8087 Math Coprocessor 

Professional Graphics Adapter and Display 

Game Control Adapter 

Color Printer 

Other keyboards 

On the I/O channel: 

• The system clock signal should be used only for 
synchronization and not for applications requiring a fixed 
frequency. 

• The 14.3181 8-MHz oscillator is not synchronous with the 
system clock. 

• The ALE signal remains high during DMA cycles. 

• Pin B04 supports IRQ 9. 
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Fixed Disk Drive 

Reading from and writing to this drive is initiated in the same way 
as with other IBM Personal Computers; however, the Fixed Disk 
and Diskette Drive Adapter may be addressed from different 
BIOS locations. 



Diskette Drive Compatibility 

The following chart shows the read, write, and format capabilities 
for each of the diskette drives used by IBM Personal Computers. 



Diskette 


160/180K 


320/360K 


1.2M 


720K 


Drive Name 


Mode 


Mode 


Mode 


Mode 


5-1/4 In. Diskette Drive 










Type 1 


R W F 


— 


— 


— 


Type 2 


R W F 


R W F 


— 


— 


Type 3 


R W F 


R W F 


— 


— 


Slimline Diskette Drive 


R W F 


R W F 


--- 


— 


Double Sided Diskette Drive 


R W F 


R W F 


— 


— 


High Capacity Diskette Drive 


R W* 


R W* 


R W F 


— 


3-1/2 In.- 720K Drive 


"■ — 


- — 


--- 


R W F 


R=Read W=Write F=Format W*= If a diskette 


s 


formatted in either 160/180K mode or 


320/360K mode 


and written on by a High Capacity Dr 


ve, that 


diskette 


may be read by only a High Capacity [ 


)r ive. 





Diskette Drive Compatibility Chart 

Note: Diskettes designed for the 1.2M mode may not be 
used in either a 160/180K or a 320/360K diskette drive. 



Copy Protection 

The following methods of copy protection may not work on 
systems using the High Capacity Diskette Drive: 

• Bypassing BIOS 

• Diskette drive controls 

• Write current control 
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Bypassing BIOS 

Copy protection that tries to bypass the following BIOS routines 
will not work on the High Capacity Diskette Drive: 

Track Density: The High Capacity Diskette Drive records 
tracks at a density of 96 tracks per inch (TPI). This drive has to 
double-step in the 48 TPI mode, which is performed by BIOS. 

Data Transfer Rate: BIOS selects the proper data transfer rate 
for the media being used. 

Disk Base: Copy protection, which creates its own disk base 

will not work on the High Capacity Diskette Drive. 



Diskette Drive Controls 

Copy protection that uses the following will not work on the High 
Capacity Diskette Drive: 

Rotational Speed: The time between two events on a diskette is 
controlled by the Fixed Disk and Diskette Drive Adapter. 

Access Time: Diskette BIOS routines must set the 
track-to-track access time for the different types of media used on 
the IBM Personal Computer XT Model 286. 

Head Geometry: See "Diskette Drive Compatibility" on 
page 8-5. 

Diskette Change Signal: Copy protection may not be able to 
reset this signal. 



Write Current Control 

Copy protection that uses write current control will not work 
because the Fixed Disk and Diskette Drive Adapter selects the 
proper write current for the media being used. 



8-6 Compatibility 



Application Guidelines 



The following information should be used to develop application 
programs for the IBM Personal Computer family. 

High-Level Language Considerations 

The IBM-supported languages of BASIC, FORTRAN, COBOL, 
Pascal, and APL are the best choices for writing compatible 
programs. 

If a program uses specific features of the hardware, that program 
may not be compatible with all IBM Personal Computers. 
Specifically, the use of assembler language subroutines or 
hardware-specific commands (In, Out, Peek, Poke, ...) must 
follow the assembler language rules (see "Assembler Language 
Programming Considerations" on page 8-8). 

Any program that requires precise timing information should 
obtain it through a DOS or language interface; for example, 
TIME$ in BASIC. If greater precision is required, the assembler 
techniques in "Assembler Language Programming 
Considerations" are available. The use of programming loops 
may prevent a program from being compatible with other IBM 
Personal Computers. 
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Assembler Language Programming 
Considerations 

The following OP codes work differently on systems using the 
80286 microprocessor than they do on systems using the 8088 
microprocessor. 

• If the system microprocessor executes a POPF instruction in 
either the real or the virtual address mode with CPL<IOPL, 
then a pending maskable interrupt (the INTR pin active) may 
be improperly recognized after executing the POPF 
instruction even if maskable interrupts were disabled before 
the POPF instruction and the value popped had IF=0. If the 
interrupt is improperly recognized, the interrupt is still 
correctly executed. This errata has no effect when interrupts 
are enabled in either real or virtual address mode. This errata 
has no effect in the virtual address mode when CPL>IOPL. 

The POPF instruction may be simulated with the following 
code macro: 



POPFF 



Macro 



use POPFF instead of POPF 
simulate popping flags 
using IRET 



EB 01 


JMP $+3 


; jump around IRET 


CF 


IRET 


; POP CS, IP, flags 


0E 


PUSH CS 




E8 FB FF 


CALL $-2 


; CALL within segment 

; program will continue here 



• PUSH SP 

80286 microprocessor pushes the current stack pointer. 
8088 microprocessor pushes the new stack pointer. 

• Single step interrupt (when TF= 1) on the interrupt 
instruction (OP code hex CC,CD): 

80286 microprocessor does not interrupt on the INT 
instruction. 
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8088 microprocessor does interrupt on the INT 
instruction. 

• The divide error exception (interrupt 0): 

80286 microprocessor pushes the CS:IP of the instruction, 
causing the exception. 

8088 microprocessor pushes the CS:IP following the 
instruction, causing the exception. 

• Shift counts are masked to five bits. Shift counts greater than 
31 are treated mod 32. For example, a shift count of 36, 
shifts the operand four places. 

The following describes anomalies which may occur in systems 
which contain 80286 processors with 1983 and 1984 date codes 
(S40172, S54036, S40093, S54012). 

In protected mode, the contents of the CX register may be 
unexpectedly altered under the following conditions: 

Note: The value in parenthesis indicates the type of error code 
pushed onto the exception handler's stack. 

Exception #NP() = Exception #11 = Not-present Fault 

Exception #SS() = Exception #12 = Stack Fault 

Exception #GP() = Exception #13 = General Protection Fault 

• Exception #GP(0) from attempted access to data segment or 
extra segment when the corresponding segment register holds 
a null selector. 

• Exception #GP(0) from attempted data read from code 
segment when code segment has the "execute only" attribute. 

• Exception #GP(0) from attempted write to code segment 
(code segments are not writable in protected mode), or to 
data segment of extra segment if the data or extra segment 
has the read only attribute. 

• Exception #GP(0) from attempted load of a selector 
referencing the local descriptor table into CS, DS, ES or SS, 
when the LDT is not present. 
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• Exception #GP(0) from attempted input or output instruction 
when CPL > IOPL. 

• Exception #GP (selector) from attempted access to a 
descriptor is GDT, LDT, or IDT, beyond the defined limit of 
the descriptor table. 

• Exception #GP(0) from attempted read or write (except for 
"PUSH" onto stack) beyond the defined limit of segment. 

• Exception #SS(0) from attempted "PUSH" below the defined 
limit of the stack segment. 

Restarting applications which generate the above exceptions may 
result in errors. 

In the protected mode, when any of the null selector values 
(0000H, 0001H, 0002H, 0003H) are loaded into the DS or ES 
registers via a MOV or POP instruction or a task switch, the 
80286 always loads the null selector 0000H into the 
corresponding register. 

If a coprocessor (80287) operand is read from an "executable and 
readable" and conforming (ERC) code segment, and the 
coprocessor operand is sufficiently near the segment's limit that 
the second or subsequent byte lies outside the limit, no protection 
exception #9 will be generated. 

The following correctly describes the operation of all 80286 parts: 

• Instructions longer than 10 bytes (instructions using multiple 
redundant prefixes) generate exception #13 (General Purpose 
Exception) in both the real and protected modes. 

• If the second operand of an ARPL instruction is a null 
selector, the instruction generates an exception #13. 

Assembler language programs should perform all I/O operations 
through ROM BIOS or DOS function calls. 

• Program interrupts are used for access to these functions. 
This practice removes the absolute addressing from the 
program. Only the interrupt number is required. 



8-10 Compatibility 



The coprocessor detects six different exception conditions 
that can occur during instruction execution. If the appropriate 
exception mask within the coprocessor is not set, the 
coprocessor sets its error signal. This error signal generates a 
hardware interrupt (interrupt 13) and causes the f busy f signal 
to the coprocessor to be held in the busy state. The 'busy 1 
signal may be cleared by an 8-bit I/O Write command to 
address hex FO with DO through D7 equal to 0. 

The power-on-self -test code in the system ROM enables 
hardware IRQ 13 and sets up its vector to point to a routine in 
ROM. The ROM routine clears the 'busy 1 signal latch and 
then transfers control to the address pointed to by the NMI 
interrupt vector. This allows code written for any IBM 
Personal Computer to work on an IBM Personal Computer 
XT Model 286. The NMI interrupt handler should read the 
coprocessor's status to determine if the NMI was caused by 
the coprocessor. If the interrupt was not generated by the 
coprocessor, control should be passed to the original NMI 
interrupt handler. 

Back to back I/O commands to the same I/O ports will not 
permit enough recovery time for I/O chips. To ensure 
enough time, a JMP SHORT $+2 must be inserted between 
IN/OUT instructions to the same I/O chip. 

Note: MOV AL,AH type instruction does not allow enough 
recovery time. An example of the correct procedure follows: 



OUT I0_ADD,AL 

JMP SHORT $+2 

MOV AL,AH 

OUT I0_ADD,AL 



In systems using the 80286 microprocessor, IRQ 9 is 
redirected to INT hex 0A (hardware IRQ 2). This insures 
that hardware designed to use IRQ 2 will operate in the IBM 
Personal Computer XT Model 286. 

The system can mask hardware sensitivity. New devices can 
change the ROM BIOS to accept the same programming 
interface on the new device. 
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In cases where BIOS provides parameter tables, such as for 
video or diskette, a program may substitute new parameter 
values by building a new copy of the table and changing the 
vector to point to that table. However, the program should 
copy the current table, using the current vector, and then 
modify those locations in the table that need to be changed. 
In this way, the program will not inadvertently change any 
values that should be left the same. 

Disk Base consists of 1 1 parameters required for diskette 

operation. They are pointed at by the data variable, 

Disk Pointer, at absolute address 0:78. It is strongly 

recommended that the values supplied in ROM be used. If it 
becomes necessary to modify any of the parameters, build 
another parameter block and modify the address in 
Disk Pointer to point to the new block. 

The parameters were established to operate both the High 
Capacity Diskette Drive and the Double Sided Diskette Drive. 
Three of the parameters in this table are under control of 
BIOS in the following situations. 

The Gap Length Parameter is no longer retrieved from the 
parameter block. 

The gap length used during diskette read, write, and verify 
operations is derived from within diskette BIOS. 

The gap length for format operations is still obtained from 
the parameter block. 

Special considerations are required for formatting operations. 
See the prolog of Diskette BIOS for the required details. If a 
parameter block contains a head settle time parameter value 
of milliseconds, and a write operation is being performed, at 
least 15 milliseconds of head settle time will be enforced for a 
High Capacity Diskette Drive and 20 milliseconds will be 
enforced for a Double Sided Diskette Drive. If a parameter 
block contains a motor start wait parameter of less than 1 
second for a write or format operation of 625 milliseconds for 
a read or verify operation, Diskette BIOS will enforce those 
times listed above. 
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• The following procedure is used to determine the type of 
media inserted in the High Capacity Diskette Drive: 

1. Read Track 0, Head 0, Sector 1 to allow diskette BIOS to 
establish the media/drive combination. If this is 
successful, continue with the next step. 

2. Read Track 0, Sector 15. If an error occurs, a double 
sided diskette is in the drive. 

Note: Refer to the DOS Technical Reference manual for 
the File Allocation Table (FAT) parameters for single- 
and double-sided diskettes. 

If a successful read occurs, a high capacity diskette is in 
the drive. 

3. If Step 1 fails, issue the reset function (AH=0) to diskette 
BIOS and retry. If a successful read cannot be done, the 
media needs to be formatted or is defective. 

ROM BIOS and DOS do not provide for all functions. The 
following are the allowable I/O operations with which IBM will 
maintain compatibility in future systems. 

• Control of the sound, using port hex 61, and the sound 
channel of the timer/counter. A program can control 
timer/counter channels and 2, ports hex 40, 42, and 43. A 
program must not change the value in port hex 41, because 
this port controls the dynamic-memory refresh. Channel 
provides the time-of-day interrupt, and can also be used for 
timing short intervals. Channel 2 of the timer/counter is the 
output for the speaker and cassette ports. This channel may 
also be used for timing short intervals, although it cannot 
interrupt at the end of the period. 

Note: Programs should use the timer for delay on the paddle 
input rather than a program loop. 

• Interrupt Mask Register (IMR), port hex 21, can be used to 
selectively mask and unmask the hardware features. 

The following information pertains to absolute memory locations. 
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• Interrupt Vectors Segment (hex 0)— A program may change 
these to point at different processing routines. When an 
interrupt vector is modified, the original value should be 
retained. If the interrupt, either hardware or program, is not 
directed toward this device handler, the request should be 
passed to the next item in the list. 

• Video Display Buffers (hex B0000 and B8000)-- For each 
mode of operation defined in the video display BIOS, the 
memory map will remain the same. For example, the bit map 
for the 320 x 200 medium-resolution graphics mode of the 
Color/Graphics Monitor adapter will be retained on any 
future adapter that supports that mode. If the bit map is 
modified, a different mode number will be used. 

• ROM BIOS Data Area (hex 40:0) —Any variables in this area 
will retain their current definition, whenever it is reasonable 
to do so. IBM may use these data areas for other purposes 
when the variable no longer has meaning in the system. In 
general, ROM BIOS data variables should be read or modified 
through BIOS calls whenever possible, and not with direct 
access to the variable. 

A program that requires timing information should use either the 
time-of-day clock or the timing channels of the timer/counter. 
The input frequency to the timer will be maintained at 1.19 MHz, 
providing a constant time reference. Program loops should be 
avoided. 

Programs that use copy protection schemes should use the ROM 
BIOS diskette calls to read and verify the diskette and should not 
be timer dependent. Any method can be used to create the 
diskette, although manufacturing capability should be considered. 
The verifying program can look at the diskette controller's status 
bytes in the ROM BIOS data area for additional information 
about embedded errors. More information about copy protection 
may be found on page 8-5 under "Copy Protection". 

Any DOS program must be relocatable and insensitive to the size 
of DOS or its own load addresses. A program's memory 
requirement should be identified and contiguous with the load 
module. A program should not assume that all of memory is 
available to it. 
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There are several 80286 instructions that, when executed, lock 
out external bus signals. DMA requests are not honored during 
the execution of these instructions. Consecutive instructions of 
this type prevent DMA activity from the start of the first 
instruction to the end of the last instruction. To allow for 
necessary DMA cycles, as required by the diskette controller in a 
multitasking system, multiple lock-out instructions must be 
separated by JMP SHORT $+2. 

Multitasking Provisions 

The IBM Personal Computer XT Model 286 BIOS contains a 
feature to assist multitasking implementation. "Hooks 11 are 
provided for a multitasking dispatcher. Whenever a busy (wait) 
loop occurs in the BIOS, a hook is provided for the program to 
break out of the loop. Also, whenever BIOS services an interrupt, 
a corresponding wait loop is exited, and another hook is provided. 
Thus a program may be written that employs the bulk of the 
device driver code. The following is valid only in the 
microprocessor's real address mode and must be taken by the 
code to allow this support. 

The program is responsible for the serialization of access to 
the device driver. The BIOS code is not reentrant. 

The program is responsible for matching corresponding wait 
and post calls. 



Interfaces 

There are four interfaces to be used by the multitasking 
dispatcher: 
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Startup 

First, the startup code hooks interrupt hex 15. The dispatcher is 
responsible to check for function codes of AH= hex 90 or 91. 
The "Wait" and "Post" sections describe these codes. The 
dispatcher must pass all other functions to the previous user of 
interrupt hex 15. This can be done by a JMP or a CALL. If the 
function code is hex 90 or 91, the dispatcher should do the 
appropriate processing and return by the IRET instruction. 



Serialization 

It is up to the multitasking system to ensure that the device driver 
code is used serially. Multiple entries into the code can result in 
serious errors. 



Wait (Busy) 

Whenever the BIOS is about to enter a busy loop, it first issues an 
interrupt hex 15 with a function code of hex 90 in AH. This 
signals a wait condition. At this point, the dispatcher should save 
the task status and dispatch another task. This allows overlapped 
execution of tasks when the hardware is busy. The following is an 
outline of the code that has been added to the BIOS to perform 
this function. 



MOV AX, 90XXH 

INT 15H 

JC TIMEOUT 



NORMAL TIMEOUT LOGIC 



wait code in AH and 

type code in AL 

issue call 

optional: for time-out or 

if carry is set, time-out 

occurred 

normal time-out 
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Post (Interrupt) 

Whenever the BIOS has set an interrupt flag for a corresponding 
busy loop, an interrupt 15 occurs with a function code of hex 91 
in AH. This signals a post condition. At this point, the 
dispatcher should set the task status to "ready to run" and return 
to the interrupt routine. The following is an outline of the code 
added to BIOS that performs this function. 



MOV AX, 91XXH ; post code AH and 

; type code AL 
INT 15H ; issue call 



Classes 

The following types of wait loops are supported: 

• The class for hex to 7F is serially reusable. This means that 
for the devices that use these codes, access to the BIOS must 
be restricted to only one task at a time. 

• The class for hex 80 to BF is reentrant. There is no 
restriction on the number of tasks that may access the device. 

• The class for hex CO to FF is non-interrupt. There is no 
corresponding interrupt for the wait loop. Therefore, it is the 
responsibility of the dispatcher to determine what satisfies this 
condition to exit the loop. 

Function Code Classes 

Type Code (AL) Description 

00H->7FH Serially reusable devices; operating system 

must serialize access 

80H->0BFH Reentrant devices; ES:BX is used to 

distinguish different calls (multiple I/O calls 
are allowed simultaneously) 
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OCOH->OFH Wait only calls; there is no complementary 

POST for these waits— these are time-out 
only. Times are function-number 
dependent. 



Function Code Assignments 

The following are specific assignments for the IBM Personal 
Computer XT Model 286 BIOS. Times are approximate. They 
are grouped according to the classes described under "Function 
Code Classes". 



Type Code (AL) Time-out 



Description 



00H 
01H 
02H 
OFDH 



OFEH 



yes (6 second) fixed disk 

yes (2 second) diskette 

no (2 second) keyboard 

yes (1 second- write) diskette motor start 

(625 ms-read) 

yes (18 second) printer 



The asynchronous support has been omitted. The Serial/Parallel 
Adapter will generate interrupts, but BIOS does not support it in 
the interrupt mode. Therefore, the support should be included in 
the multitasking system code if that device is to be supported. 



Time-Outs 

To support time-outs properly, the multitasking dispatcher must 
be aware of time. If a device enters a busy loop, it generally 
should remain there for a specific amount of time before 
indicating an error. The dispatcher should return to the BIOS 
wait loop with the carry bit set if a time-out occurs. 
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Machine-Sensitive Code 

Programs may select machine specific features, but they must test 
for specific machine type. Location of the specific machine 
identification codes can be found through interrupt 15 function 
code AH (See Configuration Parameters' in BIOS Listing). The 
code is two bytes. The first byte shows the machine type and the 
second byte shows the series type. They are as follows: 



First 


Second 






Byte 


Byte 


Machine Identification 




FF 


00 


IBM Personal Computer 




FE 


00 


IBM Personal Computer XT 




FE 


00 


IBM Portable Personal Computer 




FD 


00 


IBM PCjr 




FC 


00 


IBM Personal Computer AT 




FC 


02 


IBM Personal Computer XT Model 286 




FB 


00 


IBM Personal Computer XT with 256/640 


system board 



Machine Identification Code 

IBM will define methods for uniquely determining the specific 
machine type or I/O feature for any new device. 



Compatibility 849 



Notes: 
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Glossary 



This glossary includes terms and definitions from the IBM 
Vocabulary for Data Processing, Telecommunications, and Office 
Systems, GC20-1699. 



/x. Prefix micro; 0.000 001. 

/xs. Microsecond; 0.000 001 second. 

A. Ampere. 

ac. Alternating current. 

accumulator. A register in which the result of an operation is 
formed. 

active high. Designates a signal that has to go high to produce an 
effect. Synonymous with positive true. 

active low. Designates a signal that has to go low to produce an 
effect. Synonymous with negative true. 

adapter. An auxiliary device or unit used to extend the operation 
of another system. 

address bus. One or more conductors used to carry the 
binary-coded address from the processor throughout the rest of 
the system. 

algorithm. A finite set of well-defined rules for the solution of a 
problem in a finite number of steps. 

all points addressable (APA). A mode in which all points of a 
displayable image can be controlled by the user. 

alphameric. Synonym for alphanumeric. 
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alphanumeric (A/N). Pertaining to a character set that contains 
letters, digits, and usually other characters, such as punctuation 
marks. Synonymous with alphameric. 

alternating current (a<d). A current that periodically reverses its 
direction of flow. 

American National Standard Code for Information Interchange 
(ASCII). The standard code, using a coded character set 
consisting of 7-bit coded characters (8 bits including parity 
check), used for information exchange between data processing 
systems, data communication systems, and associated equipment. 
The ASCII set consists of control characters and graphic 
characters. 

ampere (A). The basic unit of electric current. 

A/N. Alphanumeric 

analog. (1) Pertaining to data in the form of continuously 
variable physical quantities. (2) Contrast with digital. 

AND, A logic operator having the property that if P is a 
statement, Q is a statement, R is a statement,..., then the AND of 
P, Q, R,...is true if all statements are true, false if any statement is 
false. 

AND gate. A logic gate in which the output is 1 only if all inputs 
are 1. 

AND operation. The boolean operation whose result has the 
boolean value 1, if and only if, each operand has the boolean 
value 1. Synonymous with conjunction. 

APA. All points addressable. 

ASCII. American National Standard Code for Information 
Interchange. 

assemble. To translate a program expressed in an assembler 
language into a computer language. 

assembler. A computer program used to assemble. 



X-2 Glossary 



assembler language. A computer-oriented language whose 
instructions are usually in one-to-one correspondence with 
computer instructions. 

asynchronous transmission. (1) Transmission in which the time 
of occurrence of the start of each character, or block of 
characters, is arbitrary; once started, the time of occurrence of 
each signal representing a bit within a character, or block, has the 
same relationship to significant instants of a fixed time frame. 
(2) Transmission in which each information character is 
individually transmitted (usually timed by the use of start 
elements and stop elements). 

audio frequencies. Frequencies that can be heard by the human 
ear (approximately 15 hertz to 20,000 hertz). 

auxiliary storage. (1) A storage device that is not main storage. 
(2) Data storage other than main storage; for example, storage 
on magnetic disk. (3) Contrast with main storage. 

BASIC. Beginner's all-purpose symbolic instruction code. 

basic input/output system (BIOS). The feature of the IBM 
Personal Computer that provides the level control of the major 
I/O devices, and relieves the programmer from concern about 
hardware device characteristics. 

baud. (1) A unit of signaling speed equal to the number of 
discrete conditions or signal events per second. For example, one 
baud equals one bit per second in a train of binary signals, 
one-half dot cycle per second in Morse code, and one 3-bit value 
per second in a train of signals each of which can assume one of 
eight different states. (2) In asynchronous transmission, the unit 
of modulation rate corresponding to one unit of interval per 
second; that is, if the duration of the unit interval is 20 
milliseconds, the modulation rate is 50 baud. 

BCC. Block-check character. 

beginner's all-purpose symbolic instruction code (BASIC). A 

programming language with a small repertoire of commands and a 
simple syntax, primarily designed for numeric applications. 
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binary. (1) Pertaining to a selection, choice, or condition that 
has two possible values or states. (2) Pertaining to a fixed radix 
numeration system having a radix of 2. 

binary digit. (1) In binary notation, either of the characters or 
1. (2) Synonymous with bit. 

binary notation. Any notation that uses two different characters, 
usually the binary digits and 1. 

binary synchronous communications (BSC). A uniform procedure, 
using a standardized set of control characters and control 
character sequences for synchronous transmission of 
binary-coded data between stations. 

BIOS. Basic input/output system. 

bit. Synonym for binary digit 

bits per second (bps). A unit of measurement representing the 
number of discrete binary digits transmitted by a device in one 
second. 

block. (1) A string of records, a string of words, or a character 
string formed for technical or logic reasons to be treated as an 
entity. (2) A set of things, such as words, characters, or digits, 
treated as a unit. 

block-check character (BCC). In cyclic redundancy checking, a 
character that is transmitted by the sender after each message 
block and is compared with a block-check character computed by 
the receiver to determine if the transmission was successful. 

boolean operation. (1) Any operation in which each of the 
operands and the result take one of two values. (2) An operation 
that follows the rules of boolean algebra. 

bootstrap. A technique or device designed to bring itself into a 
desired state by means of its own action; for example, a machine 
routine whose first few instructions are sufficient to bring the rest 
of itself into the computer from an input device. 

bps. Bits per second. 
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BSC. Binary synchronous communications. 

buffer. (1) An area of storage that is temporarily reserved for 
use in performing an input/output operation, into which data is 
read or from which data is written. Synonymous with I/O area. 
(2) A portion of storage for temporarily holding input or output 
data. 

bus. One or more conductors used for transmitting signals or 
power. 

byte. (1) A sequence of eight adjacent binary digits that are 
operated upon as a unit. (2) A binary character operated upon 
as a unit. (3) The representation of a character. 

C. Celsius. 

capacitor. An electronic circuit component that stores an electric 
charge. 

Cartesian coordinates. A system of coordinates for locating a 
point on a plane by its distance from each of two intersecting 
lines, or in space by its distance from each of three mutually 
perpendicular planes. 

CAS. Column address strobe. 

cathode ray tube (CRT). A vacuum tube in which a stream of 
electrons is projected onto a fluorescent screen producing a 
luminous spot. The location of the spot can be controlled. 

cathode ray tube display (CRT display). (1) A CRT used for 
displaying data. For example, the electron beam can be controlled 
to form alphanumeric data by use of a dot matrix. 
(2) Synonymous with monitor. 

CCITT. International Telegraph and Telephone Consultative 
Committee. 

Celsius (C). A temperature scale. Contrast with Fahrenheit (F). 

central processing unit (CPU). Term for processing unit. 
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channel. A path along which signals can be sent; for example, 
data channel, output channel. 

character generator. (1) In computer graphics, a functional unit 
that converts the coded representation of a graphic character into 
the shape of the character for display. (2) In word processing, 
the means within equipment for generating visual characters or 
symbols from coded data. 

character set. (1) A finite set of different characters upon which 
agreement has been reached and that is considered complete for 
some purpose. (2) A set of unique representations called 
characters. (3) A defined collection of characters. 

characters per second (cps). A standard unit of measurement for 
the speed at which a printer prints. 

check key. A group of characters, derived from and appended to 
a data item, that can be used to detect errors in the data item 
during processing. 

clipping. In computer graphics, removing parts of a display image 
that lie outside a window. 

closed circuit. A continuous unbroken circuit; that is, one in 
which current can flow. Contrast with open circuit. 

CMOS. Complementary metal oxide semiconductor. 

code. (1) A set of unambiguous rules specifying the manner in 
which data may be represented in a discrete form. Synonymous 
with coding scheme. (2) A set of items, such as abbreviations, 
representing the members of another set. (3) To represent data 
or a computer program in a symbolic form that can be accepted 
by a data processor. (4) Loosely, one or more computer 
programs, or part of a computer program. 

coding scheme. Synonym for code. 

collector. An element in a transistor toward which current flows. 

color cone. An arrangement of the visible colors on the surface 
of a double-ended cone where lightness varies along the axis of 
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the cone, and hue varies around the circumference. Lightness 
includes both the intensity and saturation of color. 

column address strobe (CAS), A signal that latches the column 
addresses in a memory chip. 

compile. (1) To translate a computer program expressed in a 
problem-oriented language into a computer-oriented language. 
(2) To prepare a machine-language program from a computer 
program written in another programming language by making use 
of the overall logic structure of the program, or generating more 
than one computer instruction for each symbolic statement, or 
both, as well as performing the function of an assembler. 

complement. A number that can be derived from a specified 
number by subtracting it from a second specified number. 

complementary metal oxide semiconductor (CMOS). A logic 
circuit family that uses very little power. It works with a wide 
range of power supply voltages. 

computer. A functional unit that can perform substantial 
computation, including numerous arithmetic operations or logic 
operations, without human intervention during a run. 

computer instruction code. A code used to represent the 
instructions in an instruction set. Synonymous with machine 
code. 

computer program. A sequence of instructions suitable for 
processing by a computer. 

computer word. A word stored in one computer location and 
capable of being treated as a unit. 

configuration. (1) The arrangement of a computer system or 
network as defined by the nature, number, and the chief 
characteristics of its functional units. More specifically, the term 
configuration may refer to a hardware configuration or a software 
configuration. (2) The devices and programs that make up a 
system, subsystem, or network. 

conjunction. Synonym for AND operation. 
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contiguous. Touching or joining at the edge or boundary; 
adjacent. 

control character. A character whose occurrence in a particular 
context initiates, modifies, or stops a control operation. 

control operation. An action that affects the recording, 
processing, transmission, or interpretation of data; for example, 
starting or stopping a process, carriage return, font change, 
rewind, and end of transmission. 

control storage. A portion of storage that contains microcode. 

coordinate space. In computer graphics, a system of Cartesian 
coordinates in which an object is defined. 

cps. Characters per second. 

CPU. Central processing unit. 

CRC. Cyclic redundancy check. 

CRT. Cathode ray tube, 

CRT display. Cathode ray tube display. 

CTS. Clear to send. Associated with modem control. 

cursor. (1) In computer graphics, a movable marker that is used 
to indicate position on a display. (2) A displayed symbol that 
acts as a marker to help the user locate a point in text, in a system 
command, or in storage. (3) A movable spot of light on the 
screen of a display device, usually indicating where the next 
character is to be entered, replaced, or deleted. 

cyclic redundancy check (CRC). (1) A redundancy check in 
which the check key is generated by a cyclic algorithm. (2) A 
system of error checking performed at both the sending and 
receiving station after a block-check character has been 
accumulated. 

cylinder. (1) The set of all tracks with the same nominal 
distance from the axis about which the disk rotates. (2) The 
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tracks of a disk storage device that can be accessed without 
repositioning the access mechanism. 

daisy-chained cable. A type of cable that has two or more 
connectors attached in series. 

data. (1) A representation of facts, concepts, or instructions in a 
formalized manner suitable for communication, interpretation, or 
processing by human or automatic means. (2) Any 
representations, such as characters or analog quantities, to which 
meaning is, or might be assigned. 

data base. A collection of data that can be immediately accessed 
and operated upon by a data processing system for a specific 
purpose. 

data processing system. A system that performs input, processing, 
storage, output, and control functions to accomplish a sequence 
of operations on data. 

data transmission. Synonym for transmission. 

dB. Decibel. 

dBa. Adjusted decibels. 

dc. Direct current. 

debounce. (1) An electronic means of overcoming the 
make/break bounce of switches to obtain one smooth change of 
signal level. (2) The elimination of undesired signal variations 
caused by mechanically generated signals from contacts. 

decibel. (1) A unit that expresses the ratio of two power levels 
on a logarithmic scale. (2) A unit for measuring relative power. 

decoupling capacitor. A capacitor that provides a low impedance 
path to ground to prevent common coupling between circuits. 

Deutsche Industrie Norm (DIN). (1) German Industrial Norm. 
(2) The committee that sets German dimension standards. 

digit. (1) A graphic character that represents an integer; for 
example, one of the characters to 9. (2) A symbol that 
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represents one of the non-negative integers smaller than the radix. 
For example, in decimal notation, a digit is one of the characters 
to 9. 

digital. (1) Pertaining to data in the form of digits. 
(2) Contrast with analog. 

DIN. Deutsche Industrie Norm. 

DIN connector. One of the connectors specified by the DIN 
committee. 

DIP. Dual in-line package. 

DIP switch. One of a set of small switches mounted in a dual 
in-line package. 

direct current (dc). A current that always flows in one direction. 

direct memory access (DMA). A method of transferring data 
between main storage and I/O devices that does not require 
processor intervention. 

disable. To stop the operation of a circuit or device. 

disabled. Pertaining to a state of a processing unit that prevents 
the occurrence of certain types of interruptions. Synonymous with 
masked. 

disk. Loosely, a magnetic disk. 

diskette. A thin, flexible magnetic disk and a semirigid protective 
jacket, in which the disk is permanently enclosed. Synonymous 
with flexible disk. 

diskette drive. A device for storing data on and retrieving data 
from a diskette. 

display. (1) A visual presentation of data. (2) A device for 
visual presentation of information on any temporary character 
imaging device. (3) To present data visually. (4) See cathode 
ray tube display. 
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display attribute. In computer graphics, a particular property that 
is assigned to all or part of a display; for example, low intensity, 
green color, blinking status. 

display element. In computer graphics, a basic graphic element 
that can be used to construct a display image; for example, a dot, 
a line segment, a character. 

display group. In computer graphics, a collection of display 
elements that can be manipulated as a unit and that can be further 
combined to form larger groups. 

display image. In computer graphics, a collection of display 
elements or display groups that are represented together at any 
one time in a display space. 

display space. In computer graphics, that portion of a display 
surface available for a display image. The display space may be 
all or part of a display surface. 

display surface. In computer graphics, that medium on which 
display images may appear; for example, the entire screen of a 
cathode ray tube. 

DMA. Direct memory access. 

dot matrix. (1) In computer graphics, a two-dimensional pattern 
of dots used for constructing a display image. This type of matrix 
can be used to represent characters by dots. (2) In word 
processing, a pattern of dots used to form characters. This term 
normally refers to a small section of a set of addressable points; 
for example, a representation of characters by dots. 

dot printer. Synonym for matrix printer. 

dot-matrix character generator. In computer graphics, a character 
generator that generates character images composed of dots. 

drawing primitive. A group of commands that draw defined 
geometric shapes. 

DSR. Data set ready. Associated with modem control. 
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DTR. In the IBM Personal Computer, data terminal ready. 
Associated with modem control. 

dual in-line package (DIP). A widely used container for an 
integrated circuit. DIPs have pins in two parallel rows. The pins 
are spaced 1/10 inch apart. See also DIP switch. 

duplex. (1) In data communication, pertaining to a simultaneous 
two-way independent transmission in both directions. 
(2) Contrast with half-duplex. 

duty cycle. In the operation of a device, the ratio of on time to 
idle time. Duty cycle is expressed as a decimal or percentage. 

dynamic memory. RAM using transistors and capacitors as the 
memory elements. This memory requires a refresh (recharge) 
cycle every few milliseconds. Contrast with static memory. 

EBCDIC. Extended binary-coded decimal interchange code. 

ECC. Error checking and correction. 

edge connector. A terminal block with a number of contacts 
attached to the edge of a printed-circuit board to facilitate 
plugging into a foundation circuit. 

EIA. Electronic Industries Association. 

electromagnet. Any device that exhibits magnetism only while an 
electric current flows through it. 

enable. To initiate the operation of a circuit or device. 

end of block (EOB). A code that marks the end of a block of 
data. 

end of file (EOF). An internal label, immediately following the 
last record of a file, signaling the end of that file. It may include 
control totals for comparison with counts accumulated during 
processing. 

end-of-text (ETX). A transmission control character used to 
terminate text. 
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end-of -transmission (EOT). A transmission control character 
used to indicate the conclusion of a transmission, which may have 
included one or more texts and any associated message headings. 

end-of -transmission-block (ETB). A transmission control 
character used to indicate the end of a transmission block of data 
when data is divided into such blocks for transmission purposes. 

EOB. End of block. 

EOF. End of file. 

EOT. End-of -transmission. 

EPROM. Erasable programmable read-only memory. 

erasable programmable read-only memory (EPROM). A PROM 

in which the user can erase old information and enter new 
information. 

error checking and correction (ECC). The detection and 
correction of all single-bit errors, plus the detection of double-bit 
and some multiple-bit errors. 

ESC. The escape character. 

escape character (ESC). A code extension character used, in 
some cases, with one or more succeeding characters to indicate by 
some convention or agreement that the coded representations 
following the character or the group of characters are to be 
interpreted according to a different code or according to a 
different coded character set. 

ETB. End-of -transmission-block. 

ETX. End-of-text. 

extended binary-coded decimal interchange code (EBCDIC). A 

set of 256 characters, each represented by eight bits. 

F. Fahrenheit. 

Fahrenheit (F). A temperature scale. Contrast with Celsius (C). 
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falling edge. Synonym for negative-going edge. 

FCC. Federal Communications Commission. 

fetch. To locate and load a quantity of data from storage. 

FF. The form feed character. 

field. (1) In a record, a specified area used for a particular 
category of data. (2) In a data base, the smallest unit of data 
that can be referred to. 

field-programmable logic sequencer (FPLS). An integrated circuit 
containing a programmable, read-only memory that responds to 
external inputs and feedback of its own outputs. 

FIFO (first-in-first out). A queuing technique in which the next 
item to be retrieved is the item that has been in the queue for the 
longest time. 

fixed disk drive. In the IBM Personal Computer, a unit consisting 
of nonremovable magnetic disks, and a device for storing data on 
and retrieving data from the disks. 

flag. (1) Any of various types of indicators used for 
identification. (2) A character that signals the occurrence of 
some condition, such as the end of a word. (3) Deprecated term 
for mark. 

flexible disk. Synonym for diskette. 

flip-flop. A circuit or device containing active elements, capable 
of assuming either one of two stable states at a given time. 

font. A family or assortment of characters of a given size and 
style; for example, 10 point Press Roman medium. 

foreground. (1) In multiprogramming, the environment in which 
high-priority programs are executed. (2) On a color display 
screen, the characters as opposed to the background. 

form feed. (1) Paper movement used to bring an assigned part 
of a form to the printing position. (2) In word processing, a 
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function that advances the typing position to the same character 
position on a predetermined line of the next form or page. 

form feed character. A control character that causes the print or 
display position to move to the next predetermined first line on 
the next form, the next page, or the equivalent. 

format. The arrangement or layout of data on a data medium. 

FPLS. Field-programmable logic sequencer. 

frame. (1) In SDLC, the vehicle for every command, every 
response, and all information that is transmitted using SDLC 
procedures. Each frame begins and ends with a flag. (2) In data 
transmission, the sequence of contiguous bits bracketed by and 
including beginning and ending flag sequences. 

g. Gram. 

G. (1) Prefix giga; 1,000,000,000. (2) When referring to 
computer storage capacity, 1,073,741,824. (1,073,741,824 = 2 to 
the 30th power.) 

gate. (1) A combinational logic circuit having one output 
channel and one or more input channels, such that the output 
channel state is completely determined by the input channel 
states. (2) A signal that enables the passage of other signals 
through a circuit. 

Gb. 1,073,741,824 bytes. 

general-purpose register. A register, usually explicitly addressable 
within a set of registers, that can be used for different purposes; 
for example, as an accumulator, as an index register, or as a 
special handler of data. 

giga(G). Prefix 1,000,000,000. 

gram (g). A unit of weight (equivalent to 0.035 ounces). 

graphic. A symbol produced by a process such as handwriting, 
drawing, or printing. 
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graphic character. A character, other than a control character, 
that is normally represented by a graphic. 

half-duplex. (1) In data communication, pertaining to an 
alternate, one way at a time, independent transmission. 
(2) Contrast with duplex. 

hardware. (1) Physical equipment used in data processing, as 
opposed to programs, procedures, rules, and associated 
documentation. (2) Contrast with software. 

head. A device that reads, writes, or erases data on a storage 
medium; for example, a small electromagnet used to read, write, 
or erase data on a magnetic disk. 

hertz (Hz). A unit of frequency equal to one cycle per second. 

hex. Common abbreviation for hexadecimal. Also, hexadecimal 
can be noted as X f '. 

hexadecimal. (1) Pertaining to a selection, choice, or condition 
that has 16 possible different values or states. These values or 
states are usually symbolized by the ten digits through 9 and the 
six letters A through F. (2) Pertaining to a fixed radix 
numeration system having a radix of 16. 

high impedance state. A state in which the output of a device is 
effectively isolated from the circuit. 

highlighting. In computer graphics, emphasizing a given display 
group by changing its attributes relative to other display groups in 
the same display field. 

high-order position. The leftmost position in a string of 
characters. See also most-significant digit. 

hither plane. In computer graphics, a plane that is perpendicular 
to the line joining the viewing reference point and the view point 
and that lies between these two points. Any part of an object 
between the hither plane and the view point is not seen. See also 
yon plane. 
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housekeeping. Operations or routines that do not contribute 
directly to the solution of the problem but do contribute directly 
to the operation of the computer. 

Hz. Hertz 

image. A fully processed unit of operational data that is ready to 
be transmitted to a remote unit; when loaded into control storage 
in the remote unit, the image determines the operations of the 
unit. 

immediate instruction. An instruction that contains within itself 
an operand for the operation specified, rather than an address of 
the operand. 

index register. A register whose contents may be used to modify 
an operand address during the execution of computer instructions. 

indicator. (1) A device that may be set into a prescribed state, 
usually according to the result of a previous process or on the 
occurrence of a specified condition in the equipment, and that 
usually gives a visual or other indication of the existence of the 
prescribed state, and that may in some cases be used to determine 
the selection among alternative processes; for example, an 
overflow indicator. (2) An item of data that may be interrogated 
to determine whether a particular condition has been satisfied in 
the execution of a computer program; for example, a switch 
indicator, an overflow indicator. 

inhibited. (1) Pertaining to a state of a processing unit in which 
certain types of interruptions are not allowed to occur. 
(2) Pertaining to the state in which a transmission control unit or 
an audio response unit cannot accept incoming calls on a line. 

initialize. To set counters, switches, addresses, or contents of 
storage to or other starting values at the beginning of, or at 
prescribed points in, the operation of a computer routine. 

input/output (I/O). (1) Pertaining to a device or to a channel 
that may be involved in an input process, and, at a different time, 
in an output process. In the English language, "input/output" 
may be used in place of such terms as "input/output data," 
"input/output signal," and "input/output terminals," when such 
usage is clear in a given context. (2) Pertaining to a device 
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whose parts can be performing an input process and an output 
process at the same time. (3) Pertaining to either input or 
output, or both. 

instruction. In a programming language, a meaningful expression 
that specifies one operation and identifies its operands, if any. 

instruction set. The set of instructions of a computer, of a 
programming language, or of the programming languages in a 
programming system. 

intensity. In computer graphics, the amount of light emitted at a 
display point 

interface. A device that alters or converts actual electrical signals 
between distinct devices, programs, or systems. 

interleave. To arrange parts of one sequence of things or events 
so that they alternate with parts of one or more other sequences 
of the same nature and so that each sequence retains its identity. 

interrupt. (1) A suspension of a process, such as the execution 
of a computer program, caused by an event external to that 
process, and performed in such a way that the process can be 
resumed. (2) In a data transmission, to take an action at a 
receiving station that causes the transmitting station to terminate 
a transmission. (3) Synonymous with interruption. 

I/O. Input/output. 

I/O area. Synonym for buffer. 

irrecoverable error. An error that makes recovery impossible 
without the use of recovery techniques external to the computer 
program or run. 

joystick. In computer graphics, a lever that can pivot in all 
directions and that is used as a locator device. 

k. Prefix kilo; 1000. 

K. When referring to storage capacity, 1024. (1024 = 2 to the 
10th power.) 
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KB. 1024 bytes. 

key lock. A device that deactivates the keyboard and locks the 
cover on for security. 

kg. Kilogram; 1000 grams. 

kHz. Kilohertz; 1000 hertz. 

kilo(k). Prefix 1000 

kilogram (kg). 1000 grams. 

kilohertz (kHz). 1000 hertz 

latch. (1) A simple logic-circuit storage element. (2) A 
feedback loop in sequential digital circuits used to maintain a 
state. 

least-significant digit. The rightmost digit. See also low-order 
position. 

LED. Light-emitting diode. 

light-emitting diode (LED). A semiconductor device that gives 
off visible or infrared light when activated. 

load. In programming, to enter data into storage or working 
registers. 

look-up table (LUT). (1) A technique for mapping one set of 
values into a larger set of values. (2) In computer graphics, a 
table that assigns a color value (red, green, blue intensities) to a 
color index. 

low power Schottky TTL. A version (LS series) of TTL giving a 
good compromise between low power and high speed. See also 
transistor-transistor logic and Schottky TTL. 

low-order position. The rightmost position in a string of 
characters. See also least-significant digit. 

luminance. The luminous intensity per unit projected area of a 
given surface viewed from a given direction. 
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LUT. Look-up table. 

m. (1) Prefix milli; 0.001. (2) Meter. 

M. (1) Prefix mega; 1,000,000. (2) When referring to 
computer storage capacity, 1,048,576. (1,048,576 = 2 to the 
20th power.) 

mA. Milliampere; 0.001 ampere. 

machine code. The machine language used for entering text and 
program instructions onto the recording medium or into storage 
and which is subsequently used for processing and printout. 

machine language. (1) A language that is used directly by a 
machine. (2) Deprecated term for computer instruction code. 

magnetic disk. (1) A flat circular plate with a magnetizable 
surface layer on which data can be stored by magnetic recording. 
(2) See also diskette. 

main storage. (1) Program-addressable storage from which 
instructions and other data can be loaded directly into registers 
for subsequent execution or processing. (2) Contrast with 
auxiliary storage. 

mark. A symbol or symbols that indicate the beginning or the 
end of a field, of a word, of an item of data, or of a set of data 
such as a file, a record, or a block. 

mask. (1) A pattern of characters that is used to control the 
retention or elimination of portions of another pattern of 
characters. (2) To use a pattern of characters to control the 
retention or elimination of portions of another pattern of 
characters. 

masked. Synonym for disabled. 

matrix. (1) A rectangular array of elements, arranged in rows 
and columns, that may be manipulated according to the rules of 
matrix algebra. (2) In computers, a logic network in the form of 
an array of input leads and output leads with logic elements 
connected at some of their intersections. 
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matrix printer. A printer in which each character is represented 
by a pattern of dots; for example, a stylus printer, a wire printer. 
Synonymous with dot printer. 

MB. 1,048,576 bytes. 

mega (M). Prefix 1,000,000. 

megahertz (MHz). 1 ,000,000 hertz. 

memory. Term for main storage. 

meter (m). A unit of length (equivalent to 39.37 inches). 

MFM. Modified frequency modulation. 

MHz. Megahertz; 1,000,000 hertz. 

micro (/x). Prefix 0.000,001. 

microcode. (1) One or more microinstructions. (2) A code, 
representing the instructions of an instruction set, implemented in 
a part of storage that is not program-addressable. 

microinstruction. (1) An instruction of microcode. (2) A basic 
or elementary machine instruction. 

microprocessor. An integrated circuit that accepts coded 
instructions for execution; the instructions may be entered, 
integrated, or stored internally. 

microsecond (/as). 0.000,001 second. 

milli(m). Prefix 0.001. 

milliampere (mA). 0.001 ampere. 

millisecond (ms). 0.001 second. 

mnemonic. A symbol chosen to assist the human memory; for 
example, an abbreviation such as ,f mpy" for "multiply." 
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mode. (1) A method of operation; for example, the binary 
mode, the interpretive mode, the alphanumeric mode. (2) The 
most frequent value in the statistical sense. 

modeling transformation. Operations on the coordinates of an 
object (usually matrix multiplications) that cause the object to be 
rotated about any axis, translated (moved without rotating), 
and/or scaled (changed in size along any or all dimensions). See 
also viewing transformation. 

modem (modulator-demodulator). A device that converts serial 
(bit by bit) digital signals from a business machine (or data 
communication equipment) to analog signals that are suitable for 
transmission in a telephone network. The inverse function is also 
performed by the modem on reception of analog signals. 

modified frequency modulation (MFM ). The process of varying 
the amplitude and frequency of the 'write' signal. MFM pertains 
to the number of bytes of storage that can be stored on the 
recording media. The number of bytes is twice the number 
contained in the same unit area of recording media at single 
density. 

modulation. The process by which some characteristic of one 
wave (usually high frequency) is varied in accordance with 
another wave or signal (usually low frequency). This technique is 
used in modems to make business-machine signals compatible 
with communication facilities. 

modulation rate. The reciprocal of the measure of the shortest 
nominal time interval between successive significant instants of 
the modulated signal. If this measure is expressed in seconds, the 
modulation rate is expressed in baud. 

module. (1) A program unit that is discrete and identifiable with 
respect to compiling, combining with other units, and loading. 
(2) A packaged functional hardware unit designed for use with 
other components. 

modulo check. A calculation performed on values entered into a 
system. This calculation is designed to detect errors. 

modulo-N check. A check in which an operand is divided by a 
number N (the modulus) to generate a remainder (check digit) 
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that is retained with the operand. For example, in a modulo-7 
check, the remainder will be 0, 1, 2, 3, 4, 5, or 6. The operand is 
later checked by again dividing it by the modulus; if the 
remainder is not equal to the check digit, an error is indicated. 

modulus. In a modulo-N check, the number by which the 
operand is divided. 

monitor. Synonym for cathode ray tube display (CRT display). 

most-significant digit. The leftmost (non-zero) digit. See also 
high-order position. 

ms. Millisecond; 0.001 second. 

multiplexer. A device capable of interleaving the events of two or 
more activities, or capable of distributing the events of an 
interleaved sequence to the respective activities. 

multiprogramming. (1) Pertaining to the concurrent execution of 
two or more computer programs by a computer. (2) A mode of 
operation that provides for the interleaved execution of two or 
more computer programs by a single processor. 

n. Prefix nano; 0.000,000,001. 

NAND. A logic operator having the property that if P is a 
statement, Q is a statement, R is a statement,..., then the NAND 
of P, Q ,R,... is true if at least one statement is false, false if all 
statements are true. 

NAND gate. A gate in which the output is only if all inputs 
are 1. 

nano(n). Prefix 0.000,000,001. 

nanosecond (ns). 0.000,000,001 second. 

negative true. Synonym for active low. 

negative-going edge. The edge of a pulse or signal changing in a 
negative direction. Synonymous with falling edge. 
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non-return-to-zero change-on-ones recording (NRZI). A 

transmission encoding method in which the data terminal 
equipment changes the signal to the opposite state to send a 
binary 1 and leaves it in the same state to send a binary 0. 

non-return-to-zero (inverted) recording (NRZI). Deprecated term 
for non-return-to-zero change-on-ones recording. 

NOR. A logic operator having the property that if P is a 
statement, Q is a statement, R is a statement,..., then the NOR of 
P, Q, R,... is true if all statements are false, false if at least one 
statement is true. 

NOR gate. A gate in which the output is only if at least one 
input is 1. 

NOT. A logical operator having the property that if P is a 
statement, then the NOT of P is true if P is false, false if P is true. 

NRZI. Non-return-to-zero change-on-ones recording. 

ns. Nanosecond; 0.000,000,001 second. 

NUL. The null character. 

null character (NUL). A control character that is used to 
accomplish media-fill or time-fill, and that may be inserted into or 
removed from, a sequence of characters without affecting the 
meaning of the sequence; however, the control of the equipment 
or the format may be affected by this character. 

odd-even check. Synonym for parity check. 

offline. Pertaining to the operation of a functional unit without 
the continual control of a computer. 

one-shot. A circuit that delivers one output pulse of desired 
duration for each input (trigger) pulse. 

open circuit. (1) A discontinuous circuit; that is, one that is 
broken at one or more points and, consequently, cannot conduct 
current. Contrast with closed circuit. (2) Pertaining to a no-load 
condition; for example, the open-circuit voltage of a power 
supply. 
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open collector. A switching transistor without an internal 
connection between its collector and the voltage supply. A 
connection from the collector to the voltage supply is made 
through an external (pull-up) resistor. 

operand. (1) An entity to which an operation is applied. 

(2) That which is operated upon. An operand is usually identified 

by an address part of an instruction. 

operating system. Software that controls the execution of 
programs; an operating system may provide services such as 
resource allocation, scheduling, input/output control, and data 
management. 

OR. A logic operator having the property that if P is a 
statement, Q is a statement, R is a statement,..., then the OR of P, 
Q, R,...is true if at least one statement is true, false if all 
statements are false. 

OR gate. A gate in which the output is 1 only if at least one 
input is 1. 

output. Pertaining to a device, process, or channel involved in an 
output process, or to the data or states involved in an output 
process. 

output process. (1) The process that consists of the delivery of 
data from a data processing system, or from any part of it. 
(2) The return of information from a data processing system to 
an end user, including the translation of data from a machine 
language to a language that the end user can understand. 

overcurrent. A current of higher than specified strength. 

overflow indicator. (1) An indicator that signifies when the last 
line on a page has been printed or passed. (2) An indicator that 
is set on if the result of an arithmetic operation exceeds the 
capacity of the accumulator. 

overrun. Loss of data because a receiving device is unable to 
accept data at the rate it is transmitted. 

overvoltage. A voltage of higher than specified value. 
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parallel. (1) Pertaining to the concurrent or simultaneous 
operation of two or more devices, or to the concurrent 
performance of two or more activities. (2) Pertaining to the 
concurrent or simultaneous occurrence of two or more related 
activities in multiple devices or channels. (3) Pertaining to the 
simultaneity of two or more processes. (4) Pertaining to the 
simultaneous processing of the individual parts of a whole, such as 
the bits of a character and the characters of a word, using 
separate facilities for the various parts. (5) Contrast with serial. 

parameter. (1) ■ A variable that is given a constant value for a 
specified application and that may denote the application. (2) A 
name in a procedure that is used to refer to an argument passed to 
that procedure. 

parity bit. A binary digit appended to a group of binary digits to 
make the sum of all the digits either always odd (odd parity) or 
always even (even parity) . 

parity check. (1) A redundancy check that uses a parity bit. 
(2) Synonymous with odd-even check. 

PEL. Picture element. 

personal computer. A small home or business computer that has a 
processor and keyboard and that can be connected to a television 
or some other monitor. An optional printer is usually available. 

phototransistor. A transistor whose switching action is controlled 
by light shining on it. 

picture element (PEL). The smallest displayable unit on a 
display. 

polling. (1) Interrogation of devices for purposes such as to 
avoid contention, to determine operational status, or to determine 
readiness to send or receive data. (2) The process whereby 
stations are invited, one at a time, to transmit. 

port. An access point for data entry or exit. 

positive true. Synonym for active high. 
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positive-going edge. The edge of a pulse or signal changing in a 
positive direction. Synonymous with rising edge. 

potentiometer. A variable resistor with three terminals, one at 
each end and one on a slider (wiper). 

power supply. A device that produces the power needed to 
operate electronic equipment. 

printed circuit. A pattern of conductors (corresponding to the 
wiring of an electronic circuit) formed on a board of insulating 
material. 

printed-circuit board. A usually copper-clad plastic board used to 
make a printed circuit. 

priority. A rank assigned to a task that determines its precedence 
in receiving system resources. 

processing program. A program that performs such functions as 
compiling, assembling, or translating for a particular programming 
language. 

processing unit. A functional unit that consists of one or more 
processors and all or part of internal storage. 

processor. (1) In a computer, a functional unit that interprets 
and executes instructions. (2) A functional unit, a part of 
another unit such as a terminal or a processing unit, that 
interprets and executes instructions. (3) Deprecated term for 
processing program. (4) See microprocessor. 

program. (1) A series of actions designed to achieve a certain 
result. (2) A series of instructions telling the computer how to 
handle a problem or task. (3) To design, write, and test 
computer programs. 

programmable read-only memory (PROM). A read-only memory 
that can be programmed by the user. 

programming language. (1) An artificial language established for 
expressing computer programs. (2) A set of characters and rules 
with meanings assigned prior to their use, for writing computer 
programs. 



Glossary X-27 



programming system. One or more programming languages and 
the necessary software for using these languages with particular 
automatic data-processing equipment. 

PROM. Programmable read-only memory. 

propagation delay. (1) The time necessary for a signal to travel 
from one point on a circuit to another. (2) The time delay 
between a signal change at an input and the corresponding change 
at an output. 

protocol. (1) A specification for the format and relative timing 
of information exchanged between communicating parties. 
(2) The set of rules governing the operation of functional units of 
a communication system that must be followed if communication 
is to be achieved. 

pulse. A variation in the value of a quantity, short in relation to 
the time schedule of interest, the final value being the same as the 
initial value. 

radio frequency (RF). An ac frequency that is higher than the 
highest audio frequency. So called because of the application to 
radio communication. 

radix. (1) In a radix numeration system, the positive integer by 
which the weight of the digit place is multiplied to obtain the 
weight of the digit place with the next higher weight; for example, 
in the decimal numeration system the radix of each digit place is 
10. (2) Another term for base. 

radix numeration system. A positional representation system in 
which the ratio of the weight of any one digit place to the weight 
of the digit place with the next lower weight is a positive integer 
(the radix). The permissible values of the character in any digit 
place range from to one less than the radix. 

RAM. Random access memory. Read/ write memory. 

random access memory (RAM). Read/ write memory. 

RAS. In the IBM Personal Computer, row address strobe. 
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raster. In computer graphics, a predetermined pattern of lines 
that provides uniform coverage of a display space. 

read. To acquire or interpret data from a storage device, from a 
data medium, or from another source. 

read-only memory (ROM). A storage device whose contents 
cannot be modified. The memory is retained when power is 
removed. 

read/write memory. A storage device whose contents can be 
modified. Also called RAM. 

recoverable error. An error condition that allows continued 
execution of a program. 

red-green-blue-intensity (RGBI). The description of a 
direct-drive color monitor that accepts input signals of red, green, 
blue, and intensity. 

redundancy check. A check that depends on extra characters 
attached to data for the detection of errors. See cyclic redundancy 
check. 

register. (1) A storage device, having a specified storage 
capacity such as a bit, a byte, or a computer word, and usually 
intended for a special purpose. (2) A storage device in which 
specific data is stored. 

retry. To resend the current block of data (from the last EOB or 
ETB) a prescribed number of times, or until it is entered correctly 
or accepted. 

reverse video. A form of highlighting a character, field, or cursor 
by reversing the color of the character, field, or cursor with its 
background; for example, changing a red character on a black 
background to a black character on a red background. 

RF. Radio frequency. 

RF modulator. The device used to convert the composite video 
signal to the antenna level input of a home TV. 

RGBI. Red-green-blue-intensity. 
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rising edge. Synonym for positive-going edge. 

ROM. Read-only memory. 

ROM/BIOS. The ROM resident basic input/output system, 
which provides the level control of the major I/O devices in the 
computer system. 

row address strobe (RAS). A signal that latches the row address 
in a memory chip. 

RS-232C. A standard by the EIA for communication between 
computers and external equipment. 

RTS. Request to send. Associated with modem control. 

run. A single continuous performance of a computer program or 
routine. 

saturation. In computer graphics, the purity of a particular hue. 
A color is said to be saturated when at least one primary color 
(red, blue, or green) is completely absent. 

scaling. In computer graphics, enlarging or reducing all or part of 
a display image by multiplying the coordinates of the image by a 
constant value. 

schematic. The representation, usually in a drawing or diagram 
form, of a logical or physical structure. 

Schottky TTL. A version (S series) of TTL with faster switching 
speed, but requiring more power. See also transistor-transistor 
logic and low power Schottky TTL. 

SDL. Shielded Data Link 

SDLC. Synchronous Data Link Control. 

sector. That part of a track or band on a magnetic drum, a 
magnetic disk, or a disk pack that can be accessed by the 
magnetic heads in the course of a predetermined rotational 
displacement of the particular device. 

SERDES. Serializer/deserializer. 
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serial. (1) Pertaining to the sequential performance of two or 
more activities in a single device. In English, the modifiers serial 
and parallel usually refer to devices, as opposed to sequential and 
consecutive, which refer to processes. (2) Pertaining to the 
sequential or consecutive occurrence of two or more related 
activities in a single device or channel. (3) Pertaining to the 
sequential processing of the individual parts of a whole, such as 
the bits of a character or the characters of a word, using the same 
facilities for successive parts. (4) Contrast with parallel. 

serializer/deserializer (SERDES). A device that serializes output 
from, and deserializes input to, a business machine. 

setup. (1) In a computer that consists of an assembly of 
individual computing units, the arrangement of interconnections 
between the units, and the adjustments needed for the computer 
to operate. (2) The preparation of a computing system to 
perform a job or job step. Setup is usually performed by an 
operator and often involves performing routine functions, such as 
mounting tape reels. (3) The preparation of the system for 
normal operation. 

short circuit. A low-resistance path through which current flows, 
rather than through a component or circuit. 

signal. A variation of a physical quantity, used to convey data. 

sink. A device or circuit into which current drains. 

software. (1) Computer programs, procedures, and rules 
concerned with the operation of a data processing system. 
(2) Contrast with hardware. 

source. The origin of a signal or electrical energy. 

square wave. An alternating or pulsating current or voltage 
whose waveshape is square. 

square wave generator. A signal generator delivering an output 
signal having a square waveform. 

SS. Start-stop. 
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start bit. (1) A signal to a receiving mechanism to get ready to 
receive data or perform a function. (2) In a start-stop system, a 
signal preceding a character or block that prepares the receiving 
device for the reception of the code elements. 

start-of-text (STX). A transmission control character that 
precedes a text and may be used to terminate the message 
heading. 

start-stop system. A data transmission system in which each 
character is preceded by a start bit and is followed by a stop bit. 

start-stop (SS) transmission. (1) Asynchronous transmission 
such that a group of signals representing a character is preceded 
by a start bit and followed by a stop bit. (2) Asynchronous 
transmission in which a group of bits is preceded by a start bit 
that prepares the receiving mechanism for the reception and 
registration of a character and is followed by at least one stop bit 
that enables the receiving mechanism to come to an idle condition 
pending the reception of the next character. 

static memory. RAM using flip-flops as the memory elements. 
Data is retained as long as power is applied to the flip-flops. 
Contrast with dynamic memory. 

stop bit. (1) A signal to a receiving mechanism to wait for the 
next signal. (2) In a start-stop system, a signal following a 
character or block that prepares the receiving device for the 
reception of a subsequent character or block. 

storage. (1) A storage device. (2) A device, or part of a device, 
that can retain data. (3) The retention of data in a storage 
device. (4) The placement of data into a storage device. 

strobe. An instrument that emits adjustable-rate flashes of light. 
Used to measure the speed of rotating or vibrating objects. 

STX. Start-of-text. 

symbol. (1) A conventional representation of a concept. (2) A 
representation of something by reason of relationship, 
association, or convention. 
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synchronization. The process of adjusting the corresponding 
significant instants of two signals to obtain the desired phase 
relationship between these instants. 

Synchronous Data Link Control (SDLC). A protocol for 
management of data transfer over a data link. 

synchronous transmission. (1) Data transmission in which the 
time of occurrence of each signal representing a bit is related to a 
fixed time frame. (2) Data transmission in which the sending and 
receiving devices are operating continuously at substantially the 
same frequency and are maintained, by means of correction, in a 
desired phase relationship. 

syntax. (1) The relationship among characters or groups of 
characters, independent of their meanings or the manner of their 
interpretation and use. (2) The structure of expressions in a 
language. (3) The rules governing the structure of a language. 
(4) The relationships among symbols. 

text. In ASCII and data communication, a sequence of 
characters treated as an entity if preceded and terminated by one 
STX and one ETX transmission control character, respectively. 

time-out. (1) A parameter related to an enforced event designed 
to occur at the conclusion of a predetermined elapsed time. A 
time-out condition can be cancelled by the receipt of an 
appropriate time-out cancellation signal. (2) A time interval 
allotted for certain operations to occur; for example, response to 
polling or addressing before system operation is interrupted and 
must be restarted. 

track. (1) The path or one of the set of paths, parallel to the 
reference edge on a data medium, associated with a single reading 
or writing component as the data medium moves past the 
component. (2) The portion of a moving data medium such as a 
drum, or disk, that is accessible to a given reading head position. 

transistor-transistor logic (TTL). A popular logic circuit family 
that uses multiple-emitter transistors. 

translate. To transform data from one language to another. 
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transmission. (1) The sending of data from one place for 
reception elsewhere. (2) In ASCII and data communication, a 
series of characters including headings and text. (3) The 
dispatching of a signal, message, or other form of intelligence by 
wire, radio, telephone, or other means. (4) One or more blocks 
or messages. For BSC and start-stop devices, a transmission is 
terminated by an EOT character. (5) Synonymous with data 
transmission. 

TTL. Transistor-transistor logic. 

typematic key. A keyboard key that repeats its function when 
held pressed. 

V. Volt. 

vector. In computer graphics, a directed line segment. 

video. Computer data or graphics displayed on a cathode ray 
tube, monitor, or display. 

view point. In computer graphics, the origin from which angles 
and scales are used to map virtual space into display space. 

viewing reference point. In computer graphics, a point in the 
modeling coordinate space that is a defined distance from the 
view point. 

viewing transformation. Operations on the coordinates of an 
object (usually matrix multiplications) that cause the view of the 
object to be rotated about any axis, translated (moved without 
rotating), and/or scaled (changed in size along any or all 
dimensions). Viewing transformation differs from modeling 
transformation in that perspective is considered. See also 
modeling transformation. 

viewplane. The visible plane of a CRT display screen that 
completely contains a defined window. 

viewport. In computer graphics, a predefined part of the CRT 
display space. 

volt. The basic practical unit of electric pressure. The potential 
that causes electrons to flow through a circuit. 
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W. Watt. 

watt. The practical unit of electric power. 

window. (1) A predefined part of the virtual space. (2) The 
visible area of a viewplane. 

word. (1) A character string or a bit string considered as an 
entity. (2) See computer word. 

write. To make a permanent or transient recording of data in a 
storage device or on a data medium. 

write precompensation. The varying of the timing of the head 
current from the outer tracks to the inner tracks of the diskette to 
keep a constant 'write' signal. 

yon plane. In computer graphics, a plane that is perpendicular to 
the line joining the viewing reference point and the view point, 
and that lies beyond the viewing reference point. Any part of an 
object beyond the yon plane is not seen. See also hither plane. 
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clock and data signals 4-27 

data input 4-29 

data output 4-28 

data stream 4-27 
clock cycle 1-7 
clock line, keyboard 1-58 
clock, real-time 1-59 
clock, system 1-7 
CMC 6-17 
CMOS RAM 1-59 
CMOS RAM addresses 1-59 
CMOS RAM 
configuration 1-63 
CMOS RAM I/O 
operations 1-70 



CMP 6-7 
CMPS 6-11 
COBOL 8-7 
code 

device driver 8-15 
machine 

identification 8-19 
machine-sensitive 8-19 
codes 

character 4-30 
extended 4-34 
multitasking 
function 8-17 
command codes, DMA 
controller 1 1-10 
command codes, DMA 
controller 2 1-11 
commands 
I/O 8-11 

keyboard controller 1-56 
commands from the 
system 4-6 
Default Disable 4-7 
Echo 4-7 
Enable 4-7 
Read ID 4-7 
Resend 4-8 
Reset 4-8 
Select Alternate Scan 
Codes 4-8 
Set All Keys 4-9 
Set Default 4-9 
Set Key Type 4-9 
Set Typematic 
Rate/Delay 4-11 
Set/Reset Status 
Indicators 4-10 
commands to the system 

ACK (acknowledge) 4- 1 3 
BAT (basic assurance test) 
Completion Code 4-13 
BAT Failure 4-13 
commands to the 
system 4-13 
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Echo 4-13 

Key Detection Error 4-14 

Keyboard ID 4-14 

Overrun 4-14 

Resend 4-14 
comparison instructions 6-23 
compatibility, hardware 8-3 
condition, wait 8-16 
configuration record 1 -60 
configuration, CMOS 
RAM 1-63 
connectors 

battery 1-75 

I/O channel 1-25 

J-l through J-8 1-27 

J-l,J-7andJ-8 1-26 

keyboard 1-75 

power supply 1-74 

power supply output 3-6 

speaker 1-75 

system board 1-74 
constants instructions 6-24 
control key 4-36 
control transfer 
instructions 6-13 
control, sound 8-13 
controller, keyboard 1-44 
controllers 

DMA 1-7, 1-9, 1-10 

interrupt 1-12 

refresh 1-7 
Coprocessor controls 1-42 
coprocessor 
programming 2-3 
coprocessor, math 2-3 
copy protection 8-5,8-14 
Ctrl state 4-34 
CTS 6-18 
CWD 6-9 
cycle 

bus 1-7 

clock 1-7 

microprocessor 1-7 



D 



DACK 0-3 and 5-7 1-35 

DAS 6-8 

data area, ROM BIOS 8-14 

data input 4-29 

data line, keyboard 1-58 

data output 4-28 

data stream 4-27 

data transfer 

instructions 6-3, 6-22 
data transfer rate, 

diskette 8-6 
DEC 6-7, 6-8 
decodes, memory 1-12 
DECSTP 6-28 
Default Disable 

command 4-7 
default segment 

workspace 5-10 
delay, typematic 4-4 
description 4-3 
buffer 4-4 
cabling 4-3 
key-code scanning 4-4 
keys 4-4 
sequencing key-code 
scanning 4-4 
descriptors 1-5 
device driver code 8-15 
diagnostic checkpoint 

port 1-42 

direct memory access 1-9 
disk pointer 8-12 

disk base 8-6,8-12 

diskette change signal 8-6 
diskette data transfer 

rate 8-6 

diskette rotational speed 8-6 
diskette track density 8-6 
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diskette write current 8-6 
DIV 6-9 

divide error exception 8-9 
DMA address generation 1-9 
DMA channels 1-9 
DMA controller 1-7 
DMA controller 1 1-9 
DMA controller 1 command 

codes 1-10 
DMA controller 2 1-10 
DMA controller 2 command 

codes 1-11 
DMA controllers 1-9 
DOS 8-7 

DOS function calls 8-10 
DOS interrupts 5-6 
DRQ0-DRQ3 1-34 
DRQ5-DRQ7 1-34 



E 



Echo command 4-7 ,4-13 
Enable command 4-7 
enable NMI 1-39 
encoding, keyboard 4-30 
ENTER 6-16 
ESC 6-18 

exception, divide error 8-9 
extended ASCII 4-30 
extended codes 4-34 



FCOMPP 6-23 
FDIV 6-25 
FIFO 4-4 
FLD 6-22 
FLDLG2 6-24 
FLDLN2 6-24 
FLDL2T 6-24 
FLDP1 6-24 
FLDZ 6-24 
FLD1 6-24 
FMUL 6-25 
FORTRAN 8-7 
FPATAN 6-26 
FPREM 6-26 
FREE 6-28 
French keyboard 4-41 
FRNDINT 6-26 
FSCALE 6-26 
FSQRT 6-25 
FST 6-22 
FSTP 6-22 
FSUB 6-25 
FTST 6-24 

function calls, DOS 8-10 
function codes, 
multitasking 8-17 
FXAM 6-24 
FXCH 6-23 
FXTRACT 6-26 



FABS 6-26 
FADD 6-25 
FCHS 6-26 
FCOM 6-23 
FCOMP 6-23 



gap length parameter 8-12 
generator, refresh 
request 1-22 
German keyboard 4-42 
graphics modes 5-8 
guidelines, application 8-7 
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H 



hard code 5-10 
hardware compatibility 8-3 
hardware interrupts 5-6 
HLT 6-17 
hooks 8-15 



a 



I/O address map 1-38 

I/O address space 1-24 

I/O addresses 1-38 

I/O CH CK 1-32, 1-39 

I/OCHRDY 1-33 

I/O channel 1-24 
connectors 1-25 
pin assignments 1-28 
signals 1-31 

I/O channel check 1-32 

I/O channel connectors 1-28 

I/O channel ready 1-33 

I/O chip select 1-36 

I/O commands 8-11 

I/O CS16 1-36 

I/O port (read/ write) 1 -40 

I/O ports, keyboard 
controller 1-58 

I/Oread 1-33 

I/O write 1-33 

IDIV 6-9 

IIMUL 6-9 

IMR 8-13 

IMUL 6-8 

IN 6-5 

INC 6-6 

INCSTP 6-28 

input buffer, keyboard 
controller 1-56 



input port, keyboard 
controller 1-58 
input requirements 3-3 
input, keyboard 4-29 
inputs, power supply 3-3 
INS 6-12 
instructions 

arithmetic 6-6, 6-25 

comparison 6-23 

constants 6-24 

control transfer 6-13 

data transfer 6-3, 6-22 

logic 6-9 

processor control 6-17 

protection control 6-18 

rotate 6-9 

shift 6-9 

string manipulation 6-11 
INT 6-16, 6-27 
interfaces, multitasking 8-15 
interrupt controller 1-12 
interrupt mask register 8-13 
interrupt service routine 1-33 
interrupt sharing 1-14 
interrupt vectors 8-14 
interrupt, single step 8-8 
interrupts 

BASIC 5-6 

DOS 5-6 

hardware 5-6 

program 5-3 

program interrupt listing 
(real mode) 5-5 

sharing 1-14 

system 1-12 
interrupts, program (real 
mode) 5-5 
INTO 6-16 
IOR 1-33 
IOW 1-33 
IRET 6-16 
IRQ 2 8-11 
IRQ 9 8-4,8-11 
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IRQ3-IRQ15 1-33 
Italian keyboard 4-43 



E 



JB/JNAE 6-14 
JBE/JNA 6-14 
JCXZ 6-16 
JE/JZ 6-14 
JL/JNGE 6-14 
JLE/JNG 6-14 
JMP 6-13 
JNB/JAE 6-15 
JNBE/JA 6-15 
JNE/JNZ 6-15 
JNL/JGE 6-15 
JNLE/JG 6-15 
JNO 6-15 
JNP/JPO 6-15 
JNS 6-15 
JO 6-14 

joystick support 5-6 
JP/JPE 6-14 
JS 6-14 
jumper, RAM 1-43 



Key Detection Error 
command 4-14 
key-code scanning 4-4 
keyboard 4-48 
clock line 1-58 
connector 1-75 
controller 1-44 
controller 
commands 1-56 
controller I/O ports 1-58 
controller input 
buffer 1-56 



controller input port 1-58 

controller output 
buffer 1-56 

controller output 
port 1-58 

controller status 
register 1-54 

controller test inputs 1-58 

data line 1-58 

encoding 4-30 

interface block 
diagram 1-54 

layout 1-47,4-31 

routine 4-39 
keyboard buffer 4-4 
keyboard data input 4-29 
keyboard data output 4-28 
Keyboard ID command 4-14 
keyboard layouts 

French 4-41 

German 4-42 

Italian 4-43 

keyboard layouts 4-40 

Spanish 4-44 

U.K. English 4-45 

U.S. English 4-46 
keyboard logic diagrams 4-48 
keyboard scan codes 4-15 
keyboard scan-code outputs 

scan code set 1 4-16 

scan code set 2 4-20 

scan code set 3 4-24 
keyboard, French 4-41 
keyboard, German 4-42 
keyboard, Italian 4-43 
keyboard, Spanish 4-44 
keyboard, U.K. English 4-45 
keyboard, U.S. English 4-46 
keys 4-4 

alternate 4-37 

break 4-38 

caps lock 4-37 

combinations 4-37 
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control 4-36 
number lock 4-37 
pause 4-38 
print screen 4-38 
scroll lock 4-37 
shift 4-36 

system request 4-38,5-6 
keys, typematic 4-4 



LOOP 6-15 
loop, busy 8-17 
LOOPNZ/LOOPNE 6- 1 6 
loops, program 8-14 
LOOPZ/LOOPE 6-15 
LSL 6-19 
LTR 6-18 



e 



M 



LAHF 6-5 

LAR 6-19 

layout system board 1-76 

layout, keyboard 1 -47 , 4-3 1 

layouts 

French 4-41 

German 4-42 

Italian 4-43 

layouts 4-40 

Spanish 4-44 

U.K. English 4-45 

U.S. English 4-46 
LA17-LA23 1-31 
LDCW 6-27 
LDENV 6-27 
LDS 6-5 
LEA 6-5 
LEAVE 6-16 
LES 6-5 
LGDT 6-18 
LIDT 6-18 
line contention 4-28 
line protocol 4-6 
LLDT 6-18 
LMSW 6-19 
load current 3-3 
LOCK 6-17 
LODS 6-11 
logic diagrams 

system board 1-77 
logic instructions 6-9 



machine identification 

code 8-19 

machine-sensitive code 8-19 
make code 4-4 
make/break 4-4 
mask on and off 1-39 
MASTER (I) 1-36 
math coprocessor 2-3 ,8-11 
math coprocessor 

controls 1-42 
MEM chip select 1-36 
MEM CS16 1-36 
memory 1-4 
memory decodes 1-12 
memory locations, 

reserved 5-9 
memory map, BIOS 5-10 
memory module 

packages 1-24 
MEMR 1-34 
MEMW 1-34 
microprocessor 1-4, 1-7 
microprocessor cycle 1-7 
mode, data stream 1-45, 4-6, 

4-27 
modes, graphic 5-8 
modules, RAM 1-24 
modules, 

ROM/EPROM 1-23 
MOV 6-3 
MOVS 6-11 
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MUL 6-8 

multi-tasking 

function codes 8-17 
interfaces 8-15 
provisions 8-15 
serialization 8-16 
startup 8-16 



Overrun command 4-14 



N 



NEG 6-8 

NMI 1-12, 1-39 

NMI controls 1-39 

no load protection 3-4 

non-maskable interrupt 1-39 

NOP 6-26, 6-28 

NOT 6-11 

Num Lock state 4-34 

number lock key 4-37 



O 



operations, CMOS RAM 

I/O 1-70 
OR 6-10 
OSC 1-36 
oscillator 1-36 
OUT 6-5 
output buffer, keyboard 

controller 1-56 
output port, keyboard 

controller 1-58 
output voltage sense 

levels 3-5 
output voltage 

sequencing 3-4 
output, keyboard 4-28 
outputs, power supply 3-3 
OUTS 6-12 



H 



packages, memory 
module 1-24 

page register addresses 1-11 
parameter 

gap length 8-12 

passing 5-4 

tables 8-12 
parameters, BIOS fixed 
disk 1-65 
Pascal 8-7 
pause key 4-38 
performance, system 1-7 
POP 6-4 
POPA 6-4 
POPF 6-6, 8-8 
POR 4-5 
port, diagnostic 
checkpoint 1-42 
post 8-17 

power good signal 3-4 
power requirements 4-47 
power supply 

connectors 1-74 

inputs 3-3 

output connectors 3-6 

outputs 3-3 
power-on reset 4-5 
power-on routine 4-5 

basic assurance test 4-5 

BAT (basic assurance 
test) 4-5 

POR (power-on 
reset) 4-5 

power-on reset 4-5 
print screen key 4-3 8 
priorities, shift key 4-37 
processor control 
instructions 6-17 
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program interrupts 5-3 
program loops 8-14 
programming hints, 

BIOS 5-10 
programming, 

coprocessor 2-3 
protected mode 1-5,5-6 
protection control 

instructions 6-18 
protection, no load 3-4 
protocol 4-6 
provisions, multitasking 
PTAN 6-26 
PUSH 6-3 
PUSH SP 8-8 
PUSHA 6-4 
PUSHF 6-6 
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quick reference charts 
BIOS 5-14 

characters keystrokes, and 
colors 7-14 



R 



R/W memory 1-24 
RAM jumper 1-43 
RAM modules 1-24 
RAM subsystem 1 -24 
RAM, CMOS 1-59 
rate, typematic 4-4, 4-11 
Read ID command 4-7 
real address mode 1-4, 2-5 
real mode 5-3 
real-time clock 1-59, 1-60 
record, configuration 1-60 
REFRESH 1-35 



refresh controller 1-7 
refresh request 

generator 1-22 
regulation tolerance 3-3 
REP/REPNE, 

REPZ/REPNZ 6-12 
requirements, input 3-3 
Resend command 4-8,4-14 
reserved memory 

locations 5-9 
reserved scan codes 1-52 
Reset command 4-8 
RESET DRV 1-32 
reset, power-on 4-5 
reset, system 4-38 
RET 6-13 
ROM BIOS 8-10 
ROM BIOS data area 8-14 
ROM scan cpdes 4-30 
ROM subsystem 
ROM/EPROM 

modules 1-23 
rotate instructions 
rotational, speed 
routine, interrupt 

service 1-33 
routine, keyboard 
RSTOR 6-28 



1-23 



6-9 
8-6 
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S 






SAHF 6-5 




SAVE 6-28 




SA0-SA19 1-31 




SBB 6-7 




SBHE 1-35 




scan code set 1 4-16 




scan code set 2 4-20 




scan code set 3 4-24 




scan code tables (set 1) 


4-16 


scan code tables (set 2) 


4-20 


scan 


coc 


le tables (set 3) 


4-24 
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scan code translation 1 -46 
scan codes, keyboard 4-15 
scan codes, ROM 4-30 
scanning, key-code 

sequencing 4-4 
SCAS 6-11 
scroll lock key 4-37 
SD0-SD15 1-32 
segment address 1-4 
segments 1-4 
Select Alternate Scan Codes 

command 4-8 
sense levels, output 

voltage 3-5 
sequencing key-code 

scanning 4-4 
sequencing, output 

voltage 3-4 
serialization, 

multitasking 8-16 
Set All Keys commands 4-9 
Set Default command 4-9 
Set Key Type commands 4-9 
Set Typematic Rate/Delay 

command 4-11 
Set/Reset Status Indicators 

command 4-10 
SETPM 6-27 
SGDT 6-18 
shift counts 8-9 
shift instructions 6-9 
shift key 4-36 
shift key priorities 4-37 
Shift state 4-34 
shift states 4-36 
SIDT 6-18 
signals 

diskette change 8-6 
I/O channels 1-31 
power good 3-4 
system clock 8-4 
signals, clock and data 4-27 
single step interrupt 8-8 
SLDT 6-18 



SMEMR 1-34 

SMEMW 1-34 

SMSW 6-19 

sound control 8-13 

Spanish keyboard 4-44 

speaker 1-43 

speaker connector 1-75 

speaker tone generation 1-22 

special vectors 5-6 

specifications 4-47 

power requirements 4-47 

size 4-47 

system unit 1-72 

weight 4-47 
startup, multitasking 8-16 
states 

Ctrl 4-34 

Num Lock 4-34 

Shift 4-34, 4-36 
status register, keyboard 
controller 1-54 
STC 6-17 
STCW 6-27 
STD 6-17 
STENV 6-27 
STI 6-17 
STOS 6-12 
STR 6-19 
stream, data 4-27 
string manipulation 
instructions 6-11 
STSW 6-27 
STSWAX 6-27 
SUB 6-7 

subsystem, RAM 1-24 
subsystem, ROM 1-23 
support joystick 5-6 
switch, display 1-44 
system BIOS usage 5-3 
system block diagram xiv 
system board 1-3 
system board block 
diagram 1-6 
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system board 

connectors 1-74 
system board layout 1-76 
system board logic 

diagrams 1-77 
system bus high enable 1- 
system clock 1-7 
system clock signal 8-4 
system interrupts 1-12 
system performance 1 -7 
system request key 4-3 8 , 
system reset 4-38 
system timer block 

diagram 1-22 
system timers 1-22 
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5-6 







T/C 1-35 

table, translation 1-49 

tables, parameter 8-12 

terminal count 1-35 

TEST 6-10 

test inputs, keyboard 

controller 1-58 
time-outs 8-18 
timer/counter 1-22 
timer/counters 1 -22 
timers, system 1-22 
tone generation, 

speaker 1-22 
track density, diskette 8-6 
track-to-track access 

time 8-6 

translation table 1 -49 
translation, scan code 1-46 
tri-state 1-36 
type of display switch 1-44 
typematic delay 4-4 
typematic keys 4-4 
typematic rate 4-4, 4-11 
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U.K. English keyboard 4-45 
U.S. English keyboard 4-46 
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vectors, special 5-6 
VERR 6-19 


video display buffers 8-14 
virtual address mode 1-4, 2-5 
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WAIT 6-17 


wait condition 8-16 


wait loop classes 8-17 
workspace, default 


segment 5-10 
write current, diskette 8-6 




X 




XCHG 6-4 


XLAT 6-5 


XOR 6-11 


s 


YL2 


XP1 


[ 6-27 
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Numerics 



zero wait state 1-37 



OWS 1-37 
2XM1 6-26 
80286 1-4 
8042 1-44 
8237A-5 1-9 
8254-2 1-22 
8259A Interrupt 1- 
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